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Change in Clause 1

1
Scope

The present document specifies the Common Management Information Protocol (CMIP) Solution Set (SS) for the CN Network Resource Integration Reference Point (IRP): Network Resource Model defined in 3GPP TS 32.632 [4]. In detail:

· Clause 4 contains an introduction to some concepts that are the base for some specific aspects of the CMIP interfaces.

· Clause 5 contains the GDMO definitions for the Alarm Management over the CMIP interfaces

· Clause 6 contains the ASN.1 definitions supporting the GDMO definitions provided in clause 5.

This Solution Set specification is related to 3GPP TS 32.632 V6.2.X [4].

End of Change in Clause 1

Change in Clause 3.2

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CMIP
Common Management Information Protocol

DN
Distinguished Name

GDMO
Guidelines for the Definition of Managed Objects

IDL
Interface Definition Language

IEC
International Electrotechnical Commission

IOC
Information Object Class
ISO
International Standards Organization

ITU-T
International Telecommunication Union, Telecommunication Sector

MGW
Media GateWay

MIB
Management Information Base

MIM
Management Information Model

MIT
Management Information Tree (or Naming Tree)

MOC
Managed Object Class

MOI
Managed Object Instance

NE
Network Element

NR
Network Resource

NRM
Network Resource Model

TMN
Telecommunications Management Network

UTRAN
UMTS Terrestrial Radio Access Network

End of Change in Clause 3.2

Change in Clause 4.2.2.1

4.2.2.1
Attribute Mapping of the IOC MscServerFunction 

Table 2: Attribute mapping of the IOC MscServerFunction
	IS Attribute
	CMIP SS Attributes
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mscServerFunctionId
	mscServerFunctionId
	M
	M
	--

	userLabel
	userLabel (ITU-T Rec. M.3100 [9]) 
	M
	M
	M

	mccList
	mccList
	M
	M
	M

	mncList
	mncList
	M
	M
	M

	lacList
	lacList
	M
	M
	M

	sacList
	sacList
	M
	M
	M

	gcaList
	gcaList
	M
	M
	M

	mscId
	mscId
	M
	M
	M

	mscServerFunction-GsmCell
	mscServerFunction-GSMcell
	M
	M
	--

	mscServerFunction-ExternalGsmCell
	mscServerFunction-ExternalGSMcell
	M
	M
	--

	mscServerFunction-CsMgwFunction
	mscServerFunction-CsMgwFunction
	M
	M
	--


End of Change in Clause 4.2.2.1

Change in Clause 4.2.2.8

4.2.2.8
Attribute Mapping of the IOC SgsnFunction
Table 9: Attribute mapping of the IOC SgsnFunction
	IS Attribute
	CMIP SS Attribute
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sgsnFunctionId
	sgsnFunctionId
	M
	M
	--

	UserLabel
	userLabel (ITU-T Rec. M.3100 [9])
	M
	M
	M

	mccList
	mccList
	M
	M
	M

	mncList
	mncList
	M
	M
	M

	lacList
	lacList
	M
	M
	M

	racList
	racList
	M
	M
	M

	sacList
	sacList
	M
	M
	M

	sgsnId
	sgsnId
	M
	M
	M

	sgsnFunction-GsmCell
	sgsnFunction-GSMCell
	M
	M
	--

	sgsnFunction-ExternalGsmCell
	sgsnFunction-ExternalGSMCell
	M
	M
	--


End of Change in Clause 4.2.2.8

Change in Clause 4.2.2.31

4.2.2.31
Attribute Mapping of the IOC CsMgwFunction
Table 32: Attribute mapping of the IOC CsMgwFunction
	IS Attribute
	CMIP SS Attribute
	Support Qualifier
	Read Qualifier
	Write Qualifier

	csMgwFunctionId
	CsmgwFunctionId
	M
	M
	--

	userLabel
	userLabel (ITU-T Rec. M.3100 [9])
	M
	M
	M

	csMgwFunction-MscServerFunction
	csMgwFunction-mscServerFunction
	M
	M
	--

	csMgwFunction-IucsLink
	csMgwFunction-iucsLink
	M
	M
	--

	csMgwFunction-ALink
	csMgwFunction-ALink
	M
	M
	--


End of Change in Clause 4.2.2.31
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