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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 31.101: UICC-Terminal Interface; Physical and Logical Characteristics

[2]
Void

[3]
Void

[4]
3GPP TS 51.011: "Specification of the Subscriber Identity Module, Mobile Equipment (SIM - ME) interface" Release 4.
[5]
Void
[6]
Void


[7]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications"

[8]
Void.
[9]
Void.
[10]
Void.
[11]
Void.
[12]
Void.
[13]
Void.
[14]
3GPP TS 31.111: USIM Application Toolkit (USAT)

[15]
3GPP TS 31.102: Characteristics of the USIM Application

[16]
3GPP TS 22.140: Multimedia Messaging Service (MMS); Stage 1
[17]
3GPP TS 51.014: "Specification of the SIM Application Toolkit for the Subscriber Identity Module - Mobile Equipment (SIM - ME) interface" Release 4.
[18]
ETSI TS 102 240: "UICC Application Programming Interface and Loader Requirements; Service description" Release 6.
[…]

6 
SAT/USAT/ME interface requirements

6.1 
(U)SAT APIs



The (U)SIM-API is defined in ETSI TS 102 240 [18]. This API is valid for (U)SAT and is referred to in this TS as (U)SAT API.

The (U)SAT API for the UICC shall allow application programmers easy access to the functions and data described in 3GPP TS 51.011 [4], TS 31.101 [1], TS 31.102 [15], TS 51.014 [17], TS 31.111 [14], such that (U)SIM based services can be developed and loaded onto UICCs (independent of the UICC manufacturer), quickly and, if necessary, remotely, after the card has been issued. The (U)SAT API shall support pro-active functions as described in 3GPP TS 51.014 [17] and TS 31.111 [14], and transport functions as described in 3GPP TS 51.011 [4] and TS 31.102 [15].
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