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**** 1st modified section ****

6.1.1
Online service data flow based bearer charging architecture

Figure 6.1 below presents the overall architecture for service data flow based online bearer charging.
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Figure 6.1:
Overall architecture for service data flow based online bearer charging

Note(*):
The detailed functional entities of the Online Charging System are not shown in this figure. The details of the OCS are specified in [3].
The CAMEL-SCP depicted on the figure above performs the functions as defined in [8].
Note: The OCS may interact as an AF with a CRF

**** 2nd modified section ****

6.2.2
Service Data Flow Based Credit Control Function

The Service Data Flow Based Credit Control Function performs online credit control functions together with the Online Charging System. It provides a new function within the Online Charging System.

The Online Charging System is specified in 3GPP TS 32.200 [3]. The Service Data Flow Based Credit Control Function is considered as a new functional entity for release 6 within the Online Charging System.
The OCS may interact as an AF with a CRF to provide input to the CRF for charging rules selection.

There may be several OCSs in a PLMN. To allow for this case, OCS addresses (i.e. the primary address and secondary address) may be passed once per IP network connection from the CRF to the TPF. This information shall be locally pre-configured within the TPF for all users. The addresses provided by the CRF have higher priority than the pre-configured ones.

**** 3rd modified section ****



7
Message Flows

7.1
AF input to provision of charging rules

The AF may provide the CRF with application/service data flow charging information as described in 6.2.5. This information is used by the CRF to determine and complete the appropriate charging rules to send to the TPF. It is an AF decision when to send this information and the CRF takes the AF input into account from the point that it receives the AF information. The AF input may trigger an unsolicited provision of charging rules by the CRF as described in 7.3.
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Figure 7.0a: AF input to provision of charging rules

1.
The AF sends application/service data flow charging information. The AF may include IMSI/MSISDN in addition to the IP Address of the UE

2.
If the AF only provides the IP Address of the UE the CRF acknowledges the AF input. If the AF in addition to the IP Address of the UE also provides the IMSI/MSISDN the CRF performs, based on the operator configuration, a check of the UE identities provided by the AF against the UE identities provided by the TPF. After the identity matching procedures the CRF informs the AF about the result. For GPRS the CRF receives the IMSI and MSISDN from the TPF at bearer establishment.
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