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Change in Clause 7.1.5
7.1.5

Service-Context-Id AVP

The Service-Context-Id AVP is defined in DCC [402]. It is of type UTF8String and contains a unique identifier of the Diameter Credit Control service specific document that applies to the request. This is an identifier allocated by the service provider/operator, by the service element manufacturer or by a standardization body and MUST uniquely identify a given Diameter Credit Control service specific document. The format of the Service-Context-Id is: 

"extensions".MNC.MCC."Release"."service-context" "@" "domain" 
The 3GPP specific values for "service-context" "@" "domain" are:

· For PS charging: 



32251@3gpp.org
· For WLAN charging: 


32252@3gpp.org
· For IMS charging:



32260@3gpp.org
· For MMS service charging: 
32270@3gpp.org
· For LCS service charging: 
32271@3gpp.org
· For PoC service charging:

32272@3gpp.org
· For MBMS service charging:
32273@3gpp.org
The "Release" indicates the 3GPP Release the service specific document is based upon e.g. 6 for Release 6.
Note: As a minimum, Release."service-context" "@" "domain" shall be used. If the minimum is used all operator configurable parameters (Oc and Om) are optional. 
The MNC.MCC identifies the operator implementing the service specific document, which is used to determine the specific requirements for the operator configurable parameters.
The "extensions" is operator specific information to any extensions in a service specific document.

End of Change in Clause 7.1.5
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