Page 1



3GPP TSG-SA5 (Telecom Management) 
Tdoc (
S5-054569
Meeting #42bis SWGB-only, Heidelberg, GERMANY, 11 - 15 Jul 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	32.298
	CR
	0004
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correct GMLC address used in LCS CDRs

	
	

	Source:
(

	SA5 (gavin.wong@vodafone.com)

	
	

	Work item code:
(

	LCS2-CH
	
	Date: (

	02/09/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	The address type of the V-, H-, and R-GMLC incorrectly refers to E.164 number. This type is not available to the GMLCs as a result of MAP queries to the HLR. The address type that is returned is IP address as the reference points that the GMLCs use to interconnect with each other are XML over IP based and not MAP over SS7.

	
	

	Summary of change:
(

	Changes the address type for V-GMLC, H-GMLC and R-GMLC to be IP address from E.164 number

	
	

	Consequences if 
(

not approved:
	Information that is not available to the GMLC is included in LCS CDRs.

	
	

	Clauses affected:
(

	5.1.4.2.1, 5.1.4.2.2, 5.1.4.2.3
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	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	X
	
	 O&M Specifications
	32.271

	
	

	Other comments:
(

	S5-054568 contains the corresponding changes to the parameter description to TS 32.271, and S5-054575 contains the corresponding changes in the parameters for the ASN.1 description.


Change in Clause 5.1.4.2
5.1.4.2
LCS CDR parameters

This clause contains the description of each field of the LCS CDRs specified in TS 32.271 [31].

5.1.4.2.1
Home GMLC Identity

This field contains the IP address of the Home GMLC (H-GMLC) involved in the location request

5.1.4.2.2
Requesting GMLC Identity

This field contains the IP address of the Requesting GMLC (R-GMLC) involved in the location request

5.1.4.2.3
Visited GMLC Identity

This field contains the IP address of the Visited GMLC (V-GMLC) involved in the location request
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