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	Reason for change:
(

	The current MBMS architecture only supports a single and static QoS requirement for a complete MBMS user service. That means if a user wants to join a MBMS user service and his current access network does not support the required QoS level, service reception is not possible. From an operator or service provider point of view this results in the problem how to configure the service, in order to maximise, at the same time, the number of users and the quality of the service. Basically there is a trade-off between the number of users being able to receive the service and the quality of the service.

The support of enhanced MBMS user services providing multiple QoS levels enabling adaptation of the MBMS user services to the QoS resources provided by the access network(s) optimises this trade-off. The operator benefits by providing (and charging) the MBMS user service to a maximum number of users, whereas the users benefit from receiving the MBMS user service in a larger area at the best possible quality.
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	Requirements for the support of enhanced MBMS user services providing multiple QoS levels are added.

	
	

	Consequences if 
(

not approved:
	The provisioning of multiple MBMS user services for the same service content risks the waste of radio resources, if more than one of those services have to be provided in an access network in parallel.
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6.4
Quality of service

It should be possible for the operator to collect statistical data such as lost frames, assigned resources, bit-rates achieved etc.

It shall be possible for the operator to adapt the distribution of a MBMS user service consisting of different MBMS transport services to provide multiple QoS levels according to the QoS resources provided by the access network(s), while maintaining the resource efficiency of the underlying MBMS transport services.
Note: It is necessary that an MBMS user service, consisting of different MBMS transport services providing multiple QoS levels, can be received by all MBMS-capable terminals.
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