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	Reason for change:
(

	The last SA plenary approved CR 021rev1 directly proposed to the plenary, but also requested SA1 to review the CR and correct it if required.

The current procedures do not give enough guidance on the information to be collected for charging.

Furthermore, for a network-iniated service change it is preferable to charge the user who originally requested a multimedia call, rather than the user that accepts the network-initiated upgrade first. Otherwise user experience would be negatively impacted, as a user may (for a network-initiated service change to multimedia) or may not (for an user-initated service change to multimedia) be charged for the multimedia call when accepting a proposed service change to multimedia. This is difficult to explain to the user.

	
	

	Summary of change:
(

	On a service change the information collected shall give the operator flexible charging means as outlined by the examples given.

Especially in case of the network initiated service change from voice to CS multimedia the party originally requesting CS multimedia may be charged again after the service change.
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not approved:
	There is no sufficient information available for charging.

User experience would be negatively impacted, as a user may (for a network-initiated service change to multimedia) or may not (for an user-initated service change to multimedia) be charged for the multimedia call when accepting a proposed service change to multimedia.

	
	

	Clauses affected:
(

	5.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	x
	
	 O&M Specifications
	32.298

	
	

	Other comments:
(

	


5.2.3
Service Change 

Sufficient information about a service change using SCUDIF changing a voice call to a CS multimedia call, or vice versa, shall be collected to enable operators to apply maximum flexibility in charging. This information is collected on top of the data that is already available for the underlying call now subject for the service change. 

On a service change using SCUDIF the following information shall be collected on both sides of the call:

1. Initiator of the service change (A side or B side)
2. Type of the service change (To speech or to multimedia)
3. For a service change to multimedia: nature of the service change (User or network initiated service change)
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