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Change in Table 5.3.1, 5.3.2, 5.3.3 and 5.3.4
Table 5.3.1: Mapping for notifyLogSubscribed
	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS parameter.
	domain_name
	M
	It carries the IRP document version number string.  See sub-clause 3.3.

It indicates the syntax and semantics of the Structured Event as defined by this specification.

	notificationType
	type_name
	M
	This is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: NOTIFY_LOG_SUBSRIBED.

	There is no corresponding IS parameter.
	event_name
	M
	Null-string

	There is no corresponding IS parameter.
	variable Header
	
	

	objectClass, objectInstance
	One NV (note 1) pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: MANAGED_OBJECT_INSTANCE.

Value of NV pair is a string.  

	notificationId
	One NV pair of remaining_body
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: NOTIFICATION_ID.

Value of NV pair is a long.

	eventTime
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: EVENT_TIME.
Value of NV pair is of type GenericIRPManagementConstDefs::IRPTime.

	systemDN
	One NV pair of filterable_body_fields 
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue::  SYSTEM_DN

Value of NV pair is a string.

	logSubscriptionId
	One NV pair of remaining_body
	M
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed::LOG_SUBSCRIPTION_ID.

Value of NV pair is of type NotificationLogIRPConstDefs::LogSubscriptionId.

	loggingEndTime
	One NV pair of remaining_body 
	O
	Name of NV pair is the NotificationLogIRPNotifications::NotifyLogSubscribed::LOGGING_END_TIME.

Value of NV pair is a string.

	notificationCategories
	One NV pair of remaining_body 
	O
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed::NOTIFICATION_CATEGORIES.

Value of NV pair is of type GenericIRPManagementConstDefs::VersionNumberSet.

	filter
	One NV pair of remaining_body
	O
	Name of NV pair is notificationLogIRPNotifications:: NotifyLogSubscribed:: FILTER

Value of NV pair is a string.

	NOTE:
NV stands for name-value pair. Order arrangement of NV pairs is not significant. The name of NV-pair is always encoded in string.  This note is applicable to all NV-pairs and all mapping tables for all notifications.




Table 5.3.2: Mapping for notifyLogUnsubscribed
	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS parameter.
	domain_name
	M
	It carries the IRP document version number string.  See sub-clause 3.3.

It indicates the syntax and semantics of the Structured Event as defined by this specification.

	notificationType
	type_name
	M
	This is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: NOTIFY_LOG_UNSUBSCRIBED.

	There is no corresponding IS parameter.
	event_name
	M
	Null-string.

	
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: MANAGED_OBJECT_INSTANCE.

Value of NV pair is a string.

	notificationId
	One NV pair of remaining_body
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: NOTIFICATION_ID.

Value of NV pair is a long.

	eventTime
	One NV pair of One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: EVENT_TIME.
Value of NV pair is a IRPTime of module GenericIRPManagementConstDefs.

	systemDN
	One NV pair of filterable_body_fields 
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue::  SYSTEM_DN

Value of NV pair is a string.

	logSubscriptionId
	One NV pair of filterable_body_fields (editor note 2)
	M
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: LOG_SUBSCRIPTION_ID.

Value of NV pair is of type NotificationLogIRPConstDefs::LogSubscriptionId.


Editor note 2: The placement of this parameter in filterable_body_fields so that it is filterable is not yet aligned with current IS and require further discussion.

Table 5.3.3: Mapping for notifyOccupancyLevelCrossed 
	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS parameter.
	domain_name
	M
	It carries the IRP document version number string.  See sub-clause 3.3.

It indicates the syntax and semantics of the Structured Event as defined by this specification.

	notificationType
	type_name
	M
	This is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: NOTIFY_LOG_OCCUPANCY_LEVEL_CROSSED.

	There is no corresponding IS parameter
	event_name
	M
	Null-string

	There is no corresponding IS parameter.
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_body_fields
	M
	NV stands for name-value pair. Order arrangement of NV pairs is not significant. The name of NV-pair is always encoded in string.

Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: MANAGED_OBJECT_INSTANCE.

Value of NV pair is a string.

	notificationId
	One NV pair of remaining_body
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: NOTIFICATION_ID.

Value of NV pair is a long.

	eventTime
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: EVENT_TIME.
Value of NV pair is a IRPTime of module GenericIRPManagementConstDefs.

	systemDN
	One NV pair of filterable_body_fields 
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue::  SYSTEM_DN

Value of NV pair is a string.

	logSubscriptionId
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: LOG_SUBSCRIPTION_ID.

Value of NV pair is of type NotificationLogIRPConstDefs::LogSubscriptionId.

	currentOccupancyLevel
	One NV pair of One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: CURRENT_OCCUPANCY_LEVEL.

Value of NV pair is an unsigned short (i.e. DsLogAdmin:: Threshold).

	logFullAction
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: LOG_FULL_ACTION.

Value of NV pair is of type NotificationLogIRPConstDefs:: LogFullActionType.


Table 5.3.4: Mapping for notifyLoggingResumed
	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS parameter.
	domain_name
	M
	It carries the IRP document version number string.  See sub-clause 3.3.

It indicates the syntax and semantics of the Structured Event as defined by this specification.

	notificationType
	type_name
	M
	This is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: NOTIFY_LOGGING_RESUMED.

	There is no corresponding IS parameter.
	event_name
	M
	Null-string.

	There is no corresponding IS parameter.
	variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: MANAGED_OBJECT_INSTANCE.

Value of NV pair is a string.

	notificationId
	One NV pair of remaining_body
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: NOTIFICATION_ID.

Value of NV pair is a long.

	eventTime
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: EVENT_TIME.
Value of NV pair is a IRPTime of module GenericIRPManagementConstDefs.

	systemDN
	One NV pair of filterable_body_fields 
	M
	Name of NV pair is the NotificationIRPConstDefs:: AttributeNameValue:: SYSTEM_DN.
Value of NV pair is a string.

	logSubscriptionId
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the NotificationLogIRPNotifications:: NotifyLogSubscribed:: LOG_SUBSCRIPTION_ID.

Value of NV pair is of type NotificationLogIRPConstDefs::LogSubscriptionId.
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