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6.2.2.1
Definition of the PS-Information AVP

The detailed structure of the PS-Information AVP can be found in the following table.

The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see Diameter Base [401]. 

Table 6.2.2.1 : Structure of the PS-Information AVP

	
	AVP Flag rules 

	AVP Name
	AVP Code
	Defined
	Value Type
	Must
	May
	Should not
	Must not

	3GPP-Charging-Id
	2
	[205]
	
	
	
	
	

	3GPP-PDP-Type
	3
	[205]
	
	
	
	
	

	PDP-Address
	
	[50]
	Address
	
	
	
	

	3GPP-GPRS-Negotiated-QoS-Profile
	5
	[205]
	
	
	
	
	

	SGSN-Address
	
	[50]
	Address
	
	
	
	

	GGSN-Address
	
	[50]
	Address
	
	
	
	

	CG-Address
	
	[50]
	Address
	
	
	
	

	3GPP-IMSI-MCC-MNC
	8
	[205]
	
	
	
	
	

	3GPP-GGSN- MCC-MNC
	9
	[205]
	
	
	
	
	

	3GPP-NSAPI
	10
	[205]
	
	
	
	
	

	Called-Station-Id [See Note]
	30
	[50]
	UTF8String
	
	
	
	

	3GPP-Session-Stop-Indicator
	11
	[205]
	
	
	
	
	

	3GPP-Selection-Mode
	12
	[205]
	
	
	
	
	

	3GPP-Charging-Characteristics
	13
	[205]
	
	
	
	
	

	3GPP-SGSN-MCC-MNC
	18
	[205]
	
	
	
	
	

	3GPP-MS-TimeZone
	23
	[205]
	
	
	
	
	

	3GPP-CAMEL-Charging-Info
	24
	[205]
	
	
	
	
	

	Charging-Rule-Base-Name
	1004
	[71]
	
	
	
	
	

	3GPP-User-Location-Info
	22
	[205]
	
	
	
	
	

	3GPP-RAT-Type
	21
	[205]
	
	
	
	
	

	PS-Furnish-Charging-Information
	865
	[50]
	
	
	
	
	

	PDP-Context-Type
	1247
	[50]
	Enumerated
	
	
	
	


NOTE:
This AVP contains the identifier of the access point (APN) the user is connected to.
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