
CR page 2

TSG-SA WG1 #33
S1-060908

Lisbon, Portugal,  26th – 30th June 2006 
Agenda Item:  8

CR-Form-v8

CHANGE REQUEST





22.228
CR
0044


rev
-


Current version:
7.4.0





For HELP on using this form, see bottom of this page or look at the pop-up text over the 
 symbols.



Proposed change affects:


UICC apps


ME
X
Radio Access Network

Core Network
X



Title:


Requirements for supporting SMS/EMS/MMS in IMS




Source:


China Mobile, Ericsson




Work item code:


SMSIP

Date: 

30/06/2006







Category:


F

Release: 

Rel-7


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)






Reason for change:


In order to guarantee the completeness of interworking between IMS and other legacy networks (such as CS domain/PSTN and ISDN networks), a requirement for supporting SMS/EMS/MMS and conveyance of  SMS/EMS/MMS between users in IMS and users not in IMS domain is proposed.




Summary of change:


To add requirement for supporting SMS/EMS/MMS and conveyance of  SMS/EMS/MMS between users in IMS and users not in IMS domain.
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not approved:
Incomplete rendering of service requirements for the Internet Protocol (IP) multimedia core network subsystem [TS 22.228].
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8
Interworking to other networks

The IMS shall:

-
Support interworking between the packet and circuit switched services, and with PSTN and ISDN.

-
Support interworking with the Internet.

-
Support conveyance of voice calls and multimedia services between IMS users and users in CS domain/PSTN networks (within the limits set by the CS domain/PSTN), 

-
support of SMS/EMS/MMS and conveyance of  SMS/EMS/MMS between users in IMS and users not in IMS.
-
If more than one IMS party is involved in a communication with a PSTN party/parties, the communication between the IMS parties shall not be adversely impacted by the presence of a PSTN party.

Note:
That this boundary may still be subject to regulatory requirements associated with communications with the PSTN including, but not limited to, lawful interception of voice calls and multimedia services, and number portability.

The boundary interworking shall be able to convey the information associated with the services listed below:

CLIP/CLIR;

Call Forwarding.

Also due to regulatory reasons the subscriber identity may be required to be conveyed via the IMS-CS/PSTN boundary to enable calling line identification services on both sides.

Support of:

Call barring,

Call waiting/hold,

MPTY,

on the boundary interface is for further study. 

-  Support interworking to other non 3GPP networks providing IP Multimedia sessions.
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