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	1st Modified Section


5.2.4.4
MBMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.273 [33].

…

------------------------------------------------------------------------------

--

--  MBMS DATA TYPES

--

------------------------------------------------------------------------------

CauseForRecClosing
::= INTEGER

{


--


-- cause codes 0 to 15 are defined as used in 'CauseForTerm' (cause for termination)


--


normalRelease




(0),


abnormalRelease




(4),


volumeLimit





(16),


timeLimit





(17),


maxChangeCond




(19),


managementIntervention


(20),


listofDownstreamNodeChange

(59)

}

MBMSInformation


::= SET

{


tMGI





[1] TMGI OPTIONAL,


mBMSSessionIdentity


[2] MBMSSessionIdentity OPTIONAL,


mBMSServiceType



[3] MBMSServiceType OPTIONAL,


mBMSUserServiceType


[4] MBMSUserServiceType OPTIONAL, -- only supported in the BM-SC

mBMS2G3GIndicator


[5] MBMS2G3GIndicator OPTIONAL,


fileRepairSupported


[6] BOOLEAN OPTIONAL,


  -- only supported in the BM-SC

rAI






[7] RoutingAreaCode OPTIONAL,
  -- only supported in the BM-SC

mBMSServiceArea



[8] MBMSServiceArea OPTIONAL,


requiredMBMSBearerCaps

[9] RequiredMBMSBearerCapabilities OPTIONAL

}
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