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First change

1st Change

A.1.2
Emergency calls

Teleservice 12, Emergency calls


1.
1.1 Type or user information
Speech (with or without additional emergency related data)

A
HLC
1.2 Layer 4 protocol functions
-

T

1.3 Layer 5 protocol functions
-

T

1.4 Layer 6 protocol functions
-

R

1.5 Layer 7 protocol functions
-

I
2.
2.1
2.1.1 Information transfer capability
speech (digital representation and may include emergency  related  data)

B
LLC

2.1.2 Information transfer mode
Circuit

U

Inform
2.1.3 Information transfer rate
not applicable for speech only call 

T

transfer
2.1.4 Structure
not applicable

E


2.1.5 Establishment of connection
demand MO MT

S


2.1.6 Communication configuration
point-to-point




2.1.7 Symmetry
bidirectional symmetry (when present the data component may be a symmetric or an asymmetric bidirectional transmission)



2.2
2.2.1 Signalling access
Manual



Access
2.2.2 Information access 
rate
full rate/half rate



at UE
(3GPP TS 22.001)
interface




2.3
2.3.1 Visible network type
PSTN
ISDN



Inter-
2.3.2 National/Internat. interworking
National




working
2.3.3 Interface of TE to terminating Ntwk.
2 wire
4 wire


3.
3.1 Supplementary service provided
3GPP TS 22.004 (see note 3)


Gen
3.2 Quality of service


Comments:

1)
A standardized access method throughout all PLMNs is mandatory. See 3GPP TS 22.101 [14] for further information on emergency call requirements.

2)
It shall be an option of the network operator whether to accept emergency calls coming from user equipment which do not transmit an IMSI or a TMSI.

3)
Emergency calls supersede all constraints imposed by supplementary services or user equipment features used for other Tele or Bearer services. The lock state of the UE is overridden by the SOS‑procedure.

4)
Emergency calls will be routed to the emergency services in accordance with national regulations.

5)
In order to help identifying callers in cases of misuse databases in the PLMNmay be accessed to retrieve the identity of the calling UE. When applicable, and subject to national regulations, the Public Safety Answering Point (PSAP) may use the related data sent in conjunction with the emergency call and provide this information to the lawful authorities.
End of changes
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