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Start of First Change

4.1
General requirements

Editors' note:
The requirements currently included in TS 23.125 need to be checked to ensure all appropriate text is included in this TS.

Editors' note:
Check TR 23.803 for suitable text to cover backwards compatibility requirements.

It shall be possible for the PCC architecture to base decisions upon subscription information.

It shall be possible to apply policy and charging control to any kind of 3GPP IP‑CAN. Applicability of PCC to other IP‑CANs is not restricted. However, it shall be possible for the PCC architecture to base decisions upon the type of IP‑CAN used (e.g. GPRS, I-WLAN…).

The PCC architecture shall discard packets that don't match any service data flow filter of the active PCC rules. It shall also be possible for the operator to define PCC rules, with wild-carded service data flow filters, to allow for the passage and charging for packets that do not match any service data flow filter of any other active PCC rules.

The PCC architecture shall allow the charging control to be applied on a per service data flow basis, independent of the policy control.

The PCC architecture shall have a binding method that allows the unique association between service data flows and their IP-CAN bearer.

A single service data flow template shall suffice, to detect a service data flow, for the purpose of both policy control and flow based charging.

A PCC rule may be predefined or dynamically provisioned at establishment and during the lifetime of an IP-CAN session. The latter is referred to as a dynamic PCC rule.

The number of real-time PCC interactions shall be minimized. This requires a single optimized interface between the PCC nodes.

PCC shall be enabled on a per PDN basis (represented by an access point and the configured range of IP addresses) at the PCEF. It shall be possible for the operator to configure the PCC architecture to perform charging control, policy control or both for a PDN access.

PCC shall support roaming users.

Editor's note:
Detailed aspects of PCC usage in roaming scenarios are being developed in Annex B.

The PCC architecture shall allow the resolution of conflicts which would otherwise cause a subscriber’s Subscribed Guaranteed Bandwidth QoS to be exceeded.

The PCC architecture shall support topology hiding.

Editor's note: The re-direction mechanism may be a feasible solution for this topology hiding issue, but the nodes and reference points in which topology hiding are applicable is FFS.
End of First Change

Start of Second Change

6.2.1.1
Input for PCC decisions

The PCRF shall accept input for PCC decision-making from the PCEF, SPR and if the AF is involved, from the AF, as well as the PCRF may use its own pre-defined information. These different nodes should provide as much information as possible to the PCRF. At the same time, the information below describes examples of the information provided. Depending on the particular scenario all the information may not be available or is already provided to the PCRF.

The PCEF may provide the following information:

-
Subscriber Identifier;

-
IP address of the UE;

-
IP-CAN bearer attributes; 

-
Request type (initial, modification, etc.);

-
Type of IP-CAN (e.g. GPRS, I-WLAN…);
NOTE 1: 
The Type of IP-CAN parameter should allow extension to include new types of accesses.
-
Location of the subscriber;

-
A PDN identifier;

-
IP-CAN bearer establishment mode.
NOTE 2:
Depending on the type of IP-CAN, the limited update rate for the location information at the PCEF may lead to a UE moving outside the area indicated in the detailed location information without notifying the PCEF.

The SPR may provide the following information for a subscriber, connecting to a specific PDN:

-
Subscriber's allowed services, i.e. list of Service IDs;

- 
For each allowed service, a pre-emption priority;

-
Information on subscriber's allowed QoS, including:

-
the Subscribed Guaranteed Bandwidth QoS; 
-
a list of QoS class identifiers together with the MBR limit and, for real-time QoS class identifiers, GBR limit.

-
Subscriber's charging related information;

-
Subscriber category.

The AF, if involved, may provide the following application session related information, e.g. based on SIP and SDP:

-
Subscriber Identifier;

-
IP address of the UE;

-
Media Type;

-
Media Format, e.g. media format sub-field of the media announcement and all other parameter information (a= lines) associated with the media format;

-
Bandwidth;

-
Flow description, e.g. source and destination IP address and port numbers and the protocol;

-
AF Application Identifier;

-
AF Communication Service Identifier (e.g. IMS Communication Service Identifier), UE provided via AF;

-
AF Application Event Identifier;

-
AF Record Information;

-
Flow status (for gating decision);

-
Priority indicator, which may be used by the PCRF to guarantee service for an application session of a higher relative priority.

In addition, the pre-defined information in the PCRF may contain additional rules based on charging policies in the network, whether the subscriber is in its home network or roaming, depending on the IP-CAN bearer attributes.  

The QoS Class Identifier (see clause 6.3.1) in the PCC rule is derived by the PCRF from AF or SPR interaction if available. The input can be SDP information or other available application information, in line with operator policy.
End of Second Change

Start of Third Change

A.1.3.2.1.1
Input for PCC decisions

The PCRF shall accept any of the following input, specific for GPRS, as a basis for decisions on PCC rule operations, in addition to the ones listed in clause 6.2.1.1:

-
Per IP-CAN session (e.g.: UE IP address):

-
APN;

-
Requested QoS, for a PDP context;

-
RAT-type;

-
Location (CGI/SAI or RAI).

The PCEF may provide the following information, in addition to the ones listed in clause 6.2.1.1:

-
Subscriber Identifier in the form of IMSI, MSISDN;

-
APN; 

-
RAT type;

-
Requested QoS, for PDP Context;

-
TFT, to enable the identification of the corresponding PDP Context,

-
Location (CGI/SAI or RAI).

The SPR may provide the following information, in addition to the ones listed in clause 6.2.1.1:

-
Subscribers maximum allowed QoS class for the GPRS access (this shall be mapped to UMTS traffic class in the GGSN);

-
Subscriber's maximum allowed bit rate for uplink and downlink per UMTS QoS class (these shall be mapped in the GGSN to the 'Maximum bitrate' UMTS QoS parameters for the PDP context established with the corresponding UMTS traffic class);

Editor's note:
This needs to be revisited once the IP bearer debate has been resolved.

End of Third Change
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