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	1st Modified Section


5.1.3.1.19
List of SDP Media Components

This is a grouped field which may occur several times in one CDR. The first occurrence describes the initial SIP session negotiation whilst the other would stem from session re-negotiations. 

The field is present only in a SIP session related case.

The List of SDP Media Components contains the following elements:

· SIP Request Timestamp;

· SIP Response Timestamp;

· SDP Media Components;

· Media Initiator flag; 

· SDP Session Description
· Media Initiator Party.
The Media Initiator Party is only used for PoC charging.

These field elements are described in the appropriate subclause.

	Next modifications


5.1.3.1.20A
Media Initiator Party
This field indicates initiating party who has requested the session modification in PoC charging.
	Next modifications


5.2.3.1
IMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.260 [20].

IMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) imsChargingDataTypes (4) asn1Module (0) version1 (0)}  

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

-- EXPORTS everything

IMPORTS

RecordType, IPAddress, ManagementExtensions, NodeAddress, LocalSequenceNumber, SubscriptionID, TimeStamp, ServiceContextID

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}  

;

------------------------------------------------------------------------------

--

--  IMS RECORDS

--

------------------------------------------------------------------------------

…
Media-Components-List ::= SEQUENCE 

{


sIP-Request-Timestamp 
[0] TimeStamp OPTIONAL,


sIP-Response-Timestamp
[1] TimeStamp OPTIONAL,


sDP-Media-Components
[2] SEQUENCE OF SDP-Media-Component OPTIONAL,


mediaInitiatorFlag

[3] NULL OPTIONAL,

sDP-Session-Description
[4] SEQUENCE OF GraphicString OPTIONAL,


mediaInitiatorParty

[5] InvolvedParty OPTIONAL
--- MediaInitiatorParty is used to identify the initiator of the media 
--- multi-participants session e.g. in AS PoC Server
}

…
	End of modifications
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