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	1st Modified Section


5.2.1
IOC MscServerFunction

Mapping from NRM IOC MscServerFunction attributes to SS equivalent MOC MscServerFunction attributes

	Attributes of IOC MscServerFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	mscServerFunctionId
	mscServerFunctionId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	mccList
	mccList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	mncList
	mncList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	lacList
	lacList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	sacList
	sacList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	gcaList
	gcaList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	mscId
	mscId
	long
	Read-Write, M

	mscServerFunction-GsmCell
	mscServerFunctionGsmCell
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M

	mscServerFunction-ExternalGsmCell
	mscServerFunctionExternalGsmCell
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M

	mscServerFunction-CsMgwFunction
	mscServerFunctionCsMgwFunction
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M


	Next Modified Section


5.2.8
IOC SgsnFunction

Mapping from NRM IOC SgsnFunction attributes to SS equivalent MOC SgsnFunction attributes

	Attributes of IOC SgsnFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	sgsnFunctionId
	sgsnFunctionId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	mccList
	mccList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	mncList
	mncList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	lacList
	lacList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	racList
	racList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	sacList
	sacList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	Read-Write, M

	sgsnId
	sgsnId
	long
	Read-Write, M

	sgsnFunction-GsmCell
	sgsnFunctionGsmCell
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M

	sgsnFunction-ExternalGsmCell
	sgsnFunctionExternalGsmCell
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M

	proceduralStatus
	There is no corresponding SS attribute.
	
	


	Next Modified Section


5.2.26
IOC IucsLink

Mapping from NRM IOC IucsLink attributes to SS equivalent MOC IucsLink attributes

	Attributes of IOC IucsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	iucsLinkId
	iucsLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	connectedRnc
	connectedRnc
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	connectedBss
	connectedBss
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, M


	Next Modified Section


5.2.27
IOC IupsLink

Mapping from NRM IOC IupsLink attributes to SS equivalent MOC IupsLink attributes

	Attributes of IOC IupsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	iupsLinkId
	iupsLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	connectedRnc
	connectedRnc
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, O

	connectedBss
	connectedBss
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, O


	Next Modified Section


5.2.28
IOC IubcLink

Mapping from NRM IOC IubcLink attributes to SS equivalent MOC IubcLink attributes

	Attributes of IOC IubcLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	iubcLinkId
	iubcLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	connectedRnc
	connectedRnc
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, M


	Next Modified Section


5.2.29
IOC ALink

Mapping from NRM IOC ALink attributes to SS equivalent MOC ALink attributes

	Attributes of IOC ALink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	aLinkId
	aLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	connectedBss
	connectedBss
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, M


	Next Modified Section


5.2.30
IOC GbLink

Mapping from NRM IOC GbLink attributes to SS equivalent MOC GbLink attributes

	Attributes of IOC GbLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	gbLinkId
	gbLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	connectedBss
	connectedBss
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, M


	Next Modified Section


5.2.31
IOC CsMgwFunction

Mapping from NRM IOC CsMgwFunction attributes to SS equivalent MOC CsMgwFunction attributes

	Attributes of IOC CsMgwFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	csMgwFunctionId
	csMgwFunctionId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	csMgwFunction-MscServerFunction
	csMgwFunction-MscServerFunction
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	csMgwFunction-IucsLink
	csMgwFunctionIucsLink
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M

	csMgwFunction-ALink
	csMgwFunctionALink
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, M


	End of modifications
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