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=== First Change ===
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS) Point to Point (PP)".
[3]
Void.

[4]
Void.

[5]
Void.

[6]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[7]
Void.

[8]
Void.

[9]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[10]
Void.

[11]
Void.

[xx]
OMA: “Instant Messaging using SIMPLE”,  OMA-TS-SIMPLE_IM-V1_0-20070816-C, http://member.openmobilealliance.org/ftp/Public_documents/MWG/IM/Permanent_documents/OMA-TS-SIMPLE_IM-V1_0-20070816-C.zip
[yy]
3GPP TS 24.247: "Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".
=== Second Change ===
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following definitions apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

IMS core: Refers to the core session control elements of the IM CN Subsystem, i.e. the CSCFs, and the IBCF.

IM origination: origination of an Instant Message by an IMS UE. 

IM termination: termination of an Instant Message  by an IMS UE.

SMS origination: origination of a Short Message (including SMS over IP) by an SMS capable UE, as defined in 3GPP TS 23.040 [2] and this specification. 
SMS termination: termination of a Short Message (including SMS over IP) by an SMS capable UE, as defined in 3GPP TS 23.040 [2] and this specification. 
SIMPLE IM service: the Instant Messaging Service as defined in the OMA-TS-SIMPLE_IM-V1_0-20070816-C [xx].
SMS: the Short Message Service as defined in the 3GPP TS 23.040 [2].
SMSIP MESSAGE: an immediate message as defined in 3GPP TS 23.228 [9], which encapsulates a SM in its text body.
Instant Message: an Instant Message as defined in the OMA-TS-SIMPLE_IM-V1_0-20070816-C [xx] and 3GPP TS 24.247 [yy].

SMSIP UE: a UE which supports SMSIP MESSAGE.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply:

IM
Instant Message

IP‑SM‑GW
IP-Short-Message-Gateway
SM
Short Message
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