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	Reason for change:
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	In scenarios where a CSCF changes information such as identities within a SIP message it is currently unclear as to whether both the original or modified SIP messages are reported. As a result some SIP messages may not be delivered to LEAs in all IMS LI implementations.

	
	

	Summary of change:
(

	CSCF is specifically required to deliver both the original and the changed SIP messages to law enforcement. In addition where a change in identities leads to a SIP message that was previously not subject to interception becomes subject to interception due to the identity change, both the original and changed messages shall be reported.  
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	There are a number of scenarios where some or all SIP messages may fail too be reported to law enforcement in some implementations.

	
	

	Clauses affected:
(

	7A.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


-------------FIRST MODIFICATION---------------
7A.3
Multi-media events

-
All SIP messages to or from a targeted subscriber, and all SIP messages executed on behalf of a targeted subscriber for multi-media session control are intercepted by the S-CSCF and Optionally P-CSCF and sent to DF2. The target identifier used to trigger the intercept will also be sent with the SIP message. This standard does not require nor prohibit redundant information from being reported to DF2.

-
Where a CSCF which provides lawful interception makes changes to a SIP message, sent to or from  or executed on behalf of a target subscriber then the CSCF shall report both the original message and the modified message to the DF2.

-
Where a CSCF which provides lawful interception changes identities within a SIP message (eg IMPI/IMPU changes or due to call forwarding etc) and the new identity is the subject of interception, then both the original and modified SIP messages shall be reported to DF2.
-
Where a CSCF which provides lawful interception changes identities within a SIP message (eg IMPI/IMPU changes or due to call forwarding etc) and the new identity is not the subject of interception, then both the original and modified SIP messages shall be reported to DF2.
-
P-CSCF event reports may be redundant with S-CSCF event reports when the P-CSCF and S-CSCF reside in the same network, however, this standard does not require nor prohibit redundant information from being reported to DF2.

-
The IRI should be sent to DF2 with a reliable transport mechanism.

-
Correlation for SIP to bearer shall be supported within the domain of one provider. 

-
An intercepted SIP event sent to DF2 is shown below:

-
Observed SIP URI

-
Observed TEL URL

-
Event Time and Date

-
Network element identifier

-
SIP Message Header

-
SIP Message Payload

-----------END OF CHANGES-----------
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