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	1st Modified Section


4
Requirements template
This template is completely based on the requirements template (mainly Annex A) in the ITU-T M.3020 recommendation.

The clauses in this template that shall be used in the Requirements TS are numbered starting with "X", which shall correspond to clause 4 that is the beginning of the main part of the TS, followed by “Y” which shall correspond to clause 5 in the TS. See also the example in Appendix I of M.3020 [6]. 

Instructions in italics below shall not be included in the Requirements TS.
The introductory clauses (from clause 1 to clause 3) for the Requirements TS should be taken from the 3GPP TS template (i.e. not this requirements template) – see http://www.3gpp.org/ftp/Information/TS_TR_Templates/.

Usage of fonts shall be according to the 3GPP TS template.
X
Concepts and background
"X" represents clause number 4 in the actual Requirements TS. 

For production of the contents of this clause, follow the instructions in M.3020 [6] subclause “A.2.1”.




Y
Business level requirements
"Y" represents clause number 5  in the actual Requirements TS. 
For production of the contents of this subclause, follow the instructions in M.3020 [6] subclause “A.2.2”.


Z 
Specification level requirements

"Z" represents clause number 6  in the actual Requirements TS.
For production of the contents of this subclause, follow the instructions in M.3020 [6] subclause “A.2.3”.

	End of modifications
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