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/* start of 1st change */
8
Support of Home NodeB and Home E-NodeB

8.1
General description and requirements

Access to 3G and evolved 3G (EPS) services may be provided via UTRAN or E-UTRAN cellular base stations belonging to e.g. domestic, business, commercial enterprises. This type of access may be provided by the PLMN by means of NodeBs referred to as Home Node B (HNB) and Home eNode B (HeNB) respectively. The HNB/HeNB provides services to Closed Subscriber Group (CSG) and membership, including temporary membership, is managed by both the registered owner and the network operator.
8.1.2
HNB and HeNB Installation, identification and location requirements

-     HNB/HeNB shall have a unique equipment identity.

-
All the HeNB serving the same CSG share the same identity called CSG Identity.

-
It shall be possible to support at least 125 million CSG Identities within a PLMN.

-
The radio transmitter of a HNB/HeNB shall not be activated until configured and authorised by the operator.

-    When installing, provisioning, configuring or re-configuring an HNB/HeNB the network operator shall be able to:

-
verify the node's identity. 

-
obtain the geographical location as determined by the HNB/HeNB system.

-
The network operator shall be able to determine that the HNB/HeNB is installed and operated in accordance with all relevant regulatory requirements. 

-
The network operator shall be able to configure the settings of the HNB/HeNB. In the case where the HNB/HeNB has detrimental impact on the network operator’s allocated spectrum usage, the HNB/HeNB can be set to out-of-service by the network operator. 
-
Installation and activation of a new HNB/HeNB shall require no reconfiguration of the operator’s network.

-
The need for HNB/HeNB-specific equipment in the core network shall be minimised.
/* end of 1st change */
/* start of 2nd change */
8.3.3
Home NodeB requirements

-    Mechanisms shall be specified for a HNB to control access (i.e. accept and reject connection requests) of pre-Release 8 UEs. 

Note: Such mechanisms may be different for those used to access control a Release 8 UE.  

-
The operation of a HNB shall not adversely impact the performances of a pre-Release 8 UEs operating in the area where the HNB is active and vice versa. 
-
The total bandwidth from the HNB towards the network for 4 simultaneous TS11 or TS12, including signalling and overhead, shall not exceed 200 kbps.
/* end of 2nd change */
/* start of 3rd change */
8.5
Services support

8.5.0
General

There shall be no difference in the user experience when using the PLMN provided services via HNB/HeNB or via NB/eNB.

NOTE: This is subject to resources available between the HNB/HeNB and the operator’s network.
8.5.1
Emergency services

HNB/HeNB shall support emergency calls for both CSG and non CSG members.

It shall be possible for the network operator to provide location information of the UE attempting an emergency call over a HNB/HeNB. The location information shall be sufficiently accurate to comply with the regulatory requirements that apply to the area where the HNB/HeNB is deployed.
/* end of 3rd change – no more changes */
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