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**** START 1st CHANGE  ****

6.3.1.4
Execution of Session Transfer procedures

Upon detection of conditions requiring Session Transfer, the UE establishes a Target Access Leg with the SCC AS via the transferred-in Access Network to request Session Transfer to the transferred-in Access Network. When the UE initiates a Session Transfer request, it includes the Session Transfer Identifier and/or the STN.
The SCC AS executes the Session Transfer procedure by replacing the Source Access Leg currently communicating to the Remote Leg with the Target Access Leg. If no media is retained in the transferred-out access, the Source Access Leg is released as specified in 6.3.1.6. If the UE chooses to retain some media in the transferred-out access, the Source Access Leg is updated to indicate which media is retained in the transferred-out access. If such update is not done, the SCC AS releases the Source Access Leg as specified in 6.3.1.6 and updates the Remote Leg if necessary. When the switch of the Source Access leg to the Target Access Leg is executed, the Remote Leg is also updated in order to forward the user plane data to the transferred-in Access Network.

**** END 1st CHANGE  ****

**** START 2nd CHANGE  ****

6.3.1.6
Source Access Leg Release

When the session modification procedures complete, the Source Access Leg Release is executed by initiating a session release. This is done for the Source Access Leg using the AS/UE session release procedures per TS 23.228 [4]. The SC UE and the SCC AS shall initiate the Session Release procedure when the switch to the transferred-in Access Network is complete.
**** END 2nd CHANGE  ****
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