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	In chapter 4.34. of 32.405-830, the “serving E-DCH cell change” related measurements are actually “outgoing” serving E-DCH change measurements. To express the measurement more explicit, we propose to add “outgoing” to the measurement names and definitions.
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	1st Modified Section


4.34.3.1
Outgoing serving E-DCH cell change
	Next Modified Section


4.34.3.1.1
Attempted outgoing serving E-DCH cell change

a) This measurement provides the number of attempted outgoing serving E-DCH cell change.
b) CC

c) On transmission by the RNC of a RRC message RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, RADIO BEARER RELEASE, TRANSPORT CHANNEL RECONFIGURATION, or PHYSICAL CHANNEL RECONFIGURATION from the source RNC to the UE, indicating the attempt of outgoing serving E-DCH cell change (see TS 25.331 [4]).
d) A single integer value

e) HSUPA.AttOutCellChange
f) UtranCellFDD 
UtranCellTDDLcr 
UtranCellTDDHcr
g) Valid for packet switched traffic

h) UMTS
	Next Modified Section


4.34.3.1.2
Successful outgoing serving E-DCH cell change

a) This measurement provides the number of successful outgoging serving E-DCH cell change.
b) CC

c) On receipt by the RNC of a RRC message RADIO BEARER SETUP COMPLETE, RADIO BEARER RECONFIGURATION COMPLETE, RADIO BEARER RELEASE COMPLETE, TRANSPORT CHANNEL RECONFIGURATION COMPLETE, or PHYSICAL CHANNEL RECONFIGURATION COMPLETE sent from the UE to the source RNC, indicating a successful outgoing serving E-DCH cell change (see TS 25.331 [4]).

d) A single integer value

e) HSUPA.SuccOutCellChange
f) UtranCellFDD 
UtranCellTDDLcr 
UtranCellTDDHcr
g) Valid for packet switched traffic
h) UMTS
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