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	Clause 4.3.6 specifies the use of the parameter “RFSP Index” for Radio Resource Management (RRM) in EPS.  However, it is currently not defined which procedures are used to forward the RFSP Index to the eNodeB.
Since RAN3 is adding such detail to their specifcation 3GPP TS 36.413, it is sufficient for TS 23.401 to refer to TS 36.413. 
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4.3.6
Radio Resource Management functions

Radio resource management functions are concerned with the allocation and maintenance of radio communication paths, and are performed by the radio access network.

To support radio resource management in E-UTRAN the MME provides the parameter 'RAT/Frequency Selection Priority' (RFSP) to an eNB across S1. The RFSP is a 'per UE' parameter that is used by the E-UTRAN to derive UE specific cell reselection priorities to control idle mode camping. The RFSP may also be used by the E UTRAN to decide on redirecting active mode UEs to different frequency layers or RATs.

The MME receives the RFSP from the HSS (e.g., during the Attach procedure). For non-roaming subscribers the MME transparently forwards the RFSP to the eNB across S1. For roaming subscribers the MME may alternatively send an RFSP value to the eNB across S1 that is based on the visited network policy (e.g., an RFSP pre-configured per HPLMN, or a single RFSP values to be used for all roamers independent of the HPLMN).

The S1 messages that transfer the RFSP Index to the eNodeB are specified in 3GPP TS 36.413 [36]. Refer to TS 36.300 [5] for further information on E-UTRAN.
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