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The following CRs were agreed by SA WG2 and are presented to TSG SA#41 for approval:

	SA TD#
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Current Version
	SA2 TD#
	Work item
	Source to SA WG2
	Affected clauses

	SP-080595
	23.402
	0215
	6
	Rel-8
	Update of general principles for WiMAX network-controlled dual radio handover
	F
	8.2.0
	S2-086206
	SAES
	Motorola, Alcatel-Lucent, InterDigital, Sprint, Nextwave
	5.3, 5.6.2 (new section), 6.4.1.1, 6.4.1.2

	SP-080595
	23.402
	0335
	5
	Rel-8
	Clean up for S8/S2 Chained Case
	F
	8.2.0
	S2-086204
	SAES
	Huawei, Orange
	10

	SP-080595
	23.402
	0337
	2
	Rel-8
	Architecture clean-up
	F
	8.2.0
	S2-085536
	SAES
	Huawei, Ericsson
	6.2.2, 6.2.4, 8.2.5.1, 8.2.5.2, 8.2.7

	SP-080595
	23.402
	0338
	3
	Rel-8
	PCC Control in Non-optimized Handover with Non-chained Case
	F
	8.2.0
	S2-086092
	SAES
	Huawei
	4.2.2, 4.2.3, 4.4.1

	SP-080595
	23.402
	0340
	3
	Rel-8
	Refine the optimized handover from HRPD to E-UTRAN
	F
	8.2.0
	S2-085853
	SAES
	Huawei, Alcatel-Lucent
	8.2.4.2

	SP-080595
	23.402
	0341
	2
	Rel-8
	PCC Cleanup for LTE<->HRPD Handover flow
	F
	8.2.0
	S2-086085
	SAES
	Huawei, Nortel, Ericsson, Alcatel-Lucent, Cisco, Nokia Siemens Networks
	9.5.1

	SP-080595
	23.402
	0342
	1
	Rel-8
	Alignment of resource allocation deactivation Procedure
	F
	8.2.0
	S2-085180
	SAES
	Huawei, Orange
	9.3.1, 9.3.2; 9.4; 9.5.1;9.5.2

	SP-080595
	23.402
	0346
	2
	Rel-8
	Corrections for handover from non-3GPP to GERAN/UTRAN access
	F
	8.2.0
	S2-085281
	SAES
	Ericsson
	8.2.4, 8.2.x(new), 8.2.y(new)

	SP-080595
	23.402
	0347
	2
	Rel-8
	ANDSF cleanup
	F
	8.2.0
	S2-085293
	SAES
	Ericsson
	5.8, 6.9, 7.7, 8.2.1.3, 12.1.4, 8.2.1.1, 8.2.4.1, 8.2.6

	SP-080595
	23.402
	0350
	1
	Rel-8
	Trusted/untrusted non-3GPP Access system detection
	F
	8.2.0
	S2-085178
	SAES
	ZTE
	4.8.0, 8.5.1, 

	SP-080595
	23.402
	0351
	5
	Rel-8
	Handover indication in S2b scenario
	F
	8.2.0
	S2-086091
	SAES
	ZTE
	4.3.1.2

	SP-080595
	23.402
	0352
	2
	Rel-8
	PMIP-based S5/S8 Procedures to support GPRS and EPC
	F
	8.2.0
	S2-085188
	SAES
	Samsung
	8.2.3

	SP-080595
	23.402
	0355
	-
	Rel-8
	Simultaneous access to EPS during handover
	F
	8.2.0
	S2-084716
	SAES
	Starent Networks
	4.7.1, 4.7.2, 4.7.3

	SP-080595
	23.402
	0356
	4
	Rel-8
	PDN-GW identification
	F
	8.2.0
	S2-085546
	SAES
	Huawei
	4.1.0

	SP-080595
	23.402
	0357
	1
	Rel-8
	Removal of the limitation of the frequency of UE requested ANDSF interactions
	F
	8.2.0
	S2-085185
	SAES
	Nokia, Nokia Siemens Networks
	4.5.1, 6.2, 6.8.1.2, 7.2.1, 8.1, 8.2.1.1, 8.2.2, 8.2.3, 8.2.4.2, 8.2.5.1, 8.2.5.2, 8.2.7, 8.3, 9.4, 12.1, 12.1.4.


