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	When UE moves from E-UTRAN to UTRAN or GERAN， the keys derived
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	TS 24.301 (C1 NAS): Add nonce from UE into the TAU Request message during idle mode mobility from GERAN/UTRAN to E-UTRAN. UE adds P-TMSI from UTRAN/GERAN along with the corresponding KSISGSN. If UE has cached context it protects the TAU Reuqest with cached context and includes GUTI/S-TMSI and KSIASME. If network selects mapped context MME, creates nonce_mme and derives fresh K’ASME based on both nonces.


===== START OF CHANGE 1  ============
6.3
EPS key identification

The EPS ASME key identifier (KSIASME) is a number which is associated with the KASME derived during authentication. The key set identifier is allocated by the network and sent with the authentication request message to the mobile station where it is stored together with the KASME.
The identifier of EPS  key originated  from SGSN (KSISGSN ) is a number which is associated with the mapped  KASME that derived from the SGSN keys  during inter-RAT mobility  . The KSISGSN is stored together with the mapped KASME.
The purpose of the KSIASME is to make it possible for the network to identify the KASME which is stored in the mobile station without invoking the authentication procedure. This is used to allow re-use of the KASME during subsequent connection set-ups.

KSIASME and KSISGSN have the same format. KSIASME is three bits. Seven values are used to identify the key set. A value of '111' is used by the mobile station to indicate that a valid KASME is not available for use. At deletion of the KASME, the KSIASME is set to '111'. The value '111' in the other direction from network to mobile station is reserved.

Editor's Note: It is FFS whether another KSI is needed for NAS keys due to the key refresh procedures.

======== END OF CHANGE 1 ====================

===== ===START OF CHANGE 2 ==================
9
Security interworking between E-UTRAN and UTRAN

Editor's Note: Any impacts in this section due the feature of per user activation of UP ciphering are for ffs and dependent on an agreement on this feature which is for ffs.

9.1
Idle mode mobility

9.1.1
From E-UTRAN to UTRAN

The E-UTRAN NAS Attach Request and TAU Request messages shall include the UTRAN and GERAN security capabilities of UE. All UE capabilities are sent back to the UE in the corresponding integrity protected response messages for verification that they were not changed.

The MME shall transfer UE's UTRAN and GERAN security capabilities and CK' || IK' with KSIASME to SGSN with Context Response/SGSN Context Response message.The SGSN and UE shall assign the value of KSIASME  to KSI ,i.e KSI =KSIASME.The MME and UE derive CK' and IK' from KASME as specified in Annex A.

SGSN shall include the allowed security algorithm and transfer to RNC with SMC message. RNC will select security algorithms and indicate to UE whenever needed.

In idle mode mobility from E-UTRAN to UTRAN, UE sends a RAU Request message towards SGSN and shall include a P-TMSI signature. The available P-TMSI signature field bits (at minimum 16 bits) shall be filled with a NAS-token (i.e. the x least significant bits of the KDF output) which is generated with the following function:

NAS-token is derived as specified in Annex A. Both KASME and current NAS downlink COUNT are mandatory input parameters.

SGSN forwards the P-TMSI signature to the old MME, which compares it with a NAS-token (truncation of most meaningful bits if needed), for the UE identified within the context request. If they match, the context request message is authenticated and authorized and MME will provide the needed information for the SGSN. Old MME responds with an appropriate error cause if it does not match the value stored in the old MME. This should initiate the security functions in the new SGSN.

To avoid possible race condition problems, the MME shall be able to compare the received NAS-token with NAS-tokens generated from the current NAS SN downlink value down to current NAS SN-L downlink values, i.e. [current NAS downlink SQN - L, current NAS downlink SQN].. A suitable value for the parameter L can be configured by the network operator. The default value for the parameter L is 5 and maximum value 10. MME shall not accept the same NAS-token for the same UE twice except in retransmission cases happening for the same mobility event.

9.1.2
From UTRAN to E-UTRAN

SGSN shall transfer CK || IK to MME in the Context Response/SGSN Context Response message. MME shall derive K'ASME from CK || IK as described in Appendix A.


SGSN shall be informed by the UE about its EPC/E-UTRAN security capabilities. This happens via the MS Network Capability IE that is extended to include also E-UTRAN capabilities, in Attach Request and RAU Request.

Editor's NOTE: Pre-rel8 SGSN may not include the EPC/E-UTRAN security capabilities. In this case UE capabilities from the TAU Request are used.

SGSN shall also transfer UE's EPC/E-UTRAN security capabilities to the new MME in the Context Response/SGSN Context Response message. MME shall select security algorithms and indicate them to the UE by e.g. with NAS SMC or in the TAU procedure. 
Cached context






UE uses the E-UTRAN cached security context if available in the UE to protect the TAU Request and includes the corresponding temporary identity and KSIASME value. UE uses the cached security context algorithms to protect the TAU Request message. UE shall also include KSISGSN with corresponding source system temporary identity to point to the right source SGSN and key set there. This allows the network to choose the mapped security context if cached security context is not available in the network. UE shall include 32bit NONCEUE into the TAU Request message independent of whether a cached context is available or not.
In case MME has the cached security context it verifies the TAU Request message and replies with TAU Accept message protected with the cached security context. In case the TAU Request had the active flag set or there is pending downlink UP data, the NAS uplink COUNT from the TAU Request is used to derive the KeNB as specified in Annex A.  MME delivers the KeNB to the target eNB on the S1 interface. 
If the MME changes the algorithms, they shall be indicated to the UE in an integrity protected message, which shall also include the UE security capabilities. The algorithm identifiers shall not be ciphered. UE shall reply with integrity protected message based on the new selected algorithms.
Mapped context

If no cached context is available in the UE the UE shall send the TAU request unprotected. UE shall include NONCEUE and KSISGSN with corresponding source system temporary identity to point to the right source SGSN and key set there 
In case MME does not have the cached context indicated by the UE in the TAU request, or the TAU request was received unprotected, the MME shall use the mapped security context. In this case, the MME shall generate a 32bit NONCEMME and use the received NONCEUE with the NONCEMME to generate a fresh mapped K’ASME from CK and IK identified by the KSISGSN in the TAU Request. See Appendix A for more information on how to derive the fresh K’ASME. 
The selected algorithms and keys with the KSISGSN shall be indicated to the UE in an integrity protected message, which shall also include the UE security capabilities and both the nonces. The algorithm identifiers shall not be ciphered. UE shall reply with integrity protected message based on the selected algorithms and fresh K’ASME and shall include the UE security capabilities so that the MME can be sure that they were not modified in the TAU Request message by an outsider.
TAU Accept shall be protected using the NAS keys based on the fresh K’ASME.
9.2
Handover

9.2.1
From E-UTRAN to UTRAN

If UP ciphering in E-UTRAN is activated, it shall remain activated after handover in UTRAN as well.

Integrity protection on NAS signalling is mandatory for both E-UTRAN and UTRAN

MME shall derive a confidentiality key CK', and an integrity key IK' from KASME with the help of a one-way key derivation function KDF in the following way:

CK||IK = KDF(KASME, S10). MME shall transfer CK' || IK' with KSIASME to SGSN, UE and SGSN shall assign the value of KSIASME  to KSI.The KDF returns a 256-bit output, where the 128 most significant bits are identified with CK and the 128 least significant bits are identified with IK. S10 is the string where the input parameters are defined (see Annex A)

The E-UTRAN NAS Attach Request and TAU Request messages shall also include the UTRAN and GERAN security capabilities of UE. All UE capabilities are sent back to the UE in an integrity protected message for verification that they were not changed.

Editor's Note: It should be studied in which messages the UE capabilities are sent back to the UE.

MME shall transfer UE's UTRAN and GERAN security capabilities to SGSN. SGSN shall include the allowed security algorithms in the relocation request to RNC. RNC shall select the algorithms and include the corresponding identifiers in the relocation request acknowledgement. The selected algorithms shall be indicated to UE in the handover command message.

9.2.2
From UTRAN to E-UTRAN

9.2.2.1
Procedures

If UP ciphering in UTRAN is activated, then UP ciphering shall remain activated in E-UTRAN after handover as well.

Integrity protection on NAS is mandatory for both E-UTRAN and UTRAN

SGSN shall transfer CK and IK to MME in the relocation request message. MME and UE shall derive K'ASME from CK and IK with the help of a one-way key derivation function as defined in Annex X.MME and UE shall derive the NAS keys and KeNB from K'ASME.

SGSN shall be informed by the UE about its EPS security capabilities. This happens via the MS Network Capability IE, that is extended to include also E-UTRAN capabilities, in Attach Request and RAU Request.

SGSN transfers UE's EPC/E-UTRAN security capabilities to MME in the relocation request message. MME shall select the NAS security algorithms and include the allowed UP/RRC algorithms as well as the RRC and UP keys in the relocation request to the target eNB. eNB shall select the RRC and UP algorithms and indicate them in the relocation request acknowledgement. MME shall include the selected NAS, UP, and RRC algorithms in the relocation response sent to SGSN. SGSN shall include them in the relocation command and RNC shall indicate them to UE in the handover from UTRAN command.

If the UE has cached security context and the network indicated that it has cached security context the TAU Request message shall be integrity protected and created as described in section 9.1.2, except that the UE does not include NONCEUE into the TAU Request. Otherwise the UE shall use the mapped security context and protects the TAU Request with the same algorithms as selected for RRC.



If EPS does not have the previous EPS security context for the UE indicated in the TAU Request, or if EPS does not activate the previous EPS security context indicated in the TAU Request, the newly generated keys or the previous EPS security context shall be taken into operation as soon as possible.
9.2.2.2
Key Derivation during Handover

SGSN shall transfer CK and IK to MME in the relocation request message. MME and UE shall derive K'ASME from CK and IK with the help of a one-way key derivation function KDF as specified in Annex X. 

K'ASME = KDF(CK || IK) . MME and UE shall derive the NAS keys and KeNB from K'ASME.

During UTRAN to E-UTRAN HO, MME sets NAS COUNT equal to zero and uses it with K'ASME (derived from CK and IK) to derive Kenb by applying the KDF defined in annex X for IDLE to CONNECTED transition. The MME distributes the KeNB to the eNB in the Handover Request message. The UE derives the KeNB in the same way the MME did.

Editor's Note: It is for ffs whether the KDF shall be performed by the SGSN or not at all.

Editor's Note: The following problems needs to be addressed at inter RAT handover:

1. There must be a way to derive the K_eNB in the UE and in the MME before the handover request message is sent from the MME to the eNB. This can be solved by using setting NAS COUNT to zero in case the mapped EPS security context always provides a fresh K_ASME.

2. When a cached EPS security context exists, and the UE moves from E-UTRAN to UTRAN, the CK/IK derived in UTRAN will always be the same as long as the K_ASME is the same (this is a problem for UTRAN). This, in turn results in that when the UE moves back into E-UTRAN the same mapped K_ASME would be used with a NAS COUNT of zero and hence the K_eNB as well as the NAS keys will be the same again (this is a problem for E-UTRAN).


9.3
Recommendations on AKA at IRAT-mobility to E-UTRAN

After a handover from GERAN or UTRAN into E-UTRAN, it is strongly recommended to run an AKA and perform a key change on-the-fly of the entire key hierarchy as soon as possible after the handover if there is no cached security context in E-UTRAN.

When a UE moves in IDLE mode from GERAN or UTRAN into E-UTRAN, it is strongly recommended to run an AKA if there is no cached security context in E-UTRAN, either after the TAU procedure that establishes NAS security context in the MME and UE, or when the UE transits into ECM-CONNECTED state. 
10
Security interworking between E-UTRAN and GERAN

Editor's Note: Any impacts in this section due the feature of per user activation of UP ciphering are for ffs and dependent on an agreement on this feature which is for ffs.

10.1
Idle mode mobility

10.1.1
From E-UTRAN to GERAN

The E-UTRAN NAS Attach Request and TAU Request messages shall also include the UTRAN and GERAN security capabilities of UE. All UE capabilities are sent back to the UE in the corresponding integrity protected response messages for verification that they were not changed.

MME shall transfer UE's UTRAN and GERAN security capabilities and CK' and IK' with KSIASME  to SGSN. UE and SGSN shall assign the value of KSIASME  to CKSN,i.e  CKSN=KSIASME .SGSN shall select the encryption algorithm to use in GERAN when needed. 

In idle mode mobility from E-UTRAN to GERAN, UE sends a RAU Request message towards SGSN and shall include a P-TMSI signature. The available P-TMSI signature field bits (at minimum 16 bits) shall be filled with a NAS-token (i.e. the x least significant bits of the KDF output). The key derivation function of NAS-token is specified in Annex A. 
SGSN forwards the P-TMSI signature to the old MME, which compares it with a NAS-token (truncation of most meaningful bits if needed), for the UE identified within the context request. If they match, the context request message is authenticated and authorized and MME will provide the needed information for the SGSN. Old MME responds with an appropriate error cause if it does not match the value stored in the old MME. This should initiate the security functions in the new SGSN.

To avoid possible race condition problems, the MME shall be able to compare the received NAS-token with NAS-tokens generated from the current NAS SN downlink value down to current NAS SN-L downlink values, i.e. [current NAS downlink SQN - L, current NAS downlink SQN]. A suitable value for the parameter L can be configured by the network operator. The default value for the parameter L is 5 and maximum value 10. MME shall not accept the same NAS-token for the same UE twice except in retransmission cases happening for the same mobility event.
10.1.2
From GERAN to E-UTRAN

See section 9.1.2.







10.2
Handover

10.2.1
From E-UTRAN to GERAN

If UP ciphering in E-UTRAN is activated, it shall remain activated after handover in GERAN as well. 

MME shall derive a confidentially key CK' and an integrity IK' from KASME as described for the E-UTRAN to UTRAN handover case. MME shall transfer CK' and IK' to the SGSN. SGSN shall derive Kc from CK' and IK' with the help of the key conversion function c3 of TS 33.102.

Editor's Note: The assumption here is that an SGSN that supports E-UTRAN to GERAN handover is capable of the key conversion functions c3, c4, c5 of TS 33.102. If this assumption falls the key derivation and conversion described above may have to be adopted.

The E-UTRAN NAS Attach Request and TAU Request messages shall also include the UTRAN and GERAN security capabilities of UE. All UE capabilities are sent back to the UE in an integrity protected message for verification that they were not changed.

Editor's Note: It should be studied in which messages the UE capabilities are sent back to the UE.

MME shall transfer UE's UTRAN and GERAN security capabilities to SGSN. SGSN shall select the encryption algorithm to use in GERAN after handover. The selected algorithm shall be indicated to UE in the handover command message.

10.2.2
From GERAN to E-UTRAN

10.2.2.1
Procedures

If UP ciphering was activated in GERAN, it shall remain activated in E-UTRAN after handover from GERAN to E-UTRAN as well.

SGSN shall be informed by the UE about its EPS security capabilities. This happens via the MS Network Capability IE, that is extended to include also E-UTRAN security capabilities, in Attach Request and RAU Request.

SGSN transfers UE's EPC/E-UTRAN security capabilities to MME in the relocation request message. MME shall select the NAS security algorithms and include the KeNB in the relocation request to the target eNB. The target eNB shall select the RRC and UP algorithms and indicate them in the relocation request acknowledgement. MME shall include the selected NAS, UP, and RRC algorithms in the relocation response sent to SGSN. SGSN shall indicate them in the appropriate message to BSS and BSS shall indicate them to UE in the handover command. MME shall send a NONCEMME  and the KSISGSNto the target eNB to be put in the transparent container created by the eNB and to be sent towards the UE via the source BSS.
MME shall send KSIASME to the target eNB for inclusion into the transparent container if it has cached security context, otherwise the KSISGSN of the mapped security context. UE shall select cached security context if it has it, otherwise mapped security context and indicate the selected context by including the corresponding KSI (KSIASME or KSISGSN) into the HO Confirm message to the target eNB. For this purpose the target MME will provide both mapped and cached context based KeNB for the target eNB along with KSIASME and KSISGSN if cached security context exists in the MME. The same algorithms, indicated to the UE inside E-UTRAN to UTRAN the transparent container, are used regardless of whether cached or mapped KeNB is used.

If the UE has cached security context and the network indicated that it has cached security context the TAU Request message shall be integrity protected 
and created as described in section 10.1.2., except that the UE does not include NONCEUE into the TAU Request. Otherwise the UE shall use the mapped security context and protects the TAU Request with the same algorithms as selected for the RRC.


If EPS does not have the cached EPS security context for the UE indicated in the TAU Request, or if EPS does not activate the cached EPS security context indicated in the TAU Request, The newly generated keys or the cached EPS security context shall be taken into operation as soon as possible.

10.2.2.2
Key Derivation during Handover

SGSN shall transfer CK and IK to MME in the relocation request message. MME shall derive K'ASME from CK and IK as described in the UTRAN to E-UTRAN handover case.

Editor's Note: It is for ffs whether the KDF shall be performed by the SGSN or not at all.

During GERAN to E-UTRAN handover, the MME sets the NAS COUNT equal to zero and uses it with K'ASME (derived from CK and IK) to derive Kenb by applying the KDF defined in annex X for IDLE to CONNECTED transition. The MME distributes the KeNB to the eNB in the Handover Request message. The UE derives the KeNB in the same way the MME did.

Editor's Note: The following problems needs to be addressed at inter RAT handover:

1. There must be a way to derive the K_eNB in the UE and in the MME before the handover request message is sent from the MME to the eNB. This can be solved by using setting NAS COUNT to zero in case the mapped EPS security context always provides a fresh K_ASME.

2. When a cached EPS security context exists, and the UE moves from E-UTRAN to GERAN, the CK/IK derived in GERAN will always be the same as long as the K_ASME is the same (this is a problem for GERAN). This, in turn results in that when the UE moves back into E-UTRAN the same mapped K_ASME would be used with a NAS COUNT of zero and hence the K_eNB as well as the NAS keys will be the same again (this is a problem for E-UTRAN).


10.3
Recommendations on AKA at IRAT-mobility to E-UTRAN

See recommendation provided by subclause 9.3

====== END OF CHANGE 2 ==============
===== START OF CHANGE 3 =============







A.14 K’ASME from CK, IK derivation during idle mode mobility (S14)

This input string is used when there is a need to derive a KASME from CK/IK, NONCEUE, and NONCEMME during mapping of security contexts from GERAN/UTRAN to E-UTRAN. KASME is a 256-bit entity, and so is the concatenation of CK and IK (which are 128 bits each). The following input parameters shall be used, where NONCEs are 32 bits long.

· FC = 0x14,

· P0 = NONCEUE
· L0 = length of the NONCEUE (i.e. 0x00 0x04)

· P1 = NONCEMME
· L1 = length of the NONCEMME (i.e. 0x00 0x04)

The input key shall be the concatenation of CK || IK.

====== END OF CHANGE 3 ==============
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