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The following CRs, agreed at the TSG-SA WG3 meeting #53, are presented to TSG SA #42 for approval.

	Spec
	CR
	Rev
	Rel
	Title
	Cat
	Current version
	SA3 Number

	33.401
	42
	1
	Rel-8
	Specification of security algorithms for EPS
	F
	8.1.1
	S3-081517

	33.401
	43
	-
	Rel-8
	KDFs for EPS shall not be negotiated
	F
	8.1.1
	S3-081214

	33.401
	44
	-
	Rel-8
	Removal of editor's notes that are resolved or are related to new functionality
	F
	8.1.1
	S3-081215

	33.401
	45
	-
	Rel-8
	KeNB Derivation During inter-RAT TAU
	F
	8.1.1
	S3-081216

	33.401
	47
	-
	Rel-8
	Inter-RAT change from GERAN/UTRAN to E-UTRAN with mapped context
	F
	8.1.1
	S3-081217

	33.401
	48
	1
	Rel-8
	Storage of EPS NAS security context in the UE
	F
	8.1.1
	S3-081507

	33.401
	51
	-
	Rel-8
	Clarfication in definitions
	F
	8.1.1
	S3-081235

	33.401
	52
	-
	Rel-8
	Correction of definition and usage of Key Set Identifier (KSI) in EPS
	F
	8.1.1
	S3-081120

	33.401
	53
	-
	Rel-8
	Correction of handling of EPS security contexts
	F
	8.1.1
	S3-081221

	33.401
	54
	1
	Rel-8
	Correction of storage of security contexts during state transitions, handling of mapped contexts
	F
	8.1.1
	S3-081509

	33.401
	55
	1
	Rel-8
	Introducing the generic term “eKSI” for the Key Set Identifier in E-UTRAN
	F
	8.1.1
	S3-081518

	33.401
	56
	-
	Rel-8
	Correction of definition of GUTI in EPS
	F
	8.1.1
	S3-081224

	33.401
	57
	-
	Rel-8
	Transfering unused AVs
	F
	8.1.1
	S3-081225

	33.401
	60
	2
	Rel-8
	Corrections to the KDF input parameters
	F
	8.1.1
	S3-081506

	33.401
	61
	-
	Rel-8
	RLF recovery procedure
	F
	8.1.1
	S3-081236

	33.401
	62
	-
	Rel-8
	Addition of missing requirements to drop messages with wrong or missing MAC
	F
	8.1.1
	S3-081229

	33.401
	63
	-
	Rel-8
	NAS uplink and downlink ciphering
	F
	8.1.1
	S3-081230

	33.401
	68
	-
	Rel-8
	Correction and addition of the security features in SRVCC.
	F
	8.1.1
	S3-081238

	33.401
	69
	-
	Rel-8
	Correction of idle mode mobility from E-UTRAN to UTRAN
	F
	8.1.1
	S3-082491

	33.401
	70
	-
	Rel-8
	Correction of idle mode mobility from UTRAN to E-UTRAN
	F
	8.1.1
	S3-082492

	33.401
	71
	-
	Rel-8
	Correction of handover procedure from E-UTRAN to UTRAN
	F
	8.1.1
	S3-082495

	33.401
	72
	-
	Rel-8
	Correction of definition and usage of Key Set Identifier (KSI) in EPS
	F
	8.1.1
	S3-082496

	33.401
	73
	-
	Rel-8
	EPS algorithm selection and bidding down attack and added MME Algorithm selection with a prioritized list
	F
	8.1.1
	S3-082494

	33.401
	74
	-
	Rel-8
	Correction of Handover from UTRAN to E-UTRAN and activation of cached context
	F
	8.1.1
	S3-082497

	33.401
	75
	-
	Rel-8
	Removal of editor's notes related to section 6 and clarification of ASME
	F
	8.1.1
	S3-081318

	33.401
	77
	-
	Rel-8
	Inter-RAT change from GERAN/UTRAN to E-UTRAN with mapped context
	F
	8.1.1
	S3-081424

	33.401
	78
	-
	Rel-8
	Clarification on MME requirement in UTRAN-eUTRAN handover
	F
	8.1.1
	S3-081426

	33.401
	79
	-
	Rel-8
	Correction of idle mode mobility from UTRAN to E-UTRAN
	F
	8.1.1
	S3-081435

	33.401
	80
	-
	Rel-8
	Storage of cached EPS NAS security contexts after security interworking from UTRAN to E-UTRAN
	F
	8.1.1
	S3-081508

	33.401
	81
	-
	Rel-8
	E-UTRAN key identification
	F
	8.1.1
	S3-081372

	33.401
	82
	-
	Rel-8
	Clarification on User Data Protection
	F
	8.1.1
	S3-081511

	33.401
	83
	-
	Rel-8
	Corrections to section 6.2 describing the key hierarchy
	F
	8.1.1
	S3-081513

	33.401
	84
	-
	Rel-8
	Correction of text on handling of security capabilities in handover from E-UTRAN to UTRAN (section 9.2.1)
	F
	8.1.1
	S3-081522

	33.401
	85
	-
	Rel-8
	Correction of text on activation of security in E-UTRAN and consequences for Handover from E-UTRAN
	F
	8.1.1
	S3-081524

	33.401
	87
	-
	Rel-8
	Harmonising clauses 9.2.2 on HO from UTRAN and 10.3.2 on HO from GERAN with clause 7.2.9 on key-change-on-the fly
	F
	8.1.1
	S3-081530

	33.401
	88
	-
	Rel-8
	Correction of S1/X2 transport protection
	F
	8.1.1
	S3-081538

	33.401
	89
	-
	Rel-8
	Removal of editor’s notes on security requirements on eNodeB
	F
	8.1.1
	S3-081539

	33.401
	90
	-
	Rel-8
	Requirements on secure environment within eNB
	F
	8.1.1
	S3-081540

	33.401
	91
	-
	Rel-8
	Corrections to Section 7.2.3 on E-UTRAN key lifetime
	F
	8.1.1
	S3-081546

	33.401
	92
	-
	Rel-8
	E-UTRAN handover key derivations correction
	F
	8.1.1
	S3-082493

	33.401
	64
	1
	Rel-8
	Corrections to security procedures for interworking between E-UTRAN and GERAN and change of subclause titles
	F
	8.1.1
	S3-081381

	33.401
	92
	-
	Rel-8
	Changing titles and introductory text of subclauses relating to inter-RAT idle mode procedures  – UTRAN case
	F
	8.1.1
	S3-081380


