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Annex F:
Status of all 3GPP CRs after TSG SA #41 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-080493
	21.905
	0083
	2
	8.5.0
	Rel-8
	Add definitions and abbreviations related to Home NodeB and Home eNodeB
	approved
	B
	8.6.0
	TEI8
	S1

	SP-080493
	22.011
	0120
	2
	8.4.1
	Rel-8
	Essential correction to manual CSG selection
	approved
	F
	8.5.0
	HomeNB
	S1

	SP-080493
	22.011
	0122
	2
	8.4.1
	Rel-8
	Correction on definition of length for HNBID
	approved
	F
	8.5.0
	HomeNB
	S1

	SP-080493
	22.011
	0123
	2
	8.4.0
	Rel-8
	Additional HNB/HeNB operator requirements
	approved
	F
	8.5.0
	HomeNB
	S1

	SP-080493
	22.011
	0128
	2
	8.4.1
	Rel-8
	Terminology alignment and generalization of requirements
	approved
	F
	8.5.0
	HomeNB
	S1

	SP-080491
	22.101
	0277
	1
	7.10.0
	Rel-7
	Emergency Call Feature Interaction
	approved
	F
	7.11.0
	EMC1
	S1

	SP-080499
	22.101
	0280
	1
	9.0.0
	Rel-9
	RED optimization of location update
	revised
	F
	
	TEI9
	S1

	SP-080643
	22.101
	0280
	2
	9.0.0
	Rel-9
	RED optimization of location update
	approved
	F
	9.1.0
	RED
	S1

	SP-080498
	22.101
	0282
	1
	9.0.0
	Rel-9
	Clarification on IMS services supported by ICS
	approved
	F
	9.1.0
	ICSRA
	S1

	SP-080494
	22.153
	0005
	1
	8.1.0
	Rel-8
	Trusted domain support
	approved
	F
	8.2.0
	PRIOR
	S1

	SP-080494
	22.153
	0006
	-
	9.0.0
	Rel-9
	Trusted domain support
	revised
	B
	
	PRIOR
	S1

	SP-080638
	22.153
	0006
	1
	9.0.0
	Rel-9
	Trusted domain support
	approved
	B
	9.1.0
	PRIOR
	S1

	SP-080496
	22.173
	0021
	2
	8.3.0
	Rel-8
	Editorial modifications
	approved
	D
	8.4.0
	TEI8
	S1

	SP-080497
	22.182
	0016
	1
	8.2.0
	Rel-9
	Multimedia CAT content download
	approved
	B
	9.0.0
	TEI9
	S1

	SP-080492
	22.182
	0017
	-
	8.2.0
	Rel-8
	CAT service notification
	approved
	F
	8.3.0
	CAT
	S1

	SP-080495
	22.278
	0033
	1
	8.5.0
	Rel-8
	CR to TS 22.278 ch 5 to align R8 stage 1 and stage 2 wrt service continuity
	approved
	F
	8.6.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0036
	1
	8.5.0
	Rel-8
	CR to TS 22.278 ch 7.1.4.2 to align stage 1 and stage 2 wrt service continuity
	approved
	F
	8.6.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0037
	-
	9.0.0
	Rel-9
	CR to TS 22.278 Rel-9 ch 7.1.4.2 wrt service continuity (mirror to a Rel-8 CR)
	approved
	A
	9.1.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0038
	2
	8.5.0
	Rel-8
	Access Network Discovery and Steering of Access
	revised
	F
	
	AIPN-SAE
	S1

	SP-080639
	22.278
	0038
	3
	8.5.0
	Rel-8
	Access Network Discovery and Steering of Access
	approved
	F
	8.6.0
	AIPN-SAE
	S1

	SP-080639
	22.278
	0038
	3
	8.5.0
	Rel-8
	Access Network Discovery and Steering of Access
	approved
	F
	8.6.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0039
	2
	9.0.0
	Rel-9
	Access Network Discovery and Steering of Access
	revised
	A
	
	AIPN-SAE
	S1

	SP-080639
	22.278
	0039
	3
	9.0.0
	Rel-9
	Access Network Discovery and Steering of Access
	approved
	A
	9.1.0
	AIPN-SAE
	S1

	SP-080639
	22.278
	0039
	3
	9.0.0
	Rel-9
	Access Network Discovery and Steering of Access
	approved
	A
	9.1.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0040
	1
	8.5.0
	Rel-8
	CR to 22.278 on Update IP session control and local breakout requirements
	approved
	F
	8.6.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0041
	2
	9.0.0
	Rel-9
	CR to 22.278 on Update IP session control and local breakout requirements
	approved
	A
	9.1.0
	AIPN-SAE
	S1

	SP-080495
	22.278
	0042
	3
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	revised
	F
	
	AIPN-SAE
	S1

	SP-080541
	22.278
	0042
	4
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	revised
	F
	
	AIPN-SAE
	S1

	SP-080652
	22.278
	0042
	5
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	approved
	F
	8.6.0
	AIPN-SAE
	S1

	SP-080640
	22.278
	0042
	5
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	withdrawn
	F
	
	AIPN-SAE
	S1

	SP-080495
	22.278
	0043
	3
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	revised
	A
	
	AIPN-SAE
	S1

	SP-080541
	22.278
	0043
	4
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	revised
	A
	
	AIPN-SAE
	S1

	SP-080640
	22.278
	0043
	5
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	withdrawn
	A
	
	AIPN-SAE
	S1

	SP-080652
	22.278
	0043
	5
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	approved
	A
	9.1.0
	AIPN-SAE
	S1

	SP-080578
	23.002
	0191
	2
	8.2.0
	Rel-8
	SMSIP alignment in 23.002
	approved
	B
	8.3.0
	MESSIW
	S2

	SP-080580
	23.002
	0192
	2
	8.2.0
	Rel-8
	Update of overall architecture due to SAE and other Rel-8 work
	approved
	B
	8.3.0
	SAES
	S2

	SP-080605
	23.002
	0193
	2
	8.2.0
	Rel-8
	AS clarification for IM CN subsystem
	approved
	F
	8.3.0
	TEI8
	S2

	SP-080570
	23.002
	0194
	3
	8.2.0
	Rel-8
	IMS Centralized services and Service Continuity alignment
	approved
	F
	8.3.0
	ICSRA-St2
	S2

	SP-080602
	23.002
	0195
	2
	7.4.0
	Rel-7
	SMSIP alignment in 23.002
	approved
	F
	7.5.0
	SMSIP
	S2

	CP-080456
	23.003
	0149
	-
	7.7.0
	Rel-7
	Emergency Public User Identity removal
	approved
	F
	7.8.0
	EMC1
	C4

	CP-080456
	23.003
	0150
	-
	8.1.0
	Rel-8
	Emergency Public User Identity removal
	revised
	A
	
	EMC1
	C4

	CP-080633
	23.003
	0150
	1
	8.1.0
	Rel-8
	Emergency Public User Identity removal
	approved
	A
	8.2.0
	EMC1
	C4

	CP-080462
	23.003
	0152
	3
	8.1.0
	Rel-8
	Introduction of IMC in support of common IMS
	approved
	B
	8.2.0
	REDOC_3GPP2
	C4

	CP-080458
	23.003
	0153
	1
	8.1.0
	Rel-8
	Introduction of STN-SR
	approved
	B
	8.2.0
	SRVCC
	C4

	CP-080459
	23.003
	0154
	1
	8.1.0
	Rel-8
	Addition and correction of DNS related identifiers for EPC
	approved
	B
	8.2.0
	SAES-DEPS
	C4

	CP-080458
	23.003
	0155
	1
	8.1.0
	Rel-8
	Definition of Globally Unique Temporary UE Identity
	approved
	B
	8.2.0
	SAES
	C4

	CP-080461
	23.003
	0156
	-
	8.1.0
	Rel-8
	Reference Correction
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080461
	23.003
	0158
	1
	8.1.0
	Rel-8
	Addition of Conference Factory URI for IMS Centralized Services
	approved
	B
	8.2.0
	ICSRA
	C4

	CP-080459
	23.003
	0159
	1
	8.1.0
	Rel-8
	Naming for HA discovery HA-APN
	approved
	B
	8.2.0
	SAES-St3-impacts
	C4

	CP-080458
	23.003
	0160
	2
	8.1.0
	Rel-8
	Definition and format of access network identifier
	approved
	C
	8.2.0
	SAES
	C4

	CP-080458
	23.007
	0021
	2
	8.0.0
	Rel-8
	Restoration procedures for SGW and PGW
	approved
	B
	8.1.0
	TEI8
	C4

	CP-080458
	23.007
	0022
	2
	8.0.0
	Rel-8
	Node Restart Restoration Procedures for PGW, SGW and MME
	approved
	B
	8.1.0
	SAES
	C4

	CP-080461
	23.008
	0229
	-
	8.2.0
	Rel-8
	Addition of IMS Centralized Service subscription information
	approved
	B
	8.3.0
	ICSRA
	C4

	CP-080460
	23.008
	0230
	1
	8.2.0
	Rel-8
	"Support of ""Loose-Route"" indication from HSS"
	approved
	B
	8.3.0
	IMS_Corp
	C4

	CP-080463
	23.008
	0232
	-
	8.2.0
	Rel-8
	Add S-CSCF Restoration Information as One Subscriber Data
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080467
	23.018
	0164
	1
	8.0.0
	Rel-8
	eMLPP Priority in MAP SRI, PRN and PSI request
	approved
	F
	8.1.0
	TEI8
	C4

	CP-080457
	23.018
	0165
	-
	7.6.0
	Rel-7
	Corrections to figures and SDLs
	approved
	F
	7.7.0
	TEI7
	C4

	CP-080536
	23.038
	0229
	1
	8.1.0
	Rel-8
	SMS Language identifier correction alternative proposal 
	approved
	C
	8.2.0
	TEI8
	C1

	CP-080536
	23.040
	0101
	1
	8.2.0
	Rel-8
	SMS 16 bit port addressing clarification of IANA's role
	approved
	F
	8.3.0
	TEI8
	C1

	CP-080535
	23.041
	0018
	5
	7.0.0
	Rel-8
	Chages to CBS for the realisation of ETWS.
	approved
	B
	8.0.0
	ETWS
	C1

	CP-080535
	23.041
	0019
	4
	7.0.0
	Rel-8
	Additions to the protocol aspects of CBS for the realisation of ETWS
	approved
	B
	8.0.0
	ETWS
	C1

	CP-080535
	23.041
	0020
	5
	7.0.0
	Rel-8
	Changes to the radio message format aspect of CBS for the realisation of ETWS
	approved
	B
	8.0.0
	ETWS
	C1

	SP-080581
	23.060
	0664
	1
	8.1.0
	Rel-8
	AMBR additions
	approved
	B
	8.2.0
	SAES
	S2

	SP-080603
	23.060
	0665
	1
	8.1.0
	Rel-8
	TFT handling
	approved
	A
	8.2.0
	TEI7
	S2

	SP-080603
	23.060
	0666
	1
	7.7.0
	Rel-7
	TFT handling
	approved
	C
	7.8.0
	TEI7
	S2

	SP-080582
	23.060
	0667
	1
	8.1.0
	Rel-8
	PDN GW initiated Bearer Deactivation Procedure using S4
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0668
	1
	8.1.0
	Rel-8
	Bearer Management triggered by Subscription Data Changing
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0669
	1
	8.1.0
	Rel-8
	Aligning DHCP functionality in 23.060 towards 23.401
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0670
	2
	8.1.0
	Rel-8
	Corrections for handover from Non-3GPP to GERAN/UTRAN access
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0672
	2
	8.1.0
	Rel-8
	Correction of clause 8.1.4A
	approved
	F
	8.2.0
	SAES
	S2

	SP-080581
	23.060
	0673
	2
	8.1.0
	Rel-8
	Introduction of S4 to PDP context modification procedures
	approved
	B
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0674
	1
	8.1.0
	Rel-8
	Clean up of clause 9.2 and 'NW_only' aspects
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0675
	1
	8.1.0
	Rel-8
	Removal of dual paging procedures
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0676
	1
	8.1.0
	Rel-8
	Updates to chapter 6.6.3, Detach, when using S4 interface
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0677
	1
	8.1.0
	Rel-8
	Correction to the text in figure 55-2 in intersystem change chapter 6.13
	approved
	F
	8.2.0
	SAES
	S2

	SP-080603
	23.060
	0678
	3
	7.7.0
	Rel-7
	Clean up for removal of 'NW_only'
	approved
	F
	7.8.0
	TEI7
	S2

	SP-080582
	23.060
	0679
	1
	8.1.0
	Rel-8
	Clean up of S4 procedures
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0680
	1
	8.1.0
	Rel-8
	Clarification for Secondary PDP Context Activation
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0688
	3
	8.1.0
	Rel-8
	Correction of routing procedures to reflect removal of NW_only bearer control mode
	approved
	F
	8.2.0
	SAES
	S2

	SP-080603
	23.060
	0692
	1
	7.7.0
	Rel-7
	Essential correction to the Initiate PDP Context Activation Response message
	approved
	F
	7.8.0
	TEI7
	S2

	SP-080603
	23.060
	0693
	1
	8.1.0
	Rel-8
	Essential correction to the Initiate PDP Context Activation Response message
	approved
	A
	8.2.0
	TEI7
	S2

	SP-080603
	23.060
	0694
	2
	7.7.0
	Rel-7
	Clarification on QoS modification of PDP contexts
	approved
	F
	7.8.0
	TEI7
	S2

	SP-080603
	23.060
	0695
	2
	8.1.0
	Rel-8
	Clarification on QoS modification of PDP contexts
	approved
	A
	8.2.0
	TEI7
	S2

	SP-080581
	23.060
	0697
	2
	8.1.0
	Rel-8
	Clarification for RAU procedures
	approved
	B
	8.2.0
	SAES
	S2

	SP-080581
	23.060
	0698
	1
	8.1.0
	Rel-8
	Clarification for handover procedures
	approved
	B
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0699
	2
	8.1.0
	Rel-8
	Clarification on the RAB Assignment Procedure Using S4
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0700
	1
	8.1.0
	Rel-8
	Separation of NAS signaling and PCC concepts
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0701
	1
	8.1.0
	Rel-8
	Corrections to APN-AMBR
	approved
	F
	8.2.0
	SAES
	S2

	SP-080582
	23.060
	0702
	3
	8.1.0
	Rel-8
	Default bearer handling for GERAN/UTRAN
	approved
	F
	8.2.0
	SAES
	S2

	CP-080467
	23.067
	0019
	-
	7.1.0
	Rel-8
	eMLPP Priority in MAP SRI, PRN and PSI request
	approved
	F
	8.0.0
	TEI8
	C4

	CP-080536
	23.122
	0121
	-
	8.2.0
	Rel-8
	Clarifications for RAT usage in manual network selection mode
	approved
	F
	8.3.0
	TEI8
	C1

	CP-080536
	23.122
	0122
	1
	8.2.0
	Rel-8
	Clarification on MS behavior further to LU Reject causes #13 and #15
	approved
	F
	8.3.0
	TEI8
	C1

	CP-080466
	23.153
	0106
	1
	8.0.0
	Rel-8
	AoIP Impacts to OoBTC procedures
	approved
	B
	8.1.0
	AoIP-CN
	C4

	CP-080464
	23.153
	0107
	1
	8.0.0
	Rel-8
	Addition of CS data call related codec considerations
	approved
	B
	8.1.0
	NcSIP
	C4

	SP-080568
	23.167
	0097
	1
	7.9.0
	Rel-7
	Removal of the Emergency Public User Identity
	approved
	F
	7.10.0
	EMC1
	S2

	SP-080568
	23.167
	0098
	1
	8.0.0
	Rel-8
	Removal of the Emergency Public User Identity
	approved
	A
	8.1.0
	EMC1
	S2

	SP-080568
	23.167
	0099
	1
	7.9.0
	Rel-7
	Emergency call interactions with supplementary services
	approved
	F
	7.10.0
	EMC1
	S2

	SP-080568
	23.167
	0100
	1
	8.0.0
	Rel-8
	Emergency call interactions with supplementary services
	approved
	A
	8.1.0
	EMC1
	S2

	SP-080605
	23.167
	0101
	2
	8.0.0
	Rel-8
	Correction of non UE detectable emergency call procedures
	approved
	F
	8.1.0
	TEI8
	S2

	SP-080568
	23.167
	0102
	1
	7.9.0
	Rel-7
	SIP-URI and Tel-URI provisioning considerations for IMS Emergency
	approved
	F
	7.10.0
	EMC1
	S2

	SP-080568
	23.167
	0103
	1
	8.0.0
	Rel-8
	SIP-URI and Tel-URI provisioning considerations for IMS Emergency
	approved
	A
	8.1.0
	EMC1
	S2

	SP-080583
	23.203
	0166
	-
	8.2.0
	Rel-8
	Clean up of roaming related aspects
	approved
	F
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0167
	2
	8.2.0
	Rel-8
	Correction to credit re-authorization functionality when Gxx is used
	approved
	F
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0168
	1
	8.2.0
	Rel-8
	Refinement of Annex A.4 and Annex A.5
	approved
	F
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0169
	1
	8.2.0
	Rel-8
	Correction to IP-CAN Session Establishment Procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080579
	23.203
	0170
	-
	7.7.0
	Rel-7
	Service Information Request from PCRF
	approved
	F
	7.8.0
	PCC
	S2

	SP-080579
	23.203
	0171
	-
	8.2.0
	Rel-8
	Service Information Request from PCRF
	approved
	A
	8.3.0
	PCC
	S2

	SP-080583
	23.203
	0178
	2
	8.2.0
	Rel-8
	Aligning Off-path Text with 23.402
	approved
	F
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0182
	7
	8.2.0
	Rel-8
	The revise of the signalling flow about mobility protocol tunnelling encapsulation header information
	approved
	F
	8.3.0
	SAES
	S2

	SP-080605
	23.203
	0184
	1
	8.2.0
	Rel-8
	HRPD specific content for Annex H
	approved
	F
	8.3.0
	TEI8
	S2

	SP-080583
	23.203
	0185
	2
	8.2.0
	Rel-8
	Clarifications on  UE/NW-initiated  resource allocation
	approved
	F
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0187
	-
	8.2.0
	Rel-8
	Removal of Annex I
	approved
	D
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0188
	1
	8.2.0
	Rel-8
	Cleanup for binding mechanisms
	approved
	F
	8.3.0
	SAES
	S2

	SP-080583
	23.203
	0189
	1
	8.2.0
	Rel-8
	Clarification on input for PCC decisions
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0190
	1
	8.2.0
	Rel-8
	Clarification on visited access procedures
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0192
	-
	8.2.0
	Rel-8
	Clarification on bearer control mode handling
	approved
	F
	8.3.0
	SAES
	S2

	SP-080579
	23.203
	0195
	3
	7.7.0
	Rel-7
	Missing Ack in GW(PCEF) initiated IP-CAN Session Modification
	approved
	F
	7.8.0
	PCC
	S2

	SP-080579
	23.203
	0196
	3
	8.2.0
	Rel-8
	Missing Ack in GW(PCEF) initiated IP-CAN Session Modification
	approved
	A
	8.3.0
	PCC
	S2

	SP-080584
	23.203
	0197
	2
	8.2.0
	Rel-8
	Addition of access system interactions to some GW control session procedures
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0198
	3
	8.2.0
	Rel-8
	Gateway Control and QoS Rules Request
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0199
	2
	8.2.0
	Rel-8
	Gateway Control Session Establishment
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0200
	2
	8.2.0
	Rel-8
	Correction to PCRF informs the requested trigger from PCEF in the roaming scenarios where the V-PLMN does not configure PCC
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0203
	1
	8.2.0
	Rel-8
	Rel-7/Rel-8 QCI Alignment
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0204
	2
	8.2.0
	Rel-8
	Clarifications in the usage of the APN-AMBR
	approved
	F
	8.3.0
	SAES
	S2

	SP-080584
	23.203
	0205
	1
	8.2.0
	Rel-8
	Clarifications to Gxx/Gx leg binding
	approved
	F
	8.3.0
	SAES
	S2

	SP-080579
	23.203
	0210
	3
	7.7.0
	Rel-7
	Event Trigger supporting Time of Day based PCC rule state change
	approved
	F
	7.8.0
	PCC
	S2

	SP-080579
	23.203
	0211
	3
	8.2.0
	Rel-8
	Event Trigger supporting Time of Day based PCC rule state change
	approved
	A
	8.3.0
	PCC
	S2

	SP-080584
	23.203
	0212
	3
	8.2.0
	Rel-8
	Clarification on Gateway Control Session
	approved
	F
	8.3.0
	SAES
	S2

	SP-080585
	23.204
	0074
	3
	8.2.0
	Rel-8
	Update of 23.204 for SMS over IP procedures  for E-UTRAN
	approved
	B
	8.3.0
	SAES
	S2

	CP-080466
	23.205
	0213
	1
	8.3.0
	Rel-8
	Handover Scenarios for AoIP
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080466
	23.205
	0215
	-
	8.3.0
	Rel-8
	Call Clearing for A Interface on IP
	approved
	F
	8.4.0
	AoIP-CN
	C4

	CP-080466
	23.205
	0216
	1
	8.3.0
	Rel-8
	IP Interface Type Indicator
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080466
	23.205
	0217
	-
	8.3.0
	Rel-8
	Use of Global Text Telephony with A over IP
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080466
	23.205
	0218
	1
	8.3.0
	Rel-8
	Combining certain procedures with Reserve RTP Connection Point
	approved
	B
	8.4.0
	AoIP-CN
	C4

	SP-080586
	23.216
	0003
	1
	8.0.0
	Rel-8
	Update of E-UTRAN and 3GPP UTRAN/GERAN SRVCC architecture
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0005
	-
	8.0.0
	Rel-8
	"Correction of ""Call flows for SRVCC from E-UTRAN"""
	approved
	F
	8.1.0
	SAES
	S2

	SP-080601
	23.216
	0006
	6
	8.0.0
	Rel-8
	Replacing VDN with STN-SR and other corrections in 3GPP TS 23.216
	approved
	F
	8.1.0
	SAES-SA-SR_VCC
	S2

	SP-080586
	23.216
	0007
	1
	8.0.0
	Rel-8
	Correction of SRVCC in 23.216
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0009
	2
	8.0.0
	Rel-8
	Correction of SRVCC without PS HO support in GERAN
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0011
	2
	8.0.0
	Rel-8
	Modification of LTE Attach procedure for SRVCC
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0013
	3
	8.0.0
	Rel-8
	HSPA SRVCC addition to TS 23.216
	approved
	B
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0015
	1
	8.0.0
	Rel-8
	Corrections to Call flows for SRVCC from E-UTRAN
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0016
	-
	8.0.0
	Rel-8
	Clarification on Suspend procedures for SRVCC
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0021
	-
	8.0.0
	Rel-8
	Correction to a reference specification
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0023
	1
	8.0.0
	Rel-8
	Handover Failure handling for SR-VCC
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0024
	-
	8.0.0
	Rel-8
	IS41 ISUP correction in figure
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0025
	1
	8.0.0
	Rel-8
	Security additions to TS 23.216
	approved
	F
	8.1.0
	SAES
	S2

	SP-080586
	23.216
	0026
	1
	8.0.0
	Rel-8
	Clarification on routing of Forward Relocation Request message
	approved
	F
	8.1.0
	SAES
	S2

	CP-080536
	23.218
	0117
	2
	8.2.0
	Rel-8
	Enhancement of Filter Criteria to Include Incoming Register in Third Party Register
	approved
	B
	8.3.0
	TEI8
	C1

	CP-080537
	23.218
	0118
	1
	8.2.0
	Rel-8
	MRB
	approved
	B
	8.3.0
	MRFC_TS
	C1

	SP-080587
	23.221
	0061
	1
	8.1.0
	Rel-8
	General Updates of Architectural Requirements to cover EPS
	approved
	B
	8.2.0
	SAES
	S2

	SP-080606
	23.228
	0801
	1
	8.5.0
	Rel-8
	Support of IMC
	rejected
	F
	
	TEI8
	S2

	SP-080604
	23.228
	0802
	1
	7.12.0
	Rel-7
	Correction of IARI usage
	approved
	F
	7.13.0
	TEI7
	S2

	SP-080604
	23.228
	0803
	1
	8.5.0
	Rel-8
	Correction of IARI usage
	approved
	A
	8.6.0
	TEI7
	S2

	SP-080604
	23.228
	0806
	-
	7.12.0
	Rel-7
	Removal of NW_Only Bearer Control Mode
	approved
	F
	7.13.0
	TEI7
	S2

	SP-080604
	23.228
	0807
	-
	8.5.0
	Rel-8
	Removal of NW_Only Bearer Control Mode
	approved
	A
	8.6.0
	TEI7
	S2

	SP-080587
	23.228
	0809
	2
	8.5.0
	Rel-8
	Clarification on IMS/LBO
	approved
	F
	8.6.0
	SAES
	S2

	SP-080605
	23.228
	0810
	2
	8.5.0
	Rel-8
	Limit on simultaneous registrations for the UE with same public user identity
	approved
	F
	8.6.0
	TEI8
	S2

	SP-080605
	23.228
	0813
	-
	8.5.0
	Rel-8
	Update to NAT traversal requirements
	approved
	F
	8.6.0
	TEI8
	S2

	SP-080574
	23.228
	0814
	2
	8.5.0
	Rel-8
	Alignment of GRUU usage for IMS Service Centralization and Continuity
	approved
	F
	8.6.0
	IMS-Cont
	S2

	SP-080570
	23.228
	0815
	3
	8.5.0
	Rel-8
	IMS Centralized services and Service Continuity alignment
	approved
	F
	8.6.0
	ICSRA-St2
	S2

	CP-080464
	23.231
	0005
	1
	8.0.0
	Rel-8
	MGW selection procedures impacts on Call Forwarding services
	approved
	F
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0006
	-
	8.0.0
	Rel-8
	MGW selection procedures impacts on Call Deflection services
	approved
	F
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0007
	-
	8.0.0
	Rel-8
	MGW selection procedures impacts on ODB
	approved
	F
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0008
	1
	8.0.0
	Rel-8
	Global Text Telephony for SIP-I on Nc
	approved
	B
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0009
	1
	8.0.0
	Rel-8
	IP Interface Type Indicator for SIP-I on Nc
	approved
	B
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0010
	1
	8.0.0
	Rel-8
	Call Hold for SIP-I on Nc
	approved
	B
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0011
	1
	8.0.0
	Rel-8
	Bearer Establishment for Multiparty Bearers
	approved
	B
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0012
	-
	8.0.0
	Rel-8
	CS Data and Facsimile Updates
	approved
	B
	8.1.0
	NcSIP
	C4

	CP-080464
	23.231
	0014
	-
	8.0.0
	Rel-8
	Multiparty Service Encoding
	approved
	F
	8.1.0
	NcSIP
	C4

	SP-080575
	23.237
	0001
	2
	8.0.0
	Rel-8
	Third party registration at SCC AS
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0002
	1
	8.0.0
	Rel-8
	Clarifications when remote end adds new PS media to CS session
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0003
	2
	8.0.0
	Rel-8
	Add or remove PS media in PS session
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0004
	4
	8.0.0
	Rel-8
	Corrections on STI assignment conditions
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0005
	2
	8.0.0
	Rel-8
	Overall corrections for TS 23.237 v8.0.0
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0006
	3
	8.0.0
	Rel-8
	Overall corrections related to operator policy and user preferences descriptions consistency for TS 23.237 v8.0.0
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0008
	1
	8.0.0
	Rel-8
	Clarifications to clauses describing establishment of session that use CS media.
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0009
	1
	8.0.0
	Rel-8
	Add definitions for Source Access Leg and Target Access Leg
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0010
	2
	8.0.0
	Rel-8
	Align the terminology regarding Remote Leg
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0013
	4
	8.0.0
	Rel-8
	Correct STN in the information flow in clause 6.3.2.3.1
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0014
	3
	8.0.0
	Rel-8
	Correction of SRVCC in 23.237
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0015
	1
	8.0.0
	Rel-8
	Removal of UE-UE transfer text
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0016
	-
	8.0.0
	Rel-8
	Correction of requirement on session transfer
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080575
	23.237
	0017
	1
	8.0.0
	Rel-8
	General corrections of 23.237
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080570
	23.237
	0019
	-
	8.0.0
	Rel-8
	STI and STN definition correction
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080575
	23.237
	0020
	-
	8.0.0
	Rel-8
	Remove text related to CS-video from 3GPP TS 23.237
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080570
	23.237
	0027
	-
	8.0.0
	Rel-8
	Clarification of 23.237 - replacement of the terms "precondition" and "preconditions"
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080576
	23.237
	0029
	2
	8.0.0
	Rel-8
	UE and SCC AS handling of remaining media
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0030
	-
	8.0.0
	Rel-8
	Remove UE awareness of merge
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0033
	2
	8.0.0
	Rel-8
	Operator policy
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0035
	1
	8.0.0
	Rel-8
	General cleanups to 23.237
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0036
	1
	8.0.0
	Rel-8
	Minor clarification to scenarios within information flows
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0037
	2
	8.0.0
	Rel-8
	Minor STI usage clarification
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0038
	-
	8.0.0
	Rel-8
	Fixed the scope clause to include addition/deletion of media flows
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0040
	1
	8.0.0
	Rel-8
	Remove unused abbreviations
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0042
	2
	8.0.0
	Rel-8
	Clean up of incorrect terms used in the specification
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080576
	23.237
	0045
	1
	8.0.0
	Rel-8
	Clarification of the session that is transferred for SR-VCC
	approved
	F
	8.1.0
	IMS-Cont
	S2

	SP-080600
	23.272
	0005
	2
	8.0.0
	Rel-8
	Correction of flows for call origination in active mode
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0006
	2
	8.0.0
	Rel-8
	Correction of flows for call termination in active mode
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0008
	1
	8.0.0
	Rel-8
	SMS Support in 1XRTT Solution for CS Fallback
	approved
	B
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0009
	2
	8.0.0
	Rel-8
	Correction of flows for call termination in idle mode
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0012
	1
	8.0.0
	Rel-8
	CS Fallback with Pre-Paging
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0014
	2
	8.0.0
	Rel-8
	Terms alignments and other misc. correction in 3GPP TS 23.272
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0015
	2
	8.0.0
	Rel-8
	SMS handling
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0017
	-
	8.0.0
	Rel-8
	Clarification of ISR in 3GPP TS 23.272
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0019
	2
	8.0.0
	Rel-8
	Aligning CS fallback for 1xRTT with CS fallback for GSM
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0020
	-
	8.0.0
	Rel-8
	UE behaviour when it hands over to a non-DTM GERAN cell
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0021
	1
	8.0.0
	Rel-8
	Correction of the Attach procedure
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0023
	1
	8.0.0
	Rel-8
	Clarification on the case when access class control is applied in the legacy access
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080600
	23.272
	0024
	2
	8.0.0
	Rel-8
	Service indicator for LCS and Call Independent SS
	approved
	F
	8.1.0
	SAES-CSFB
	S2

	SP-080570
	23.292
	0001
	-
	8.0.0
	Rel-8
	Removal of transport protocol for i1
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0002
	1
	8.0.0
	Rel-8
	Reference architecture title alignment with TS 23.237
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0003
	-
	8.0.0
	Rel-8
	Clarifications to clauses describing originating and terminating sessions that use CS media.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0004
	1
	8.0.0
	Rel-8
	Removal of redundant I1 fallback message flows.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0005
	1
	8.0.0
	Rel-8
	Correction on registration when using I2 reference point
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0006
	1
	8.0.0
	Rel-8
	Clean-up after SA approval: Section 4 and 5
	approved
	D
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0007
	1
	8.0.0
	Rel-8
	Clean-up after SA approval: Section 7.3
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0008
	4
	8.0.0
	Rel-8
	Clean-up after SA approval: Section 7.6, 7.7 and Annex D
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0009
	1
	8.0.0
	Rel-8
	Correction to deregistration for MSC Server enhanced for ICS solution
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0010
	1
	8.0.0
	Rel-8
	Correction of usage of 24.173 for Supplementary Services settings
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080570
	23.292
	0011
	1
	8.0.0
	Rel-8
	Removal of CS video from 23.292
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0012
	3
	8.0.0
	Rel-8
	Removal of duplicated call flow
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0013
	2
	8.0.0
	Rel-8
	MSC Server release procedure in 23.292
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0014
	1
	8.0.0
	Rel-8
	Correction to IMS registration via CS access for MSC Server not enhanced for ICS
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0015
	1
	8.0.0
	Rel-8
	General corrections and removal of Editor's notes in 23.292
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0016
	-
	8.0.0
	Rel-8
	Clarification on Call Deflection provided by IMS when using an MSC server not enhanced for ICS.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0017
	-
	8.0.0
	Rel-8
	Communication Forwarding No Reply (CFNR) provided by IMS when using I1 - figure error
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0018
	1
	8.0.0
	Rel-8
	Clarification on Communication Forwarding Not Reachable (CFNRc) provided by IMS when using I1.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0021
	2
	8.0.0
	Rel-8
	General modifications to the ICS UE Origination Procedures.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0023
	1
	8.0.0
	Rel-8
	Clean-up of Section 7.1 - Signalling and bearer paths
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0024
	1
	8.0.0
	Rel-8
	Clean-up of Section 7.7 - Session Release procedures
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0025
	1
	8.0.0
	Rel-8
	Clarification on Section 7.8 - Loss of Gm capability procedure
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0029
	2
	8.0.0
	Rel-8
	Consultative ECT using I1 reference point, ICS UE as transfer target - flow
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0031
	3
	8.0.0
	Rel-8
	Using MRF to handle media for Call Hold/Resume service
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080571
	23.292
	0032
	2
	8.0.0
	Rel-8
	Clarification of terms relating to the enhanced MSC Server solution
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0034
	1
	8.0.0
	Rel-8
	Editorial changes to ICS UE Termination flows
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0036
	1
	8.0.0
	Rel-8
	Missed changes from S2-083947
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0037
	-
	8.0.0
	Rel-8
	Update of clause 7.6.3.7
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0040
	1
	8.0.0
	Rel-8
	Specification cleanup and clarifications
	approved
	F
	8.1.0
	ICSRA-ST2
	S2

	SP-080572
	23.292
	0048
	1
	8.0.0
	Rel-8
	Clarification of identity handling for MSC server
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0050
	2
	8.0.0
	Rel-8
	"Clarification on ""Originations to a B-party number other than SIP-URI"""
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0051
	-
	8.0.0
	Rel-8
	ICS UE Terminations corrections.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0053
	1
	8.0.0
	Rel-8
	Blind ECT via I1 for ICS UE figure and text corrections
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0055
	1
	8.0.0
	Rel-8
	Conferencing for ICS UE using Gm - figure and text change
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0056
	1
	8.0.0
	Rel-8
	Conferencing for ICS UE using I1 - figure and text change
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0057
	1
	8.0.0
	Rel-8
	Conferencing for Non ICS UE changes.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0058
	-
	8.0.0
	Rel-8
	Service Consistency for Non-ICS UE when attached to an MSC Server not enhanced for ICS correction.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0059
	-
	8.0.0
	Rel-8
	Session Control Signalling correction.
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080572
	23.292
	0064
	3
	8.0.0
	Rel-8
	Clarification on registration
	approved
	F
	8.1.0
	ICSRA-St2
	S2

	SP-080577
	23.327
	0001
	1
	8.0.0
	Rel-8
	Essential corrections for TS 23.327
	approved
	F
	8.1.0
	IWLAN_Mob
	S2

	SP-080577
	23.327
	0002
	2
	8.0.0
	Rel-8
	Correction and Cleanup to IWLAN Mobility TS23.327
	approved
	F
	8.1.0
	IWLAN_Mob
	S2

	SP-080577
	23.327
	0003
	-
	8.0.0
	Rel-8
	Correction and Cleanup of Annex A - IWLAN Mobility TS23.327
	approved
	F
	8.1.0
	IWLAN_Mob
	S2

	SP-080577
	23.327
	0004
	1
	8.0.0
	Rel-8
	Correction and Cleanup of Annex B - IWLAN_Mob
	approved
	F
	8.1.0
	IWLAN_Mob
	S2

	CP-080465
	23.333
	0041
	2
	8.1.0
	Rel-8
	Clarification of message storage requirement and procedure
	approved
	F
	8.2.0
	eMp
	C4

	CP-080465
	23.333
	0042
	2
	8.1.0
	Rel-8
	Clarification of playing messaging requirement and procedure
	approved
	F
	8.2.0
	eMp
	C4

	CP-080465
	23.333
	0044
	1
	8.1.0
	Rel-8
	Floor Control Procedures, Stage 2
	approved
	F
	8.2.0
	eMp
	C4

	SP-080589
	23.401
	0136
	5
	8.2.0
	Rel-8
	Clarification to Procedure Transaction Id (PTI) use in bearer modification procedures.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0172
	6
	8.2.0
	Rel-8
	Uplink TFT precedence in the UE
	approved
	F
	8.3.0
	SAES
	S2

	SP-080588
	23.401
	0205
	5
	8.2.0
	Rel-8
	Revised DNS Function for Service Selection
	approved
	C
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0255
	2
	8.2.0
	Rel-8
	Move description of reference points from section 4.5 to (new) section 4.2.3
	approved
	D
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0270
	2
	8.2.0
	Rel-8
	Overload handling
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0279
	4
	8.2.0
	Rel-8
	Clarifications on IPv4 address and IPv6 prefix release.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0286
	4
	8.2.0
	Rel-8
	Clarification to EMM state machine
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0298
	2
	8.2.0
	Rel-8
	"Correction of ""RFSP"" parameter"
	approved
	F
	8.3.0
	SAES
	S2

	SP-080588
	23.401
	0344
	3
	8.2.0
	Rel-8
	Offloading UE in ISR-activated mode
	approved
	C
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0390
	5
	8.2.0
	Rel-8
	Separation of NAS signaling and PCC concepts
	approved
	F
	8.3.0
	SAES
	S2

	SP-080588
	23.401
	0391
	2
	8.2.0
	Rel-8
	TFT handling
	approved
	C
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0395
	1
	8.2.0
	Rel-8
	Clarification on the IP-CAN session procedure for IP address allocation
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0404
	-
	8.2.0
	Rel-8
	ISR TEID-C clarification
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0410
	1
	8.2.0
	Rel-8
	Correct "Context ID" to "GTP-C TEID"
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0412
	-
	8.2.0
	Rel-8
	Correction on the description of UE S1AP ID
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0417
	1
	8.2.0
	Rel-8
	Alignments for non-3GPP handover
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0418
	2
	8.2.0
	Rel-8
	Clarification of E-UTRAN Radio Access Network Sharing support EPC
	approved
	F
	8.3.0
	SAES
	S2

	SP-080589
	23.401
	0419
	1
	8.2.0
	Rel-8
	Cleanup of PDN GW functionality
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0420
	1
	8.2.0
	Rel-8
	IRAT Handover Reject
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0421
	1
	8.2.0
	Rel-8
	IRAT Handover Cancel
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0423
	2
	8.2.0
	Rel-8
	Updates to include TI, Transaction Id, in EPS
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0426
	3
	8.2.0
	Rel-8
	Updates to S1 handover to Cleanup of handover procedures
	approved
	F
	8.3.0
	SAES
	S2

	SP-080588
	23.401
	0428
	3
	8.2.0
	Rel-8
	Address allocation implied PCC interaction
	approved
	C
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0435
	1
	8.2.0
	Rel-8
	Clarfication on periodic timer expiration
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0437
	2
	8.2.0
	Rel-8
	Clarification on IP address allocation
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0446
	1
	8.2.0
	Rel-8
	Clarification for MME load balancing
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0447
	2
	8.2.0
	Rel-8
	Handovers between S4 and Gn/Gp SGSNs
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0448
	2
	8.2.0
	Rel-8
	Correction of RAU without SGW change
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0449
	2
	8.2.0
	Rel-8
	Triggering TAU
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0451
	3
	8.2.0
	Rel-8
	Clarifications and Corrections related to UE-AMBR and APN-AMBR
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0452
	1
	8.2.0
	Rel-8
	Address Allocation Related Corrections
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0458
	2
	8.2.0
	Rel-8
	Alignment of HSS optimised interactions
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0459
	1
	8.2.0
	Rel-8
	Using GUMMEI in MME routeing at the eNodeB
	approved
	F
	8.3.0
	SAES
	S2

	SP-080590
	23.401
	0460
	2
	8.2.0
	Rel-8
	Combining triggers for Tracking Area Update
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0461
	4
	8.2.0
	Rel-8
	Completion of UE capability handling in LTE/SAE
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0466
	3
	8.2.0
	Rel-8
	Two Type non-GBR AMBR and MBR QoS Mapping for I-RAT HO
	approved
	F
	8.3.0
	SAES
	S2

	SP-080569
	23.401
	0480
	4
	8.2.0
	Rel-8
	Warning system architecture
	approved
	B
	8.3.0
	ETWS-S2
	S2

	SP-080591
	23.401
	0482
	-
	8.2.0
	Rel-8
	Release of the last PDN connection
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0483
	4
	8.2.0
	Rel-8
	Clarification for MME overload control
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0486
	1
	8.2.0
	Rel-8
	Corrections to UE-triggered Service Request
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0488
	3
	8.2.0
	Rel-8
	UL ESM piggybacking on RRC signaling
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0490
	2
	8.2.0
	Rel-8
	EPS bearer context deactivation based on indication from RRC/S1-AP
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0497
	1
	8.2.0
	Rel-8
	MME ownership of TAs in a TA List
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0500
	1
	8.2.0
	Rel-8
	Handling of Dual address bearer flag for PMIP-S5
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0502
	1
	8.2.0
	Rel-8
	Clarification of updates between S4 and Gn/Gp SGSNs
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0507
	1
	8.2.0
	Rel-8
	S1AP alignment in Attach procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0508
	1
	8.2.0
	Rel-8
	Editorial fix on IP-CAN session procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0510
	2
	8.2.0
	Rel-8
	Indicating the Default PDN Subscription Context in the HSS
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0512
	4
	8.2.0
	Rel-8
	Packet Routing Function.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080591
	23.401
	0513
	1
	8.2.0
	Rel-8
	Clarification to Bearer Control Mode (BCM) use.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0515
	3
	8.2.0
	Rel-8
	Elaboration of flow details in procedure S1-based handover
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0517
	1
	8.2.0
	Rel-8
	IRAT E-UTRAN - GERAN Handover in Annex D
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0518
	2
	8.2.0
	Rel-8
	Stand alone SMC procedure in Attach and TAU
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0524
	1
	8.2.0
	Rel-8
	Error Correction on UE requested PDN Connectivity
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0529
	-
	8.2.0
	Rel-8
	Clarification of HSS-initiated Detach procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0533
	1
	8.2.0
	Rel-8
	Control Plane for S6a and S13
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0535
	1
	8.2.0
	Rel-8
	Rel-7/Rel-8 QCI Alignment
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0536
	3
	8.2.0
	Rel-8
	Default bearer handling
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0538
	1
	8.2.0
	Rel-8
	Correction to UE requested PDN disconnection procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080592
	23.401
	0543
	1
	8.2.0
	Rel-8
	Completion of Radio Resource Management Functions
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0544
	1
	8.2.0
	Rel-8
	Clarification on Attach and TAU procedures
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0546
	1
	8.2.0
	Rel-8
	Clarification on paging no response mechanism
	approved
	F
	8.3.0
	SAES
	S2

	SP-080588
	23.401
	0547
	4
	8.2.0
	Rel-8
	Clarification of implicitly detach procedure in case of ISR
	approved
	C
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0550
	-
	8.2.0
	Rel-8
	Removing FFS on load balancing weight
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0551
	2
	8.2.0
	Rel-8
	TAI and ECGI in S1 Handover Notify messages and associated corrections
	approved
	F
	8.3.0
	SAES
	S2

	SP-080588
	23.401
	0553
	3
	8.2.0
	Rel-8
	Update of 23.401 for SMS procedures  for E-UTRAN
	approved
	B
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0554
	1
	8.2.0
	Rel-8
	Inhibiting charging during indirect forwarding
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0558
	2
	8.2.0
	Rel-8
	PDN GW Identity clarification
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0569
	-
	8.2.0
	Rel-8
	MME behavior after sending a TAU Accept
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0570
	2
	8.2.0
	Rel-8
	"Removal of the ""SAE bearer"" term"
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0571
	1
	8.2.0
	Rel-8
	Removal of GUTI Definition
	approved
	F
	8.3.0
	SAES
	S2

	SP-080593
	23.401
	0572
	-
	8.2.0
	Rel-8
	Inter RAT Handover corrections. Other action, indication and terminology alignments/corrections.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080594
	23.402
	0160
	4
	8.2.0
	Rel-8
	Impacts of multiple PDN on detach and PDN-disconnection procedure for PMIP-based S5/S8 and S2a
	approved
	B
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0215
	6
	8.2.0
	Rel-8
	Update of general principles for WiMAX network-controlled dual radio handover
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0335
	5
	8.2.0
	Rel-8
	Clean up for S8/S2 Chained Case
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0337
	2
	8.2.0
	Rel-8
	Architecture clean-up
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0338
	3
	8.2.0
	Rel-8
	PCC Control in Non-optimized Handover with Non-chained Case
	approved
	F
	8.3.0
	SAES
	S2

	SP-080596
	23.402
	0339
	2
	8.2.0
	Rel-8
	PCC Control in Non-optimized Handover with Chained Case
	rejected
	F
	
	SAES
	S2

	SP-080595
	23.402
	0340
	3
	8.2.0
	Rel-8
	Refine the optimized handover from HRPD to E-UTRAN
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0341
	2
	8.2.0
	Rel-8
	PCC Cleanup for LTE<->HRPD Handover flow
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0342
	1
	8.2.0
	Rel-8
	Alignment of resource allocation deactivation Procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080596
	23.402
	0343
	-
	8.2.0
	Rel-8
	Handover between untrusted Non-3GPP IP Access and 3GPP Access with Chained GTP-based S8/S2b Roaming
	rejected
	F
	
	SAES
	S2

	SP-080595
	23.402
	0346
	2
	8.2.0
	Rel-8
	Corrections for handover from non-3GPP to GERAN/UTRAN access
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0347
	2
	8.2.0
	Rel-8
	ANDSF cleanup
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0350
	1
	8.2.0
	Rel-8
	Trusted/untrusted non-3GPP Access system detection
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0351
	5
	8.2.0
	Rel-8
	Handover indication in S2b scenario
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0352
	2
	8.2.0
	Rel-8
	PMIP-based S5/S8 Procedures to support GPRS and EPC
	approved
	F
	8.3.0
	SAES
	S2

	SP-080594
	23.402
	0353
	1
	8.2.0
	Rel-8
	Address allocation implied PCC interaction
	approved
	C
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0355
	-
	8.2.0
	Rel-8
	Simultaneous access to EPS during handover
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0356
	4
	8.2.0
	Rel-8
	PDN-GW identification
	approved
	F
	8.3.0
	SAES
	S2

	SP-080595
	23.402
	0357
	1
	8.2.0
	Rel-8
	Removal of the limitation of the frequency of UE requested ANDSF interactions
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0360
	1
	8.2.0
	Rel-8
	Corrections to architecture diagrams
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0363
	-
	8.2.0
	Rel-8
	On alignment of stage 2 description of the session ID with stage 3 specification
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0364
	1
	8.2.0
	Rel-8
	On replacement of PDSN with HSGW in optimized HRPD/E-UTRAN handover
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0370
	1
	8.2.0
	Rel-8
	Clarification on use of Ipsec tunnels for the support of multiple PDNs over untrusted non-3GPP accesses.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0371
	1
	8.2.0
	Rel-8
	Correction to section 6.2 of TS 23.402
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0373
	1
	8.2.0
	Rel-8
	M-PDN Detach for S2b
	approved
	F
	8.3.0
	SAES-SA-FP_n3GPP
	S2

	SP-080597
	23.402
	0374
	2
	8.2.0 
	Rel-8
	Revision of flow procedure about mobility protocol tunnelling header information
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0375
	1
	8.2.0
	Rel-8
	Cleanup on IPv4 home address assignment for S2c
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0378
	-
	8.2.0
	Rel-8
	IP address allocation related corrections
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0379
	-
	8.2.0
	Rel-8
	Corrections in Optimized Handovers between E-UTRAN Access and cdma2000 HRPD Access
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0381
	-
	8.2.0
	Rel-8
	Clean-up of UE-initiated connectivity to additional APNs flows (Section 6.8.1.1)
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0382
	2
	8.2.0
	Rel-8
	Clean-up of S2-S8 Chaining Flows
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0383
	-
	8.2.0
	Rel-8
	Handling of Multiple PDNs with HRPD=>EUTRAN Idle mode mobility
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0385
	1
	8.2.0
	Rel-8
	Multiple PDN Connections with Untrusted access and network-based mobility
	approved
	F
	8.3.0
	SAES
	S2

	SP-080594
	23.402
	0386
	1
	8.2.0
	Rel-8
	Correction to incomplete implementation of CR0176R3
	approved
	C
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0388
	-
	8.2.0
	Rel-8
	Removal of FFSs in Annex D
	approved
	F
	8.3.0
	SAES
	S2

	SP-080597
	23.402
	0393
	1
	8.2.0
	Rel-8
	Correction of section 4.5.1 title
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0396
	1
	8.2.0
	Rel-8
	Adding PCC interactions to Annex C flows
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0397
	3
	8.2.0
	Rel-8
	Handling of IPv4 Deferred address for PMIP-S5
	approved
	F
	8.3.0
	SAES
	S2

	SP-080594
	23.402
	0398
	2
	8.2.0
	Rel-8
	IP address release for PMIP based S5/S8 procedure when UE has been allocated IPv4 and IPv6 addresses
	approved
	C
	8.3.0
	SAES
	S2

	SP-080594
	23.402
	0399
	3
	8.2.0
	Rel-8
	IP address release for PMIP based S5/S8 procedure when UE has been allocated IPv4 address only
	approved
	C
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0403
	2
	8.2.0
	Rel-8
	Cleanup for sections 6.1, 6.2 and 6.3
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0404
	2
	8.2.0
	Rel-8
	Cleanup for sections 6.5,  6.6 & 7.5
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0405
	1
	8.2.0
	Rel-8
	Cleanup of section 6.8
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0406
	1
	8.2.0
	Rel-8
	Cleanup for section 7
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0407
	1
	8.2.0
	Rel-8
	Correction on S2b control plane protocol stack
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0409
	2
	8.2.0
	Rel-8
	Proposal on non-roaming only Rel-8 ANDSF
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0411
	1
	8.2.0
	Rel-8
	Generic Clean up of GRE key
	approved
	F
	8.3.0
	SAES
	S2

	SP-080598
	23.402
	0414
	-
	8.2.0
	Rel-8
	Cleanup of generic handover flow to trusted non-3GPP access
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0416
	2
	8.2.0
	Rel-8
	Correction to section 8 on Handover procedures in TS 23.402
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0418
	1
	8.2.0
	Rel-8
	UE Requested PDN Disconnection for S2b
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0419
	1
	8.2.0
	Rel-8
	UE requested PDN disconnection
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0431
	2
	8.2.0
	Rel-8
	GRE key in HO from GTP based network to HRPD
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0439
	2
	8.2.0
	Rel-8
	on alignment with PP2 specifications and the handling of DL data in the HRPD to LTE optimized idle mode mobility.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0444
	2
	8.2.0
	Rel-8
	Removal of few editor's notes
	approved
	D
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0449
	2
	8.2.0
	Rel-8
	M-PDN Functional  Normalization for 3GPP Accesses
	approved
	F
	8.3.0
	SAES
	S2

	SP-080599
	23.402
	0450
	2
	8.2.0
	Rel-8
	Supporting 'Network-centric' multiple PDN handover during 3GPP to non-3GPP non-optimized Handover
	approved
	F
	8.3.0
	SAES
	S2

	SP-080542
	23.402
	0456
	-
	8.2.0
	Rel-8
	Merger of 23.402 CR0339R2 and 23.402 CR0343
	approved
	F
	8.3.0
	SAES
	S2

	SP-080573
	23.406
	0002
	-
	7.1.0
	Rel-7
	Correction to reflect error detected during ETSI publishing process of TS 186 006
	approved
	F
	7.2.0
	IMS_Comm_Doc
	S2

	SP-080573
	23.506
	0002
	-
	8.0.0
	Rel-8
	Correction to reflect error detected during ETSI publishing process of TS 186 006
	approved
	F
	8.1.0
	IMS_Comm_Doc
	S2

	SP-080573
	23.509
	0002
	1
	7.1.0
	Rel-7
	Removal of emergency public user identity
	approved
	F
	7.2.0
	IMS_Comm_Mtce7
	S2

	CP-080534
	24.008
	1189
	4
	8.2.0
	Rel-8
	Avoidance of mobility management signalling for eCall only terminals
	approved
	B
	8.3.0
	EData
	C1

	CP-080536
	24.008
	1201
	1
	8.2.0
	Rel-8
	Correction for IMSI detach procedure during dedicated mode
	approved
	F
	8.3.0
	TEI8
	C1

	CP-080519
	24.008
	1202
	1
	7.12.0
	Rel-7
	"Latency Reduction support for non RTTI capable MSs"
	approved
	F
	7.13.0
	TEI7
	C1

	CP-080519
	24.008
	1203
	1
	8.2.0
	Rel-8
	"Latency Reduction support for non RTTI capable MSs"
	approved
	A
	8.3.0
	TEI7
	C1

	CP-080519
	24.008
	1204
	3
	7.12.0
	Rel-7
	Stage 2 alignment related to Network bearer control
	approved
	F
	7.13.0
	TEI7
	C1

	CP-080519
	24.008
	1205
	1
	8.2.0
	Rel-8
	Stage 2 alignment related to Network bearer control
	approved
	A
	8.3.0
	TEI7
	C1

	CP-080529
	24.008
	1207
	1
	8.2.0
	Rel-8
	Clarification of access control for PPAC
	approved
	B
	8.3.0
	PPACR-CT1
	C1

	CP-080536
	24.008
	1209
	1
	8.2.0
	Rel-8
	TMSI reallocation in a location area where the UE isn't updated
	approved
	F
	8.3.0
	TEI8
	C1

	CP-080539
	24.141
	0094
	-
	8.1.0
	Rel-8
	Removal of redundant references
	revised
	D
	
	REDOC_3GPP2
	C1

	CP-080638
	24.141
	0094
	1
	8.1.0
	Rel-8
	Removal of redundant references
	approved
	D
	8.2.0
	REDOC_3GPP2
	C1

	CP-080524
	24.167
	0028
	3
	7.4.0
	Rel-8
	Change to support IMS Local Breakout
	rejected
	B
	
	IMSProtoc2
	C1

	CP-080526
	24.167
	0029
	1
	7.4.0
	Rel-8
	Limiting the maximum number of parallel IMS registrations
	withdrawn
	-
	
	IMSProtoc2
	C1

	CP-080518
	24.173
	0053
	1
	7.5.0
	Rel-7
	"Introduction of terms ""multimedia telephony participant"" and ""multimedia telephony application server"""
	approved
	F
	7.6.0
	MTSI
	C1

	CP-080518
	24.173
	0054
	1
	8.1.0
	Rel-8
	"Introduction of terms ""multimedia telephony participant"" and ""multimedia telephony application server"""
	approved
	A
	8.2.0
	MTSI
	C1

	CP-080539
	24.173
	0055
	2
	8.1.0
	Rel-8
	Allow SIP based user configuration mechanism for configuring supplementary services
	approved
	B
	8.2.0
	REDOC_3GPP2
	C1

	CP-080536
	24.173
	0056
	2
	8.1.0
	Rel-8
	Addition of new supplementary services
	approved
	B
	8.2.0
	TEI8
	C1

	CP-080525
	24.229
	2177
	6
	8.4.1
	Rel-8
	Allow Multiple Registrations in Rel 8 by using Outbound
	revised
	B
	 
	IMSProtoc2
	C1

	CP-080643
	24.229
	2177
	7
	8.4.1
	Rel-8
	Allow Multiple Registrations in Rel 8  by using Outbound
	approved
	B
	8.5.0
	IMSProtoc2
	C1

	CP-080539
	24.229
	2178
	6
	8.4.1
	Rel-8
	Add Timestamp in Register Request
	approved
	B
	8.5.0
	REDOC_3GPP2
	C1

	CP-080527
	24.229
	2297
	1
	8.4.1
	Rel-8
	"Cleanup of P-CSCF procedures for inclusion of ""tls-yes"" and ""tls-pending"""
	approved
	F
	8.5.0
	PktCbl-Sec
	C1

	CP-080538
	24.229
	2298
	1
	8.4.1
	Rel-8
	Introduction of GIBA (Early IMS) procedures
	approved
	B
	8.5.0
	SEC-IMS
	C1

	CP-080527
	24.229
	2299
	1
	8.4.1
	Rel-8
	Add reference to draft-dotson-sip-mutual-auth
	approved
	F
	8.5.0
	PktCbl-Sec
	C1

	CP-080523
	24.229
	2301
	1
	8.4.1
	Rel-8
	Correction of DHCP reference
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080523
	24.229
	2302
	-
	8.4.1
	Rel-8
	Reference correction
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080515
	24.229
	2304
	1
	6.18.0
	Rel-6
	Annex A: Correction of SDP connection information
	approved
	F
	6.19.0
	IMS2
	C1

	CP-080515
	24.229
	2305
	1
	7.12.0
	Rel-7
	Annex A: Correction of SDP connection information
	approved
	A
	7.13.0
	IMS2
	C1

	CP-080515
	24.229
	2306
	1
	8.4.1
	Rel-8
	Annex A: Correction of SDP connection information
	approved
	A
	8.5.0
	IMS2
	C1

	CP-080523
	24.229
	2308
	1
	8.4.1
	Rel-8
	Backward compability issue with P-Access-Network-Info ABNF extension
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080514
	24.229
	2311
	1
	5.21.0
	Rel-5
	Correction on identifiers distinguishing the dialog
	approved
	F
	5.22.0
	IMS-CCR
	C1

	CP-080514
	24.229
	2312
	1
	6.18.0
	Rel-6
	Correction on identifiers distinguishing the dialog
	approved
	A
	6.19.0
	IMS-CCR
	C1

	CP-080517
	24.229
	2313
	-
	7.12.0
	Rel-7
	Addition of AVPF support and SDP capability negotiation mechanism
	approved
	F
	7.13.0
	IMSProtoc
	C1

	CP-080517
	24.229
	2314
	-
	8.4.1
	Rel-8
	Addition of AVPF support and SDP capability negotiation mechanism
	approved
	A
	8.5.0
	IMSProtoc
	C1

	CP-080520
	24.229
	2315
	-
	7.12.0
	Rel-7
	Profile corrections for outbound
	approved
	F
	7.13.0
	FBI-pcbl
	C1

	CP-080520
	24.229
	2316
	-
	8.4.1
	Rel-8
	Profile corrections for outbound
	approved
	A
	8.5.0
	FBI-pcbl
	C1

	CP-080531
	24.229
	2319
	-
	8.4.1
	Rel-8
	Support of Direct Ethernet access as IP-CAN
	approved
	B
	8.5.0
	IMS_Corp
	C1

	CP-080520
	24.229
	2323
	1
	8.4.1
	Rel-8
	Update outbound reference
	approved
	A
	8.5.0
	FBI-Pcbl
	C1

	CP-080523
	24.229
	2325
	2
	8.4.1
	Rel-8
	Error Response for Different S-CSCF Assignment
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080527
	24.229
	2328
	1
	8.4.1
	Rel-8
	Annex K Updates
	approved
	F
	8.5.0
	PktCbl-Sec
	C1

	CP-080528
	24.229
	2329
	1
	8.4.1
	Rel-8
	Adding P-Debug-ID to SIP Profile Tables
	approved
	B
	8.5.0
	OAM8-Trace
	C1

	CP-080528
	24.229
	2330
	2
	8.4.1
	Rel-8
	Subscribing to the debug event package
	approved
	B
	8.5.0
	OAM8-Trace
	C1

	CP-080522
	24.229
	2331
	4
	8.4.1
	Rel-8
	EPS as IP-CAN
	approved
	B
	8.5.0
	SAES
	C1

	CP-080523
	24.229
	2333
	2
	8.4.1
	Rel-8
	Alignment of IP-CAN specific annexes
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080520
	24.229
	2334
	-
	7.12.0
	Rel-7
	Update outbound reference
	approved
	F
	7.13.0
	FBI-Pcbl
	C1

	CP-080516
	24.229
	2335
	-
	7.12.0
	Rel-7
	Emergency PUID
	approved
	F
	7.13.0
	EMC1
	C1

	CP-080516
	24.229
	2336
	-
	8.4.1
	Rel-8
	Emergency PUID
	approved
	A
	8.5.0
	EMC1
	C1

	CP-080516
	24.229
	2339
	2
	7.12.0
	Rel-7
	Initial emergency registration
	revised
	F
	
	EMC1
	C1

	CP-080666
	24.229
	2339
	3
	7.12.0
	Rel-7
	Initial emergency registration
	approved
	F
	7.13.0
	EMC1
	C1

	CP-080516
	24.229
	2340
	2
	8.4.1
	Rel-8
	Initial emergency registration
	revised
	A
	
	EMC1
	C1

	CP-080667
	24.229
	2340
	3
	8.4.1
	Rel-8
	Initial emergency registration
	approved
	A
	8.5.0
	EMC1
	C1

	CP-080516
	24.229
	2341
	2
	7.12.0
	Rel-7
	Emergency session set-up within an emergency registration
	approved
	F
	7.13.0
	EMC1
	C1

	CP-080516
	24.229
	2342
	2
	8.4.1
	Rel-8
	Emergency session set-up within an emergency registration
	approved
	A
	8.5.0
	EMC1
	C1

	CP-080516
	24.229
	2343
	1
	7.12.0
	Rel-7
	P-CSCF handling of emergency sessions
	approved
	F
	7.13.0
	EMC1
	C1

	CP-080516
	24.229
	2344
	1
	8.4.1
	Rel-8
	P-CSCF handling of emergency sessions
	approved
	A
	8.5.0
	EMC1
	C1

	CP-080516
	24.229
	2345
	2
	7.12.0
	Rel-7
	P-CSCF handling of emergency sessions
	approved
	F
	7.13.0
	EMC1
	C1

	CP-080516
	24.229
	2346
	3
	8.4.1
	Rel-8
	P-CSCF handling of emergency sessions
	approved
	A
	8.5.0
	EMC1
	C1

	CP-080523
	24.229
	2347
	1
	8.4.1
	Rel-8
	Informative Explanation and Corrections of Profile Tables
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080514
	24.229
	2348
	1
	6.18.0
	Rel-6
	One contact address per UE
	approved
	A
	6.19.0
	IMS-CCR
	C1

	CP-080514
	24.229
	2349
	1
	7.12.0
	Rel-7
	One contact address per UE
	approved
	A
	7.13.0
	IMS-CCR
	C1

	CP-080523
	24.229
	2350
	1
	8.4.1
	Rel-8
	More than one contact address per UE
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080528
	24.229
	2351
	1
	8.4.1
	Rel-8
	IMS Trace for entities not on the path of the register request
	approved
	B
	8.5.0
	OAM8-Trace
	C1

	CP-080528
	24.229
	2352
	1
	8.4.1
	Rel-8
	Start and stop procedures for IMS trace
	approved
	B
	8.5.0
	OAM8-Trace
	C1

	CP-080523
	24.229
	2353
	-
	8.4.1
	Rel-8
	Align emergency session handling outside a security association or TLS session
	revised
	D
	
	IMSProtoc2
	C1

	CP-080636
	24.229
	2353
	1
	8.4.1
	Rel-8
	Align emergency session handling outside a security association or TLS session
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080523
	24.229
	2354
	2
	8.4.1
	Rel-8
	Addressing privacy requirement
	revised
	F
	
	IMSProtoc2
	C1

	CP-080637
	24.229
	2354
	3
	8.4.1
	Rel-8
	Addressing privacy requirement
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080523
	24.229
	2359
	2
	8.4.1
	Rel-8
	SDP Offer
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080515
	24.229
	2360
	-
	6.18.0
	Rel-6
	SDP referencing error for IBCF (IMS-ALG)
	approved
	F
	6.19.0
	IMS2
	C1

	CP-080515
	24.229
	2361
	-
	7.12.0
	Rel-7
	SDP referencing error for IBCF (IMS-ALG)
	approved
	A
	7.13.0
	IMS2
	C1

	CP-080515
	24.229
	2362
	-
	8.4.1
	Rel-8
	SDP referencing error for IBCF (IMS-ALG)
	approved
	A
	8.5.0
	IMS2
	C1

	CP-080523
	24.229
	2363
	2
	8.4.1
	Rel-8
	Addition of draft-ietf-sip-199
	approved
	B
	8.5.0
	IMSProtoc2
	C1

	CP-080523
	24.229
	2365
	1
	8.4.1
	Rel-8
	Usage of draft-holmberg-sip-keep-01 for emergency session setup
	approved
	B
	8.5.0
	IMSProtoc2
	C1

	CP-080537
	24.229
	2366
	1
	8.4.1
	Rel-8
	Mediactrl and netann specifications
	approved
	B
	8.5.0
	MRFC_TS
	C1

	CP-080546
	24.229
	2367
	-
	8.4.1
	Rel-8
	ANNEX N for Overlap Signalling
	noted
	B
	
	Overlap
	C1

	CP-080546
	24.229
	2368
	-
	8.4.1
	Rel-8
	ANNEX N for Overlap Signalling-Interworking
	noted
	B
	
	Overlap
	C1

	CP-080536
	24.229
	2369
	1
	8.4.1
	Rel-8
	S-CSCF and AS procedures with Enhanced Filter Criteria
	approved
	B
	8.5.0
	TEI8
	C1

	CP-080523
	24.229
	2371
	1
	8.4.1
	Rel-8
	Correct handling for <reason> element.
	revised
	F
	
	IMSProtoc2
	C1

	CP-080617
	24.229
	2371
	2
	8.4.1
	Rel-8
	Correct handling for <reason> element.
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080539
	24.229
	2375
	-
	8.4.1
	Rel-8
	Modification of ci-3gpp2 parameter
	approved
	F
	8.5.0
	REDOC_3GPP2
	C1

	CP-080526
	24.229
	2376
	2
	8.4.1
	Rel-8
	Allow Multiple Registrations in Rel 8  by using multiple Private IDs
	withdrawn
	B
	
	IMSProtoc2
	C1

	CP-080523
	24.229
	2377
	1
	8.4.1
	Rel-8
	Alignment of ISIM and ISIM application usage with definition in 33.203
	revised
	F
	
	IMSProtoc2
	C1

	CP-080635
	24.229
	2377
	2
	8.4.1
	Rel-8
	Alignment of usage of terms USIM and ISIM
	revised
	F
	
	IMSProtoc2
	C1

	CP-080668
	24.229
	2377
	3
	8.4.1
	Rel-8
	Alignment of usage of terms ISIM and ISIM Application
	approved
	F
	8.5.0
	IMSProtoc2
	C1

	CP-080524
	24.229
	2378
	2
	8.4.1
	Rel-8
	Introduction additional methods of P-CSCF discovery to support IMS LBO
	approved
	B
	8.5.0
	IMSProtoc2
	C1

	CP-080515
	24.229
	2379
	-
	6.18.0
	Rel-6
	Alignment with current version of draft-ietf-sip-fork-loop-fix
	approved
	F
	6.19.0
	IMS2
	C1

	CP-080515
	24.229
	2380
	-
	7.12.0
	Rel-7
	Alignment with current version of draft-ietf-sip-fork-loop-fix
	approved
	A
	7.13.0
	IMS2
	C1

	CP-080515
	24.229
	2381
	-
	8.4.1
	Rel-8
	Alignment with current version of draft-ietf-sip-fork-loop-fix
	approved
	A
	8.5.0
	IMS2
	C1

	CP-080522
	24.229
	2386
	1
	8.4.1
	Rel-8
	Relationship to IP-CAN
	approved
	C
	8.5.0
	SAES
	C1

	CP-080514
	24.229
	2387
	-
	5.21.0
	Rel-5
	One contact address per UE
	approved
	F
	5.22.0
	IMS-CCR
	C1

	CP-080530
	24.234
	0054
	-
	8.0.0
	Rel-8
	Implementation error of CR 0052
	approved
	F
	8.1.0
	IWLANNSP
	C1

	CP-080530
	24.234
	0055
	1
	8.0.0
	Rel-8
	Network selection mode at switch-on
	approved
	B
	8.1.0
	IWLANNSP
	C1

	CP-080530
	24.234
	0056
	1
	8.0.0
	Rel-8
	SSID support connectivity to HPLMN.
	approved
	B
	8.1.0
	IWLANNSP
	C1

	CP-080536
	24.234
	0057
	3
	8.0.0
	Rel-8
	Incorporation 802.11u network discovery procedures
	approved
	B
	8.1.0
	TEI8
	C1

	CP-080515
	24.403
	0010
	-
	7.1.0
	Rel-7
	Annex A: Correction of SDP connection information
	approved
	F
	7.2.0
	IMS2
	C1

	CP-080521
	24.404
	0003
	1
	7.1.0
	Rel-7
	Correction to the communication diversion service
	approved
	F
	7.2.0
	MAINT_R1
	C1

	CP-080521
	24.404
	0004
	1
	7.1.0
	Rel-7
	Correction of notification service activation
	approved
	F
	7.2.0
	MAINT_R1
	C1

	CP-080521
	24.404
	0005
	1
	7.1.0
	Rel-7
	Correction of subscription options
	approved
	F
	7.2.0
	MAINT_R1
	C1

	CP-080521
	24.404
	0006
	1
	7.1.0
	Rel-7
	"Value of ""No reply timer"" for CDIV"
	approved
	F
	7.2.0
	MAINT_R1
	C1

	CP-080521
	24.428
	0002
	1
	7.1.0
	Rel-7
	Deletion of unnecessary usage of announcement
	approved
	F
	7.2.0
	MAINT_R1
	C1

	CP-080532
	24.503
	0017
	-
	8.1.0
	Rel-8
	Support of Direct Ethernet access as IP-CAN
	rejected
	B
	
	IMS_corp
	C1

	CP-080532
	24.503
	0018
	-
	8.1.0
	Rel-8
	Delivering Request-URI to UE managing several terminals
	rejected
	B
	
	IMS_corp
	C1

	CP-080515
	24.503
	0019
	-
	8.1.0
	Rel-8
	Annex A: Correction of SDP connection information
	approved
	F
	8.2.0
	IMS2
	C1

	CP-080521
	24.504
	0003
	1
	8.1.0
	Rel-8
	Correction to the communication diversion service
	approved
	F
	8.2.0
	MAINT_R1
	C1

	CP-080521
	24.504
	0004
	1
	8.1.0
	Rel-8
	Correction of notification service activation
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-080521
	24.504
	0005
	1
	8.1.0
	Rel-8
	Correction of subscription options
	approved
	F
	8.2.0
	MAINT_R1
	C1

	CP-080521
	24.504
	0006
	1
	8.1.0
	Rel-8
	"Value of ""No reply timer"" for CDIV"
	approved
	F
	8.2.0
	MAINT_R1
	C1

	CP-080521
	24.528
	0002
	1
	8.1.0
	Rel-8
	Deletion of unnecessary usage of announcement
	approved
	F
	8.2.0
	MAINT_R1
	C1

	CP-080533
	24.604
	0001
	2
	8.0.0
	Rel-8
	Clarification of B2BUA and Proxy roles for AS
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.604
	0002
	-
	8.0.0
	Rel-8
	Correction of terminology
	approved
	D
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.604
	0003
	1
	8.0.0
	Rel-8
	Correction of notification service activation
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080521
	24.604
	0004
	1
	8.0.0
	Rel-8
	Correction of subscription options
	approved
	F
	8.1.0
	MAINT_R1
	C1

	CP-080521
	24.604
	0005
	1
	8.0.0
	Rel-8
	"Value of ""No reply timer"" for CDIV"
	approved
	F
	8.1.0
	MAINT_R1
	C1

	CP-080539
	24.604
	0006
	2
	8.0.0
	Rel-8
	Allow SIP based user configuration mechanism for configuring supplementary services
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	CP-080533
	24.604
	0007
	1
	8.0.0
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.605
	0001
	-
	8.0.0
	Rel-8
	Correction of reference
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.605
	0002
	-
	8.0.0
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.605
	0003
	-
	8.0.0
	Rel-8
	Interaction of HOLD and CONF
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.606
	0001
	-
	8.0.0
	Rel-8
	Correction of minors mistakes in signalling flows
	approved
	D
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.606
	0002
	-
	8.0.0
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.606
	0003
	-
	8.0.0
	Rel-8
	Terminology alignment and modal auxilary verb usage
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.607
	0001
	-
	8.0.1
	Rel-8
	Removal of normative statements in NOTEs
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.607
	0002
	1
	8.0.1
	Rel-8
	Network requirements for OIP and OIR
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080539
	24.607
	0003
	1
	8.0.1
	Rel-8
	Allow SIP based user configuration mechanism for configuring supplementary services
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	CP-080539
	24.608
	0001
	1
	8.0.1
	Rel-8
	Allow SIP based user configuration mechanism for configuring supplementary services
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	CP-080533
	24.610
	0001
	-
	8.0.0
	Rel-8
	Correction of Activation/deactivation of HOLD
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.610
	0002
	1
	8.0.0
	Rel-8
	Miscellaneous clean-up corrections
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.610
	0003
	-
	8.0.0
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.610
	0004
	-
	8.0.0
	Rel-8
	Interaction of HOLD and CONF
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080539
	24.611
	0001
	1
	8.0.1
	Rel-8
	Allow SIP based user configuration mechanism for configuring supplementary services
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	CP-080533
	24.611
	0002
	-
	8.0.1
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.611
	0003
	-
	8.0.1
	Rel-8
	Identification of AS procedures
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.616
	0001
	-
	8.0.1
	Rel-8
	Removal of text from voided subclause
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.616
	0002
	-
	8.0.1
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.623
	0001
	1
	8.0.1
	Rel-8
	Tidyup xsd 
	approved
	D
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.623
	0002
	-
	8.0.1
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.628
	0001
	-
	8.0.0
	Rel-8
	Editorial fixes for the flows
	approved
	D
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080521
	24.628
	0002
	-
	8.0.0
	Rel-8
	Deletion of unnecessary usage of announcement
	approved
	F
	8.1.0
	MAINT_R1
	C1

	CP-080533
	24.628
	0003
	-
	8.0.0
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.629
	0001
	-
	8.0.0
	Rel-8
	Removal of normative statement in a NOTE
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.629
	0002
	-
	8.0.0
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080533
	24.654
	0001
	1
	8.0.1
	Rel-8
	Alignment of user configuration
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080539
	24.654
	0002
	1
	8.0.1
	Rel-8
	Allow SIP based user configuration mechanism for configuring supplementary services
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	CP-080533
	24.654
	0003
	-
	8.0.1
	Rel-8
	Applicability statement in scope
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	RP-080631
	25.101
	0614
	1
	8.3.0
	Rel-8
	CQI reporting test for single link with varying Ior/Ioc
	approved
	F
	8.4.0
	TEI8
	R4

	RP-080636
	25.101
	0615
	1
	7.12.0
	Rel-7
	Cleanup of HSDPA requirement applicability 
	reissued
	F
	
	TEI7
	R4

	RP-080712
	25.101
	0615
	1
	7.12.0
	Rel-7
	Cleanup of HSDPA requirement applicability 
	approved
	F
	7.13.0
	TEI7
	R4

	RP-080723
	25.101
	0616
	1
	6.17.0
	Rel-6
	Correction to F-DPCH TPC error rate requirement
	Approved
	F
	6.18.0
	TEI6
	R4

	RP-080629
	25.101
	0616
	1
	6.17.0
	Rel-6
	Correction to F-DPCH TPC error rate requirement
	reissued
	F
	 
	TEI6
	R4

	RP-080723
	25.101
	0617
	-
	7.12.0
	Rel-7
	Correction to F-DPCH TPC error rate requirement
	Approved
	A
	7.13.0
	TEI6
	R4

	RP-080629
	25.101
	0617
	-
	7.12.0
	Rel-7
	Correction to F-DPCH TPC error rate requirement
	reissued
	A
	 
	TEI6
	R4

	RP-080723
	25.101
	0618
	-
	8.3.0
	Rel-8
	Correction to F-DPCH TPC error rate requirement
	Approved
	A
	8.4.0
	TEI6
	R4

	RP-080629
	25.101
	0618
	-
	8.3.0
	Rel-8
	Correction to F-DPCH TPC error rate requirement
	reissued
	A
	 
	TEI6
	R4

	RP-080723
	25.101
	0619
	1
	6.17.0
	Rel-6
	TS25.101: UTRA UE Power Class
	Approved
	B
	6.18.0
	TEI6
	R4

	RP-080629
	25.101
	0619
	1
	6.17.0
	Rel-6
	TS25.101: UTRA UE Power Class
	reissued
	B
	 
	TEI6
	R4

	RP-080629
	25.101
	0620
	1
	7.12.0
	Rel-7
	TS25.101: UTRA UE Power Class
	reissued
	A
	 
	TEI6
	R4

	RP-080723
	25.101
	0620
	1
	7.12.0
	Rel-7
	TS25.101: UTRA UE Power Class
	Approved
	A
	7.13.0
	TEI6
	R4

	RP-080629
	25.101
	0621
	1
	8.3.0
	Rel-8
	TS25.101: UTRA UE Power Class
	reissued
	A
	 
	TEI6
	R4

	RP-080723
	25.101
	0621
	1
	8.3.0
	Rel-8
	TS25.101: UTRA UE Power Class
	Approved
	A
	8.4.0
	TEI6
	R4

	RP-080625
	25.101
	0624
	1
	8.3.0
	Rel-8
	CQI reporting test in fading conditions for 64QAM+MIMO
	reissued
	F
	 
	RANimp-64QamMimoHsdpa
	R4

	RP-080636
	25.101
	0625
	1
	7.12.0
	Rel-7
	MIMO CQI reporting bias tests
	reissued
	F
	
	TEI7
	R4

	RP-080712
	25.101
	0625
	1
	7.12.0
	Rel-7
	MIMO CQI reporting bias tests
	approved
	F
	7.13.0
	TEI7
	R4

	RP-080631
	25.101
	0626
	1
	8.3.0
	Rel-8
	MIMO CQI reporting bias tests
	approved
	F
	8.4.0
	TEI8
	R4

	RP-080631
	25.101
	0627
	-
	8.3.0
	Rel-8
	Clarification of HSDPA performance requirement applicability
	approved
	F
	8.4.0
	TEI8
	R4

	RP-080628
	25.102
	0264
	1
	8.0.0
	Rel-8
	UE RF capabilitiy information update
	approved
	F
	8.1.0
	RInImp8-UMTS2300TDD
	R4

	RP-080628
	25.102
	0265
	-
	4.10.0
	Rel-4
	RF requirements in later releases
	approved
	F
	4.11.0
	RInImp8-UMTS2300TDD
	R4

	RP-080628
	25.102
	0266
	-
	5.12.0
	Rel-5
	RF requirements in later releases
	approved
	A
	5.13.0
	RInImp8-UMTS2300TDD
	R4

	RP-080628
	25.102
	0267
	-
	6.10.0
	Rel-6
	RF requirements in later releases
	approved
	A
	6.11.0
	RInImp8-UMTS2300TDD
	R4

	RP-080628
	25.102
	0268
	-
	7.11.0
	Rel-7
	RF requirements in later releases
	approved
	A
	7.12.0
	RInImp8-UMTS2300TDD
	R4

	RP-080628
	25.102
	0269
	-
	8.0.0
	Rel-8
	RF requirements in later releases
	approved
	A
	8.1.0
	RInImp8-UMTS2300TDD
	R4

	RP-080635
	25.102
	0270
	-
	8.0.0
	Rel-8
	Demodulation requirements of fixed reference channels for 1.28Mcps TDD option  64QAM DL
	approved
	F
	8.1.0
	RANimp-64Qam1.28TDD
	R4

	RP-080675
	25.102
	0271
	-
	8.0.0
	Rel-8
	MBSFN DOB UE demodulation requirement
	noted
	B
	
	MBSFN-DOB
	R4

	RP-080616
	25.102
	0271
	-
	8.0.0
	Rel-8
	MBSFN DOB UE demodulation requirement
	reissued
	B
	
	MBSFN-DOB
	R4

	RP-080675
	25.102
	0272
	-
	8.0.0
	Rel-8
	MBSFN DOB UE RF requirements
	noted
	B
	
	MBSFN-DOB
	R4

	RP-080616
	25.102
	0272
	-
	8.0.0
	Rel-8
	MBSFN DOB UE RF requirements
	reissued
	B
	
	MBSFN-DOB
	R4

	RP-080633
	25.104
	0312
	1
	8.3.0
	Rel-8
	Transmitter characteristics of 3G Home NodeB
	reissued
	F
	
	HNodeB-RF
	R4

	RP-080711
	25.104
	0312
	1
	8.3.0
	Rel-8
	Transmitter characteristics of 3G Home NodeB
	approved
	F
	8.4.0
	HNodeB-RF
	R4

	RP-080711
	25.104
	0313
	-
	8.3.0
	Rel-8
	Receiver characteristics of 3G Home NodeB
	approved
	F
	8.4.0
	HNodeB-RF
	R4

	RP-080633
	25.104
	0313
	-
	8.3.0
	Rel-8
	Receiver characteristics of 3G Home NodeB
	reissued
	F
	
	HNodeB-RF
	R4

	RP-080636
	25.105
	0228
	-
	7.9.0
	Rel-7
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	reissued
	F
	
	TEI7
	R4

	RP-080712
	25.105
	0228
	-
	7.9.0
	Rel-7
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	approved
	F
	7.10.0
	TEI7
	R4

	RP-080636
	25.105
	0229
	-
	8.0.0
	Rel-8
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	reissued
	A
	
	TEI7
	R4

	RP-080712
	25.105
	0229
	-
	8.0.0
	Rel-8
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	approved
	A
	8.1.0
	TEI7
	R4

	RP-080675
	25.105
	0230
	-
	8.0.0
	Rel-8
	CR to TS 25.105 for inclusion of MBSFN DOB
	noted
	B
	
	MBSFN-DOB
	R4

	RP-080616
	25.105
	0230
	-
	8.0.0
	Rel-8
	CR to TS 25.105 for inclusion of MBSFN DOB
	reissued
	B
	
	MBSFN-DOB
	R4

	RP-080631
	25.113
	0040
	-
	8.2.0
	Rel-8
	EMC for BS equipment divided into more than one cabinet
	approved
	B
	8.3.0
	TEI8
	R4

	RP-080637
	25.123
	0392
	-
	7.7.0
	Rel-8
	Updates of TS 25.123 to include UTRA TDD to E-UTRA mobility related requirements
	approved
	F
	8.0.0
	LTE-RF
	R4

	RP-080626
	25.133
	0940
	1
	7.12.0
	Rel-7
	Modification of new cell identification time (intra-frequency) when UE DRX is enabled
	approved
	F
	7.13.0
	RANimp-CPC
	R4

	RP-080637
	25.133
	0941
	1
	8.3.0
	Rel-8
	Updates of TS25.133 requirements for UTRA to E-UTRA mobility
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080626
	25.133
	0943
	-
	8.3.0
	Rel-8
	Modification of new cell identification time (intra-frequency) when UE DRX is enabled
	approved
	A
	8.4.0
	RANimp-CPC
	R4

	RP-080631
	25.133
	0945
	-
	8.3.0
	Rel-8
	RRC re-establishment requirements
	approved
	F
	8.4.0
	TEI8
	R4

	RP-080637
	25.133
	0946
	-
	8.3.0
	Rel-8
	Updates of TS25.133 to include requirements for UTRA to E-UTRA mobility
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080627
	25.133
	0947
	1
	8.3.0
	Rel-8
	Performance requirements for mobility for Enhanced Uplink for CELL_FACH state and Enhanced UE DRX
	approved
	B
	8.4.0
	RANimp-UplinkEnhState
	R4

	RP-080630
	25.133
	0950
	-
	6.22.0
	Rel-6
	Correction of UTRAN to GSM relection Scenario 3
	approved
	F
	6.23.0
	TEI6
	R4

	RP-080630
	25.133
	0951
	-
	7.12.0
	Rel-7
	Correction of UTRAN to GSM relection Scenario 3
	approved
	A
	7.13.0
	TEI6
	R4

	RP-080630
	25.133
	0953
	-
	8.3.0
	Rel-8
	Correction of UTRAN to GSM relection Scenario 3
	approved
	A
	8.4.0
	TEI6
	R4

	RP-080630
	25.133
	0954
	-
	6.22.0
	Rel-6
	Correction to E-TFC restriction test configuration in A.6.6
	postponed
	F
	
	TEI6
	R4

	RP-080630
	25.133
	0955
	-
	7.12.0
	Rel-7
	Correction to E-TFC restriction test configuration in A.6.6
	postponed
	A
	
	TEI6
	R4

	RP-080630
	25.133
	0956
	-
	8.3.0
	Rel-8
	Correction to E-TFC restriction test configuration in A.6.6
	postponed
	A
	
	TEI6
	R4

	RP-080632
	25.141
	0480
	-
	8.3.0
	Rel-8
	Corrections on the section on BS using antenna array
	approved
	F
	8.4.0
	MIMO-RF
	R4

	RP-080712
	25.142
	0235
	1
	7.9.0
	Rel-7
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	approved
	F
	7.10.0
	TEI7
	R4

	RP-080636
	25.142
	0235
	1
	7.9.0
	Rel-7
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	reissued
	F
	
	TEI7
	R4

	RP-080712
	25.142
	0236
	1
	8.0.0
	Rel-8
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	approved
	A
	8.1.0
	TEI7
	R4

	RP-080636
	25.142
	0236
	1
	8.0.0
	Rel-8
	Modify the Fixed Reference Channels of E-DCH for LCR TDD
	reissued
	A
	
	TEI7
	R4

	RP-080672
	25.211
	0256
	2
	8.1.0
	Rel-8
	Introduction of the Enhanced Uplink for CELL_FACH state
	approved
	B
	8.2.0
	RANimp-UplinkEnhState
	R1

	RP-080674
	25.211
	0257
	1
	8.1.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	noted
	B
	
	RANimp-DCHSDPA
	R1

	RP-080674
	25.212
	0267
	1
	8.2.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	noted
	B
	
	RANimp-DCHSDPA
	R1

	RP-080673
	25.212
	0270
	2
	8.2.0
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	approved
	B
	8.3.0
	RANimp-HSDSCH
	R1

	RP-080665
	25.212
	0271
	-
	7.8.0
	Rel-7
	Correction to the table name and the quoted name
	approved
	F
	7.9.0
	EDCH-Phys
	R1

	RP-080665
	25.212
	0272
	-
	8.2.0
	Rel-8
	Correction to the table name and the quoted name
	approved
	A
	8.3.0
	EDCH-Phys
	R1

	RP-080672
	25.212
	0490
	1
	8.2.0
	Rel-8
	Introduction of the Enhanced Uplink for CELL_FACH state
	approved
	B
	8.3.0
	RANimp-UplinkEnhState
	R1

	RP-080674
	25.213
	0095
	1
	8.1.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	noted
	B
	
	RANimp-DCHSDPA
	R1

	RP-080709
	25.213
	0097
	2
	7.5.0
	Rel-7
	Restricted Beta Factor Combinations for EUL
	approved
	F
	7.6.0
	RANimp-16QamUplink
	R1

	RP-080709
	25.213
	0098
	-
	8.1.0
	Rel-8
	Restricted Beta Factor Combinations for EUL
	approved
	A
	8.2.0
	RANimp-16QamUplink
	R1

	RP-080674
	25.214
	0497
	1
	8.2.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	noted
	B
	
	RANimp-DCHSDPA
	R1

	RP-080673
	25.214
	0498
	3
	8.2.0
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	approved
	B
	8.3.0
	RANimp-HSDSCH
	R1

	RP-080672
	25.215
	0189
	-
	8.1.0
	Rel-8
	UPH measurement support for Enhanced Uplink for CELL_FACH state
	approved
	B
	8.2.0
	RANimp-UplinkEnhState
	R1

	RP-080666
	25.215
	0190
	-
	8.1.0
	Rel-8
	Modification of RSRQ and removal of RSSI
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080666
	25.215
	0192
	-
	8.1.0
	Rel-8
	Modification of RSRP definition
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080663
	25.221
	0158
	-
	5.6.0
	Rel-5
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	approved
	F
	5.7.0
	HSDPA-Phys
	R1

	RP-080663
	25.221
	0159
	-
	6.5.0
	Rel-6
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	approved
	A
	6.6.0
	HSDPA-Phys
	R1

	RP-080663
	25.221
	0160
	-
	7.7.0
	Rel-7
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	approved
	A
	7.8.0
	HSDPA-Phys
	R1

	RP-080663
	25.221
	0161
	-
	8.1.0
	Rel-8
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	approved
	A
	8.2.0
	HSDPA-Phys
	R1

	RP-080662
	25.221
	0162
	-
	7.7.0
	Rel-7
	Correction on the time slot format for LCR TDD MBSFN
	approved
	F
	7.8.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-080662
	25.221
	0163
	-
	8.1.0
	Rel-8
	Correction on the time slot format for LCR TDD MBSFN
	approved
	A
	8.2.0
	MBMSE-RANPhysLCRTDD
	R1

	RP-080616
	25.221
	0164
	-
	8.1.0
	Rel-8
	Support for MBSFN DOB operations
	reissued
	B
	
	MBSFN-DOB
	R1

	RP-080675
	25.221
	0164
	-
	8.1.0
	Rel-8
	Support for MBSFN DOB operations
	noted
	B
	
	MBSFN-DOB
	R1

	RP-080661
	25.222
	0151
	1
	8.1.0
	Rel-8
	Clarification on E-HICH coding for 1.28Mcps TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.222
	0152
	1
	7.7.0
	Rel-7
	Clarification of E-UCCH Number indicator on E-AGCH for 1.28Mcps TDD
	approved
	F
	7.8.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.222
	0153
	1
	8.1.0
	Rel-8
	Clarification of E-UCCH Number indicator on E-AGCH for 1.28Mcps TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.222
	0154
	-
	8.1.0
	Rel-8
	Clarification of TRRI on E-AGCH for 1.28Mcps TDD EUL
	approved
	A
	8.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.222
	0155
	-
	8.1.0
	Rel-8
	Correction of E-HICH coding for 1.28 Mcps TDD EUL
	approved
	A
	8.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.222
	0156
	-
	7.7.0
	Rel-7
	Clarification on E-HICH coding for 1.28Mcps TDD
	approved
	F
	7.8.0
	LCRTDD-EDCH-Phys
	R1

	RP-080616
	25.222
	0157
	-
	8.1.0
	Rel-8
	Support for MBSFN DOB operations
	reissued
	B
	
	MBSFN-DOB
	R1

	RP-080675
	25.222
	0157
	-
	8.1.0
	Rel-8
	Support for MBSFN DOB operations
	noted
	B
	
	MBSFN-DOB
	R1

	RP-080616
	25.223
	0055
	-
	8.1.0
	Rel-8
	Support for MBSFN DOB operations
	revised
	B
	
	MBSFN-DOB
	R1

	RP-080675
	25.223
	0055
	1
	8.1.0
	Rel-8
	Support for MBSFN DOB operations
	noted
	B
	
	MBSFN-DOB
	R1

	RP-080661
	25.224
	0185
	4
	7.7.0
	Rel-7
	HS-SCCH and HS-SICH power control clarification for 1.28Mcps TDD
	approved
	F
	7.8.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.224
	0186
	4
	8.0.0
	Rel-8
	HS-SCCH and HS-SICH power control clarification for 1.28Mcps TDD
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080664
	25.224
	0187
	-
	8.0.0
	Rel-8
	Use of Special Bursts for DTX on MBSFN FACH in 1.28 Mcps TDD
	approved
	A
	8.1.0
	TEI7
	R1

	RP-080661
	25.224
	0188
	-
	8.0.0
	Rel-8
	Correction of E-PUCH power control for 1.28 Mcps TDD EUL
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.224
	0190
	1
	8.0.0
	Rel-8
	Clarification of the E-AGCH monitoring for 1.28Mcps TDD EUL
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.224
	0191
	-
	7.7.0
	Rel-7
	Correction of UpPCHPOS bit number in subclause 5.2.7
	approved
	F
	7.8.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.224
	0192
	-
	8.0.0
	Rel-8
	Correction of UpPCHPOS bit number in subclause 5.2.7
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.224
	0193
	-
	8.0.0
	Rel-8
	EUL power control clarification for 1.28Mcps TDD
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080661
	25.224
	0194
	1
	8.0.0
	Rel-8
	EUL power control improvement for 1.28Mcps TDD
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080616
	25.224
	0197
	-
	8.0.0
	Rel-8
	Support for MBSFN DOB operations
	reissued
	B
	
	MBSFN-DOB
	R1

	RP-080675
	25.224
	0197
	-
	8.0.0
	Rel-8
	Support for MBSFN DOB operations
	noted
	B
	
	MBSFN-DOB
	R1

	RP-080667
	25.225
	0089
	-
	8.0.0
	Rel-8
	E-UTRA measurements for UTRA TDD – E-UTRA interworking
	approved
	B
	8.1.0
	LTE-Phys
	R1

	RP-080687
	25.301
	0098
	-
	8.2.0
	Rel-8
	Clarification of the CS Counter handling
	approved
	F
	8.3.0
	RInImp8-CsHspa
	R2

	RP-080696
	25.302
	0183
	-
	8.0.0
	Rel-8
	Introduction of Enhanced Uplink in CELL_FACH in 25.302
	approved
	B
	8.1.0
	RANimp-UplinkEnhState
	R2

	RP-080680
	25.304
	0167
	2
	7.6.0
	Rel-7
	MBSFN Corrections
	approved
	F
	7.7.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080680
	25.304
	0168
	2
	8.2.0
	Rel-8
	MBSFN Corrections
	approved
	A
	8.3.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080701
	25.304
	0169
	-
	8.2.0
	Rel-8
	Correction and Clarification in HCS Reselection
	approved
	F
	8.3.0
	TEI8
	R2

	RP-080694
	25.304
	0172
	1
	8.2.0
	Rel-8
	E-UTRA Introduction/Priority reselection method for inter-frequency and inter-RAT cells
	approved
	B
	8.3.0
	LTE-L23, TEI8
	R2

	RP-080697
	25.304
	0173
	1
	8.2.0
	Rel-8
	Introduction of HS-DSCH DRX in CELL_FACH state
	approved
	B
	8.3.0
	RANimp-DRX
	R2

	RP-080696
	25.304
	0176
	2
	8.2.0
	Rel-8
	Triggering of cell reselection in Cell_FACH
	approved
	B
	8.3.0
	RANimp-UplinkEnhState
	R2

	RP-080616
	25.304
	0177
	-
	8.2.0
	Rel-8
	Support for DOB operation for MBMS
	reissued
	B
	
	MBSFN-DOB
	R2

	RP-080675
	25.304
	0177
	-
	8.2.0
	Rel-8
	Support for DOB operation for MBMS
	noted
	B
	
	MBSFN-DOB
	R2

	RP-080682
	25.306
	0194
	-
	7.7.0
	Rel-7
	Ki restriction for UE HS-DSCH categories 13 and 15
	approved
	F
	7.8.0
	RANimp-64QamDownlink, MIMO-L23 
	R2

	RP-080682
	25.306
	0195
	-
	8.3.0
	Rel-8
	Ki restriction for UE HS-DSCH categories 13 and 15
	approved
	A
	8.4.0
	RANimp-64QamDownlink, MIMO-L23 
	R2

	RP-080694
	25.306
	0196
	1
	8.3.0
	Rel-8
	Introduction of E-UTRA support
	approved
	B
	8.4.0
	LTE-L23
	R2

	RP-080616
	25.306
	0199
	-
	8.3.0
	Rel-8
	Support for DOB operation for MBMS
	reissued
	B
	
	MBSFN-DOB
	R2

	RP-080675
	25.306
	0199
	-
	8.3.0
	Rel-8
	Support for DOB operation for MBMS
	noted
	B
	
	MBSFN-DOB
	R2

	RP-080676
	25.307
	0073
	1
	4.11.0
	Rel-4
	Introduction of UMTS Band d in 25.307
	approved
	B
	4.12.0
	RInImp-UMTS2600TDD
	R2

	RP-080676
	25.307
	0074
	1
	5.10.0
	Rel-5
	Introduction of UMTS Band d in 25.307
	approved
	B
	5.11.0
	RInImp-UMTS2600TDD
	R2

	RP-080676
	25.307
	0075
	1
	6.7.0
	Rel-6
	Introduction of UMTS Band d in 25.307
	approved
	B
	6.8.0
	RInImp-UMTS2600TDD
	R2

	RP-080676
	25.307
	0076
	-
	7.3.0
	Rel-7
	Introduction of UMTS Band d in 25.307
	approved
	B
	7.4.0
	RInImp-UMTS2600TDD
	R2

	RP-080676
	25.307
	0077
	-
	8.1.0
	Rel-8
	Introduction of UMTS Band d in 25.307
	approved
	B
	8.2.0
	RInImp-UMTS2600TDD
	R2

	RP-080695
	25.307
	0078
	-
	4.11.0
	Rel-4
	Introduction of UMTS Band e in 25.307
	approved
	B
	4.12.0
	RInImp8-UMTS2300TDD
	R2

	RP-080695
	25.307
	0079
	-
	5.10.0
	Rel-5
	Introduction of UMTS Band e in 25.307
	approved
	B
	5.11.0
	RInImp8-UMTS2300TDD
	R2

	RP-080695
	25.307
	0080
	-
	6.7.0
	Rel-6
	Introduction of UMTS Band e in 25.307
	approved
	B
	6.8.0
	RInImp8-UMTS2300TDD
	R2

	RP-080695
	25.307
	0081
	-
	7.3.0
	Rel-7
	Introduction of UMTS Band e in 25.307
	approved
	B
	7.4.0
	RInImp8-UMTS2300TDD
	R2

	RP-080695
	25.307
	0082
	-
	8.1.0
	Rel-8
	Introduction of UMTS Band e in 25.307
	approved
	B
	8.2.0
	RInImp8-UMTS2300TDD
	R2

	RP-080681
	25.308
	0038
	-
	7.7.0
	Rel-7
	Editorial correction to HS-DSCH frame protocol header field
	approved
	F
	7.8.0
	RANimp-Enhstate
	R2

	RP-080681
	25.308
	0039
	-
	8.2.0
	Rel-8
	Editorial correction to HS-DSCH frame protocol header field
	approved
	A
	8.3.0
	RANimp-Enhstate
	R2

	RP-080697
	25.308
	0040
	-
	8.2.0
	Rel-8
	Corrections to Enhanced UE DRX
	approved
	F
	8.3.0
	RANimp-DRX
	R2

	RP-080699
	25.308
	0041
	3
	8.2.0
	Rel-8
	Introduction of HS Serving cell change
	approved
	B
	8.3.0
	RANimp-HSDSCH
	R2

	RP-080700
	25.308
	0042
	-
	8.2.0
	Rel-8
	Introduction of Dual Cell HSDPA operation
	approved
	B
	8.3.0
	RANimp-DCHSDPA
	R2

	RP-080698
	25.308
	0043
	1
	8.2.0
	Rel-8
	Stage 2 updates for Enhanced DL in CELL_FACH state
	approved
	B
	8.3.0
	RANimp-EnhState1.28TDD
	R2

	RP-080696
	25.319
	0023
	-
	8.2.0
	Rel-8
	Some clarifications and closing of open issues left for Enhanced Uplink in CELL_FACH
	approved
	F
	8.3.0
	RANimp-UplinkEnhState
	R2

	RP-080677
	25.321
	0420
	-
	5.13.0
	Rel-5
	HSDPA TBS Table correction for LCR TDD
	approved
	F
	5.14.0
	HSDPA-L23
	R2

	RP-080677
	25.321
	0421
	-
	6.15.0
	Rel-6
	HSDPA TBS Table correction for LCR TDD
	approved
	A
	6.16.0
	HSDPA-L23
	R2

	RP-080677
	25.321
	0422
	-
	7.9.0
	Rel-7
	HSDPA TBS Table correction for LCR TDD
	approved
	A
	7.10.0
	HSDPA-L23
	R2

	RP-080677
	25.321
	0423
	-
	8.2.0
	Rel-8
	HSDPA TBS Table correction for LCR TDD
	approved
	A
	8.3.0
	HSDPA-L23
	R2

	RP-080682
	25.321
	0424
	-
	7.9.0
	Rel-7
	Ki restriction for FDD UE HS-DSCH categories 13 and 15
	approved
	F
	7.10.0
	RANimp-64QamDownlink, MIMO-L23
	R2

	RP-080682
	25.321
	0425
	-
	8.2.0
	Rel-8
	Ki restriction for FDD UE HS-DSCH categories 13 and 15
	approved
	A
	8.3.0
	RANimp-64QamDownlink, MIMO-L23
	R2

	RP-080683
	25.321
	0426
	1
	7.9.0
	Rel-7
	LCH-ID field structure and mapping to logical channel identity
	approved
	F
	7.10.0
	RANimp-L2DataRates
	R2

	RP-080683
	25.321
	0427
	1
	8.2.0
	Rel-8
	LCH-ID field structure and mapping to logical channel identity
	approved
	A
	8.3.0
	RANimp-L2DataRates
	R2

	RP-080679
	25.321
	0428
	-
	7.9.0
	Rel-7
	MAC-es/e RESET for LCR TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0429
	-
	8.2.0
	Rel-8
	MAC-es/e RESET for LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080696
	25.321
	0430
	1
	8.2.0
	Rel-8
	Introduction of Enhanced Uplink in CELL_FACH state and Idle mode in 25.321
	approved
	B
	8.3.0
	RANimp-UplinkEnhState
	R2

	RP-080686
	25.321
	0432
	-
	8.2.0
	Rel-8
	TEBS definition update for MAC-i/is
	approved
	F
	8.3.0
	RANimp-UplinkL2dataRates
	R2

	RP-080679
	25.321
	0433
	-
	7.9.0
	Rel-7
	Modification of TBS tables and E-TFC selection for LCR TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0434
	-
	8.2.0
	Rel-8
	Modification of TBS tables and E-TFC selection for LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0435
	1
	7.9.0
	Rel-7
	Triggers and transmission of Scheduling Information for LCR TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0436
	1
	8.2.0
	Rel-8
	Triggers and transmission of Scheduling Information for LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080685
	25.321
	0437
	1
	7.9.0
	Rel-7
	The number of reordering PDUs belonging to the same reordering queue
	approved
	F
	7.10.0
	TEI7
	R2

	RP-080683
	25.321
	0438
	-
	8.2.0
	Rel-8
	Editorial correction to MAC-ehs entity UTRAN Side
	approved
	A
	8.3.0
	RANimp-L2dataRates
	R2

	RP-080679
	25.321
	0441
	1
	7.9.0
	Rel-7
	Clarifications and Corrections of HARQ process for TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0442
	1
	8.2.0
	Rel-8
	Clarifications and Corrections of HARQ process for TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0443
	-
	7.9.0
	Rel-7
	Recommandation on RLC PDU size selection on E-DCH for TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.321
	0444
	-
	8.2.0
	Rel-8
	Recommandation on RLC PDU size selection on E-DCH for TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080683
	25.321
	0445
	-
	7.9.0
	Rel-7
	Editorial correction to MAC-ehs entity UTRAN Side
	approved
	F
	7.10.0
	RANimp-L2dataRates
	R2

	RP-080685
	25.321
	0446
	1
	8.2.0
	Rel-8
	The number of reordering PDUs belonging to the same reordering queue
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080685
	25.322
	0348
	-
	7.7.0
	Rel-7
	Correction to definition of N_LENGTH
	approved
	F
	7.8.0
	TEI7
	R2

	RP-080685
	25.322
	0349
	-
	8.2.0
	Rel-8
	Correction to definition of N_LENGTH
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080687
	25.323
	0312
	-
	8.1.0
	Rel-8
	Clarification of the CS counter handling
	approved
	F
	8.2.0
	RInImp8-CsHspa
	R2

	RP-080681
	25.331
	3357
	-
	7.9.1
	Rel-7
	Correct the description of UE behaviour during HS-DSCH Reception in CELL_PCH and URA_PCH
	approved
	F
	7.10.0
	RANimp-Enhstate
	R2

	RP-080681
	25.331
	3358
	-
	8.3.1
	Rel-8
	Correct the description of UE behaviour during HS-DSCH Reception in CELL_PCH and URA_PCH
	approved
	A
	8.4.0
	RANimp-Enhstate
	R2

	RP-080679
	25.331
	3359
	-
	7.9.1
	Rel-7
	Correction on the non-scheduled E-PUCH configuration for 1.28Mcps TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.331
	3360
	1
	8.3.1
	Rel-8
	Correction on the non-scheduled E-PUCH configuration for 1.28Mcps TDD
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-080680
	25.331
	3361
	2
	7.9.1
	Rel-7
	MBSFN Corrections
	approved
	F
	7.10.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080680
	25.331
	3362
	2
	8.3.1
	Rel-8
	MBSFN Corrections
	approved
	A
	8.4.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080686
	25.331
	3363
	3
	8.3.1
	Rel-8
	RRC procedures for configuring Improved layer 2 for UL
	approved
	F
	8.4.0
	RANimp-UplinkL2dataRates
	R2

	RP-080681
	25.331
	3364
	-
	7.9.1
	Rel-7
	Deletion of Duplicate Definition of CELL_FACH HS-DSCH Variables
	approved
	F
	7.10.0
	RANimp-Enhstate
	R2

	RP-080681
	25.331
	3365
	-
	8.3.1
	Rel-8
	Deletion of Duplicate Definition of CELL_FACH HS-DSCH Variables
	approved
	A
	8.4.0
	RANimp-Enhstate
	R2

	RP-080684
	25.331
	3366
	-
	7.9.1
	Rel-7
	Modification of GANSS timing representation to avoid large integers
	approved
	F
	7.10.0
	LCS3-GNSS-UTRAN
	R2

	RP-080684
	25.331
	3367
	-
	8.3.1
	Rel-8
	Modification of GANSS timing representation to avoid large integers
	approved
	A
	8.4.0
	LCS3-GNSS-UTRAN
	R2

	RP-080701
	25.331
	3373
	-
	8.3.1
	Rel-8
	Reading Traffic Volume Measurement System Information in SIB11
	approved
	F
	8.4.0
	TEI8
	R2

	RP-080678
	25.331
	3374
	-
	6.18.1
	Rel-6
	Clarification of the UE behavior on DSAC
	approved
	F
	6.19.0
	DSAC
	R2

	RP-080678
	25.331
	3375
	-
	7.9.1
	Rel-7
	Clarification of the UE behavior on DSAC
	approved
	A
	7.10.0
	DSAC
	R2

	RP-080678
	25.331
	3376
	4
	8.3.1
	Rel-8
	Clarification of the UE behavior on DSAC
	approved
	F
	8.4.0
	DSAC/PPACR
	R2

	RP-080701
	25.331
	3382
	-
	8.3.1
	Rel-8
	Correction to signalling of multiple PLMNs in SIB18
	approved
	F
	8.4.0
	TEI8
	R2

	RP-080685
	25.331
	3385
	2
	7.9.1
	Rel-7
	Reconfiguration of inactive RABs to DCH
	approved
	F
	7.10.0
	TEI7
	R2

	RP-080685
	25.331
	3386
	2
	8.3.1
	Rel-8
	Reconfiguration of inactive RABs to DCH
	approved
	A
	8.4.0
	TEI7
	R2

	RP-080696
	25.331
	3387
	3
	8.3.1
	Rel-8
	Introduction of Enhanced Uplink in CELL_FACH in 25.331
	approved
	B
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-080682
	25.331
	3388
	-
	7.9.1
	Rel-7
	Correction to MIMO parameters
	approved
	F
	7.10.0
	MIMO-L23
	R2

	RP-080682
	25.331
	3389
	-
	8.3.1
	Rel-8
	Correction to MIMO parameters
	approved
	A
	8.4.0
	MIMO-L23
	R2

	RP-080679
	25.331
	3390
	-
	7.9.1
	Rel-7
	Perstistence value (Pi) completion for E-RUCCH in LCR TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.331
	3391
	-
	8.3.1
	Rel-8
	Perstistence value (Pi) completion for E-RUCCH in LCR TDD
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.331
	3394
	-
	7.9.1
	Rel-7
	Introduce E-DCH Traffic volume measurement for LCR TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.331
	3395
	-
	8.3.1
	Rel-8
	Introduce E-DCH Traffic volume measurement for LCR TDD
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-080685
	25.331
	3396
	-
	7.9.1
	Rel-7
	Introduce QrxlevminOffset in 25.331 for TDD
	approved
	F
	7.10.0
	TEI7
	R2

	RP-080685
	25.331
	3397
	-
	8.3.1
	Rel-8
	Introduce QrxlevminOffset in 25.331 for TDD
	approved
	A
	8.4.0
	TEI7
	R2

	RP-080679
	25.331
	3399
	1
	7.9.1
	Rel-7
	Correction of E-RUCCH configuration for LCR TDD EUL
	approved
	F
	7.10.0
	LCRTDD-EDCH-L23
	R2

	RP-080679
	25.331
	3400
	1
	8.3.1
	Rel-8
	Correction of E-RUCCH configuration for LCR TDD EUL
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-080687
	25.331
	3401
	2
	8.3.1
	Rel-8
	Ciphering procedures for CS over HSPA
	approved
	F
	8.4.0
	RInImp8-CsHspa
	R2

	RP-080694
	25.331
	3403
	1
	8.3.1
	Rel-8
	Introduction of absolute priorities reselection
	approved
	B
	8.4.0
	LTE-L23, TEI8
	R2

	RP-080694
	25.331
	3404
	1
	8.3.1
	Rel-8
	UE Capabilities and redirection (UTRA-LTE)
	approved
	B
	8.4.0
	LTE-L23
	R2

	RP-080697
	25.331
	3405
	2
	8.3.1
	Rel-8
	Introduction of CELL_FACH DRX
	approved
	B
	8.4.0
	RANimp-DRX
	R2

	RP-080616
	25.331
	3413
	-
	8.3.1
	Rel-8
	Support for DOB operation for MBMS
	reissued
	B
	
	MBSFN-DOB
	R2

	RP-080675
	25.331
	3413
	-
	8.3.1
	Rel-8
	Support for DOB operation for MBMS
	noted
	B
	
	MBSFN-DOB
	R2

	RP-080675
	25.346
	0044
	-
	8.1.0
	Rel-8
	Support for DOB operation for MBMS
	noted
	B
	
	MBSFN-DOB
	R2

	RP-080616
	25.346
	0044
	-
	8.1.0
	Rel-8
	Support for DOB operation for MBMS
	reissued
	B
	
	MBSFN-DOB
	R2

	RP-080590
	25.401
	0122
	1
	8.0.0
	Rel-8
	The supplement of IPv4 encoding in NSAP structure
	approved
	F
	8.1.0
	TEI8
	R3

	RP-080587
	25.401
	0123
	-
	8.0.0
	Rel-8
	Introduction of Enhanced Uplink in Cell_FACH
	approved
	B
	8.1.0
	RANimp-UplinkEnhState
	R3

	RP-080575
	25.402
	0073
	-
	6.5.0
	Rel-6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH
	approved
	F
	6.6.0
	TEI6
	R3

	RP-080575
	25.402
	0074
	-
	7.5.0
	Rel-7
	Enable node synchronization is supported by the user plane protocols for HS-DSCH
	approved
	A
	7.6.0
	TEI6
	R3

	RP-080616
	25.402
	0075
	-
	7.5.0
	Rel-8
	Introduction of DOB for MBSFN operation
	reissued
	B
	
	MBFSN-DOB
	R3

	RP-080675
	25.402
	0075
	-
	7.5.0
	Rel-8
	Introduction of DOB for MBSFN operation
	noted
	B
	
	MBFSN-DOB
	R3

	RP-080589
	25.413
	0952
	2
	7.9.0
	Rel-8
	Introduction of Enhanced Relocation
	approved
	B
	8.0.0
	RANimp-SrnsReloc
	R3

	RP-080600
	25.419
	0134
	1
	7.0.0
	Rel-8
	To support ETWS in UTRAN
	rejected
	B
	
	TEI8
	R3

	RP-080581
	25.423
	1387
	-
	8.1.0
	Rel-8
	Introduction of flexible E-DCH MAC-d PDU size indicator
	approved
	F
	8.2.0
	RANimp-UplinkL2dataRates
	R3

	RP-080577
	25.423
	1390
	-
	7.9.0
	Rel-7
	DRX-DTX and F-DPCH
	approved
	F
	7.10.0
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	R3

	RP-080577
	25.423
	1391
	-
	8.1.0
	Rel-8
	DRX-DTX and F-DPCH
	approved
	A
	8.2.0
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	R3

	RP-080578
	25.423
	1395
	-
	7.9.0
	Rel-7
	Description of Priority Queue ID for Enhanced Cell_FACH
	approved
	F
	7.10.0
	RANimp-Enhstate
	R3

	RP-080578
	25.423
	1396
	-
	8.1.0
	Rel-8
	Description of Priority Queue ID for Enhanced Cell_FACH
	approved
	A
	8.2.0
	RANimp-Enhstate
	R3

	RP-080579
	25.423
	1397
	-
	7.9.0
	Rel-7
	Correction of SixtyfourQAM-DL-UsageIndicator
	approved
	F
	7.10.0
	RANimp-64QamDownlink
	R3

	RP-080579
	25.423
	1398
	-
	8.1.0
	Rel-8
	Correction of SixtyfourQAM-DL-UsageIndicator
	approved
	A
	8.2.0
	RANimp-64QamDownlink
	R3

	RP-080589
	25.423
	1399
	1
	8.1.0
	Rel-8
	Introduction of Enhanced Relocation
	approved
	B
	8.2.0
	RANimp-SrnsReloc
	R3

	RP-080587
	25.423
	1400
	2
	8.1.0
	Rel-8
	Introduction of Enhanced Uplink in Cell_FACH
	approved
	B
	8.2.0
	RANimp-UplinkEnhState
	R3

	RP-080576
	25.423
	1402
	2
	7.9.0
	Rel-7
	Addition of 16QAM AG table choice IE
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.423
	1403
	2
	8.1.0
	Rel-8
	Addition of 16QAM AG table choice IE
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080576
	25.423
	1404
	1
	7.9.0
	Rel-7
	Adding abnormal conditions to Continuous Packet Connectivity
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.423
	1405
	1
	8.1.0
	Rel-8
	Adding abnormal conditions to Continuous Packet Connectivity
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080575
	25.425
	0127
	-
	6.4.0
	Rel-6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH
	approved
	F
	6.5.0
	TEI6
	R3

	RP-080575
	25.425
	0128
	-
	7.7.0
	Rel-7
	Enable node synchronization is supported by the user plane protocols for HS-DSCH
	approved
	A
	7.8.0
	TEI6
	R3

	RP-080587
	25.425
	0129
	1
	7.7.0
	Rel-8
	Introduction of frame formats supporting E-DCH for CELL_FACH and Idle over Iur
	approved
	B
	8.0.0
	RANimp-UplinkEnhState
	R3

	RP-080588
	25.425
	0131
	-
	7.7.0
	Rel-8
	Introduction of Enhanced UE DRX
	approved
	B
	8.0.0
	RANimp-DRX
	R3

	RP-080576
	25.433
	1503
	-
	7.9.0
	Rel-7
	Extension of the ranges of the HS-DSCH / E-DCH Provided Bit Rate Value  IEs
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.433
	1504
	-
	8.1.0
	Rel-8
	Extension of the ranges of the HS-DSCH / E-DCH Provided Bit Rate Value  IEs
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080576
	25.433
	1505
	1
	7.9.0
	Rel-7
	COMMON TRANSPORT CHANNEL SETUP REQUEST TDD message ASN correction
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.433
	1506
	1
	8.1.0
	Rel-8
	COMMON TRANSPORT CHANNEL SETUP REQUEST TDD message ASN correction
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080580
	25.433
	1507
	1
	7.9.0
	Rel-7
	Correct ASN.1 compatibility problem in PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message for 1.28Mcps TDD
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080580
	25.433
	1508
	1
	8.1.0
	Rel-8
	Correct ASN.1 compatibility problem in PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message for 1.28Mcps TDD
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080576
	25.433
	1511
	2
	7.9.0
	Rel-7
	Addition of 16QAM AG table choice IE
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.433
	1512
	2
	8.1.0
	Rel-8
	Addition of 16QAM AG table choice IE
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080576
	25.433
	1513
	2
	7.9.0
	Rel-7
	Adding abnormal conditions to Continuous Packet Connectivity
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.433
	1514
	2
	8.1.0
	Rel-8
	Adding abnormal conditions to Continuous Packet Connectivity
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080577
	25.433
	1522
	-
	7.9.0
	Rel-7
	DRX-DTX and F-DPCH
	approved
	F
	7.10.0
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	R3

	RP-080577
	25.433
	1523
	-
	8.1.0
	Rel-8
	DRX-DTX and F-DPCH
	approved
	A
	8.2.0
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	R3

	RP-080578
	25.433
	1527
	-
	7.9.0
	Rel-7
	Description of Priority Queue ID for Enhanced Cell_FACH
	approved
	F
	7.10.0
	RANimp-Enhstate
	R3

	RP-080578
	25.433
	1528
	-
	8.1.0
	Rel-8
	Description of Priority Queue ID for Enhanced Cell_FACH
	approved
	A
	8.2.0
	RANimp-Enhstate
	R3

	RP-080578
	25.433
	1529
	1
	7.9.0
	Rel-7
	Removing the ambiguity in HS-DSCH Common System Information description
	approved
	F
	7.10.0
	RANimp-Enhstate
	R3

	RP-080578
	25.433
	1530
	1
	8.1.0
	Rel-8
	Removing the ambiguity in HS-DSCH Common System Information description
	approved
	A
	8.2.0
	RANimp-Enhstate
	R3

	RP-080580
	25.433
	1531
	-
	7.9.0
	Rel-7
	Some minor description corrections for E-DCH in LCR TDD
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080580
	25.433
	1532
	-
	8.1.0
	Rel-8
	Some minor description corrections for E-DCH in LCR TDD
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080580
	25.433
	1533
	2
	7.9.0
	Rel-7
	Add Additional Time Slot LCR IE in common measuement messages
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080580
	25.433
	1534
	2
	8.1.0
	Rel-8
	Add Additional Time Slot LCR IE in common measuement messages
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080579
	25.433
	1535
	-
	7.9.0
	Rel-7
	Correction of SixtyfourQAM-DL-UsageIndicator
	approved
	F
	7.10.0
	RANimp-64QamDownlink
	R3

	RP-080579
	25.433
	1536
	-
	8.1.0
	Rel-8
	Correction of SixtyfourQAM-DL-UsageIndicator
	approved
	A
	8.2.0
	RANimp-64QamDownlink
	R3

	RP-080587
	25.433
	1539
	2
	8.1.0
	Rel-8
	Introduction of Enhanced Uplink in Cell_FACH
	approved
	B
	8.2.0
	RANimp-UplinkEnhState
	R3

	RP-080588
	25.433
	1540
	1
	8.1.0
	Rel-8
	Introduction of Enhanced UE DRX
	approved
	B
	8.2.0
	RANimp-DRX
	R3

	RP-080576
	25.433
	1541
	-
	7.9.0
	Rel-7
	Correction on Enhanced Cell_FACH/Cell_PCH
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080576
	25.433
	1542
	-
	8.1.0
	Rel-8
	Correction on Enhanced Cell_FACH/Cell_PCH
	approved
	A
	8.2.0
	TEI7
	R3

	RP-080616
	25.433
	1543
	-
	8.1.0
	Rel-8
	Introduction of DOB for MBSFN operation
	reissued
	B
	
	MBFSN-DOB
	R3

	RP-080675
	25.433
	1543
	-
	8.1.0
	Rel-8
	Introduction of DOB for MBSFN operation
	noted
	B
	
	MBFSN-DOB
	R3

	RP-080575
	25.435
	0182
	-
	6.4.0
	Rel-6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH
	approved
	F
	6.5.0
	TEI6
	R3

	RP-080575
	25.435
	0183
	-
	7.8.0
	Rel-7
	Enable node synchronization is supported by the user plane protocols for HS-DSCH
	approved
	A
	7.9.0
	TEI6
	R3

	RP-080578
	25.435
	0184
	-
	7.8.0
	Rel-7
	Incorrect description of HS-DSCH DATA FRAME TYPE usage
	approved
	F
	7.9.0
	RANimp-EnhState
	R3

	RP-080587
	25.435
	0186
	-
	7.8.0
	Rel-8
	Introduction of frame formats supporting E-DCH for CELL_FACH and Idle over Iub
	approved
	B
	8.0.0
	RANimp-UplinkEnhState
	R3

	RP-080588
	25.435
	0188
	-
	7.8.0
	Rel-8
	Introduction of Enhanced UE DRX
	approved
	B
	8.0.0
	RANimp-DRX
	R3

	RP-080634
	25.820
	0002
	1
	8.1.0
	Rel-8
	Correction on the reference list
	approved
	F
	8.2.0
	RANFS-HNBeNB
	R4

	RP-080687
	25.993
	0111
	-
	8.0.0
	Rel-8
	RAB combinations for CS voice over HSPA
	approved
	F
	8.1.0
	RInImp8-CsHspa
	R2

	SP-080475
	26.102
	0019
	2
	7.1.0
	Rel-8
	Addition of CS over IP User Plane
	approved
	B
	8.0.0
	AoIP-CSoIP
	S4

	SP-080475
	26.102
	0020
	1
	7.1.0
	Rel-8
	Nb-framing for GSM_FR and GSM_HR
	approved
	B
	8.0.0
	AoIP-CSoIP
	S4

	SP-080475
	26.103
	0038
	2
	7.0.0
	Rel-8
	Addition of CS over IP User Plane
	approved
	B
	8.0.0
	AoIP-CSoIP
	S4

	SP-080469
	26.114
	0032
	1
	7.5.0
	Rel-7
	Introduction of SDP Capability Negotiation
	approved
	B
	7.6.0
	MTSI-MHI
	S4

	SP-080469
	26.114
	0033
	2
	7.5.0
	Rel-7
	Clarifications on the usage of AVPF NACK and PLI
	approved
	F
	7.6.0
	MTSI-MHI
	S4

	SP-080476
	26.114
	0034
	1
	7.5.0
	Rel-8
	Improvements to MTSI 3G324M interworking
	approved
	C
	8.0.0
	MTSI_eMHI
	S4

	SP-080469
	26.114
	0035
	1
	7.5.0
	Rel-7
	Transmission of H.264 parameter sets
	approved
	F
	7.6.0
	MTSI-MHI
	S4

	SP-080469
	26.114
	0036
	-
	7.5.0
	Rel-7
	Clarification of H.263 support in MTSI
	approved
	F
	7.6.0
	MTSI-MHI
	S4

	SP-080475
	26.202
	0003
	2
	7.0.0
	Rel-8
	Addition of CS over IP User Plane
	approved
	B
	8.0.0
	AoIP-CSoIP
	S4

	SP-080470
	26.234
	0123
	1
	7.5.0
	Rel-7
	""Fast Content Switching"" corrections"
	approved
	F
	7.6.0
	PSSe
	S4

	SP-080477
	26.234
	0125
	1
	7.5.0
	Rel-8
	Using Entity-Tags to ensure SDP validity during Fast Content Switching
	approved
	B
	8.0.0
	PSS_MBMS_OMTV
	S4

	SP-080477
	26.234
	0126
	-
	7.5.0
	Rel-8
	Informative Annex on PSS Nat traversal
	approved
	B
	8.0.0
	PSS_MBMS_OMTV
	S4

	SP-080468
	26.346
	0124
	1
	6.11.0
	Rel-6
	H.264 MIME/SDP reference correction
	approved
	F
	6.12.0
	MBMS-TSMBMS
	S4

	SP-080468
	26.346
	0125
	1
	7.8.0
	Rel-7
	H.264 MIME/SDP reference correction
	approved
	A
	7.9.0
	MBMS-TSMBMS
	S4

	SP-080468
	26.346
	0126
	2
	6.11.0
	Rel-6
	Correction to QoE reception reporting
	approved
	F
	6.12.0
	MBMS-TSMBMS
	S4

	SP-080468
	26.346
	0127
	2
	7.8.0
	Rel-7
	Correction to QoE reception reporting
	approved
	A
	7.9.0
	MBMS-TSMBMS
	S4

	SP-080477
	26.346
	0128
	3
	7.8.0
	Rel-8
	Enhancements of the QoE feature in MBMS
	approved
	C
	8.0.0
	PSS_MBMS_OMTV
	S4

	SP-080477
	26.346
	0129
	2
	7.8.0
	Rel-8
	Registration procedure for MBMS User Service consumption
	approved
	C
	8.0.0
	PSS_MBMS_OMTV
	S4

	SP-080468
	26.346
	0130
	2
	7.8.0
	Rel-7
	Correcting file repair response for file-group requests
	approved
	F
	7.9.0
	MBMSUSE
	S4

	SP-080468
	26.346
	0131
	2
	6.11.0
	Rel-6
	Correction to the file repair response
	approved
	F
	6.12.0
	MBMS-TSMBMS
	S4

	SP-080477
	26.346
	0132
	2
	7.8.0
	Rel-8
	Transmitting a Full FDT snapshot
	approved
	B
	8.0.0
	PSS_MBMS_OMTV
	S4

	CP-080536
	27.007
	0159
	1
	8.4.1
	Rel-8
	Adding and extending AT-commands to support touch screen functions
	approved
	B
	8.5.0
	TEI8
	C1

	CP-080536
	27.007
	0160
	1
	8.4.1
	Rel-8
	Setting of display resolution and scren orientation for touch screen functions
	approved
	B
	8.5.0
	TEI8
	C1

	CP-080536
	27.007
	0161
	1
	8.4.1
	Rel-8
	AT Backlight command. 
	approved
	C
	8.5.0
	TEI8
	C1

	CP-080461
	29.002
	0890
	-
	8.6.0
	Rel-8
	Addition of IMS Centralized Service subscription information
	approved
	B
	8.7.0
	ICSRA
	C4

	CP-080467
	29.002
	0891
	1
	8.6.0
	Rel-8
	eMLPP Priority in MAP SRI, PRN and PSI request
	approved
	F
	8.7.0
	TEI8
	C4

	CP-080458
	29.002
	0892
	1
	8.6.0
	Rel-8
	Gr+ enhancements for EPS
	approved
	B
	8.7.0
	SAES
	C4

	CP-080566
	29.007
	0148
	2
	7.4.0
	Rel-8
	Update to TS 29.007 for SIP-I
	approved
	B
	8.0.0
	SIP_Nc
	C3

	CP-080536
	29.018
	0051
	1
	7.3.0
	Rel-8
	Correction of IE references in BSSAP+ messages for IMSI DETACH and GPRS DETACH
	approved
	F
	8.0.0
	TEI8
	C1

	CP-080470
	29.060
	0688
	1
	8.4.0
	Rel-8
	MBMS Flow Identifier
	approved
	F
	8.5.0
	TEI8
	C4

	CP-080455
	29.060
	0689
	-
	7.10.0
	Rel-7
	MBMS Reject
	approved
	F
	7.11.0
	MBMS
	C4

	CP-080455
	29.060
	0690
	-
	8.4.0
	Rel-8
	MBMS Reject
	approved
	A
	8.5.0
	MBMS
	C4

	CP-080455
	29.060
	0691
	-
	7.10.0
	Rel-7
	Changes due to bearer mapping for NRSPCA
	approved
	F
	7.11.0
	TEI7
	C4

	CP-080455
	29.060
	0692
	-
	8.4.0
	Rel-8
	Changes due to bearer mapping for NRSPCA
	approved
	A
	8.5.0
	TEI7
	C4

	CP-080470
	29.060
	0693
	1
	8.4.0
	Rel-8
	Removing support for GTPv0 from R8 GTPv1
	approved
	F
	8.5.0
	TEI8
	C4

	CP-080452
	29.060
	0694
	1
	6.18.0
	Rel-6
	Clarification on the format of TMGI
	approved
	F
	6.19.0
	MBMS
	C4

	CP-080452
	29.060
	0695
	1
	7.10.0
	Rel-7
	Clarification on the format of TMGI
	approved
	A
	7.11.0
	MBMS
	C4

	CP-080452
	29.060
	0696
	1
	8.4.0
	Rel-8
	Clarification on the format of TMGI
	approved
	A
	8.5.0
	MBMS
	C4

	CP-080558
	29.061
	0249
	-
	7.7.0
	Rel-8
	Location Dependent Content Transfer for MBMS Broadcast
	approved
	C
	8.0.0
	MBMS
	C3

	CP-080551
	29.061
	0250
	2
	7.7.0
	Rel-7
	GGSN-initiated broadcast session termination
	approved
	F
	7.8.0
	MBMS
	C3

	CP-080550
	29.061
	0251
	1
	6.13.0
	Rel-6
	Change on the formate of TMGI over Gmb
	approved
	F
	6.14.0
	MBMS
	C3

	CP-080550
	29.061
	0252
	1
	7.7.0
	Rel-7
	Change on the formate of TMGI over Gmb
	approved
	A
	7.8.0
	MBMS
	C3

	CP-080564
	29.061
	0255
	-
	7.7.0
	Rel-8
	Changes related to Sgi
	approved
	B
	8.0.0
	SAES-St3-intwk
	C3

	CP-080579
	29.061
	0255
	1
	7.7.0
	Rel-8
	Changes related to SGi
	approved
	B
	8.0.0
	SAES-St3-intwk
	C3

	CP-080556
	29.163
	0226
	-
	8.3.0
	Rel-8
	Correction to the communication diversion service
	approved
	F
	8.4.0
	IMS-CCR-IWCS
	C3

	CP-080552
	29.163
	0227
	3
	7.11.0
	Rel-7
	Correction to supplementary service sections in TS 29.163
	approved
	F
	7.12.0
	IMS-CCR-IWCS
	C3

	CP-080552
	29.163
	0228
	3
	8.3.0
	Rel-8
	Correction to supplementary service sections in TS 29.163
	approved
	A
	8.4.0
	IMS-CCR-IWCS
	C3

	CP-080546
	29.163
	0229
	2
	8.3.0
	Rel-8
	O-MGCF: Overlap signalling additions
	noted
	B
	
	Overlap
	C3

	CP-080546
	29.163
	0230
	1
	8.3.0
	Rel-8
	I-MGCF: Overlap signalling procedures
	noted
	B
	
	Overlap
	C3

	CP-080563
	29.163
	0232
	1
	8.3.0
	Rel-8
	Mapping of TMU
	approved
	F
	8.4.0
	REDOC_TIS-C3
	C3

	CP-080563
	29.163
	0233
	1
	8.3.0
	Rel-8
	Progress Indicator mapping
	approved
	F
	8.4.0
	REDOC_TIS-C3
	C3

	CP-080563
	29.163
	0235
	1
	8.3.0
	Rel-8
	Editorial changes
	approved
	D
	8.4.0
	REDOC_TIS-C3
	C3

	CP-080546
	29.163
	0239
	-
	8.3.0
	Rel-8
	XML body to transfer digits
	noted
	B
	
	Overlap
	C3

	CP-080554
	29.163
	0241
	2
	8.3.0
	Rel-8
	CCBS interworking
	approved
	B
	8.4.0
	CCBS_NR-C3
	C3

	CP-080559
	29.163
	0242
	1
	8.3.0
	Rel-8
	Improvements to MTSI and 3G324M interworking
	approved
	B
	8.4.0
	MTSI_eMHI
	C3

	CP-080552
	29.163
	0243
	2
	7.11.0
	Rel-7
	Coding of the b=line in SDP information
	approved
	F
	7.12.0
	IMS-CCR-IWCS
	C3

	CP-080552
	29.163
	0244
	2
	8.3.0
	Rel-8
	Coding of the b=line in SDP information
	approved
	A
	8.4.0
	IMS-CCR-IWCS
	C3

	CP-080555
	29.163
	0245
	2
	8.3.0
	Rel-8
	CW interworking
	approved
	B
	8.4.0
	ICW-C3
	C3

	CP-080556
	29.163
	0246
	1
	8.3.0
	Rel-8
	Mapping of Call Rejected
	approved
	F
	8.4.0
	IMS-CCR-IWCS
	C3

	CP-080547
	29.163
	0247
	1
	8.3.0
	Rel-8
	Interworking of overlap with multiple INVITEs encoding
	noted
	B
	
	Overlap
	C3

	CP-080565
	29.212
	0079
	6
	8.0.0
	Rel-8
	PCC Error Handling Procedures
	revised
	F
	
	SAES-St3-PCC
	C3

	CP-080651
	29.212
	0079
	9
	8.0.0
	Rel-8
	PCC Error Handling Procedures
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0103
	2
	8.0.0
	Rel-8
	Update Gxx interface for Gateway relocation scenarios
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080650
	29.212
	0103
	3
	8.0.0
	Rel-8
	Update Gxx interface for Gateway relocation scenarios
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0104
	2
	8.0.0
	Rel-8
	PCRF Initiated GW Control Session Termination
	postponed
	B
	
	SAES-St3-PCC
	C3

	CP-080553
	29.212
	0105
	1
	7.5.0
	Rel-7
	Removal of BCM=Nw-Only
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.212
	0106
	1
	8.0.0
	Rel-8
	Removal of BCM=Nw-Init
	approved
	A
	8.1.0
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0107
	1
	8.0.0
	Rel-8
	ARP Handling in Gx
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0107
	1
	8.0.0
	Rel-8
	ARP Handling in Gx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0108
	2
	8.0.0
	Rel-8
	Event Triggers handling in Gxx 
	postponed
	B
	
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0110
	3
	8.0.0
	Rel-8
	Completion of QoS rules request procedure in Gxx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0110
	3
	8.0.0
	Rel-8
	Completion of QoS rules request procedure in Gxx
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080553
	29.212
	0113
	-
	7.5.0
	Rel-7
	Error code misalignments
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.212
	0114
	-
	8.0.0
	Rel-8
	Error code misalignments
	approved
	A
	8.1.0
	PCC
	C3

	CP-080565
	29.212
	0117
	3
	8.0.0
	Rel-8
	Add CoA and tunnel related AVPs
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0117
	3
	8.0.0
	Rel-8
	Add CoA and Tunnel related AVPs
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0118
	1
	8.0.0
	Rel-8
	Separation of GPRS specific procedures
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0118
	1
	8.0.0
	Rel-8
	Separation of GPRS specific procedures
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0119
	1
	8.0.0
	Rel-8
	All access PLMN identifier AN-MCC-MNC AVP
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080649
	29.212
	0119
	4
	8.0.0
	Rel-8
	Use 3GPP-SGSN-MCC-MNC AVP for all accesses
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0120
	3
	8.0.0
	Rel-8
	Gxx Application Id
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080648
	29.212
	0120
	4
	8.0.0
	Rel-8
	Gxx Application Id
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080553
	29.212
	0123
	3
	7.5.0
	Rel-7
	PCC Error Handling Procedures
	approved
	F
	7.6.0
	PCC
	C3

	CP-080565
	29.212
	0124
	1
	8.0.0
	Rel-8
	Removing the unnecessary subclause
	reissued
	D
	
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0124
	1
	8.0.0
	Rel-8
	Removing the unnecessary subclause
	approved
	D
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0125
	1
	8.0.0
	Rel-8
	PCRF initiated gateway control session termination
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0125
	1
	8.0.0
	Rel-8
	PCRF initiated gateway control session termination
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080553
	29.212
	0134
	1
	7.5.0
	Rel-7
	Missing AVP codes
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.212
	0135
	1
	8.0.0
	Rel-8
	Missing AVP codes
	approved
	A
	8.1.0
	PCC
	C3

	CP-080634
	29.212
	0136
	-
	8.0.0
	Rel-8
	Updates on Gxx reference point
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0136
	-
	8.0.0
	Rel-8
	Updates on Gxx reference point   
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0137
	2
	8.0.0
	Rel-8
	Gxx reused AVPs
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080652
	29.212
	0137
	3
	8.0.0
	Rel-8
	Gxx reused/specific AVPs
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0138
	2
	8.0.0
	Rel-8
	Gxx commands
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0138
	2
	8.0.0
	Rel-8
	Gxx commands
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.212
	0139
	1
	8.0.0
	Rel-8
	Add Tunnel related AVPs
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.212
	0139
	1
	8.0.0
	Rel-8
	Add tunnel related AVPs
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080553
	29.212
	0144
	2
	7.5.0
	Rel-7
	Setting of Precedence in PCRF-initiated IP-CAN session modifcation
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.212
	0145
	2
	8.0.0
	Rel-8
	Setting of Precedence in PCRF-initiated IP-CAN session modifcation
	approved
	A
	8.1.0
	PCC
	C3

	CP-080553
	29.212
	0148
	1
	7.5.0
	Rel-7
	Correction of RAA command
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.212
	0149
	1
	8.0.0
	Rel-8
	Correction of RAA command
	approved
	A
	8.1.0
	PCC
	C3

	CP-080553
	29.212
	0150
	4
	7.5.0
	Rel-7
	Out of credit indication
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.212
	0151
	4
	8.0.0
	Rel-8
	Out of credit indication
	approved
	A
	8.1.0
	PCC
	C3

	CP-080553
	29.213
	0051
	2
	7.5.0
	Rel-7
	Removal of the session information request from the PCRF to the AF
	approved
	F
	7.6.0
	PCC
	C3

	CP-080634
	29.213
	0054
	3
	8.0.0
	Rel-8
	Roaming Scenarios on S9 for LBO case (HPLMN)
	approved
	B
	8.1.0
	
	C3

	CP-080565
	29.213
	0054
	3
	8.0.0
	Rel-8
	Roaming Scenarios on S9 for LBO case (HPLMN)
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0055
	4
	8.0.0
	Rel-8
	Roaming Scenarios on S9 for LBO case (VPLMN)
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0055
	4
	8.0.0
	Rel-8
	Roaming Scenarios on S9 for LBO case (VPLMN)
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080553
	29.213
	0057
	1
	7.5.0
	Rel-7
	Removal of BCM=Nw-Only
	approved
	F
	7.6.0
	PCC
	C3

	CP-080553
	29.213
	0058
	1
	8.0.0
	Rel-8
	Removal of BCM=Nw-Only
	approved
	A
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0059
	1
	8.0.0
	Rel-8
	ARP Handling
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0059
	1
	8.0.0
	Rel-8
	ARP Handling
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0060
	3
	8.0.0
	Rel-8
	Gateway Control session Establishment Procedure
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0060
	3
	8.0.0
	Rel-8
	Gateway Control Session Establishment Procedure
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0061
	2
	8.0.0
	Rel-8
	IP-CAN Session Establishment flow description
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0061
	2
	8.0.0
	Rel-8
	IP-CAN Session Establishment flow description
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080562
	29.213
	0063
	-
	8.0.0
	Rel-8
	Remove unused reference
	revised
	F
	
	REDOC_3GPP2
	C3

	CP-080639
	29.213
	0063
	1
	8.0.0
	Rel-8
	Remove unused reference
	approved
	F
	8.1.0
	REDOC_3GPP2
	C3

	CP-080565
	29.213
	0064
	1
	8.0.0
	Rel-8
	Update to binding mechanisms
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0064
	1
	8.0.0
	Rel-8
	Update to binding mechanisms
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0065
	3
	8.0.0
	Rel-8
	Gateway control and QoS rules request flow
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0065
	3
	8.0.0
	Rel-8
	Gateway control and QoS rules request flow
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0066
	3
	8.0.0
	Rel-8
	Gateway control and QoS rules provision flow
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0066
	3
	8.0.0
	Rel-8
	Gateway control and QoS rules provision flow
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0067
	2
	8.0.0
	Rel-8
	Gateway control session termination flow
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0067
	2
	8.0.0
	Rel-8
	Gateway control session termination flow
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080560
	29.213
	0070
	2
	8.0.0
	Rel-8
	Information for Session binding
	revised
	C
	
	PCC
	C3

	CP-080634
	29.213
	0071
	4
	8.0.0
	Rel-8
	Update of UE-Initiated IP-CAN Session termination flow
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0071
	4
	8.0.0
	Rel-8
	Update of UE-Initiated IP-CAN Session termination flow
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0072
	3
	8.0.0
	Rel-8
	Update of GW-Initiated IP-CAN Session termination flow
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0072
	3
	8.0.0
	Rel-8
	Update of GW-Initiated IP-CAN Session termination flow
	approved
	B
	8.1.0
	SAE-St3-PCC
	C3

	CP-080565
	29.213
	0073
	3
	8.0.0
	Rel-8
	Update of PCRF-Initiated IP-CAN Session termination folw
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0073
	3
	8.0.0
	Rel-8
	Update of PCRF-Initiated IP-CAN Session termination flow
	approved
	B
	8.1.0
	SAE-Ct3-PCC
	C3

	CP-080634
	29.213
	0074
	1
	8.0.0
	Rel-8
	Update of the scope and references of 29.213
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0074
	1
	8.0.0
	Rel-8
	Update of the scope and references of 29.213
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080634
	29.213
	0076
	2
	8.0.0
	Rel-8
	General description for the DRA solutions
	approved
	B
	8.1.0
	PCC
	C3

	CP-080565
	29.213
	0076
	2
	8.0.0
	Rel-8
	General description for the DRA solutions
	reissued
	B
	
	PCC
	C3

	CP-080561
	29.213
	0078
	2
	8.0.0
	Rel-8
	PDN information in Rx interface
	revised
	F
	
	PCC
	C3

	CP-080486
	29.213
	0078
	3
	8.0.0
	Rel-8
	PDN information in Rx interface
	approved
	F
	8.1.0
	PCC
	C3

	CP-080553
	29.213
	0079
	-
	8.0.0
	Rel-8
	Removal of the session information request from the PCRF to the AF
	approved
	A
	8.1.0
	PCC
	C3

	CP-080634
	29.213
	0082
	2
	8.0.0
	Rel-8
	Applicability of QoS mapping functions
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0082
	2
	8.0.0
	Rel-8
	Applicability of QoS mapping functions
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0086
	1
	8.0.0
	Rel-8
	DRA proxy solution description
	rejected
	B
	
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0096
	-
	8.0.0
	Rel-8
	Proxy DRA flows during IP-CAN session establishment
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080655
	29.213
	0096
	1
	8.0.0
	Rel-8
	Proxy DRA flows during IP-CAN session establishment
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0097
	1
	8.0.0
	Rel-8
	Redirect DRA flows during IP-CAN session establishment/modification
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080656
	29.213
	0097
	2
	8.0.0
	Rel-8
	Redirect DRA flows during IP-CAN session establishment/modification
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0098
	2
	8.0.0
	Rel-8
	Redirect DRA flows during IP-CAN session termination
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080657
	29.213
	0098
	3
	8.0.0
	Rel-8
	Redirect DRA flows during IP-CAN session termination
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0099
	1
	8.0.0
	Rel-8
	DRA redirect procedures
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080645
	29.213
	0099
	2
	8.0.0
	Rel-8
	DRA redirect procedures
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0100
	1
	8.0.0
	Rel-8
	Proxy DRA flows during IP-CAN session modification
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080653
	29.213
	0100
	2
	8.0.0
	Rel-8
	Proxy DRA flows during IP-CAN session modification
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080565
	29.213
	0101
	1
	8.0.0
	Rel-8
	Proxy DRA flows during IP-CAN session termination
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080654
	29.213
	0101
	2
	8.0.0
	Rel-8
	Proxy DRA flows during IP-CAN session termination
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080560
	29.214
	0065
	3
	8.1.0
	Rel-8
	PDN information in Rx interface
	revised
	C
	
	PCC
	C3

	CP-080561
	29.214
	0068
	2
	8.1.0
	Rel-8
	PDN information in Rx interface
	revised
	F
	
	PCC
	C3

	CP-080487
	29.214
	0068
	3
	8.1.0
	Rel-8
	PDN information in Rx interface
	approved
	F
	8.2.0
	PCC
	C3

	CP-080456
	29.228
	0412
	2
	7.9.0
	Rel-7
	Emergency Public User Identity removal
	approved
	F
	7.10.0
	EMC1
	C4

	CP-080456
	29.228
	0413
	2
	8.2.0
	Rel-8
	Emergency Public User Identity removal
	approved
	A
	8.3.0
	EMC1
	C4

	CP-080460
	29.228
	0420
	1
	8.2.0
	Rel-8
	"Support of ""Loose-Route"" indication from HSS"
	approved
	B
	8.3.0
	IMS_Corp
	C4

	CP-080463
	29.228
	0421
	-
	8.2.0
	Rel-8
	Cx Impacts of IMS Restoration Procedures
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080460
	29.228
	0423
	2
	8.2.0
	Rel-8
	Filter Criteria enhancement for 3rd party REGISTER
	approved
	C
	8.3.0
	TEI8
	C4

	CP-080463
	29.228
	0425
	1
	8.2.0
	Rel-8
	Addition of Registered Private Identities in SAA
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080460
	29.228
	0426
	1
	8.2.0
	Rel-8
	Add Assigned S-CSCF name to SAA
	approved
	B
	8.3.0
	IMS_Corp
	C4

	CP-080456
	29.229
	0148
	1
	7.7.0
	Rel-7
	Emergency Public User Identity removal
	approved
	F
	7.8.0
	EMC1
	C4

	CP-080456
	29.229
	0149
	1
	8.2.0
	Rel-8
	Emergency Public User Identity removal
	approved
	A
	8.3.0
	EMC1
	C4

	CP-080460
	29.229
	0155
	1
	8.2.0
	Rel-8
	"Support of ""Loose-Route"" indication from HSS"
	approved
	B
	8.3.0
	IMS_Corp
	C4

	CP-080463
	29.229
	0156
	1
	8.2.0
	Rel-8
	Cx Impacts of IMS Restoration Procedures
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080463
	29.229
	0158
	-
	8.2.0
	Rel-8
	Add IMS Restoration as a new feature
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080463
	29.229
	0159
	1
	8.2.0
	Rel-8
	Addition of Registered Private Identities in SAA
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080460
	29.229
	0160
	-
	8.2.0
	Rel-8
	Add Assigned S-CSCF name to SAA
	approved
	B
	8.3.0
	IMS_Corp
	C4

	CP-080456
	29.230
	0118
	-
	7.11.0
	Rel-7
	Emergency Public User Identity removal
	approved
	F
	7.12.0
	EMC1
	C4

	CP-080456
	29.230
	0119
	-
	8.2.0
	Rel-8
	Emergency Public User Identity removal
	approved
	A
	8.3.0
	EMC1
	C4

	CP-080460
	29.230
	0121
	1
	8.2.0
	Rel-8
	"Support of ""Loose-Route"" indication from HSS"
	approved
	B
	8.3.0
	IMS_Corp
	C4

	CP-080460
	29.230
	0122
	1
	8.2.0
	Rel-8
	STaMIP Application Id
	approved
	B
	8.3.0
	TEI8
	C4

	CP-080463
	29.230
	0123
	-
	8.2.0
	Rel-8
	Cx Impacts of IMS Restoration Procedures (New AVP Codes Assignment)
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080463
	29.230
	0124
	-
	8.2.0
	Rel-8
	Addition of Registered Private Identities in SAA
	approved
	B
	8.3.0
	IMS_RP
	C4

	CP-080466
	29.232
	0591
	3
	8.3.0
	Rel-8
	IP Interface Type Indicator
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080466
	29.232
	0592
	1
	8.3.0
	Rel-8
	Use of Global Text Telephony with A over IP
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080466
	29.232
	0593
	-
	8.3.0
	Rel-8
	PLMN BC and GSM Channel Coding for AoIP
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080461
	29.232
	0594
	1
	8.3.0
	Rel-8
	Expansion of scope for IMS Centralised Service Access
	approved
	B
	8.4.0
	ICSRA
	C4

	CP-080466
	29.232
	0599
	2
	8.3.0
	Rel-8
	Support of GSM codec
	approved
	F
	8.4.0
	AoIP-CN
	C4

	CP-080468
	29.232
	0601
	-
	8.3.0
	Rel-8
	CTM properties setting
	approved
	F
	8.4.0
	TEI8
	C4

	CP-080466
	29.232
	0604
	1
	8.3.0
	Rel-8
	Emergency Call Indication for AoIP and SIP-I terminations
	approved
	B
	8.4.0
	AoIP-CN
	C4

	CP-080453
	29.232
	0606
	-
	6.13.0
	Rel-6
	Service Change Reason in (G)MSC Server Out of Service
	revised
	F
	
	TEI6
	C4

	CP-080632
	29.232
	0606
	1
	6.13.0
	Rel-6
	Service Change Reason in (G)MSC Server Out of Service
	approved
	F
	6.14.0
	TEI6
	C4

	CP-080453
	29.232
	0607
	-
	7.10.0
	Rel-7
	Service Change Reason in (G)MSC Server Out of Service
	approved
	F
	7.11.0
	TEI6
	C4

	CP-080453
	29.232
	0608
	-
	8.3.0
	Rel-8
	Service Change Reason in (G)MSC Server Out of Service
	approved
	A
	8.4.0
	TEI6
	C4

	CP-080460
	29.328
	0247
	4
	8.1.0
	Rel-8
	Adding the Deletion Notification of a Public Identity to the AS
	approved
	C
	8.2.0
	TEI8
	C4

	CP-080460
	29.328
	0257
	1
	8.1.0
	Rel-8
	Removal of subscription data related to AS permission which has been prohibited
	approved
	C
	8.2.0
	TEI8
	C4

	CP-080469
	29.332
	0131
	2
	8.2.0
	Rel-8
	Mona H.248 package definitions
	approved
	F
	8.3.0
	MIW-IMS 
	C4

	CP-080454
	29.332
	0132
	-
	6.12.1
	Rel-6
	Service Change Reason in (G)MSC Server Out of Service
	approved
	F
	6.13.0
	TEI6
	C4

	CP-080454
	29.332
	0133
	-
	7.10.0
	Rel-7
	Service Change Reason in (G)MSC Server Out of Service
	approved
	A
	7.11.0
	TEI6
	C4

	CP-080454
	29.332
	0134
	-
	8.2.0
	Rel-8
	Service Change Reason in (G)MSC Server Out of Service
	approved
	A
	8.3.0
	TEI6
	C4

	CP-080465
	29.333
	0025
	1
	8.1.0
	Rel-8
	Alignment of Supported Transports
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080465
	29.333
	0026
	2
	8.1.0
	Rel-8
	Floor Control Procedures, Stage 3
	approved
	B
	8.2.0
	eMp
	C4

	CP-080465
	29.333
	0027
	-
	8.1.0
	Rel-8
	Message Conference Procedure for Stage 3
	approved
	B
	8.2.0
	eMp
	C4

	CP-080557
	29.458
	0001
	-
	8.0.0
	Rel-8
	Correction in add on charging information
	approved
	F
	8.1.0
	MAINT_R2
	C3

	CP-080557
	29.458
	0002
	-
	8.0.0
	Rel-8
	Network identification format for SIP Transfer of Charging Information parameters
	approved
	F
	8.1.0
	MAINT_R2
	C3

	CP-080557
	29.527
	0004
	2
	8.1.0
	Rel-8
	Mapping of TMU
	approved
	F
	8.2.0
	MAINT_R2
	C3

	CP-080557
	29.527
	0005
	2
	8.1.0
	Rel-8
	Progress Indicator mapping
	approved
	F
	8.2.0
	MAINT_R2
	C3

	CP-080582
	31.102
	0370
	1
	6.20.0
	Rel-6
	Authentication of GBA
	approved
	F
	6.21.0
	TEI6
	C6

	CP-080582
	31.102
	0371
	1
	7.12.0
	Rel-7
	Authentication of GBA
	approved
	A
	7.13.0
	TEI6
	C6

	CP-080582
	31.102
	0372
	-
	8.2.0
	Rel-8
	Authentication of GBA
	approved
	A
	8.3.0
	TEI6
	C6

	CP-080583
	31.102
	0373
	1
	8.2.0
	Rel-8
	Introduction of ICE information in the UICC
	revised
	B
	
	TEI8
	C6

	CP-080642
	31.102
	0373
	2
	8.2.0
	Rel-8
	Introduction of ICE information in the UICC
	approved
	B
	8.3.0
	ICE
	C6

	CP-080642
	31.102
	0375
	2
	8.2.0
	Rel-8
	Configuration of Network Connectivity parameters for UICC remote IP connections
	approved
	B
	8.3.0
	TEI8
	C6

	CP-080583
	31.102
	0375
	2
	8.2.0
	Rel-8
	Configuration of Network Connectivity parameters for UICC remote IP connections
	reissued
	B
	
	TEI8
	C6

	CP-080583
	31.102
	0376
	-
	8.2.0
	Rel-8
	Introduction of new access technologies for LTE
	reissued
	B
	
	SAES
	C6

	CP-080642
	31.102
	0376
	-
	8.2.0
	Rel-8
	Introduction of new access technologies for LTE
	approved
	B
	8.3.0
	SAES
	C6

	CP-080585
	31.103
	0053
	1
	7.3.0
	Rel-8
	Introduction of support for IMS local breakout
	approved
	B
	8.0.0
	TEI8
	C6

	CP-080584
	31.103
	0054
	-
	6.12.1
	Rel-6
	Authentication of GBA
	approved
	F
	6.13.0
	TEI6
	C6

	CP-080584
	31.103
	0055
	1
	7.3.0
	Rel-7
	Authentication of GBA
	approved
	F
	7.4.0
	TEI7
	C6

	CP-080586
	31.111
	0196
	3
	8.2.0
	Rel-8
	Introduction of a geographical location discovery mechanism in the USIM Toolkit
	revised
	B
	
	TEI8
	C6

	CP-080658
	31.111
	0196
	4
	8.2.0
	Rel-8
	Introduction of a geographical location discovery mechanism in the USIM Toolkit
	approved
	B
	8.3.0
	TEI8
	C6

	CP-080586
	31.111
	0197
	-
	8.2.0
	Rel-8
	Correction of a missing closing parenthesis in 31.111 8.19.
	approved
	F
	8.3.0
	TEI8
	C6

	CP-080587
	31.121
	0115
	-
	7.4.0
	Rel-7
	Essential correction of TC 8.4 applicability
	approved
	F
	7.5.0
	TEI7
	C6

	CP-080588
	31.124
	0164
	-
	7.4.0
	Rel-7
	Essential correction of TC 27.22.4.12.1 Seq. 1.6
	approved
	F
	7.5.0
	TEI7
	C6

	CP-080588
	31.124
	0165
	-
	7.4.0
	Rel-7
	Essential correction of test case applicability
	approved
	F
	7.5.0
	TEI7
	C6

	CP-080588
	31.124
	0166
	-
	7.4.0
	Rel-7
	Essential correction of TC 27.22.7.8.1
	approved
	F
	7.5.0
	TEI7
	C6

	CP-080589
	31.213
	0001
	-
	6.0.0
	Rel-6
	Correction and completion of JavaTM files in Annex D
	approved
	F
	6.1.0
	TEI6
	C6

	CP-080589
	31.213
	0002
	-
	7.0.0
	Rel-7
	Correction and completion of JavaTM files in Annex D
	approved
	F
	7.1.0
	TEI6
	C6

	SP-080465
	32.101
	0038
	-
	8.2.0
	Rel-8
	Update of PLMN management processes, relation to IRPs.
	approved
	F
	8.3.0
	OAM8
	S5

	SP-080466
	32.240
	0018
	-
	8.3.0
	Rel-8
	R8 CR 32.240 Add missing reference points description
	approved
	F
	8.4.0
	CH8
	S5

	SP-080642
	32.240
	0019
	-
	8.3.0
	Rel-8
	Clarifications for EPC offline Charging
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080462
	32.240
	0019
	-
	8.3.0
	Rel-8
	Clarifications for EPC offline Charging
	reissued
	B
	
	EPC-CH
	S5

	SP-080462
	32.240
	0020
	-
	8.3.0
	Rel-8
	Alignment on Bx interface
	revised
	D
	
	EPC-CH
	S5

	SP-080642
	32.240
	0020
	1
	8.3.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.4.0
	EPC-CH
	S5

	SP-080462
	32.251
	0065
	-
	8.2.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.3.0
	EPC-CH
	S5

	SP-080462
	32.251
	0066
	-
	8.2.0
	Rel-8
	Impact on Charging trigger for EPC Charging
	approved
	B
	8.3.0
	EPC-CH
	S5

	SP-080462
	32.251
	0067
	-
	8.2.0
	Rel-8
	Impact of Rf Introduction  for EPC offline Charging description
	approved
	B
	8.3.0
	EPC-CH
	S5

	SP-080466
	32.260
	0059
	-
	8.4.0
	Rel-8
	Correction on Number Portability and Carrier Select Routing Information
	approved
	F
	8.5.0
	CH8
	S5

	SP-080466
	32.260
	0060
	-
	8.4.0
	Rel-8
	Charging management for IMS service continuity
	approved
	B
	8.5.0
	CH8
	S5

	SP-080462
	32.272
	0026
	-
	8.0.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.1.0
	EPC-CH
	S5

	SP-080466
	32.274
	0003
	-
	8.2.0
	Rel-8
	Multiple SMS destination  - Alignment with TS 23.040
	approved
	C
	8.3.0
	CH8
	S5

	SP-080466
	32.274
	0004
	-
	8.2.0
	Rel-8
	Introduce Online Charging from SMS-SC into 3GPP TS 32.274
	approved
	B
	8.3.0
	CH8
	S5

	SP-080466
	32.297
	0006
	-
	7.1.0
	Rel-8
	Clarification on EPC Charging
	approved
	B
	8.0.0
	CH8
	S5

	SP-080462
	32.297
	0007
	-
	7.1.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.0.0
	EPC-CH
	S5

	SP-080466
	32.299
	0214
	-
	8.3.0
	Rel-8
	Correction of inconsistencies in Offline Charging and Online Charging messages
	approved
	F
	8.4.0
	CH8
	S5

	SP-080466
	32.299
	0215
	-
	8.3.0
	Rel-8
	Correction on AVP codes - Alignment with TS 29.230
	approved
	F
	8.4.0
	CH8
	S5

	SP-080466
	32.299
	0216
	-
	8.3.0
	Rel-8
	Multiple SMS destination  - Alignment with TS 23.040
	approved
	C
	8.4.0
	CH8
	S5

	SP-080465
	32.404
	0008
	-
	8.1.0
	Rel-8
	Add EPS into the performance measurement definition template in 32.404
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080465
	32.405
	0047
	-
	8.3.0
	Rel-8
	Correct measurements related to Mac-d setups for HSUPA
	approved
	F
	8.4.0
	OAM8
	S5

	SP-080465
	32.405
	0048
	-
	8.3.0
	Rel-8
	Correct measurements related to channel switch between RACH/DCH and E-DCH
	approved
	F
	8.4.0
	OAM8
	S5

	SP-080465
	32.405
	0049
	-
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	revised
	F
	
	OAM8
	S5

	SP-080466
	32.405
	0049
	1
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	reissued
	F
	
	OAM8
	S5

	SP-080646
	32.405
	0049
	1
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	reissued
	F
	
	OAM8
	S5

	SP-080654
	32.405
	0049
	1
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	approved
	F
	8.4.0
	OAM8
	S5

	SP-080646
	32.405
	0050
	-
	8.3.0
	Rel-8
	Add measurements related to serving E-DCH cell change
	revised
	B
	
	OAM8
	S5

	SP-080465
	32.405
	0050
	-
	8.3.0
	Rel-8
	Add measurements related to serving E-DCH cell change
	revised
	B
	
	OAM8
	S5

	SP-080654
	32.405
	0050
	1
	8.3.0
	Rel-8
	Add measurements related to serving E-DCH cell change
	approved
	B
	8.4.0
	OAM8
	S5

	SP-080460
	32.407
	0005
	-
	7.1.0
	Rel-7
	Incorrect description of information flow for paging related performance.
	approved
	F
	7.2.0
	OAM7-PM
	S5

	SP-080465
	32.421
	0019
	-
	8.2.0
	Rel-8
	Change the description for Trace Recording Session Reference
	approved
	C
	8.3.0
	OAM8
	S5

	SP-080465
	32.422
	0041
	-
	8.1.0
	Rel-8
	Providing subescriber identities for Cell Traffic Trace - Procedures
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080465
	32.441
	0003
	-
	8.0.0
	Rel-8
	Inclusion of Notification IRP
	approved
	C
	8.1.0
	OAM8
	S5

	SP-080460
	32.645
	0037
	-
	7.5.0
	Rel-7
	Correction of XSD containment for UTRAN Cell classes
	approved
	F
	7.6.0
	OAM7-NIM
	S5

	SP-080514
	33.107
	0073
	-
	8.4.0
	Rel-8
	Updates to TS 33.107 to support LI for EPS
	approved
	B
	8.5.0
	LI8
	S3

	SP-080485
	33.141
	0008
	1
	8.0.0
	Rel-8
	Removing annex B of TS 33.141
	approved
	F
	8.1.0
	IMS-Sec
	S3

	SP-080485
	33.141
	0009
	2
	8.0.0
	Rel-8
	New normative Annex on GPRS-IMS-Bundled Authentication for Ut interface security
	approved
	B
	8.1.0
	IMS-Sec
	S3

	SP-080484
	33.203
	0140
	1
	8.3.0
	Rel-8
	Correction of description of HSS tasks
	reissued
	F
	
	IMS-Sec
	S3

	SP-080544
	33.203
	0140
	1
	8.3.0
	Rel-8
	Correction of description of HSS tasks
	approved
	F
	8.4.0
	IMS-Sec
	S3

	SP-080544
	33.203
	0141
	1
	8.3.0
	Rel-8
	Updates to stage 2 description of NASS-IMS bundled authentication
	approved
	F
	8.4.0
	IMS-Sec
	S3

	SP-080485
	33.203
	0142
	-
	8.3.0
	Rel-8
	Changes to TS 33.203 due to a new normative Annex on GIBA
	approved
	F
	8.4.0
	IMS-Sec
	S3

	SP-080485
	33.203
	0143
	-
	8.3.0
	Rel-8
	New normative Annex on GPRS-IMS-Bundled Authentication (GIBA)
	approved
	B
	8.4.0
	IMS-Sec
	S3

	SP-080544
	33.203
	0144
	-
	8.3.0
	Rel-8
	Removal of Editor's note in Annex P.4.2
	approved
	F
	8.4.0
	IMS-Sec
	S3

	SP-080484
	33.203
	0144
	-
	8.3.0
	Rel-8
	Removal of EditorÆs note in Annex P.4.2
	reissued
	F
	
	IMS-Sec
	S3

	SP-080544
	33.203
	0145
	1
	8.3.0
	Rel-8
	Resolution of Editor's note on 3GPP2 NDS requirement
	approved
	C
	8.4.0
	IMS-Sec
	S3

	SP-080484
	33.203
	0145
	1
	8.3.0
	Rel-8
	Resolution of EditorÆs note on 3GPP2 NDS requirement
	reissued
	C
	
	IMS-Sec
	S3

	SP-080544
	33.203
	0146
	1
	8.3.0
	Rel-8
	CR to 33.203 on ISIM
	rejected
	F
	
	IMS-Sec
	S3

	SP-080484
	33.203
	0146
	1
	8.3.0
	Rel-8
	Alignment of ISIM and ISIM application terminology
	reissued
	F
	
	IMS-Sec
	S3

	SP-080645
	33.203
	0146
	2
	8.3.0
	Rel-8
	Alignment of ISIM and ISIM application terminology
	rejected
	F
	
	IMS-Sec
	S3

	SP-080544
	33.203
	0147
	-
	8.3.0
	Rel-8
	CR to 33.203 on IMC application
	rejected
	F
	
	IMS-Sec
	S3

	SP-080484
	33.203
	0147
	-
	8.3.0
	Rel-8
	Adding a definition for 3GPP2 Common IMS
	reissued
	F
	
	IMS-Sec
	S3

	SP-080544
	33.210
	0023
	3
	8.0.0
	Rel-8
	Introduction of Network Domain Security support for 3GPP2 IMS
	approved
	B
	8.1.0
	IMS-Sec
	S3

	SP-080484
	33.210
	0023
	3
	8.0.0
	Rel-8
	Introduction of Network Domain Security support for 3GPP2 IMS
	reissued
	B
	
	IMS-Sec
	S3

	SP-080486
	33.220
	0139
	1
	8.3.0
	Rel-8
	Zh and ZhÆ intradomain reference points
	approved
	F
	8.4.0
	TEI8
	S3

	SP-080483
	33.223
	0002
	1
	8.0.0
	Rel-8
	CR 33.223: GPI Protection
	approved
	C
	8.1.0
	GBAPush
	S3

	SP-080488
	33.223
	0002
	1
	8.0.0
	Rel-8
	Clarifications to S2c access
	approved
	C
	8.1.0
	SAES
	S3

	SP-080483
	33.223
	0004
	1
	8.0.0
	Rel-8
	CR 33.223: UE registration at Push NAF
	approved
	D
	8.1.0
	GBAPush
	S3

	SP-080487
	33.401
	0001
	1
	8.0.0
	Rel-8
	SAE: backhaul link management plane protection
	approved
	B
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0005
	2
	8.0.0
	Rel-8
	CS key derivation in SRVCC
	approved
	B
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0006
	1
	8.0.0
	Rel-8
	CR 33.401: Correction of text on security context and authentication data
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0007
	1
	8.0.0
	Rel-8
	CR 33.401: Completing the specification on air interface ciphering and integrity algorithms inputs
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0009
	1
	8.0.0
	Rel-8
	CR 33.401 :Ensuring security context freshness on handover from an SGSN towards MME
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0010
	1
	8.0.0
	Rel-8
	KeNB forward security simplification
	approved
	C
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0011
	-
	8.0.0
	Rel-8
	CR-33401: AS SMC clarifications
	rejected
	F
	
	SAES
	S3

	SP-080487
	33.401
	0012
	1
	8.0.0
	Rel-8
	CR-33401: NAS SMC handling clarifications
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0013
	1
	8.0.0
	Rel-8
	CR-33401: Replay UE capabilities in the NAS SMC Command message
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0014
	1
	8.0.0
	Rel-8
	CR-33401: IDLE mode IRAT key freshness from UTRAN to E-UTRAN
	rejected
	F
	
	SAES
	S3

	SP-080487
	33.401
	0015
	1
	8.0.0
	Rel-8
	KeNB derivation when activating cached security context
	rejected
	C
	
	SAES
	S3

	SP-080487
	33.401
	0016
	1
	8.0.0
	Rel-8
	CR-33401: Security Context Selection on IRAT handover to E-UTRAN
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0017
	1
	8.0.0
	Rel-8
	Key freshness during mobility from E-UTRAN to UTRAN/GERAN
	approved
	C
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0021
	1
	8.0.0
	Rel-8
	CR: Removal of editor's note related to key change on-the-fly
	approved
	D
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0022
	1
	8.0.0
	Rel-8
	CR: Editorial cleanup of TS 33.401
	approved
	D
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0023
	1
	8.0.0
	Rel-8
	CR: Algorithm selection cleanup
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0024
	-
	8.0.0
	Rel-8
	CR: Signalling of UE security capabilities at IRAT idle mode mobility
	rejected
	C
	
	SAES
	S3

	SP-080487
	33.401
	0025
	1
	8.0.0
	Rel-8
	CR: Additional inputs to EPS Key Derivation Function (KDF)
	approved
	C
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0026
	1
	8.0.0
	Rel-8
	CR: Add requirement to have replay protection for NAS and RRC
	approved
	D
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0027
	1
	8.0.0
	Rel-8
	CR Key identifier handling on inter-RAT mobility
	rejected
	C
	
	SAES
	S3

	SP-080487
	33.401
	0029
	1
	8.0.0
	Rel-8
	NAS key re-keying
	approved
	C
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0030
	-
	8.0.0
	Rel-8
	EPS key hierarchy
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0032
	2
	8.0.0
	Rel-8
	Clarification on MSIN_IMEI  confidentiality protected limitation
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0035
	1
	8.0.0
	Rel-8
	NAS integrity tag term consistent
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0038
	-
	8.0.0
	Rel-8
	CR on KSI security context desynchronization
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.401
	0039
	-
	8.0.0
	Rel-8
	Note on SNID IP binding
	approved
	F
	8.1.0
	SAES
	S3

	SP-080653
	33.401
	0040
	-
	8.0.0
	Rel-8
	IRAT related changes (merge of CRs 14,24,27)
	approved
	C
	8.1.0
	SAES
	S3

	SP-080653
	33.401
	0041
	-
	8.0.0
	Rel-8
	KeNB derivation when activating cached security context and AS SMC clarifications (merge of CR0011 and CR0015)
	approved
	C
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0002
	-
	8.0.0
	Rel-8
	Resolution of 1st Ed Note in Clause 6.1 TS33.402
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0004
	1
	8.0.0
	Rel-8
	Resolution of the Ed Notes under clause 8.2.5, TS33.402
	approved
	C
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0005
	1
	8.0.0
	Rel-8
	CR on UE-ANDSF security
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0006
	1
	8.0.0
	Rel-8
	MIPv4 Signalling protection between PDN-GW and FA
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0007
	1
	8.0.0
	Rel-8
	Resolution of Ed notes on MIPv4 Root key generation
	approved
	C
	8.1.0
	SAES
	S3

	SP-080545
	33.402
	0009
	1
	8.0.0
	Rel-8
	CR to 33.402 on EAP-AKA
	rejected
	B
	
	SAES
	S3

	SP-080619
	33.402
	0009
	3
	8.0.0
	Rel-8
	Storage of EAP-AKA credentials
	rejected
	B
	
	SAES
	S3

	SP-080488
	33.402
	0012
	-
	8.0.0
	Rel-8
	correction of 33.402
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0013
	-
	8.0.0
	Rel-8
	Clarification of text on access network identities
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0014
	-
	8.0.0
	Rel-8
	Clarification of use of AMF separation bit with EAP-AKA access authentication
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0015
	-
	8.0.0
	Rel-8
	Clarification on handling of authentication vectors in the 3GPP AAA server
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0016
	-
	8.0.0
	Rel-8
	Resolution of Ed notes on use of EAP-AKA in IKEv2
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0016
	2
	8.0.0
	Rel-8
	update of S3-080756 Resolution of EditorÆs notes regarding parameter exchange in access authentication
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0018
	-
	8.0.0
	Rel-8
	Removing the restriction on AKA for Trusted Access
	approved
	F
	8.1.0
	SAES
	S3

	SP-080487
	33.402
	0018
	-
	8.0.0
	Rel-8
	Distribution of authentication data from HSS to serving network
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0022
	1
	8.0.0
	Rel-8
	Methods to avoid impersonation attacks on S2c
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0023
	2
	8.0.0
	Rel-8
	Resolution of 2nd And 3rd Editor's Notes in 8.2.2
	approved
	F
	8.1.0
	SAES
	S3

	SP-080488
	33.402
	0024
	-
	8.0.0
	Rel-8
	Note on SNID IP binding
	approved
	F
	8.1.0
	SAES
	S3

	SP-080546
	33.402
	0025
	-
	8.0.0
	Rel-8
	CR on EAP AKA (relaxation scenario)
	revised
	B
	
	SAES
	S3

	SP-080641
	33.402
	0025
	1
	8.0.0
	Rel-8
	CR on EAP AKA (relaxation scenario)
	approved
	B
	8.1.0
	SAES
	SP

	RP-080561
	34.108
	0687
	-
	8.3.0
	Rel-8
	Addition of combinations on HS-DSCH and E-PUCH to typical radio parameter sets for 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080568
	34.108
	0688
	-
	8.3.0
	Rel-8
	Simulated network environment description for MBSFN tests
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.108
	0689
	-
	8.3.0
	Rel-8
	Add default SIB configuration for 3.84 amd 7.68 Mcps TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.108
	0690
	-
	8.3.0
	Rel-8
	Add default MCCH configurations for 3.84 Mcps and 7.68 Mcps TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.108
	0691
	-
	8.3.0
	Rel-8
	Default MBMS RRC message contents for 3.84 and 7.68 Mcps TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.108
	0692
	-
	8.3.0
	Rel-8
	Radio Bearer configurations for 7bit and 15bit UM RLC TCs for HCR and VHCR TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080557
	34.108
	0693
	-
	8.3.0
	Rel-8
	Corrections to the default RADIO BEARER SETUP message for condition A22
	approved
	F
	8.4.0
	TEI7_test
	R5

	RP-080570
	34.108
	0694
	-
	8.3.0
	Rel-8
	Correction of HS-PDSCH for 64QAM Enhancement
	approved
	F
	8.4.0
	RANimp-UEConTest_64Qam1.28TDD
	R5

	RP-080554
	34.108
	0695
	-
	8.3.0
	Rel-8
	Correction to Contents of default RADIO BEARER SET-UP messages
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080557
	34.108
	0696
	-
	8.3.0
	Rel-8
	Corrections to 34.108: Radio access bearer establishment procedure for packet switched sessions (procedure P26)
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080557
	34.108
	0697
	-
	8.3.0
	Rel-8
	Corrections to Radio Bearer Setup message for Rel-7
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080557
	34.108
	0698
	-
	8.3.0
	Rel-8
	Corrections to RRC Connection Setup message for Rel-7
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080557
	34.108
	0699
	-
	8.3.0
	Rel-8
	New Radio Bearer Combination for testing flexible size SRB in 8.2.2.57
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080567
	34.108
	0700
	-
	8.3.0
	Rel-8
	New Radio Bearer Combinations for CS over HSPA
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080568
	34.108
	0701
	-
	8.3.0
	Rel-8
	Add setup test procedures and Access Control Class settings for MBSFN MBMS testing
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080555
	34.108
	0702
	-
	8.3.0
	Rel-8
	Correction to uplink beta factors in default messages
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-080567
	34.108
	0703
	-
	8.3.0
	Rel-8
	New Radio Bearer Setup message contents for CS-HSPA RABS
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080570
	34.108
	0704
	-
	8.3.0
	Rel-8
	Correction of HS-PDSCH  physical layer categories for LCR TDD 64QAM Enhancement
	approved
	F
	8.4.0
	RANimp-UEConTest_64Qam1.28TDD
	R5

	RP-080561
	34.108
	0705
	-
	8.3.0
	Rel-8
	Addition of radio bearer set-up default messages for RF testing for E-DCH and HSDPA operation for 3.84Mcps TDD and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080680
	34.109
	0043
	-
	7.2.0
	Rel-7
	Enhancement of UE test loop mode 3 for testing reception of MBMS services operating in MBSFN mode
	approved
	F
	7.3.0
	MBMSE-RANPhysFDD, MBMSE-RANPhysTDD, MBMSE-RANPhysLCRTDD
	R2

	RP-080568
	34.109
	0043
	-
	7.2.0
	Rel-7
	Enhancement of UE test loop mode 3 for MBMS MBSFN testing
	approved
	F
	7.3.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080555
	34.121-1
	1082
	-
	8.3.0
	Rel-8
	Corrections to cross references in EVM tests
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-080554
	34.121-1
	1083
	-
	8.3.0
	Rel-8
	Correction to RRM tests cases in clause 8.2.3
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080740
	34.121-1
	1084
	-
	8.3.0
	Rel-8
	Correction to HSUPA Tx test case
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.121-1
	1084
	-
	8.3.0
	Rel-8
	Correction to HSUPA Tx test case
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1085
	-
	8.3.0
	Rel-8
	Correction to 8.3.5.4 and 8.3.6.3
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.121-1
	1085
	-
	8.3.0
	Rel-8
	Correction to 8.3.5.4 and 8.3.6.3
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1086
	-
	8.3.0
	Rel-8
	Addition the message exceptions to 11.2, 11.2A, and 11.3
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.121-1
	1086
	-
	8.3.0
	Rel-8
	Addition the message exceptions to 11.2, 11.2A, and 11.3
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1087
	-
	8.3.0
	Rel-8
	Correction to 7.8.5
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.121-1
	1087
	-
	8.3.0
	Rel-8
	Correction to 7.8.5
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080557
	34.121-1
	1088
	-
	8.3.0
	Rel-8
	Update MIMO test cases with 25.101
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080554
	34.121-1
	1089
	-
	8.3.0
	Rel-8
	Correction to RRM test case 8.3.4
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080554
	34.121-1
	1090
	-
	8.3.0
	Rel-8
	Correction to RRM test case 8.6.5.1 – compressed mode and Measurement report
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080745
	34.121-1
	1091
	-
	8.3.0
	Rel-8
	Performance tests for UE with RX-diversity
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1091
	-
	8.3.0
	Rel-8
	Performance tests for UE with RX-diversity
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.121-1
	1092
	-
	8.3.0
	Rel-8
	Performance tests for UE with RX-diversity: Connection diagrams
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1092
	-
	8.3.0
	Rel-8
	Performance tests for UE with RX-diversity: Connection diagrams
	reissued
	F
	
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1093
	-
	8.3.0
	Rel-8
	RX Spurious Emissions in case of RX diversity
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.121-1
	1093
	-
	8.3.0
	Rel-8
	RX Spurious Emissions in case of RX diversity
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080554
	34.121-1
	1094
	-
	8.3.0
	Rel-8
	Correction 7.8.5 (Power control in F-DPCH)
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080557
	34.121-1
	1095
	-
	8.3.0
	Rel-8
	Correction to Annex E.5.3 with respect to TC 9.2.1G and 9.2.4A
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080554
	34.121-1
	1096
	-
	8.3.0
	Rel-8
	Typo in 6.5.2
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080745
	34.121-1
	1097
	-
	8.3.0
	Rel-8
	Maximum Channelisation Codes for CAT6 UE in 2ms case
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1097
	-
	8.3.0
	Rel-8
	Maximum Channelisation Codes for CAT6 UE in 2ms case
	reissued
	F
	
	TEI6_Test
	R5

	RP-080554
	34.121-1
	1098
	-
	8.3.0
	Rel-8
	Correction to for the DL reference measurement channel 2 for 64 kbps
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080557
	34.121-1
	1099
	-
	8.3.0
	Rel-8
	Correction to MIMO propagation conditions, Annex D2.9
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080745
	34.121-1
	1100
	-
	8.3.0
	Rel-8
	Correction of test 8.2.3.3 UTRAN to GSM reflection Scenario 3
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-1
	1100
	-
	8.3.0
	Rel-8
	Correction of test 8.2.3.3 UTRAN to GSM reflection Scenario 3
	reissued
	F
	
	TEI6_Test
	R5

	RP-080702
	34.121-1
	1101
	-
	8.3.0
	Rel-8
	New Fixed Reference Channel H-Set10 for 15 codes reception
	approved
	F
	8.4.0
	RInImp8-UEConTest_ Hsdpa15codes
	R5

	RP-080557
	34.121-1
	1102
	-
	8.3.0
	Rel-8
	Proposal on the testing specification of Transmitter Characteristics for TS 36.521-1
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080702
	34.121-1
	1103
	-
	8.3.0
	Rel-8
	UE categories for 15 codes HSDPA reception to chapter 9.2 and applicability changes to existing tests.
	approved
	F
	8.4.0
	RInImp8-UEConTest_ Hsdpa15codes
	R5

	RP-080702
	34.121-1
	1104
	-
	8.3.0
	Rel-8
	UE categories for HSDPA 15 codes reception, applicability in existing tests.
	approved
	F
	8.4.0
	RInImp8-UEConTest_ Hsdpa15codes
	R5

	RP-080554
	34.121-1
	1105
	-
	8.3.0
	Rel-8
	Correction to the reference table of test case 6.8
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080557
	34.121-1
	1106
	-
	8.3.0
	Rel-8
	Correction to 9.5.1 and 9.5.1A
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080554
	34.121-1
	1107
	-
	8.3.0
	Rel-8
	Missing AWGN in connection A.13 and A.18
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080560
	34.121-1
	1108
	-
	8.3.0
	Rel-8
	CR to 34.121 for SEM test cases
	approved
	F
	8.4.0
	RInImp8-UMTS700
	R5

	RP-080554
	34.121-1
	1109
	-
	8.3.0
	Rel-8
	Correction to WI-10 RRM test case 8.3.5.3
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080557
	34.121-1
	1110
	-
	8.3.0
	Rel-8
	TT for TC5.13.1AAA (EVM and IQ offset
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080557
	34.121-1
	1111
	-
	8.3.0
	Rel-8
	CR to 34.121 for E-DCH 16QAM test cases
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080745
	34.121-1
	1112
	-
	8.3.0
	Rel-8
	Correction to E-TFC restriction test cases 8.4.4.1/8.4.4.2
	approved
	F
	8.4.0
	TEI6_test
	R5

	RP-080745
	34.121-2
	0049
	-
	8.3.0
	Rel-8
	ICS for TC5.13.1AAA (EVM and IQ offset)
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080740
	34.121-2
	0049
	-
	8.3.0
	Rel-8
	ICS for TC5.13.1AAA (EVM and IQ offset)
	reissued
	F
	
	TEI6_Test
	R5

	RP-080554
	34.121-2
	0050
	-
	8.3.0
	Rel-8
	Multi_RAT Capability condition removal
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080554
	34.121-2
	0051
	-
	8.3.0
	Rel-8
	Multi_RAT Capability condition removal
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080557
	34.122
	0277
	-
	7.5.0
	Rel-7
	Correction to test case RRC re-establishment delay to an known target cell test parameters
	approved
	F
	7.6.0
	TEI7_Test
	R5

	RP-080557
	34.122
	0278
	-
	7.5.0
	Rel-7
	Correction to test case RRC re-establishment delay to an unknown target cell test parameters
	approved
	F
	7.6.0
	TEI7_Test
	R5

	RP-080557
	34.122
	0279
	-
	7.5.0
	Rel-7
	Correcting the test case of spurious emissions
	approved
	F
	7.6.0
	TEI7_test
	R5

	RP-080557
	34.122
	0280
	-
	7.5.0
	Rel-7
	Adding the test tolerance of performance requirement for HSDPA
	approved
	F
	7.6.0
	TEI7_test
	R5

	RP-080569
	34.122
	0281
	-
	7.5.0
	Rel-7
	Adding the test case of MBSFN capable UE for LCR TDD
	approved
	B
	7.6.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-080568
	34.122
	0282
	-
	7.5.0
	Rel-7
	Addition of RF tests for MBSFN for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	7.6.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.122
	0283
	-
	7.5.0
	Rel-7
	Update of annex with new test configuration and multi path channel definition required for MBSFN testing for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	7.6.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080565
	34.122
	0284
	-
	7.5.0
	Rel-8
	Adding the test case of UE Transmission Power Headroom for 1.28Mcps TDD Option
	approved
	F
	8.0.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080561
	34.122
	0285
	-
	7.5.0
	Rel-7
	Update of Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) and Demodulation of E-DCH Absolute Grant Channel (E-AGCH) tests for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	7.6.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080554
	34.123-1
	2306
	-
	8.3.0
	Rel-8
	Correction to CS+PS RRC 8.2.x test cases
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080554
	34.123-1
	2307
	-
	8.3.0
	Rel-8
	Correction to CS+PS RRC 8.3.x test cases
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080555
	34.123-1
	2308
	-
	8.3.0
	Rel-8
	Correction to CS+PS test cases in HSD ATS
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-080562
	34.123-1
	2309
	-
	8.3.0
	Rel-8
	Enhanced CELL_FACH: New test case for Cell Update: cell reselection in CELL_FACH (Reselection between cell not supporting HS-PDSCH in CELL_FACH and cell supporting HS-PDSCH is CELL_FACH)
	approved
	F
	8.4.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080565
	34.123-1
	2310
	-
	8.3.0
	Rel-8
	CR for 34.123-1:Contents addition for LCR TDD in 8.2.6.50
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2311
	-
	8.3.0
	Rel-8
	CR for 34.123-1:Contents addition for LCR TDD in 8.2.6.51
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2312
	-
	8.3.0
	Rel-8
	CR for 34.123-1:Contents addition for LCR TDD in 8.2.6.54
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2314
	-
	8.3.0
	Rel-8
	CR for 34.123-1:Contents addition for LCR TDD in 8.3.11.14
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080561
	34.123-1
	2315
	-
	8.3.0
	Rel-8
	Addition of combinations on DPCH, HS-DSCH and E-PUCH to radio bearer tests for for 3.84Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2316
	-
	8.3.0
	Rel-8
	Addition of combinations on DPCH, HS-DSCH and E-PUCH to radio bearer tests for for 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2317
	-
	8.3.0
	Rel-8
	Addition of generic information for radio bearer tests for E-DCH and HS-DSCH for 3.84Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2318
	-
	8.3.0
	Rel-8
	Addition of generic information for radio bearer tests for E-DCH and HS-DSCH for 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2319
	-
	8.3.0
	Rel-8
	Addition of new MAC tests for E-DCH operation of 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2320
	-
	8.3.0
	Rel-8
	Update of physical channel reconfiguration tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2321
	-
	8.3.0
	Rel-8
	Update of radio bearer reconfiguration tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2322
	-
	8.3.0
	Rel-8
	Update of RRC connection mobility procedure tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080558
	34.123-1
	2323
	-
	8.3.0
	Rel-8
	Clarification to MAC transport block size selection test cases for HSDPA
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2324
	-
	8.3.0
	Rel-8
	Clarification to HSDPA RB test cases
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2325
	-
	8.3.0
	Rel-8
	Clarification to E-DCH RB test cases
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2326
	-
	8.3.0
	Rel-8
	Resubmission of email agreed CRs after RAN5#39
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2327
	-
	8.3.0
	Rel-8
	Clarification to MAC transport block size selection test cases for E-DCH
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080740
	34.123-1
	2328
	-
	8.3.0
	Rel-8
	Correction to GCF WI 24 Network Sharing test case 6.2.1.11
	reissued
	F
	
	TEI6_test
	R5

	RP-080745
	34.123-1
	2328
	-
	8.3.0
	Rel-8
	Correction to GCF WI 24 Network Sharing test case 6.2.1.11
	approved
	F
	8.4.0
	TEI6_test
	R5

	RP-080558
	34.123-1
	2329
	-
	8.3.0
	Rel-8
	Correction to Rel7 Improved L2 MAC-ehs test case 7.1.5a.4
	approved
	F
	8.4.0
	TEI7_test
	R5

	RP-080555
	34.123-1
	2330
	-
	8.3.0
	Rel-8
	Correction to GCF WI-014 HSD test case 8.2.6.48
	approved
	F
	8.4.0
	TEI5_test
	R5

	RP-080554
	34.123-1
	2331
	-
	8.3.0
	Rel-8
	Correction to GCF WI-010 test case 8.2.6.37 and 8.2.6.38
	approved
	F
	8.4.0
	TEI_test
	R5

	RP-080565
	34.123-1
	2332
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 7.1.6.2.8
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2333
	-
	8.3.0
	Rel-8
	New testcase for LCR TDD E-DCH 7.1.6.2.9a
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2334
	-
	8.3.0
	Rel-8
	New testcase for LCR TDD E-DCH E-TFC 7.1.6.2.10a
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2335
	-
	8.3.0
	Rel-8
	New testcase for LCR TDD E-DCH 7.1.6.3.5
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2336
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.1.2.17
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2337
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.1.2.18
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2338
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.1.35
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2339
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.1.36
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2340
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.2.44
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2341
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.2.45
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2342
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.2.46
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2343
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.2.47
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2344
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.2.48
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2345
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.2.49
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2346
	-
	8.3.0
	Rel-8
	Contents addition for LCR TDD in 8.2.3.36
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2347
	-
	8.3.0
	Rel-8
	Addition of general information interoperability radio bearer tests for E-DCH and HS-DSCH combinations for LCR TDD in 18.1.1.4
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080565
	34.123-1
	2348
	-
	8.3.0
	Rel-8
	5 New testcases for LCR TDD RAB
	approved
	F
	8.4.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080558
	34.123-1
	2349
	-
	8.3.0
	Rel-8
	Introduction and test case addition 8.4.1.2a to verify the UE supporting the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.4.0
	TEI7_test
	R5

	RP-080558
	34.123-1
	2350
	-
	8.3.0
	Rel-8
	Correction to CPC test case 8.2.2.53
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2351
	-
	8.3.0
	Rel-8
	Correction to enhanced L2 test case 8.2.2.57
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2352
	-
	8.3.0
	Rel-8
	Correction to Rel7 RAB test cases
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080567
	34.123-1
	2353
	-
	8.3.0
	Rel-8
	New Radio Bearer test cases for CS-HSPA RABS
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080740
	34.123-1
	2354
	-
	8.3.0
	Rel-8
	Correction to 8.3.1.42
	reissued
	F
	
	TEI6_Test
	R5

	RP-080745
	34.123-1
	2354
	-
	8.3.0
	Rel-8
	Correction to 8.3.1.42
	approved
	F
	8.4.0
	TEI6_Test
	R5

	RP-080568
	34.123-1
	2355
	-
	8.3.0
	Rel-8
	Add generic RB test procedure for 3.84 Mcps TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-1
	2356
	-
	8.3.0
	Rel-8
	Add generic RB test procedure for 7.68 Mcps TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-1
	2357
	-
	8.3.0
	Rel-8
	Addition to clause 18.2.5 of test cases for MBSFN RABs for 3.84 Mcps TDD
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-1
	2358
	-
	8.3.0
	Rel-8
	Addition to clause 18.3.5 of test cases for MBSFN RABs for 7.68 Mcps TDD
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-1
	2359
	-
	8.3.0
	Rel-8
	MAC and RLC test cases for HCR and VHCR TDD MBSFN
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-1
	2360
	-
	8.3.0
	Rel-8
	Addition of MBSFN cluster selection test cases for 3.48 and 7.68 Mcps TDD
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-1
	2361
	-
	8.3.0
	Rel-8
	Addition of MBSFN RRC test cases for 3.84 and 7.68 Mcps TDD
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080561
	34.123-1
	2362
	-
	8.3.0
	Rel-8
	Update of RRC connection establishment tests for E-DCH to include 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080561
	34.123-1
	2363
	-
	8.3.0
	Rel-8
	Update of implementation and conformance statement to include E-DCH tests for 3.84Mcps TDD and 7.68Mcps TDD
	approved
	F
	8.4.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080567
	34.123-1
	2364
	-
	8.3.0
	Rel-8
	Addition of new CS Voice over HSPA test case for transitions between CS over DCH and CS over HSPA
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080567
	34.123-1
	2365
	-
	8.3.0
	Rel-8
	Update of PDCP test case 7.3.7.1
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080558
	34.123-1
	2367
	-
	8.3.0
	Rel-8
	Correction to RLC AM test case 7.2.3.36
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080567
	34.123-1
	2368
	-
	8.3.0
	Rel-8
	Addition of Common Test Sequence for PDCP Setup a UE terminated CS session in UM RLC
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080566
	34.123-1
	2369
	-
	8.3.0
	Rel-8
	New test case for Network Selection Enhancements: Exception in manual network selection mode when HPLMN is available at power-on (6.1.1.5)
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080566
	34.123-1
	2370
	-
	8.3.0
	Rel-8
	NW selection mode at switch-on
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080562
	34.123-1
	2371
	-
	8.3.0
	Rel-8
	Enhanced CELL_FACH: New test case for Measurement reporting when moving from CELL_PCH to CELL_FACH
	approved
	F
	8.4.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080562
	34.123-1
	2372
	-
	8.3.0
	Rel-8
	Enhanced CELL_FACH: New test case for Reconfiguration between FACH/E-FACH
	approved
	F
	8.4.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080562
	34.123-1
	2373
	-
	8.3.0
	Rel-8
	New test case for Enhanced CELL_FACH: Radio Bearer Reconfiguration for transition between E-DCH/FACH states with ongoing HS-DSCH reception
	approved
	F
	8.4.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080562
	34.123-1
	2374
	-
	8.3.0
	Rel-8
	Addition of new Enhanced CELL_FACH test case for paging without HS-SCCH in CELL_PCH
	approved
	F
	8.4.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080745
	34.123-1
	2376
	-
	8.3.0
	Rel-8
	Correction to GCF WI 25 HSUPA MAC test case 7.1.6.2.6
	approved
	F
	8.4.0
	TEI6_test
	R5

	RP-080740
	34.123-1
	2376
	-
	8.3.0
	Rel-8
	Correction to GCF WI 25 HSUPA MAC test case 7.1.6.2.6
	reissued
	F
	
	TEI6_test
	R5

	RP-080558
	34.123-1
	2377
	-
	8.3.0
	Rel-8
	Correction to Rel7 Improved L2 MAC-ehs test case 7.1.5a.1 and 7.1.5a.2
	approved
	F
	8.4.0
	TEI7_test
	R5

	RP-080558
	34.123-1
	2378
	-
	8.3.0
	Rel-8
	Correction to Improved L2 Flexible RLC test case 7.2.3.36
	approved
	D
	8.4.0
	TEI7_test
	R5

	RP-080555
	34.123-1
	2379
	-
	8.3.0
	Rel-8
	Correction to test cases 8.3.1.34, 8.3.1.35, 8.3.1.36 and 8.3.1.37
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-080555
	34.123-1
	2380
	-
	8.3.0
	Rel-8
	Add two new interRAT TC from UEA2/UIA2 to GEA2 or GEA3
	approved
	F
	8.4.0
	TEI5_Test
	R5

	RP-080745
	34.123-1
	2381
	-
	8.3.0
	Rel-8
	Correction to GCF WI 25 HSUPA test cases 8.3.1.42 and 8.3.1.42a
	approved
	F
	8.4.0
	TEI6_test
	R5

	RP-080740
	34.123-1
	2381
	-
	8.3.0
	Rel-8
	Correction to GCF WI 25 HSUPA test cases 8.3.1.42 and 8.3.1.42a
	reissued
	F
	
	TEI6_test
	R5

	RP-080745
	34.123-1
	2382
	-
	8.3.0
	Rel-8
	Correction to WI-49 MBMS test case 12.9.17
	approved
	F
	8.4.0
	TEI6_test
	R5

	RP-080740
	34.123-1
	2382
	-
	8.3.0
	Rel-8
	Correction to WI-49 MBMS test case 12.9.17
	reissued
	F
	
	TEI6_test
	R5

	RP-080558
	34.123-1
	2383
	-
	8.3.0
	Rel-8
	Correction to generic test procedure for Enhanced L2 radio bearer test cases
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2384
	-
	8.3.0
	Rel-8
	Correction to HSPA RB test cases 14.6.1d and 14.6.6c
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2385
	-
	8.3.0
	Rel-8
	Correction to 14.7.6b for mac-ehs header size, TBS and associated TFRI
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080558
	34.123-1
	2386
	-
	8.3.0
	Rel-8
	Clarification to generic radio bearer test procedure regarding the use of octet aligned or bit aligned HS-DSCH Transport Block Size Table for FDD
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080566
	34.123-1
	2387
	-
	8.3.0
	Rel-8
	Addition of new test case: Steering of Roaming
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080566
	34.123-1
	2388
	-
	8.3.0
	Rel-8
	Addition of new test case: Displaying EHPLMNs in manual mode
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080559
	34.123-2
	0381
	-
	8.3.0
	Rel-8
	Add new ICS items for Operating Bands XII, XIII and XIV (UMTS700 MHz)
	approved
	F
	8.4.0
	TEI8_Test
	R5

	RP-080554
	34.123-2
	0382
	-
	8.3.0
	Rel-8
	Remove Algorithms A5/4 to A5/7 as optional support features
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080558
	34.123-2
	0383
	-
	8.3.0
	Rel-8
	Add applicability for two new inteRAT TC from UEA2/UIA2 to GEA2 or GEA3
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080554
	34.123-2
	0384
	-
	8.3.0
	Rel-8
	Correction to test case applicability for CS+PS test cases in 8 serie
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080566
	34.123-2
	0385
	-
	8.3.0
	Rel-8
	Addition of applicability statement for a new test case: Steering of Roaming
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080566
	34.123-2
	0386
	-
	8.3.0
	Rel-8
	Applicability of new test case for Network Selection Enhancements (6.1.1.5)
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080558
	34.123-2
	0387
	-
	8.3.0
	Rel-8
	Update of applicability of HSPA SM, RB and MAC test cases
	approved
	F
	8.4.0
	TEI7_Test
	R5

	RP-080568
	34.123-2
	0388
	-
	8.3.0
	Rel-8
	Add MBSFN related items to capability tables
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080566
	34.123-2
	0389
	-
	8.3.0
	Rel-8
	Addition of applicability statement for a new test case: Displaying EHPLMNs in manual mode
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080740
	34.123-2
	0390
	-
	8.3.0
	Rel-8
	Correction to the description of PICS pc_MS_ClsmkA5_3
	reissued
	F
	
	TEI6_test
	R5

	RP-080745
	34.123-2
	0390
	-
	8.3.0
	Rel-8
	Correction to the description of PICS pc_MS_ClsmkA5_3
	approved
	F
	8.4.0
	TEI6_test
	R5

	RP-080568
	34.123-2
	0391
	-
	8.3.0
	Rel-8
	Add test applicability and conditions for new 3.84 and 7.68 Mcps TDD MBSFN cluster selection tests
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-2
	0392
	-
	8.3.0
	Rel-8
	Add test applicability and conditions for new 3.84 and 7.68 Mcps TDD MBSFN MAC and RLC tests
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-2
	0393
	-
	8.3.0
	Rel-8
	Add test applicability and conditions for new 3.84 and 7.68 Mcps TDD MBSFN RRC tests
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080568
	34.123-2
	0394
	-
	8.3.0
	Rel-8
	Add test applicability and conditions for 3.84 and 7.68 Mcps TDD MBSFN RB tests
	approved
	F
	8.4.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080562
	34.123-2
	0395
	-
	8.3.0
	Rel-8
	Enhanced CELL_FACH: Applicability for new test cases of reconfiguration between EFACH/FACH and Measurement reporting when moving from CELL_PCH to CELL_FACH
	approved
	F
	8.4.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080567
	34.123-2
	0396
	-
	8.3.0
	Rel-8
	Applicability for new CS over HSPA Test Cases
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080554
	34.123-2
	0397
	-
	8.3.0
	Rel-8
	Correction in applicability for test case 12.3.1.5
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080554
	34.123-2
	0398
	-
	8.3.0
	Rel-8
	CR to 34.123-2: Correction to the Table Subtitle of Table A.19c
	approved
	F
	8.4.0
	TEI_Test
	R5

	RP-080566
	34.123-2
	0400
	-
	8.3.0
	Rel-8
	Applicability for new test case 6.1.1.14 optional network selection mode at switch on
	approved
	F
	8.4.0
	NSP-CR_UEConTest
	R5

	RP-080567
	34.123-2
	0401
	-
	8.3.0
	Rel-8
	Update of applicability statements for CS voice over HSPA test cases
	approved
	F
	8.4.0
	RInImp8-CsHspa_UEConTest
	R5

	RP-080554
	34.123-3
	2386
	-
	7.1.0
	Rel-7
	Documentation of TTCN routine maintenance
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-080558
	34.123-3
	2387
	-
	7.1.0
	Rel-7
	ASP corrections for Rel-7
	approved
	F
	7.2.0
	TEI7_Test
	R5

	RP-080563
	34.229-1
	0127
	-
	7.2.0
	Rel-7
	Add generic procedures for MTSI MT speech call, MT video call and MT text call
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0128
	-
	7.2.0
	Rel-7
	Update MTSI test case 12.13
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0129
	-
	7.2.0
	Rel-7
	Update MTSI test case 12.15
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0130
	-
	7.2.0
	Rel-7
	New MTSI test case 12.17 MT MTSI Text call
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0131
	-
	7.2.0
	Rel-7
	Update MTSI test case 16.1
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0132
	-
	7.2.0
	Rel-7
	Update MTSI test case 16.2
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0133
	-
	7.2.0
	Rel-7
	Update MTSI test case 16.3
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0134
	-
	7.2.0
	Rel-7
	Update MTSI test case 16.4
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0135
	-
	7.2.0
	Rel-7
	New MTSI test case 16.5 Video H.263 profile 0
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0136
	-
	7.2.0
	Rel-7
	New MTSI test case 16.6 Video H.263 profile 3
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0137
	-
	7.2.0
	Rel-7
	New MTSI test case 16.7 Video H.264
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0138
	-
	7.2.0
	Rel-7
	New MTSI test case 16.8 Video MPEG-4
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0139
	-
	7.2.0
	Rel-7
	Update MTSI test case 12.16
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080557
	34.229-1
	0140
	-
	7.2.0
	Rel-7
	Removal of IMS test case 13.4
	approved
	F
	7.3.0
	TEI7_Test
	R5

	RP-080563
	34.229-1
	0141
	-
	7.2.0
	Rel-7
	New MTSI test case 17.12 MT Video, add text
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0142
	-
	7.2.0
	Rel-7
	New MTSI test case 17.18 MT Text, add video
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0143
	-
	7.2.0
	Rel-7
	Addition of new MTSI test case for Originating Identification Presentation
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0144
	-
	7.2.0
	Rel-7
	Addition of new MTSI test case for Origination Identification Restriction
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0145
	-
	7.2.0
	Rel-7
	Update MTSI test case 17.2
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0146
	-
	7.2.0
	Rel-7
	Update MTSI test case 17.4
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0147
	-
	7.2.0
	Rel-7
	Update MTSI test case 17.8
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0148
	-
	7.2.0
	Rel-7
	Update MTSI test case 17.10
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0149
	-
	7.2.0
	Rel-7
	New MTSI test case 17.14 MT Text, add speech remove speech
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0150
	-
	7.2.0
	Rel-7
	New MTSI test case 17.16 MT Text, add speech remove text
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080563
	34.229-1
	0151
	-
	7.2.0
	Rel-7
	New MTSI test case 17.6 MT Speech, add text
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080564
	34.229-2
	0035
	-
	7.2.0
	Rel-7
	Update applicabilities for clause 12 test cases
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080564
	34.229-2
	0036
	-
	7.2.0
	Rel-7
	Update applicabilities for clause 17 test cases
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080564
	34.229-2
	0037
	-
	7.2.0
	Rel-7
	Update applicabilities for clause 16 test cases
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080564
	34.229-2
	0038
	-
	7.2.0
	Rel-7
	Remove table for MTSI media change
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080564
	34.229-2
	0039
	-
	7.2.0
	Rel-7
	Correct applicability for test case 14.2
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080564
	34.229-2
	0040
	-
	7.2.0
	Rel-7
	Applicability statements of new MTSI test cases
	approved
	F
	7.3.0
	MTSI-UEConfTest
	R5

	RP-080557
	34.229-2
	0041
	-
	7.2.0
	Rel-7
	Removal of reference to IMS test case 13.4
	approved
	F
	7.3.0
	TEI7_Test
	R5

	RP-080745
	34.229-3
	0038
	-
	6.2.0
	Rel-6
	Update of  TS 34.229-3 from Rel-6 to Rel-7
	approved
	B
	6.3.0
	TEI6_Test
	R5

	RP-080740
	34.229-3
	0038
	-
	6.2.0
	Rel-6
	Update of  TS 34.229-3 from Rel-6 to Rel-7
	reissued
	B
	
	TEI6_Test
	R5

	RP-080638
	36.101
	0005
	1
	8.2.0
	Rel-8
	Addition of Ref Sens figures for 1.4MHz and 3MHz Channel bandwiidths
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080645
	36.101
	0006
	2
	8.2.0
	Rel-8
	DL FRC definition for UE Receiver tests 
	reissued
	F
	
	LTE-RF
	R4

	RP-080732
	36.101
	0006
	2
	8.2.0
	Rel-8
	DL FRC definition for UE Receiver tests 
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0007
	1
	8.2.0
	Rel-8
	Transmitter intermodulation requirements
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0010
	-
	8.2.0
	Rel-8
	CR for clarification of additional spurious emission requirement
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0015
	-
	8.2.0
	Rel-8
	Correction of In-band Blocking Requirement
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0018
	1
	8.2.0
	Rel-8
	TS36.101: CR for section 6: NS_06
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0019
	1
	8.2.0
	Rel-8
	TS36.101: CR for section 6: Tx modulation
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0020
	1
	8.2.0
	Rel-8
	TS36.101: CR for UE minimum power
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0021
	1
	8.2.0
	Rel-8
	TS36.101: CR for UE OFF power
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080731
	36.101
	0023
	2
	8.2.0
	Rel-8
	TS36.101: CR for section 6: UE to UE co-existence
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080645
	36.101
	0023
	2
	8.2.0
	Rel-8
	TS36.101: CR for section 6: UE to UE co-existence
	reissued
	F
	
	LTE-RF
	R4

	RP-080638
	36.101
	0024
	1
	8.2.0
	Rel-8
	TS36.101: CR for section 7: Band 13 Rx sensitivity
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0026
	-
	8.2.0
	Rel-8
	UE EVM Windowing
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080638
	36.101
	0028
	-
	8.2.0
	Rel-8
	Addition of MIMO (4X2) Correlation matrices
	revised
	F
	
	LTE-RF
	R4

	RP-080638
	36.101
	0029
	-
	8.2.0
	Rel-8
	Absolute ACLR limit
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080731
	36.101
	0030
	-
	8.2.0
	Rel-8
	Removal of [ ] for UE Ref Sens figures
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080639
	36.101
	0030
	-
	8.2.0
	Rel-8
	Removal of [ ] for UE Ref Sens figures
	reissued
	F
	 
	LTE-RF
	R4

	RP-080731
	36.101
	0031
	-
	8.2.0
	Rel-8
	Correction of PA, PB definition to align with RAN1 specification 
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080639
	36.101
	0031
	-
	8.2.0
	Rel-8
	Correction of PA, PB definition to align with RAN1 specification 
	reissued
	F
	 
	LTE-RF
	R4

	RP-080639
	36.101
	0037
	2
	8.2.0
	Rel-8
	UE Spurious emission band UE co-existence
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080645
	36.101
	0043
	-
	8.2.0
	Rel-8
	Addition of MIMO (4x4) Correlation Matrices
	reissued
	F
	
	LTE-RF
	R4

	RP-080732
	36.101
	0043
	-
	8.2.0
	Rel-8
	Addition of MIMO (4x4) Correlation Matrices
	revised
	F
	
	LTE-RF
	R4

	RP-080639
	36.101
	0044
	-
	8.2.0
	Rel-8
	Definition of specified bandwidths
	reissued
	F
	 
	LTE-RF
	R4

	RP-080731
	36.101
	0044
	-
	8.2.0
	Rel-8
	Definition of specified bandwidths
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080645
	36.101
	0046
	-
	8.2.0
	Rel-8
	Additional UE demodulation test cases
	reissued
	F
	
	LTE-RF
	R4

	RP-080732
	36.101
	0046
	-
	8.2.0
	Rel-8
	Additional UE demodulation test cases
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080732
	36.101
	0047
	-
	8.2.0
	Rel-8
	Updated descriptions of FRC
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080645
	36.101
	0047
	-
	8.2.0
	Rel-8
	Updated descriptions of FRC
	reissued
	F
	
	LTE-RF
	R4

	RP-080639
	36.101
	0048
	3
	8.2.0
	Rel-8
	Addition of Band 17
	reissued
	F
	 
	LTE-RF
	R4

	RP-080731
	36.101
	0048
	3
	8.2.0
	Rel-8
	Addition of Band 17
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080732
	36.101
	0049
	-
	8.2.0
	Rel-8
	Definition of UE transmission gap
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080639
	36.101
	0049
	-
	8.2.0
	Rel-8
	Definition of UE transmission gap
	reissued
	F
	 
	LTE-RF
	R4

	RP-080639
	36.101
	0050
	-
	8.2.0
	Rel-8
	Alignment of the UE ACS requirement
	reissued
	F
	 
	LTE-RF
	R4

	RP-080731
	36.101
	0050
	-
	8.2.0
	Rel-8
	Alignment of the UE ACS requirement
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080639
	36.101
	0051
	-
	8.2.0
	Rel-8
	Clarification on High Speed train model in 36.101
	reissued
	F
	 
	LTE-RF
	R4

	RP-080732
	36.101
	0051
	-
	8.2.0
	Rel-8
	Clarification on High Speed train model in 36.101
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080639
	36.101
	0052
	1
	8.2.0
	Rel-8
	Frequency range for Band 12
	reissued
	F
	 
	LTE-RF
	R4

	RP-080731
	36.101
	0052
	1
	8.2.0
	Rel-8
	Frequency range for Band 12
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080732
	36.101
	0053
	-
	8.2.0
	Rel-8
	Update of symbol and definitions
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080645
	36.101
	0053
	-
	8.2.0
	Rel-8
	Update of symbol and definitions
	reissued
	F
	
	LTE-RF
	R4

	RP-080639
	36.101
	0054
	1
	8.2.0
	Rel-8
	Absolute power tolerance for LTE UE power control
	reissued
	F
	 
	LTE-RF
	R4

	RP-080731
	36.101
	0054
	1
	8.2.0
	Rel-8
	Absolute power tolerance for LTE UE power control
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080731
	36.101
	0055
	-
	8.2.0
	Rel-8
	TS36.101 section 6: Tx modulation
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080639
	36.101
	0055
	-
	8.2.0
	Rel-8
	TS36.101 section 6: Tx modulation
	reissued
	F
	 
	LTE-RF
	R4

	RP-080743
	36.101
	0056
	-
	8.2.0
	Rel-8
	Addition of MIMO (4x2) and (4x4) Correlation Matrices
	reissued
	F
	 
	LTE-RF
	R4

	RP-080641
	36.104
	0005
	2
	8.2.0
	Rel-8
	Updates of Fixed Reference Channels
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0007
	1
	8.2.0
	Rel-8
	LTE BS ON-OFF Mask
	revised
	B
	 
	LTE-RF
	R4

	RP-080640
	36.104
	0007
	2
	8.2.0
	Rel-8
	LTE BS ON-OFF Mask
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0008
	-
	8.2.0
	Rel-8
	Removal of brackets for LTE BS RF requirements
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0009
	-
	8.2.0
	Rel-8
	Removal of brackets and notes related to test requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0010
	-
	8.2.0
	Rel-8
	High Speed Train scenarios modification
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0012
	-
	8.2.0
	Rel-8
	Several modifications for TS36.104
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0013
	-
	8.2.0
	Rel-8
	Removal of notes on frequency offset
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0014
	1
	8.2.0
	Rel-8
	Unwanted emission requirements for multi-carrier BS
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0015
	2
	8.2.0
	Rel-8
	Clarification of emission requirements for co-existence
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0016
	1
	8.2.0
	Rel-8
	LTE Abbreviations update
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0017
	1
	8.2.0
	Rel-8
	eNB performance requirements for UL timing adjustment
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0018
	-
	8.2.0
	Rel-8
	eNodeB performance requirements for PUCCH format 2
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0019
	1
	8.2.0
	Rel-8
	eNodeB performance requirements for PUSCH and RF requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0020
	-
	8.2.0
	Rel-8
	Clarification on High Speed train model in 36.104
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0021
	1
	8.2.0
	Rel-8
	eNB performance requirements for highs speed train
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080641
	36.104
	0022
	1
	8.2.0
	Rel-8
	Clarification of ACLR for multi-carrier E-UTRA BS
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080640
	36.104
	0023
	-
	8.2.0
	Rel-8
	Additional band 17
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0004
	-
	8.2.0
	Rel-8
	Correction of E-UTRAN to UTRAN TDD handover
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0006
	1
	8.2.0
	Rel-8
	E-UTRAN TDD intra frequency measurements when DRX is used
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0008
	1
	8.2.0
	Rel-8
	E-UTRAN TDD - UTRAN TDD measurements
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0012
	-
	8.2.0
	Rel-8
	RSRQ reporting Range
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0016
	1
	8.2.0
	Rel-8
	Definition of Symbols
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0018
	1
	8.2.0
	Rel-8
	Interfrequency and UTRA interRAT DRX peformance requirements
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0019
	1
	8.2.0
	Rel-8
	Idle mode requirements updates
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0020
	1
	8.2.0
	Rel-8
	Additions to UE transmit timing requirements 
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0021
	1
	8.2.0
	Rel-8
	General updates to 36.133
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0022
	1
	8.2.0
	Rel-8
	Corrections to Handover requirements
	reissued
	F
	
	LTE-RF
	R4

	RP-080713
	36.133
	0022
	1
	8.2.0
	Rel-8
	Corrections to Handover requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0023
	1
	8.2.0
	Rel-8
	Handover requirements for E-UTRAN to cdma200 HRPD/1x
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0024
	-
	8.2.0
	Rel-8
	Inter-frequency and inter-RAT measurement requirements for multiple layer monitoring
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0025
	-
	8.2.0
	Rel-8
	Side conditions for UE measurement procedures and measurement performance requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0026
	-
	8.2.0
	Rel-8
	Correction to cell reselection Requirement from E-UTRAN to HRPD/cdma200 1x
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080642
	36.133
	0027
	-
	8.2.0
	Rel-8
	IRAT Measurement requirements in TS 36.133
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080713
	36.133
	0028
	-
	8.2.0
	Rel-8
	Measurement reporting requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0028
	-
	8.2.0
	Rel-8
	Measurement reporting requirements
	reissued
	F
	
	LTE-RF
	R4

	RP-080713
	36.133
	0029
	2
	8.2.0
	Rel-8
	RRC re-establishment requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0029
	2
	8.2.0
	Rel-8
	RRC re-establishment requirements
	reissued
	F
	
	LTE-RF
	R4

	RP-080713
	36.133
	0032
	-
	8.2.0
	Rel-8
	Correction to UE measurement requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0032
	-
	8.2.0
	Rel-8
	Correction to UE measurement requirements
	reissued
	F
	
	LTE-RF
	R4

	RP-080713
	36.133
	0033
	-
	8.2.0
	Rel-8
	Correction for the definition of interruption time
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0033
	-
	8.2.0
	Rel-8
	Correction for the definition of interruption time
	reissued
	F
	
	LTE-RF
	R4

	RP-080713
	36.133
	0040
	1
	8.2.0
	Rel-8
	Correction to idle mode higher priority search requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0040
	1
	8.2.0
	Rel-8
	Correction to idle mode higher priority search requirements
	reissued
	F
	
	LTE-RF
	R4

	RP-080644
	36.133
	0043
	-
	8.2.0
	Rel-8
	Received interference power measurement performance requirement
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0044
	-
	8.2.0
	Rel-8
	Cell Synchronization requirement for E-UTRA TDD
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080713
	36.133
	0045
	-
	8.2.0
	Rel-8
	E-UTRAN TDD  inter frequency measurement requirements
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0045
	-
	8.2.0
	Rel-8
	E-UTRAN TDD  inter frequency measurement requirements
	reissued
	F
	
	LTE-RF
	R4

	RP-080713
	36.133
	0046
	-
	8.2.0
	Rel-8
	Updates of the Measurement procedures in RRC_Connected state from RAN 4#47bis and RAN 4#48
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-080643
	36.133
	0046
	-
	8.2.0
	Rel-8
	Updates of the Measurement procedures in RRC_Connected state from RAN 4#47bis and RAN 4#48
	reissued
	F
	
	LTE-RF
	R4

	RP-080644
	36.133
	0047
	-
	8.2.0
	Rel-8
	Power Headroom Requirements
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080644
	36.133
	0048
	-
	8.2.0
	Rel-8
	Event Triggering and Reporting Criteria Capability Requirements
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080668
	36.211
	0048
	1
	8.3.0
	Rel-8
	Frequency Shifting of UE-specific RS
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0049
	1
	8.3.0
	Rel-8
	Correction of PHICH to RE mapping in extended CP subframe
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0050
	-
	8.3.0
	Rel-8
	Corrections to for handling remaining Res
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0051
	-
	8.3.0
	Rel-8
	PRACH configuration for frame structure type 1
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0052
	2
	8.3.0
	Rel-8
	Correction of PUCCH index generation formula
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0053
	-
	8.3.0
	Rel-8
	Orthogonal cover sequence for shortened PUCCH format 1a and 1b
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0054
	-
	8.3.0
	Rel-8
	Correction of mapping of ACK/NAK to binary bit values
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0056
	2
	8.3.0
	Rel-8
	Remaining issues on SRS hopping
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0057
	1
	8.3.0
	Rel-8
	Correction of n_cs(n_s) and OC/CS remapping for PUCCH formats 1/1a/1b and 2/2a/2b 
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0059
	-
	8.3.0
	Rel-8
	Corrections to Rank information scrambling in Uplink Shared Channel
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0060
	-
	8.3.0
	Rel-8
	Definition on the slot number for frame structure type 2
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0061
	-
	8.3.0
	Rel-8
	Correction of the Npucch sequence upper limit for the formats 1/1a/1b
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0062
	1
	8.3.0
	Rel-8
	Clarifications for DMRS parameters
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0063
	-
	8.3.0
	Rel-8
	Correction of n_prs
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0064
	1
	8.3.0
	Rel-8
	Introducing missing L1 parameters to 36.211
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0065
	3
	8.3.0
	Rel-8
	Clarification on reception of synchronizaiton signals
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0066
	-
	8.3.0
	Rel-8
	Correction to the downlink/uplink timing
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0067
	-
	8.3.0
	Rel-8
	ACK/NACK Scrambling scheme on PUCCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0068
	-
	8.3.0
	Rel-8
	DCI format1C 
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0069
	-
	8.3.0
	Rel-8
	Refinement for REG Definition for n = 4
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0071
	-
	8.3.0
	Rel-8
	Correcting Ncs value for PRACH preamble format 0-3
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0073
	-
	8.3.0
	Rel-8
	Correction of the half duplex timing advance offset value
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0074
	-
	8.3.0
	Rel-8
	Correction to Precoding for Transmit Diversity
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0075
	-
	8.3.0
	Rel-8
	Clarification on number of OFDM symbols used for PDCCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0077
	-
	8.3.0
	Rel-8
	Number of antenna ports for PDSCH 
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0078
	-
	8.3.0
	Rel-8
	Correction to Type 2 PUSCH predetermined hopping for Nsb=1 operation
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080668
	36.211
	0079
	-
	8.3.0
	Rel-8
	PRACH frequency location
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0026
	-
	8.3.0
	Rel-8
	Correction to PUSCH Channel Interleaver
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0028
	-
	8.3.0
	Rel-8
	Correction of mapping of ACK/NAK to binary bit values
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0029
	-
	8.3.0
	Rel-8
	Correction to bit collection, selection and transmission
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0030
	-
	8.3.0
	Rel-8
	Padding one bit to DCI format 1 when format 1 and format 0/1A have the same size
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0031
	-
	8.3.0
	Rel-8
	Modification of M_limit
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0032
	-
	8.3.0
	Rel-8
	Definition of Formats 2 and 2A
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0033
	2
	8.3.0
	Rel-8
	Corrections to DCI formats
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0035
	1
	8.3.0
	Rel-8
	Format 1B confirmation flag
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0036
	-
	8.3.0
	Rel-8
	Corrections to Rank information scrambling in Uplink Shared Channel
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0037
	2
	8.3.0
	Rel-8
	Clarification of TPC commands signaled in DCI formats 3/3A
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0038
	-
	8.3.0
	Rel-8
	Clarification on UE transmit antenna selection mask
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0039
	1
	8.3.0
	Rel-8
	Linking of control resources in PUSCH to data MCS
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0041
	-
	8.3.0
	Rel-8
	Definition of Bit Mapping for DCI signalling
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0042
	1
	8.3.0
	Rel-8
	Clarification on resource allocation in DCI format 1/2/2A
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0043
	-
	8.3.0
	Rel-8
	DCI Format 1A changes needed for scheduling Broadcast Control
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0044
	-
	8.3.0
	Rel-8
	DCI format1C 
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0045
	-
	8.3.0
	Rel-8
	Miscellaneous corrections
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0046
	-
	8.3.0
	Rel-8
	Correction on downlink multi-user MIMO
	revised
	F
	
	LTE-Phys
	R1

	RP-080736
	36.212
	0046
	1
	8.3.0
	Rel-8
	Correction on downlink multi-user MIMO
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0047
	-
	8.3.0
	Rel-8
	Corrections to DL DCI Formats In case of Ambiguous Payload Sizes
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0048
	-
	8.3.0
	Rel-8
	CR for RE provisioning for the control information in case of CQI-only transmission on PUSCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080669
	36.212
	0091
	2
	8.3.0
	Rel-8
	Coding and multiplexing of multiple ACK/NACK in PUSCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0037
	2
	8.3.0
	Rel-8
	SRS hopping pattern for closed loop antenna selection
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0039
	2
	8.3.0
	Rel-8
	Clarification on uplink power control
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0041
	-
	8.3.0
	Rel-8
	Clarification on DCI formats using resource allocation type 2
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0043
	2
	8.3.0
	Rel-8
	Clarification on tree structure of CCE aggregations
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0046
	2
	8.3.0
	Rel-8
	Correction of the description of PUCCH power control for TDD
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0047
	1
	8.3.0
	Rel-8
	Removal of CR0009
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0048
	1
	8.3.0
	Rel-8
	Correction of mapping of cyclic shift value to PHICH modifier
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0049
	-
	8.3.0
	Rel-8
	TBS disabling for DCI formats 2 and 2A
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0050
	-
	8.3.0
	Rel-8
	Correction of maximum TBS sizes
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0051
	-
	8.3.0
	Rel-8
	Completion of the table specifying the number of bits for the periodic feedback
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0054
	-
	8.3.0
	Rel-8
	Clarification of RNTI for PUSCH/PUCCH power control with DCI formats 3/3A
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0055
	1
	8.3.0
	Rel-8
	Clarification on mapping of Differential CQI fields
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0059
	1
	8.3.0
	Rel-8
	PUSCH Power Control
	approved
	D
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0060
	-
	8.3.0
	Rel-8
	RB restriction and modulation order for CQI-only transmission on PUSCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0061
	-
	8.3.0
	Rel-8
	Modulation order determination for uplink retransmissions
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0062
	2
	8.3.0
	Rel-8
	Introducing missing L1 parameters into 36.213
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0063
	2
	8.3.0
	Rel-8
	Correcting the range and representation of delta_TF_PUCCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0064
	1
	8.3.0
	Rel-8
	Adjusting TBS sizes to for VoIP
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0067
	-
	8.3.0
	Rel-8
	Correction to the downlink resource allocation
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0068
	-
	8.3.0
	Rel-8
	Removal of special handling for PUSCH mapping in PUCCH region
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0069
	-
	8.3.0
	Rel-8
	Correction to the formulas for uplink power control
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0070
	1
	8.3.0
	Rel-8
	Definition of Bit Mapping for DCI Signalling
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0071
	-
	8.3.0
	Rel-8
	Clarification on PUSCH TPC commands
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0072
	1
	8.3.0
	Rel-8
	Reference for CQI/PMI Reporting Offset
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0074
	-
	8.3.0
	Rel-8
	Correction to the downlink/uplink timing
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0075
	-
	8.3.0
	Rel-8
	Correction to the time alignment command
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0077
	1
	8.3.0
	Rel-8
	Correction of offset signalling of UL Control information MCS 
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0078
	2
	8.3.0
	Rel-8
	DCI format1C 
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0080
	-
	8.3.0
	Rel-8
	Correction to Precoder Cycling for Open-loop Spatial Multiplexing
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0081
	1
	8.3.0
	Rel-8
	Clarifying Periodic CQI Reporting using PUCCH
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0084
	1
	8.3.0
	Rel-8
	CQI reference measurement period
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0086
	-
	8.3.0
	Rel-8
	Correction on downlink multi-user MIMO
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0087
	-
	8.3.0
	Rel-8
	PUCCH Reporting
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0088
	1
	8.3.0
	Rel-8
	Handling of Uplink Grant in Random Access Response
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0089
	-
	8.3.0
	Rel-8
	Correction to UL Hopping operation
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0090
	-
	8.3.0
	Rel-8
	DRS EPRE
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0092
	-
	8.3.0
	Rel-8
	Uplink ACK/NACK mapping for TDD
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0093
	-
	8.3.0
	Rel-8
	UL SRI Parameters Configuration
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0094
	-
	8.3.0
	Rel-8
	Miscellaneous updates for 36.213
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0095
	-
	8.3.0
	Rel-8
	Clarifying Requirement for Max PDSCH Coding Rate
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0096
	-
	8.3.0
	Rel-8
	UE Specific SRS Configuration
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0097
	-
	8.3.0
	Rel-8
	DCI Format 1A changes needed for scheduling Broadcast Control
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0098
	-
	8.3.0
	Rel-8
	Processing of TPC bits in the random access response
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080670
	36.213
	0100
	1
	8.3.0
	Rel-8
	Support of multi-bit ACK/NAK transmission in TDD
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080671
	36.214
	0006
	-
	8.3.0
	Rel-8
	Modification to the RSRP definition
	approved
	F
	8.4.0
	LTE-PHys
	R1

	RP-080671
	36.214
	0007
	-
	8.3.0
	Rel-8
	Modification of RSRQ and removal of RSSI
	approved
	F
	8.4.0
	LTE-Phys
	R1

	RP-080688
	36.300
	0020
	-
	8.5.0
	Rel-8
	Correction for Rename of L1/L2 control channel
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0021
	-
	8.5.0
	Rel-8
	CR to 36.300 on Paging Channel Description
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0022
	-
	8.5.0
	Rel-8
	Proposed updates to Stage 2 for CDMA2000 handover
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0023
	-
	8.5.0
	Rel-8
	CR to 36.300 on Semi-Persistent Scheduling
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0024
	-
	8.5.0
	Rel-8
	CR to 36.300 on System Information
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0026
	-
	8.5.0
	Rel-8
	Clarification of PDCCH description
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0027
	-
	8.5.0
	Rel-8
	Removal of DRX interval threshold in 36.300
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0028
	-
	8.5.0
	Rel-8
	CR on Randon Access procedure
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0032
	1
	8.5.0
	Rel-8
	Transport of NAS messages by AS during Handover
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0034
	-
	8.5.0
	Rel-8
	CR to 36.300 capturing home eNB conclusions of RAN2 #63
	approved
	B
	8.6.0
	LTE-L23
	R2

	RP-080688
	36.300
	0035
	-
	8.5.0
	Rel-8
	Changes to TS36.300 agreed in RAN3#61
	approved
	B
	8.6.0
	LTE-interfaces
	R2

	RP-080689
	36.304
	0006
	1
	8.2.0
	Rel-8
	CR on Considerations on various open items in 36.304
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0007
	1
	8.2.0
	Rel-8
	CSG related correction to 36.304
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0008
	1
	8.2.0
	Rel-8
	Clarification of the medium mobility state criteria
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0009
	-
	8.2.0
	Rel-8
	Support for Manual CSG ID Selection
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0010
	-
	8.2.0
	Rel-8
	USIM less paging occasion calculation
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0013
	1
	8.2.0
	Rel-8
	Definition of Qoffset in cell reselection criteria
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0017
	-
	8.2.0
	Rel-8
	Correction to Discontinuous Reception for paging
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0018
	-
	8.2.0
	Rel-8
	Lifetime of dedicated cell reselection priorities
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080689
	36.304
	0019
	-
	8.2.0
	Rel-8
	Clarification on cell reselection parameters
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0003
	-
	8.2.0
	Rel-8
	Clarification on data available for transmission for BSR triggering
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0004
	-
	8.2.0
	Rel-8
	CR to 36.321 on failure indication after maximum number of HARQ transmissions
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0005
	4
	8.2.0
	Rel-8
	Clarifications and Corrections of DL and UL Data Transfer (SCH, RACH and SR)
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0006
	-
	8.2.0
	Rel-8
	CR to 36.321 on Buffer size levels for BSR
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0007
	-
	8.2.0
	Rel-8
	Clarifications on DRX
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0008
	-
	8.2.0
	Rel-8
	Clarification on UE behavior for DRX and configured measurement gaps
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0009
	3
	8.2.0
	Rel-8
	Correction to MAC Padding BSR
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0010
	-
	8.2.0
	Rel-8
	Correction to UE transmission power headroom report for LTE
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0011
	-
	8.2.0
	Rel-8
	Corrections on BSR
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0012
	-
	8.2.0
	Rel-8
	CR to 36.321 REL-8 on Format of UL grant in Message 2
	approved
	C
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0015
	-
	8.2.0
	Rel-8
	CR to 36.321 REL-8 on PUSCH PUCCH Power Control RNTIs
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0016
	-
	8.2.0
	Rel-8
	CR to 36.321 REL-8 on RACH uniform random backoff
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0017
	1
	8.2.0
	Rel-8
	E-UTRA MAC protocol specification update
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0020
	-
	8.2.0
	Rel-8
	TP for number of HARQ processes and MIMO
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0022
	-
	8.2.0
	Rel-8
	Update of MAC dedicated preamble expiry
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0027
	-
	8.2.0
	Rel-8
	Handling of Semi-Persistent grants and assignments
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0051
	1
	8.2.0
	Rel-8
	Corrections relating to RACH
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0058
	1
	8.2.0
	Rel-8
	UL Channel Prioritisation
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0071
	2
	8.2.0
	Rel-8
	Corrections relating to RACH partitioning
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0091
	-
	8.2.0
	Rel-8
	Correction on Random Access Response reception behaviour
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0103
	-
	8.2.0
	Rel-8
	Upper limit of logical channel id
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080690
	36.321
	0104
	-
	8.2.0
	Rel-8
	Clarifications and Corrections for HARQ operation at TAT expiry and RACH contention resolution
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0019
	1
	8.2.0
	Rel-8
	Clarification of polling
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0020
	-
	8.2.0
	Rel-8
	Corrections to formatting
	approved
	D
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0021
	2
	8.2.0
	Rel-8
	The value of ACK_SN for partial STATUS PDU
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0022
	1
	8.2.0
	Rel-8
	Error cases for RLC
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0024
	-
	8.2.0
	Rel-8
	RLC entity re-establishment
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0025
	-
	8.2.0
	Rel-8
	Miscellaneous corrections to RLC specification
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0029
	-
	8.2.0
	Rel-8
	Clarification of the reordering timer
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0032
	-
	8.2.0
	Rel-8
	Clarification of Triggering Conditions for Status Reports
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0033
	-
	8.2.0
	Rel-8
	RLC UMD PDU formats with LI
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0036
	-
	8.2.0
	Rel-8
	Correction on UM Receive Operation
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0039
	-
	8.2.0
	Rel-8
	Correction for TM RLC entity: 6.1.2.3
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080691
	36.322
	0040
	-
	8.2.0
	Rel-8
	Removal of  MBMS channels: 6.1.2.3
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080692
	36.323
	0013
	-
	8.2.1
	Rel-8
	Restructuring of PDCP specification
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080692
	36.323
	0016
	-
	8.2.1
	Rel-8
	Miscellaneous PDCP corrections
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080692
	36.323
	0023
	-
	8.2.1
	Rel-8
	Correction to the PDCP structure
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080692
	36.323
	0033
	-
	8.2.1
	Rel-8
	Initial TX_HFN and RX_HFN values
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080693
	36.331
	0005
	-
	8.2.0
	Rel-8
	CR on Miscellaneous corrections and clarifications
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-080582
	36.401
	0016
	-
	8.2.0
	Rel-8
	Uniqueness of eNB UE X2AP ID
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080582
	36.401
	0017
	1
	8.2.0
	Rel-8
	Completion of Cell and eNB identifiers
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080582
	36.401
	0019
	-
	8.2.0
	Rel-8
	Updating the Control Plane Protocol Stack
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080582
	36.401
	0020
	-
	8.2.0
	Rel-8
	Correction of the description of subscriber and equipment trace
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.412
	0007
	1
	8.2.0
	Rel-8
	Correct the wording of common and dedicated procedures
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.412
	0008
	-
	8.2.0
	Rel-8
	Enhancing the understandability of section 7 TS 36.412
	approved
	D
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.412
	0009
	-
	8.2.0
	Rel-8
	Clarification of SCTP Congestion Indication over S1
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080584
	36.413
	0223
	-
	8.2.0
	Rel-8
	changes to TS36.413 agreed in RAN3#61
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.422
	0005
	1
	8.2.0
	Rel-8
	Correct the wording of common and dedicated procedures
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.422
	0006
	2
	8.2.0
	Rel-8
	SCTP restart function for X2 interface
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.422
	0007
	-
	8.2.0
	Rel-8
	Clarification of SCTP Congestion Indication over X2
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080585
	36.423
	0144
	-
	8.2.0
	Rel-8
	changes to TS36.423 agreed in RAN3#61
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080583
	36.424
	0006
	1
	8.2.0
	Rel-8
	X2 transport bearers
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	CP-080590
	51.010-4
	0053
	1
	4.9.0
	Rel-4
	Essential correction of TC 27.22.4.11.1 Seq. 1.4B
	approved
	F
	4.10.0
	TEI4
	C6
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