Page 1



3GPP TSG SA WG2 Meeting #69
TD S2-088087
17 - 21 November, 2008

Miami, Florida, USA
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.203
	CR
	0236
	(

rev
	-
	(

Current version:
	8.3.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correction to the clause of  session binding

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	TE18
	
	Date: (

	6/11/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
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	(1) The UE IP address(es) is always sent to the PCRF by AF, otherwise the UE id or PDN information may not be sent to the PCRF by AF.

(2) In the clause of session binding of TS 23.203 v8.3.0, NOTE2 is specified,
“NOTE 2:
Only a 1:1 mapping between the Rx session and IP-CAN session is supported in Release 7.” But the TS is a Release 8 specification.
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	(1) The information about the packet data network (PDN) the user is accessing, if present.

(2) “NOTE 2:
Only a 1:1 mapping between the Rx session and IP-CAN session is supported in this Release.”
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1st Change

6.1.1.2
Session binding

Session binding is the association of the AF session information to an IP-CAN session.

The PCRF shall perform the session binding, which shall take the following IP-CAN parameters into account:

a)
The UE IP address(es);

b)
The UE identity (of the same kind), if present.

NOTE 1:
In case the UE identity in the IP-CAN and the application level identity for the user are of different kinds, the PCRF needs to maintain, or have access to, the mapping between the identities. Such mapping is not subject to specification within this TS.

c)
The information about the packet data network (PDN) the user is accessing, if present.

NOTE 2:
Only a 1:1 mapping between the Rx session and IP-CAN session is supported in this Release.

The PCRF shall identify the PCC rules and QoS rules affected by the AF session information, including new rules to be installed and existing rules to be modified or removed. QoS rules are provided in addition to PCC rules for a service data flow when both a Gx and a Gxx interface exist for that service data flow.
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