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	1st Modified Section


4.1.2.1
Attempted RAB establishments for CS domain

a) This measurement provides the number of requested RAB in establishment attempts for CS domain. The measurement is split into subcounters per traffic class.

b) CC

c) On receipt by the RNC of a RANAP RAB ASSIGNMENT REQUEST message for CS domain, each requested RAB in establishment attempts is added to the relevant measurement according to the traffic class requested. See TS 25.413 [5] and TS 23.107 [2]. 
For conversational service, the relevant measurements according to the data rates requested, see TR 25.993 [13] are as follows:
uplink<U>:


1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
 

2: 12.2 kbps
 

3: 28.8 kbps
 

4: 32 kbps
 

5: 64 kbps
 

6: AMR -WB-rate (12.65, 8.8, 6.65) kbps
downlink<D>: 


1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
 

2: 12.2 kbps
 

3: 28.8 kbps
 

4: 32 kbps
 

5: 64 kbps
 

6: AMR -WB-rate (12.65, 8.8, 6.65) kbps
As indicated above, <U> and <D> are integer values that map to the conversational service specified uplink and downlink data rates respectively. NOTE :
The addition is performed with the condition that the RAB has not been setup or modified successfully in a previous RANAP RAB ASSIGNMENT RESPONSE or RELOCATION REQUEST ACKNOWLEDGE.
d) Each measurement is an integer value.

e) RAB.AttEstabCS.Conv.<U><D>
RAB.AttEstabCS.Strm
RAB.AttEstabCS.Intact
RAB.AttEstabCS.Bgrd
f) RncFunction

g) Valid for circuit switched traffic

h) UMTS

4.1.2.2
Successful RAB establishments without queuing for CS domain

a) This measurement provides the number of successfully established RABs for CS domain in which a queuing process has not been involved. The measurement is split into subcounters per traffic class.

b) CC

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for CS domain, each successfully established RAB is added to the relevant measurement according to the traffic class requested in the RAB ASSIGNMENT REQUEST message. See TS 25.413 [5] and TS 23.107 [2]. 
For conversational service, the relevant measurements according to the data rates requested, see TR 25.993 [13] are as follows:
uplink<U>:



1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
 

2: 12.2 kbps
 

3: 28.8 kbps
 

4: 32 kbps
 

5: 64 kbps 
 

6: AMR -WB-rate (12.65, 8.8, 6.65) kbps
downlink<D>: 



1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
 

2: 12.2 kbps
 

3: 28.8 kbps
 

4: 32 kbps
 

5: 64 kbps
 

6: AMR -WB-rate (12.65, 8.8, 6.65) kbps
As indicated above, <U> and <D> are integer values that map to the conversational service specified uplink and downlink data rates respectively.
NOTE:
The addition is performed with the condition that the RAB has not been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE and the RAB has not been setup or modified successfully in a previous RANAP RAB ASSIGNMENT RESPONSE or RELOCATION REQUEST ACKNOWLEDGE. 
d) Each measurement is an integer value.

e) RAB.SuccEstabCSNoQueuing.Conv.<U><D>
RAB.SuccEstabCSNoQueuing.Strm
RAB.SuccEstabCSNoQueuing. Intact
RAB.SuccEstabCSNoQueuing.Bgrd.
f) RncFunction

g) Valid for circuit switched traffic

h) UMTS

	Next Modified Section


4.1.2.4
Successful RAB establishments with queuing for CS domain

a) This measurement provides the number of successfully established RABs for CS domain in which a queuing process has been involved. The measurement is split into subcounters per traffic class.

b) CC

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for CS domain, each successfully established RAB is added to the relevant measurement according to the traffic class. See TS 25.413 [5] and TS 23.107 [2]. 
For conversational service, the relevant measurements according to the data rates requested, see TR 25.993 [13] are as follows:
uplink<U>:


1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
 

2: 12.2 kbps
 

3: 28.8 kbps
 

4: 32 kbps
 

5: 64 kbps
 

6: AMR -WB-rate (12.65, 8.8, 6.65) kbps 
downlink<D>: 


1: AMR rate (12.2 10.2 7.95 7.4 6.7 5.9 5.15 4.75) kbps 
 

2: 12.2 kbps
 

3: 28.8 kbps
 

4: 32 kbps
 

5: 64 kbps
 

6: AMR -WB-rate (12.65, 8.8, 6.65) kbps 
As indicated above, <U> and <D> are integer values that map to the conversational service specified uplink and downlink data rates respectively.
NOTE:
The addition is performed with the condition that the RAB has been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE and the RAB has not been setup or modified successfully in a previous RANAP RAB ASSIGNMENT RESPONSE or RELOCATION REQUEST ACKNOWLEDGE.
d) Each measurement is an integer value.

e) RAB.SuccEstabCSQueuing.Conv.<U><D>
RAB.SuccEstabCSQueuing.Strm
RAB.SuccEstabCSQueuing.Intact
RAB.SuccEstabCSQueuing.Bgrd
f) RncFunction

g) Valid for circuit switched traffic

h) UMTS
	End of modifications
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