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	Reason for change:
(

	TSG SA has tasked SA1 to remove an editors note from the approved 22.268. This editors note mentioned a need to clarify if regulatory requirements related to where a UE was purchased, where a UE was used or where the subscription resides. Rather than trying to clarify in a 3GPP specification how regulatory requirements relate to UEs, it is felt that the mentioning of “subject to regulatory requirements” in clause 4.6 “PWS-UE requirements” is not needed. Thus the need for clarification is removed. 

	
	

	Summary of change:
(

	Remove a sentence “This requirement may be subject to regulatory requirements” from clause 4.6 on PWS-UE requirements.
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	Other comments:
(

	The editor’s note is deleted in CR 0004 which changes clause 4.9, where the editor’s note was located.


4.6
PWS-UE Requirements

4.6.1
General Requirements

PWS-UEs shall only be required to receive and present Warning Notifications in languages as presented by the Warning Notification Provider.

There shall be no requirement for language translation in the operator’s network or the UE.

It shall be possible for the Warning Notification to be displayed on the PWS-UE upon reception and without any user interaction.

It shall be possible for users to configure the behavior of a PWS-UE with regard to Warning Notification alerting and should allow at least volume adjustment. 

The PWS-UE shall support a dedicated alerting indication (audio attention signal and a dedicated vibration cadence) and be distinct from any other device alerts and restricted to use for Warning Notification purposes. The User Interface shall support the ability for the user to suppress the dedicated audio attention signal and/or the dedicated vibration cadence when a Warning Notification is received. 
The alerting indication for a specific Warning Notification shall continue until suppressed by users' manual operation (e.g. by pushing keys). The frequency and duration of the continued alerting indication is mobile device implementation specific. This shall not suppress the alerting indication for subsequent Warning Notifications.

The PWS-UE shall automatically suppress duplicate notifications. A duplicate is a repetition of a previous notification as determined by unique parameters.

The PWS-UE shall not support any capabilities to forward received Warning Notifications, to reply to received Warning Notifications, or to copy and paste the content of Warning Notifications.

PWS-UEs should have the ability to present previously displayed Warning Notifications if requested by the user.
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