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TR 23.869: 'Support for Internet Protocol (IP) based IP Multimedia Subsystem (IMS) Emergency calls over General Packet Radio Service (GPRS) and Evolved Packet Service (EPS)', Version 1.0.0 (Release 9)

Presented for:
Information and Approval

Abstract of document:

TR 23.869 documented the architectural considerations for EPS and GPRS to support IMS emergency sessions.  Some of the considerations include: the ability to provide emergency bearer service regardless of subscription limitations (e.g., QoS), ability to access the network when the UE is in limited service mode, ability to handover emergency bearers when a valid subscriber moves into a restricted area, receiving emergency bearer services from the VPLMN.

TR effort has completed.  Any further work will be captured by CRs to applicable specifications during the normative phase. 

Changes since last presentation to SA:

This is the first presentation.

Outstanding Issues:

Whether an unauthenticated IMSI should be used as a UE identifier, if available, or only IMEI when a UE is in limited service mode.

Whether dynamic PCC should be used for UEs in limited service mode.

For MME initiated detach, MME detection of the end of the emergency call so that a detach timer can be set.

Finalization of additional data such as use of UE provided APN when PDN connection request for emergency bearer services is received, and MME emergency configuration data.

Method of attaching to GPRS when the UE is in limited service mode.

For non-3GPP access, support of handover and emergency bearer services.

Handling of emergency bearer services for 2G.

Support of IP addresses in VLPMN.

Contentious Issues:

None.
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