TSG SA Meeting #43
SP-090114

09 - 12 March 2009,

Biarritz, France

Title:
19 CRs to 23.401 on System Architecture Evolution Specification - Evolved Packet System - CR pack 1 (Rel-8)

Source:
SA WG2

Work Item:
SAES

Agenda Item
10.27

The following CRs were agreed by SA WG2 and are provided to TSG SA#43 for approval:

	TS
	CR
	Rev
	Release
	Title
	Cat
	Vsn
	SA WG2 TD
	Source to WG
	Work Item
	Clauses affected

	23.401
	0732
	1
	Rel-8
	Alignment of S3 to transfer EPS Bearers instead of PDP contexts at IRAT handover
	F
	8.4.0
	S2-090603
	Ericsson, ZTE
	SAES
	5.3.3.3, 5.3.3.6, 5.5.2.1.2, 5.5.2.2.2, 5.5.2.3.2, 5.5.2.4.2

	23.401
	0733
	1
	Rel-8
	IRAT Handover procedures updated with references to security specification
	F
	8.4.1
	S2-090628
	Ericsson
	SAES
	5.5.2.1.2, 5.5.2.2.2, 5.5.2.3.2, 5.5.2.4.2

	23.401
	0734
	1
	Rel-8
	Error correction of TAU procedure
	F
	8.4.1
	S2-090609
	Ericsson, Huawei
	SAES
	5.3.3.1; 5.3.3.2; 5.3.3.3; 5.3.3.6

	23.401
	0735
	1
	Rel-8
	Clarify text on subscribed QoS
	F
	8.4.1
	S2-090605
	Ericsson
	SAES
	4.7.2.1, 4.7.3

	23.401
	0739
	2
	Rel-8
	Refinement to the procedures for storing PDN GW information in HSS
	F
	8.4.1
	S2-090773
	Samsung
	SAES
	5.3.8

	23.401
	0740
	2
	Rel-8
	Handling Wild CARD APN in 3GPP Access
	F
	8.4.1
	S2-090774
	Samsung
	SAES
	5.7.X

	23.401
	0741
	1
	Rel-8
	Alignment of Figure with the text of MME-HSS interaction
	F
	8.4.1
	S2-090610
	Samsung
	SAES
	5.10.2

	23.401
	0742
	1
	Rel-8
	Clarification of IPv6 prefix and interface identifier allocation to UE
	F
	8.4.1
	S2-090601
	Motorola
	SAES
	5.3.1.1, 5.3.1.2.2

	23.401
	0745
	2
	Rel-8
	Correction on the PDN type
	F
	8.4.1
	S2-090647
	Huawei
	SAES
	5.3.2.1, 5.10.2

	23.401
	0746
	1
	Rel-8
	Clarification on PDN GW selection function
	F
	8.4.1
	S2-090621
	Huawei
	SAES
	4.3.8.1

	23.401
	0748
	2
	Rel-8
	Relation between EPS MM and CM state
	F
	8.4.1
	S2-091628
	Huawei
	SAES
	4.6.1

	23.401
	0749
	1
	Rel-8
	Clarifications on APN Selection
	F
	8.4.1
	S2-090640
	Huawei
	SAES
	5.3.2, 5.10.2

	23.401
	0752
	2
	Rel-8
	Corrections about the UE location Info reporting in detach procedure.
	F
	8.4.1
	S2-090643
	Huawei
	SAES
	5.3.8.2, 5.3.8.3, 5.7.3

	23.401
	0754
	2
	Rel-8
	Un-successful case clarification for X2 HO
	F
	8.4.1
	S2-090651
	Huawei
	SAES
	5.5.1.1.2, 5.5.1.1.3

	23.401
	0757
	3
	Rel-8
	Handling NAS Procedure at the MME
	F
	8.4.1
	S2-090776
	Nortel
	SAES
	5.5.1.1.1

	23.401
	0758
	1
	Rel-8
	‘Bearers Requesting Data Forwarding List’ in inter-RAT handover
MCC revision of S2-090614 (CR Cover sheet error)
	F
	8.4.1
	S2-090614 rev
	Motorola
	SAES
	5.5.2.1.2, 5.5.2.2.2, 5.5.2.3.2, D.3.3, D.3.7.2

	23.401
	0759
	2
	Rel-8
	Prioritization of EPS Bearers and PDP Contexts during TAU
MCC revision of S2-090645 (CR Cover sheet error)
	F
	8.4.1
	S2-090645 rev
	Motorola
	SAES
	5.3.3.2, 5.3.3.3, 5.3.3.6

	23.401
	0760
	1
	Rel-8
	Storage of the IPv4 address in the MME
	F
	8.4.1
	S2-090612
	Nokia, Nokia Siemens Networks
	SAES
	5.7.2

	23.401
	0761
	2
	Rel-8
	M-PDN Detach Specification for 3GPP Accesses
	F
	8.4.1
	S2-090615
	Research In Motion
	SAES
	5.3.8


