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Annex E:
List of Change Requests and their status after TSG SA Meeting #43

E.1
CRs from SA WG1

	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090080
	21.905
	0091
	1
	8.7.0
	Rel-8
	Introduce the definition of CSG manager
	approved
	B
	8.8.0
	HomeNB

	SP-090080
	21.905
	0092
	1
	9.0.0
	Rel-9
	Introduce the definition of CSG manager (Mirror CR to rel-9)
	approved
	A
	9.1.0
	HomeNB

	SP-090081
	21.905
	0093
	2
	8.7.0
	Rel-8
	Editorial changes in IMC definition
	approved
	D
	8.8.0
	CIMS_3GPP2

	SP-090081
	21.905
	0094
	2
	9.0.0
	Rel-9
	Editorial changes in IMC definition
	approved
	A
	9.1.0
	CIMS_3GPP2

	SP-090082
	22.011
	0142
	1
	9.0.0
	Rel-9
	Removing the content of chapter 8 and add a reference instead.
	reissued
	D
	
	EHNB

	SP-090195
	22.011
	0142
	1
	9.0.0
	Rel-9
	Removing the content of chapter 8 and add a reference instead.
	approved
	D
	9.1.0
	EHNB

	SP-090080
	22.011
	0143
	-
	8.6.0
	Rel-8
	"Separating the two roles ""CSG manager"" and ""H(e)NB owner"""
	approved
	C
	8.7.0
	HomeNB

	SP-090080
	22.011
	0144
	2
	8.6.0
	Rel-8
	Removing the duplicated definitions
	approved
	F
	8.7.0
	HomeNB

	SP-090080
	22.011
	0146
	-
	8.6.0
	Rel-8
	Clarifying the manual CSG selection
	approved
	F
	8.7.0
	HomeNB

	SP-090080
	22.011
	0150
	-
	8.6.0
	Rel-8
	Number of CSG Type characters
	approved
	F
	8.7.0
	HomeNB

	SP-090082
	22.038
	0036
	3
	8.0.1
	Rel-9
	Discovery of surrounding home (e)NodeB by UICC
	revised
	B
	
	EH(E)NB

	SP-090195
	22.038
	0036
	4
	8.0.1
	Rel-9
	Discovery of surrounding home (e)NodeB by UICC
	revised
	B
	
	EHNB

	SP-090215
	22.038
	0036
	5
	8.0.1
	Rel-9
	Discovery of surrounding home (e)NodeB by UICC
	approved
	B
	9.0.0
	EHNB

	SP-090218
	22.101
	0304
	1
	7.11.0
	Rel-7
	Removing the requirement on call back for emergency call
	approved
	F
	7.12.0
	TEI7

	SP-090078
	22.101
	0304
	1
	7.11.0
	Rel-7
	Removing the requirement on call back for emergency call
	approved
	F
	7.12.0
	TEI7

	SP-090078
	22.101
	0305
	1
	8.10.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	A
	8.11.0
	TEI7

	SP-090218
	22.101
	0305
	1
	8.10.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	A
	8.11.0
	TEI7

	SP-090079
	22.101
	0306
	1
	8.10.0
	Rel-8
	Clarification and enhancement of ciphering indicator feature
	approved
	C
	8.11.0
	TEI8

	SP-090079
	22.101
	0307
	1
	9.2.0
	Rel-9
	Clarification and enhancement of ciphering indicator feature
	approved
	A
	9.3.0
	TEI9

	SP-090032
	22.101
	0309
	-
	9.2.0
	Rel-9
	UICC high-speed interface support in ME
	revised
	B
	
	TEI9

	SP-090199
	22.101
	0309
	1
	9.2.0
	Rel-9
	UICC high-speed interface support in ME
	rejected
	B
	
	TEI9

	SP-090082
	22.115
	0044
	-
	8.3.0
	Rel-9
	HNB/HeNB Charging Requirements
	reissued
	B
	
	EHNB

	SP-090195
	22.115
	0044
	-
	8.3.0
	Rel-9
	HNB/HeNB Charging Requirements
	approved
	B
	9.0.0
	EHNB

	SP-090078
	22.173
	0051
	-
	8.5.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	F
	8.6.0
	TEI8

	SP-090218
	22.173
	0051
	-
	8.5.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	F
	8.6.0
	TEI8

	SP-090083
	22.173
	0052
	1
	9.0.0
	Rel-9
	Corrections to dynamic blocking of incoming communications
	approved
	F
	9.1.0
	eMMTel

	SP-090084
	22.228
	0085
	1
	9.0.0
	Rel-9
	IMS IDT Inter UE Transfer Service Requirements
	approved
	F
	9.1.0
	IMS_SCC-IDT

	SP-090086
	22.228
	0087
	3
	9.0.0
	Rel-10
	Requirements for a focus aware conference users before leaving the conference
	approved
	C
	10.0.0
	TEI10

	SP-090084
	22.228
	0088
	1
	9.0.0
	Rel-9
	IUT beetween an IP CAN and 3GPP CS Domain
	approved
	B
	9.1.0
	IMS_SCC_IDT

	SP-090078
	22.233
	0031
	1
	7.0.0
	Rel-7
	Addition of Rel-7 mobile TV requirement to PSS
	revised
	F
	
	TEI7

	SP-090200
	22.233
	0031
	2
	7.0.0
	Rel-7
	Addition of Rel-7 mobile TV requirement to PSS
	revised
	C
	
	TEI7

	SP-090218
	22.233
	0031
	2
	7.0.0
	Rel-7
	Addition of Rel-7 mobile TV requirement to PSS
	approved
	C
	7.1.0
	TEI7

	SP-090078
	22.233
	0032
	1
	8.0.0
	Rel-8
	Addition of Rel-8 mobile TV requirement to PSS
	revised
	F
	
	TEI8

	SP-090218
	22.233
	0032
	2
	8.0.0
	Rel-8
	Addition of Rel-8 mobile TV requirement to PSS
	approved
	C
	8.1.0
	TEI8

	SP-090200
	22.233
	0032
	2
	8.0.0
	Rel-8
	Addition of Rel-8 mobile TV requirement to PSS
	revised
	C
	
	TEI8

	SP-090085
	22.268
	0001
	1
	9.0.0
	Rel-9
	Fix for a note that is floating out of context
	approved
	D
	9.1.0
	PWS

	SP-090085
	22.268
	0002
	1
	9.0.0
	Rel-9
	Proposal to solve conflicting requirements
	approved
	F
	9.1.0
	PWS

	SP-090085
	22.268
	0004
	1
	9.0.0
	Rel-9
	Regulatory Requirements Pertaining to Roaming
	revised
	F
	
	PWS

	SP-090216
	22.268
	0004
	2
	9.0.0
	Rel-9
	Regulatory Requirements Pertaining to Roaming
	approved
	F
	9.1.0
	PWS

	SP-090085
	22.268
	0005
	-
	9.0.0
	Rel-9
	Removal of ôsubject to regulatory requirementsö from PWS-UE requirements
	approved
	F
	9.1.0
	PWS
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E.2
CRs from SA WG2

	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090101
	23.060
	0746
	4
	8.3.0
	Rel-8
	The usage of AMBR between S4 SGSN and Gn/Gp SGSN
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0760
	1
	8.3.0
	Rel-8
	S4-SGSN QoS mapping
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0761
	5
	8.3.0
	Rel-8
	Clarification on the SGSN initiated bearer deactivation procedure
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0763
	-
	8.3.0
	Rel-8
	Corrections on APN and GGSN Selection
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0764
	1
	8.3.0
	Rel-8
	Removal of the PDN GW initiated update of the IPv4 address
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0765
	5
	8.3.0
	Rel-8
	Clarification that Rel-8 SGSN supports Rel-8 DNS for S4/Gn selection based on LTE capability of the UE
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0766
	1
	8.3.0
	Rel-8
	Correction of Iu Release, Routing Area Update, Service Request procedures using S4
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0768
	2
	8.3.0
	Rel-8
	UE capability handling at inter-RAT handover
	approved
	F
	8.4.0
	SAES

	SP-090106
	23.060
	0769
	-
	8.3.0
	Rel-8
	Correction of QoS negotiation details
	approved
	F
	8.4.0
	TEI8

	SP-090101
	23.060
	0770
	3
	8.3.0
	Rel-8
	Correction of Annex A (APN and GGSN selection) for support of S4 SGSN
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0774
	1
	8.3.0
	Rel-8
	Remove TCP option for reference point S6d
	approved
	F
	8.4.0
	SAES

	SP-090102
	23.060
	0775
	2
	8.3.0
	Rel-9
	GPRS Emergency PDP Context Activation
	revised
	F
	
	IMS_EMER_GPRS_EPS

	SP-090103
	23.060
	0775
	3
	8.3.0
	Rel-9
	GPRS Emergency PDP Context Activation
	approved
	F
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090101
	23.060
	0776
	2
	8.3.0
	Rel-8
	Subscribed PDN Type Handling in the S4 SGSN
	approved
	F
	8.4.0
	SAES

	SP-090104
	23.060
	0777
	1
	8.3.0
	Rel-9
	IMS emergency call support - APN Restriction
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090101
	23.060
	0778
	-
	8.3.0
	Rel-8
	Editorial correction about the figures in two figures
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0779
	1
	8.3.0
	Rel-8
	MS-Initiated EPS Bearer Modification Procedure using S4
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0780
	1
	8.3.0
	Rel-8
	Core Network classmark handling
	approved
	F
	8.4.0
	SAES

	SP-090101
	23.060
	0781
	1
	8.3.0
	Rel-8
	RRC Connection recovery by NAS
	approved
	F
	8.4.0
	SAES

	SP-090106
	23.167
	0115
	2
	8.2.0
	Rel-8
	Non-dialable callback number
	approved
	F
	8.3.0
	TEI8

	SP-090104
	23.167
	0116
	1
	8.2.0
	Rel-9
	IP-CAN IMS emergency services support corrections
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090106
	23.167
	0119
	1
	8.2.0
	Rel-8
	PSAP call back indicator removal
	approved
	F
	8.3.0
	TEI8

	SP-090107
	23.167
	0121
	3
	8.2.0
	Rel-8
	Correction to reference
	approved
	F
	8.3.0
	IMS_Common

	SP-090108
	23.167
	0126
	1
	8.2.0
	Rel-9
	Correcting handling of URIs not allowed to resolve to emergency services
	approved
	B
	9.0.0
	TEI9

	SP-090104
	23.203
	0251
	4
	8.4.0
	Rel-9
	Support verification of emergency bearer for IMS emergency calls
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090110
	23.203
	0252
	1
	8.4.0
	Rel-8
	Alignment of to Gateway Control Session Est procedure with 23.402 attach procedure
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0254
	1
	8.4.0
	Rel-8
	Clarification for UE-init operation for multiple BBERF handling
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0256
	3
	8.4.0
	Rel-8
	Clarification of BBERF relocation case 2a
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0257
	2
	8.4.0
	Rel-8
	Multiple bearer binding function for HO between GTP and PMIP
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0258
	-
	8.4.0
	Rel-8
	V-PCRF and local policy rules
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0259
	2
	8.4.0
	Rel-8
	Clarification to ACK in the IP-CAN Session Modification; GW(PCEF) initiated
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0261
	1
	8.4.0
	Rel-8
	Role of V-PCRF when HPLMN does not support PCC
	approved
	F
	8.5.0
	SAES

	SP-090109
	23.203
	0262
	5
	8.4.0
	Rel-8
	Modification of the IPCAN session establishment procedure
	approved
	A
	8.5.0
	PCC

	SP-090109
	23.203
	0263
	4
	7.9.0
	Rel-7
	Modification of the IPCAN session establishment procedure
	approved
	F
	7.10.0
	PCC

	SP-090110
	23.203
	0264
	1
	8.4.0
	Rel-8
	Corrections to V-PCRF functionality description
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0265
	1
	8.4.0
	Rel-8
	Update of definitions and abbreviations section
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0266
	-
	8.4.0
	Rel-8
	Control of PCC rule provisioning
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0267
	1
	8.4.0
	Rel-8
	Update of policy control requirements
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0268
	2
	8.4.0
	Rel-8
	QoS Allocation Status handling at inter-access system handover
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0274
	2
	8.4.0
	Rel-8
	Clarification on QoS rules provided during inter-BBERF handovers
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0279
	1
	8.4.0
	Rel-8
	Clarification of event trigger definition
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0282
	2
	8.4.0
	Rel-8
	Relevance of QCI for PCRF binding
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0283
	2
	8.4.0
	Rel-8
	Clarification of accept/reject bearer signalling
	approved
	F
	8.5.0
	SAES

	SP-090110
	23.203
	0285
	-
	8.4.0
	Rel-8
	Correction to signalling of supported BCMs during BBERF relocation
	approved
	F
	8.5.0
	SAES

	SP-090111
	23.204
	0076
	2
	7.5.0
	Rel-7
	SM termination procedure correction
	approved
	F
	7.6.0
	SMSIP

	SP-090111
	23.204
	0077
	4
	8.3.0
	Rel-8
	Correction of procedure for SM termination through the home network
	approved
	A
	8.4.0
	SMSIP

	SP-090106
	23.204
	0078
	1
	8.3.0
	Rel-8
	Reduction of unnecessary signalling
	approved
	F
	8.4.0
	TEI8

	SP-090113
	23.216
	0057
	-
	8.2.0
	Rel-8
	Corrections regarding the use of transparent containers
	approved
	F
	8.3.0
	SAES

	SP-090112
	23.216
	0060
	1
	8.2.0
	Rel-8
	Replacing PS Handover with DTM Handover
	approved
	F
	8.3.0
	SAES-SRVCC

	SP-090112
	23.216
	0061
	1
	8.2.0
	Rel-8
	Alignment with Common IMS
	approved
	F
	8.3.0
	SAES-SRVCC

	SP-090113
	23.216
	0062
	-
	8.2.0
	Rel-8
	Correction to suspend response
	approved
	F
	8.3.0
	SAES

	SP-090113
	23.228
	0835
	1
	8.7.0
	Rel-8
	Reference correction for P-CSCF discovery
	approved
	F
	8.8.0
	SAES

	SP-090107
	23.228
	0839
	2
	8.7.0
	Rel-8
	Clarification for transcoding support based on MRFC/MRFP
	approved
	F
	8.8.0
	IMS_Common

	SP-090120
	23.237
	0089
	1
	8.2.0
	Rel-8
	Clarification on the use of IMS SC with EPS
	approved
	F
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0090
	1
	8.2.0
	Rel-8
	Using EPC mobility and IMS PS-PS Service continuity
	approved
	F
	8.3.0
	IMS-Cont

	SP-090123
	23.237
	0091
	3
	8.2.0
	Rel-9
	Information flow of real time media transfer from PS to the CS
	approved
	B
	9.0.0
	IMSSCC-SPI

	SP-090120
	23.237
	0096
	1
	8.2.0
	Rel-8
	Source Access Leg release for PS-CS Access Transfer
	approved
	F
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0098
	-
	8.2.0
	Rel-8
	Error in text for procedure 'PS - PS in conjunction with PS - CS Access Transfer: Active/Held sessions - Using Gm reference point'.
	approved
	F
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0099
	1
	8.2.0
	Rel-8
	Clarification on procedure for PS-PS transfer in conjunction with PS-CS transfer for UEs with ICS Capabilities.
	approved
	F
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0100
	3
	8.2.0
	Rel-8
	PS-PS in conjunction with PS-CS real-time media transfer with service control retained on original source access.
	approved
	F
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0101
	1
	8.2.0
	Rel-8
	Terminology alignment with TS 23.003
	approved
	F
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0103
	2
	8.2.0
	Rel-8
	Remove I1 interface from 23.237 Rel-8
	approved
	C
	8.3.0
	IMS-Cont

	SP-090120
	23.237
	0104
	1
	8.2.0
	Rel-8
	Clarification on Service Control Signalling Path transfer for ICS session continuity during PS-PS transfer
	approved
	C
	8.3.0
	IMS-Cont

	SP-090164
	23.246
	0202
	3
	8.2.0
	Rel-8
	MBMS improvements for HSPA Evolution
	postponed
	B
	
	TEI8

	SP-090121
	23.246
	0206
	1
	8.2.0
	Rel-9
	eMBMS Architecture Principles
	approved
	B
	9.0.0
	MBMS_EPS

	SP-090121
	23.246
	0207
	-
	8.2.0
	Rel-8
	Removal of eMBMS Architecture Principles from Rel-8
	approved
	B
	8.3.0
	MBMS_EPS

	SP-090113
	23.251
	0016
	5
	8.0.0
	Rel-8
	Netshare cleanup
	approved
	F
	8.1.0
	SAES

	SP-090122
	23.272
	0063
	1
	8.2.0
	Rel-8
	Correction to the ISR deactivation in CSFB
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090122
	23.272
	0064
	-
	8.2.0
	Rel-8
	Correction to the MT Call in Active Mode in CSFB
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090122
	23.272
	0065
	2
	8.2.0
	Rel-8
	Corrections to PS HO based procedures in CSFB
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090122
	23.272
	0067
	1
	8.2.0
	Rel-8
	Emergency Indication usage in CSFB
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090122
	23.272
	0068
	2
	8.2.0
	Rel-8
	ISR deactivation based on UE's CS Fallback capability
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090122
	23.272
	0069
	-
	8.2.0
	Rel-8
	Deletion of unnecessary MSC functionality
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090113
	23.272
	0070
	2
	8.2.0
	Rel-8
	23.272 CR0070: MT call 1xCS fallback rejection
	approved
	F
	8.3.0
	SAES

	SP-090122
	23.272
	0073
	1
	8.2.0
	Rel-8
	Use of Extended SR
	approved
	F
	8.3.0
	SAES-CSFB

	SP-090123
	23.292
	0087
	1
	9.0.0
	Rel-9
	ICS Service Change procedures using redial
	approved
	C
	9.1.0
	IMSSCC-ICS

	SP-090123
	23.292
	0088
	-
	9.0.0
	Rel-9
	General corrections for supporting video sessions that use CS media
	approved
	F
	9.1.0
	IMSSCC-ICS

	SP-090124
	23.292
	0091
	3
	8.2.0
	Rel-8
	T-ADS alignment with T-ADS for SC
	approved
	F
	8.3.0
	ICSRA-St2

	SP-090124
	23.292
	0092
	3
	9.0.0
	Rel-9
	T-ADS alignment with T-ADS for SC
	approved
	F
	9.1.0
	ICSRA-St2

	SP-090124
	23.292
	0093
	1
	8.2.0
	Rel-8
	ICS specification missing interface between MSC server and TAS used for communication settings modifications.
	approved
	F
	8.3.0
	ICSRA-St2

	SP-090124
	23.292
	0094
	1
	9.0.0
	Rel-9
	Optimized signalling handling in IMS deregistration by MSC Server enhanced for ICS when UE changing MSC
	approved
	A
	9.1.0
	ICSRA-St2

	SP-090124
	23.292
	0095
	1
	8.2.0
	Rel-8
	Terminology alignment with TS 23.003
	approved
	F
	8.3.0
	ICSRA-St2

	SP-090124
	23.292
	0096
	1
	9.0.0
	Rel-9
	Terminology alignment with TS 23.003
	approved
	A
	9.1.0
	ICSRA-St2

	SP-090124
	23.292
	0097
	1
	9.0.0
	Rel-9
	ICS specification missing interface between MSC server and TAS used for communication settings modifications.
	approved
	A
	9.1.0
	ICSRA-St2

	SP-090124
	23.292
	0098
	-
	8.2.0
	Rel-8
	Optimized signalling handling in IMS deregistration by MSC Server enhanced for ICS when UE changing MSC
	approved
	F
	8.3.0
	ICSRA-St2

	SP-090125
	23.327
	0011
	1
	8.2.0
	Rel-8
	Cleanup for using PCO to obtain the homelink information when GGSN and HA are co-located
	approved
	F
	8.3.0
	IWLAN_Mob

	SP-090114
	23.401
	0732
	1
	8.4.1
	Rel-8
	Alignment of S3 to transfer EPS Bearers instead of PDP contexts at IRAT handover
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0733
	1
	8.4.1
	Rel-8
	IRAT Handover procedures updated with references to security specification
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0734
	1
	8.4.1
	Rel-8
	Error correction of TAU procedure
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0735
	1
	8.4.1
	Rel-8
	Clarify text on subscribed QoS
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0739
	2
	8.4.1
	Rel-8
	Refinement to the procedures for storing PDN GW information in HSS
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0740
	2
	8.4.1
	Rel-8
	Handling Wild CARD APN in 3GPP Access
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0741
	1
	8.4.1
	Rel-8
	Alignment of Figure with the text of MME-HSS interaction
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0742
	1
	8.4.1
	Rel-8
	Clarification of IPv6 prefix and interface identifier allocation to UE
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0745
	2
	8.4.1
	Rel-8
	correction on the PDN TYPE
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0746
	1
	8.4.1
	Rel-8
	Clarification on PDN GW selection function
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0748
	2
	8.4.1
	Rel-8
	Relation between EPS MM and CM state
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0749
	1
	8.4.1
	Rel-8
	Clarifications on APN Selection
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0752
	2
	8.4.1
	Rel-8
	Corrections about the UE location Info reporting in detach procedure.
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0754
	2
	8.4.1
	Rel-8
	Un-successful case clarification for X2 handover
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0757
	3
	8.4.1
	Rel-8
	Handling NAS Procedure at the MME
	approved
	F
	8.5.0
	SAES-LTE

	SP-090114
	23.401
	0758
	1
	8.4.1
	Rel-8
	Bearers Requesting Data Forwarding List in inter-RAT handover
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0759
	2
	8.4.1
	Rel-8
	Prioritization of EPS Bearers and PDP Contexts during TAU
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0760
	1
	8.4.1
	Rel-8
	Storage of the IPv4 address in the MME
	approved
	F
	8.5.0
	SAES

	SP-090114
	23.401
	0761
	2
	8.4.1
	Rel-8
	M-PDN Detach Procedure Specification
	approved
	F
	8.5.0
	SAES-LTE

	SP-090115
	23.401
	0764
	1
	8.4.1
	Rel-8
	Adding Charging ID to Dedicated Bearer Establishment procedure
	postponed
	F
	
	SAES

	SP-090115
	23.401
	0768
	2
	8.4.1
	Rel-8
	Cause IE and Transparent Container IE Cleanup.
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0770
	1
	8.4.1
	Rel-8
	PDP Context to EPS Bearer mapping in MME during Gn/Gp-SGSN to MME TAU.
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0771
	3
	8.4.1
	Rel-8
	Correction of Routeing Area Update
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0772
	-
	8.4.1
	Rel-8
	Cleanup of definitions and abbreviations
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0773
	2
	8.4.1
	Rel-8
	UE capability handling at inter-RAT handover
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0774
	1
	8.4.1
	Rel-8
	NAS message/S1 procedure handling during S1 interface handover
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0775
	1
	8.4.1
	Rel-8
	PCC related update of bearer activation and modification procedure
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0776
	1
	8.4.1
	Rel-8
	Removal of editor's notes and FFS'
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0777
	3
	8.4.1
	Rel-8
	Clarification on the UE identity handling during Attach procedure
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0778
	3
	8.4.1
	Rel-8
	Clarification of the additional P-TMSI/RAI
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0779
	3
	8.4.1
	Rel-8
	Establish all the Dedicated Bearers in combination with default bearer in Handover Attach or Handover PDN connectivity
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0780
	2
	8.4.1
	Rel-8
	Clarification that PDN GW initiated bearer modification procedure supports change of QCI
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0781
	1
	8.4.1
	Rel-8
	Editorial Updates on MME control of overload clause
	approved
	D
	8.5.0
	SAES

	SP-090115
	23.401
	0793
	1
	8.4.1
	Rel-8
	Remove TCP option for reference point S6a and S13
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0794
	2
	8.4.1
	Rel-8
	Unconditional RAU at handover to same RA
	approved
	F
	8.5.0
	SAES

	SP-090115
	23.401
	0795
	-
	8.4.1
	Rel-8
	Clarification of reference in MME-Initiated Detach Procedure
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0796
	1
	8.4.1
	Rel-8
	MBR for non-GBR PDP-contexts
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0798
	4
	8.4.1
	Rel-8
	Alignment of UE requested bearer resource modification procedure
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0799
	-
	8.4.1
	Rel-8
	Clarification that dedicated bearers are per PDN connection
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0803
	2
	8.4.1
	Rel-8
	Data Forwarding Path between SGW and S4-SGSN for IRAT HO from E-UTRAN to UTRAN Iu-mode
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0806
	1
	8.4.1
	Rel-8
	The synchronization of EPS security context during the TAU procedure
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0808
	1
	8.4.1
	Rel-8
	Prioritization of EPS Bearers and PDP Contexts during TAU
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0809
	2
	8.4.1
	Rel-8
	Introducing Data Forwarding indication for inter RAT handover to EUTRAN
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0812
	2
	8.4.1
	Rel-8
	Clarification of Subscribed PDN Type IPv4v6
	approved
	F
	8.5.0
	SAES

	SP-090104
	23.401
	0813
	2
	8.4.1
	Rel-9
	IMS emergency call support - Detach
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090104
	23.401
	0814
	2
	8.4.1
	Rel-9
	IMEI use instead of IMSI for limited mode UE in 23.401 procedures
	approved
	F
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090116
	23.401
	0816
	2
	8.4.1
	Rel-8
	Clarification of UE Validated Context Request message
	approved
	F
	8.5.0
	SAES

	SP-090104
	23.401
	0817
	1
	8.4.1
	Rel-9
	IMS emergency call support - Tracking Area Update
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090116
	23.401
	0819
	1
	8.4.1
	Rel-8
	Bearer handling Correction in ECM-CONNECTED
	approved
	F
	8.5.0
	SAES-LTE

	SP-090116
	23.401
	0821
	-
	8.4.1
	Rel-8
	UE-AMBR handling in UE or MME Initiated PDN Disconnect
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0824
	-
	8.4.1
	Rel-8
	Correction of IPv6 address allocation for GTP-based S5/S8
	approved
	F
	8.5.0
	SAES

	SP-090104
	23.401
	0826
	2
	8.4.1
	Rel-9
	IMS emergency call support - MME emergency configuration data (integrated)
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090104
	23.401
	0828
	2
	8.4.1
	Rel-9
	IMS emergency call support - Handover
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090104
	23.401
	0829
	3
	8.4.1
	Rel-9
	IMS emergency call support -Emergency PDN Connection
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090116
	23.401
	0833
	1
	8.4.1
	Rel-8
	Location dependent charging
	approved
	F
	8.5.0
	SAES

	SP-090104
	23.401
	0834
	2
	8.4.1
	Rel-9
	Introduction clause for IMS emergency session support
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090104
	23.401
	0835
	2
	8.4.1
	Rel-9
	Emergency Attach Procedure
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS

	SP-090116
	23.401
	0836
	-
	8.4.1
	Rel-8
	Core Network classmark handling
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0837
	1
	8.4.1
	Rel-8
	RRC Connection recovery by NAS
	approved
	F
	8.5.0
	SAES

	SP-090116
	23.401
	0843
	1
	8.4.1
	Rel-8
	Alignments related to NAS security handling
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0561
	1
	8.4.1
	Rel-8
	Clean up of multiple PDN support in handover procedures
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0563
	2
	8.4.1
	Rel-8
	Cleanup for PDN GW reallocation upon initial attach on S2c
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0564
	2
	8.4.1
	Rel-8
	Static IP address allocation on S2c case
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0567
	2
	8.4.1
	Rel-8
	Handling Wild CARD APN in non-3GPP access
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0568
	-
	8.4.1
	Rel-8
	Alignment of MIPv4 Attach procedure with SA WG3 decision
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0569
	1
	8.4.1
	Rel-8
	Alignment of Attach procedure with 23.203
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0570
	-
	8.4.1
	Rel-8
	Cleanup of resources upon handover to non-3GPP access
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0571
	-
	8.4.1
	Rel-8
	Corrections to the PDN GW initiated IPv4 address delete procedure
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0572
	1
	8.4.1
	Rel-8
	Clarification on context transfer during inter BBERF handover
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0573
	1
	8.4.1
	Rel-8
	Handling of inter BBERF handover towards UE-init only BBERF
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0575
	1
	8.4.1
	Rel-8
	CR to 23.402: Clean-up of section 8.4.2
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0577
	-
	8.4.1
	Rel-8
	Alignment of S101 Tunnel Redirection message name with Stage 3
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0584
	1
	8.4.1
	Rel-8
	Clarification on the request of the type of address on S2a
	approved
	F
	8.5.0
	SAES

	SP-090117
	23.402
	0586
	2
	8.4.1
	Rel-8
	Removal of Non-3GPP network initiated PDN connection re-establishment
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0588
	3
	8.4.1
	Rel-8
	Initial E-UTRAN Attach clarification
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0590
	2
	8.4.1
	Rel-8
	Corrections and Alignments in Annex C
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0594
	1
	8.4.1
	Rel-8
	Interaction between inter-system mobility policies and user preferences
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0595
	2
	8.4.1
	Rel-8
	Clarification on path switch trigger for S2c-based handovers
	approved
	F
	8.5.0
	SAES

	SP-090126
	23.402
	0597
	1
	8.4.1
	Rel-9
	ANDSF requirements / principles for the roaming scenario
	approved
	B
	9.0.0
	eANDSF

	SP-090126
	23.402
	0598
	1
	8.4.1
	Rel-9
	Roaming ANDSF architecture
	approved
	B
	9.0.0
	eANDSF

	SP-090126
	23.402
	0599
	2
	8.4.1
	Rel-9
	UE handling of policies from H-ANDSF and V-ANDSF
	approved
	B
	9.0.0
	eANDSF

	SP-090118
	23.402
	0600
	1
	8.4.1
	Rel-8
	Clarification on PLMN change triggered by ANDSF
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0601
	1
	8.4.1
	Rel-8
	ANDSF push not mandated in all access networks
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0602
	-
	8.4.1
	Rel-8
	Clean-up of PCO handling with PMIPv6 on S2a
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0603
	1
	8.4.1
	Rel-8
	Reword Dedicated Bearer Deactivation sub-session title
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0606
	1
	8.4.1
	Rel-8
	Clarifications to IPv4 address allocation using DHCPv4 for S2a
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0607
	1
	8.4.1
	Rel-8
	HA discovery procedure
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0610
	-
	8.4.1
	Rel-8
	Cleanup for some editorial corrections
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0611
	1
	8.4.1
	Rel-8
	Cleanup for handover between 3GPP Access and Trusted / Untrusted Non-3GPP IP Access with access network discovery and selection
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0612
	-
	8.4.1
	Rel-8
	Cleanup of S7 interface
	approved
	F
	8.5.0
	SAES

	SP-090118
	23.402
	0613
	1
	8.4.1
	Rel-8
	Gateway Control Session establishment when IPMS capability is not known
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0615
	-
	8.4.1
	Rel-8
	Correction of the description of SWx
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0616
	-
	8.4.1
	Rel-8
	PDN type checking in case of S2a and S2b and S2c
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0621
	-
	8.4.1
	Rel-8
	Correction of IPv6 address allocation for S2c
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0622
	1
	8.4.1
	Rel-8
	Correction of incorrect references and old procedure names
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0623
	-
	8.4.1
	Rel-8
	Correction of old-styled PCC procedures
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0624
	-
	8.4.1
	Rel-8
	Correction of incorrect references to void section
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0625
	1
	8.4.1
	Rel-8
	Clarification of interface identifier allocation to UE in PMIP-based S5/S8 case
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0627
	2
	8.4.1
	Rel-8
	Clarification of home link detection for IKEv2 SA via home link over non-3GPP access
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0631
	1
	8.4.1
	Rel-8
	Clarification on signalling of UE supported BCMs
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0632
	2
	8.4.1
	Rel-8
	Notification of assigned IP prefix in case of S2c
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0633
	1
	8.4.1
	Rel-8
	PMIP-based S5/S8 update for User Location Signalling
	approved
	F
	8.5.0
	SAES

	SP-090119
	23.402
	0634
	1
	8.4.1
	Rel-8
	PMIP-based S5/S8 Update for the usage of AMBR
	approved
	F
	8.5.0
	SAES
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	SP-090137
	33.102
	0205
	1
	8.1.0
	Rel-8
	Generation and use of the mapped security context in HSPA SRVCC
	approved
	C
	8.2.0
	TEI8

	SP-090138
	33.102
	0206
	1
	8.1.0
	Rel-8
	Update of definition of UMTS security context
	approved
	F
	8.2.0
	TEI8

	SP-090136
	33.102
	0206
	1
	8.1.0
	Rel-8
	Update of definition of UMTS security context
	approved
	F
	8.2.0
	TEI8

	SP-090136
	33.102
	0207
	-
	8.1.0
	Rel-8
	Add reference to ciphering indicator feature specification
	approved
	F
	8.2.0
	TEI8

	SP-090133
	33.107
	0078
	-
	8.6.0
	Rel-8
	Alignment with SAE stage 2 specifications approved by TSG SA#42
	approved
	F
	8.7.0
	LI8

	SP-090133
	33.108
	0104
	-
	8.5.0
	Rel-8
	Clarification on IRI record types used in IMS in TS33.108
	approved
	F
	8.6.0
	LI8

	SP-090133
	33.108
	0105
	-
	8.5.0
	Rel-8
	Clarification in TS33.108 on decryption place in IMS
	approved
	F
	8.6.0
	LI8

	SP-090133
	33.108
	0106
	-
	8.5.0
	Rel-8
	Update of IMS specific non-transmission action example
	approved
	F
	8.6.0
	LI8

	SP-090133
	33.108
	0107
	-
	8.5.0
	Rel-8
	TS 33.108 Alignment with SAE stage 2 specifications approved by TSG SA#42
	approved
	F
	8.6.0
	LI8

	SP-090133
	33.108
	0108
	-
	8.5.0
	Rel-8
	ASN.1 coding for the SAE/EPS HI2 interface
	approved
	B
	8.6.0
	LI8

	SP-090133
	33.108
	0109
	-
	8.5.0
	Rel-8
	Introduction of HI3 for SAE/EPS
	approved
	B
	8.6.0
	LI8

	SP-090133
	33.108
	0110
	-
	8.5.0
	Rel-8
	TS 33.108 - Conference Event Reporting
	approved
	B
	8.6.0
	LI8

	SP-090133
	33.108
	0111
	-
	8.5.0
	Rel-8
	TS 33.108 - US Editorial Clean up
	approved
	F
	8.6.0
	LI8

	SP-090142
	33.203
	0156
	2
	8.5.0
	Rel-9
	Solution for NAT traversal in GPRS-IMS-Bundled Authentication.
	approved
	B
	9.0.0
	IMS-SEC

	SP-090142
	33.203
	0156
	3
	8.5.0
	Rel-9
	Solution for NAT traversal in GPRS-IMS-Bundled Authentication.
	approved
	B
	9.0.0
	TEI9

	SP-090137
	33.220
	0142
	-
	8.5.0
	Rel-8
	Add FC number space value allocations for HSPA SRVCC
	approved
	F
	8.6.0
	TEI8

	SP-090141
	33.223
	0008
	-
	8.2.0
	Rel-8
	Editorial corrections on 33.223
	approved
	F
	8.3.0
	GBAPush

	SP-090141
	33.223
	0009
	-
	8.2.0
	Rel-8
	Alignment of TS 33.223 with TS 33.220
	approved
	F
	8.3.0
	GBAPush

	SP-090139
	33.246
	0150
	2
	8.2.0
	Rel-8
	Encoding of identities as NAIs
	approved
	F
	8.3.0
	TEI8

	SP-090129
	33.401
	0093
	1
	8.2.1
	Rel-8
	Correction of EPS NAS Security Context definition
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0095
	1
	8.2.1
	Rel-8
	Key derivation figures
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0096
	1
	8.2.1
	Rel-8
	Algorithm selection clarification
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0097
	1
	8.2.1
	Rel-8
	Security context for transition to EMM DEREGISTERED
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0099
	2
	8.2.1
	Rel-8
	Making CK' and IK'
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0102
	1
	8.2.1
	Rel-8
	Rekeying of the entire EPS key hierarchy
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0103
	1
	8.2.1
	Rel-8
	NAS COUNT start value
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0104
	1
	8.2.1
	Rel-8
	I-RAT handover E-UTRAN and UTRAN
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0105
	1
	8.2.1
	Rel-8
	Transparent container in UTRAN to E-UTRAN handover
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0106
	1
	8.2.1
	Rel-8
	UE keys for E-UTRAN and GERAN
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0108
	1
	8.2.1
	Rel-8
	Multi-KeNB* forwarding for RRCConnectionRe-establishment
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0113
	1
	8.2.1
	Rel-8
	Clarification for KSIsgsn
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0114
	1
	8.2.1
	Rel-8
	Definition of UE security capabilities
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0115
	1
	8.2.1
	Rel-8
	Handling of UE capabilities in Idle Mode Mobility and Handover to E-UTRAN
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0116
	1
	8.2.1
	Rel-8
	Handling of security contexts in transition to EMM-DEREGISTERED state
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0117
	1
	8.2.1
	Rel-8
	Storage of the EPS NAS security context in non-volatile memory of the UE
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0118
	-
	8.2.1
	Rel-8
	Preventing mobility into E-UTRAN for UE with SIM access
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0119
	-
	8.2.1
	Rel-8
	Replacing the cached security context with the mapped security context and setting START value in SRVCC
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0120
	1
	8.2.1
	Rel-8
	Clarification on security contexts and correction of protection of TAU requests in E-UTRAN , Handling of UE capabilities in Idle Mode Mobility
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0120
	1
	8.2.1
	Rel-8
	Clarification on security contexts and correction of protection of TAU requests in E-UTRAN , Handling of UE capabilities in Idle Mode Mobility
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0121
	1
	8.2.1
	Rel-8
	Various corrections related to algorithm definitions, NAS token and P-TMSI signature
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0124
	-
	8.2.1
	Rel-8
	Removal of editors note in clause 5.4 ôOther security featuresô
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0125
	1
	8.2.1
	Rel-8
	Clarification on ciphering for GUTI confidentiality
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0127
	-
	8.2.1
	Rel-8
	Correction on dropping AS and NAS SMC when detecting IP failure for SMC Command
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0128
	1
	8.2.1
	Rel-8
	Forward security corrections related to R3-083569 (S3-09xxxx)
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0129
	1
	8.2.1
	Rel-8
	Verification of NONCEUE
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0130
	1
	8.2.1
	Rel-8
	KeNB re-keying corrections
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0131
	-
	8.2.1
	Rel-8
	Clarification on Token Calculation for RCR procedure
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0132
	1
	8.2.1
	Rel-8
	Selection of key set and security activation on Handover from GERAN/UTRAN to E-UTRAN
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0133
	1
	8.2.1
	Rel-8
	Removal of 4LSB and eKSI in the AS SMC
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0134
	-
	8.2.1
	Rel-8
	Removal of editorÆs note related 4LSB NAS downlink COUNT in the HO COMMAND
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0135
	-
	8.2.1
	Rel-8
	Removal of editorÆs note on key-change-on-the-fly for possible RLF
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0136
	1
	8.2.1
	Rel-8
	AKA when NAS COUNT about to wrap around
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0138
	-
	8.2.1
	Rel-8
	Removal of EditorÆs note about PDCP COUNT threshold value
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0143
	1
	8.2.1
	Rel-8
	Definition of NULL ciphering
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0145
	1
	8.2.1
	Rel-8
	Adding EARFCN-DL to KeNB* derivation
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0147
	1
	8.2.1
	Rel-8
	Correction of security requirements on eNodeB
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0153
	1
	8.2.1
	Rel-8
	Correction of description
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0154
	1
	8.2.1
	Rel-8
	Correction of NAS COUNTs reset to the start value
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0155
	1
	8.2.1
	Rel-8
	Adding definition of native contexts and clarifying the mapped and current definitions
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0156
	1
	8.2.1
	Rel-8
	Correcting the EPS security context fetching between MMEs
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0158
	1
	8.2.1
	Rel-8
	Some corrections to the UTRAN to E-UTRAN handover procedure
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0160
	-
	8.2.1
	Rel-8
	Correction of MAC-I
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0161
	-
	8.2.1
	Rel-8
	Add reference to ciphering indicator feature specification
	approved
	F
	8.3.0
	TEI8

	SP-090129
	33.401
	0162
	-
	8.2.1
	Rel-8
	Handling of integrity protection failures
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0164
	1
	8.2.1
	Rel-8
	Correction of definition of direction bit DIR
	approved
	F
	8.3.0
	SAES

	SP-090129
	33.401
	0166
	-
	8.2.1
	Rel-8
	NAS COUNT for mapped security context
	approved
	F
	8.3.0
	SAES

	SP-090130
	33.402
	0047
	1
	8.2.1
	Rel-8
	Corretions of DS-MIPv6 bootstrapping
	approved
	F
	8.3.0
	SAES

	SP-090130
	33.402
	0048
	1
	8.2.1
	Rel-8
	Editorial corrections for 33.402
	approved
	F
	8.3.0
	SAES

	SP-090130
	33.402
	0049
	-
	8.2.1
	Rel-8
	Trust Indication by Visited Network
	approved
	F
	8.3.0
	SAES

	SP-090130
	33.402
	0051
	1
	8.2.1
	Rel-8
	Clarification on MIPv4 Procedure
	approved
	F
	8.3.0
	SAES

	SP-090140
	35.215
	0001
	-
	8.0.0
	Rel-8
	Improvement to sample C code, and removal of apparent keystream length limit
	approved
	F
	8.1.0
	AlgUEA2
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	SP-090013
	26.114
	0049
	1
	8.1.0
	Rel-8
	SDP Offer/Answer Examples for Video Sessions using "a=imageattr"
	approved
	B
	8.2.0
	MTSI_eMHI-DRASIS

	SP-090005
	26.114
	0050
	1
	7.7.0
	Rel-7
	Session setup clarifications
	approved
	F
	7.8.0
	MTSI-MHI

	SP-090005
	26.114
	0051
	1
	8.1.0
	Rel-8
	Session setup clarifications
	approved
	A
	8.2.0
	MTSI-MHI

	SP-090012
	26.114
	0052
	1
	8.1.0
	Rel-8
	Inter-working enhancements
	approved
	B
	8.2.0
	MTSI_eMHI

	SP-090013
	26.114
	0053
	1
	8.1.0
	Rel-8
	Dynamic video rate adaptation
	approved
	C
	8.2.0
	MTSI_eMHI-DRASIS

	SP-090012
	26.114
	0054
	-
	8.1.0
	Rel-8
	MTSI QoE Corrections
	approved
	F
	8.2.0
	MTSI_eMHI

	SP-090012
	26.114
	0055
	1
	8.1.0
	Rel-8
	Adding second stream of same media type
	approved
	C
	8.2.0
	MTSI_eMHI

	SP-090005
	26.114
	0056
	2
	7.7.0
	Rel-7
	Session setup clarifications
	rejected
	F
	
	MTSI-MHI

	SP-090005
	26.114
	0057
	2
	8.1.0
	Rel-8
	Session setup clarifications
	rejected
	A
	
	MTSI-MHI

	SP-090017
	26.131
	0029
	2
	8.0.0
	Rel-9
	Terminal acoustic characteristics for telephony
	approved
	C
	9.0.0
	TEI9

	SP-090018
	26.132
	0036
	2
	8.1.0
	Rel-9
	Speech and video telephony terminal acoustic test
	approved
	C
	9.0.0
	TEI9

	SP-090015
	26.132
	0038
	-
	8.0.0
	Rel-8
	Clarification on Distortion with psophometric filter
	approved
	F
	8.1.0
	RETEM_WB_T

	SP-090014
	26.234
	0129
	2
	8.1.0
	Rel-8
	PSS Timeshift Corrections
	approved
	F
	8.2.0
	PSS_MBMS_OMTV

	SP-090006
	26.234
	0130
	1
	7.6.0
	Rel-7
	Corrections of Fast Content Switching and fast startup
	approved
	F
	7.7.0
	PSSe

	SP-090006
	26.234
	0131
	1
	8.1.0
	Rel-8
	Corrections of Fast Content Switching and fast startup
	approved
	A
	8.2.0
	PSSe

	SP-090006
	26.234
	0132
	-
	6.13.0
	Rel-6
	Error in SDP for QoE configuration
	approved
	F
	6.14.0
	PSSrel6-Stage3

	SP-090006
	26.234
	0133
	-
	7.6.0
	Rel-7
	Error in SDP for QoE configuration
	approved
	A
	7.7.0
	PSSrel6-Stage3

	SP-090006
	26.234
	0134
	-
	8.1.0
	Rel-8
	Error in SDP for QoE configuration
	approved
	A
	8.2.0
	PSSrel6-Stage3

	SP-090007
	26.237
	0001
	2
	8.0.0
	Rel-8
	Corrections on layout of structure, references, numbering of figures of TS 26.237
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US

	SP-090007
	26.237
	0002
	1
	8.0.0
	Rel-8
	Improvement of general descriptions of TS 26.237
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US

	SP-090007
	26.237
	0003
	1
	8.0.0
	Rel-8
	Security procedures of IMS based MBMS user service
	approved
	C
	8.1.0
	IMS_PSS_MBMS_US

	SP-090007
	26.237
	0004
	2
	8.0.0
	Rel-8
	Corrections and clarifications to policy and charging control
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US

	SP-090007
	26.237
	0005
	2
	8.0.0
	Rel-8
	Corrections and clarifications to IMS based PSS and MBMS User Service; Protocols
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US

	SP-090007
	26.237
	0006
	2
	8.0.0
	Rel-8
	Network-initiated PSS streaming session teardown
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US

	SP-090004
	26.346
	0144
	-
	6.12.0
	Rel-6
	Addition of Timed Text Payload Format
	approved
	F
	6.13.0
	TEI6

	SP-090004
	26.346
	0145
	-
	7.9.0
	Rel-7
	Addition of Timed Text Payload Format
	approved
	A
	7.10.0
	TEI6

	SP-090004
	26.346
	0146
	-
	8.1.0
	Rel-8
	Addition of Timed Text Payload Format
	approved
	A
	8.2.0
	TEI6

	SP-090004
	26.346
	0147
	-
	6.12.0
	Rel-6
	Error in SDP for QoE configuration
	approved
	F
	6.13.0
	MBMS-TSMBMS

	SP-090004
	26.346
	0148
	-
	7.9.0
	Rel-7
	Error in SDP for QoE configuration
	approved
	A
	7.10.0
	MBMS-TSMBMS

	SP-090004
	26.346
	0149
	-
	8.1.0
	Rel-8
	Error in SDP for QoE configuration
	approved
	A
	8.2.0
	MBMS-TSMBMS

	SP-090016
	28.062
	0060
	-
	8.0.0
	Rel-8
	TFO - Correction of References
	approved
	F
	8.1.0
	TEI8
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	SP-090207
	32.111-1
	0006
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.111-1
	0006
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090041
	32.111-2
	0061
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.111-2
	0061
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.1.0
	OAM8

	SP-090041
	32.111-3
	0052
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.111-3
	0052
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.111-5
	0005
	-
	8.0.0
	Rel-8
	Split the XSD file in two; one for notifications and one for IOCs
	reissued
	C
	
	OAM8

	SP-090207
	32.111-5
	0005
	-
	8.0.0
	Rel-8
	Split the XSD file in two; one for notifications and one for IOCs
	approved
	C
	8.1.0
	OAM8

	SP-090207
	32.150
	0014
	-
	8.2.0
	Rel-8
	Remove parts moved to 32.153
	approved
	F
	8.3.0
	OAM8

	SP-090041
	32.150
	0014
	-
	8.2.0
	Rel-8
	Remove parts moved to 32.153
	reissued
	F
	
	OAM8

	SP-090207
	32.151
	0013
	-
	8.1.0
	Rel-8
	Correct subclause numbering
	approved
	F
	8.2.0
	OAM8

	SP-090041
	32.151
	0013
	-
	8.1.0
	Rel-8
	Correct subclause numbering
	reissued
	F
	
	OAM8

	SP-090207
	32.155
	0003
	-
	8.2.0
	Rel-8
	Simplified requirements template for IRPs
	approved
	F
	8.3.0
	OAM8

	SP-090041
	32.155
	0003
	-
	8.2.0
	Rel-8
	Simplified requirements template for IRPs
	reissued
	F
	
	OAM8

	SP-090206
	32.251
	0086
	-
	8.4.0
	Rel-8
	PS offline charging - Rf  description refinements for EPC offline charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0086
	-
	8.4.0
	Rel-8
	PS offline charging - Rf  description refinements for EPC offline charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0087
	-
	8.4.0
	Rel-8
	PS offline charging - Refinements on PGW CDR content description and PS-information description
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0087
	-
	8.4.0
	Rel-8
	PS offline charging - Refinements on PGW CDR content description and PS-information description
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0088
	-
	8.4.0
	Rel-8
	Clarifications on EPC charging
	approved
	C
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0088
	-
	8.4.0
	Rel-8
	Clarifications on EPC charging
	reissued
	C
	
	EPC-CH

	SP-090206
	32.251
	0089
	-
	8.4.0
	Rel-8
	User Location description enhancement for complying to EPC context
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0089
	-
	8.4.0
	Rel-8
	User Location description enhancement for complying to EPC context
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0090
	-
	8.4.0
	Rel-8
	Correction of QoS handling in EPC Charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0090
	-
	8.4.0
	Rel-8
	Correction of QoS handling in EPC Charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0091
	-
	8.4.0
	Rel-8
	Refinements on SGW CDR content description
	approved
	C
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0091
	-
	8.4.0
	Rel-8
	Refinements on SGW CDR content description
	reissued
	C
	
	EPC-CH

	SP-090206
	32.251
	0092
	-
	8.4.0
	Rel-8
	Subscription identifier added in ôservice informationö description for EPS offline charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0092
	-
	8.4.0
	Rel-8
	Subscription identifier added in ôservice informationö description for EPS offline charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0093
	-
	8.4.0
	Rel-8
	Node-Functionality use for Rf  in EPC charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0093
	-
	8.4.0
	Rel-8
	Node-Functionality use for Rf  in EPC charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0094
	-
	8.4.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö  information in EPC charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0094
	-
	8.4.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö  information in EPC charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0095
	-
	8.4.0
	Rel-8
	Mapping ACR to CDR in EPC charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0095
	-
	8.4.0
	Rel-8
	Mapping ACR to CDR in EPC charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0096
	-
	8.4.0
	Rel-8
	Missing information in PS information for  SGW/PGW CDRs in EPS offline charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0096
	-
	8.4.0
	Rel-8
	Missing information in PS information for  SGW/PGW CDRs in EPS offline charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0097
	-
	8.4.0
	Rel-8
	Add new chargeable events to IP-CAN bearer charging
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0097
	-
	8.4.0
	Rel-8
	Add new chargeable events to IP-CAN bearer charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.251
	0098
	-
	8.4.0
	Rel-8
	SGW CDR and PGW CDR fields description refinement for fields applicable to GPRS only
	approved
	B
	8.5.0
	EPC-CH

	SP-090043
	32.251
	0098
	-
	8.4.0
	Rel-8
	SGW CDR and PGW CDR fields description refinement for fields applicable to GPRS only
	reissued
	B
	
	EPC-CH

	SP-090045
	32.274
	0009
	-
	8.4.0
	Rel-8
	SMS IE structure alignement
	approved
	F
	8.5.0
	CH8

	SP-090203
	32.296
	0008
	-
	8.2.1
	Rel-8
	Advice of Charge (AoC) support in Online Charging System (OCS)
	reissued
	B
	
	IMSTSS

	SP-090044
	32.296
	0008
	-
	8.2.1
	Rel-8
	Advice of Charge (AoC) support in Online Charging System (OCS)
	reissued
	B
	
	IMSTSS

	SP-090219
	32.296
	0008
	-
	8.2.1
	Rel-8
	Advice of Charge (AoC) support in Online Charging System (OCS)
	approved
	B
	8.3.0
	IMSTSS

	SP-090206
	32.298
	0092
	-
	8.3.0
	Rel-8
	TS 32.298 Correction on Record type values
	approved
	F
	8.4.0
	EPC-CH

	SP-090043
	32.298
	0092
	-
	8.3.0
	Rel-8
	TS 32.298 Correction on Record type values
	reissued
	F
	
	EPC-CH

	SP-090203
	32.298
	0093
	-
	8.3.0
	Rel-8
	TS 32.298 MMTel CDR description
	reissued
	B
	
	IMSTSS

	SP-090044
	32.298
	0093
	-
	8.3.0
	Rel-8
	MMTel CDR description
	reissued
	B
	
	IMSTSS

	SP-090219
	32.298
	0093
	-
	8.3.0
	Rel-8
	TS 32.298 MMTel CDR description
	approved
	B
	8.4.0
	IMSTSS

	SP-090206
	32.298
	0094
	-
	8.3.0
	Rel-8
	Alignment of CDR fields with TS 32251 for EPC Charging
	approved
	C
	8.4.0
	EPC-CH

	SP-090043
	32.298
	9004
	-
	8.3.0
	Rel-8
	Alignment of CDR fields with TS 32251 for EPC Charging
	reissued
	C
	
	EPC-CH

	SP-090044
	32.299
	0230
	-
	8.5.0
	Rel-8
	MMTel information AVP alignment with 32.275 definition
	revised
	B
	
	IMSTSS

	SP-090203
	32.299
	0230
	1
	8.5.0
	Rel-8
	TS 32.299 MMTel information AVP alignment with 32.275 definition and Service-Type and Service-Mode in Supplementary-service AVP : format change
	withdrawn
	B
	
	IMSTSS

	SP-090044
	32.299
	0231
	-
	8.5.0
	Rel-8
	Add CONF charging specific parameters
	reissued
	B
	
	IMSTSS

	SP-090203
	32.299
	0231
	-
	8.5.0
	Rel-8
	Add CONF charging specific parameters
	reissued
	B
	
	MMTel CH

	SP-090219
	32.299
	0231
	-
	8.5.0
	Rel-8
	Add CONF charging specific parameters
	approved
	B
	8.6.0
	MMTel CH

	SP-090043
	32.299
	0232
	-
	8.5.0
	Rel-8
	Correction on æSubscription IdÆ category used for EPS offline Charging
	reissued
	C
	
	EPC-CH

	SP-090206
	32.299
	0232
	-
	8.5.0
	Rel-8
	Correction on æSubscription IdÆ category used for EPS offline Charging
	approved
	C
	8.6.0
	EPC-CH

	SP-090044
	32.299
	0233
	-
	8.5.0
	Rel-8
	Service-Type and Service-Mode in Supplementary-service AVP : format change
	withdrawn
	B
	
	IMSTSS

	SP-090045
	32.299
	0234
	-
	8.5.0
	Rel-8
	SMS AVP structure alignement
	approved
	F
	8.6.0
	CH8

	SP-090043
	32.299
	0235
	-
	8.5.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö - alignment with 32.251
	reissued
	B
	
	EPC-CH

	SP-090206
	32.299
	0235
	-
	8.5.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö - alignment with 32.251
	approved
	B
	8.6.0
	EPC-CH

	SP-090045
	32.299
	0236
	-
	8.5.0
	Rel-8
	Add Serving-Node-Type AVP to PS-Information in 32.299
	approved
	B
	8.6.0
	CH8

	SP-090219
	32.299
	0237
	-
	8.5.0
	Rel-8
	AoC Support in Ro
	approved
	B
	8.6.0
	IMSTSS

	SP-090203
	32.299
	0237
	-
	8.5.0
	Rel-8
	AoC Support in Ro
	reissued
	B
	
	IMSTSS

	SP-090044
	32.299
	0237
	-
	8.5.0
	Rel-8
	AoC Support in Ro
	reissued
	B
	
	IMSTSS

	SP-090043
	32.299
	0238
	-
	8.5.0
	Rel-8
	EPS Offline Charging - Complete PS-information AVP description
	reissued
	B
	
	EPC-CH

	SP-090206
	32.299
	0238
	-
	8.5.0
	Rel-8
	EPS Offline Charging - Complete PS-information AVP description
	approved
	B
	8.6.0
	EPC-CH

	SP-090043
	32.299
	0239
	-
	8.5.0
	Rel-8
	Multiple subscription-id in service-information for EPS offline Charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.299
	0239
	-
	8.5.0
	Rel-8
	Multiple subscription-id in service-information for EPS offline Charging
	approved
	B
	8.6.0
	EPC-CH

	SP-090043
	32.299
	0240
	-
	8.5.0
	Rel-8
	Missing information in PS information AVP  for  SGW/PGW CDRs in EPS offline charging
	reissued
	B
	
	EPC-CH

	SP-090206
	32.299
	0240
	-
	8.5.0
	Rel-8
	Missing information in PS information AVP  for  SGW/PGW CDRs in EPS offline charging
	approved
	B
	8.6.0
	EPC-CH

	SP-090219
	32.299
	0241
	-
	8.5.0
	Rel-8
	MMTel information AVP alignment with 32.275 definition and Service-Type and Service-Mode in Supplementary-service AVP : format change
	approved
	B
	8.6.0
	IMSTSS

	SP-090041
	32.307
	0002
	-
	8.0.0
	Rel-8
	Correction of notify
	reissued
	F
	
	OAM8

	SP-090207
	32.307
	0002
	-
	8.0.0
	Rel-8
	Correction of notify
	approved
	F
	8.1.0
	OAM8

	SP-090041
	32.317
	0002
	-
	8.0.0
	Rel-8
	Include portType and binding in the WSDL
	reissued
	C
	
	OAM8

	SP-090207
	32.317
	0002
	-
	8.0.0
	Rel-8
	Include portType and binding in the WSDL
	approved
	C
	8.1.0
	OAM8

	SP-090041
	32.341
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.341
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090207
	32.342
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.342
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090041
	32.343
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.343
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090207
	32.345
	0002
	-
	7.1.0
	Rel-8
	Create a new XSD for IOCs
	approved
	C
	8.0.0
	OAM8

	SP-090041
	32.345
	0002
	-
	7.1.0
	Rel-8
	Create a new XSD for IOCs
	reissued
	C
	
	OAM8

	SP-090207
	32.361
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.361
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.362
	0006
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.1.0
	OAM8

	SP-090041
	32.362
	0006
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.363
	0007
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.1.0
	OAM8

	SP-090041
	32.363
	0007
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090041
	32.365
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.365
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090207
	32.405
	0051
	-
	8.4.0
	Rel-8
	Add Cell Unavailable Time Measurements
	approved
	C
	8.5.0
	OAM8

	SP-090041
	32.405
	0051
	-
	8.4.0
	Rel-8
	Add Cell Unavailable Time Measurements
	reissued
	C
	
	OAM8

	SP-090041
	32.405
	0052
	-
	8.4.0
	Rel-8
	Add Cell Unavailable Time Measurements
	reissued
	C
	
	OAM8

	SP-090041
	32.405
	0052
	-
	8.4.0
	Rel-8
	Inclusion of WB-AMR Rates
	reissued
	C
	
	OAM8

	SP-090207
	32.405
	0052
	-
	8.4.0
	Rel-8
	Addition of MBMS data volume related measurements
	approved
	B
	8.5.0
	OAM8-PM

	SP-090041
	32.405
	0053
	-
	8.4.0
	Rel-8
	Addition of MBMS data volume related measurements
	reissued
	B
	
	OAM8-PM

	SP-090207
	32.405
	0053
	-
	8.4.0
	Rel-8
	Inclusion of WB-AMR Rates
	approved
	C
	8.5.0
	OAM8

	SP-090207
	32.411
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090044
	32.411
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.412
	0019
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.412
	0019
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.413
	0013
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.413
	0013
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090041
	32.415
	0001
	-
	7.0.1
	Rel-8
	Create a new XSD for IOCs
	reissued
	C
	
	OAM8

	SP-090207
	32.415
	0001
	-
	7.0.1
	Rel-8
	Create a new XSD for IOCs
	approved
	C
	8.0.0
	OAM8

	SP-090041
	32.422
	0046
	-
	8.3.0
	Rel-8
	EPC signalling activation mechanisms - align with 29.274 and 29.272
	reissued
	B
	
	OAM8

	SP-090207
	32.422
	0046
	-
	8.3.0
	Rel-8
	Refinement of the Trace Reference
	approved
	F
	8.4.0
	OAM8

	SP-090207
	32.422
	0047
	-
	8.3.0
	Rel-8
	Enhancement of trigger events in 3GPP TS 32.423 - align with 29.274, 29.272
	approved
	F
	8.4.0
	OAM8

	SP-090041
	32.422
	0047
	-
	8.3.0
	Rel-8
	EPC and E-UTRAN signalling deactivation mechanisms - align with 29.274, 29.272 and 36.413
	reissued
	B
	
	OAM8

	SP-090044
	32.422
	0048
	-
	8.3.0
	Rel-8
	Add the missing PGW to the EPC trace recording session stopping mechanism
	withdrawn
	F
	
	OAM8

	SP-090207
	32.422
	0048
	-
	8.3.0
	Rel-8
	Trace Session activation/deactivation to PGW in case of non-3GPP access network
	approved
	B
	8.4.0
	OAM8

	SP-090041
	32.422
	0049
	-
	8.3.0
	Rel-8
	Refinement of the Trace Reference
	reissued
	F
	
	OAM8

	SP-090207
	32.422
	0049
	-
	8.3.0
	Rel-8
	Add reference and definitions for trace failure notifications in 32.422
	approved
	F
	8.4.0
	OAM8

	SP-090044
	32.422
	0050
	-
	8.3.0
	Rel-8
	Enhancement of trigger events in 3GPP TS 32.423 - align with 29.274, 29.272
	withdrawn
	F
	
	OAM8

	SP-090207
	32.422
	0050
	-
	8.3.0
	Rel-8
	Use S1-DOWNLINK NAS TRANSPORT for the trace for TAU and some failed procedures
	approved
	F
	8.4.0
	OAM8

	SP-090207
	32.422
	0051
	-
	8.3.0
	Rel-8
	EPC signalling activation mechanisms - align with 29.274 and 29.272
	approved
	B
	8.4.0
	OAM8

	SP-090041
	32.422
	0051
	-
	8.3.0
	Rel-8
	Trace Session activation/deactivation to PGW in case of non-3GPP access network
	reissued
	B
	
	OAM8

	SP-090041
	32.422
	0052
	-
	8.3.0
	Rel-8
	Add reference and definitions for trace failure notifications in 32.422
	reissued
	F
	
	OAM8

	SP-090207
	32.422
	0052
	-
	8.3.0
	Rel-8
	EPC and E-UTRAN signalling deactivation mechanisms - align with 29.274, 29.272 and 36.413
	approved
	B
	8.4.0
	OAM8

	SP-090041
	32.422
	0053
	-
	8.3.0
	Rel-8
	Use S1-DOWNLINK NAS TRANSPORT for the trace for TAU and some failed procedures
	reissued
	F
	
	OAM8

	SP-090207
	32.422
	0053
	-
	8.3.0
	Rel-8
	Add the missing PGW to the EPC trace recording session stopping mechanism
	approved
	F
	8.4.0
	OAM8

	SP-090041
	32.423
	0020
	-
	7.4.0
	Rel-8
	Constraint of the presence for the ôueö element
	reissued
	F
	
	OAM8

	SP-090207
	32.423
	0020
	-
	7.4.0
	Rel-8
	Constraint of the presence for the ôueö element
	approved
	F
	8.0.0
	OAM8

	SP-090207
	32.423
	0021
	-
	7.4.0
	Rel-8
	Adding PGW trace record content
	approved
	B
	8.0.0
	OAM8

	SP-090041
	32.423
	0021
	-
	7.4.0
	Rel-8
	Adding PGW trace record content
	reissued
	B
	
	OAM8

	SP-090207
	32.423
	0022
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction medium and minimum trace dept IEs for the GTP and S1AP protcols in MME
	approved
	B
	8.0.0
	OAM8

	SP-090041
	32.423
	0022
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction medium and minimum trace dept IEs for the GTP and S1AP protcols in MME
	reissued
	B
	
	OAM8

	SP-090041
	32.423
	0023
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction of E-UTRAN
	reissued
	B
	
	OAM8

	SP-090207
	32.423
	0023
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction of E-UTRAN
	approved
	B
	8.0.0
	OAM8

	SP-090207
	32.502
	0001
	-
	8.0.0
	Rel-8
	Usage of create-/delete-/change-notifications in context of self-configuration
	approved
	F
	8.1.0
	OAM8-NIM

	SP-090041
	32.502
	0001
	-
	8.0.0
	Rel-8
	Usage of create-/delete-/change-notifications in context of self-configuration
	reissued
	F
	
	OAM8-NIM

	SP-090046
	32.511
	0001
	-
	8.0.0
	Rel-8
	Remove solution related terms and inconsistencies in Requirement specification and add clarifications
	revised
	F
	
	TEI8

	SP-090213
	32.511
	0001
	1
	8.0.0
	Rel-8
	Remove solution related terms and inconsistencies in Requirement specification and add clarifications
	approved
	F
	8.1.0
	TEI8

	SP-090046
	32.531
	0001
	-
	8.0.0
	Rel-8
	Correction of clause numbering
	reissued
	D
	
	TEI8

	SP-090213
	32.531
	0001
	-
	8.0.0
	Rel-8
	Correction of clause numbering
	approved
	D
	8.1.0
	TEI8

	SP-090041
	32.531
	0002
	-
	8.0.0
	Rel-9
	Generic use case for Non-Automated Software Management
	reissued
	C
	
	OAM8

	SP-090217
	32.531
	0002
	-
	8.0.0
	Rel-9
	Use case for backup and restore of network element software
	revised
	B
	
	OAM9

	SP-090220
	32.531
	0002
	1
	8.0.0
	Rel-9
	Use case for backup and restore of network element software
	approved
	B
	9.0.0
	OAM9

	SP-090041
	32.531
	0003
	-
	8.0.0
	Rel-9
	Requirements for Non-Automated Software Management (resubmit S5-082419)
	reissued
	B
	
	OAM8

	SP-090217
	32.531
	0003
	-
	8.0.0
	Rel-9
	Generic use case for Non-Automated Software Management
	revised
	C
	
	OAM9

	SP-090220
	32.531
	0003
	1
	8.0.0
	Rel-9
	Generic use case for Non-Automated Software Management
	approved
	C
	9.0.0
	OAM9

	SP-090041
	32.531
	0004
	-
	8.0.0
	Rel-9
	Use case for backup and restore of network element software
	reissued
	B
	
	OAM8

	SP-090217
	32.531
	0004
	-
	8.0.0
	Rel-9
	Use case for Fallback during Non-Automated Software Management
	revised
	B
	
	OAM9

	SP-090220
	32.531
	0004
	1
	8.0.0
	Rel-9
	Use case for Fallback during Non-Automated Software Management
	approved
	B
	9.0.0
	OAM9

	SP-090041
	32.531
	0005
	-
	8.0.0
	Rel-9
	Use case for Fallback during Non-Automated Software Management
	reissued
	B
	
	OAM8

	SP-090217
	32.531
	0005
	-
	8.0.0
	Rel-9
	Requirements for Non-Automated Software Management (resubmit S5-082419)
	revised
	B
	
	OAM9

	SP-090041
	32.611
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.611
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.612
	0025
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.612
	0025
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.613
	0016
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.613
	0016
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.615
	0029
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8

	SP-090207
	32.615
	0029
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8

	SP-090041
	32.623
	0020
	-
	8.0.0
	Rel-8
	Add the missing EP model - Align with 32.622
	reissued
	F
	
	OAM8

	SP-090207
	32.623
	0020
	-
	8.0.0
	Rel-8
	Add the missing EP model - Align with 32.622
	approved
	F
	8.1.0
	OAM8

	SP-090041
	32.662
	0014
	-
	8.0.0
	Rel-8
	Indicating Self-X in create-/delete-/change-notifications
	reissued
	F
	
	OAM8-NIM

	SP-090207
	32.662
	0014
	-
	8.0.0
	Rel-8
	Indicating Self-X in create-/delete-/change-notifications
	approved
	F
	8.1.0
	OAM8-NIM

	SP-090041
	32.663
	0016
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	reissued
	F
	
	OAM8-NIM

	SP-090207
	32.663
	0016
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	approved
	F
	8.1.0
	OAM8-NIM

	SP-090041
	32.665
	0001
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	reissued
	F
	
	OAM8-NIM

	SP-090207
	32.665
	0001
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	approved
	F
	8.1.0
	OAM8-NIM
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version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-090033
	21.101
	0055
	1
	6.8.0
	Rel-6
	Correction to list of specifications
	approved
	F
	6.9.0
	TEI6

	SP-090033
	21.101
	0056
	1
	7.3.0
	Rel-7
	Correction to list of specifications
	approved
	F
	7.4.0
	TEI7

	SP-090033
	21.101
	0057
	1
	7.3.0
	Rel-8
	List of Rel-8 specifications
	approved
	F
	8.0.0
	TEI8

	SP-090033
	41.101
	0036
	1
	6.10.0
	Rel-6
	Correction to list of specifications
	approved
	F
	6.11.0
	TEI6

	SP-090033
	41.101
	0037
	1
	7.2.0
	Rel-7
	Correction to list of specifications
	approved
	F
	7.3.0
	TEI7

	SP-090033
	41.101
	0038
	1
	7.2.0
	Rel-8
	List of Rel-8 specifications
	approved
	F
	8.0.0
	TEI8
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