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	Reason for change:
(

	If the H(e)NB loses connection to the mobile operator’s network and does not deactivate the air interface, the H(e)NB cannot provide any services. However, this is unknown to any UEs camped on that H(e)NB until the UE attempts to make a call, which will fail. The UEs will also not be reachable by other users. In order to avoid this scenario, the H(e)NB needs to deactivate the air interface as soon as possible to ensure that UEs camped on this H(e)NB searches for a suitable alternative cell that is able to provide operator services.


	
	

	Summary of change:
(

	The current requirement states that it is optional for the H(e)NB to de-activate the air interface. It is proposed that the requirement is updated so that it is mandatory for the H(e)NB to deactivate the air interface as soon as possible.
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not approved:
	UEs unknowingly remain camped on a cell that cannot provide any services. User cannot make or receive calls. Emergency calls will fail.
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5.2
OA&M Requirements

· H(e)NB shall support the automatic discovery of an operator’s management platform.

· It shall be possible to make use of the operator’s management platform to carry out OA&M functions for H(e)NB. The management connection between H(e)NB and the operator's management platform shall be end-to-end secure.

· H(e)NB shall support OA&M procedures which allow the operator to remotely configure the H(e)NB, deploy software upgrades, detect and report changes in RF conditions and perform general OA&M tasks. The OA&M procedures shall be as closely aligned as possible with those that are commonly used in broadband access networks such as defined in TR-069 Amendment 2 [5].

· If the connection between H(e)NB and the rest of the operator network is out of service, then it shall be possible within an operator’s defined time period for the H(e)NB to deactivate the air-interface. 
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