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	There are two clauses that describe behaviour related to how to derive the KeNB at key change on the fly. One of them gives the impression that the handover key derivations does not need to be performed.
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	Clarification in clause 7.2.8.3 that additional key derivation steps are necessary.
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*** BEGIN CHANGES ***
7.2.8.3
Key derivations for context modification procedure 

As outlined in subclause 7.2.8.1, whenever a fresh KeNB is calculated from the KASME (as described in Annex A.3), the MME shall transfer the KeNB to the serving eNB in a message modifying the security context in the eNB. The MME and the UE shall also compute the NH parameter from the KASME and the fresh KeNB  as described in Annex A.4 according to the rules in clause 7.2.9.2. An NCC value 1 is associated with the NH parameter derived from the fresh KeNB  and NCC value 0 with the KeNB. The UE shall compute KeNB and NH in the same way as the MME. From the newly computed KeNB, the eNB and the UE shall compute the temporary KeNB* and then the final KeNB from that KeNB* as described in clause 7.2.9.2.
NOTE: Since MME does not send the NH value to eNB in S1 UE CONTEXT MODIFICATION REQUEST, the NH value associated with the NCC value one can not be used in the next X2 handover or the next intra-eNB handover. So for the next X2 handover or the next intra-eNB handover the horizontal key derivation (see Figure 7.2.8.1-1) will apply.
*** END OF CHANGES ***
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