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	It is not completely clear whether the network has to respect the network selection done by the UE in a MOCN configuration, as the statement “For supporting UEs, the selection of core network operator by the UE shall be respected by the network” is placed in a paragraph which could be interpreted as applicable for shared RAN configuration only. 
As the PLMN identity is used as input to K_ASME derivation in E-UTRAN, it is important that the PLMN identity provided by the UE is also respected by the network.
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**************** START OF CHANGES **********************
4.2.4
Assignment of core network operator and core network node

When a UE performs an initial access to a shared network, one of available CN operators shall be selected to serve the UE. For non-supporting UEs, the shared network selects an operator from the available CN operators. For supporting UEs, the selection of core network operator by the UE shall be respected by the network. Supporting UEs inform the RNC/eNodeB of the network identity of the chosen core network operator. 
In a UTRAN GWCN configuration, the RNC relays the chosen network identity to the shared core network node. In E‑UTRAN GWCN, the eNodeB always relays the chosen network identity to the shared MME.

In a MOCN configuration, the RAN routes the UE's initial access to the shared network to one of the available CN nodes. Supporting UEs shall inform the RAN of the chosen core network operator so that the RAN can route correctly. For non-supporting UEs the shared network selects an operator from the available CN operators. A redirection to another CN operator may be required for non-supporting UEs until an operator is found that can serve the UE. Redirection is described in subclause 7.1.4.
After initial access to the shared network the UE does not change to another available CN operator as long as the selected CN operator is available to serve the UE's location. Only the network selection procedures specified in TS 23.122 [4] may cause a reselection of another available CN operator. Furthermore the UE does not change to another CN node as long as the selected CN node is available to serve the UE's location.
In UTRAN, when the network signals location/routing area identities to supporting UEs, e.g. in location updating accept messages, these identities shall contain the chosen core network operator identity. For non-supporting UTRAN UEs, they shall contain the common PLMN. The UE stores the received LAI/RAI on the SIM/USIM, as already specified in TS 24.008 [7].
In E‑UTRAN, the chosen core network operator identity is included in the GUTI in e.g. the Attach Accept message. The UE shall store the received GUTI on the USIM according to the rules specified in TS 24.301 [12].

**************** END OF CHANGES *********************
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