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The following CRs, agreed at the TSG-SA WG3 meeting #57 are presented to TSG SA #46 for approval:
	CR
	Rev
	Rel
	Title
	Cat
	Ver
	Tdoc

	309
	1
	Rel-8
	selected algorithms forwarding to the target eNB in intra LTE  handover
	F
	8.5.0
	S3-091815

	310
	1
	Rel-9
	selected algorithms forwarding to the target eNB in intra LTE  handover
	A
	9.1.0
	S3-091816

	315
	1
	Rel-8
	Correction of protection of the NAS security mode reject message (Rel-8)
	F
	8.5.0
	S3-091813

	316
	1
	Rel-9
	Correction of protection of the NAS security mode reject message (Rel-9)
	A
	9.1.0
	S3-091814

	317
	2
	Rel-8
	EPS NAS security context storage
	F
	8.5.0
	S3-092164

	318
	2
	Rel-9
	EPS NAS security context storage
	A
	9.1.0
	S3-092165

	320
	1
	Rel-8
	key replacement clarification
	F
	8.5.0
	S3-092184

	324
	3
	Rel-9
	Correction of ECM states
	A
	9.1.0
	S3-092175

	325
	-
	Rel-8
	Clarifications to context handling in idle mode procedures
	F
	8.5.0
	S3-091663

	326
	1
	Rel-9
	Clarifications to context handling in idle mode procedures
	A
	9.1.0
	S3-091827

	327
	1
	Rel-8
	Clarifications to context handling in IRAT handover
	F
	8.5.0
	S3-091828

	329
	-
	Rel-8
	Correction to store security context to ME
	F
	8.5.0
	S3-091667

	330
	1
	Rel-9
	Correction to store security context to ME
	A
	9.1.0
	S3-091804

	331
	1
	Rel-8
	Corrections to state transition
	F
	8.5.0
	S3-091817

	332
	1
	Rel-9
	Corrections to state transition
	A
	9.1.0
	S3-091818

	333
	1
	Rel-8
	Not resetting STARTPS to 0 in HO from EUTRAN to UTRAN and not resetting STARTCS to 0 in SRVCC (Rel-8).
	F
	8.5.0
	S3-092246

	335
	-
	Rel-8
	Corrections for 33.401
	F
	8.5.0
	S3-091841

	336
	-
	Rel-9
	Corrections for 33.401
	A
	9.1.0
	S3-091842

	337
	1
	Rel-8
	Concurrency of inter-MME handovers and NAS downlink messages (Rel-8)
	F
	8.5.0
	S3-092176

	338
	1
	Rel-9
	Concurrency of inter-MME handovers and NAS downlink messages (Rel-9)
	A
	9.1.0
	S3-092177

	339
	-
	Rel-8
	Partial native EPS security context  NAS COUNT value
	F
	8.5.0
	S3-091802

	341
	1
	Rel-8
	Alignment of Context modifications behaviour (Rel-8)
	F
	8.5.0
	S3-092186

	342
	1
	Rel-8
	Clarification of NAS integrity protection activation
	F
	8.5.0
	S3-091807

	343
	1
	Rel-9
	Clarification of NAS integrity protection activation
	A
	9.1.0
	S3-091808

	347
	2
	Rel-8
	Nas-token and key calculation at idle mobility from E-UTRAN to UTRAN/GERAN (Rel-8)
	F
	8.5.0
	S3-092162

	348
	2
	Rel-9
	Nas-token and key calculation at idle mobility from E-UTRAN to UTRAN/GERAN (Rel-9)
	A
	9.1.0
	S3-092163

	351
	-
	Rel-8
	Clarifying the calculation of KeNB when there is more than one NAS SMC (Rel-8)
	F
	8.5.0
	S3-091737

	352
	-
	Rel-9
	Clarifying the calculation of KeNB when there is more than one NAS SMC (Rel-9)
	A
	9.1.0
	S3-091739

	353
	3
	Rel-8
	Behaviour for lost NAS SMC message when creating mapped context (Rel-8)
	F
	8.5.0
	S3-092178

	354
	3
	Rel-9
	Behaviour for lost NAS SMC message when creating mapped context (Rel-9)
	A
	9.1.0
	S3-092179

	355
	4
	Rel-8
	Clarification of Authentication Data and transition to EMM-DEREGISTERED and Correction of text on authentication data transfer
	F
	8.5.0
	S3-092166

	357
	4
	Rel-8
	Key-Chaining issue in I-RAT handover to UTRAN
	F
	8.5.0
	S3-092189

	358
	-
	Rel-8
	NCC Initialization in eNB at the Initial Connection Setup
	F
	8.5.0
	S3-092169

	359
	-
	Rel-9
	NCC Initialization in eNB at the Initial Connection Setup
	A
	9.1.0
	S3-092170

	360
	1
	Rel-9
	key replacement clarification
	A
	9.1.0
	S3-092185

	361
	3
	Rel-8
	Correction of ECM states
	F
	8.5.0
	S3-092174

	362
	1
	Rel-9
	Replacing KDF definition with a reference
	A
	9.1.0
	S3-092240

	363
	1
	Rel-8
	Replacing KDF definition with a reference
	F
	8.5.0
	S3-092241

	365
	-
	Rel-8
	Correcting A.11
	F
	8.5.0
	S3-092050

	366
	-
	Rel-9
	Correcting A.11
	A
	9.1.0
	S3-092052

	367
	1
	Rel-8
	Not resetting STARTPS to 0 in HO from EUTRAN to UTRAN and not resetting STARTCS to 0 in SRVCC (Rel-9).
	F
	9.1.0
	S3-092247

	370
	-
	Rel-8
	NAS COUNT handling during IRAT handover
	F
	8.5.0
	S3-091830

	371
	-
	Rel-9
	NAS COUNT handling during IRAT handover
	A
	9.1.0
	S3-091831

	372
	-
	Rel-8
	Concurrency of inter-RAT handovers and NAS SMC procedure (Rel-8)
	F
	8.5.0
	S3-092089

	373
	-
	Rel-9
	Concurrency of inter-RAT handovers and NAS SMC procedure (Rel-9)
	A
	9.1.0
	S3-092090


