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	1st Modified Section


1
Scope

The present document is part of an Integration Reference Point (IRP) named EPC Network Resource Model (NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several IRPManagers concerning EPC resources. The EPC NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).

The present document specifies the EPC Network Resources IRP: CORBA Solution Set, which defines the mapping of the IRP information model (see TS 32.752 [2]) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment.

This Solution Set is related to 3GPP TS 32.752 v9.1.X.

	Next modification


5.2
Information Object Class (IOC) mapping

5.2.1
IOC MMEFunction
	Attribute of IOC MMEFunction in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
plmnIdListType
	M
	M
	-

	mMEC
	mMEC
	long
	M
	M
	-

	sGWAddress
	sGWAddress
	string
	CM
	M
	M

	sGSNAddress
	sGSNAddress
	string
	CM
	M
	M

	mMEPool
	mMEPool
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	-


5.2.2
IOC MMEPool
	Attribute of IOC MMEPool in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	mMEGI
	mMEGI
	long
	M
	M
	-

	mMEPoolMemberList
	mMEPoolMemberList
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReferenceSet
	M
	M
	M

	mMEPoolArea
	mMEPoolArea
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	M


5.2.3
IOC MMEPoolArea
	Attribute of IOC MMEPoolArea  in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	mMEPool
	mMEPool
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	M

	tACList
	tACList
	GenericNetworkResourcesIRPSystem::
AttributeTypes::LongSet
	M
	M
	

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
 plmnIdListType
	O
	M
	-


5.2.4
IOC EP_RP_EPS
	Attribute of IOC EP_RP_EPS in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	farEndNeIpAddr
	farEndNeIpAddr
	string
	O
	M
	CM


5.2.5
IOC ExternalMMEFunction
	Attribute of IOC ExternalMMEFunction in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
plmnIdListType
	M
	M
	M

	mMEC
	mMEC
	long
	M
	M
	M

	mMEPool
	mMEPool
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference
	M
	M
	M


5.2.6
IOC SGWFunction
	Attribute of IOC SGWFunction in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
plmnIdListType
	M
	M
	-

	tACList
	tACList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	M
	M
	-


5.2.7
IOC ExternalSGWFunction
	Attribute of IOC ExternalSGWFunction in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	pLMNIdList
	pLMNIdList
	genericEPCNRMAttributeTypes::
plmnIdListType
	M
	M
	M

	tACList
	tACList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	M
	M
	M


5.2.8
IOC QCISet
	Attribute of IOC QCISet in 3GPP TS 32.752 [2]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	id
	string
	M
	M
	-

	qCIList
	qCIList
	genericEPCNRMAttributeTypes::
qciListType
	M
	M
	M
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Annex A (normative):
CORBA IDL, NRM definitions

//File:EPCResourcesNRMDefs.idl

#ifndef _EPCNETWORKRESOURCESNRMDEFS_IDL_
#define _EPCNETWORKRESOURCESNRMDEFS_IDL_
#include "GenericNetworkResourcesNRMDefs.idl"

#pragma prefix "3gppsa5.org"
/**
 * This module defines constants for each MO class name and
 * the attribute names for each defined MO class.
 */
module EPCNetworkResourcesNRMDefs
{

/**

       *  Definitions for MO class EPDGFunction

       */ 

      interface EPDGFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "EPDGFunction";

         // No New Attribute Names

         // 

      };

/**

       *  Definitions for MO class MMEFunction

       */ 

      interface MMEFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "MMEFunction";

         // Attribute Names

         // 

         const string id = "id";

         const string pLMNIdList = "pLMNIdList";

         const string mMEC = "mMEC";

         const string sGWAddress = "sGWAddress";

         const string sGSNAddress = "sGSNAddress";

         const string mMEPool = "mMEPool";

      };


/**

       *  Definitions for MO class PCRFFunction

       */ 

      interface PCRFFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "PCRFFunction";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class PGWFunction

       */ 

      interface PGWFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "PGWFunction";

         // Attribute Names

         // 
         const string id = "id";

         const string pLMNIdList = "pLMNIdList";

         const string tACList = "tACList";
         // 

      };


/**

       *  Definitions for MO class SGWFunction

       */ 

      interface SGWFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "SGWFunction";

         //  Attribute Names

         // 

         const string id = "id";

         const string pLMNIdList = "pLMNIdList";

         const string tACList = "tACList";

      };

/**

       *  Definitions for MO class MMEPool
       */ 

      interface MMEPool : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "MMEPool";

         // Attribute Names

         // 

         const string id = "id";

         const string mMEGI = "mMEGI";

         const string mMEPoolMemberList = "mMEPoolMemberList";

         const string mMEPoolArea = "mMEPoolArea";

      };


/**

       *  Definitions for MO class MMEPoolArea
       */ 

      interface MMEPoolArea : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "MMEPoolArea";

         // Attribute Names

         // 

         const string id = "id";

         const string mMEPool = "mMEPool";

         const string tACList = "tACList";


         const string pLMNIdList = "pLMNIdList";

      };


/**

       *  Definitions for MO class EP_RP_EPS
       */ 

      interface EP_RP_EPS : GenericNetworkResourcesNRMDefs::EP_RP
      {

         const string CLASS = "EP_RP_EPS";

         // Attribute Names

         const string farEndNeIpAddr = "farEndNeIpAddr";

      };


/**

       *  Definitions for MO class Link_ENB_MME
       */ 

      interface Link_ENB_MME : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_ENB_MME";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_ENB_SGW
       */ 

      interface Link_ENB_SGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_ENB_SGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_EPDG_PCRF
       */ 

      interface Link_EPDG_PCRF : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_EPDG_PCRF";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_EPDG_PGW
       */ 

      interface Link_EPDG_PGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_EPDG_PGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_HSS_MME
       */ 

      interface Link_HSS_MME : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_HSS_MME";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_MME_MME
       */ 

      interface Link_MME_MME : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_MME_MME";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_MME_SGSN
       */ 

      interface Link_MME_SGSN : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_MME_SGSN";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_MME_SGW
       */ 

      interface Link_MME_SGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_MME_SGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_PCRF_SGW
       */ 

      interface Link_PCRF_SGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_PCRF_SGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_PCRF_PGW
       */ 

      interface Link_PCRF_PGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_PCRF_PGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_PGW_SGW
       */ 

      interface Link_PGW_SGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_PGW_SGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class Link_SGSN_SGW
       */ 

      interface Link_SGSN_SGW : GenericNetworkResourcesNRMDefs::Link
      {

         const string CLASS = "Link_SGSN_SGW";

         // No New Attribute Names

         // 

      };


/**

       *  Definitions for MO class ExternalMMEFunction

       */ 

      interface ExternalMMEFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "ExternalMMEFunction";

         // Attribute Names

         // 

         const string id = "id";

         const string pLMNIdList = "pLMNIdList";

         const string mMEC = "mMEC";

         const string mMEPool = "mMEPool";

      };


/**

       *  Definitions for MO class ExternalSGWFunction

       */ 

      interface ExternalSGWFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "ExternalSGWFunction";

         // Attribute Names

         // 

         const string id = "id";

         const string pLMNIdList = "pLMNIdList";

         const string tACList = "tACList";

      };



/**

       *  Definitions for MO class QCISet
       */ 

      interface QCISet: GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "QCISet";

         // Attribute Names

         // 

         const string id = "id";

         const string qCIList = "qCIList";

      };
};
module genericEPCNRMAttributeTypes

{

/**

       *  Definitions for struct PlmnIdType
       */ 

      struct PlmnIdType
      {

         short mcc;
         short mnc;
      };
      typedef sequence<PlmnIdType> plmnIdListType;

/**

       *  Definitions for struct QciType
       */ 
      struct QciType
      {

         short qci;
         boolean resourceType;
         // True is GBR, False is Non-GBR
         short priority;
         short packetDelayBudget;
         float packetErrorLossRate;
      };
      typedef sequence<QciType> qciListType;
};

#endif // _EPCNETWORKRESOURCESNRMDEFS_IDL_
	End of modifications
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