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The following CRs, agreed at the TSG-SA WG5 meeting #69 and #70 are presented to TSG SA #47 for approval:
	Spec
	CR
	Rev
	Rel
	Title
	Cat
	Version
	Tdoc

	32.26
	85
	-
	Rel-8
	Correction of Role of Node charging parameter description
	F
	8.9.0
	S5-100377

	32.26
	86
	-
	Rel-9
	Correction of Role of Node charging parameter description
	A
	9.2.0
	S5-100378

	32.298
	135
	-
	Rel-8
	Correction of the Role of Node charging parameter definition
	F
	8.7.0
	S5-100379

	32.298
	136
	-
	Rel-9
	Correction of the Role of Node charging parameter definition
	A
	9.2.0
	S5-100381

	32.299
	298
	-
	Rel-8
	Correction of Role-Of-Node AVP
	F
	8.9.0
	S5-100382

	32.299
	299
	-
	Rel-9
	Correction of Role-of-Node AVP
	A
	9.2.0
	S5-100384

	32.251
	132
	-
	Rel-8
	Correction for “Charging Characteristics Selection Mode” parameter for Rf
	F
	8.8.0
	S5-100386

	32.251
	133
	-
	Rel-9
	Correction for “Charging Characteristics Selection Mode” parameter for Rf
	A
	9.2.0
	S5-100387

	32.299
	300
	-
	Rel-8
	Alignment with TS 32.251 for “Charging Characteristics Selection Mode” parameter
	F
	8.9.0
	S5-100388

	32.299
	301
	-
	Rel-9
	Alignment with TS 32.251 for “Charging Characteristics Selection Mode” parameter
	A
	9.2.0
	S5-100389

	32.251
	134
	-
	Rel-8
	Clarify "Change Condition” settings in PS-information for offline Charging
	F
	8.8.0
	S5-100395

	32.251
	135
	-
	Rel-9
	Clarify "Change Condition” settings in PS-information for offline Charging
	A
	9.2.0
	S5-100396

	32.299
	304
	-
	Rel-8
	Correction for offline Charging from PGW - 3GPP2 User location
	F
	8.9.0
	S5-100674

	32.25
	15
	-
	Rel-8
	Correction on System Type parameter
	F
	8.2.0
	S5-100712

	32.25
	16
	-
	Rel-9
	Correction on System Type parameter
	A
	9.0.0
	S5-100713

	32.26
	87
	-
	Rel-8
	Correction of THIG functionality entity alignment with TS 24.229
	F
	8.9.0
	S5-100846

	32.26
	88
	-
	Rel-9
	Correction of THIG functionality entity alignment with TS 24.229
	A
	9.2.0
	S5-100847

	32.26
	89
	-
	Rel-8
	Correction on Data integrity in IMS Charging
	F
	8.9.0
	S5-100907

	32.26
	90
	-
	Rel-9
	Data integrity of charging information forwarded to charging domain
	A
	9.2.0
	S5-100909

	32.251
	137
	-
	Rel-8
	Removal of Editor’s Note
	F
	8.8.0
	S5-100930

	32.251
	138
	-
	Rel-8
	Correction for offline Charging from PGW for 3GPP2 User location
	F
	8.8.0
	S5-100932

	32.251
	139
	-
	Rel-9
	Correction for offline Charging from PGW for 3GPP2 User location
	A
	9.2.0
	S5-100933

	32.298
	139
	-
	Rel-8
	Correction for offline Charging from PGW - 3GPP2 User location
	F
	8.7.0
	S5-100939

	32.275
	27
	-
	Rel-8
	Correction on MMTel CDR  description for Early SDP - Alignment with TS 32.260
	F
	8.2.0
	S5-100941

	32.275
	28
	-
	Rel-9
	Correction on MMTel CDR  description for Ealy SDP - Alignment with TS 32.260
	A
	9.2.0
	S5-100942

	32.298
	140
	-
	Rel-8
	Correction on MMTel CDR  description for Early SDP- Alignment with TS 32.260
	F
	8.7.0
	S5-100943

	32.298
	141
	-
	Rel-9
	Correction on MMTel CDR  description for Early SDP- Alignment with TS 32.260
	A
	9.2.0
	S5-100944

	32.275
	29
	-
	Rel-8
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	F
	8.2.0
	S5-100946

	32.275
	30
	-
	Rel-9
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	A
	9.2.0
	S5-100947

	32.298
	142
	-
	Rel-8
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	F
	8.7.0
	S5-100948

	32.298
	143
	-
	Rel-9
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	A
	9.2.0
	S5-100949

	32.298
	147
	-
	Rel-9
	Correction for offline Charging from PGW - 3GPP2 User location
	A
	9.2.0
	S5-101040

	32.299
	305
	-
	Rel-9
	Correction for offline Charging from PGW - 3GPP2 User location
	A
	9.2.0
	S5-100675


