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The following CRs were agreed by SA WG2 and are provided to TSG SA#48 for approval:

	TS
	CR
	Rev
	Release
	Title
	Cat
	Vsn
	@S2
	SA WG2 TD
	Source to WG
	Work Item
	Clauses affected

	23.002
	0219
	1
	Rel‑9
	BSC - CBC Cell Broadcast interface: alignment with stage 3 specifications
	F
	9.2.0
	S2-79
	S2-102830
	Ericsson, ST-Ericsson
	TEI9
	2, 4a.5.1, 5.4, 6a.5.2, 6a.5.3 (new)

	23.060
	1062
	2
	Rel‑9
	Correction of references in QoS profile section
	F
	9.4.0
	S2-78E
	S2-101921
	Nokia Siemens Networks
	TEI9
	15.2.0

	23.060
	1067
	3
	Rel‑9
	RFSP Index implementation guideline
	F
	9.4.0
	S2-79
	S2-103051
	NTT DOCOMO
	TEI9
	5.3.5

	23.060
	1068
	1
	Rel‑9
	SGSN usage of UE provided settings for selecting an RFSP value
	F
	9.4.0
	S2-78E
	S2-101914
	Ericsson, ST-Ericsson,
	TEI9
	5.3.5

	23.060
	1075
	1
	Rel‑9
	Minor correction to network based T-ADS in combined GERAN/UTRAN RAs
	F
	9.4.0
	S2-78E
	S2-101992
	Vodafone, Samsung
	TEI9
	5.3.8, 6.9.1.2.0, 6.9.2.1

	23.060
	1076
	-
	Rel‑9
	UE capability handling at inter-RAT handover
	F
	9.4.0
	S2-78E
	S2-101859
	Vodafone
	TEI9
	6.5, 6.9.1.2, 6.9.4, 6.14, 13.2,

	23.060
	1077
	-
	Rel‑9
	Resource Release during Combined GPRS/IMSI Attach applicable to MME or SGSN
	F
	9.4.0
	S2-78E
	S2-101860
	Vodafone
	TEI9
	6.5.3

	23.060
	1081
	1
	Rel‑9
	E-ARP in the network initiated Secondary PDP Context procedure
	F
	9.4.0
	S2-78E
	S2-102014
	Ericsson, ST-Ericsson
	TEI9
	9.2.2.1.1, 9.2.2.3

	23.060
	1088
	-
	Rel‑9
	Correction of RIM for GTPv2
	F
	9.4.0
	S2-78E
	S2-101970
	Alcatel-Lucent
	TEI9
	8.1.5.1

	23.060
	1107
	1
	Rel‑9
	Correction to APN-OI usage
	F
	9.4.0
	S2-79
	S2-102794
	Vodafone
	TEI9
	13.1, 13.2.3, 13.3, Annex A.1

	23.060
	1108
	2
	Rel‑9
	Dual-stack UE Should Request for Parallel Single Stack Contexts
	F
	9.4.0
	S2-79
	S2-103077
	Nokia, Nokia Siemens Networks, Ericsson, ST-Ericsson, Deutsche Telekom, LG Electronics
	TEI9
	9.2.1, 9.2.2.1, 9.2.2.1A


