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Annex E:
List of Change Requests and their status after TSG SA Meeting #49

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100580
	22.011
	0163
	1
	10.0.0
	Rel‑10
	Clarification of ACB for CSFB
	approved
	F
	10.1.0
	TEI10

	SP-100580
	22.011
	0166
	-
	10.0.0
	Rel‑10
	Clarification on roaming in shared networks
	approved
	F
	10.1.0
	TEI10

	SP-100575
	22.071
	0079
	-
	9.0.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.1.0
	TEI9

	SP-100580
	22.078
	0193
	1
	9.0.0
	Rel‑10
	ATSI and ATM for additional SS codes
	approved
	C
	10.0.0
	TEI10

	SP-100575
	22.101
	0351
	2
	9.7.0
	Rel‑9
	Removal of unfulfilled requirements
	approved
	C
	9.8.0
	TEI9

	SP-100578
	22.101
	0352
	1
	10.3.0
	Rel‑10
	Clarification of SIPTO user interaction
	approved
	F
	10.4.0
	LIPA_SIPTO

	SP-100585
	22.101
	0353
	2
	10.3.0
	Rel‑11
	SIPTO mobility/continuity
	approved
	B
	11.0.0
	SIPTO_SC

	SP-100575
	22.105
	0054
	-
	9.0.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.1.0
	TEI9

	SP-100583
	22.115
	0053
	2
	10.1.0
	Rel‑11
	Charging considerations for MMTel when Optimal Media Routeing is used
	approved
	B
	11.0.0
	OSCAR

	SP-100584
	22.115
	0054
	1
	10.1.0
	Rel‑11
	QoS and gating based on spending limit
	approved
	B
	11.0.0
	QoS_SSL

	SP-100580
	22.153
	0013
	-
	10.0.0
	Rel‑10
	Priority for data bearer services
	approved
	B
	10.1.0
	TEI10

	SP-100583
	22.173
	0069
	-
	11.0.0
	Rel‑11
	IMS Roaming Enhancements
	approved
	B
	11.1.0
	OSCAR

	SP-100578
	22.220
	0104
	3
	10.3.0
	Rel‑10
	Enablement/disablement policies for LIPA
	approved
	F
	10.4.0
	LIPA_SIPTO

	SP-100578
	22.220
	0105
	3
	10.3.0
	Rel‑10
	SIPTO for H(e)NB Subsystems Policy and User Interaction
	approved
	F
	10.4.0
	LIPA_SIPTO

	SP-100576
	22.220
	0106
	3
	10.3.0
	Rel‑10
	Correction on HNB Name
	approved
	F
	10.4.0
	EHNBF

	SP-100576
	22.220
	0107
	4
	10.3.0
	Rel‑10
	Clarification of LIPA requirements
	approved
	F
	10.4.0
	EHNBF

	SP-100573
	22.220
	0109
	1
	9.4.0
	Rel‑9
	Removal of requirement to inhibit Allowed CSG List
	approved
	F
	9.5.0
	EHNB

	SP-100573
	22.220
	0110
	4
	10.3.0
	Rel‑10
	Removal of requirement to inhibit Allowed CSG List and VPLMN Autonomous CSG Roaming clarifications
	approved
	F
	10.4.0
	EHNBF

	SP-100577
	22.228
	0127
	1
	10.2.0
	Rel‑10
	Alignment of Transfer of Control requirements
	approved
	F
	10.3.0
	IMS_SC_eIDT

	SP-100574
	22.228
	0129
	-
	9.2.0
	Rel‑9
	Unsolicited communication alignment with SA3
	approved
	F
	9.3.0
	PUCI

	SP-100575
	22.228
	0130
	-
	10.2.0
	Rel‑10
	Removal of references to 3GPP OSA
	approved
	A
	10.3.0
	TEI10

	SP-100575
	22.228
	0131
	-
	9.2.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.3.0
	TEI9

	SP-100581
	22.228
	0132
	2
	10.2.0
	Rel‑11
	IMS application services across IMS-NNI
	approved
	B
	11.0.0
	IPXS

	SP-100575
	22.240
	0008
	-
	9.0.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.1.0
	TEI9

	SP-100582
	22.278
	0083
	-
	10.1.0
	Rel‑11
	Adding a H(e)NB use case to FMC use cases
	approved
	B
	11.0.0
	BBAI

	SP-100582
	22.278
	0084
	1
	10.1.0
	Rel‑11
	Adding a Application Mobility use case to FMC use cases
	approved
	B
	11.0.0
	BBAI

	SP-100582
	22.278
	0085
	2
	10.1.0
	Rel‑11
	Adding a Common Quota use case to FMC use cases
	approved
	B
	11.0.0
	BBAI

	SP-100582
	22.278
	0086
	1
	10.1.0
	Rel‑11
	Clarifications on FMC use cases
	approved
	D
	11.0.0
	BBAI

	SP-100582
	22.278
	0087
	2
	10.1.0
	Rel‑11
	New Requirements for Fixed Mobile Convergence scenario
	approved
	B
	11.0.0
	BBAI

	SP-100575
	22.278
	0088
	-
	9.5.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.6.0
	TEI9

	SP-100575
	22.278
	0089
	-
	10.1.0
	Rel‑10
	Removal of references to 3GPP OSA
	approved
	A
	10.2.0
	TEI10

	SP-100579
	22.368
	0018
	2
	10.1.0
	Rel‑10
	Clarification on MTC Server relationship to network operator
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0023
	1
	10.1.0
	Rel‑10
	Simplification of Mobile Originated Only feature
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0024
	1
	10.1.0
	Rel‑10
	Simplification of Infrequent Mobile Terminated feature
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0025
	1
	10.1.0
	Rel‑10
	Clarification of MTC Monitoring feature
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0027
	2
	10.1.0
	Rel‑10
	Clarification of Location Specific Trigger
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0029
	1
	10.1.0
	Rel‑10
	Clarification of Group Based MTC Features
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0034
	1
	10.1.0
	Rel‑10
	MTC Group Features definition clarification
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0035
	1
	10.1.0
	Rel‑10
	MTC Infrequent Transmission clarification
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0036
	1
	10.1.0
	Rel‑10
	MTC Secure Connection
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0037
	2
	10.1.0
	Rel‑10
	MTC Time Controlled clarification
	approved
	F
	10.2.0
	NIMTC

	SP-100579
	22.368
	0038
	2
	10.1.0
	Rel‑10
	Clarification of subscription
	approved
	F
	10.2.0
	NIMTC

	SP-100575
	22.934
	0005
	-
	9.0.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.1.0
	TEI9

	SP-100575
	22.935
	0001
	-
	9.0.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.1.0
	TEI9

	SP-100575
	22.949
	0001
	-
	9.0.0
	Rel‑9
	Removal of references to 3GPP OSA
	approved
	D
	9.1.0
	TEI9
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E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100555
	23.002
	0222
	1
	9.3.0
	Rel‑10
	Addition of GTP based S2b in 3GPP Network Architecture
	approved
	B
	10.0.0
	SMOG

	SP-100557
	23.002
	0223
	-
	9.3.0
	Rel‑10
	Updates to IM Subsystem figure for E-CSCF and IBCF
	approved
	F
	10.0.0
	TEI10

	SP-100540
	23.002
	0224
	-
	9.3.0
	Rel‑9
	Clarification of I2 definition
	approved
	F
	9.4.0
	IMS_SCC-SPI

	SP-100557
	23.002
	0225
	-
	9.3.0
	Rel‑10
	Architecture update of SRVCC architecture enhanced with ATCF
	approved
	B
	10.0.0
	TEI10

	SP-100540
	23.002
	0226
	2
	9.3.0
	Rel‑9
	Addition of Mr′ Reference Point
	approved
	B
	9.4.0
	TEI9

	SP-100557
	23.002
	0227
	1
	9.3.0
	Rel‑10
	Introducing Ud interface between UDR and PCRF
	approved
	B
	10.0.0
	TEI10

	SP-100536
	23.060
	1092
	2
	9.5.0
	Rel‑9
	The IMS emergency support capability in SGSN
	approved
	F
	9.6.0
	IMS_EMER_GPRS_EPS

	SP-100550
	23.060
	1114
	4
	10.0.0
	Rel‑10
	Introduction of LIPA in UMTS
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100459
	23.060
	1118
	3
	8.9.0
	Rel‑8
	Reporting User Location Correction
	approved
	F
	8.10.0
	SAES

	SP-100459
	23.060
	1119
	3
	9.5.0
	Rel‑9
	Reporting User Location Correction
	approved
	A
	9.6.0
	SAES

	SP-100459
	23.060
	1120
	3
	10.0.0
	Rel‑10
	Reporting User Location Correction
	approved
	A
	10.1.0
	SAES

	SP-100550
	23.060
	1121
	1
	10.0.0
	Rel‑10
	Addition of correlation identifier for optimised routing in LIPA
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.060
	1122
	3
	10.0.0
	Rel‑10
	LIPA Support for Service Discovery
	approved
	B
	10.1.0
	LIPA

	SP-100550
	23.060
	1124
	3
	10.0.0
	Rel‑10
	LIPA deactivation
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.060
	1128
	3
	10.0.0
	Rel‑10
	Gateway selection for LIPA
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.060
	1129
	2
	10.0.0
	Rel‑10
	Paging Handling for LIPA
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100554
	23.060
	1139
	2
	10.0.0
	Rel‑10
	Signalling IMSI at Attach/PLMN change (TR 23.888, 7.1a, reference 6.33.2d)
	approved
	B
	10.1.0
	NIMTC

	SP-100553
	23.060
	1140
	4
	10.0.0
	Rel‑10
	General text on Overload control
	revised
	B
	10.1.0
	NIMTC

	SP-100635
	23.060
	1140
	5
	10.0.0
	Rel‑10
	General text on Overload control
	approved
	B
	10.1.0
	NIMTC

	SP-100554
	23.060
	1146
	2
	10.0.0
	Rel‑10
	CN Rejection Solution for MTC devices for GGSN
	approved
	B
	10.1.0
	NIMTC

	SP-100550
	23.060
	1149
	2
	10.0.0
	Rel‑10
	LIPA permissions and CSG information for LIPA-able APNs in the HSS
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100551
	23.060
	1153
	-
	10.0.0
	Rel‑10
	Correction and Clarification of SIPTO procedure
	approved
	F
	10.1.0
	LIPA_SIPTO

	SP-100554
	23.060
	1154
	5
	10.0.0
	Rel‑10
	Normative NIMTC text for low priority access
	approved
	B
	10.1.0
	NIMTC

	SP-100554
	23.060
	1156
	7
	10.0.0
	Rel‑10
	Introduction of normative NIMTC ACB text in 'Functions for Machine Type Communications'
	revised
	B
	
	NIMTC

	SP-100633
	23.060
	1156
	8
	10.0.0
	Rel‑10
	Introduction of normative NIMTC ACB text in 'Functions for Machine Type Communications'
	approved
	B
	10.1.0
	NIMTC

	SP-100529
	23.060
	1157
	1
	8.9.0
	Rel‑8
	Update of SGSN conditions for sending Location Update to VLR
	approved
	F
	8.10.0
	SAES-CSFB

	SP-100553
	23.060
	1159
	2
	10.0.0
	Rel‑10
	NMO=I for MTC devices and NMO=II for other mobiles
	approved
	B
	10.1.0
	NIMTC

	SP-100529
	23.060
	1164
	1
	8.9.0
	Rel‑8
	ARP change when ISR is activated
	approved
	F
	8.10.0
	SAES

	SP-100529
	23.060
	1165
	1
	9.5.0
	Rel‑9
	ARP change when ISR is activated
	approved
	A
	9.6.0
	SAES

	SP-100529
	23.060
	1166
	1
	10.0.0
	Rel‑10
	ARP change when ISR is activated
	approved
	A
	10.1.0
	SAES

	SP-100533
	23.060
	1168
	1
	8.9.0
	Rel‑8
	Removal of unnecessary signalling from detach and PDN connection deactivation procedures
	approved
	C
	8.10.0
	TEI8

	SP-100533
	23.060
	1169
	1
	9.5.0
	Rel‑9
	Removal of unnecessary signalling from detach and PDN connection deactivation procedures
	approved
	A
	9.6.0
	TEI8

	SP-100533
	23.060
	1170
	1
	10.0.0
	Rel‑10
	Removal of unnecessary signalling from detach and PDN connection deactivation procedures
	approved
	A
	10.1.0
	TEI8

	SP-100554
	23.060
	1173
	2
	10.0.0
	Rel‑10
	Optimizing Periodic RAU signalling
	approved
	B
	10.1.0
	NIMTC

	SP-100528
	23.060
	1175
	1
	7.9.0
	Rel‑7
	Incorrect PCO handling at the GGSN
	approved
	F
	7.10.0
	TEI7

	SP-100528
	23.060
	1176
	1
	8.9.0
	Rel‑8
	Incorrect PCO handling at the GGSN
	approved
	F
	8.10.0
	TEI7

	SP-100528
	23.060
	1177
	1
	9.5.0
	Rel‑9
	Incorrect PCO handling at the GGSN
	approved
	F
	9.6.0
	TEI7

	SP-100528
	23.060
	1178
	1
	10.0.0
	Rel‑10
	Incorrect PCO handling at the GGSN
	approved
	F
	10.1.0
	TEI7

	SP-100554
	23.060
	1179
	4
	10.0.0
	Rel‑10
	NAS level reject per APN with back-off timer function
	approved
	B
	10.1.0
	NIMTC

	SP-100551
	23.060
	1180
	-
	10.0.0
	Rel‑10
	Clarification of SIPTO GW selection for wild card APN
	approved
	F
	10.1.0
	LIPA_SIPTO

	SP-100551
	23.060
	1181
	1
	10.0.0
	Rel‑10
	SIPTO GW selection for GERAN
	approved
	C
	10.1.0
	LIPA_SIPTO

	SP-100533
	23.060
	1190
	1
	8.9.0
	Rel‑8
	Setting of IMS voice over PS Session Supported Indication based on IMS roaming agreements
	approved
	F
	8.10.0
	TEI8

	SP-100533
	23.060
	1191
	1
	9.5.0
	Rel‑9
	Setting of IMS voice over PS Session Supported Indication based on IMS roaming agreements
	approved
	A
	9.6.0
	TEI8

	SP-100533
	23.060
	1192
	1
	10.0.0
	Rel‑10
	Setting of IMS voice over PS Session Supported Indication based on IMS roaming agreements
	approved
	A
	10.1.0
	TEI8

	SP-100529
	23.060
	1194
	-
	9.5.0
	Rel‑9
	Update of SGSN conditions for sending Location Update to VLR
	approved
	A
	9.6.0
	SAES-CSFB

	SP-100529
	23.060
	1195
	-
	10.0.0
	Rel‑10
	Update of SGSN conditions for sending Location Update to VLR
	approved
	A
	10.1.0
	SAES-CSFB

	SP-100536
	23.060
	1196
	1
	10.0.0
	Rel‑10
	The IMS emergency support capability in SGSN
	approved
	A
	10.1.0
	IMS_EMER_GPRS_EPS

	SP-100546
	23.167
	0177
	6
	10.0.0
	Rel‑10
	Alternative emergency session handling in non-roaming cases
	approved
	B
	10.1.0
	IESE

	SP-100557
	23.167
	0179
	-
	10.0.0
	Rel‑10
	Deletion of the last emergency IMPU
	approved
	F
	10.1.0
	TEI10

	SP-100547
	23.203
	0434
	1
	10.0.0
	Rel‑10
	Charging for IFOM
	approved
	B
	10.1.0
	IFOM

	SP-100535
	23.203
	0435
	1
	9.5.0
	Rel‑9
	Correct misused IE names
	approved
	F
	9.6.0
	EHNB

	SP-100535
	23.203
	0436
	1
	10.0.0
	Rel‑10
	Correct misused IE names
	approved
	A
	10.1.0
	EHNB

	SP-100557
	23.203
	0437
	2
	10.0.0
	Rel‑10
	CR to 23.203 for sponsored connectivity
	approved
	B
	10.1.0
	FS_PP

	SP-100557
	23.203
	0438
	1
	10.0.0
	Rel‑10
	Removal of Annex E and Annex F
	approved
	D
	10.1.0
	TEI10

	SP-100555
	23.203
	0439
	-
	10.0.0
	Rel‑10
	PCC aspects of GTP-based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100544
	23.203
	0442
	2
	10.0.0
	Rel‑10
	QCI/ARP handling in support of MPS
	approved
	B
	10.1.0
	eMPS

	SP-100544
	23.203
	0443
	1
	10.0.0
	Rel‑10
	QCI reservation for eMPS
	approved
	C
	10.1.0
	eMPS

	SP-100544
	23.203
	0444
	2
	10.0.0
	Rel‑10
	MPS user subscription Indicator(s) and MPS EPS bearer service invocation/revocation procedures
	approved
	B
	10.1.0
	eMPS

	SP-100532
	23.203
	0448
	3
	8.10.0
	Rel‑8
	Correction on PCC architecture for roaming with PCEF in visited network
	approved
	F
	8.11.0
	PCC

	SP-100532
	23.203
	0449
	3
	9.5.0
	Rel‑9
	Correction on PCC architecture for roaming with PCEF in visited network
	approved
	A
	9.6.0
	PCC

	SP-100557
	23.203
	0452
	1
	10.0.0
	Rel‑10
	Introducing UDR to the PCC architecture
	approved
	B
	10.1.0
	TEI10

	SP-100557
	23.203
	0453
	-
	10.0.0
	Rel‑10
	Clarification on ASP operators information for sponsored data connectivity
	approved
	B
	10.1.0
	TEI10

	SP-100557
	23.204
	0090
	1
	10.1.0
	Rel‑10
	NOTE corrections
	approved
	F
	10.2.0
	TEI10

	SP-100540
	23.216
	0143
	-
	9.4.0
	Rel‑9
	TMSI reallocation during SRVCC handover
	approved
	F
	9.5.0
	TEI9

	SP-100540
	23.216
	0144
	1
	9.4.0
	Rel‑9
	Suspend clarification for SRVCC
	approved
	F
	9.5.0
	TEI9

	SP-100540
	23.216
	0148
	2
	9.4.0
	Rel‑9
	SRVCC issues related to handling over voice bearers to target system
	approved
	F
	9.5.0
	TEI9

	SP-100536
	23.216
	0149
	1
	9.4.0
	Rel‑9
	Correction of Session transfer routing in SRVCC flows
	approved
	F
	9.5.0
	TEI9

	SP-100536
	23.216
	0150
	1
	9.4.0
	Rel‑9
	SRVCC for emergency call and use of equipment identifier
	approved
	F
	9.5.0
	TEI9

	SP-100540
	23.216
	0151
	1
	9.4.0
	Rel‑9
	Stage 2-stage 3 alignment of the handling of handover failure after the UE receives the Handover Command
	approved
	F
	9.5.0
	TEI9

	SP-100540
	23.216
	0152
	2
	9.4.0
	Rel‑9
	Clarification on SRVCC HO flow
	approved
	F
	9.5.0
	TEI9

	SP-100557
	23.228
	0924
	2
	10.1.0
	Rel‑10
	Correction of IMS Local Breakout architecture
	approved
	F
	10.2.0
	SAES

	SP-100557
	23.228
	0925
	-
	10.1.0
	Rel‑10
	CR Implementation correction: Alias Public User Identities
	approved
	F
	10.2.0
	TEI10

	SP-100557
	23.228
	0926
	2
	10.1.0
	Rel‑10
	Load Balancing during registration
	approved
	B
	10.2.0
	FS_eIMS

	SP-100543
	23.228
	0928
	1
	10.1.0
	Rel‑10
	Support of ECN
	approved
	B
	10.2.0
	ECSRA_LAA

	SP-100543
	23.228
	0929
	1
	10.1.0
	Rel‑10
	ECN support at CS Interworking entities
	approved
	B
	10.2.0
	ECSRA_LAA

	SP-100543
	23.228
	0930
	1
	10.1.0
	Rel‑10
	ECN support at IBCF/TrGW
	approved
	B
	10.2.0
	ECSRA_LAA

	SP-100543
	23.228
	0931
	1
	10.1.0
	Rel‑10
	ECN support at IMS-ALG/IMS-AGW
	approved
	B
	10.2.0
	ECSRA_LAA

	SP-100543
	23.228
	0932
	1
	10.1.0
	Rel‑10
	ECN support at MRFC/MRFP
	approved
	B
	10.2.0
	ECSRA_LAA

	SP-100545
	23.228
	0933
	-
	10.1.0
	Rel‑10
	Introduction of MPS support for IMS
	approved
	B
	10.2.0
	eMPS

	SP-100541
	23.228
	0937
	-
	9.3.0
	Rel‑9
	Same IRS for overlapping wildcarded and distinct public user identities
	approved
	F
	9.4.0
	TEI9

	SP-100541
	23.228
	0938
	-
	10.1.0
	Rel‑10
	Same IRS for overlapping wildcarded and distinct public user identities
	approved
	A
	10.2.0
	TEI9

	SP-100557
	23.228
	0939
	1
	10.1.0
	Rel‑10
	SIP URI in every service profile of every IRS
	approved
	F
	10.2.0
	TEI10

	SP-100544
	23.228
	0944
	3
	10.1.0
	Rel‑10
	MPS support for IMS
	approved
	B
	10.2.0
	eMPS

	SP-100557
	23.228
	0945
	2
	10.1.0
	Rel‑10
	Originating or terminating mode selection by IBCF
	approved
	B
	10.2.0
	TEI10

	SP-100541
	23.228
	0946
	3
	9.3.0
	Rel‑9
	Addition of Mr′ Reference Point
	approved
	B
	9.4.0
	TEI9

	SP-100541
	23.228
	0947
	1
	10.1.0
	Rel‑10
	Addition of Mr′ Reference Point
	approved
	A
	10.2.0
	TEI9

	SP-100553
	23.236
	0041
	1
	10.0.0
	Rel‑10
	M2M related updates
	approved
	B
	10.1.0
	NIMTC

	SP-100548
	23.237
	0274
	2
	10.2.0
	Rel‑10
	Transfer of Session Discovery material to TS 23.237
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100537
	23.237
	0285
	-
	9.5.0
	Rel‑9
	Corrections and clarifications related to IUT service profiles
	approved
	F
	9.6.0
	IMS_SCC-SPI

	SP-100548
	23.237
	0286
	1
	10.2.0
	Rel‑10
	Update of IUT definitions
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0287
	2
	10.2.0
	Rel‑10
	Media adding/deleting for Controller UE and Controllee UE belonging to different subscriptions
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0288
	2
	10.2.0
	Rel‑10
	Controller UE initiated media release on Controllee UE under different subscription
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0289
	1
	10.2.0
	Rel‑10
	Controllee UE initiated media transfer from Controllee to Controllee
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0290
	2
	10.2.0
	Rel‑10
	Controller UE initiated media transfer from Controller/Controllee to Controllee
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0291
	1
	10.2.0
	Rel‑10
	Collaborative Session Handling upon Loss of Collaborative Session Control
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0292
	1
	10.2.0
	Rel‑10
	Transfer of User authorisation and preferences material to TS 23.237
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0293
	-
	10.2.0
	Rel‑10
	IUT Assumptions and Architectural Requirements
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0294
	-
	10.2.0
	Rel‑10
	Addition of controller capability to information for IUT operations
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100548
	23.237
	0295
	1
	10.2.0
	Rel‑10
	Table for Controller UE and Controllee UE operations
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100558
	23.237
	0296
	-
	10.2.0
	Rel‑10
	Correction on information flows for SRVCC l in alerting phase
	approved
	F
	10.3.0
	TEI10

	SP-100541
	23.237
	0297
	1
	9.5.0
	Rel‑9
	Clarification on STN-SR
	approved
	F
	9.6.0
	TEI9

	SP-100541
	23.237
	0298
	1
	10.2.0
	Rel‑10
	Clarification on STN-SR
	approved
	A
	10.3.0
	TEI9

	SP-100541
	23.237
	0300
	1
	9.5.0
	Rel‑9
	Modification the usage for instance ID in session transfer
	approved
	F
	9.6.0
	TEI9

	SP-100541
	23.237
	0301
	2
	10.2.0
	Rel‑10
	Modification the usage for instance ID in session transfer
	approved
	A
	10.3.0
	TEI9

	SP-100548
	23.237
	0302
	-
	10.2.0
	Rel‑10
	Update of introductory clause to procedures and flows for IUT
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0303
	2
	10.2.0
	Rel‑10
	IUT without collaborative session for IUT initiated by target UE
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0304
	1
	10.2.0
	Rel‑10
	Media Flow Replication by network
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0305
	-
	10.2.0
	Rel‑10
	Media modification - Controller initiated
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0306
	1
	10.2.0
	Rel‑10
	Media modification - Controllee initiated
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100536
	23.237
	0312
	1
	9.5.1
	Rel‑9
	SRVCC for emergency call and use of equipment identifier
	approved
	F
	9.6.0
	TEI9

	SP-100536
	23.237
	0313
	1
	10.2.0
	Rel‑10
	SRVCC for emergency call and use of equipment identifier
	approved
	A
	10.3.0
	TEI9

	SP-100549
	23.237
	0314
	1
	10.2.0
	Rel‑10
	IUT initiated by target UE
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0315
	1
	10.2.0
	Rel‑10
	Session replication by remote party
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100558
	23.237
	0317
	2
	10.2.0
	Rel‑10
	SRVCC enhancements for voice interruption optimization
	approved
	B
	10.3.0
	TEI10

	SP-100558
	23.237
	0320
	1
	10.2.0
	Rel‑10
	Introduction of PS-PS access transfer in early dialog phase
	approved
	C
	10.3.0
	TEI10

	SP-100549
	23.237
	0321
	1
	10.2.0
	Rel‑10
	ECT and CONF for Collaborative Sessions
	approved
	C
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0322
	1
	10.2.0
	Rel‑10
	Transfer Collaborative Session Control with media flows upon loss of Controller UE
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0323
	-
	10.2.0
	Rel‑10
	Scope clause adjustments to reflect Inter-UE Transfer enhancements
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0324
	1
	10.2.0
	Rel‑10
	Participation in a Collaborative Session by UEs belonging to different IMS subscriptions
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0325
	1
	10.2.0
	Rel‑10
	IUT procedure for transfer of Collaborative Session control
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100549
	23.237
	0326
	1
	10.2.0
	Rel‑10
	Execution of supplementary services for Collaborative Sessions
	approved
	B
	10.3.0
	IMS_SC_eIDT

	SP-100558
	23.237
	0327
	2
	10.2.0
	Rel‑10
	Service continuity of ICS UE and MSC Server assisted mid-call feature
	approved
	C
	10.3.0
	TEI10

	SP-100558
	23.237
	0328
	-
	10.2.0
	Rel‑10
	Update of references to TS 23.292 for the specification of the I1 interface
	approved
	F
	10.3.0
	TEI10

	SP-100539
	23.237
	0329
	-
	9.5.1
	Rel‑9
	Revised scope clause for alignment
	approved
	F
	9.6.0
	TEI9

	SP-100547
	23.261
	0003
	2
	10.0.0
	Rel‑10
	CR on P-GW capability discovery
	approved
	F
	10.1.0
	IFOM

	SP-100547
	23.261
	0004
	-
	10.0.0
	Rel‑10
	ISRP in TS 23.261
	approved
	F
	10.1.0
	IFOM

	SP-100547
	23.261
	0005
	-
	10.0.0
	Rel‑10
	P-GW initiated BID removal
	approved
	B
	10.1.0
	IFOM

	SP-100547
	23.261
	0007
	-
	10.0.0
	Rel‑10
	Addition of the Reference and Miscellaneous corrections
	approved
	F
	10.1.0
	IFOM

	SP-100541
	23.272
	0574
	1
	9.4.0
	Rel‑9
	Correction to Paging in MT CSFB
	approved
	F
	9.5.0
	SAES-CSFB

	SP-100541
	23.272
	0575
	1
	10.0.0
	Rel‑10
	Correction to Paging in MT CSFB
	approved
	A
	10.1.0
	SAES-CSFB

	SP-100541
	23.272
	0576
	1
	9.4.0
	Rel‑9
	CS domain access rights handling in CSFB
	approved
	F
	9.5.0
	TEI9

	SP-100541
	23.272
	0577
	1
	10.0.0
	Rel‑10
	CS domain access rights handling in CSFB
	approved
	A
	10.1.0
	TEI9

	SP-100544
	23.272
	0580
	3
	10.0.0
	Rel‑10
	eMPS CR for CSFB (reference, definition and overall description)
	approved
	B
	10.1.0
	eMPS

	SP-100544
	23.272
	0581
	2
	10.0.0
	Rel‑10
	eMPS CR for CSFB (attach procedure)
	approved
	B
	10.1.0
	eMPS

	SP-100544
	23.272
	0582
	2
	10.0.0
	Rel‑10
	eMPS CR for CSFB (Mobile Originating Call)
	approved
	B
	10.1.0
	eMPS

	SP-100544
	23.272
	0583
	2
	10.0.0
	Rel‑10
	eMPS CR for CSFB (Mobile Terminating Call)
	approved
	B
	10.1.0
	eMPS

	SP-100541
	23.272
	0584
	1
	9.4.0
	Rel‑9
	Suspend clarification for CSFB
	approved
	F
	9.5.0
	TEI9

	SP-100541
	23.272
	0585
	1
	10.0.0
	Rel‑10
	Suspend clarification for CSFB
	approved
	A
	10.1.0
	TEI9

	SP-100539
	23.272
	0588
	2
	9.4.0
	Rel‑9
	MSC reselection in case of roaming restriction
	approved
	F
	9.5.0
	TEI9

	SP-100558
	23.272
	0589
	2
	10.0.0
	Rel‑10
	MSC reselection in case of roaming restriction
	approved
	F
	10.1.0
	TEI10

	SP-100531
	23.272
	0594
	-
	8.8.0
	Rel‑8
	Removing UE rejection on CLI for 1x MT CSFB call
	approved
	F
	8.9.0
	SAES-CSFB

	SP-100531
	23.272
	0595
	-
	9.4.0
	Rel‑9
	Removing UE rejection on CLI for 1x MT CSFB call
	approved
	A
	9.5.0
	SAES-CSFB

	SP-100531
	23.272
	0596
	-
	10.0.0
	Rel‑10
	Removing UE rejection on CLI for 1x MT CSFB call
	approved
	A
	10.1.0
	SAES-CSFB

	SP-100544
	23.272
	0597
	1
	10.0.0
	Rel‑10
	MPS Support for 1xCSFB - Intro and impacts to Network Elements
	approved
	B
	10.1.0
	eMPS

	SP-100544
	23.272
	0598
	1
	10.0.0
	Rel‑10
	MPS 1xCSFB impacts on MO and MT calls
	approved
	B
	10.1.0
	eMPS

	SP-100558
	23.272
	0599
	2
	10.0.0
	Rel‑10
	Adding e1xCSFB support for dual Rx/Tx UE
	approved
	C
	10.1.0
	TEI10

	SP-100531
	23.272
	0607
	1
	8.8.0
	Rel‑8
	Correction to the paging issue for CS fallback capable UEs in NMO II or III
	approved
	F
	8.9.0
	SAES-CSFB

	SP-100531
	23.272
	0608
	-
	9.4.0
	Rel‑9
	Correction to the paging issue for CS fallback capable UEs in NMO II or III
	approved
	A
	9.5.0
	SAES-CSFB

	SP-100531
	23.272
	0609
	-
	10.0.0
	Rel‑10
	Correction to the paging issue for CS fallback capable UEs in NMO II or III
	approved
	A
	10.1.0
	SAES-CSFB

	SP-100558
	23.292
	0156
	4
	10.1.0
	Rel‑10
	Mid-call service continuity for ICS UE handover
	approved
	C
	10.2.0
	TEI10

	SP-100558
	23.292
	0157
	1
	10.1.0
	Rel‑10
	Collocation of I1 requirements
	approved
	F
	10.2.0
	TEI10

	SP-100537
	23.292
	0160
	2
	9.6.0
	Rel‑9
	Clarification of Gm use
	approved
	F
	9.7.0
	IMS_SCC-ICS

	SP-100558
	23.292
	0161
	1
	10.1.0
	Rel‑10
	Addition of annex on diverting incoming CS calls to IMS for anchoring at SCC AS
	approved
	B
	10.2.0
	TEI10

	SP-100592
	23.292
	0162
	-
	10.1.0
	Rel‑10
	Clarification of Gm use
	approved
	A
	10.2.0
	IMS_SCC-ICS

	SP-100550
	23.401
	1638
	4
	10.0.0
	Rel‑10
	Introduction of LIPA in EPS
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.401
	1643
	1
	10.0.0
	Rel‑10
	Addition of correlation identifier for optimised routing in LIPA
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.401
	1644
	2
	10.0.0
	Rel‑10
	LIPA permissions and CSG information for LIPA-able APNs in the HSS
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.401
	1645
	3
	10.0.0
	Rel‑10
	LIPA Support for Service Discovery
	approved
	B
	10.1.0
	LIPA

	SP-100550
	23.401
	1647
	3
	10.0.0
	Rel‑10
	LIPA deactivation
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100542
	23.401
	1650
	3
	9.5.0
	Rel‑9
	The ISR capability of S-GW for ISR activation
	approved
	F
	9.6.0
	TEI9

	SP-100542
	23.401
	1651
	2
	10.0.0
	Rel‑10
	The ISR capability of S-GW for ISR activation
	approved
	A
	10.1.0
	TEI9

	SP-100550
	23.401
	1653
	5
	10.0.0
	Rel‑10
	Gateway selection for LIPA
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100550
	23.401
	1654
	2
	10.0.0
	Rel‑10
	Paging Handling for LIPA
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100551
	23.401
	1655
	1
	10.0.0
	Rel‑10
	Serving GW Selection for SIPTO
	approved
	C
	10.1.0
	LIPA_SIPTO

	SP-100558
	23.401
	1663
	2
	10.0.0
	Rel‑10
	Correction of the PDN disconnection procedure
	approved
	F
	10.1.0
	TEI10

	SP-100530
	23.401
	1667
	1
	8.10.0
	Rel‑8
	Correction of TAU procedure with ISR activation
	approved
	F
	8.11.0
	SAES

	SP-100530
	23.401
	1668
	1
	9.5.0
	Rel‑9
	Correction of TAU procedure with ISR activation
	approved
	A
	9.6.0
	SAES

	SP-100530
	23.401
	1669
	1
	10.0.0
	Rel‑10
	Correction of TAU procedure with ISR activation
	approved
	A
	10.1.0
	SAES

	SP-100553
	23.401
	1675
	5
	10.0.0
	Rel‑10
	High level function for Machine Type Communication
	revised
	B
	
	NIMTC

	SP-100636
	23.401
	1675
	6
	10.0.0
	Rel‑10
	High level function for Machine Type Communication
	approved
	B
	10.1.0
	NIMTC

	SP-100542
	23.401
	1678
	-
	9.5.0
	Rel‑9
	Clarification of bearer deactivation procedure in Inter-RAT handover
	approved
	F
	9.6.0
	TEI9

	SP-100542
	23.401
	1679
	-
	10.0.0
	Rel‑10
	Clarification of bearer deactivation procedure in Inter-RAT handover
	approved
	A
	10.1.0
	TEI9

	SP-100554
	23.401
	1680
	1
	10.0.0
	Rel‑10
	Signalling IMSI at Attach/PLMN change (TR 23.888, 7.1a, reference 6.33.2d)
	approved
	B
	10.1.0
	NIMTC

	SP-100554
	23.401
	1686
	2
	10.0.0
	Rel‑10
	CN Rejection Solution for MTC devices for PGW
	approved
	B
	10.1.0
	NIMTC

	SP-100551
	23.401
	1691
	4
	10.0.0
	Rel‑10
	LIPA PDN Connection setup procedures
	approved
	B
	10.1.0
	LIPA_SIPTO

	SP-100551
	23.401
	1694
	1
	10.0.0
	Rel‑10
	Correction and Clarification of SIPTO procedure
	approved
	F
	10.1.0
	LIPA_SIPTO

	SP-100554
	23.401
	1695
	3
	10.0.0
	Rel‑10
	Normative NIMTC text for low priority access
	approved
	B
	10.1.0
	NIMTC

	SP-100554
	23.401
	1697
	3
	10.0.0
	Rel‑10
	Introduction of normative NIMTC ACB text in 'Functions for Machine Type Communications'
	revised
	B
	
	NIMTC

	SP-100634
	23.401
	1697
	4
	10.0.0
	Rel‑10
	Introduction of normative NIMTC ACB text in 'Functions for Machine Type Communications'
	approved
	B
	10.1.0
	NIMTC

	SP-100530
	23.401
	1699
	1
	8.10.0
	Rel‑8
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	F
	8.11.0
	SAES

	SP-100530
	23.401
	1700
	2
	9.5.0
	Rel‑9
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	A
	9.6.0
	SAES

	SP-100558
	23.401
	1706
	2
	10.0.0
	Rel‑10
	Solution for terminating call barring based on service type
	approved
	B
	10.1.0
	TEI10

	SP-100542
	23.401
	1707
	2
	9.5.0
	Rel‑9
	Correction of cause code handling in appendix D
	approved
	F
	9.6.0
	TEI9

	SP-100542
	23.401
	1708
	2
	10.0.0
	Rel‑10
	Correction of cause code handling in appendix D
	approved
	A
	10.1.0
	TEI9

	SP-100544
	23.401
	1713
	1
	10.0.0
	Rel‑10
	eMPS subscribe data
	approved
	B
	10.1.0
	eMPS

	SP-100544
	23.401
	1714
	2
	10.0.0
	Rel‑10
	Introduction of MPS for E-UTRAN
	approved
	B
	10.1.0
	eMPS

	SP-100534
	23.401
	1717
	1
	8.10.0
	Rel‑8
	Removal of unnecessary signalling from detach and PDN disconnection procedures
	approved
	C
	8.11.0
	TEI8

	SP-100534
	23.401
	1718
	1
	9.5.0
	Rel‑9
	Removal of unnecessary signaling from detach and PDN disconnection procedures
	approved
	A
	9.6.0
	TEI8

	SP-100534
	23.401
	1719
	1
	10.0.0
	Rel‑10
	Removal of unnecessary signalling from detach and PDN disconnection procedures
	approved
	A
	10.1.0
	TEI8

	SP-100545
	23.401
	1723
	4
	10.0.0
	Rel‑10
	MPS Mobile Termination impacts to Network Triggered Service
	approved
	B
	10.1.0
	eMPS

	SP-100554
	23.401
	1724
	3
	10.0.0
	Rel‑10
	Optimizing Periodic RAU/TAU signalling
	approved
	B
	10.1.0
	NIMTC

	SP-100554
	23.401
	1726
	3
	10.0.0
	Rel‑10
	NAS level reject per APN with back-off timer function
	approved
	B
	10.1.0
	NIMTC

	SP-100551
	23.401
	1727
	1
	10.0.0
	Rel‑10
	SIPTO and handover from other type of access network
	approved
	F
	10.1.0
	LIPA_SIPTO

	SP-100530
	23.401
	1731
	2
	8.10.0
	Rel‑8
	Correction to ISR indication during Context Req Procedure
	approved
	F
	8.11.0
	SAES

	SP-100530
	23.401
	1732
	1
	9.5.0
	Rel‑9
	Correction to ISR indication during Context Req Procedure
	approved
	A
	9.6.0
	SAES

	SP-100530
	23.401
	1733
	1
	10.0.0
	Rel‑10
	Correction to ISR indication during Context Req Procedure
	approved
	A
	10.1.0
	SAES

	SP-100542
	23.401
	1735
	2
	9.5.0
	Rel‑9
	Reporting UE Time Zone Change Correction
	approved
	F
	9.6.0
	SAES

	SP-100542
	23.401
	1736
	2
	10.0.0
	Rel‑10
	Reporting UE Time Zone Change Correction
	approved
	A
	10.1.0
	SAES

	SP-100534
	23.401
	1746
	1
	8.10.0
	Rel‑8
	Setting of IMS voice over PS Session Supported Indication based on IMS roaming agreements
	approved
	F
	8.11.0
	TEI8

	SP-100534
	23.401
	1747
	1
	9.5.0
	Rel‑9
	Setting of IMS voice over PS Session Supported Indication based on IMS roaming agreements
	approved
	A
	9.6.0
	TEI8

	SP-100534
	23.401
	1748
	2
	10.0.0
	Rel‑10
	Setting of IMS voice over PS Session Supported Indication based on IMS roaming agreements
	approved
	A
	10.1.0
	TEI8

	SP-100614
	23.401
	1749
	1
	9.5.0
	Rel‑9
	Remove SRB-Only PS handover Support
	approved
	F
	9.6.0
	TEI9

	SP-100614
	23.401
	1750
	1
	10.0.0
	Rel‑10
	Remove SRB-Only PS handover Support
	approved
	A
	10.1.0
	TEI9

	SP-100530
	23.401
	1751
	2
	10.0.0
	Rel‑10
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	A
	10.1.0
	SAES

	SP-100538
	23.402
	0861
	6
	9.5.0
	Rel‑9
	Revision of PDN GW Address Update in MUPSAP Scenario
	approved
	F
	9.6.0
	MUPSAP

	SP-100556
	23.402
	0904
	-
	10.0.0
	Rel‑10
	Principles for the specification of GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0905
	1
	10.0.0
	Rel‑10
	Architecture reference model for GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0906
	1
	10.0.0
	Rel‑10
	IP Mobility Management Selection, PDN GW selection and IP address allocation principles for GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0907
	1
	10.0.0
	Rel‑10
	PDN connectivity service with GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0908
	-
	10.0.0
	Rel‑10
	Protocol stacks and options for GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0909
	1
	10.0.0
	Rel‑10
	Initial Attach on GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0910
	1
	10.0.0
	Rel‑10
	Detach and PDN Disconnection on GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100547
	23.402
	0911
	-
	10.0.0
	Rel‑10
	Removal of Editor's note
	approved
	F
	10.1.0
	IFOM

	SP-100552
	23.402
	0912
	3
	10.0.0
	Rel‑10
	Indicating AAA/HSS capability of supporting MAPCON to the UE
	approved
	F
	10.1.0
	MAPCON

	SP-100556
	23.402
	0914
	1
	10.0.0
	Rel‑10
	PDN GW initiated Resource Allocation Deactivation on GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100556
	23.402
	0915
	1
	10.0.0
	Rel‑10
	UE-initiated Connectivity to Additional PDN with GTP on S2b
	approved
	B
	10.1.0
	SMOG

	SP-100542
	23.402
	0917
	2
	9.5.0
	Rel‑9
	Addition of the PGW Identity Information and APN Removal Procedure
	approved
	F
	9.6.0
	TEI9

	SP-100538
	23.402
	0918
	3
	10.0.0
	Rel‑10
	Revision of PDN GW Address Update in MUPSAP Scenario
	approved
	A
	10.1.0
	MUPSAP

	SP-100556
	23.402
	0919
	2
	10.0.0
	Rel‑10
	Bearer ID allocation during HO for GTP based S2b
	approved
	B
	10.1.0
	SMOG

	SP-100547
	23.402
	0920
	2
	10.0.0
	Rel‑10
	User plane encryption support for S2c
	approved
	B
	10.1.0
	IFOM

	SP-100547
	23.402
	0927
	2
	10.0.0
	Rel‑10
	Clarification on ANDSF knowledge of UE IFOM and/or MAPCON capabilities
	approved
	F
	10.1.0
	IFOM

	SP-100547
	23.402
	0929
	2
	10.0.0
	Rel‑10
	Inter-System Routing Policies for Non-Seamless WLAN Offload
	approved
	B
	10.1.0
	IFOM

	SP-100556
	23.402
	0930
	1
	10.0.0
	Rel‑10
	Addition of a dedicated S2b bearer
	approved
	B
	10.1.0
	SMOG

	SP-100542
	23.402
	0931
	-
	10.0.0
	Rel‑10
	Addition of the PGW Identity Information and APN Removal Procedure
	approved
	A
	10.1.0
	TEI9
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	SP-100475
	33.102
	0236
	1
	9.2.0
	Rel‑9
	Derivation of the security context for CS domain because of SRVCC
	approved
	F
	9.3.0
	TEI9

	SP-100481
	33.107
	0091
	-
	10.0.0
	Rel‑10
	Unsuccessful bearer modification
	approved
	F
	10.1.0
	LI10

	SP-100570
	33.107
	0092
	-
	10.0.0
	Rel‑10
	Correction in IMS Conference Service X2 interface
	approved
	A
	10.1.0
	TEI9

	SP-100570
	33.107
	0093
	-
	10.0.0
	Rel‑10
	IMS Conference Service configuration for CC interception
	approved
	A
	10.1.0
	TEI9

	SP-100481
	33.107
	0094
	-
	10.0.0
	Rel‑10
	LI architecture and functions for KMS based IMS Media Security
	approved
	B
	10.1.0
	LI10

	SP-100570
	33.107
	0095
	-
	9.1.0
	Rel‑9
	Correction in IMS Conference Service X2 interface, Rel‑9
	approved
	F
	9.2.0
	TEI9

	SP-100570
	33.107
	0096
	-
	9.1.0
	Rel‑9
	IMS Conference Service configuration for CC interception, Rel‑9
	approved
	F
	9.2.0
	TEI9

	SP-100570
	33.108
	0141
	-
	10.0.0
	Rel‑10
	SCI correction
	approved
	A
	10.1.0
	TEI9

	SP-100481
	33.108
	0142
	-
	10.0.0
	Rel‑10
	Unsuccessful bearer modification
	approved
	F
	10.1.0
	LI10

	SP-100570
	33.108
	0143
	-
	10.0.0
	Rel‑10
	IMS Conference Overview text modification
	approved
	A
	10.1.0
	TEI9

	SP-100570
	33.108
	0144
	-
	9.3.0
	Rel‑9
	SCI correction, Rel9
	approved
	F
	9.4.0
	TEI9

	SP-100570
	33.108
	0145
	-
	9.3.0
	Rel‑9
	IMS Conference Overview text modification, Rel9
	approved
	F
	9.4.0
	TEI9

	SP-100482
	33.141
	0010
	-
	9.0.0
	Rel‑10
	Adaptation of TS 33.141 to TLS profiling in TS 33.222
	approved
	C
	10.0.0
	TEI10

	SP-100473
	33.141
	0011
	-
	9.0.0
	Rel‑9
	Resolving editor's note on reference
	approved
	F
	9.1.0
	TEI9

	SP-100478
	33.203
	0183
	1
	9.4.0
	Rel‑9
	Correction of SIP digest credential wording in N.2.5
	approved
	F
	9.5.0
	TEI9

	SP-100478
	33.203
	0184
	1
	10.0.0
	Rel‑10
	Correction of SIP digest credential wording in N.2.5
	approved
	A
	10.1.0
	TEI9

	SP-100474
	33.203
	0185
	2
	10.0.0
	Rel‑10
	IPsec alignment
	approved
	C
	10.1.0
	TEI10

	SP-100482
	33.203
	0186
	1
	10.0.0
	Rel‑10
	Introduction of reference to TS 33.310 for TLS profile into TS 33.203
	approved
	C
	10.1.0
	TEI10

	SP-100474
	33.210
	0029
	2
	9.1.0
	Rel‑10
	IPsec Alignment
	approved
	C
	10.0.0
	TEI10

	SP-100474
	33.210
	0031
	-
	9.1.0
	Rel‑10
	Clarification on usage of ESP authentication and encryption transforms
	approved
	C
	10.0.0
	TEI10

	SP-100482
	33.220
	0150
	1
	9.3.0
	Rel‑10
	Unification of TLS and certificate references in TS 33.220 with TS 33.310
	approved
	C
	10.0.0
	TEI10

	SP-100482
	33.222
	0031
	1
	9.1.0
	Rel‑10
	Unification of TLS and certificate references in TS 33.222 with TS 33.310
	approved
	C
	10.0.0
	TEI10

	SP-100474
	33.234
	0106
	2
	9.2.0
	Rel‑10
	IPsec Alignment
	approved
	C
	10.0.0
	TEI10

	SP-100482
	33.234
	0107
	1
	9.3.0
	Rel‑10
	Unification of certificate and CRL profiles in TS 33.234 with TS 33.310, clause 6.1
	approved
	C
	10.0.0
	TEI10

	SP-100571
	33.310
	0035
	1
	9.3.0
	Rel‑9
	Correction about clause 9.5.1 and Annex G
	approved
	F
	9.4.0
	NDS_Backhaul

	SP-100479
	33.310
	0037
	2
	9.3.0
	Rel‑9
	Correction of certificate profiles for vendor-provided base station certificates
	approved
	F
	9.4.0
	TEI9

	SP-100479
	33.310
	0038
	2
	10.0.0
	Rel‑10
	Correction of certificate profiles for vendor-provided base station certificates
	approved
	A
	10.1.0
	TEI9

	SP-100479
	33.310
	0039
	1
	9.3.0
	Rel‑9
	Correction to mandatory ciphersuites and compression method in TLS profile
	approved
	F
	9.4.0
	TEI9

	SP-100479
	33.310
	0040
	1
	10.0.0
	Rel‑10
	Correction to mandatory ciphersuites and compression method in TLS profile
	approved
	A
	10.1.0
	TEI9

	SP-100480
	33.310
	0041
	-
	10.0.0
	Rel‑10
	Adaptations of key lengths and hash algorithms used in certificates and CRLs
	approved
	C
	10.1.0
	TEI10

	SP-100480
	33.310
	0042
	2
	10.0.0
	Rel‑10
	Additions to TLS profile in Annex E
	approved
	C
	10.1.0
	TEI10

	SP-100480
	33.310
	0043
	-
	10.0.0
	Rel‑10
	Update of reference to PKI-Forum publication
	approved
	F
	10.1.0
	TEI10

	SP-100571
	33.310
	0044
	-
	10.0.0
	Rel‑10
	Correction about clause 9.5.1 and Annex G
	approved
	A
	10.1.0
	NDS_Backhaul

	SP-100472
	33.320
	0031
	1
	9.2.1
	Rel‑9
	Certificate Renewal Clarification
	approved
	F
	9.3.0
	EHNB-Sec

	SP-100472
	33.320
	0032
	-
	9.2.1
	Rel‑9
	Correcttion of Authentication Call-flows in Annex A
	approved
	F
	9.3.0
	EHNB-Sec

	SP-100472
	33.320
	0035
	-
	9.2.1
	Rel‑9
	Adding missed abbreviation into TS33.320 and correction of heading of chapter 8.3
	approved
	F
	9.3.0
	EHNB-Sec

	SP-100472
	33.320
	0037
	-
	9.2.1
	Rel‑9
	Corrections to the reference to OMA WAP OCSP profile
	approved
	F
	9.3.0
	EHNB-Sec

	SP-100482
	33.320
	0038
	-
	9.2.1
	Rel‑10
	Unification of TLS profile in TS 33.320 with TS 33.310, Annex E
	approved
	C
	10.0.0
	TEI10

	SP-100472
	33.320
	0041
	-
	9.2.1
	Rel‑9
	Clarifying the access control for non-CSG case in HeNB
	approved
	F
	9.3.0
	EHNB-Sec

	SP-100472
	33.320
	0042
	-
	9.2.1
	Rel‑9
	Security aspects in H(e)NB mobility
	approved
	F
	9.3.0
	EHNB-Sec

	SP-100477
	33.401
	0423
	1
	9.4.0
	Rel‑9
	Corrections to TS33.401
	approved
	F
	9.5.0
	TEI9

	SP-100569
	33.401
	0424
	-
	9.4.0
	Rel‑9
	Emergency call corrections
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS

	SP-100483
	33.402
	0090
	-
	9.4.0
	Rel‑9
	Adding reference to RFC5295
	approved
	F
	9.5.0
	TEI9

	SP-100476
	33.924
	0015
	1
	9.2.0
	Rel‑9
	Removal of "AA not connected" indication
	approved
	F
	9.3.0
	GBA-Idm
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	SP-100470
	26.131
	0039
	4
	9.3.0
	Rel‑10
	Enhancement of STMR requirements
	approved
	F
	10.0.0
	TEI10

	SP-100464
	26.234
	0172
	3
	9.3.0
	Rel‑9
	Corrections to 3GPP Adaptive HTTP Streaming
	approved
	F
	9.4.0
	PMA-MBS_Ext

	SP-100464
	26.234
	0173
	4
	9.3.0
	Rel‑9
	Capability Exchange Update in PSS
	approved
	F
	9.4.0
	PMA-MBS_Ext

	SP-100464
	26.234
	0175
	1
	9.3.0
	Rel‑9
	Signalling of multiple content protection schemes for AHS
	approved
	F
	9.4.0
	PMA-MBS_Ext

	SP-100464
	26.234
	0176
	1
	9.3.0
	Rel‑9
	Quality of Experience reporting corrections
	approved
	F
	9.4.0
	PMA-MBS_Ext

	SP-100464
	26.234
	0178
	2
	9.3.0
	Rel‑9
	Essential correction of the backward compatibility for adaptive HTTP streaming
	approved
	F
	9.4.0
	PMA-MBS_Ext

	SP-100464
	26.234
	0179
	1
	9.3.0
	Rel‑9
	Corrections in specification after replacement of Annex K by Annex R
	approved
	F
	9.4.0
	PMA-MBS_Ext

	SP-100463
	26.237
	0039
	-
	9.3.0
	Rel‑9
	Corrections to SDP attrributes in UE-initiated MBMS session
	approved
	F
	9.4.0
	IMS_PSS_MBMS_US_EXT

	SP-100469
	26.237
	0041
	3
	9.4.0
	Rel‑10
	Modificaton of "Procedure for providing missing parameters" procedure
	approved
	C
	10.0.0
	OPT_IMS_PSS_MBMS_US

	SP-100463
	26.237
	0042
	-
	9.3.0
	Rel‑9
	Removal of timer modification
	approved
	F
	9.4.0
	IMS_PSS_MBMS_US_EXT

	SP-100463
	26.237
	0043
	-
	9.3.0
	Rel‑9
	Clarifications for MBMS to PSS switching procedure
	approved
	F
	9.4.0
	IMS_PSS_MBMS_US_EXT

	SP-100461
	26.237
	0044
	2
	8.4.0
	Rel‑8
	Correction on User Service Discovery
	approved
	F
	8.5.0
	IMS_PSS_MBMS_US

	SP-100461
	26.237
	0045
	2
	9.3.0
	Rel‑9
	Correction on User Service Discovery
	approved
	A
	9.4.0
	IMS_PSS_MBMS_US

	SP-100465
	26.244
	0033
	2
	9.2.0
	Rel‑9
	Corrections for 3GP File Format to support Adaptive Streaming
	approved
	F
	9.3.0
	PMA-MBS_Ext

	SP-100462
	26.268
	0017
	-
	8.3.0
	Rel‑8
	Correction of some errors in the eCall reference code
	approved
	F
	8.4.0
	eCall_Phase2

	SP-100462
	26.268
	0018
	-
	9.1.0
	Rel‑9
	Correction of some errors in the eCall reference code
	approved
	A
	9.2.0
	eCall_Phase2

	SP-100462
	26.268
	0019
	-
	8.3.0
	Rel‑8
	Update of eCall test framework software to handle new in-band modem features
	approved
	F
	8.4.0
	eCall_Phase2

	SP-100462
	26.268
	0020
	-
	9.1.0
	Rel‑9
	Update of eCall test framework software to handle new in-band modem features
	approved
	A
	9.2.0
	eCall_Phase2

	SP-100462
	26.269
	0004
	-
	8.1.0
	Rel‑8
	Update of conformance testing reference sequences
	approved
	F
	8.2.0
	eCall_Phase2

	SP-100462
	26.269
	0005
	-
	9.0.0
	Rel‑9
	Update of conformance testing reference sequences
	approved
	A
	9.1.0
	eCall_Phase2

	SP-100466
	26.346
	0169
	2
	9.3.0
	Rel‑9
	Clarification of User Service Announcement over MBMS bearer
	approved
	F
	9.4.0
	PMA-MBS_Ext
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	SP-100489
	32.101
	0046
	-
	9.1.0
	Rel‑10
	Clarify terms used in IRP framework and architecture
	approved
	F
	10.0.0
	OAM10

	SP-100489
	32.111-6
	0001
	-
	10.0.0
	Rel‑10
	Currect the qualifier of serviceUser and serviceProvider of NotifyNewSecurityAlarm
	approved
	F
	10.1.0
	OAM10

	SP-100488
	32.150
	0017
	-
	10.0.0
	Rel‑10
	Clarification on the meaning of the imported entities
	approved
	A
	10.1.0
	OAM9

	SP-100488
	32.150
	0018
	-
	9.1.0
	Rel‑9
	Clarification on the meaning of the imported entities
	approved
	F
	9.2.0
	OAM9

	SP-100488
	32.151
	0082
	-
	10.0.0
	Rel‑10
	Clarification on the meaning of the imported entities
	approved
	A
	10.1.0
	OAM9

	SP-100488
	32.151
	0083
	-
	9.3.0
	Rel‑9
	Clarification on the meaning of the imported entities
	approved
	F
	9.4.0
	OAM9

	SP-100489
	32.152
	0016
	-
	9.2.0
	Rel‑10
	Introduction of additional basic model element {xor}
	approved
	B
	10.0.0
	OAM10

	SP-100489
	32.153
	0003
	-
	10.0.0
	Rel‑10
	Change rule for WSDL filenames
	approved
	C
	10.1.0
	OAM10

	SP-100494
	32.172
	0022
	-
	9.2.0
	Rel‑10
	SuM IS - removing some SuM IOCs from Itf-N
	approved
	C
	10.0.0
	OAM10-SuM

	SP-100489
	32.176
	0001
	-
	10.0.0
	Rel‑10
	Correct the support qualifier in XML definition to be aligned with IS
	approved
	F
	10.1.0
	OAM10

	SP-100494
	32.176
	0002
	-
	10.0.0
	Rel‑10
	Modifications to Packet Access Service Parameters and Modeling
	approved
	C
	10.1.0
	OAM10-SuM

	SP-100494
	32.176
	0003
	-
	10.0.0
	Rel‑10
	Aligning with the SuM NRM IRP IS - removing some SuM IOCs from Itf-N
	approved
	C
	10.1.0
	OAM10-SuM

	SP-100489
	32.181
	0001
	-
	9.0.0
	Rel‑10
	Correct inconsistency of PsAka with GprsAka
	approved
	F
	10.0.0
	OAM10

	SP-100499
	32.251
	0143
	-
	10.1.0
	Rel‑10
	Improve PGW Charging description for WLAN access via ePDG/S2b
	approved
	B
	10.2.0
	IFOM

	SP-100496
	32.251
	0144
	-
	8.9.0
	Rel‑8
	Correction for Dual IP addresses associated to one PDN connection
	approved
	F
	8.10.0
	CH8

	SP-100496
	32.251
	0145
	-
	9.3.0
	Rel‑9
	Correction for Dual IP addresses associated to one PDN connection
	approved
	A
	9.4.0
	CH8

	SP-100496
	32.251
	0146
	-
	10.1.0
	Rel‑10
	Correction for Dual IP addresses associated to one PDN connection
	approved
	A
	10.2.0
	CH8

	SP-100495
	32.251
	0147
	-
	7.7.0
	Rel‑7
	Correction on Charging Rule Based Name - Alignment with TS 23.203
	approved
	F
	7.8.0
	CH7

	SP-100495
	32.251
	0148
	-
	8.9.0
	Rel‑8
	Correction on Charging Rule Based Name - Alignment with TS 23.203
	approved
	A
	8.10.0
	CH7

	SP-100495
	32.251
	0149
	-
	9.3.0
	Rel‑9
	Correction on Charging Rule Based Name - Alignment with TS 23.203
	approved
	A
	9.4.0
	CH7

	SP-100495
	32.251
	0150
	-
	10.1.0
	Rel‑10
	Correction on Charging Rule Based Name - Alignment with TS 23.203
	approved
	A
	10.2.0
	CH7

	SP-100499
	32.251
	0151
	-
	10.1.0
	Rel‑10
	Charging Identifiers description - simultaneous PDN connections through different access networks
	approved
	B
	10.2.0
	IFOM

	SP-100497
	32.260
	0100
	-
	9.4.0
	Rel‑9
	Correction on Accounting Request message triggering enablement
	approved
	F
	9.5.0
	CH9

	SP-100497
	32.260
	0101
	-
	10.0.0
	Rel‑10
	Correction on Accounting Request message triggering enablement
	approved
	A
	10.1.0
	CH9

	SP-100497
	32.260
	0102
	-
	9.4.0
	Rel‑9
	Clarification on Associated-URI during Registration
	approved
	F
	9.5.0
	CH9

	SP-100497
	32.260
	0103
	-
	10.0.0
	Rel‑10
	Clarification on Associated-URI during Registration
	approved
	A
	10.1.0
	CH9

	SP-100497
	32.260
	0104
	-
	9.4.0
	Rel‑9
	Alignments on Charging Principles
	approved
	F
	9.5.0
	CH9

	SP-100497
	32.260
	0105
	-
	10.0.0
	Rel‑10
	Alignments on Charging Principles
	approved
	A
	10.1.0
	CH9

	SP-100498
	32.260
	0106
	-
	10.0.0
	Rel‑10
	Change of title format
	approved
	D
	10.1.0
	CH10

	SP-100498
	32.260
	0107
	-
	10.0.0
	Rel‑10
	Correction on Triggering of unsuccessful SIP session
	approved
	D
	10.1.0
	CH10

	SP-100497
	32.270
	0022
	-
	9.0.0
	Rel‑9
	Correction on MMS Online Charging principles
	approved
	D
	9.1.0
	CH9

	SP-100496
	32.275
	0035
	-
	8.3.0
	Rel‑8
	Correction to Message Sequence Chart for Offline Charging of CW Service
	approved
	F
	8.4.0
	CH8

	SP-100496
	32.275
	0036
	-
	9.3.0
	Rel‑9
	Correction to Message Sequence Chart for Offline Charging of CW Service
	approved
	A
	9.4.0
	CH8

	SP-100497
	32.275
	0037
	-
	9.3.0
	Rel‑9
	Correction to Support of MMTel Information in MMTel Online Charging
	approved
	F
	9.4.0
	CH9

	SP-100496
	32.280
	0006
	-
	8.2.0
	Rel‑8
	Correction of AoC UNI Protocol Mapping
	approved
	F
	8.3.0
	CH8

	SP-100496
	32.280
	0007
	-
	9.1.0
	Rel‑9
	Correction of AoC UNI Protocol Mapping
	approved
	A
	9.2.0
	CH8

	SP-100501
	32.280
	0008
	-
	10.0.0
	Rel‑10
	Correction of Annex C2
	approved
	F
	10.1.0
	eAoC

	SP-100501
	32.280
	0009
	-
	10.0.0
	Rel‑10
	Add Support of AoC Extended XML to AoC service
	approved
	B
	10.1.0
	eAoC

	SP-100500
	32.296
	0012
	-
	10.0.0
	Rel‑10
	Creation Of An Informative Annex For Rc Operator Guidance
	approved
	B
	10.1.0
	CH-Rc

	SP-100496
	32.298
	0153
	-
	8.8.0
	Rel‑8
	Correction for Dual IP addresses associated to one PDN connection
	approved
	F
	8.9.0
	CH8

	SP-100496
	32.298
	0154
	-
	9.4.0
	Rel‑9
	Correction for Dual IP addresses associated to one PDN connection
	approved
	A
	9.5.0
	CH8

	SP-100496
	32.298
	0155
	-
	10.1.0
	Rel‑10
	Correction for Dual IP addresses associated to one PDN connection
	approved
	A
	10.2.0
	CH8

	SP-100496
	32.298
	0156
	-
	8.8.0
	Rel‑8
	Correction on SDP-Type
	approved
	F
	8.9.0
	CH8

	SP-100496
	32.298
	0157
	-
	9.4.0
	Rel‑9
	Correction on SDP-Type
	approved
	A
	9.5.0
	CH8

	SP-100496
	32.298
	0158
	-
	10.1.0
	Rel‑10
	Correction on SDP-Type
	approved
	A
	10.2.0
	CH8

	SP-100496
	32.299
	0313
	-
	8.11.0
	Rel‑8
	Correction for Dual IP addresses associated to one PDN connection
	approved
	F
	8.12.0
	CH8

	SP-100496
	32.299
	0314
	-
	9.4.0
	Rel‑9
	Correction for Dual IP addresses associated to one PDN connection
	approved
	A
	9.5.0
	CH8

	SP-100495
	32.299
	0315
	-
	7.7.0
	Rel‑7
	Correction on Charging-Rule-Based-Name AVP - Alignment with TS 23.203
	approved
	F
	7.8.0
	CH7

	SP-100495
	32.299
	0316
	-
	8.11.0
	Rel‑8
	Correction on Charging-Rule-Based-Name AVP - Alignment with TS 23.203
	approved
	A
	8.12.0
	CH7

	SP-100495
	32.299
	0317
	-
	9.4.0
	Rel‑9
	Correction on Charging-Rule-Based-Name AVP - Alignment with TS 23.203
	approved
	A
	9.5.0
	CH7

	SP-100496
	32.299
	0318
	-
	8.11.0
	Rel‑8
	Correction on Event Charging with Reservation
	approved
	F
	8.12.0
	CH8

	SP-100496
	32.299
	0319
	-
	9.4.0
	Rel‑9
	Correction on Event Charging with Reservation
	approved
	A
	9.5.0
	CH8

	SP-100497
	32.299
	0320
	-
	9.4.0
	Rel‑9
	Correction of Reason-Code AVP
	approved
	F
	9.5.0
	CH9

	SP-100489
	32.302
	0011
	-
	9.0.0
	Rel‑10
	Correction of incorrect attribute name for NtfSubscription
	approved
	F
	10.0.0
	OAM10

	SP-100489
	32.306
	0001
	-
	10.0.0
	Rel‑10
	Add exception 'ParameterNotSupported' in SOAP SS
	approved
	F
	10.1.0
	OAM10

	SP-100488
	32.401
	0026
	-
	10.0.0
	Rel‑10
	Remove restriction from PM file type for NE
	withdrawn
	A
	
	OAM9

	SP-100488
	32.401
	0027
	-
	9.1.0
	Rel‑10
	Remove restriction from PM file type for NE
	approved
	A
	10.0.0
	OAM9

	SP-100488
	32.401
	0028
	-
	9.0.0
	Rel‑9
	Remove restriction from PM file type for NE
	approved
	F
	9.1.0
	OAM9

	SP-100489
	32.407
	0006
	-
	9.0.0
	Rel‑10
	Correct the data type of Measurement Result in Mobile terminating call traffic
	approved
	F
	10.0.0
	OAM10

	SP-100489
	32.409
	0018
	-
	10.0.0
	Rel‑10
	Addition of CDIV services related measurements
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.409
	0019
	-
	10.0.0
	Rel‑10
	Addition of OIP service  related measurements
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.409
	0020
	-
	10.0.0
	Rel‑10
	Addition of successful session establishment of inter-network domain calling related measurement
	approved
	B
	10.1.0
	OAM10

	SP-100492
	32.421
	0025
	-
	9.1.0
	Rel‑10
	Adding Requirements for managing UE based network performance measurements
	approved
	B
	10.0.0
	OAM-PM-UE

	SP-100489
	32.422
	0067
	-
	10.0.0
	Rel‑10
	Addition of PGW in management based trace
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.422
	0068
	-
	10.0.0
	Rel‑10
	Correction of the figure of EPC Trace Session activation mechanism
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.422
	0069
	-
	10.0.0
	Rel‑10
	Unclarity about the list of Trace Control and Configuration parameters in case of management based activation
	approved
	F
	10.1.0
	OAM10

	SP-100488
	32.422
	0070
	-
	9.1.0
	Rel‑9
	Corrections to start and stop triggering events in MME
	approved
	F
	9.2.0
	OAM9

	SP-100488
	32.422
	0071
	-
	10.0.0
	Rel‑10
	Corrections to start and stop triggering events in MME
	approved
	A
	10.1.0
	OAM9

	SP-100488
	32.422
	0072
	-
	9.1.0
	Rel‑9
	Unclarity about Trace activation in SGW
	approved
	F
	9.2.0
	OAM9

	SP-100488
	32.423
	0035
	-
	9.2.0
	Rel‑10
	Correct call trace file format to allow multiple targets
	approved
	A
	10.0.0
	OAM9

	SP-100489
	32.423
	0036
	-
	9.2.0
	Rel‑10
	Add Diameter in HSS Trace Record Content
	approved
	B
	10.0.0
	OAM10

	SP-100487
	32.423
	0037
	-
	8.3.0
	Rel‑8
	Correcting references
	approved
	F
	8.4.0
	OAM8

	SP-100488
	32.423
	0038
	-
	9.2.0
	Rel‑9
	Correct call trace file format to allow multiple targets
	approved
	F
	9.3.0
	OAM9

	SP-100487
	32.423
	0039
	-
	9.2.0
	Rel‑9
	Correcting references
	approved
	A
	9.3.0
	OAM8

	SP-100488
	32.425
	0023
	-
	10.1.0
	Rel‑10
	Correction of intra-RAT HO measurements
	approved
	A
	10.2.0
	OAM9

	SP-100489
	32.425
	0024
	-
	10.1.0
	Rel‑10
	Modification of E-RAB release related measurements
	approved
	C
	10.2.0
	OAM10

	SP-100489
	32.425
	0025
	-
	10.1.0
	Rel‑10
	Addition of measurements for pagings received
	approved
	B
	10.2.0
	OAM10

	SP-100493
	32.425
	0026
	-
	10.1.0
	Rel‑10
	Modifying RRC establishment failure and Cellunavailability measurements due to Energy Saving
	approved
	C
	10.2.0
	OAM-ES

	SP-100488
	32.425
	0027
	-
	9.3.0
	Rel‑9
	Correction of intra-RAT HO measurements
	approved
	F
	9.4.0
	OAM9

	SP-100487
	32.426
	0023
	-
	10.0.0
	Rel‑10
	Correct NE in measurement condition
	approved
	A
	10.1.0
	OAM8

	SP-100489
	32.426
	0024
	-
	10.0.0
	Rel‑10
	Add bearer resource usage related measurements
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.426
	0025
	-
	10.0.0
	Rel‑10
	Add SGW bearer deletion related measurements
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.426
	0026
	-
	10.0.0
	Rel‑10
	Add MBMS session related measurements
	revised
	B
	
	OAM10

	SP-100650
	32.426
	0026
	1
	10.0.0
	Rel‑10
	Add MBMS session related measurements
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.426
	0027
	-
	10.0.0
	Rel‑10
	Add the measurements of data volume on M1
	approved
	B
	10.1.0
	OAM10

	SP-100487
	32.426
	0028
	-
	8.0.0
	Rel‑8
	Correct NE in measurement condition
	approved
	F
	8.1.0
	OAM8

	SP-100487
	32.426
	0029
	-
	9.1.0
	Rel‑9
	Correct NE in measurement condition
	approved
	A
	9.2.0
	OAM8

	SP-100488
	32.432
	0004
	-
	10.0.0
	Rel‑10
	Remove restriction from PM file type for NE
	approved
	A
	10.1.0
	OAM9

	SP-100492
	32.441
	0004
	-
	9.0.0
	Rel‑10
	Adding requirements for managing UE based network performance measurements
	approved
	B
	10.0.0
	OAM-PM-UE

	SP-100489
	32.500
	0002
	-
	10.0.0
	Rel‑10
	Enhanced definition of SON architectures
	approved
	B
	10.1.0
	OAM10

	SP-100490
	32.521
	0001
	-
	9.0.0
	Rel‑10
	Introducing coverage in the Capacity and Coverage Optimisation function
	approved
	C
	10.0.0
	LTE-SON-OAM_SO

	SP-100490
	32.521
	0002
	-
	9.0.0
	Rel‑10
	Add missing requirement for SON coordination
	approved
	B
	10.0.0
	LTE-SON-OAM_SO

	SP-100491
	32.522
	0001
	-
	9.0.0
	Rel‑9
	Remove targets based on not supported by measurements
	approved
	F
	9.1.0
	LTE_SON-OAM

	SP-100491
	32.523
	0001
	-
	9.0.0
	Rel‑9
	Remove targets based on not supported by measurements
	approved
	F
	9.1.0
	LTE_SON-OAM

	SP-100491
	32.525
	0001
	-
	9.0.0
	Rel‑9
	Remove targets based on not supported by measurements
	approved
	F
	9.1.0
	LTE_SON-OAM

	SP-100489
	32.531
	0010
	-
	9.3.0
	Rel‑10
	Correct the inconsistency with the IS
	approved
	F
	10.0.0
	OAM10

	SP-100489
	32.532
	0023
	-
	9.3.0
	Rel‑10
	Modify the Class diagram representing interfaces
	approved
	F
	10.0.0
	OAM10

	SP-100488
	32.533
	0014
	-
	9.3.0
	Rel‑9
	Correct IDL compile error
	approved
	F
	9.4.0
	OAM9

	SP-100489
	32.582
	0003
	-
	9.3.0
	Rel‑10
	Reference correction and cleanup
	approved
	D
	10.0.0
	OAM10

	SP-100488
	32.584
	0007
	-
	9.1.0
	Rel‑9
	Clarify the description of attributes using Distinguished Name
	approved
	F
	9.2.0
	OAM9

	SP-100489
	32.592
	0002
	-
	10.0.0
	Rel‑10
	Reference correction and cleanup
	approved
	D
	10.1.0
	OAM10

	SP-100488
	32.594
	0002
	-
	9.0.0
	Rel‑9
	Clarify the description of attributes using Distinguished Name
	approved
	F
	9.1.0
	OAM9

	SP-100488
	32.603
	0021
	-
	9.0.0
	Rel‑9
	Correct the data type 'MOAttributeName' in IDL specification
	approved
	F
	9.1.0
	OAM9

	SP-100487
	32.606
	0001
	-
	10.0.0
	Rel‑10
	Syntax errors in WSDL schema
	approved
	F
	10.1.0
	OAM8

	SP-100489
	32.606
	0002
	-
	10.0.0
	Rel‑10
	Correct the data type 'MOAttributeName' and inconsistency in BasicCMIRP Solution Set
	approved
	F
	10.1.0
	OAM10

	SP-100487
	32.607
	0003
	-
	8.1.0
	Rel‑8
	Syntax errors in WSDL schema
	approved
	F
	8.2.0
	OAM8

	SP-100487
	32.607
	0004
	-
	9.0.0
	Rel‑9
	Syntax errors in WSDL schema
	approved
	A
	9.1.0
	OAM8

	SP-100489
	32.626
	0001
	-
	10.0.0
	Rel‑10
	Correct XML definitions to be aligned with IS
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.632
	0035
	-
	9.2.0
	Rel‑10
	Addition of MscPool informaiton object class
	approved
	B
	10.0.0
	OAM10

	SP-100489
	32.632
	0036
	-
	9.2.0
	Rel‑10
	Addition of SgsnPool informaiton object class
	approved
	B
	10.0.0
	OAM10

	SP-100488
	32.633
	0025
	-
	9.1.0
	Rel‑9
	Correct attribute connectedBss in IDL- Align with 32.632
	approved
	F
	9.2.0
	OAM9

	SP-100489
	32.636
	0001
	-
	10.0.0
	Rel‑10
	Add the missing attribute connectedHNBGW - Align with 32.632
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.636
	0002
	-
	10.0.0
	Rel‑10
	Addition of MscPool informaiton object class
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.636
	0003
	-
	10.0.0
	Rel‑10
	Addition of SgsnPool informaiton object class
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.642
	0053
	-
	9.0.0
	Rel‑10
	Addition of EP_Iur informaiton object class
	approved
	B
	10.0.0
	OAM10

	SP-100487
	32.642
	0054
	-
	8.2.0
	Rel‑8
	Correcting inconsistencies in the specification
	approved
	F
	8.3.0
	OAM8

	SP-100487
	32.642
	0055
	-
	9.0.0
	Rel‑9
	Correcting inconsistencies in the specification
	approved
	A
	9.1.0
	OAM8

	SP-100489
	32.646
	0001
	-
	10.0.0
	Rel‑10
	Addition of EP_Iur IOC
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.646
	0002
	-
	10.0.0
	Rel‑10
	Correct the data type of cellIndividualOffset
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.652
	0023
	-
	9.0.1
	Rel‑10
	Add attribute rfHoppingEnabled in GsmCell IOC
	approved
	B
	10.0.0
	OAM10

	SP-100488
	32.652
	0024
	-
	9.0.1
	Rel‑9
	Corrections of attribute hoppingSequenceNumber in GsmCell IOC
	approved
	F
	9.1.0
	OAM9

	SP-100488
	32.653
	0013
	-
	9.0.0
	Rel‑9
	Corrections of attribute hoppingSequenceNumber in GsmCell IOC
	approved
	F
	9.1.0
	OAM9

	SP-100488
	32.655
	0014
	-
	9.0.0
	Rel‑9
	Corrections of attribute hoppingSequenceNumber in GsmCell IOC
	approved
	F
	9.1.0
	OAM9

	SP-100489
	32.656
	0001
	-
	10.0.0
	Rel‑10
	Add rfHoppingEnabled attribute in GsmCell IOC
	approved
	B
	10.1.0
	OAM10

	SP-100489
	32.696
	0001
	-
	10.0.0
	Rel‑10
	Correct the support qualifier of attribute minventoryUnitType and vendorName to be aligned with IS
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.716
	0001
	-
	10.0.0
	Rel‑10
	Correct attribute physicalLinkType to be aligned with IS
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.746
	0001
	-
	10.0.0
	Rel‑10
	Correction of STN NRM IRP XML Definitions
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.752
	0010
	-
	9.2.0
	Rel‑10
	Add missing IOC MBMSGWFunction
	approved
	B
	10.0.0
	OAM10

	SP-100489
	32.752
	0011
	-
	9.2.0
	Rel‑10
	Add the associations for MME Pool Object Model and inheritance for ExternalMMEFunction
	approved
	F
	10.0.0
	OAM10

	SP-100488
	32.752
	0012
	-
	9.2.0
	Rel‑9
	Changing the name of SGWFunction IOC in order not to conflict with the SGWFunction IOC in TS 32.632
	approved
	F
	9.3.0
	OAM9

	SP-100488
	32.753
	0009
	-
	9.1.0
	Rel‑9
	Changing the name of SGWFunction IOC in order not to conflict with the SGWFunction IOC in TS 32.632
	approved
	F
	9.2.0
	OAM9

	SP-100488
	32.755
	0008
	-
	9.2.0
	Rel‑9
	Changing the name of SGWFunction IOC in order not to conflict with the SGWFunction IOC in TS 32.632
	approved
	F
	9.3.0
	OAM9

	SP-100489
	32.756
	0001
	-
	10.0.0
	Rel‑10
	Add IOC MBMSGWFunction
	approved
	B
	10.1.0
	OAM10

	SP-100488
	32.756
	0002
	-
	10.0.0
	Rel‑10
	Changing the name of SGWFunction IOC in order not to conflict with the SGWFunction IOC in TS 32.632
	approved
	F
	10.1.0
	OAM9

	SP-100489
	32.756
	0003
	-
	10.0.0
	Rel‑10
	Correct the attributes of PGWFunction and SGWFunction- Align with 32.752
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.762
	0029
	-
	10.0.0
	Rel‑10
	Addition of eNBId and adjustment of cellIdentity
	approved
	C
	10.1.0
	OAM10

	SP-100489
	32.762
	0030
	-
	10.0.0
	Rel‑10
	Add IOC MCEFunction and MBSFNArea
	approved
	B
	10.1.0
	OAM10

	SP-100487
	32.762
	0031
	-
	10.0.0
	Rel‑10
	Remove cellType
	approved
	F
	10.1.0
	OAM8

	SP-100488
	32.762
	0032
	-
	10.0.0
	Rel‑10
	Add associations and roles for Radio Equipment view
	approved
	A
	10.1.0
	OAM9

	SP-100487
	32.762
	0033
	-
	8.3.0
	Rel‑8
	Remove cellType
	approved
	A
	8.4.0
	OAM8

	SP-100487
	32.762
	0034
	-
	9.3.1
	Rel‑9
	Remove cellType
	approved
	A
	9.4.0
	OAM8

	SP-100488
	32.762
	0035
	-
	9.3.1
	Rel‑9
	Add associations and roles for Radio Equipment view
	approved
	F
	9.4.0
	OAM9

	SP-100487
	32.763
	0025
	-
	8.3.0
	Rel‑8
	Align with IS - Remove cellType
	approved
	F
	8.4.0
	OAM8

	SP-100487
	32.763
	0026
	-
	9.3.0
	Rel‑9
	Align with IS - Remove cellType
	approved
	A
	9.4.0
	OAM8

	SP-100488
	32.763
	0027
	-
	9.3.0
	Rel‑9
	Align with IS - Add attributes for association roles for Radio Equipment view
	approved
	F
	9.4.0
	OAM9

	SP-100487
	32.765
	0015
	-
	8.3.0
	Rel‑8
	Align with IS - Remove cellType
	approved
	F
	8.4.0
	OAM8

	SP-100487
	32.765
	0016
	-
	9.3.0
	Rel‑9
	Align with IS - Remove cellType
	approved
	A
	9.4.0
	OAM8

	SP-100488
	32.765
	0017
	-
	9.3.0
	Rel‑9
	Align with IS - Add attributes for association roles for Radio Equipment view
	approved
	F
	9.4.0
	OAM9

	SP-100489
	32.766
	0001
	-
	10.0.0
	Rel‑10
	Addition of eNBId and adjustment of cellIdentity
	approved
	C
	10.1.0
	OAM10

	SP-100489
	32.766
	0002
	-
	10.0.0
	Rel‑10
	Add IOC MCEFunction and MBSFNArea
	approved
	B
	10.1.0
	OAM10

	SP-100487
	32.766
	0003
	-
	10.0.0
	Rel‑10
	Align with IS - Remove cellType
	approved
	F
	10.1.0
	OAM8

	SP-100488
	32.766
	0004
	-
	10.0.0
	Rel‑10
	Align with IS - Add attributes for association roles for Radio Equipment view
	approved
	F
	10.1.0
	OAM9

	SP-100489
	32.766
	0005
	-
	10.0.0
	Rel‑10
	Correction of EUTRAN NRM IRP XML Definitions
	approved
	F
	10.1.0
	OAM10

	SP-100489
	32.786
	0001
	-
	10.0.0
	Rel‑10
	Correction of HeNS NRM IRP XML Definitions
	approved
	F
	10.1.0
	OAM10


154 CRs

E.6
CRs under TSG SA responsibility to TSG SA#49

	CRs direct to TSG SA

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-100646
	21.801
	0027
	-
	9.0.0
	Rel‑9
	Eliminate contents of Rel‑9 and substitute with pointer to Rel‑10
	revised
	F
	
	TEI9

	SP-100457
	21.801
	0027
	-
	9.0.0
	Rel‑9
	Eliminate contents of Rel‑9 and substitute with pointer to Rel‑10
	reissued
	F
	
	TEI9

	SP-100655
	21.801
	0027
	1
	9.0.0
	Rel‑9
	Eliminate contents of Rel‑9 and substitute with pointer to Rel‑10
	approved
	F
	9.1.0
	TEI9

	SP-100457
	21.801
	0028
	1
	10.0.0
	Rel‑10
	Supported file formats
	revised
	F
	
	TEI10

	SP-100646
	21.801
	0028
	2
	10.0.0
	Rel‑10
	Supported file formats
	revised
	F
	
	TEI10

	SP-100655
	21.801
	0028
	3
	10.0.0
	Rel‑10
	Supported file formats
	approved
	F
	10.1.0
	TEI10

	SP-100457
	21.801
	0029
	1
	10.0.0
	Rel‑10
	Rules on referencing unpublished documents
	revised
	F
	
	TEI10

	SP-100646
	21.801
	0029
	2
	10.0.0
	Rel‑10
	Rules on referencing unpublished documents
	revised
	F
	
	TEI10

	SP-100655
	21.801
	0029
	3
	10.0.0
	Rel‑10
	Rules on referencing unpublished documents
	approved
	F
	10.1.0
	TEI10
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