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********************** start of 1st change **************************
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 33.210: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3G Security; Network domain security; IP network layer security".

[2]
IETF RFC 2986: "PKCS#10 Certification Request Syntax Specification Version 1.7".

[3]
Void.

[4]
IETF RFC 4210: "Internet X.509 Public Key Infrastructure Certificate Management Protocol".

[5]
IETF RFC 2252: "Lightweight Directory Access Protocol (v3): Attribute Syntax Definitions".

[6]
IETF RFC 1981: "Path MTU Discovery for IP version 6".

[7]
"PKI basics – A Technical Perspective", November 2002, http://www.pkiforum.org/pdfs/PKI_Basics-A_technical_perspective.pdf
[8]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[9]
3GPP TS 33.203: "Access security for IP-based services".

[10]
3GPP TS 33.220: "Generic Authentication Architecture: Generic Bootstrapping Architecture".

[11]
Void.

[12]
IETF RFC 2560 (1999): "X.509 Internet Public Key Infrastructure Online Certificate Status Protocol - OCSP".
[13]
Void.

[14]
IETF RFC 5280: "Internet X.509 Public Key Infrastructure Certificate and Certificate Revocation List (CRL) Profile".

[15]
IETF RFC 4945: "The Internet IP Security PKI Profile of IKEv1/ISAKMP, IKEv2, and PKIX".

[16]

IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[17]

IETF RFC 4346: "The Transport Layer Security (TLS) Protocol Version 1.1".

[18]
IETF Draft draft-ietf-pkix-cmp-transport-protocols-07.txt: "Internet X.509 Public Key Infrastructure -- Transport Protocols for CMP", October 2009.

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[19]
IETF RFC 4211: "Internet X.509 Public Key Infrastructure Certificate Request Message Format (CRMF)".

[20]
IETF RFC 2818: "HTTP Over TLS".

[21]
IETF RFC 5922, "Domain Certificates in the Session Initiation Protocol (SIP)".

 
[22]
IETF RFC 5924: "Extended Key Usage (EKU) for Session Initiation Protocol (SIP) X.509 Certificates".


[zz]
IETF RFC 2817: "Upgrading to TLS Within HTTP/1.1"

********************** start of next change **************************
Annex E (normative):
TLS protocol profile

TLS end points shall support TLS with the following restrictions and extensions:
-
SSL 3.0 shall not be used as it is outdated.

-
At least TLS 1.1 [17] shall be supported. TLS 1.2 [16] should be supported.

-
The highest TLS version supported on both endpoints shall be used.
-
The rules on allowed and mandatory ciphersuites given in TLS 1.2 [16] shall be followed. Ciphersuites with RC4 should not be used. CipherSuites with NULL integrity protection (or HASH) shall not be used.
-
The key exchange method shall not be anonymous. Hence the cipher suites starting with “TLS_DH_anon_WITH_” as defined in TLS 1.2 [16] are not allowed for protection of a connection.
-
If the TLS connection is used to transport HTTP over TLS [20], then the client shall not establish a connection "upgraded to TLS Within HTTP/1.1" per RFC 2817 [zz], but shall only establish the tunnel over a raw TCP connection,
NOTE:
For interworking with pre-Release 10 elements, it may be necessary to allow fallback to the TLS 1.0 protocol version as described in [16] and [17].

*********************** end of changes ***************************
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