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The following CRs, agreed at the TSG-SA WG4 meeting #61, are presented to TSG SA #50 for approval.

	Spec
	CR
	Rev
	Rel.
	Subject
	Cat
	Vers
	Meeting
	S4 doc
	Clause(s)

	26.267
	0010
	
	Rel-8
	Correction of synchronization procedures in the eCall in-band modem
	F
	8.4.0
	TSG-SA WG4#61
	S4-100804
	3.1, 5.1.5, 5.1.6, 5.1.7, 5.2, 5.2.1, 5.2.2, 5.2.5, 6.1.4.1, 6.1.4.3, 6.2, 6.2.1, 7.2

	26.267
	0011
	1
	Rel-9
	Correction of synchronization procedures in the eCall in-band modem
	A
	9.1.0
	TSG-SA WG4#61
	S4-100906
	3.1, 5.1.5, 5.1.6, 5.1.7, 5.2, 5.2.1, 5.2.2, 5.2.5, 6.1.4.1, 6.1.4.3, 6.2, 6.2.1, 7.2

	26.267
	0012
	1
	Rel-8
	State machine corrections in the eCall in-band modem
	F
	8.4.0
	TSG-SA WG4#61
	S4-100908
	Introduction, 4.3.1, 4.3.2, 5.1.3.2, 5.2.4, 5.2.5, 6.1.1, 6.1.4.2, 6.1.5, 7.1, 7.3

	26.267
	0013
	1
	Rel-9
	State machine corrections in the eCall in-band modem
	A
	9.1.0
	TSG-SA WG4#61
	S4-100909
	Introduction, 4.3.1, 4.3.2, 5.1.3.2, 5.2.4, 5.2.5, 6.1.1, 6.1.4.2, 6.1.5, 7.1, 7.3

	26.268
	0021
	
	Rel-8
	Correction of synchronization procedures in the eCall in-band modem
	F
	8.4.0
	TSG-SA WG4#61
	S4-100806
	4.3.1, 4.3.2, 4.3.3, 4.4.6, ANSI-C source code attachment to TS 26.268

	26.268
	0022
	1
	Rel-9
	Correction of synchronization procedures in the eCall in-band modem
	A
	9.2.0
	TSG-SA WG4#61
	S4-100907
	4.3.1, 4.3.2, 4.3.3, 4.4.6, ANSI-C source code attachment to TS 26.268

	26.268
	0023
	
	Rel-8
	State machine corrections in the eCall in-band modem
	F
	8.4.0
	TSG-SA WG4#61
	S4-100810
	4.2, 4.3.1, 4.4.1, 4.4.2, ANSI-C source code attachment to TS 26.268 (modem and test setup code)

	26.268
	0024
	1
	Rel-9
	State machine corrections in the eCall in-band modem
	A
	9.2.0
	TSG-SA WG4#61
	S4-100910
	4.2, 4.3.1, 4.4.1, 4.4.2, ANSI-C source code attachment to TS 26.268 (modem and test setup code)

	26.268
	0025
	
	Rel-8
	Correction of the inversion detector
	F
	8.4.0
	TSG-SA WG4#61
	S4-100864
	ANSI-C source code

	26.268
	0026
	1
	Rel-9
	Correction of the inversion detector
	A
	9.2.0
	TSG-SA WG4#61
	S4-100935
	ANSI-C source code

	26.269
	0006
	
	Rel-8
	Correction of eCall conformance test sequences
	F
	8.2.0
	TSG-SA WG4#61
	S4-100812
	5.2.1, 5.2.6, Annex A, binary test sequences in TS 26.269 attachment

	26.269
	0007
	1
	Rel-9
	Correction of eCall conformance test sequences
	A
	9.1.0
	TSG-SA WG4#61
	S4-100944
	5.2.1, 5.2.6, Annex A, binary test sequences in TS 26.269 attachment


