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Annex F:
Status of all 3GPP CRs after TSG SA #50 Meeting (including GERAN #48)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-100843
	21.202
	0008
	-
	9.0.0
	Rel‑9
	Clarification of scope to indicate use of complete set of TSs/TRs is not obligatory in all IMS implementations
	revised
	F
	
	TEI9
	SP

	SP-100871
	21.202
	0008
	1
	9.0.0
	Rel‑9
	Clarification of scope to indicate use of complete set of TSs/TRs is not obligatory in all IMS implementations
	approved
	F
	9.1.0
	TEI9
	SP

	SP-100887
	22.011
	0168
	10
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC
	S1

	SP-100892
	22.011
	0168
	11
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC
	S1

	SP-100893
	22.011
	0168
	12
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	approved
	B
	10.2.0
	NIMTC
	S1

	SP-100798
	22.011
	0168
	6
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC
	S1

	SP-100862
	22.011
	0168
	7
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC
	S1

	SP-100879
	22.011
	0168
	9
	10.1.0
	Rel‑10
	Access Control for Machine Type Communications
	revised
	B
	
	NIMTC
	S1

	SP-100805
	22.011
	0171
	-
	10.1.0
	Rel‑10
	Clarification of Access Class Barring for CSFB
	approved
	F
	10.2.0
	TEI10
	S1

	SP-100805
	22.038
	0037
	1
	9.0.0
	Rel‑10
	Correction of USAT requirements
	approved
	F
	10.0.0
	TEI10
	S1

	SP-100796
	22.101
	0355
	-
	10.4.0
	Rel‑10
	Alignment of SIPTO for H(e)NB SubSystem requirements in TS 22.101 release 10
	approved
	F
	10.5.0
	LIPA_SIPTO
	S1

	SP-100805
	22.101
	0357
	2
	10.4.0
	Rel‑10
	Solving user comprehension of network name in foreign language
	approved
	F
	10.5.0
	TEI10
	S1

	SP-100800
	22.115
	0055
	1
	11.0.0
	Rel‑11
	Clarification of Subscriber Spending Limit
	approved
	B
	11.1.0
	Qos_SSL
	S1

	SP-100804
	22.115
	0056
	3
	11.0.0
	Rel‑11
	Clarification of location requirement
	approved
	B
	11.1.0
	NWK-PL2IMS
	S1

	SP-100806
	22.220
	0114
	1
	10.4.0
	Rel‑11
	SIPTO for H(e)NB subsystem Policy Clarification
	postponed
	F
	
	TEI11
	S1

	SP-100816
	22.220
	0114
	2
	10.4.0
	Rel‑11
	SIPTO for H(e)NB subsystem Policy Clarification
	postponed
	F
	
	TEI11
	S1

	SP-100818
	22.220
	0114
	2
	10.4.0
	Rel‑11
	SIPTO for H(e)NB subsystem Policy Clarification
	postponed
	F
	
	TEI11
	S1

	SP-100796
	22.220
	0115
	-
	10.4.0
	Rel‑10
	Alignment of SIPTO for H(e)NB SubSystem requirements in TS 22.220 release 10
	approved
	F
	10.5.0
	LIPA_SIPTO
	S1

	SP-100796
	22.220
	0116
	-
	10.4.0
	Rel‑10
	Alignment of mobility support for LIPA
	approved
	F
	10.5.0
	LIPA_SIPTO
	S1

	SP-100796
	22.220
	0117
	1
	10.4.0
	Rel‑10
	Requirement on conditional LIPA
	approved
	F
	10.5.0
	LIPA_SIPTO
	S1

	SP-100796
	22.220
	0118
	3
	10.4.0
	Rel‑10
	Clarification on ôenable/disable LIPAö
	approved
	F
	10.5.0
	LIPA_SIPTO
	S1

	SP-100803
	22.228
	0133
	-
	11.0.0
	Rel‑11
	Conferencing Support in a VPLMN
	approved
	B
	11.1.0
	OSCAR
	S1

	SP-100799
	22.228
	0135
	2
	11.0.0
	Rel‑11
	Additions to IMS application services across IMS-NNI
	approved
	B
	11.1.0
	IPXS
	S1

	SP-100797
	22.228
	0136
	1
	10.3.0
	Rel‑10
	Alignment of shared control of media components requirements
	approved
	C
	10.4.0
	IMS_SC_eIDT
	S1

	SP-100806
	22.268
	0009
	1
	9.2.1
	Rel‑11
	EU-ALERT specific requirements
	approved
	B
	11.0.0
	TEI11
	S1

	SP-100802
	22.278
	0090
	1
	11.0.0
	Rel‑11
	Clarifying the scenarios supported by FMC interworking, including building block II
	approved
	F
	11.1.0
	BBAI
	S1

	SP-100802
	22.278
	0091
	2
	11.0.0
	Rel‑11
	New Requirements for Enterprise Interworking scenario
	approved
	B
	11.1.0
	BBAI
	S1

	SP-100802
	22.278
	0093
	3
	11.0.0
	Rel‑11
	3GPP EPC based FMC
	approved
	B
	11.1.0
	BBAI
	S1

	SP-100802
	22.278
	0095
	1
	11.0.0
	Rel‑11
	Use cases for BBAI Building Block 3 - Converged scenario
	approved
	B
	11.1.0
	BBAI
	S1

	SP-100802
	22.278
	0097
	-
	11.0.0
	Rel‑11
	Evolved Packet Core support for fixed access
	approved
	B
	11.1.0
	BBAI
	S1

	SP-100801
	22.368
	0045
	1
	10.2.0
	Rel‑11
	Clarification on the requirements of Low Mobility MTC Feature
	approved
	C
	11.0.0
	SIMTC
	S1

	SP-100798
	22.368
	0046
	1
	10.2.0
	Rel‑10
	Alignment with Stage 2
	revised
	F
	
	NIMTC
	S1

	SP-100861
	22.368
	0046
	2
	10.2.0
	Rel‑10
	Alignment with Stage 2
	approved
	F
	10.3.0
	NIMTC
	S1

	SP-100798
	22.368
	0049
	2
	10.2.0
	Rel‑10
	NIMTC Terminology
	approved
	F
	10.3.0
	NIMTC
	S1

	SP-100798
	22.368
	0051
	2
	10.2.0
	Rel‑10
	Clarification of data delay in case of Overload
	approved
	B
	10.3.0
	NIMTC
	S1

	SP-100674
	23.002
	0229
	-
	8.6.0
	Rel‑8
	Correction of MGCF definition to make it consistent with TS 29.235
	approved
	F
	8.7.0
	TEI8
	S2

	SP-100674
	23.002
	0230
	-
	9.4.0
	Rel‑9
	Correction of MGCF definition to make it consistent with TS 29.235
	approved
	A
	9.5.0
	TEI8
	S2

	SP-100674
	23.002
	0231
	-
	10.0.0
	Rel‑10
	Correction of MGCF definition to make it consistent with TS 29.235
	approved
	A
	10.1.0
	TEI8
	S2

	CP-100671
	23.003
	0252
	1
	9.3.0
	Rel‑9
	Correction of C-MSISDN definition
	revised
	A
	
	TEI8
	C4

	CP-100845
	23.003
	0252
	2
	9.4.0
	Rel‑9
	Correction of C-MSISDN definition
	approved
	A
	9.5.0
	TEI8
	C4

	CP-100684
	23.003
	0258
	3
	9.4.0
	Rel‑10
	Introduce Location Information to APN FQDN for DNS procedures
	approved
	B
	10.0.0
	SIPTO
	C4

	CP-100686
	23.003
	0259
	-
	9.4.0
	Rel‑10
	Service Parameter on PGW selection for GTP based S2b
	approved
	B
	10.0.0
	SMOG-St3
	C4

	CP-100670
	23.003
	0264
	-
	8.10.0
	Rel‑8
	Updating IMEI URN draft reference
	approved
	F
	8.11.0
	ICSRA
	C4

	CP-100670
	23.003
	0265
	-
	9.4.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	A
	9.5.0
	ICSRA
	C4

	CP-100672
	23.003
	0267
	1
	8.10.0
	Rel‑8
	Determination of type of source node during TAU/RAU
	approved
	F
	8.11.0
	SAES
	C4

	CP-100672
	23.003
	0268
	1
	9.4.0
	Rel‑9
	Determination of type of source node during TAU/RAU
	approved
	A
	9.5.0
	SAES
	C4

	CP-100692
	23.003
	0269
	1
	9.4.0
	Rel‑10
	Determination of type of source node during TAU/RAU
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100671
	23.003
	0270
	-
	8.10.0
	Rel‑8
	C-MSISDN correction
	approved
	F
	8.11.0
	TEI8
	C4

	CP-100674
	23.007
	0122
	-
	8.8.0
	Rel‑8
	Essential correction to MME and PGW restoration procedure
	approved
	F
	8.9.0
	TEI8
	C4

	CP-100674
	23.007
	0123
	-
	9.5.0
	Rel‑9
	Essential correction to MME and PGW restoration procedure
	approved
	A
	9.6.0
	TEI8
	C4

	CP-100674
	23.007
	0124
	-
	10.1.0
	Rel‑10
	Essential correction to MME and PGW restoration procedure
	approved
	A
	10.2.0
	TEI8
	C4

	CP-100686
	23.007
	0129
	1
	10.1.0
	Rel‑10
	ePDG Partial failure
	approved
	B
	10.2.0
	SMOG-St3
	C4

	CP-100695
	23.007
	0130
	1
	10.1.0
	Rel‑10
	Bulk PDN Connections Delete Request/Response
	approved
	B
	10.2.0
	TEI10
	C4

	CP-100686
	23.007
	0131
	1
	10.1.0
	Rel‑10
	Error Indication handling in PGW and ePDG
	approved
	B
	10.2.0
	SMOG-St3
	C4

	CP-100686
	23.007
	0132
	-
	10.1.0
	Rel‑10
	ePDG/PGW restart and restoration
	approved
	B
	10.2.0
	SMOG-St3
	C4

	CP-100686
	23.007
	0133
	1
	10.1.0
	Rel‑10
	Restoration of data in the ePDG
	approved
	B
	10.2.0
	SMOG-St3
	C4

	CP-100675
	23.007
	0134
	1
	9.5.0
	Rel‑9
	Heartbeat Request
	approved
	F
	9.6.0
	TEI9
	C4

	CP-100675
	23.007
	0135
	1
	10.1.0
	Rel‑10
	Heartbeat Request
	approved
	A
	10.2.0
	TEI9
	C4

	CP-100683
	23.008
	0311
	1
	10.0.0
	Rel‑10
	Addition of LIPA permission as Subscriber Data
	approved
	B
	10.1.0
	LIPA
	C4

	CP-100687
	23.008
	0312
	1
	10.0.0
	Rel‑10
	Addition of MPS Priority as Subscriber Data
	approved
	B
	10.1.0
	eMPS
	C4

	CP-100698
	23.008
	0313
	1
	10.0.0
	Rel‑10
	Subscriber's data for MAPCON
	revised
	B
	
	MAPCON-st3
	C4

	CP-100848
	23.008
	0313
	2
	10.0.0
	Rel‑10
	Subscriber's data for MAPCON
	approved
	B
	10.1.0
	MAPCON-st3
	C4

	CP-100686
	23.008
	0315
	2
	10.0.0
	Rel‑10
	Non-3GPP data storage for S2b-GTP
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100684
	23.008
	0316
	1
	10.0.0
	Rel‑10
	Clarification on SIPTO permission for Wildcard APN
	approved
	B
	10.1.0
	SIPTO
	C4

	CP-100697
	23.008
	0317
	2
	10.0.0
	Rel‑10
	Addition of Service-related Entity Information elements  to the Subscriber Data  and removal of duplicated information
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100697
	23.008
	0318
	1
	10.0.0
	Rel‑10
	Definition of Alias Public User Identities
	revised
	F
	
	TEI10
	C4

	CP-100847
	23.008
	0318
	2
	10.0.0
	Rel‑10
	Definition of Alias Public User Identities
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100689
	23.008
	0322
	2
	10.0.0
	Rel‑10
	Missing Restoration flags for Gs/SGs interface
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100699
	23.008
	0325
	3
	10.0.0
	Rel‑10
	Enhanced SRVCC Subscriber Data
	approved
	B
	10.1.0
	eSRVCC
	C4

	CP-100688
	23.008
	0326
	1
	10.0.0
	Rel‑10
	Periodic TAU/RAU timer in HSS subscription
	approved
	B
	10.1.0
	NIMTC
	C4

	CP-100689
	23.008
	0328
	1
	10.0.0
	Rel‑10
	addition of the UE purge flag
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100683
	23.015
	0012
	2
	9.0.0
	Rel‑10
	LIPA for ODB case
	approved
	B
	10.0.0
	LIPA
	C4

	CP-100690
	23.018
	0171
	-
	9.2.1
	Rel‑10
	MT Roaming Retry
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100768
	23.041
	0056
	3
	10.0.0
	Rel‑11
	Message Identifiers for EU-Alert
	approved
	B
	11.0.0
	TEI11
	C1

	CP-100768
	23.041
	0057
	-
	10.0.0
	Rel‑11
	Message Identifiers for EU-Info
	approved
	B
	11.0.0
	TEI11
	C1

	CP-100744
	23.041
	0058
	2
	10.0.0
	Rel‑10
	Correction to CMAS Alert levels
	approved
	A
	10.1.0
	PWS-St3
	C1

	CP-100744
	23.041
	0059
	-
	9.5.0
	Rel‑9
	Correction to CMAS Alert levels
	approved
	F
	9.6.0
	PWS-St3
	C1

	SP-100688
	23.060
	1117
	4
	10.1.0
	Rel‑10
	SGSN overload control by throttling of DL low priority traffic
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100690
	23.060
	1142
	3
	10.1.0
	Rel‑10
	Correction of text about ISR handling
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100685
	23.060
	1197
	1
	10.1.0
	Rel‑10
	LIPA L-GW clarification on static GW and VPLMN LIPA roaming
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100687
	23.060
	1205
	12
	10.1.0
	Rel‑10
	Correction and clarification of usage of low priority and MTC indicators
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100687
	23.060
	1206
	6
	10.1.0
	Rel‑10
	OTA configuration for MTC
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100687
	23.060
	1207
	3
	10.1.0
	Rel‑10
	Include session management back-off timer for priority users/emergency services during APN based congestion control
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100671
	23.060
	1209
	1
	8.10.0
	Rel‑8
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	F
	8.11.0
	SAES
	S2

	SP-100671
	23.060
	1210
	1
	9.6.0
	Rel‑9
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	A
	9.7.0
	SAES
	S2

	SP-100671
	23.060
	1211
	1
	10.1.0
	Rel‑10
	Modifying and rejecting bearer level QoS parameter for default bearer
	approved
	A
	10.2.0
	SAES
	S2

	SP-100688
	23.060
	1213
	5
	10.1.0
	Rel‑10
	NMO=I for MTC devices and NMO=II for other mobiles
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100689
	23.060
	1217
	1
	10.1.0
	Rel‑10
	Correction of Reference
	approved
	D
	10.2.0
	TEI10
	S2

	SP-100679
	23.060
	1221
	1
	9.6.0
	Rel‑9
	Alignment of selective camping procedures with Stage 3
	revised
	F
	
	TEI9
	S2

	SP-100851
	23.060
	1221
	2
	9.6.0
	Rel‑9
	Alignment of selective camping procedures with Stage 3
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100679
	23.060
	1222
	1
	10.1.0
	Rel‑10
	Alignment of selective camping procedures with Stage 3
	revised
	A
	
	TEI9
	S2

	SP-100851
	23.060
	1222
	2
	10.1.0
	Rel‑10
	Alignment of selective camping procedures with Stage 3
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100692
	23.060
	1225
	2
	10.1.0
	Rel‑10
	Restricting IPv6 interface identifier generation to protect usage patterns
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100687
	23.060
	1226
	6
	10.1.0
	Rel‑10
	Corrections and additions to the MTC specific ACB and RR(C) connection reject functions
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100690
	23.060
	1233
	3
	10.1.0
	Rel‑10
	Handling of preservation with network initiated bearers
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100680
	23.060
	1234
	1
	10.1.0
	Rel‑10
	Handling of E-ARP if HLR/HSS does not provide subscribed E-ARP
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100685
	23.060
	1236
	1
	10.1.0
	Rel‑10
	Trigger for providing LGW address
	revised
	F
	
	LIPA_SIPTO
	S2

	SP-100856
	23.060
	1236
	2
	10.1.0
	Rel‑10
	Trigger for providing LGW address
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100686
	23.060
	1237
	1
	10.1.0
	Rel‑10
	Sending the LIPA correlation id during Service Request
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100686
	23.060
	1241
	1
	10.1.0
	Rel‑10
	Clarification of LIPA function for HNBs (UMTS)
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100687
	23.060
	1246
	3
	10.1.0
	Rel‑10
	Clarifying the condition for a MS configured for MTC to perform Attach procedure
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100685
	23.060
	1249
	2
	10.1.0
	Rel‑10
	Efficient SIPTO GW re-selection
	revised
	F
	
	LIPA_SIPTO
	S2

	SP-100856
	23.060
	1249
	3
	10.1.0
	Rel‑10
	Efficient SIPTO GW re-selection
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100685
	23.060
	1252
	1
	10.1.0
	Rel‑10
	LIPA corrections in Service Request procedures
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100680
	23.060
	1254
	2
	9.6.0
	Rel‑9
	Handling of E-ARP if HLR/HSS does not provide subscribed E-ARP
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100708
	23.060
	1256
	2
	10.1.0
	Rel‑10
	Clarification of term MS configured for MTC
	rejected
	F
	
	NIMTC
	S2

	SP-100685
	23.060
	1260
	-
	10.1.0
	Rel‑10
	Clarification on Correlation ID
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100680
	23.060
	1261
	2
	9.6.0
	Rel‑9
	PDP Type Ipv4v6 in pre-rel 8 SGSN, aligning with CT1
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.060
	1262
	2
	10.1.0
	Rel‑10
	PDP Type Ipv4v6 in pre-rel 8 SGSN, aligning with CT1
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100680
	23.060
	1263
	5
	9.6.0
	Rel‑9
	Correction for AMBR handling
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.060
	1264
	4
	10.1.0
	Rel‑10
	Correction for AMBR handling
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100710
	23.060
	1266
	11
	10.1.0
	Rel‑10
	NAS level reject of attach
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100686
	23.060
	1267
	1
	10.1.0
	Rel‑10
	LIPA PDP Context Activation Procedure
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100680
	23.060
	1268
	2
	9.6.0
	Rel‑9
	R7 QoS subscription for pre R7 UE
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.060
	1269
	-
	10.1.0
	Rel‑10
	R7 QoS subscription for pre R7 UE
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100690
	23.060
	1271
	1
	10.1.0
	Rel‑10
	Clarification of Iu Release Procedure in UTRAN to E-UTRAN Inter RAT handover
	rejected
	F
	
	TEI10
	S2

	SP-100687
	23.060
	1273
	1
	10.1.0
	Rel‑10
	Clarifications of MTC overload protection overview
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100685
	23.060
	1286
	1
	10.1.0
	Rel‑10
	LIPA PDN management
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100685
	23.060
	1294
	3
	10.1.0
	Rel‑10
	Correction to LIPA deactivation via SGSN
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100686
	23.060
	1307
	1
	10.1.0
	Rel‑10
	The correlation id for tunnel in Gn/Gp SGSN architecture
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100689
	23.060
	1310
	4
	10.1.0
	Rel‑10
	Clarification on MTU size
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100689
	23.060
	1312
	1
	10.1.0
	Rel‑10
	Prefix Exclusion within the Prefix Delegation Procedure
	approved
	C
	10.2.0
	TEI10
	S2

	CP-100748
	23.122
	0181
	3
	9.4.0
	Rel‑9
	Support for displaying only CSGs in the Operator CSG List for manual selection
	approved
	F
	9.5.0
	EHNB-CT1
	C1

	CP-100748
	23.122
	0182
	3
	10.1.0
	Rel‑10
	Support for displaying only CSGs in the Operator CSG List for manual selection
	approved
	A
	10.2.0
	EHNB-CT1
	C1

	CP-100747
	23.122
	0183
	1
	9.4.0
	Rel‑9
	Inter PLMN mobility for emergency bearer services
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	23.122
	0184
	1
	10.1.0
	Rel‑10
	Inter PLMN mobility for emergency bearer services
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	23.122
	0185
	2
	9.4.0
	Rel‑9
	Handling forbidden PLMN list for emergency bearer services
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	23.122
	0186
	2
	10.1.0
	Rel‑10
	Handling forbidden PLMN list for emergency bearer services
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	23.122
	0187
	1
	9.4.0
	Rel‑9
	Handling of equivalent PLMN list when attached for emergency bearer services only
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	23.122
	0188
	1
	10.1.0
	Rel‑10
	Handling of equivalent PLMN list when attached for emergency bearer services only
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100759
	23.122
	0190
	2
	10.1.0
	Rel‑10
	Location registration using attach procedure when entering new PLMN
	revised
	F
	
	NIMTC
	C1

	CP-100664
	23.122
	0190
	3
	10.1.0
	Rel‑10
	Location Registration when entering new PLMN
	approved
	F
	10.2.0
	NIMTC, TEI10
	C1

	CP-100760
	23.122
	0192
	2
	10.1.0
	Rel‑10
	MTC/Low-Priority PLMN Reselection Timer value
	revised
	C
	
	NIMTC
	C1

	CP-100887
	23.122
	0192
	3
	10.1.0
	Rel‑10
	MTC/Low-Priority PLMN Reselection Timer value
	approved
	C
	10.2.0
	NIMTC
	C1

	CP-100759
	23.122
	0193
	3
	10.1.0
	Rel‑10
	Clarification to Location Registeration procedure for the UE attached for emergency bearer services.
	rejected
	F
	
	TEI10
	C1

	CP-100748
	23.122
	0194
	-
	9.4.0
	Rel‑9
	Removing the CSG ID from ACL and OCL simutaneously
	approved
	F
	9.5.0
	EHNB-CT1
	C1

	CP-100748
	23.122
	0195
	-
	10.1.0
	Rel‑10
	Removing the CSG ID from ACL and OCL simutaneously
	approved
	A
	10.2.0
	EHNB-CT1
	C1

	CP-100682
	23.153
	0116
	10
	9.0.0
	Rel‑9
	AoIP  MAP level codec negotiation for GSM codecs
	approved
	F
	9.1.0
	TEI9
	C4

	SP-100676
	23.167
	0180
	1
	9.4.0
	Rel‑9
	Adding IMS Emergency support for HRPD with EPC IP-CAN
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100676
	23.167
	0181
	1
	10.1.0
	Rel‑10
	Adding IMS Emergency support for HRPD with EPC IP-CAN
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100694
	23.167
	0182
	3
	10.1.0
	Rel‑11
	Retrieval of reference location for emergency session routed via the S-CSCF
	approved
	B
	11.0.0
	TEI11
	S2

	SP-100691
	23.167
	0183
	1
	10.1.0
	Rel‑10
	Terminology correction
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100691
	23.203
	0459
	1
	10.1.0
	Rel‑10
	Correction of QoS change Event trigger
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100683
	23.203
	0461
	4
	10.1.0
	Rel‑10
	Setting IP-CAN priority status for eMPS
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100681
	23.203
	0473
	-
	9.6.0
	Rel‑9
	Corrections to bearer binding function in PCEF in Annex A.1
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100681
	23.203
	0474
	-
	10.1.0
	Rel‑10
	Corrections to bearer binding function in PCEF in Annex A.1
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100683
	23.203
	0477
	1
	10.1.0
	Rel‑10
	Inclusion of IMS Signalling Priority in input to PCC decisions
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100683
	23.203
	0478
	1
	10.1.0
	Rel‑10
	ARP/QCI Value after EPS Bearer Service Deactivation
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100695
	23.203
	0485
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 3 and Clause 4 modifications
	approved
	B
	11.0.0
	TEI11; SAPP
	S2

	SP-100695
	23.203
	0486
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 5 modifications
	approved
	B
	11.0.0
	TEI11; SAPP
	S2

	SP-100695
	23.203
	0487
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 6 modifications
	approved
	B
	11.0.0
	TEI11; SAPP
	S2

	SP-100695
	23.203
	0488
	2
	10.1.0
	Rel‑11
	TDF: TS 23.203 Clause 7 modifications
	approved
	B
	11.0.0
	TEI11; SAPP
	S2

	SP-100691
	23.203
	0489
	2
	10.1.0
	Rel‑10
	Removal of time interval for Sponsored connectivity
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100681
	23.216
	0155
	1
	9.5.0
	Rel‑9
	TMSI relocation in SRVCC
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.216
	0157
	3
	9.5.0
	Rel‑9
	Correction on SRVCC procedure for voice bearer deactivation
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.216
	0158
	2
	9.5.0
	Rel‑9
	Stage 2-stage 3 alignment of the GPRS Attach procedure for SRVCC
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100691
	23.228
	0950
	2
	10.2.0
	Rel‑10
	UE behaviour upon revocation of dedicated bearer(s) for an ongoing IMS session
	approved
	F
	10.3.0
	TEI10
	S2

	SP-100691
	23.228
	0951
	1
	10.2.0
	Rel‑10
	Solving the issue of inaccurate information presented to ENUM servers
	approved
	F
	10.3.0
	TEI10
	S2

	SP-100691
	23.228
	0954
	1
	10.2.0
	Rel‑10
	P-CSCF subscriber policy alignment CR
	approved
	F
	10.3.0
	TEI10
	S2

	SP-100688
	23.236
	0042
	1
	10.1.0
	Rel‑10
	Extra text on NNSF for MTC
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100691
	23.236
	0046
	2
	10.1.0
	Rel‑10
	Iu/A Flex - Subsequent Inter-MSC Handover Interactions
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100814
	23.237
	0320
	2
	10.3.0
	Rel‑10
	Introduction of PS-PS access transfer in early dialog phase
	approved
	B
	10.4.0
	TEI10
	S2

	SP-100677
	23.237
	0332
	-
	9.6.0
	Rel‑9
	Removing a note that is no long valid according to stage 3.
	approved
	F
	9.7.0
	IMS_SCC-SPI
	S2

	SP-100677
	23.237
	0333
	-
	10.3.0
	Rel‑10
	Removing a note that is no long valid according to stage 3.
	approved
	A
	10.4.0
	IMS_SCC-SPI
	S2

	SP-100691
	23.237
	0335
	-
	10.3.0
	Rel‑10
	Cleanup of PS - CS Access Transfer: Conferencing - for UEs not using ICS capabilities
	approved
	F
	10.4.0
	TEI10
	S2

	SP-100691
	23.237
	0336
	1
	10.3.0
	Rel‑10
	eSRVCC clarifications
	approved
	F
	10.4.0
	TEI10
	S2

	SP-100682
	23.237
	0337
	1
	10.3.0
	Rel‑10
	Corrections to IUT media flow replication by network clauses
	approved
	F
	10.4.0
	IMS_SC_eIDT
	S2

	SP-100682
	23.237
	0339
	1
	10.3.0
	Rel‑10
	Option 2: Session information is sent by SCC AS to target Controller UE in Collaborative Session Control transfer request
	approved
	F
	10.4.0
	IMS_SC_eIDT
	S2

	SP-100682
	23.237
	0342
	1
	10.3.0
	Rel‑10
	IUT: Adding descriptions related to the roles of Controller UE and Controllee UE
	approved
	F
	10.4.0
	IMS_SC_eIDT
	S2

	SP-100682
	23.237
	0343
	1
	10.3.0
	Rel‑10
	IUT: Transfer of Collaborative Session Control initiated by the target UE
	approved
	F
	10.4.0
	IMS_SC_eIDT
	S2

	SP-100682
	23.237
	0344
	-
	10.3.0
	Rel‑10
	IUT: Restructuring and Clarifying clause for Controller UE initiated modify media
	approved
	F
	10.4.0
	IMS_SC_eIDT
	S2

	SP-100693
	23.251
	0023
	2
	9.2.0
	Rel‑10
	Introduction of MOCN GERAN
	approved
	B
	10.0.0
	MOCN-GERAN
	S2

	SP-100681
	23.251
	0024
	1
	9.2.0
	Rel‑9
	Network sharing update in case of multiple PLMNs for CSFB
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100678
	23.271
	0387
	2
	9.4.0
	Rel‑9
	Clarification on Cell ID notification to E-SMLC
	approved
	F
	9.5.0
	LCS_LTE_EPS
	S2

	SP-100678
	23.271
	0390
	-
	10.0.0
	Rel‑10
	Clarification on Cell ID notification to E-SMLC
	approved
	A
	10.1.0
	LCS_LTE_EPS
	S2

	SP-100681
	23.272
	0586
	8
	9.5.0
	Rel‑9
	Multiple PLMNs selection in eNodeB
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.272
	0587
	7
	10.1.0
	Rel‑10
	Multiple PLMNs selection in eNodeB
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100691
	23.272
	0591
	2
	10.1.0
	Rel‑10
	Clarification of CSFB indication in Extended Service Request
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100673
	23.272
	0602
	4
	8.9.0
	Rel‑8
	Use of ICS procedures with CSFB
	approved
	F
	8.10.0
	SAES-CSFB
	S2

	SP-100691
	23.272
	0614
	2
	10.1.0
	Rel‑10
	UE behaviour with ISR active after CSFB with suspended PS bearers
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100691
	23.272
	0618
	6
	10.1.0
	Rel‑10
	Correction to CSFB MO flow
	approved
	C
	10.2.0
	TEI10
	S2

	SP-100681
	23.272
	0619
	1
	9.5.0
	Rel‑9
	Clarification on CSFB in idle mode
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.272
	0620
	1
	10.1.0
	Rel‑10
	Clarification on CSFB in idle mode
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100681
	23.272
	0621
	2
	9.5.0
	Rel‑9
	Clarification on PLMN selection for CSFB
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.272
	0622
	2
	10.1.0
	Rel‑10
	Clarification on PLMN selection for CSFB
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100709
	23.272
	0629
	1
	10.1.0
	Rel‑10
	MTC related NNSF in MME for SMS over SGs
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100681
	23.272
	0635
	2
	9.5.0
	Rel‑9
	Correction to Abnormal Service Reject Procedure
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.272
	0636
	2
	10.1.0
	Rel‑10
	Correction to Abnormal Service Reject Procedure
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100681
	23.272
	0641
	1
	9.5.0
	Rel‑9
	CSFB with Release with Redirection to UMTS and 'deferred SIB reading'
	approved
	F
	9.6.0
	TEI9
	S2

	SP-100681
	23.272
	0642
	-
	10.1.0
	Rel‑10
	CSFB with Release with Redirection to UMTS and 'deferred SIB reading'
	approved
	A
	10.2.0
	TEI9
	S2

	CP-100685
	23.333
	0048
	3
	9.0.0
	Rel‑10
	Support of ECN
	approved
	B
	10.0.0
	ECSRA_LAA-CN
	C4

	CP-100685
	23.334
	0008
	3
	9.3.0
	Rel‑10
	Support of ECN
	approved
	B
	10.0.0
	ECSRA_LAA-CN
	C4

	CP-100680
	23.335
	0006
	-
	9.2.0
	Rel‑9
	Provisioning FE correction
	approved
	F
	9.3.0
	UDC_CN
	C4

	CP-100680
	23.335
	0007
	1
	9.2.0
	Rel‑9
	Notifications triggered by a FE to its cluster
	approved
	F
	9.3.0
	UDC-CN
	C4

	CP-100680
	23.335
	0008
	1
	9.2.0
	Rel‑9
	Provisioning from self care systems
	approved
	F
	9.3.0
	UDC-CN
	C4

	SP-100688
	23.401
	1642
	4
	10.1.0
	Rel‑10
	MME overload control by throttling of DL low priority traffic
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100690
	23.401
	1729
	3
	10.1.0
	Rel‑10
	Clarification of Delete Session request information elements
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100685
	23.401
	1753
	1
	10.1.0
	Rel‑10
	LIPA L-GW clarification on static GW and VPLMN LIPA roaming
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100687
	23.401
	1760
	12
	10.1.0
	Rel‑10
	Correction and clarification of usage of low priority and MTC indicators
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100687
	23.401
	1761
	5
	10.1.0
	Rel‑10
	OTA configuration for MTC
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100687
	23.401
	1767
	3
	10.1.0
	Rel‑10
	Include session management back-off timer for priority users/emergency services during APN based congestion control
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100683
	23.401
	1770
	1
	10.1.0
	Rel‑10
	Alignment of Network Triggered Service Request procedure
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100690
	23.401
	1778
	1
	10.1.0
	Rel‑10
	Correction of HSS Initiated Subscribed QoS Modification
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100689
	23.401
	1779
	1
	10.1.0
	Rel‑10
	Correction of Reference
	approved
	D
	10.2.0
	TEI10
	S2

	SP-100679
	23.401
	1782
	-
	9.6.0
	Rel‑9
	Alignment of selective camping procedures with Stage 3
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100679
	23.401
	1783
	-
	10.1.0
	Rel‑10
	Alignment of selective camping procedures with Stage 3
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100692
	23.401
	1794
	1
	10.1.0
	Rel‑10
	Restricting IPv6 interface identifier generation to protect usage patterns
	revised
	F
	
	TEI10
	S2

	SP-100832
	23.401
	1794
	2
	10.1.0
	Rel‑10
	Restricting IPv6 interface identifier generation to protect usage patterns
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100687
	23.401
	1795
	7
	10.1.0
	Rel‑10
	Corrections and additions to the MTC specific ACB and RRC connection reject functions
	revised
	F
	
	NIMTC
	S2

	SP-100864
	23.401
	1795
	8
	10.1.0
	Rel‑10
	Corrections and additions to the MTC specific ACB and RRC connection reject functions
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100683
	23.401
	1806
	-
	10.1.0
	Rel‑10
	Correction of network triggered service request.
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100685
	23.401
	1808
	3
	10.1.0
	Rel‑10
	Trigger for providing LGW address
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100680
	23.401
	1812
	6
	9.6.0
	Rel‑9
	Handling of dedicated bearer related procedures during handover
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.401
	1813
	6
	10.1.0
	Rel‑10
	Handling of dedicated bearer related procedures during handover
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100672
	23.401
	1814
	3
	8.11.0
	Rel‑8
	Correction to the PDN GW initiated QoS update
	approved
	F
	8.12.0
	SAES
	S2

	SP-100672
	23.401
	1815
	1
	9.6.0
	Rel‑9
	Correction to the PDN GW initiated QoS update
	approved
	A
	9.7.0
	SAES
	S2

	SP-100680
	23.401
	1822
	3
	9.6.0
	Rel‑9
	Missed corrections for time zone reporting
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.401
	1823
	2
	10.1.0
	Rel‑10
	Missed corrections for time zone reporting
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100686
	23.401
	1824
	1
	10.1.0
	Rel‑10
	Deactivating direct path during S1 Release for LIPA
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100687
	23.401
	1831
	4
	10.1.0
	Rel‑10
	Clarifying the condition for a UE configured for MTC to perform Attach procedure
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100686
	23.401
	1838
	2
	10.1.0
	Rel‑10
	Addition of correlation identifier for LIPA in service request procedure
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100685
	23.401
	1851
	3
	10.1.0
	Rel‑10
	Efficient SIPTO GW re-selection
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100685
	23.401
	1853
	3
	10.1.0
	Rel‑10
	LIPA corrections in Service Request procedures
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100708
	23.401
	1859
	2
	10.1.0
	Rel‑10
	Clarification of the term UE configured for MTC
	rejected
	F
	
	NIMTC
	S2

	SP-100686
	23.401
	1862
	3
	10.1.0
	Rel‑10
	Optimised paging for Local IP Access
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100685
	23.401
	1863
	2
	10.1.0
	Rel‑10
	Clarification on Correlation ID
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100690
	23.401
	1865
	1
	10.1.0
	Rel‑10
	TAU Triggers correction
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100680
	23.401
	1866
	1
	9.6.0
	Rel‑9
	Correction on MME overload condition
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.401
	1867
	1
	10.1.0
	Rel‑10
	Correction on MME overload condition
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100683
	23.401
	1868
	1
	10.1.0
	Rel‑10
	Clarification on the use of ARP and EPS bearer ID in Downlink Data Notification
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100687
	23.401
	1871
	1
	10.1.0
	Rel‑10
	Clarifications of MTC overload protection overview
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100686
	23.401
	1886
	2
	10.1.0
	Rel‑10
	No S-GW impact for LIPA solution
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100686
	23.401
	1887
	-
	10.1.0
	Rel‑10
	Correction of NOTE placement.
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100685
	23.401
	1897
	1
	10.1.0
	Rel‑10
	LIPA PDN management
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100683
	23.401
	1907
	1
	10.1.0
	Rel‑10
	eMPS subscription data clarification
	revised
	F
	
	eMPS
	S2

	SP-100855
	23.401
	1907
	2
	10.1.0
	Rel‑10
	eMPS subscription data clarification
	approved
	F
	10.2.0
	eMPS
	S2

	SP-100685
	23.401
	1911
	5
	10.1.0
	Rel‑10
	Correction to LIPA deactivation
	approved
	F
	10.2.0
	LIPA_SIPTO
	S2

	SP-100710
	23.401
	1914
	5
	10.1.0
	Rel‑10
	APN based congestion control: Update Stage 2 text based on CT1's feedback
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100680
	23.401
	1920
	2
	9.6.0
	Rel‑9
	Update to TAU regarding selective camping
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.401
	1921
	1
	10.1.0
	Rel‑10
	Update to TAU regarding selective camping
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100689
	23.401
	1928
	1
	10.1.0
	Rel‑10
	Prefix Exclusion within the Prefix Delegation Procedure
	approved
	C
	10.2.0
	TEI10
	S2

	SP-100689
	23.401
	1936
	-
	10.1.0
	Rel‑10
	Clarification on MTU size
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100690
	23.401
	1937
	1
	10.1.0
	Rel‑10
	Core Network selection function
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100680
	23.401
	1938
	-
	9.6.0
	Rel‑9
	Restriction that an eNB serves a Single Time Zone
	approved
	F
	9.7.0
	TEI9
	S2

	SP-100680
	23.401
	1939
	-
	10.1.0
	Rel‑10
	Restriction that an eNB serves a Single Time Zone
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100789
	23.401
	1940
	-
	10.1.0
	Rel‑10
	Clarification of Iu Release in UTRAN to E-UTRAN Inter RAT handover
	revised
	F
	
	TEI10
	S2

	SP-100789
	23.401
	1940
	-
	10.1.0
	Rel‑10
	Clarification of Iu Release in UTRAN to E-UTRAN Inter RAT handover
	revised
	F
	
	TEI10
	S2

	SP-100790
	23.401
	1940
	1
	10.1.0
	Rel‑10
	Clarification of Iu Release in UTRAN to E-UTRAN Inter RAT handover
	approved
	F
	10.2.0
	TEI10
	S2

	SP-100684
	23.402
	0937
	2
	10.1.0
	Rel‑10
	UE behaviour when receiving ISRP from VPLMN and HPLMN
	approved
	F
	10.2.0
	IFOM; TEI10
	S2

	SP-100675
	23.402
	0938
	2
	9.6.0
	Rel‑9
	UE behaviour when receiving ISMP from VPLMN and HPLMN
	approved
	F
	9.7.0
	eANDSF
	S2

	SP-100688
	23.402
	0941
	2
	10.1.0
	Rel‑10
	Support for MTC for 3GPP Access with PMIP-based S5/S8
	approved
	F
	10.2.0
	NIMTC
	S2

	SP-100684
	23.402
	0944
	1
	10.1.0
	Rel‑10
	Correction on non-seamless WLAN offload procedure
	approved
	F
	10.2.0
	IFOM
	S2

	SP-100681
	23.402
	0950
	1
	10.1.0
	Rel‑10
	Correction in handovers between E-UTRAN and HRPD
	approved
	A
	10.2.0
	TEI9
	S2

	SP-100681
	23.402
	0961
	-
	9.6.0
	Rel‑9
	Correction in handovers between E-UTRAN and HRPD
	approved
	F
	9.7.0
	TEI9
	S2

	CP-100761
	24.008
	1589
	4
	10.0.0
	Rel‑10
	Correcting CJKV ideograph language ambiguity with the NITZ feature and UCS2
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100764
	24.008
	1592
	5
	10.0.0
	Rel‑10
	Keeping the GMM-REGISTERED and EMM-REGISTERED states synchronised
	postponed
	F
	
	TEI10
	C1

	CP-100748
	24.008
	1624
	1
	9.4.0
	Rel‑9
	Add  HNB name
	approved
	F
	9.5.0
	EHNB-CT1
	C1

	CP-100748
	24.008
	1625
	1
	10.0.0
	Rel‑10
	Add  HNB name
	approved
	A
	10.1.0
	EHNB-CT1
	C1

	CP-100760
	24.008
	1628
	1
	10.0.0
	Rel‑10
	Attach with IMSI
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100760
	24.008
	1629
	7
	10.0.0
	Rel‑10
	Extended Routing Area Update Timer
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100760
	24.008
	1630
	4
	10.0.0
	Rel‑10
	Rejection due to per APN congestion
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100760
	24.008
	1631
	3
	10.0.0
	Rel‑10
	Modified GMM Cause values for NIMTC
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100761
	24.008
	1632
	-
	10.0.0
	Rel‑10
	Authentication not accepted by the network
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100751
	24.008
	1633
	1
	9.4.0
	Rel‑9
	MS capability indication of VAMOS
	approved
	B
	9.5.0
	VAMOS
	C1

	CP-100751
	24.008
	1634
	1
	10.0.0
	Rel‑10
	MS capability indication of VAMOS
	approved
	B
	10.1.0
	VAMOS
	C1

	CP-100742
	24.008
	1635
	1
	10.0.0
	Rel‑10
	Correction of conditions for setting the CMST flag
	approved
	A
	10.1.0
	TEI9
	C1

	CP-100761
	24.008
	1638
	1
	10.0.0
	Rel‑10
	Deleting unnecessary trigger for initiating LAU procedure
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100753
	24.008
	1641
	4
	10.0.0
	Rel‑10
	PDN disconnection for LIPA
	approved
	B
	10.1.0
	LIPA
	C1

	CP-100742
	24.008
	1642
	1
	9.4.0
	Rel‑9
	Correction of conditions for setting the CMST flag
	approved
	F
	9.5.0
	TEI9
	C1

	CP-100767
	24.008
	1644
	4
	10.0.0
	Rel‑10
	Introduction of MOCN GERAN
	approved
	B
	10.1.0
	MOCN-GERAN
	C1

	CP-100742
	24.008
	1647
	1
	9.4.0
	Rel‑9
	DCDL for EFTA
	approved
	F
	9.5.0
	TEI9
	C1

	CP-100742
	24.008
	1648
	1
	10.0.0
	Rel‑10
	DCDL for EFTA
	approved
	A
	10.1.0
	TEI9
	C1

	CP-100761
	24.008
	1649
	1
	10.0.0
	Rel‑10
	Enhanced Multiplexing for a Single RLC Entity (EMSR)
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100747
	24.008
	1652
	1
	9.4.0
	Rel‑9
	Handling of equivalent PLMN list when attached for emergency bearer services only
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	24.008
	1653
	1
	10.0.0
	Rel‑10
	Handling of equivalent PLMN list when attached for emergency bearer services only
	approved
	A
	10.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100760
	24.008
	1655
	1
	10.0.0
	Rel‑10
	NMO I indicator for MTC
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100761
	24.008
	1657
	1
	10.0.0
	Rel‑10
	Correctin to the use of label "UMTS only" in various procedure.
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100736
	24.008
	1658
	1
	8.11.0
	Rel‑8
	Correction of normal stop conditions for eCall and other timers
	approved
	F
	8.12.0
	eData, TEI8
	C1

	CP-100736
	24.008
	1659
	1
	9.4.0
	Rel‑9
	Correction of normal stop conditions for eCall and other timers
	approved
	A
	9.5.0
	eData, TEI8
	C1

	CP-100736
	24.008
	1660
	1
	10.0.0
	Rel‑10
	Correction of normal stop conditions for eCall and other timers
	approved
	A
	10.1.0
	eData, TEI8
	C1

	CP-100761
	24.008
	1662
	1
	10.0.0
	Rel‑10
	Correction to the network intiated detach procedure with detach type "Re-attach required"
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100758
	24.008
	1669
	3
	10.0.0
	Rel‑10
	Cause value for terminating eMPS CS Fallback calls
	approved
	C
	10.1.0
	eMPS-CN
	C1

	CP-100760
	24.008
	1670
	4
	10.0.0
	Rel‑10
	RAU procedure when Low Priority indicator in MS changes
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100761
	24.008
	1672
	2
	10.0.0
	Rel‑10
	Explicit signalling of native vs mapped P-TMSI during RAU
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100760
	24.008
	1673
	2
	10.0.0
	Rel‑10
	Adding NAS signalling priority indication in Attach Request Message
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100754
	24.008
	1674
	-
	10.0.0
	Rel‑10
	IFOM support PCO definition
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100742
	24.008
	1677
	2
	9.4.0
	Rel‑9
	Correcting conditions for inclusion of "voice domain preference and UE's usage setting" IE in Attach and RAU.
	approved
	F
	9.5.0
	TEI9
	C1

	CP-100742
	24.008
	1678
	2
	10.0.0
	Rel‑10
	Correcting conditions for inclusion of "voice domain preference and UE's usage setting" IE in Attach and RAU.
	approved
	A
	10.1.0
	TEI9
	C1

	CP-100760
	24.008
	1681
	3
	10.0.0
	Rel‑10
	Clarifying the APN congestion control for EMC attached MS
	approved
	F
	10.1.0
	NIMTC
	C1

	CP-100747
	24.008
	1684
	1
	9.4.0
	Rel‑9
	Correction on GMM authentication failure for EMC services
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	24.008
	1685
	1
	10.0.0
	Rel‑10
	Correction on GMM authentication failure for EMC services
	approved
	A
	10.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100760
	24.008
	1686
	1
	10.0.0
	Rel‑10
	SM procedures for low priority
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100761
	24.008
	1690
	-
	10.0.0
	Rel‑10
	Correction of bearer capability length
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100722
	24.141
	0111
	-
	6.13.0
	Rel‑6
	IETF reference updates
	approved
	F
	6.14.0
	PRESNC
	C1

	CP-100722
	24.141
	0112
	-
	7.8.0
	Rel‑7
	IETF reference updates
	approved
	A
	7.9.0
	PRESNC
	C1

	CP-100722
	24.141
	0113
	-
	8.5.0
	Rel‑8
	IETF reference updates
	approved
	A
	8.6.0
	PRESNC
	C1

	CP-100722
	24.141
	0114
	-
	9.1.0
	Rel‑9
	IETF reference updates
	approved
	A
	9.2.0
	PRESNC
	C1

	CP-100842
	24.147
	0084
	2
	9.1.0
	Rel‑10
	Adding Mr' Interface in the Architecture when providing conference
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.147
	0084
	2
	9.1.0
	Rel‑10
	Adding Mr' Interface in the Architecture when providing conference
	reissued
	F
	
	TEI10
	C1

	CP-100864
	24.147
	0084
	2
	9.1.0
	Rel‑10
	Adding MrÆ Interface in the Architecture when providing conference
	approved
	F
	10.0.0
	TEI10
	C1

	CP-100750
	24.167
	0057
	2
	10.0.0
	Rel‑10
	MO for providing max-time and base-time registration parameters provision
	approved
	B
	10.1.0
	IMSProtoc3
	C1

	CP-100729
	24.182
	0062
	3
	9.5.0
	Rel‑9
	CAT GW Model for originating and terminating UEs with pre-conditions
	approved
	A
	9.6.0
	CAT-SS
	C1

	CP-100729
	24.182
	0063
	1
	8.5.0
	Rel‑8
	CAT GW Model for originating and terminating UEs with pre-conditions
	approved
	F
	8.6.0
	CAT-SS
	C1

	CP-100729
	24.182
	0064
	1
	10.0.0
	Rel‑10
	CAT GW Model for originating and terminting UEs with pre-conditions
	approved
	A
	10.1.0
	CAT-SS
	C1

	CP-100723
	24.229
	2357
	9
	7.21.0
	Rel‑7
	Prevent DDOS attack on PSAP
	approved
	F
	7.22.0
	EMC1
	C1

	CP-100728
	24.229
	3264
	1
	8.13.0
	Rel‑8
	Outbound reregistration at P-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3265
	1
	8.13.0
	Rel‑8
	Protected AKA registration at S-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3266
	1
	9.5.0
	Rel‑9
	Protected AKA registration at S-CSCF
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3267
	1
	10.1.0
	Rel‑10
	Protected AKA registration at S-CSCF
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3268
	1
	8.13.0
	Rel‑8
	Protected Digest registration at S-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3269
	1
	9.5.0
	Rel‑9
	Protected Digest registration at S-CSCF
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3270
	1
	10.1.0
	Rel‑10
	Protected Digest registration at S-CSCF
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3271
	2
	8.13.0
	Rel‑8
	Unprotected registration at S-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3272
	2
	9.5.0
	Rel‑9
	Unprotected registration at S-CSCF
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3273
	2
	10.1.0
	Rel‑10
	Unprotected registration at S-CSCF
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100750
	24.229
	3277
	-
	9.5.0
	Rel‑9
	Supported header field corrected
	approved
	F
	9.6.0
	IMSProtoc3
	C1

	CP-100750
	24.229
	3278
	-
	10.1.0
	Rel‑10
	Supported header field corrected
	approved
	A
	10.2.0
	IMSProtoc3
	C1

	CP-100728
	24.229
	3279
	1
	8.13.0
	Rel‑8
	Update reference
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3280
	1
	9.5.0
	Rel‑9
	Update reference
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3281
	1
	10.1.0
	Rel‑10
	Update reference
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100725
	24.229
	3282
	-
	7.21.0
	Rel‑7
	Correcting mixed references in IBCF
	approved
	F
	7.22.0
	IMSProtoc
	C1

	CP-100725
	24.229
	3283
	-
	8.13.0
	Rel‑8
	Correcting mixed references in IBCF
	approved
	A
	8.14.0
	IMSProtoc
	C1

	CP-100725
	24.229
	3284
	-
	9.5.0
	Rel‑9
	Correcting mixed references in IBCF
	approved
	A
	9.6.0
	IMSProtoc
	C1

	CP-100725
	24.229
	3285
	-
	10.1.0
	Rel‑10
	Correcting mixed references in IBCF
	approved
	A
	10.2.0
	IMSProtoc
	C1

	CP-100728
	24.229
	3286
	3
	8.13.0
	Rel‑8
	Conference and IBCF IMS_ALG and removal of an Editor's note.
	approved
	A
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3287
	3
	9.5.0
	Rel‑9
	Conference and IBCF IMS_ALG and removal of an Editor's note.
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3288
	3
	10.1.0
	Rel‑10
	Conference and IBCF IMS_ALG and removal of an Editor's note.
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100735
	24.229
	3289
	-
	8.13.0
	Rel‑8
	Correcting errors in S-CSCF restoration procedures
	approved
	F
	8.14.0
	IMS_RP
	C1

	CP-100735
	24.229
	3290
	-
	9.5.0
	Rel‑9
	Correcting errors in S-CSCF restoration procedures
	approved
	A
	9.6.0
	IMS_RP
	C1

	CP-100735
	24.229
	3291
	-
	10.1.0
	Rel‑10
	Correcting errors in S-CSCF restoration procedures
	approved
	A
	10.2.0
	IMS_RP
	C1

	CP-100728
	24.229
	3299
	1
	8.13.0
	Rel‑8
	Incorrect sequence of steps in 5.2.2.1
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3300
	1
	9.5.0
	Rel‑9
	Incorrect sequence of steps in 5.2.2.1
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3301
	1
	10.1.0
	Rel‑10
	Incorrect sequence of steps in 5.2.2.1
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100723
	24.229
	3302
	1
	8.13.0
	Rel‑8
	Emergency registration and normal registration
	approved
	F
	8.14.0
	EMC1, IMSProtoc2
	C1

	CP-100723
	24.229
	3303
	1
	9.5.0
	Rel‑9
	Emergency registration and normal registration
	approved
	A
	9.6.0
	EMC1, IMSProtoc2
	C1

	CP-100723
	24.229
	3304
	1
	10.1.0
	Rel‑10
	Emergency registration and normal registration
	approved
	A
	10.2.0
	EMC1, IMSProtoc2
	C1

	CP-100843
	24.229
	3305
	2
	10.1.0
	Rel‑10
	SRVCC enhancements - ATCF invocation
	approved
	B
	10.2.0
	eSRVCC
	C1

	CP-100765
	24.229
	3305
	2
	10.1.0
	Rel‑10
	SRVCC enhancements - ATCF invocation
	revised
	B
	
	eSRVCC
	C1

	CP-100738
	24.229
	3312
	1
	8.13.0
	Rel‑8
	Updating IMEI URN draft reference
	approved
	F
	8.14.0
	ICSRA
	C1

	CP-100738
	24.229
	3313
	1
	9.5.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	A
	9.6.0
	ICSRA
	C1

	CP-100738
	24.229
	3314
	1
	10.1.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.2.0
	ICSRA
	C1

	CP-100721
	24.229
	3315
	-
	6.24.0
	Rel‑6
	IETF reference updates
	approved
	F
	6.25.0
	IMS2
	C1

	CP-100721
	24.229
	3316
	-
	7.21.0
	Rel‑7
	IETF reference updates
	approved
	A
	7.22.0
	IMS2
	C1

	CP-100721
	24.229
	3317
	-
	8.13.0
	Rel‑8
	IETF reference updates
	approved
	A
	8.14.0
	IMS2
	C1

	CP-100721
	24.229
	3318
	-
	9.5.0
	Rel‑9
	IETF reference updates
	approved
	A
	9.6.0
	IMS2
	C1

	CP-100721
	24.229
	3319
	-
	10.1.0
	Rel‑10
	IETF reference updates
	approved
	A
	10.2.0
	IMS2
	C1

	CP-100722
	24.229
	3320
	-
	6.24.0
	Rel‑6
	IETF reference updates
	approved
	F
	6.25.0
	PRESNC
	C1

	CP-100722
	24.229
	3321
	-
	7.21.0
	Rel‑7
	IETF reference updates
	approved
	A
	7.22.0
	PRESNC
	C1

	CP-100722
	24.229
	3322
	-
	8.13.0
	Rel‑8
	IETF reference updates
	approved
	A
	8.14.0
	PRESNC
	C1

	CP-100722
	24.229
	3323
	-
	9.5.0
	Rel‑9
	IETF reference updates
	approved
	A
	9.6.0
	PRESNC
	C1

	CP-100722
	24.229
	3324
	-
	10.1.0
	Rel‑10
	IETF reference updates
	approved
	A
	10.2.0
	PRESNC
	C1

	CP-100726
	24.229
	3325
	-
	7.21.0
	Rel‑7
	IETF reference updates
	approved
	F
	7.22.0
	MTSI
	C1

	CP-100726
	24.229
	3326
	-
	8.13.0
	Rel‑8
	IETF reference updates
	approved
	A
	8.14.0
	MTSI
	C1

	CP-100726
	24.229
	3327
	-
	9.5.0
	Rel‑9
	IETF reference updates
	approved
	A
	9.6.0
	MTSI
	C1

	CP-100726
	24.229
	3328
	-
	10.1.0
	Rel‑10
	IETF reference updates
	approved
	A
	10.2.0
	MTSI
	C1

	CP-100728
	24.229
	3329
	2
	8.13.0
	Rel‑8
	IETF reference updates
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3330
	2
	9.5.0
	Rel‑9
	IETF reference updates
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3331
	2
	10.1.0
	Rel‑10
	IETF reference updates
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3332
	-
	8.13.0
	Rel‑8
	EN removal: Retry-After Header field value in 503 response
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3333
	-
	9.5.0
	Rel‑9
	EN removal: Retry-After Header field value in 503 response
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3334
	-
	10.1.0
	Rel‑10
	EN removal: Retry-After Header field value in 503 response
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3335
	1
	8.13.0
	Rel‑8
	EN removal: UE IP version support indication
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3336
	1
	9.5.0
	Rel‑9
	EN removal: UE IP version support indication
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3338
	-
	8.13.0
	Rel‑8
	EN removal: Network inserted codecs
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3339
	-
	9.5.0
	Rel‑9
	EN removal: Network inserted codecs
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3340
	-
	10.1.0
	Rel‑10
	EN removal: Network inserted codecs
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100723
	24.229
	3341
	1
	7.21.0
	Rel‑7
	Further modifications required to SIP 380 response to remove new requirements.
	approved
	F
	7.22.0
	EMC1
	C1

	CP-100723
	24.229
	3342
	1
	8.13.0
	Rel‑8
	Further modifications required to SIP 380 response to remove new requirements.
	approved
	A
	8.14.0
	EMC1
	C1

	CP-100723
	24.229
	3343
	1
	9.5.0
	Rel‑9
	Further modifications required to SIP 380 response to remove new requirements.
	approved
	A
	9.6.0
	EMC1
	C1

	CP-100723
	24.229
	3344
	1
	10.1.0
	Rel‑10
	Further modifications required to SIP 380 response to remove new requirements.
	approved
	A
	10.2.0
	EMC1
	C1

	CP-100762
	24.229
	3345
	4
	10.1.0
	Rel‑10
	Inclusion of IMEI in the sip.instance of the initial SIP-Register request
	reissued
	F
	
	TEI10
	C1

	CP-100864
	24.229
	3345
	4
	10.1.0
	Rel‑10
	Inclusion of IMEI in the sip.instance of the initial SIP-Register request
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100842
	24.229
	3345
	4
	10.1.0
	Rel‑10
	Inclusion of IMEI in the sip.instance of the initial SIP-Register request
	reissued
	F
	
	TEI10
	C1

	CP-100733
	24.229
	3346
	-
	8.13.0
	Rel‑8
	Handling of editor's note relating to private network traffic breakout and breakin
	approved
	F
	8.14.0
	IMS_Corp
	C1

	CP-100733
	24.229
	3347
	-
	9.5.0
	Rel‑9
	Handling of editor's note relating to private network traffic breakout and breakin
	approved
	A
	9.6.0
	IMS_Corp
	C1

	CP-100733
	24.229
	3348
	-
	10.1.0
	Rel‑10
	Handling of editor's note relating to private network traffic breakout and breakin
	approved
	A
	10.2.0
	IMS_Corp
	C1

	CP-100726
	24.229
	3351
	2
	7.21.0
	Rel‑7
	Inclusion of file transfer attributes
	approved
	F
	7.22.0
	MTSI
	C1

	CP-100726
	24.229
	3352
	2
	8.13.0
	Rel‑8
	Inclusion of file transfer attributes
	approved
	A
	8.14.0
	MTSI
	C1

	CP-100726
	24.229
	3353
	2
	9.5.0
	Rel‑9
	Inclusion of file transfer attributes
	approved
	A
	9.6.0
	MTSI
	C1

	CP-100726
	24.229
	3354
	2
	10.1.0
	Rel‑10
	Inclusion of file transfer attributes
	approved
	A
	10.2.0
	MTSI
	C1

	CP-100752
	24.229
	3355
	2
	10.1.0
	Rel‑10
	IBCF and 3xx responses
	approved
	F
	10.2.0
	IMSProtoc4
	C1

	CP-100752
	24.229
	3356
	-
	10.1.0
	Rel‑10
	Non E.164 Tel URI conversion failure
	approved
	F
	10.2.0
	IMSProtoc4
	C1

	CP-100752
	24.229
	3357
	2
	10.1.0
	Rel‑10
	max-time and base-time parameters provision
	approved
	B
	10.2.0
	IMSProtoc4
	C1

	CP-100752
	24.229
	3358
	-
	10.1.0
	Rel‑10
	reference correction
	approved
	F
	10.2.0
	IMSProtoc4
	C1

	CP-100728
	24.229
	3359
	1
	8.13.0
	Rel‑8
	AKA registration at S-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3360
	1
	9.5.0
	Rel‑9
	AKA registration at S-CSCF
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3361
	1
	10.1.0
	Rel‑10
	AKA registration at S-CSCF
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3362
	2
	8.13.0
	Rel‑8
	Autentication already performed
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3363
	2
	9.5.0
	Rel‑9
	Autentication already performed
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3364
	2
	10.1.0
	Rel‑10
	Autentication already performed
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3365
	1
	8.13.0
	Rel‑8
	Digest registration at S-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3366
	1
	9.5.0
	Rel‑9
	Digest registration at S-CSCF
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3367
	1
	10.1.0
	Rel‑10
	Digest registration at S-CSCF
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3368
	1
	8.13.0
	Rel‑8
	Bundle registration
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3369
	1
	9.5.0
	Rel‑9
	Bundle registration
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3370
	1
	10.1.0
	Rel‑10
	Bundle registration
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100720
	24.229
	3372
	1
	5.23.0
	Rel‑5
	Codec and DTMF correction
	revised
	F
	
	IMS-CCR
	C1

	CP-100875
	24.229
	3372
	2
	5.23.0
	Rel‑5
	Codec and DTMF correction
	approved
	F
	5.24.0
	IMS-CCR
	C1

	CP-100720
	24.229
	3373
	1
	6.24.0
	Rel‑6
	Codec and DTMF correction
	revised
	A
	
	IMS-CCR
	C1

	CP-100876
	24.229
	3373
	2
	6.24.0
	Rel‑6
	Codec and DTMF correction
	approved
	A
	6.25.0
	IMS-CCR
	C1

	CP-100720
	24.229
	3374
	1
	7.21.0
	Rel‑7
	Codec and DTMF correction
	revised
	A
	
	IMS-CCR
	C1

	CP-100877
	24.229
	3374
	2
	7.21.0
	Rel‑7
	Codec and DTMF correction
	approved
	A
	7.22.0
	IMS-CCR
	C1

	CP-100720
	24.229
	3375
	1
	8.13.0
	Rel‑8
	Codec and DTMF correction
	approved
	A
	8.14.0
	IMS-CCR
	C1

	CP-100720
	24.229
	3376
	1
	9.5.0
	Rel‑9
	Codec and DTMF correction
	approved
	A
	9.6.0
	IMS-CCR
	C1

	CP-100720
	24.229
	3377
	1
	10.1.0
	Rel‑10
	Codec and DTMF correction
	approved
	A
	10.2.0
	IMS-CCR
	C1

	CP-100728
	24.229
	3378
	-
	8.13.0
	Rel‑8
	Definition: multiple registrations
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3379
	-
	9.5.0
	Rel‑9
	Definition: multiple registrations
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3380
	-
	10.1.0
	Rel‑10
	Definition: multiple registrations
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3381
	-
	8.13.0
	Rel‑8
	Reference update: draft-ietf-sipcore-199
	revised
	F
	
	IMSProtoc2
	C1

	CP-100869
	24.229
	3381
	1
	8.13.0
	Rel‑8
	Reference update: draft-ietf-sipcore-199
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3382
	-
	9.5.0
	Rel‑9
	Reference update: draft-ietf-sipcore-199
	revised
	A
	
	IMSProtoc2
	C1

	CP-100870
	24.229
	3382
	1
	9.5.0
	Rel‑9
	Reference update: draft-ietf-sipcore-199
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3383
	-
	10.1.0
	Rel‑10
	Reference update: draft-ietf-sipcore-199
	revised
	A
	
	IMSProtoc2
	C1

	CP-100871
	24.229
	3383
	1
	10.1.0
	Rel‑10
	Reference update: draft-ietf-sipcore-199
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100724
	24.229
	3384
	-
	7.21.0
	Rel‑7
	Reference update: draft-ietf-sipcore-keep
	approved
	F
	7.22.0
	FBI
	C1

	CP-100724
	24.229
	3385
	-
	8.13.0
	Rel‑8
	Reference update: draft-ietf-sipcore-keep
	approved
	A
	8.14.0
	FBI
	C1

	CP-100724
	24.229
	3386
	-
	9.5.0
	Rel‑9
	Reference update: draft-ietf-sipcore-keep
	revised
	A
	
	FBI
	C1

	CP-100857
	24.229
	3386
	1
	9.5.0
	Rel‑9
	Reference update: draft-ietf-sipcore-keep
	approved
	A
	9.6.0
	FBI
	C1

	CP-100724
	24.229
	3387
	-
	10.1.0
	Rel‑10
	Reference update: draft-ietf-sipcore-keep
	approved
	A
	10.2.0
	FBI
	C1

	CP-100842
	24.229
	3388
	2
	10.1.0
	Rel‑10
	Modifications to priority handling in support of MPS
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.229
	3388
	2
	10.1.0
	Rel‑10
	Modifications to priority handling in support of MPS
	reissued
	F
	
	TEI10
	C1

	CP-100864
	24.229
	3388
	2
	10.1.0
	Rel‑10
	Modifications to priority handling in support of MPS
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100752
	24.229
	3389
	2
	10.1.0
	Rel‑10
	Updating the restoration procedure definition
	revised
	F
	
	IMSProtoc4
	C1

	CP-100885
	24.229
	3389
	3
	10.1.0
	Rel‑10
	Updating the restoration procedure definition
	approved
	F
	10.2.0
	IMSprotoc4
	C1

	CP-100752
	24.229
	3390
	3
	10.1.0
	Rel‑10
	Adding RFC 5318 to major capabilities tables
	approved
	F
	10.2.0
	IMSProtoc4
	C1

	CP-100728
	24.229
	3391
	1
	8.13.0
	Rel‑8
	Handling of the isfocus media feature tag in P-CSCF
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3392
	1
	9.5.0
	Rel‑9
	Handling of the isfocus media feature tag in P-CSCF
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3393
	1
	10.1.0
	Rel‑10
	Handling of the isfocus media feature tag in P-CSCF
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100752
	24.229
	3394
	-
	10.1.0
	Rel‑10
	Annex A, Table A.4, item 29+72 and Table A.4A, prerequisite
	approved
	F
	10.2.0
	IMSProtoc4
	C1

	CP-100728
	24.229
	3395
	1
	8.13.0
	Rel‑8
	"ob" parameter in case of no registration
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3396
	1
	9.5.0
	Rel‑9
	"ob" parameter in case of no registration
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3397
	1
	10.1.0
	Rel‑10
	"ob" parameter in case of no registration
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100723
	24.229
	3398
	1
	8.13.0
	Rel‑8
	Detecting valid emergency identifiers
	approved
	F
	8.14.0
	EMC1
	C1

	CP-100728
	24.229
	3399
	2
	8.13.0
	Rel‑8
	Addition of Target-Dialog header and capability in Annex A
	approved
	F
	8.14.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3400
	2
	9.5.0
	Rel‑9
	Addition of Target-Dialog header and capability in Annex A
	approved
	A
	9.6.0
	IMSProtoc2
	C1

	CP-100728
	24.229
	3401
	2
	10.1.0
	Rel‑10
	Addition of Target-Dialog header and capability in Annex A
	approved
	A
	10.2.0
	IMSProtoc2
	C1

	CP-100766
	24.229
	3405
	2
	10.1.0
	Rel‑10
	Alternative emergency session handling in non-roaming cases (P-CSCF)
	approved
	B
	10.2.0
	IESE
	C1

	CP-100766
	24.229
	3406
	2
	10.1.0
	Rel‑10
	Alternative emergency session handling in non-roaming cases (S-CSCF)
	approved
	B
	10.2.0
	IESE
	C1

	CP-100766
	24.229
	3407
	-
	10.1.0
	Rel‑10
	Alternative emergency session handling in non-roaming cases (E-CSCF)
	approved
	B
	10.2.0
	IESE
	C1

	CP-100749
	24.229
	3408
	-
	9.5.0
	Rel‑9
	Removal of erroneous passing on of IOI value to PSAP
	approved
	F
	9.6.0
	EMC2
	C1

	CP-100749
	24.229
	3409
	-
	10.1.0
	Rel‑10
	Removal of erroneous passing on of IOI value to PSAP
	approved
	A
	10.2.0
	EMC2
	C1

	CP-100766
	24.229
	3411
	-
	10.1.0
	Rel‑10
	Additions to E-CSCF functionality for IESE
	approved
	B
	10.2.0
	IESE
	C1

	CP-100766
	24.229
	3412
	-
	10.1.0
	Rel‑10
	IBCF detection and routeing of emergency call
	approved
	B
	10.2.0
	IESE
	C1

	CP-100864
	24.229
	3413
	3
	10.1.0
	Rel‑10
	Introduction to priority schemes in the IM CN subsystem
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100762
	24.229
	3413
	3
	10.1.0
	Rel‑10
	Introduction to priority schemes in the IM CN subsystem
	reissued
	F
	
	TEI10
	C1

	CP-100842
	24.229
	3413
	3
	10.1.0
	Rel‑10
	Introduction to priority schemes in the IM CN subsystem
	reissued
	F
	
	TEI10
	C1

	CP-100766
	24.229
	3414
	1
	10.1.0
	Rel‑10
	Addition to introductory clauses in support of IESE
	approved
	B
	10.2.0
	IESE
	C1

	CP-100725
	24.229
	3415
	1
	10.1.0
	Rel‑10
	Correction of the usage for type 3 IOI
	approved
	A
	10.2.0
	IMSProtoc
	C1

	CP-100752
	24.229
	3416
	1
	10.1.0
	Rel‑10
	Text corrections
	approved
	F
	10.2.0
	IMSProtoc4
	C1

	CP-100727
	24.229
	3417
	-
	7.21.0
	Rel‑7
	Update of IETF reference
	approved
	F
	7.22.0
	ServID
	C1

	CP-100727
	24.229
	3418
	-
	8.13.0
	Rel‑8
	Update of IETF reference
	approved
	A
	8.14.0
	ServID
	C1

	CP-100727
	24.229
	3419
	-
	9.5.0
	Rel‑9
	Update of IETF reference
	approved
	A
	9.6.0
	ServID
	C1

	CP-100727
	24.229
	3420
	-
	10.1.0
	Rel‑10
	Update of IETF reference
	approved
	A
	10.2.0
	ServID
	C1

	CP-100725
	24.229
	3421
	-
	7.21.0
	Rel‑7
	Correction of the usage for type 3 IOI
	approved
	F
	7.22.0
	IMSProtoc
	C1

	CP-100725
	24.229
	3422
	-
	8.13.0
	Rel‑8
	Correction of the usage for type 3 IOI
	approved
	A
	8.14.0
	IMSProtoc
	C1

	CP-100725
	24.229
	3423
	-
	9.5.0
	Rel‑9
	Correction of the usage for type 3 IOI
	approved
	A
	9.6.0
	IMSProtoc
	C1

	CP-100750
	24.229
	3424
	1
	9.5.0
	Rel‑9
	max-time and base-time parameters provision
	approved
	F
	9.6.0
	IMSProtoc3
	C1

	CP-100864
	24.229
	3425
	2
	10.1.0
	Rel‑10
	P-CSCF behaviour for insufficient bandwidth
	approved
	C
	10.2.0
	TEI10
	C1

	CP-100762
	24.229
	3425
	2
	10.1.0
	Rel‑10
	P-CSCF behaviour for insufficient bandwidth
	revised
	C
	
	TEI10
	C1

	CP-100842
	24.229
	3425
	2
	10.1.0
	Rel‑10
	P-CSCF behaviour for insufficient bandwidth
	reissued
	C
	
	TEI10
	C1

	CP-100741
	24.234
	0070
	2
	8.4.0
	Rel‑8
	Alignment with new 802.11u terminologies and functionality
	approved
	F
	8.5.0
	TEI8
	C1

	CP-100741
	24.234
	0071
	2
	9.1.0
	Rel‑9
	Alignment with new 802.11u terminologies and functionality
	approved
	A
	9.2.0
	TEI8
	C1

	CP-100741
	24.234
	0072
	2
	9.1.0
	Rel‑10
	Alignment with new 802.11u terminologies and functionality
	approved
	A
	10.0.0
	TEI8
	C1

	CP-100842
	24.237
	0304
	5
	10.0.0
	Rel‑10
	Flow for SRVCC in alerting state – terminating case
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0304
	5
	10.0.0
	Rel‑10
	Flow for SRVCC in alerting state – terminating case
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0304
	6
	10.0.0
	Rel‑10
	Flow for SRVCC in alerting state - terminating case
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100842
	24.237
	0305
	5
	10.0.0
	Rel‑10
	Flow for SRVCC in alerting state – originating case
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0305
	5
	10.0.0
	Rel‑10
	Flow for SRVCC in alerting state – originating case
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0305
	6
	10.0.0
	Rel‑10
	Flow for SRVCC in alerting state - originating case
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100842
	24.237
	0311
	8
	10.0.0
	Rel‑10
	Mid-call scenairos for incoming and outgoing call in alerting state
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0311
	8
	10.0.0
	Rel‑10
	Mid-call scenairos for incoming and outgoing call in alerting state
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0311
	9
	10.0.0
	Rel‑10
	Mid-call scenairos for incoming and outgoing call in alerting state
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100762
	24.237
	0325
	4
	10.0.0
	Rel‑10
	Call flow for transfering an incoming waiting call in alerting phase
	reissued
	B
	
	TEI10
	C1

	CP-100842
	24.237
	0325
	4
	10.0.0
	Rel‑10
	Call flow for transfering an incoming waiting call in alerting phase
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0325
	5
	10.0.0
	Rel‑10
	Call flow for transfering an incoming waiting call in alerting phase
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100737
	24.237
	0330
	6
	8.6.0
	Rel‑8
	Sessions transferred by SRVCC and by PS-CS access transfer
	rejected
	F
	
	IMS-Cont
	C1

	CP-100737
	24.237
	0331
	6
	9.4.0
	Rel‑9
	Sessions transferred by SRVCC and by PS-CS access transfer
	rejected
	A
	
	IMS-Cont
	C1

	CP-100746
	24.237
	0334
	1
	9.4.0
	Rel‑9
	Editor's note deleting for remote UE releases media on the controller UE
	approved
	F
	9.5.0
	IMS_SCC-SPI
	C1

	CP-100746
	24.237
	0335
	1
	10.0.0
	Rel‑10
	Editor's note deleting for remote UE releases media on the controller UE
	approved
	A
	10.1.0
	IMS_SCC-SPI
	C1

	CP-100765
	24.237
	0338
	3
	10.0.0
	Rel‑10
	Signalling flows for PS-CS access transfer when using ATCF enhancements and without media anchored
	reissued
	B
	
	eSRVCC
	C1

	CP-100843
	24.237
	0338
	3
	10.0.0
	Rel‑10
	Signalling flows for PS-CS access transfer when using ATCF enhancements and without media anchored
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100843
	24.237
	0339
	5
	10.0.0
	Rel‑10
	Signalling flows for PS-CS access transfer when using ATCF enhancements and media anchored
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100765
	24.237
	0339
	5
	10.0.0
	Rel‑10
	Signalling flows for PS-CS access transfer when using ATCF enhancements and media anchored
	reissued
	B
	
	eSRVCC
	C1

	CP-100842
	24.237
	0342
	2
	10.0.0
	Rel‑10
	Corrections of SC UE registaration
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0342
	2
	10.0.0
	Rel‑10
	Corrections of SC UE registaration
	reissued
	B
	
	TEI10
	C1

	CP-100864
	24.237
	0342
	2
	10.0.0
	Rel‑10
	Corrections of SC UE registaration
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100737
	24.237
	0343
	1
	8.6.0
	Rel‑8
	ICS UE prevented from Gm control adding when ICS is disabled
	approved
	F
	8.7.0
	IMS-Cont
	C1

	CP-100737
	24.237
	0344
	1
	9.4.0
	Rel‑9
	ICS UE prevented from Gm control adding when ICS is disabled
	approved
	A
	9.5.0
	IMS-Cont
	C1

	CP-100737
	24.237
	0345
	1
	10.0.0
	Rel‑10
	ICS UE prevented from Gm control adding when ICS is disabled
	approved
	A
	10.1.0
	IMS-Cont
	C1

	CP-100737
	24.237
	0346
	4
	10.0.0
	Rel‑10
	Sessions transferred by SRVCC and by PS-CS access transfer
	postponed
	A
	
	IMS-Cont
	C1

	CP-100765
	24.237
	0350
	4
	10.0.0
	Rel‑10
	SRVCC enhancements - registration flow
	reissued
	B
	
	eSRVCC
	C1

	CP-100843
	24.237
	0350
	4
	10.0.0
	Rel‑10
	SRVCC enhancements - registration flow
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100765
	24.237
	0351
	3
	10.0.0
	Rel‑10
	SRVCC enhancements - originating session set up flow
	reissued
	B
	
	eSRVCC
	C1

	CP-100843
	24.237
	0351
	3
	10.0.0
	Rel‑10
	SRVCC enhancements - originating session set up flow
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100765
	24.237
	0352
	2
	10.0.0
	Rel‑10
	SRVCC enhancements - ATCF invocation
	revised
	B
	
	eSRVCC
	C1

	CP-100843
	24.237
	0352
	3
	10.0.0
	Rel‑10
	SRVCC enhancements - ATCF invocation
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100843
	24.237
	0353
	3
	10.0.0
	Rel‑10
	SRVCC enhancements - ATCF registration procedures
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100765
	24.237
	0353
	3
	10.0.0
	Rel‑10
	SRVCC enhancements - ATCF registration procedures
	reissued
	B
	
	eSRVCC
	C1

	CP-100765
	24.237
	0354
	1
	10.0.0
	Rel‑10
	SRVCC enhancements - scope, definition, compliance
	reissued
	B
	
	eSRVCC
	C1

	CP-100843
	24.237
	0354
	1
	10.0.0
	Rel‑10
	SRVCC enhancements - scope, definition, compliance
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100746
	24.237
	0355
	1
	9.4.0
	Rel‑9
	SRVCC clarifications for SDP offer by the MSC.
	approved
	F
	9.5.0
	IMS_SCC-SPI
	C1

	CP-100746
	24.237
	0356
	1
	10.0.0
	Rel‑10
	SRVCC clarifications for SDP offer by the MSC.
	approved
	A
	10.1.0
	IMS_SCC-SPI
	C1

	CP-100864
	24.237
	0359
	-
	10.0.0
	Rel‑10
	Correction in SRVCC Emergency Flows.
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100762
	24.237
	0359
	-
	10.0.0
	Rel‑10
	Correction in SRVCC Emergency Flows.
	reissued
	F
	
	TEI10
	C1

	CP-100842
	24.237
	0359
	-
	10.0.0
	Rel‑10
	Correction in SRVCC Emergency Flows.
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.237
	0360
	2
	10.0.0
	Rel‑10
	Flows for SRVCC in alerting state – Race condition when answering in PS
	reissued
	B
	
	TEI10
	C1

	CP-100842
	24.237
	0360
	2
	10.0.0
	Rel‑10
	Flows for SRVCC in alerting state – Race condition when answering in PS
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0360
	3
	10.0.0
	Rel‑10
	Flows for SRVCC in alerting state - Race condition when answering in PS
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100762
	24.237
	0361
	5
	10.0.0
	Rel‑10
	PS-PS access transfer in early dialog state
	reissued
	B
	
	TEI10
	C1

	CP-100864
	24.237
	0361
	5
	10.0.0
	Rel‑10
	PS-PS access transfer in early dialog state
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100842
	24.237
	0361
	5
	10.0.0
	Rel‑10
	PS-PS access transfer in early dialog state
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0362
	1
	10.0.0
	Rel‑10
	SCC AS procedures for SRVCC alerting state
	reissued
	B
	
	TEI10
	C1

	CP-100842
	24.237
	0362
	1
	10.0.0
	Rel‑10
	SCC AS procedures for SRVCC alerting state
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0362
	2
	10.0.0
	Rel‑10
	SCC AS procedures for SRVCC alerting state
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100842
	24.237
	0364
	2
	10.0.0
	Rel‑10
	MSC server procedure for SRVCC in alerting
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0364
	2
	10.0.0
	Rel‑10
	MSC server procedure for SRVCC in alerting
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0364
	3
	10.0.0
	Rel‑10
	MSC server procedure for SRVCC in alerting
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100762
	24.237
	0365
	2
	10.0.0
	Rel‑10
	Definition of INFO package for SRVCC alerting
	reissued
	B
	
	TEI10
	C1

	CP-100842
	24.237
	0365
	2
	10.0.0
	Rel‑10
	Definition of INFO package for SRVCC alerting
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0365
	3
	10.0.0
	Rel‑10
	Definition of INFO package for SRVCC alerting
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100842
	24.237
	0367
	1
	10.0.0
	Rel‑10
	Further flow for SRVCC in alerting state race condition when answering in PS
	reissued
	B
	
	TEI10
	C1

	CP-100762
	24.237
	0367
	1
	10.0.0
	Rel‑10
	Further flow for SRVCC in alerting state race condition when answering in PS
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0367
	2
	10.0.0
	Rel‑10
	Further flow for SRVCC in alerting state race condition when answering in PS
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100762
	24.237
	0368
	1
	10.0.0
	Rel‑10
	UE and SCC AS procedures for abnormal cases of SRVCC when in Alerting Phase
	reissued
	B
	
	TEI10
	C1

	CP-100842
	24.237
	0368
	1
	10.0.0
	Rel‑10
	UE and SCC AS procedures for abnormal cases of SRVCC when in Alerting Phase
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0368
	2
	10.0.0
	Rel‑10
	UE and SCC AS procedures for abnormal cases of SRVCC when in Alerting Phase
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100762
	24.237
	0369
	1
	10.0.0
	Rel‑10
	UE procedures for SRVCC in Alerting Phase
	reissued
	B
	
	TEI10
	C1

	CP-100842
	24.237
	0369
	1
	10.0.0
	Rel‑10
	UE procedures for SRVCC in Alerting Phase
	reissued
	B
	
	TEI10
	C1

	CP-100863
	24.237
	0369
	2
	10.0.0
	Rel‑10
	SC UE procedures for SRVCC in Alerting Phase
	approved
	B
	10.1.0
	aSRVCC
	C1

	CP-100765
	24.237
	0372
	3
	10.0.0
	Rel‑10
	SCC AS procedure for PS to CS Access Transfer: SRVCC enhancements using ATCF
	reissued
	B
	
	eSRVCC
	C1

	CP-100843
	24.237
	0372
	3
	10.0.0
	Rel‑10
	SCC AS procedure for PS to CS Access Transfer: SRVCC enhancements using ATCF
	approved
	B
	10.1.0
	eSRVCC
	C1

	CP-100737
	24.237
	0373
	2
	8.6.0
	Rel‑8
	Correction of the SCC AS association procedure
	approved
	F
	8.7.0
	IMS-Cont
	C1

	CP-100737
	24.237
	0374
	2
	9.4.0
	Rel‑9
	Correction of the SCC AS association procedure
	approved
	A
	9.5.0
	IMS-Cont
	C1

	CP-100737
	24.237
	0375
	2
	10.0.0
	Rel‑10
	Correction of the SCC AS association procedure
	approved
	A
	10.1.0
	IMS-Cont
	C1

	CP-100726
	24.247
	0047
	-
	7.4.0
	Rel‑7
	IETF reference updates
	approved
	F
	7.5.0
	MTSI
	C1

	CP-100726
	24.247
	0048
	1
	7.4.0
	Rel‑7
	Inclusion of file transfer attributes
	approved
	F
	7.5.0
	MTSI
	C1

	CP-100726
	24.247
	0049
	1
	8.4.0
	Rel‑8
	Inclusion of file transfer attributes
	approved
	A
	8.5.0
	MTSI
	C1

	CP-100726
	24.247
	0050
	1
	9.1.0
	Rel‑9
	Inclusion of file transfer attributes
	approved
	A
	9.2.0
	MTSI
	C1

	CP-100741
	24.247
	0051
	1
	8.4.0
	Rel‑8
	Reference update: draft-ietf-simple-msrp-sessmatch & draft-ietf-simple-msrp-acm
	revised
	F
	
	TEI8
	C1

	CP-100873
	24.247
	0051
	2
	8.4.0
	Rel‑8
	Reference update: draft-ietf-simple-msrp-sessmatch & draft-ietf-simple-msrp-acm
	approved
	F
	8.5.0
	TEI8
	C1

	CP-100741
	24.247
	0052
	1
	9.1.0
	Rel‑9
	Reference update: draft-ietf-simple-msrp-sessmatch & draft-ietf-simple-msrp-acm
	revised
	A
	
	TEI8
	C1

	CP-100874
	24.247
	0052
	2
	9.1.0
	Rel‑9
	Reference update: draft-ietf-simple-msrp-sessmatch & draft-ietf-simple-msrp-acm
	approved
	A
	9.2.0
	TEI8
	C1

	CP-100748
	24.285
	0022
	3
	9.3.0
	Rel‑9
	Support for displaying only CSGs in the Operator CSG List
	approved
	F
	9.4.0
	EHNB-CT1
	C1

	CP-100748
	24.285
	0023
	3
	10.1.0
	Rel‑10
	Support for displaying only CSGs in the Operator CSG List
	approved
	A
	10.2.0
	EHNB-CT1
	C1

	CP-100864
	24.292
	0154
	1
	10.1.0
	Rel‑10
	MSC Server deregistration
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100762
	24.292
	0154
	1
	10.1.0
	Rel‑10
	MSC Server deregistration
	reissued
	F
	
	TEI10
	C1

	CP-100842
	24.292
	0154
	1
	10.1.0
	Rel‑10
	MSC Server deregistration
	reissued
	F
	
	TEI10
	C1

	CP-100745
	24.292
	0155
	2
	9.5.0
	Rel‑9
	In-dialog request targeted for SCC AS
	approved
	F
	9.6.0
	IMS_SCC-ICS
	C1

	CP-100745
	24.292
	0156
	2
	10.1.0
	Rel‑10
	In-dialog request targeted for SCC AS
	approved
	A
	10.2.0
	IMS_SCC-ICS
	C1

	CP-100762
	24.292
	0157
	1
	10.1.0
	Rel‑10
	Signaling flow correction
	reissued
	F
	
	TEI10
	C1

	CP-100864
	24.292
	0157
	1
	10.1.0
	Rel‑10
	Signaling flow correction
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100842
	24.292
	0157
	1
	10.1.0
	Rel‑10
	Signaling flow correction
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.292
	0159
	1
	10.1.0
	Rel‑10
	Adding missing clause 12.1.3
	reissued
	D
	
	TEI10
	C1

	CP-100842
	24.292
	0159
	1
	10.1.0
	Rel‑10
	Adding missing clause 12.1.3
	reissued
	D
	
	TEI10
	C1

	CP-100864
	24.292
	0159
	1
	10.1.0
	Rel‑10
	Adding missing clause 12.1.3
	approved
	D
	10.2.0
	TEI10
	C1

	CP-100842
	24.292
	0162
	1
	10.1.0
	Rel‑10
	Error in specification of T-ADS procedures.
	reissued
	B
	
	TEI10
	C1

	CP-100864
	24.292
	0162
	1
	10.1.0
	Rel‑10
	Error in specification of T-ADS procedures.
	approved
	B
	10.2.0
	TEI10
	C1

	CP-100762
	24.292
	0162
	1
	10.1.0
	Rel‑10
	Error in specification of T-ADS procedures.
	reissued
	B
	
	TEI10
	C1

	CP-100864
	24.292
	0166
	3
	10.1.0
	Rel‑10
	Addition for session termination retry over alternate PS access
	approved
	C
	10.2.0
	TEI10
	C1

	CP-100762
	24.292
	0166
	3
	10.1.0
	Rel‑10
	Addition for session termination retry over alternate PS access
	reissued
	C
	
	TEI10
	C1

	CP-100842
	24.292
	0166
	3
	10.1.0
	Rel‑10
	Addition for session termination retry over alternate PS access
	reissued
	C
	
	TEI10
	C1

	CP-100738
	24.292
	0167
	2
	8.7.0
	Rel‑8
	Clarification of the Hold/Resume procedure
	approved
	F
	8.8.0
	ICSRA
	C1

	CP-100738
	24.292
	0168
	2
	9.5.0
	Rel‑9
	Clarification of the Hold/Resume procedure
	approved
	A
	9.6.0
	ICSRA
	C1

	CP-100738
	24.292
	0169
	2
	10.1.0
	Rel‑10
	Clarification of the Hold/Resume procedure
	approved
	A
	10.2.0
	ICSRA
	C1

	CP-100745
	24.292
	0170
	-
	9.5.0
	Rel‑9
	Clarification of the PSI DN usage
	approved
	F
	9.6.0
	IMS_SCC-ICS
	C1

	CP-100745
	24.292
	0171
	-
	10.1.0
	Rel‑10
	Clarification of the PSI DN usage
	approved
	A
	10.2.0
	IMS_SCC-ICS
	C1

	CP-100738
	24.292
	0172
	-
	8.7.0
	Rel‑8
	Correction for the reregistration procedure
	approved
	F
	8.8.0
	ICSRA
	C1

	CP-100738
	24.292
	0173
	-
	9.5.0
	Rel‑9
	Correction for the reregistration procedure
	approved
	A
	9.6.0
	ICSRA
	C1

	CP-100738
	24.292
	0174
	-
	10.1.0
	Rel‑10
	Correction for the reregistration procedure
	approved
	A
	10.2.0
	ICSRA
	C1

	CP-100743
	24.294
	0088
	-
	9.3.0
	Rel‑9
	Remote leg release
	approved
	F
	9.4.0
	IMS_SCC-ICS_I1
	C1

	CP-100761
	24.301
	0833
	10
	10.0.0
	Rel‑10
	Alignment with the latest SA1 specification regarding access control for CSFB
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100760
	24.301
	0877
	1
	10.0.0
	Rel‑10
	Attach with IMSI
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100760
	24.301
	0878
	5
	10.0.0
	Rel‑10
	Extended Tracking Area Update Timer
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100760
	24.301
	0879
	4
	10.0.0
	Rel‑10
	Rejection due to per APN congestion
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100760
	24.301
	0880
	1
	10.0.0
	Rel‑10
	Modified EMM Cause values for NIMTC
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100761
	24.301
	0881
	-
	10.0.0
	Rel‑10
	Correction of description of EMM state machine
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0882
	-
	10.0.0
	Rel‑10
	Correction of network initiated detach procedure
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0883
	1
	10.0.0
	Rel‑10
	Correction of local EPS bearer context deactivation
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100753
	24.301
	0886
	4
	10.0.0
	Rel‑10
	PDN disconnection for LIPA
	approved
	B
	10.1.0
	LIPA
	C1

	CP-100761
	24.301
	0888
	-
	10.0.0
	Rel‑10
	Abnormal case for Service Request
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100758
	24.301
	0889
	2
	10.0.0
	Rel‑10
	Paging priority indication for MPS service
	approved
	B
	10.1.0
	eMPS-CN
	C1

	CP-100761
	24.301
	0896
	1
	10.0.0
	Rel‑10
	CS paging with IMSI
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100747
	24.301
	0897
	1
	9.4.0
	Rel‑9
	Deleting equivalent PLMNs list in EMC case
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	24.301
	0898
	1
	10.0.0
	Rel‑10
	Deleting equivalent PLMNs list in EMC case
	approved
	A
	10.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100761
	24.301
	0901
	1
	10.0.0
	Rel‑10
	Lower layer failure handling during network initiated detach procedure
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0905
	1
	10.0.0
	Rel‑10
	Moving GMM to detached state at reception of EMM cause #40
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0908
	5
	10.0.0
	Rel‑10
	Adding e1xCSFB support for dual Rx/Tx UE and corrections to unhandled T3417 when 1x call is rejected by 1x network
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0912
	1
	10.0.0
	Rel‑10
	Correction of T3442 behaviour for SERVICE REJECT with cause #39
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0920
	1
	10.0.0
	Rel‑10
	Correction to QoS mapping at IRAT change
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0927
	1
	10.0.0
	Rel‑10
	UE substate selection
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100760
	24.301
	0928
	4
	10.0.0
	Rel‑10
	TAU procedure when Low Priority indicator in UE changes
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100740
	24.301
	0929
	1
	8.7.0
	Rel‑8
	ISR deactivation before TAU when UE moves from PMM-CONNECTED to E-UTRAN
	approved
	F
	8.8.0
	SAES, SAES-CSFB
	C1

	CP-100740
	24.301
	0930
	1
	9.4.0
	Rel‑9
	ISR deactivation before TAU when UE moves from PMM-CONNECTED to E-UTRAN
	approved
	A
	9.5.0
	SAES, SAES-CSFB
	C1

	CP-100740
	24.301
	0931
	1
	10.0.0
	Rel‑10
	ISR deactivation before TAU when UE moves from PMM-CONNECTED to E-UTRAN
	approved
	A
	10.1.0
	SAES, SAES-CSFB
	C1

	CP-100761
	24.301
	0933
	2
	10.0.0
	Rel‑10
	Explicit signalling of native vs mapped GUTI during TAU
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0934
	-
	10.0.0
	Rel‑10
	Removal of 2G SIM UE in E-UTRAN
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100742
	24.301
	0935
	1
	9.4.0
	Rel‑9
	Correction in the use of cause value #2 in detach collision cases
	approved
	F
	9.5.0
	TEI9
	C1

	CP-100742
	24.301
	0936
	1
	10.0.0
	Rel‑10
	Correction in the use of cause value #2 in detach collision cases
	approved
	A
	10.1.0
	TEI9
	C1

	CP-100760
	24.301
	0937
	1
	10.0.0
	Rel‑10
	Adding NAS signalling priority Indication in Attach Request Message
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100761
	24.301
	0939
	3
	10.0.0
	Rel‑10
	Clarification about abnormal cases on the network side for Service Request
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100761
	24.301
	0940
	2
	10.0.0
	Rel‑10
	CSFB response for page received in EMM-IDLE for 1xCSFB
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100760
	24.301
	0945
	2
	10.0.0
	Rel‑10
	Clarifying the APN congestion control for EMC attached UE
	approved
	F
	10.1.0
	NIMTC
	C1

	CP-100747
	24.301
	0948
	1
	9.4.0
	Rel‑9
	Correction on EMM authentication failure for EMC services
	approved
	F
	9.5.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	24.301
	0949
	1
	10.0.0
	Rel‑10
	Correction on EMM authentication failure for EMC services
	approved
	A
	10.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100760
	24.301
	0950
	1
	10.0.0
	Rel‑10
	SM procedures for low priority
	approved
	B
	10.1.0
	NIMTC
	C1

	CP-100754
	24.302
	0134
	4
	10.1.0
	Rel‑10
	Local operating environment for IFOM
	approved
	B
	10.2.0
	IFOM-CT
	C1

	CP-100754
	24.302
	0135
	1
	10.1.0
	Rel‑10
	Introduction of Non-Seamless WLAN Offload
	approved
	B
	10.2.0
	IFOM-CT
	C1

	CP-100755
	24.302
	0136
	2
	10.1.0
	Rel‑10
	Remove PMIP qualifier for S2b interface
	approved
	B
	10.2.0
	SMOG-St3
	C1

	CP-100754
	24.303
	0069
	2
	10.0.0
	Rel‑10
	IFOM Attach to additional access procedure
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0070
	2
	10.0.0
	Rel‑10
	IFOM flow mobility procedure
	approved
	C
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0071
	1
	10.0.0
	Rel‑10
	IFOM Remove a link - general
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0075
	3
	10.0.0
	Rel‑10
	Additional message format for IP flow mobility
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0077
	1
	10.0.0
	Rel‑10
	Clarification on Dual Stack Mobile IPv6 re-registration
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0078
	3
	10.0.0
	Rel‑10
	Network-initiated detach in multiple Care-of addresses use case
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100763
	24.303
	0079
	1
	10.0.0
	Rel‑10
	Delegated Prefix in HA
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100763
	24.303
	0080
	1
	10.0.0
	Rel‑10
	UE behavior of DHCPv6 prefix delegation
	approved
	B
	10.1.0
	TEI10
	C1

	CP-100754
	24.303
	0082
	2
	10.0.0
	Rel‑10
	Clarification on IFOM capability
	approved
	F
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0083
	1
	10.0.0
	Rel‑10
	Corrections and clarifications on IFOM procedures
	approved
	F
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0084
	5
	10.0.0
	Rel‑10
	Access removal from PDN connection - home link case
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100763
	24.303
	0087
	-
	10.0.0
	Rel‑10
	Assigned HNP in the BA message
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100754
	24.303
	0088
	1
	10.0.0
	Rel‑10
	IFOM Capability Discovery
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.303
	0089
	2
	10.0.0
	Rel‑10
	Error conditions for IFOM
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100754
	24.312
	0046
	1
	10.0.0
	Rel‑10
	Definition and extension of ISRP
	approved
	B
	10.1.0
	IFOM-CT
	C1

	CP-100739
	24.327
	0029
	1
	9.2.0
	Rel‑10
	Correcting the Deployment cases, Annex C
	approved
	F
	10.0.0
	IWLAN_Mob
	C1

	CP-100754
	24.327
	0030
	1
	9.2.0
	Rel‑10
	Attach to an additional system, General clause
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0031
	1
	9.2.0
	Rel‑10
	Attach to an additional system, UE procedures
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0032
	1
	9.2.0
	Rel‑10
	Attach to an additional system, HA procedures
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0033
	1
	9.2.0
	Rel‑10
	Inter-system flow mobility
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0034
	1
	9.2.0
	Rel‑10
	UE-initiated removal of a system from a PDN connection, General clause
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0035
	1
	9.2.0
	Rel‑10
	UE-initiated removal of a system from a PDN connection, UE procedures
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0036
	1
	9.2.0
	Rel‑10
	UE-initiated removal of a system from a PDN connection, HA procedures
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100754
	24.327
	0037
	1
	9.2.0
	Rel‑10
	Network-initiated removal of a system from a PDN connection
	approved
	B
	10.0.0
	IFOM-CT
	C1

	CP-100741
	24.341
	0033
	9
	8.4.0
	Rel‑8
	Obtaining the PSI of the SC
	approved
	F
	8.5.0
	TEI8
	C1

	CP-100741
	24.341
	0034
	8
	9.1.0
	Rel‑9
	Obtaining the PSI of the SC
	approved
	A
	9.2.0
	TEI8
	C1

	CP-100722
	24.430
	0003
	-
	8.0.0
	Rel‑8
	IETF reference updates
	approved
	F
	8.1.0
	PRESNC, MAINT_R2
	C1

	CP-100730
	24.503
	0087
	2
	8.8.0
	Rel‑8
	Detecting valid emergency identifiers
	approved
	F
	8.9.0
	EMC1, MAINT_R2
	C1

	CP-100722
	24.503
	0088
	1
	8.8.0
	Rel‑8
	IETF reference updates
	approved
	F
	8.9.0
	PRESNC, MAINT_R2
	C1

	CP-100730
	24.504
	0030
	3
	8.9.0
	Rel‑8
	Corrections to CDIV interworking
	approved
	F
	8.10.0
	MAINT_R2
	C1

	CP-100842
	24.604
	0050
	1
	9.5.0
	Rel‑10
	Correcting CDIV errors
	reissued
	C
	
	TEI10
	C1

	CP-100864
	24.604
	0050
	1
	9.5.0
	Rel‑10
	Correcting CDIV errors
	approved
	C
	10.0.0
	TEI10
	C1

	CP-100762
	24.604
	0050
	1
	9.5.0
	Rel‑10
	Correcting CDIV errors
	reissued
	C
	
	TEI10
	C1

	CP-100864
	24.604
	0051
	-
	9.5.0
	Rel‑10
	Correcting interaction CDIV-ECT
	approved
	F
	10.0.0
	TEI10
	C1

	CP-100842
	24.604
	0051
	-
	9.5.0
	Rel‑10
	Correcting interaction CDIV - ECT
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.604
	0051
	-
	9.5.0
	Rel‑10
	Correcting interaction CDIV - ECT
	reissued
	F
	
	TEI10
	C1

	CP-100842
	24.605
	0010
	-
	9.1.0
	Rel‑10
	CONF 3pcc clean-up
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.605
	0010
	-
	9.1.0
	Rel‑10
	CONF 3pcc clean-up
	reissued
	F
	
	TEI10
	C1

	CP-100864
	24.605
	0010
	-
	9.1.0
	Rel‑10
	CONF clean-up of 3pcc procedures
	approved
	F
	10.0.0
	TEI10
	C1

	CP-100864
	24.608
	0013
	-
	9.1.0
	Rel‑10
	Remove AS addition of from-change
	approved
	C
	10.0.0
	TEI10
	C1

	CP-100762
	24.608
	0013
	-
	9.1.0
	Rel‑10
	Remove AS addition of from-change
	reissued
	C
	
	TEI10
	C1

	CP-100842
	24.608
	0013
	-
	9.1.0
	Rel‑10
	Remove AS addition of from-change
	reissued
	C
	
	TEI10
	C1

	CP-100732
	24.615
	0025
	2
	8.3.0
	Rel‑8
	Correcting procedures for Call Waiting
	approved
	F
	8.4.0
	CW_IMS
	C1

	CP-100732
	24.615
	0026
	2
	9.2.0
	Rel‑9
	Correcting procedures for Call Waiting
	approved
	A
	9.3.0
	CW_IMS
	C1

	CP-100842
	24.615
	0027
	1
	9.2.0
	Rel‑10
	CW insufficient bandwidth procedures
	reissued
	C
	
	TEI10
	C1

	CP-100864
	24.615
	0027
	1
	9.2.0
	Rel‑10
	CW insufficient bandwidth procedures
	approved
	C
	10.0.0
	TEI10
	C1

	CP-100762
	24.615
	0027
	1
	9.2.0
	Rel‑10
	CW insufficient bandwidth procedures
	reissued
	C
	
	TEI10
	C1

	CP-100842
	24.628
	0014
	1
	10.0.0
	Rel‑10
	Correcting callflow and procedure for providing announcement to called party
	reissued
	F
	
	TEI10
	C1

	CP-100762
	24.628
	0014
	1
	10.0.0
	Rel‑10
	Correcting callflow and procedure for providing announcement to called party
	reissued
	F
	
	TEI10
	C1

	CP-100864
	24.628
	0014
	2
	10.0.0
	Rel‑10
	Correcting callflow and procedure for providing announcement to called party
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100864
	24.628
	0015
	-
	10.0.0
	Rel‑10
	Correction on providing annoucement to the terminating user to the immediate established session
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100762
	24.628
	0015
	-
	10.0.0
	Rel‑10
	Correction on providing announcement to the terminating user to the immediate established session
	reissued
	F
	
	TEI10
	C1

	CP-100842
	24.628
	0015
	-
	10.0.0
	Rel‑10
	Correction on providing announcement to the terminating user to the immediate established session
	reissued
	F
	
	TEI10
	C1

	CP-100734
	24.628
	0016
	-
	8.2.0
	Rel‑8
	Reference update: draft-ietf-sipcore-199
	revised
	F
	
	REDOC_TIS-C1
	C1

	CP-100872
	24.628
	0016
	1
	8.2.0
	Rel‑8
	Reference update: draft-ietf-sipcore-199
	approved
	F
	8.3.0
	REDOC_TIS-C1
	C1

	CP-100734
	24.628
	0017
	-
	9.1.0
	Rel‑9
	Reference update: draft-ietf-sipcore-199
	revised
	A
	
	REDOC_TIS-C1
	C1

	CP-100872
	24.628
	0017
	1
	9.1.0
	Rel‑9
	Reference update: draft-ietf-sipcore-199
	approved
	A
	9.2.0
	REDOC_TIS-C1
	C1

	CP-100734
	24.628
	0018
	-
	10.0.0
	Rel‑10
	Reference update: draft-ietf-sipcore-199
	revised
	A
	
	REDOC_TIS-C1
	C1

	CP-100872
	24.628
	0018
	1
	10.0.0
	Rel‑10
	Reference update: draft-ietf-sipcore-199
	approved
	A
	10.1.0
	REDOC_TIS-C1
	C1

	CP-100731
	24.642
	0051
	1
	10.1.0
	Rel‑10
	Where to send CC revocation request
	approved
	A
	10.2.0
	CCBS_CCNR
	C1

	CP-100731
	24.642
	0052
	-
	8.6.0
	Rel‑8
	Where to send CC revocation request
	approved
	F
	8.7.0
	CCBS_CCNR
	C1

	CP-100731
	24.642
	0053
	-
	9.4.0
	Rel‑9
	Where to send CC revocation request
	approved
	A
	9.5.0
	CCBS_CCNR
	C1

	CP-100756
	24.647
	0017
	2
	10.0.0
	Rel‑10
	Addition of Charge Advice Information (CAI)
	approved
	C
	10.1.0
	eAOC
	C1

	RP-101353
	25.101
	0733
	2
	9.5.0
	Rel‑10
	Introduction of frequency bands for 4C-HSDPA
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101353
	25.101
	0737
	1
	9.5.0
	Rel‑10
	25.101 CR introduction of Rx core requirements for 4C-HSDPA
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101339
	25.101
	0741
	1
	8.12.0
	Rel‑8
	Correction to Downlink Physical Channels in DC-HSDPA Tests
	approved
	F
	8.13.0
	RANimp-DCHSDPA
	R4

	RP-101339
	25.101
	0742
	1
	9.5.0
	Rel‑9
	Correction to Downlink Physical Channels in DC-HSDPA Tests
	approved
	A
	9.6.0
	RANimp-DCHSDPA
	R4

	RP-101334
	25.101
	0744
	-
	8.12.0
	Rel‑8
	Correction to Band XII frequency range
	approved
	F
	8.13.0
	TEI8
	R4

	RP-101334
	25.101
	0745
	-
	9.5.0
	Rel‑9
	Correction to Band XII frequency range
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101348
	25.101
	0747
	2
	9.5.0
	Rel‑9
	Clarification on carrier spacing for DC-HSDPA with MIMO
	approved
	F
	9.6.0
	RANimp-DC_MIMO
	R4

	RP-101361
	25.101
	0748
	-
	9.5.0
	Rel‑10
	Protection of E-UTRA Band 24
	approved
	B
	10.0.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101353
	25.101
	0750
	1
	9.5.0
	Rel‑10
	25.101 CR Introduction of Tx Core Requirements for DB-DC-HSDPA and dual band 4C-HSDPA with bands II/IV combination
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101348
	25.101
	0751
	1
	9.5.0
	Rel‑9
	Correction to core requirements for DB-DC-HSDPA with bands II/IV combination
	approved
	F
	9.6.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-101354
	25.102
	0333
	-
	9.2.0
	Rel‑10
	Add the type 1 receiver definition for 1.28Mcps TDD UE with 2 antennas
	postponed
	B
	
	2ant_UE_LCR_TDD-Perf
	R4

	RP-101354
	25.102
	0334
	-
	9.2.0
	Rel‑10
	Add the Performace requirement for type 1 UE with receiver diversity
	postponed
	B
	
	2ant_UE_LCR_TDD-Perf
	R4

	RP-101339
	25.102
	0335
	1
	8.8.0
	Rel‑8
	Modification of transport block size to DL reference measurement channel for IMB MBSFN only UEs
	approved
	F
	8.9.0
	MBSFN-DOB
	R4

	RP-101339
	25.102
	0336
	1
	9.2.0
	Rel‑9
	Modification of transport block size to DL reference measurement channel for IMB MBSFN only UEs
	approved
	A
	9.3.0
	MBSFN-DOB
	R4

	RP-101339
	25.102
	0337
	1
	8.8.0
	Rel‑8
	Modification of transport block size to performance requirements for demodulation of IMB MBSFN MTCH
	approved
	F
	8.9.0
	MBSFN-DOB
	R4

	RP-101339
	25.102
	0338
	1
	9.2.0
	Rel‑9
	Modification of transport block size to performance requirements for demodulation of IMB MBSFN MTCH
	approved
	A
	9.3.0
	MBSFN-DOB
	R4

	RP-101339
	25.102
	0339
	1
	8.8.0
	Rel‑8
	Correcting the data rate naming of performance requirements for demodulation of IMB MBSFN MCCH
	approved
	F
	8.9.0
	MBSFN-DOB
	R4

	RP-101339
	25.102
	0340
	1
	9.2.0
	Rel‑9
	Correcting the data rate naming of performance requirements for demodulation of IMB MBSFN MCCH
	approved
	A
	9.3.0
	MBSFN-DOB
	R4

	RP-101351
	25.102
	0341
	2
	9.2.0
	Rel‑10
	Introduction of UE requirements for 1.28Mcps TDD MC-HSUPA
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R4

	RP-101326
	25.102
	0342
	-
	7.18.0
	Rel‑7
	Introduction of new constant BLER test cases
	approved
	F
	7.19.0
	TEI7
	R4

	RP-101326
	25.102
	0343
	-
	8.8.0
	Rel‑8
	Introduction of new constant BLER test cases
	approved
	A
	8.9.0
	TEI7
	R4

	RP-101326
	25.102
	0344
	-
	9.2.0
	Rel‑9
	Introduction of new constant BLER test cases
	approved
	A
	9.3.0
	TEI7
	R4

	RP-101353
	25.104
	0378
	2
	9.5.0
	Rel‑10
	Introduction of frequency bands for 4C-HSDPA
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101361
	25.104
	0379
	-
	9.5.0
	Rel‑10
	Protection of E-UTRA Band 24
	approved
	B
	10.0.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101353
	25.104
	0382
	1
	9.5.0
	Rel‑10
	Revision of Time Alignment Error requirement
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101334
	25.104
	0384
	1
	8.11.0
	Rel‑8
	Band XII channel arrangement correction on 25.104
	approved
	F
	8.12.0
	TEI8
	R4

	RP-101334
	25.104
	0385
	1
	9.5.0
	Rel‑9
	Band XII channel arrangement correction on 25.104
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101340
	25.104
	0386
	-
	8.11.0
	Rel‑8
	Time Alignment Error requirement
	approved
	F
	8.12.0
	TEI8
	R4

	RP-101351
	25.105
	0277
	1
	10.0.0
	Rel‑10
	Introduction of the BS requirements for 1.28Mcps TDD MC-HSUPA
	approved
	B
	10.1.0
	TDD_MC_HSUPA
	R4

	RP-101347
	25.106
	0068
	-
	9.1.0
	Rel‑9
	Remove test settings for unwanted emissions from core spec
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101347
	25.106
	0069
	-
	9.1.0
	Rel‑9
	Corrections to  the symbols and abbreviations clause related to DTT requirement
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101347
	25.106
	0070
	-
	9.1.0
	Rel‑9
	Co-existence with services in adjacent frequency bands
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101336
	25.106
	0071
	-
	8.4.0
	Rel‑8
	Protection of cdma and E-UTRA bands
	approved
	F
	8.5.0
	TEI8
	R4

	RP-101336
	25.106
	0072
	-
	9.1.0
	Rel‑9
	Protection of cdma and E-UTRA bands
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101337
	25.106
	0073
	-
	8.4.0
	Rel‑8
	Removal of brackets
	approved
	F
	8.5.0
	TEI8
	R4

	RP-101337
	25.106
	0074
	-
	9.1.0
	Rel‑9
	Removal of brackets
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101338
	25.113
	0049
	-
	8.5.0
	Rel‑8
	Correction due to the introduction of the definition of pass band
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101338
	25.113
	0050
	-
	9.3.0
	Rel‑9
	Correction due to the introduction of the definition of pass band
	approved
	A
	9.4.0
	TEI8
	R4

	RP-101334
	25.113
	0051
	-
	8.5.0
	Rel‑8
	Band XII channel arrangement correction on 25.113
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101334
	25.113
	0052
	-
	9.3.0
	Rel‑9
	Band XII channel arrangement correction on 25.113
	approved
	A
	9.4.0
	TEI8
	R4

	RP-101357
	25.113
	0053
	-
	9.3.0
	Rel‑10
	Add Expanded 1900MHz band in 25.113
	postponed
	B
	
	E1900-Core
	R4

	RP-101351
	25.123
	0484
	-
	9.3.0
	Rel‑10
	Introduction of RRM requirements for 1.28Mcps TDD MC-HSUPA
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R4

	RP-101353
	25.133
	1070
	1
	9.5.0
	Rel‑10
	25.133 CR introduction of UE RRM requirements for 4C-HSDPA
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101355
	25.133
	1071
	2
	9.5.0
	Rel‑10
	Interfrequency detected set for UMTS introduction in 25.133
	approved
	B
	10.0.0
	Interf_dset_meas_UMTS
	R4

	RP-101335
	25.133
	1075
	1
	8.11.0
	Rel‑8
	Introduction of CSG cell reselection requirements
	approved
	B
	8.12.0
	LTE-L23, HNB-supp, LTE-UEConTest, HNB-UEConTestFDD
	R4

	RP-101335
	25.133
	1076
	1
	9.5.0
	Rel‑9
	Introduction of CSG cell reselection requirements
	approved
	A
	9.6.0
	LTE-L23, HNB-supp, LTE-UEConTest, HNB-UEConTestFDD
	R4

	RP-101361
	25.141
	0558
	-
	9.5.0
	Rel‑10
	Protection of E-UTRA Band 24
	approved
	B
	10.0.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101340
	25.141
	0560
	1
	8.11.0
	Rel‑8
	Revision of Time Alignment Error requirement testing
	approved
	F
	8.12.0
	TEI8
	R4

	RP-101340
	25.141
	0561
	1
	9.5.0
	Rel‑9
	Revision of Time Alignment Error requirement testing
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101353
	25.141
	0562
	1
	9.5.0
	Rel‑10
	Revision of Time Alignment Error requirement testing
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R4

	RP-101353
	25.141
	0563
	-
	9.5.0
	Rel‑10
	Introduction of frequency bands for 4C-HSDPA
	approved
	B
	10.0.0
	4c_HSDPA-Core
	R4

	RP-101334
	25.141
	0565
	1
	8.11.0
	Rel‑8
	Band XII channel arrangement  correction on 25.141
	approved
	F
	8.12.0
	TEI8
	R4

	RP-101334
	25.141
	0566
	1
	9.5.0
	Rel‑9
	Band XII channel arrangement correction on 25.141
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101351
	25.142
	0267
	1
	9.3.0
	Rel‑10
	Introduction of the BS requirements for 1.28Mcps TDD MC-HSUPA
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R4

	RP-101352
	25.142
	0269
	-
	9.3.0
	Rel‑10
	1.28Mcps TDD Home NodeB class into Base Station class in 25.142
	approved
	B
	10.0.0
	HNB_LCRTDD_RF-Perf 
	R4

	RP-101352
	25.142
	0270
	-
	9.3.0
	Rel‑10
	1.28Mcps TDD Home NodeB Transmitter
	approved
	B
	10.0.0
	HNB_LCRTDD_RF-Perf
	R4

	RP-101352
	25.142
	0271
	-
	9.3.0
	Rel‑10
	1.28Mcps TDD Home NodeB Receiver
	approved
	B
	10.0.0
	HNB_LCRTDD_RF-Perf 
	R4

	RP-101352
	25.142
	0272
	-
	9.3.0
	Rel‑10
	1.28Mcps TDD Home NodeB Demodulation Requirement
	approved
	B
	10.0.0
	HNB_LCRTDD_RF-Perf
	R4

	RP-101340
	25.142
	0274
	-
	8.6.0
	Rel‑8
	Addition of test case for HS-SICH type2 performance
	approved
	F
	8.7.0
	TEI8
	R4

	RP-101340
	25.142
	0275
	-
	9.3.0
	Rel‑9
	Addition of test case for HS-SICH type2 performance
	approved
	A
	9.4.0
	TEI8
	R4

	RP-101340
	25.142
	0276
	-
	8.6.0
	Rel‑8
	Clarifications of Base Station transmit and receive configurations
	approved
	F
	8.7.0
	TEI8
	R4

	RP-101340
	25.142
	0277
	-
	9.3.0
	Rel‑9
	Clarifications of Base Station transmit and receive configurations
	approved
	A
	9.4.0
	TEI8
	R4

	RP-101347
	25.143
	0084
	-
	9.1.0
	Rel‑9
	Remove test settings for unwanted emissions from the minimum requirement
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101347
	25.143
	0085
	-
	9.1.0
	Rel‑9
	Corrections to  the symbols and abbreviations clause related to DTT requirement
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101347
	25.143
	0086
	-
	9.1.0
	Rel‑9
	Co-existence with services in adjacent frequency bands
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101336
	25.143
	0087
	-
	8.5.0
	Rel‑8
	Protection of cdma and E-UTRA bands
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101336
	25.143
	0088
	-
	9.1.0
	Rel‑9
	Protection of cdma and E-UTRA bands
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101337
	25.143
	0089
	-
	8.5.0
	Rel‑8
	Removal of brackets
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101337
	25.143
	0090
	-
	9.1.0
	Rel‑9
	Removal of brackets
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101347
	25.143
	0091
	-
	9.1.0
	Rel‑9
	Editorial correction to TS 25.143
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101348
	25.144
	0010
	3
	9.2.0
	Rel‑9
	TRP and TRS requirements for GSM 850, GSM 900, DCS 1800 and PCS 1900
	approved
	F
	9.3.0
	RInImp-UEAnt
	R4

	RP-101350
	25.172
	0001
	1
	10.0.0
	Rel‑10
	Addition of Galileo sensitivity numbers in the A-GANSS minimum performance requirements in UMTS
	approved
	F
	10.1.0
	AGNSSPerf_UTRAN
	R4

	RP-101318
	25.212
	0290
	3
	10.0.0
	Rel‑10
	Clarification of 4C-HSDPA
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R1

	RP-101315
	25.212
	0291
	1
	9.3.0
	Rel‑9
	Clarification of the channel coding for DC-HSDPA with MIMO
	approved
	F
	9.4.0
	RANimp-DC_MIMO
	R1

	RP-101315
	25.212
	0294
	-
	9.3.0
	Rel‑9
	Clarification of HARQ-ACK encoding for DC-HSDPA with MIMO
	approved
	F
	9.4.0
	RANimp-DC_MIMO
	R1

	RP-101318
	25.212
	0295
	-
	10.0.0
	Rel‑10
	4C-HSDPA summary of CQI reporting configurations
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R1

	RP-101318
	25.214
	0621
	1
	10.0.0
	Rel‑10
	Correction of number of received HS-DSCH and HS-SCCH in DC-HSDPA-MIMO and 4C-HSDPA
	approved
	F
	10.1.0
	RANimp-DC_MIMO, 4C_HSDPA-Core
	R1

	RP-101318
	25.214
	0622
	1
	10.0.0
	Rel‑10
	Clarification on the interruption time for 4C-HSDPA due to HS-SCCH orderred (de)activation
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R1

	RP-101312
	25.214
	0623
	1
	7.16.0
	Rel‑7
	Further clarification of E-AGCH/E-RGCH monitoring in CM gap when DL_DRX_Active is TRUE
	approved
	F
	7.17.0
	RANimp-CPC
	R1

	RP-101312
	25.214
	0624
	1
	8.10.0
	Rel‑8
	Further clarification of E-AGCH/E-RGCH monitoring in CM gap when DL_DRX_Active is TRUE
	approved
	A
	8.11.0
	RANimp-CPC
	R1

	RP-101312
	25.214
	0625
	1
	9.3.0
	Rel‑9
	Further clarification of E-AGCH/E-RGCH monitoring in CM gap when DL_DRX_Active is TRUE
	approved
	A
	9.4.0
	RANimp-CPC
	R1

	RP-101315
	25.214
	0626
	-
	9.3.0
	Rel‑9
	Correction of number of received HS-DSCH in DC-HSDPA-MIMO
	approved
	F
	9.4.0
	RANimp-DC_MIMO
	R1

	RP-101312
	25.214
	0627
	-
	10.0.0
	Rel‑10
	Further clarification of E-AGCH/E-RGCH monitoring in CM gap when DL_DRX_Active is TRUE
	approved
	A
	10.1.0
	RANimp-CPC
	R1

	RP-101313
	25.214
	0628
	2
	7.16.0
	Rel‑7
	Clarification of E-DPCCH gain factor calculation in compressed mode
	approved
	F
	7.17.0
	RANimp-16QamUplink
	R1

	RP-101313
	25.214
	0629
	2
	8.10.0
	Rel‑8
	Clarification of E-DPCCH gain factor calculation in compressed mode
	approved
	A
	8.11.0
	RANimp-16QamUplink
	R1

	RP-101313
	25.214
	0630
	2
	9.3.0
	Rel‑9
	Clarification of E-DPCCH gain factor calculation in compressed mode
	approved
	A
	9.4.0
	RANimp-16QamUplink
	R1

	RP-101313
	25.214
	0631
	2
	10.0.0
	Rel‑10
	Clarification of E-DPCCH gain factor calculation in compressed mode
	approved
	A
	10.1.0
	RANimp-16QamUplink
	R1

	RP-101312
	25.214
	0634
	1
	7.16.0
	Rel‑7
	Clarification of discontinuous uplink DPCCH transmission and compressed mode
	approved
	F
	7.17.0
	RANimp-CPC
	R1

	RP-101312
	25.214
	0635
	1
	8.10.0
	Rel‑8
	Clarification of discontinuous uplink DPCCH transmission and compressed mode
	approved
	A
	8.11.0
	RANimp-CPC
	R1

	RP-101312
	25.214
	0636
	1
	9.3.0
	Rel‑9
	Clarification of discontinuous uplink DPCCH transmission and compressed mode
	approved
	A
	9.4.0
	RANimp-CPC
	R1

	RP-101312
	25.214
	0637
	1
	10.0.0
	Rel‑10
	Clarification of discontinuous uplink DPCCH transmission and compressed mode
	approved
	A
	10.1.0
	RANimp-CPC
	R1

	RP-101311
	25.214
	0638
	2
	7.16.0
	Rel‑7
	Correction to the single stream CQI reporting in MIMO mode
	approved
	F
	7.17.0
	MIMO-Phys
	R1

	RP-101311
	25.214
	0639
	2
	8.10.0
	Rel‑8
	Correction to the single stream CQI reporting in MIMO mode
	approved
	A
	8.11.0
	MIMO-Phys
	R1

	RP-101311
	25.214
	0640
	2
	9.3.0
	Rel‑9
	Correction to the single stream CQI reporting in MIMO mode
	approved
	A
	9.4.0
	MIMO-Phys
	R1

	RP-101311
	25.214
	0641
	2
	10.0.0
	Rel‑10
	Correction to the single stream CQI reporting in MIMO mode
	approved
	A
	10.1.0
	MIMO-Phys
	R1

	RP-101310
	25.214
	0647
	-
	7.16.0
	Rel‑7
	Clarification of the applicability of the IE Number of PCCH transmissions in CELL_PCH states
	approved
	F
	7.17.0
	RANimp-EnhState
	R1

	RP-101310
	25.214
	0648
	-
	8.10.0
	Rel‑8
	Clarification of the applicability of the IE Number of PCCH transmissions in CELL_PCH state
	approved
	A
	8.11.0
	RANimp-EnhState
	R1

	RP-101310
	25.214
	0649
	-
	9.3.0
	Rel‑9
	Clarification of the applicability of the IE Number of PCCH transmissions in CELL_PCH state
	approved
	A
	9.4.0
	RANimp-EnhState
	R1

	RP-101310
	25.214
	0650
	-
	10.0.0
	Rel‑10
	Clarification of the applicability of the IE Number of PCCH transmissions in CELL_PCH state
	approved
	A
	10.1.0
	RANimp-EnhState
	R1

	RP-101317
	25.221
	0211
	2
	9.3.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R1

	RP-101319
	25.221
	0212
	1
	9.3.0
	Rel‑10
	Introduction of MU-MIMO for 1.28Mcps TDD
	approved
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	R1

	RP-101319
	25.222
	0208
	-
	9.2.0
	Rel‑10
	Introduction of MU-MIMO for 1.28Mcps TDD
	approved
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	R1

	RP-101317
	25.223
	0062
	2
	9.0.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R1

	RP-101319
	25.223
	0063
	1
	9.0.0
	Rel‑10
	Introduction of MU-MIMO for 1.28Mcps TDD
	approved
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	R1

	RP-101317
	25.224
	0257
	3
	9.2.0
	Rel‑10
	Introduction of MC-HSUPA for LCR TDD
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R1

	RP-101319
	25.224
	0259
	1
	9.2.0
	Rel‑10
	Introduction of MU-MIMO for LCR TDD
	approved
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	R1

	RP-101314
	25.224
	0260
	-
	8.8.0
	Rel‑8
	Correction of MC-HSDPA DRX for 1.28Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R1

	RP-101314
	25.224
	0261
	-
	9.2.0
	Rel‑9
	Correction of MC-HSDPA DRX for 1.28Mcps TDD
	approved
	A
	9.3.0
	RANimp-LCRCPC
	R1

	RP-101316
	25.224
	0263
	2
	9.2.0
	Rel‑9
	Clarification for special burst power calculation for 1.28Mcps TDD
	approved
	F
	9.3.0
	TEI9
	R1

	RP-101317
	25.225
	0099
	2
	9.2.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R1

	RP-101217
	25.302
	0082
	1
	10.0.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	reissued
	B
	
	TDD_MC_HSUPA
	R2

	RP-101218
	25.302
	0083
	1
	10.0.0
	Rel‑10
	Introduction of 4C-HSDPA definitions
	reissued
	F
	
	4C_HSDPA-Core
	R2

	RP-101365
	25.302
	0203
	2
	10.0.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.1.0
	TDD_MC_HSUPA
	R2

	RP-101366
	25.302
	0204
	2
	10.0.0
	Rel‑10
	Introduction of 4C-HSDPA definitions.
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R2

	RP-101211
	25.306
	0277
	-
	9.4.0
	Rel‑9
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	approved
	F
	9.5.0
	RANimp-DC_MIMO
	R2

	RP-101366
	25.306
	0278
	1
	10.0.0
	Rel‑10
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R2

	RP-101218
	25.306
	0278
	1
	10.0.0
	Rel‑10
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	reissued
	F
	
	4C_HSDPA-Core
	R2

	RP-101211
	25.306
	0279
	-
	10.0.0
	Rel‑10
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	approved
	A
	10.1.0
	RANimp-DC_MIMO
	R2

	RP-101213
	25.306
	0280
	1
	10.0.0
	Rel‑10
	Introduction of REL-10 access stratum release indicator
	approved
	F
	10.1.0
	TEI10
	R2

	RP-101212
	25.306
	0281
	-
	9.4.0
	Rel‑9
	Introduction of REL-9 access stratum release indicator
	approved
	F
	9.5.0
	TEI9
	R2

	RP-101212
	25.306
	0282
	1
	10.0.0
	Rel‑10
	Introduction of REL-9 access stratum release indicator
	approved
	A
	10.1.0
	TEI9
	R2

	RP-101366
	25.306
	0283
	-
	10.0.0
	Rel‑10
	Additional of ôSupported Carrier Combinationö for dual band operation
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R2

	RP-101218
	25.306
	0283
	-
	10.0.0
	Rel‑10
	Corrections on 25.306 for 4C-HSDPA
	reissued
	F
	
	4C_HSDPA-Core
	R2

	RP-101365
	25.306
	0284
	-
	10.0.0
	Rel‑10
	Introduction of MC-HSUPA categories
	approved
	B
	10.1.0
	TDD_MC_HSUPA
	R2

	RP-101217
	25.306
	0284
	-
	10.0.0
	Rel‑10
	introduction of MC-HSUPA for 1.28Mcps TDD
	reissued
	B
	
	TDD_MC_HSUPA
	R2

	RP-101223
	25.307
	0107
	-
	9.2.0
	Rel‑9
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	A
	
	E1900-Core
	R2

	RP-101223
	25.307
	0108
	-
	9.2.0
	Rel‑10
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	A
	
	E1900-Core
	R2

	RP-101223
	25.307
	0109
	1
	8.6.0
	Rel‑8
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	A
	
	E1900-Core
	R2

	RP-101223
	25.307
	0110
	-
	4.16.0
	Rel‑4
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	B
	
	E1900-Core
	R2

	RP-101223
	25.307
	0111
	-
	5.15.0
	Rel‑5
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	A
	
	E1900-Core
	R2

	RP-101223
	25.307
	0112
	-
	6.12.0
	Rel‑6
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	A
	
	E1900-Core
	R2

	RP-101223
	25.307
	0113
	-
	7.8.0
	Rel‑7
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	postponed
	A
	
	E1900-Core
	R2

	RP-101219
	25.308
	0104
	-
	10.2.0
	Rel‑10
	Introduction of MU-MIMO for LCR TDD in 25.308
	approved
	B
	10.3.0
	MUMIMO_LCR_TDD-Core
	R2

	RP-101219
	25.319
	0073
	1
	10.2.0
	Rel‑10
	Introduction of MU-MIMO for LCR TDD in 25.319
	approved
	B
	10.3.0
	MUMIMO_LCR_TDD-Core
	R2

	RP-101365
	25.319
	0074
	-
	10.2.0
	Rel‑10
	Correction on Multi-Carrier E-DCH operation for 1.28Mcps TDD
	approved
	F
	10.3.0
	TDD_MC_HSUPA
	R2

	RP-101217
	25.319
	0074
	-
	10.2.0
	Rel‑10
	Modification for MC-HSUPA for 1.28Mcp TDD
	reissued
	F
	
	TDD_MC_HSUPA
	R2

	RP-101194
	25.321
	0704
	-
	7.18.0
	Rel‑7
	Clarification to the default SG in DTX Cycle 2
	approved
	F
	7.19.0
	RANimp-CPC
	R2

	RP-101194
	25.321
	0705
	-
	8.11.0
	Rel‑8
	Clarification to the default SG in DTX Cycle 2
	approved
	A
	8.12.0
	RANimp-CPC
	R2

	RP-101194
	25.321
	0706
	-
	9.4.0
	Rel‑9
	Clarification to the default SG in DTX Cycle 2
	approved
	A
	9.5.0
	RANimp-CPC
	R2

	RP-101194
	25.321
	0707
	-
	10.0.0
	Rel‑10
	Clarification to the default SG in DTX Cycle 2
	approved
	A
	10.1.0
	RANimp-CPC
	R2

	RP-101200
	25.321
	0708
	-
	8.11.0
	Rel‑8
	Correction in release of common E-DCH resources
	approved
	F
	8.12.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.321
	0709
	-
	9.4.0
	Rel‑9
	Correction in release of common E-DCH resources
	approved
	A
	9.5.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.321
	0710
	-
	10.0.0
	Rel‑10
	Correction in release of common E-DCH resources
	approved
	A
	10.1.0
	RANimp-UplinkEnhState
	R2

	RP-101195
	25.321
	0711
	1
	7.18.0
	Rel‑7
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	approved
	F
	7.19.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0712
	2
	8.11.0
	Rel‑8
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	approved
	A
	8.12.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0713
	2
	9.4.0
	Rel‑9
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	approved
	A
	9.5.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0714
	2
	10.0.0
	Rel‑10
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	approved
	A
	10.1.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0715
	-
	7.18.0
	Rel‑7
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	approved
	F
	7.19.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0716
	-
	8.11.0
	Rel‑8
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	approved
	A
	8.12.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0717
	-
	9.4.0
	Rel‑9
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	approved
	A
	9.5.0
	RANimp-EnhState
	R2

	RP-101195
	25.321
	0718
	-
	10.0.0
	Rel‑10
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	approved
	A
	10.1.0
	RANimp-EnhState
	R2

	RP-101217
	25.321
	0719
	-
	10.0.0
	Rel‑10
	introduction of MC-HSUPA for 1.28Mcps TDD
	reissued
	B
	
	TDD_MC_HSUPA
	R2

	RP-101365
	25.321
	0719
	-
	10.0.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.1.0
	TDD_MC_HSUPA
	R2

	RP-101196
	25.321
	0721
	-
	8.11.0
	Rel‑8
	correction on equal priority in E-TFC selection for 1.28Mcps TDD
	approved
	F
	8.12.0
	LCRTDD-EDCH-L23
	R2

	RP-101196
	25.321
	0722
	-
	9.4.0
	Rel‑9
	correction on equal priority in E-TFC selection for 1.28Mcps TDD
	approved
	A
	9.5.0
	LCRTDD-EDCH-L23
	R2

	RP-101196
	25.321
	0723
	-
	10.0.0
	Rel‑10
	correction on equal priority in E-TFC selection for 1.28Mcps TDD
	approved
	A
	10.1.0
	LCRTDD-EDCH-L23
	R2

	RP-101365
	25.322
	0388
	-
	9.2.0
	Rel‑10
	Introduction of LCR TDD MC-HSUPA in 25.322
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R2

	RP-101217
	25.322
	0388
	-
	9.2.0
	Rel‑10
	Introduction of LCR TDD MC-HSUPA in 25.322
	reissued
	B
	
	TDD_MC_HSUPA
	R2

	RP-101205
	25.331
	4329
	-
	8.12.0
	Rel‑8
	Addition of ROHC target mode in SRNS relocation message
	approved
	F
	8.13.0
	TEI8
	R2

	RP-101205
	25.331
	4330
	-
	9.4.0
	Rel‑9
	Addition of ROHC target mode in SRNS relocation message
	approved
	A
	9.5.0
	TEI8
	R2

	RP-101205
	25.331
	4331
	-
	10.1.0
	Rel‑10
	Addition of ROHC target mode in SRNS relocation message
	approved
	A
	10.2.0
	TEI8
	R2

	RP-101201
	25.331
	4332
	-
	8.12.0
	Rel‑8
	Clarification of the operation of RRC for 3.84 Mcps TDD IMB MBSFN
	approved
	F
	8.13.0
	MBSFN-DOB
	R2

	RP-101201
	25.331
	4333
	-
	9.4.0
	Rel‑9
	Clarification of the operation of RRC for 3.84 Mcps TDD IMB MBSFN
	approved
	A
	9.5.0
	MBSFN-DOB
	R2

	RP-101201
	25.331
	4334
	-
	10.1.0
	Rel‑10
	Clarification of the operation of RRC for 3.84 Mcps TDD IMB MBSFN
	approved
	A
	10.2.0
	MBSFN-DOB
	R2

	RP-101200
	25.331
	4335
	-
	8.12.0
	Rel‑8
	Correction on actions related to HSPA_RNTI_STORED_CELL_PCH
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4336
	-
	9.4.0
	Rel‑9
	Correction on actions related to HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	9.5.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4337
	-
	10.1.0
	Rel‑10
	Correction on actions related to HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	10.2.0
	RANimp-UplinkEnhState
	R2

	RP-101202
	25.331
	4338
	1
	9.4.0
	Rel‑9
	Correction on CS voice over HSPA SDU discard timer configuration
	approved
	F
	9.5.0
	RInImp8-CsHspa
	R2

	RP-101202
	25.331
	4339
	-
	10.1.0
	Rel‑10
	Correction on CS voice over HSPA SDU discard timer configuration
	approved
	A
	10.2.0
	RInImp8-CsHspa
	R2

	RP-101200
	25.331
	4340
	-
	8.12.0
	Rel‑8
	Correction on READY_FOR_COMMON_EDCH definition
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4341
	-
	9.4.0
	Rel‑9
	Correction on READY_FOR_COMMON_EDCH definition
	approved
	A
	9.5.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4342
	-
	10.1.0
	Rel‑10
	Correction on READY_FOR_COMMON_EDCH definition
	approved
	A
	10.2.0
	RANimp-UplinkEnhState
	R2

	RP-101366
	25.331
	4343
	-
	10.1.0
	Rel‑10
	Correction to the absence of IE Additional Secondary Cells in 4C-HSDPA
	approved
	F
	10.2.0
	4C_HSDPA-Core
	R2

	RP-101218
	25.331
	4343
	-
	10.1.0
	Rel‑10
	Correction to the absence of IE additional Cells in 4C-HSDPA
	reissued
	F
	
	4C_HSDPA-Core
	R2

	RP-101206
	25.331
	4344
	1
	9.4.0
	Rel‑9
	Correction to the limitation of SI acquisition
	approved
	F
	9.5.0
	EHNB-RAN2
	R2

	RP-101206
	25.331
	4345
	1
	10.1.0
	Rel‑10
	Correction to the limitation of SI acquisition
	approved
	A
	10.2.0
	EHNB-RAN2
	R2

	RP-101198
	25.331
	4346
	-
	8.12.0
	Rel‑8
	CR on T324 timer usage
	approved
	F
	8.13.0
	RANimp-HSDSCH
	R2

	RP-101198
	25.331
	4347
	-
	9.4.0
	Rel‑9
	CR on T324 timer usage
	approved
	A
	9.5.0
	RANimp-HSDSCH
	R2

	RP-101198
	25.331
	4348
	-
	10.1.0
	Rel‑10
	CR on T324 timer usage
	approved
	A
	10.2.0
	RANimp-HSDSCH
	R2

	RP-101199
	25.331
	4349
	-
	8.12.0
	Rel‑8
	Power offset for Scheduling Info in MAC-i
	approved
	F
	8.13.0
	RANimp-UplinkL2dataRates
	R2

	RP-101199
	25.331
	4350
	-
	9.4.0
	Rel‑9
	Power offset for Scheduling Info in MAC-i
	approved
	A
	9.5.0
	RANimp-UplinkL2dataRates
	R2

	RP-101199
	25.331
	4351
	-
	10.1.0
	Rel‑10
	Power offset for Scheduling Info in MAC-i
	approved
	A
	10.2.0
	RANimp-UplinkL2dataRates
	R2

	RP-101218
	25.331
	4352
	2
	10.1.0
	Rel‑10
	Some clarifications of 4C-HSDPA behavior
	reissued
	F
	
	4C_HSDPA-Core
	R2

	RP-101366
	25.331
	4352
	2
	10.1.0
	Rel‑10
	Some clarifications of 4C-HSDPA behavior
	approved
	F
	10.2.0
	4C_HSDPA-Core
	R2

	RP-101213
	25.331
	4353
	1
	10.1.0
	Rel‑10
	Some legacy editorial corrections for TEI10
	approved
	F
	10.2.0
	TEI10
	R2

	RP-101213
	25.331
	4354
	-
	10.1.0
	Rel‑10
	Speed dependent scaling rules in HCS environment
	approved
	F
	10.2.0
	TEI10
	R2

	RP-101203
	25.331
	4355
	-
	8.12.0
	Rel‑8
	UE behaviour when PPAC and DSAC parameters not present in SIB3
	approved
	F
	8.13.0
	PPACR
	R2

	RP-101203
	25.331
	4356
	-
	9.4.0
	Rel‑9
	UE behaviour when PPAC and DSAC parameters not present in SIB3
	approved
	A
	9.5.0
	PPACR
	R2

	RP-101203
	25.331
	4357
	-
	10.1.0
	Rel‑10
	UE behaviour when PPAC and DSAC parameters not present in SIB3
	approved
	A
	10.2.0
	PPACR
	R2

	RP-101204
	25.331
	4358
	-
	8.12.0
	Rel‑8
	Corrections to ETWS primary notification with security procedure
	approved
	F
	8.13.0
	ETWS
	R2

	RP-101204
	25.331
	4359
	-
	9.4.0
	Rel‑9
	Corrections to ETWS primary notification with security procedure
	approved
	A
	9.5.0
	ETWS
	R2

	RP-101204
	25.331
	4360
	-
	10.1.0
	Rel‑10
	Corrections to ETWS primary notification with security procedure
	approved
	A
	10.2.0
	ETWS
	R2

	RP-101205
	25.331
	4367
	1
	8.12.0
	Rel‑8
	Correction related to inter-RAT and inter-frequency measurements on a frequency other than the used frequency
	approved
	F
	8.13.0
	TEI8
	R2

	RP-101205
	25.331
	4368
	1
	9.4.0
	Rel‑9
	Correction related to inter-RAT and inter-frequency measurements on a frequency other than the used frequency
	approved
	A
	9.5.0
	TEI8
	R2

	RP-101205
	25.331
	4369
	1
	10.1.0
	Rel‑10
	Correction related to inter-RAT and inter-frequency measurements on a frequency other than the used frequency
	approved
	A
	10.2.0
	TEI8
	R2

	RP-101213
	25.331
	4375
	-
	10.1.0
	Rel‑10
	RLC reset on a Signalling Radio Bearer
	approved
	F
	10.2.0
	TEI10
	R2

	RP-101366
	25.331
	4382
	-
	10.1.0
	Rel‑10
	Miscellaneous corrections to 25.331 for 4C-HSDPA
	approved
	F
	10.2.0
	4C_HSDPA-Core
	R2

	RP-101218
	25.331
	4382
	-
	10.1.0
	Rel‑10
	Corrections on 25.331 for 4C-HSDPA
	reissued
	F
	
	4C_HSDPA-Core
	R2

	RP-101219
	25.331
	4383
	-
	10.1.0
	Rel‑10
	Introduction of MU-MIMO for LCR TDD in 25.331
	approved
	B
	10.2.0
	MUMIMO_LCR_TDD-Core
	R2

	RP-101200
	25.331
	4384
	3
	8.12.0
	Rel‑8
	SIB5 changes for E-DCH in CELL_FACH and Idle Mode
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4385
	3
	9.4.0
	Rel‑9
	SIB5 changes for E-DCH in CELL_FACH and Idle Mode
	approved
	A
	9.5.0
	RANimp-UplinkEnhState 
	R2

	RP-101200
	25.331
	4386
	3
	10.1.0
	Rel‑10
	SIB5 changes for E-DCH in CELL_FACH and Idle Mode
	approved
	A
	10.2.0
	RANimp-UplinkEnhState 
	R2

	RP-101211
	25.331
	4387
	3
	9.4.0
	Rel‑9
	Precoding weight set restriction setting for secondary cell
	approved
	F
	9.5.0
	RANimp-DC_MIMO
	R2

	RP-101263
	25.331
	4392
	1
	9.4.0
	Rel‑9
	Procedural text to support measurements in the Secondary UL Frequency
	approved
	F
	9.5.0
	RANimp-DC_HSUPA
	R2

	RP-101264
	25.331
	4393
	1
	10.1.0
	Rel‑10
	Procedural text to support measurements in the Secondary UL Frequency
	approved
	A
	10.2.0
	RANimp-DC_HSUPA
	R2

	RP-101211
	25.331
	4394
	3
	10.1.0
	Rel‑10
	Precoding weight set restriction setting for secondary cells
	approved
	F
	10.2.0
	4C_HSDPA-Core, RANimp-DC_MIMO
	R2

	RP-101200
	25.331
	4395
	-
	8.12.0
	Rel‑8
	RRC procedure performance requirements for Enhanced Uplink in CELL_FACH
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4396
	-
	9.4.0
	Rel‑9
	RRC procedure performance requirements for Enhanced Uplink in CELL_FACH
	approved
	A
	9.5.0
	RANimp-UplinkEnhState 
	R2

	RP-101200
	25.331
	4397
	-
	10.1.0
	Rel‑10
	RRC procedure performance requirements for Enhanced Uplink in CELL_FACH
	approved
	A
	10.2.0
	RANimp-UplinkEnhState 
	R2

	RP-101213
	25.331
	4398
	-
	10.1.0
	Rel‑10
	Addition of Rel‑10 critical extension in SRNS relocation message adding ROHC target mode
	approved
	F
	10.2.0
	TEI10, RANimp-RABSE 
	R2

	RP-101212
	25.331
	4399
	-
	9.4.0
	Rel‑9
	Addition of UE ROHC capability in IRAT handover
	approved
	F
	9.5.0
	RANimp-RABSE, TEI9
	R2

	RP-101212
	25.331
	4400
	-
	10.1.0
	Rel‑10
	Addition of UE ROHC capability in IRAT handover
	approved
	A
	10.2.0
	RANimp-RABSE, TEI9
	R2

	RP-101217
	25.331
	4403
	2
	10.1.0
	Rel‑10
	Introduction of MCHSUPA for 1.28Mcsp TDD
	reissued
	B
	
	TDD_MC_HSUPA
	R2

	RP-101365
	25.331
	4403
	2
	10.1.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.2.0
	TDD_MC_HSUPA
	R2

	RP-101200
	25.331
	4404
	-
	8.12.0
	Rel‑8
	Correction of HSPA_RNTI_STORED_CELL_PCH handling
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4405
	-
	9.4.0
	Rel‑9
	Correction of HSPA_RNTI_STORED_CELL_PCH handling
	approved
	A
	9.5.0
	RANimp-UplinkEnhState 
	R2

	RP-101200
	25.331
	4406
	-
	10.1.0
	Rel‑10
	Correction of HSPA_RNTI_STORED_CELL_PCH handling
	approved
	A
	10.2.0
	RANimp-UplinkEnhState
	R2

	RP-101220
	25.331
	4407
	1
	10.1.0
	Rel‑10
	Introduction of detected set measurements and reporting for Inter-frequency
	approved
	B
	10.2.0
	Interf_dset_meas_UMTS
	R2

	RP-101198
	25.331
	4409
	1
	8.12.0
	Rel‑8
	Clarifications for deletion of target cell preconfiguration for existing RL by ASU
	approved
	F
	8.13.0
	RANimp-HSDSCH
	R2

	RP-101198
	25.331
	4410
	1
	9.4.0
	Rel‑9
	Clarifications for deletion of target cell preconfiguration for existing RL by ASU
	approved
	A
	9.5.0
	RANimp-HSDSCH
	R2

	RP-101198
	25.331
	4411
	1
	10.1.0
	Rel‑10
	Clarifications for deletion of target cell preconfiguration for existing RL by ASU
	approved
	A
	10.2.0
	RANimp-HSDSCH
	R2

	RP-101366
	25.331
	4419
	1
	10.1.0
	Rel‑10
	Corrections to 4C-HSDPA
	approved
	F
	10.2.0
	4C_HSDPA-Core
	R2

	RP-101218
	25.331
	4419
	1
	10.1.0
	Rel‑10
	Corrections to 4C-HSDPA
	reissued
	F
	
	4C_HSDPA-Core 
	R2

	RP-101213
	25.331
	4427
	-
	10.1.0
	Rel‑10
	Enhanced Security Mode procedure handling in case of delayed L2 ACK
	approved
	C
	10.2.0
	TEI10  
	R2

	RP-101200
	25.331
	4432
	2
	8.12.0
	Rel‑8
	Further corrections on actions related to HSPA_RNTI_STORED_CELL_PCH
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4433
	2
	9.4.0
	Rel‑9
	Further corrections on actions related to HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	9.5.0
	RANimp-UplinkEnhState
	R2

	RP-101200
	25.331
	4434
	2
	10.1.0
	Rel‑10
	Further corrections on actions related to HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	10.2.0
	RANimp-UplinkEnhState
	R2

	RP-101206
	25.367
	0019
	-
	9.4.0
	Rel‑9
	Correction to the limitation of SI acquisition
	approved
	F
	9.5.0
	EHNB-RAN2
	R2

	RP-101273
	25.401
	0131
	-
	9.1.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101389
	25.401
	0131
	-
	9.1.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	approved
	B
	10.0.0
	LIPA_SIPTO
	R3

	RP-101370
	25.401
	0131
	-
	9.1.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101272
	25.401
	0133
	1
	9.1.0
	Rel‑10
	Adding support for ECN in UTRA
	approved
	B
	10.0.0
	TEI10, ECSRA_LAA
	R3

	RP-101370
	25.410
	0070
	-
	9.0.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101389
	25.410
	0070
	-
	9.0.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	approved
	B
	10.0.0
	LIPA_SIPTO
	R3

	RP-101273
	25.410
	0070
	-
	9.0.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101187
	25.413
	1079
	3
	9.4.0
	Rel‑10
	RANAP procedure clarification in the Optimized HNB to HNB mobility in Cell-DCH
	rejected
	F
	
	TEI10
	R3

	RP-101269
	25.413
	1080
	-
	8.6.0
	Rel‑8
	Correction of Inter-system SRVCC
	approved
	F
	8.7.0
	TEI8
	R3

	RP-101269
	25.413
	1081
	-
	9.4.0
	Rel‑9
	Correction of Inter-system SRVCC
	approved
	A
	9.5.0
	TEI8
	R3

	RP-101370
	25.413
	1084
	1
	9.4.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101273
	25.413
	1084
	1
	9.4.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101389
	25.413
	1084
	1
	9.4.0
	Rel‑10
	Introduction of the SIPTO at Iu-PS Function
	approved
	B
	10.0.0
	LIPA_SIPTO
	R3

	RP-101370
	25.413
	1086
	2
	9.4.0
	Rel‑10
	LIPA Impact In RAN3
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101273
	25.413
	1086
	2
	9.4.0
	Rel‑10
	LIPA Impact In RAN3
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101389
	25.413
	1086
	2
	9.4.0
	Rel‑10
	LIPA Impact In RAN3
	approved
	B
	10.0.0
	LIPA_SIPTO
	R3

	RP-101304
	25.413
	1087
	2
	9.4.0
	Rel‑10
	Inter-RAT MRO for Detection of too early inter-RAT handover with no RLF
	approved
	B
	10.0.0
	SONenh_LTE-Core
	R3

	RP-101369
	25.413
	1089
	3
	9.4.0
	Rel‑10
	Additional IEs needed to support optimized HNB-HNB mobility.
	withdrawn
	B
	
	HNB_HENB_mob_enh
	R3

	RP-101275
	25.423
	1642
	-
	10.0.0
	Rel‑10
	Correction of 4C-HSDPA secondary serving HS-DSCH RL change
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R3

	RP-101274
	25.423
	1643
	2
	10.0.0
	Rel‑10
	Introduction of MC-HSUPA to RNSAP
	approved
	B
	10.1.0
	TDD_MC_HSUPA
	R3

	RP-101277
	25.423
	1644
	2
	10.0.0
	Rel‑10
	Introduction of MU-MIMO to RNSAP
	approved
	B
	10.1.0
	MUMIMO_LCR_TDD-Core
	R3

	RP-101269
	25.423
	1645
	-
	8.10.0
	Rel‑8
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	approved
	F
	8.11.0
	RANimp-EnhState1.28TDD
	R3

	RP-101269
	25.423
	1646
	-
	9.4.0
	Rel‑9
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	approved
	A
	9.5.0
	RANimp-EnhState1.28TDD
	R3

	RP-101269
	25.423
	1647
	-
	10.0.0
	Rel‑10
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	approved
	A
	10.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-101269
	25.423
	1648
	1
	8.10.0
	Rel‑8
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	approved
	F
	8.11.0
	RANimp-LCRCPC
	R3

	RP-101269
	25.423
	1649
	1
	9.4.0
	Rel‑9
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	approved
	A
	9.5.0
	RANimp-LCRCPC
	R3

	RP-101269
	25.423
	1650
	2
	10.0.0
	Rel‑10
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	approved
	A
	10.1.0
	RANimp-LCRCPC
	R3

	RP-101271
	25.423
	1651
	1
	9.4.0
	Rel‑9
	Power Offset For S-CPICH for MIMO of secondary cell
	approved
	F
	9.5.0
	RANimp-DC_MIMO
	R3

	RP-101271
	25.423
	1652
	1
	10.0.0
	Rel‑10
	Power Offset For S-CPICH for MIMO of secondary cell
	approved
	A
	10.1.0
	RANimp-DC_MIMO
	R3

	RP-101275
	25.423
	1657
	1
	10.0.0
	Rel‑10
	Addition of simultaneous cell capability for Multi-Carrier HSDPA and Single Stream MIMO
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R3

	RP-101275
	25.423
	1658
	3
	10.0.0
	Rel‑10
	Throughput/Energy Savings tradeoff for Dual Band UEs
	approved
	B
	10.1.0
	4C_HSDPA-Core
	R3

	RP-101277
	25.425
	0150
	-
	9.1.0
	Rel‑10
	Introduction of MU-MIMO to CTCH of Iur user plane
	approved
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	R3

	RP-101274
	25.427
	0150
	1
	9.0.0
	Rel‑10
	Introduction of MC-HSUPA for 1.28Mcps TDD
	approved
	B
	10.0.0
	TDD_MC_HSUPA
	R3

	RP-101275
	25.433
	1843
	-
	10.0.0
	Rel‑10
	Correction of 4C-HSDPA secondary serving HS-DSCH RL change
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R3

	RP-101274
	25.433
	1844
	2
	10.0.0
	Rel‑10
	Introduction of MC-HSUPA to NBAP
	approved
	B
	10.1.0
	TDD_MC_HSUPA
	R3

	RP-101277
	25.433
	1845
	2
	10.0.0
	Rel‑10
	Introduction of MU-MIMO to NBAP
	approved
	B
	10.1.0
	MUMIMO_LCR_TDD-Core
	R3

	RP-101271
	25.433
	1847
	1
	9.4.0
	Rel‑9
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	approved
	F
	9.5.0
	TEI9
	R3

	RP-101271
	25.433
	1848
	1
	10.0.0
	Rel‑10
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	approved
	A
	10.1.0
	TEI9
	R3

	RP-101269
	25.433
	1849
	-
	8.10.0
	Rel‑8
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	approved
	F
	8.11.0
	RANimp-EnhState1.28TDD
	R3

	RP-101269
	25.433
	1850
	-
	9.4.0
	Rel‑9
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	approved
	A
	9.5.0
	RANimp-EnhState1.28TDD
	R3

	RP-101269
	25.433
	1851
	-
	10.0.0
	Rel‑10
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	approved
	A
	10.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-101269
	25.433
	1852
	1
	8.10.0
	Rel‑8
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	approved
	F
	8.11.0
	RANimp-LCRCPC
	R3

	RP-101269
	25.433
	1853
	1
	9.4.0
	Rel‑9
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	approved
	A
	9.5.0
	RANimp-LCRCPC
	R3

	RP-101269
	25.433
	1854
	1
	10.0.0
	Rel‑10
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	approved
	A
	10.1.0
	RANimp-LCRCPC
	R3

	RP-101316
	25.433
	1855
	1
	9.4.0
	Rel‑9
	Adaptive Special Burst Power for 1.28Mcps TDD
	approved
	F
	9.5.0
	TEI9
	R3

	RP-101316
	25.433
	1856
	1
	10.0.0
	Rel‑10
	Adaptive Special Burst Power for 1.28Mcps TDD
	approved
	A
	10.1.0
	TEI9
	R3

	RP-101275
	25.433
	1857
	1
	10.0.0
	Rel‑10
	Addition of simultaneous cell capability for Multi-Carrier HSDPA and Single Stream MIMO
	approved
	F
	10.1.0
	4C_HSDPA-Core
	R3

	RP-101275
	25.433
	1859
	3
	10.0.0
	Rel‑10
	Throughput/Energy Savings tradeoff for Dual Band UEs
	approved
	B
	10.1.0
	4C_HSDPA-Core
	R3

	RP-101277
	25.435
	0245
	-
	9.3.0
	Rel‑10
	Introduction of MU-MIMO to CTCH of Iub user plane
	approved
	B
	10.0.0
	MUMIMO_LCR_TDD-Core
	R3

	RP-101276
	25.453
	0127
	6
	10.0.0
	Rel‑10
	IRAT measurement for enhanced positioning capability
	approved
	C
	10.1.0
	LCS_UMTS_RFPMT-Core
	R3

	RP-101276
	25.453
	0128
	1
	10.0.0
	Rel‑10
	Clarification of reporting of CellID measurements
	approved
	C
	10.1.0
	LCS_UMTS_RFPMT-Core
	R3

	RP-101361
	25.461
	0059a
	1
	10.0.0
	Rel‑10
	Introduction of L-band in TS 25.461
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101283
	25.461
	0060
	2
	10.0.0
	Rel‑10
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.461
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R3

	RP-101278
	25.461
	0061
	2
	10.0.0
	Rel‑10
	CR UMTS/LTE-3500 spectrum band definition additions for TDD Iuant interface to TS 25.461
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R3

	RP-101280
	25.461
	0063
	-
	10.0.0
	Rel‑10
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.461
	postponed
	B
	
	E1900-Core
	R3

	RP-101334
	25.461
	0064
	-
	8.3.0
	Rel‑8
	Band XII channel arrangement correction on 25.461
	approved
	F
	8.4.0
	TEI8
	R4

	RP-101334
	25.461
	0065
	-
	9.2.0
	Rel‑9
	Band XII channel arrangement correction on 25.461
	approved
	A
	9.3.0
	TEI8
	R4

	RP-101334
	25.461
	0066
	-
	10.0.0
	Rel‑10
	Band XII channel arrangement correction on 25.461
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101184
	25.466
	0026
	1
	10.0.0
	Rel‑10
	Introduction of L-band in TS 25.466
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R3

	RP-101283
	25.466
	0027
	1
	10.0.0
	Rel‑10
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.466
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R3

	RP-101278
	25.466
	0028
	1
	10.0.0
	Rel‑10
	CR UMTS/LTE-3500 spectrum band definition additions for TDD Iuant interface to TS 25.466
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R3

	RP-101280
	25.466
	0030
	-
	10.0.0
	Rel‑10
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.466
	postponed
	B
	
	E1900-Core
	R3

	RP-101187
	25.467
	0101
	4
	9.3.0
	Rel‑10
	Optimized HNB to HNB mobility in Cell-DCH - HNB-GW based solution
	revised
	B
	
	TEI10
	R3

	RP-101407
	25.467
	0101
	5
	9.3.0
	Rel‑10
	Introduction of the Implementation Variant where CN functions for the enhancement of inter-HNB intra-HNB-GW SRNS Relocation are implemented within the HNB-GW.
	approved
	B
	10.0.0
	TEI10
	R3

	RP-101269
	25.467
	0110
	-
	8.5.0
	Rel‑8
	Correction on the Functional Split Table of MOCN
	approved
	F
	8.6.0
	HNB-arch
	R3

	RP-101271
	25.467
	0111
	-
	9.3.0
	Rel‑9
	PPI value for SABP in Iuh
	approved
	F
	9.4.0
	EHNB-RAN3
	R3

	RP-101272
	25.467
	0112
	2
	9.3.0
	Rel‑10
	Clarification of use of RNC-ID
	approved
	F
	10.0.0
	HNB, TEI10
	R3

	RP-101271
	25.467
	0113
	-
	9.3.0
	Rel‑9
	Clarification on Inbound Mobility to HNB
	approved
	F
	9.4.0
	EHNB-RAN3
	R3

	RP-101188
	25.467
	0114
	4
	9.3.0
	Rel‑10
	Introduction of HNB to HNB mobility procedure using direct interface.
	approved
	B
	10.0.0
	HNB-HENB_mob_enh
	R3

	RP-101389
	25.467
	0117
	2
	9.3.0
	Rel‑10
	Introduction of LIPA Functions for UMTS
	approved
	B
	10.0.0
	LIPA_SIPTO
	R3

	RP-101370
	25.467
	0117
	2
	9.3.0
	Rel‑10
	Introduction of LIPA Functions for UMTS
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101273
	25.467
	0117
	2
	9.3.0
	Rel‑10
	Introduction of LIPA Functions for UMTS
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101368
	25.469
	0059
	4
	9.3.0
	Rel‑10
	Additional messages to support direct HNB-HNB HO in HNBAP
	withdrawn
	B
	
	HNB_HENB_mob_enh
	R3

	RP-101213
	25.993
	0118
	-
	9.1.0
	Rel‑10
	Adding the 12.2/7.4/5.9/4.75 kbps speech without SRB#5
	approved
	B
	10.0.0
	TEI10
	R2

	SP-100782
	26.114
	0109
	4
	7.12.0
	Rel‑7
	Clarification on AMR and AMR-WB codec mode adaptation in the beginning of the session
	approved
	F
	7.13.0
	MTSI-MHI
	S4

	SP-100782
	26.114
	0110
	4
	8.6.0
	Rel‑8
	Clarification on AMR and AMR-WB codec mode adaptation in the beginning of the session
	approved
	A
	8.7.0
	MTSI-MHI
	S4

	SP-100784
	26.114
	0111
	3
	9.3.0
	Rel‑9
	Correction of AMR and AMR-WB codec mode adaptation in the beginning of the session
	approved
	F
	9.4.0
	LTEimp-Vocoder
	S4

	SP-100784
	26.114
	0113
	-
	9.3.0
	Rel‑9
	Removal of ECN Nonce
	approved
	F
	9.4.0
	LTEimp-Vocoder
	S4

	SP-100785
	26.234
	0187
	1
	9.4.0
	Rel‑9
	Minor Bugfixes and Clarifications for Adaptive HTTP Streaming
	approved
	F
	9.5.0
	PMA-MBS_Ext
	S4

	SP-100783
	26.267
	0010
	-
	8.4.0
	Rel‑8
	Correction of synchronization procedures in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2
	S4

	SP-100783
	26.267
	0011
	1
	9.1.0
	Rel‑9
	Correction of synchronization procedures in the eCall in-band modem
	approved
	A
	9.2.0
	eCall_Phase2
	S4

	SP-100783
	26.267
	0012
	1
	8.4.0
	Rel‑8
	State machine corrections in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2
	S4

	SP-100783
	26.267
	0013
	1
	9.1.0
	Rel‑9
	State machine corrections in the eCall in-band modem
	approved
	A
	9.2.0
	eCall_Phase2
	S4

	SP-100783
	26.268
	0021
	-
	8.4.0
	Rel‑8
	Correction of synchronization procedures in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2
	S4

	SP-100783
	26.268
	0022
	1
	9.2.0
	Rel‑9
	Correction of synchronization procedures in the eCall in-band modem
	approved
	A
	9.3.0
	eCall_Phase2
	S4

	SP-100783
	26.268
	0023
	-
	8.4.0
	Rel‑8
	State machine corrections in the eCall in-band modem
	approved
	F
	8.5.0
	eCall_Phase2
	S4

	SP-100783
	26.268
	0024
	1
	9.2.0
	Rel‑9
	State machine corrections in the eCall in-band modem
	approved
	A
	9.3.0
	eCall_Phase2
	S4

	SP-100783
	26.268
	0025
	-
	8.4.0
	Rel‑8
	Correction of the inversion detector
	approved
	F
	8.5.0
	eCall_Phase2
	S4

	SP-100783
	26.268
	0026
	1
	9.2.0
	Rel‑9
	Correction of the inversion detector
	approved
	A
	9.3.0
	eCall_Phase2
	S4

	SP-100783
	26.269
	0006
	-
	8.2.0
	Rel‑8
	Correction of eCall conformance test sequences
	revised
	F
	
	eCall_Phase2
	S4

	SP-100783
	26.269
	0006
	1
	8.2.0
	Rel‑8
	Correction of eCall conformance test sequences
	approved
	F
	8.3.0
	eCall_Phase2
	S4

	SP-100783
	26.269
	0007
	1
	9.1.0
	Rel‑9
	Correction of eCall conformance test sequences
	revised
	A
	
	eCall_Phase2
	S4

	SP-100783
	26.269
	0007
	2
	9.1.0
	Rel‑9
	Correction of eCall conformance test sequences
	approved
	A
	9.2.0
	eCall_Phase2
	S4

	CP-100779
	27.001
	0119
	1
	8.0.0
	Rel‑8
	Correcting non-specific external references
	approved
	F
	8.1.0
	TEI8
	C3

	CP-100779
	27.001
	0120
	1
	9.0.0
	Rel‑9
	Correcting non-specific external references
	approved
	A
	9.1.0
	TEI8
	C3

	CP-100779
	27.002
	0009
	1
	8.0.0
	Rel‑8
	Correcting non-specific external references
	approved
	F
	8.1.0
	TEI8
	C3

	CP-100779
	27.002
	0010
	1
	9.0.0
	Rel‑9
	Correcting non-specific external references
	approved
	A
	9.1.0
	TEI8
	C3

	CP-100763
	27.007
	0254
	2
	10.1.0
	Rel‑10
	TC-RT: Introduction of group IDs with prefix
	approved
	B
	10.2.0
	TEI10
	C1

	CP-100742
	27.007
	0255
	1
	9.5.0
	Rel‑9
	Correction of Table 8.58-1 for +CMTLRA
	approved
	F
	9.6.0
	TEI9
	C1

	CP-100742
	27.007
	0256
	1
	10.1.0
	Rel‑10
	Correction of Table 8.58-1 for +CMTLRA
	approved
	A
	10.2.0
	TEI9
	C1

	CP-100763
	27.007
	0257
	-
	10.1.0
	Rel‑10
	Correction of terminology for result codes and alignment of Annex B
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100757
	27.007
	0258
	1
	10.1.0
	Rel‑10
	Examples of AT-commands for USAT
	approved
	B
	10.2.0
	AT_UICC
	C1

	CP-100757
	27.007
	0259
	1
	10.1.0
	Rel‑10
	Multiple corrections to AT-commands for USAT
	approved
	C
	10.2.0
	AT_UICC
	C1

	CP-100757
	27.007
	0260
	2
	10.1.0
	Rel‑10
	Removal of editor's note on security mechanism for AT-commands for USAT
	approved
	F
	10.2.0
	AT_UICC
	C1

	CP-100747
	27.007
	0261
	2
	9.5.0
	Rel‑9
	+CGDCONT syntax
	approved
	F
	9.6.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100747
	27.007
	0262
	2
	10.1.0
	Rel‑10
	+CGDCONT syntax
	approved
	A
	10.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100763
	27.007
	0263
	1
	10.1.0
	Rel‑10
	+CGEV for IP address types
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	27.007
	0265
	-
	10.1.0
	Rel‑10
	Correction of references for +CNAP
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	27.007
	0266
	-
	10.1.0
	Rel‑10
	Correction of action versus parameter commands
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	27.007
	0267
	1
	10.1.0
	Rel‑10
	Correction of print of the IP address format
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	27.007
	0268
	1
	10.1.0
	Rel‑10
	New AT-command for Network Emergency Bearer Services Support +CNEM
	approved
	B
	10.2.0
	TEI10
	C1

	CP-100763
	27.007
	0270
	3
	10.1.0
	Rel‑10
	AT command for Connection status
	approved
	B
	10.2.0
	TEI10
	C1

	CP-100779
	27.010
	0009
	1
	8.0.0
	Rel‑8
	Correcting non-specific external references
	approved
	F
	8.1.0
	TEI8
	C3

	CP-100779
	27.010
	0010
	1
	9.0.0
	Rel‑9
	Correcting non-specific external references
	approved
	A
	9.1.0
	TEI8
	C3

	CP-100779
	27.060
	0090
	1
	8.0.0
	Rel‑8
	Correcting non-specific external references
	approved
	F
	8.1.0
	TEI8
	C3

	CP-100779
	27.060
	0091
	1
	9.0.0
	Rel‑9
	Correcting non-specific external references
	approved
	A
	9.1.0
	TEI8
	C3

	CP-100676
	29.002
	0972
	4
	9.3.0
	Rel‑9
	URRP for SGSN
	approved
	F
	9.4.0
	TEI9
	C4

	CP-100683
	29.002
	0986
	1
	10.0.0
	Rel‑10
	Addition of LIPA permission in  Subscription Data
	approved
	B
	10.1.0
	LIPA
	C4

	CP-100687
	29.002
	0987
	1
	10.0.0
	Rel‑10
	Addition of MPS Priority in Subscription Data
	approved
	B
	10.1.0
	eMPS
	C4

	CP-100698
	29.002
	0988
	1
	10.0.0
	Rel‑10
	Removal of MAP Update GPRS Location messageduring detach or last PDN connection deactivation via 3GPP access
	approved
	A
	10.1.0
	TEI8
	C4

	CP-100676
	29.002
	0989
	2
	9.3.0
	Rel‑9
	locationInformationEPS in Subscriber Info response
	approved
	F
	9.4.0
	TEI9
	C4

	CP-100676
	29.002
	0990
	2
	10.0.0
	Rel‑10
	locationInformationEPS in Subscriber Info response
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100696
	29.002
	0991
	-
	10.0.0
	Rel‑10
	ASN.1 module version upgrade
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100676
	29.002
	0993
	1
	10.0.0
	Rel‑10
	URRP for SGSN
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100698
	29.002
	0994
	1
	8.14.0
	Rel‑8
	Removal of MAP Update GPRS Location messageduring detach or last PDN connection deactivation via 3GPP access
	approved
	F
	8.15.0
	TEI8
	C4

	CP-100698
	29.002
	0995
	1
	9.3.0
	Rel‑9
	Removal of MAP Update GPRS Location messageduring detach or last PDN connection deactivation via 3GPP access
	approved
	A
	9.4.0
	TEI8
	C4

	CP-100696
	29.002
	0997
	2
	10.0.0
	Rel‑10
	Correction to ATM for call waiting
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100688
	29.002
	1002
	2
	10.0.0
	Rel‑10
	Periodic TAU/RAU timer in HSS subscription
	approved
	B
	10.1.0
	NIMTC
	C4

	CP-100696
	29.002
	1005
	-
	10.0.0
	Rel‑10
	Location data including only serving node address
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100675
	29.010
	0128
	1
	9.1.0
	Rel‑9
	Missing BSSGP/RANAP/S1AP Cause Code mapping for IRAT Handover  
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100691
	29.010
	0130
	1
	9.1.0
	Rel‑10
	Wrong Reference for BSSMAP messages
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100763
	29.018
	0059
	2
	10.0.0
	Rel‑10
	SGSN Failure Handling
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100763
	29.018
	0064
	2
	10.0.0
	Rel‑10
	VLR Failure Handling
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100763
	29.018
	0066
	3
	10.0.0
	Rel‑10
	Adding location area identity to Gs BSSAP+location update reject message
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100740
	29.018
	0067
	1
	8.2.0
	Rel‑8
	Update of SGSN conditions for sending Location Update to VLR
	approved
	F
	8.3.0
	SAES-CSFB
	C1

	CP-100740
	29.018
	0068
	1
	9.0.0
	Rel‑9
	Update of SGSN conditions for sending Location Update to VLR
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-100740
	29.018
	0069
	1
	10.0.0
	Rel‑10
	Update of SGSN conditions for sending Location Update to VLR
	approved
	A
	10.1.0
	SAES-CSFB
	C1

	CP-100763
	29.018
	0070
	3
	10.0.0
	Rel‑10
	DST, Universal time and local time zone handling at the SGSN
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100763
	29.018
	0071
	-
	10.0.0
	Rel‑10
	Paging or signaling via Iu interface
	approved
	F
	10.1.0
	TEI10
	C1

	CP-100675
	29.060
	0767
	1
	9.4.0
	Rel‑9
	S1-AP/RANAP/BSSGP Cause Code mapping in MME during IRAT HO involving G/n/Gp-SGSN
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100673
	29.060
	0772
	3
	8.12.0
	Rel‑8
	Resolving GTPv1-C backward compatibility problems for the MM and PDP Context IEs in Rel‑8
	approved
	F
	8.13.0
	SAES
	C4

	CP-100673
	29.060
	0773
	4
	9.4.0
	Rel‑9
	Resolving GTPv1-C backward compatibility problems for the MM and PDP Context IEs in Rel‑9 onwards
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100695
	29.060
	0776
	1
	9.4.0
	Rel‑10
	Echo Request & Echo Response
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100673
	29.060
	0777
	4
	8.12.0
	Rel‑8
	Invalid IE Length
	approved
	F
	8.13.0
	TEI8
	C4

	CP-100673
	29.060
	0778
	4
	9.4.0
	Rel‑9
	Invalid IE Length
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100667
	29.060
	0779
	1
	8.12.0
	Rel‑8
	MS Time Zone adjustments
	approved
	F
	8.13.0
	TEI8
	C4

	CP-100667
	29.060
	0780
	1
	9.4.0
	Rel‑9
	MS Time Zone adjustments
	approved
	A
	9.5.0
	TEI8
	C4

	CP-100675
	29.060
	0781
	-
	9.4.0
	Rel‑9
	Cause for dual stack PDP context
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100794
	29.061
	0340
	2
	10.0.0
	Rel‑10
	Default value for MBMS-Time-To-Data-Transfer
	approved
	F
	10.1.0
	MBMS_EPS
	C3

	CP-100763
	29.118
	0099
	2
	10.1.0
	Rel‑10
	VLR Failure Handling
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0100
	2
	10.1.0
	Rel‑10
	MME Failure Handling
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0107
	2
	10.1.0
	Rel‑10
	VLR name is not configured locally in the MME for SGsAP-Paging-Request
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0112
	1
	10.1.0
	Rel‑10
	Correction of use of release procedure
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100742
	29.118
	0113
	3
	9.3.0
	Rel‑9
	CS PLMN determination for CSFB
	approved
	F
	9.4.0
	TEI9
	C1

	CP-100763
	29.118
	0114
	3
	10.1.0
	Rel‑10
	CS PLMN determination for CSFB
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0117
	1
	10.1.0
	Rel‑10
	CS domain access rights check in CSFB
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100740
	29.118
	0120
	1
	8.7.0
	Rel‑8
	Paging failure on SGs
	approved
	F
	8.8.0
	SAES-CSFB
	C1

	CP-100740
	29.118
	0121
	1
	9.3.0
	Rel‑9
	Paging failure on SGs
	approved
	A
	9.4.0
	SAES-CSFB
	C1

	CP-100740
	29.118
	0122
	1
	10.1.0
	Rel‑10
	Paging failure on SGs
	approved
	A
	10.2.0
	SAES-CSFB
	C1

	CP-100763
	29.118
	0123
	-
	10.1.0
	Rel‑10
	Length indicator in SGsAP information elements
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0124
	2
	10.1.0
	Rel‑10
	Adding location area identity to SGs location update reject message
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0127
	3
	10.1.0
	Rel‑10
	DST, Universal time and local time zone handling at the MME
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0128
	1
	10.1.0
	Rel‑10
	Call Forwarding on No Reply Triggering in EMM-CONNECTED Mode 
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100740
	29.118
	0134
	-
	8.7.0
	Rel‑8
	Removal of VLR number derivation by the MME
	approved
	F
	8.8.0
	SAES-CSFB
	C1

	CP-100740
	29.118
	0135
	-
	9.3.0
	Rel‑9
	Removal of VLR number derivation by the MME
	approved
	A
	9.4.0
	SAES-CSFB
	C1

	CP-100740
	29.118
	0136
	-
	10.1.0
	Rel‑10
	Removal of VLR number derivation by the MME
	approved
	A
	10.2.0
	SAES-CSFB
	C1

	CP-100763
	29.118
	0137
	1
	10.1.0
	Rel‑10
	Additional MME Abnormal Cases 
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100763
	29.118
	0142
	1
	10.1.0
	Rel‑10
	Removing unused stored parameters in the VLR
	approved
	F
	10.2.0
	TEI10
	C1

	CP-100787
	29.162
	0070
	1
	9.3.0
	Rel‑10
	Support of ECN
	approved
	B
	10.0.0
	ECSRA_LAA-CN
	C3

	CP-100784
	29.163
	0394
	5
	9.3.0
	Rel‑9
	ISUP Location Number
	approved
	F
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0413
	2
	7.20.0
	Rel‑7
	Mapping of ISUP Cause Value 34
	approved
	F
	7.21.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0414
	2
	8.12.0
	Rel‑8
	Mapping of ISUP Cause Value 34
	approved
	A
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0415
	2
	9.3.0
	Rel‑9
	Mapping of ISUP Cause Value 34
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0419
	2
	7.20.0
	Rel‑7
	Mapping of ISUP Cause Value 102 to Response 504 and vice versa
	approved
	F
	7.21.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0420
	2
	8.12.0
	Rel‑8
	Mapping of ISUP Cause Value 102 to Response 504 and vice versa
	approved
	A
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0421
	2
	9.3.0
	Rel‑9
	Mapping of ISUP Cause Value 102 to Response 504 and vice versa
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100780
	29.163
	0422
	2
	8.12.0
	Rel‑8
	XML Octet 7
	approved
	F
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100780
	29.163
	0423
	2
	9.3.0
	Rel‑9
	XML Octet 7
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0424
	-
	7.20.0
	Rel‑7
	Changes to ECT
	approved
	F
	7.21.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0425
	-
	8.12.0
	Rel‑8
	Changes to ECT
	approved
	A
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0426
	-
	9.3.0
	Rel‑9
	Changes to ECT
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100776
	29.163
	0427
	1
	8.12.0
	Rel‑8
	Changes to CCBS/CCNR
	approved
	F
	8.13.0
	CCBS_CCNR
	C3

	CP-100776
	29.163
	0428
	1
	9.3.0
	Rel‑9
	Changes to CCBS/CCNR
	approved
	A
	9.4.0
	CCBS_CCNR
	C3

	CP-100772
	29.163
	0429
	-
	7.20.0
	Rel‑7
	Reception of 580 final response to UPDATE request
	approved
	F
	7.21.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0430
	-
	8.12.0
	Rel‑8
	Reception of 580 final response to UPDATE request
	approved
	A
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100772
	29.163
	0431
	-
	9.3.0
	Rel‑9
	Reception of 580 final response to UPDATE request
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100777
	29.163
	0432
	-
	8.12.0
	Rel‑8
	Reference update: IETF draft-liess-dispatch-alert-info-urns
	approved
	F
	8.13.0
	CW_IMS
	C3

	CP-100777
	29.163
	0433
	-
	9.3.0
	Rel‑9
	Reference update: IETF draft-liess-dispatch-alert-info-urns
	approved
	A
	9.4.0
	CW_IMS
	C3

	CP-100787
	29.163
	0434
	1
	9.3.0
	Rel‑10
	Support of ECN
	approved
	B
	10.0.0
	ECSRA_LAA-CN
	C3

	CP-100784
	29.163
	0435
	1
	9.3.0
	Rel‑9
	Call Forwarding and CD Interworking SIP-ISUP
	approved
	F
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100784
	29.163
	0436
	1
	9.3.0
	Rel‑9
	Call Forwarding Interworking SIP-ISUP
	approved
	F
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100780
	29.163
	0438
	3
	8.12.0
	Rel‑8
	Support of Emergency Call CPC interworking
	approved
	F
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100780
	29.163
	0439
	3
	9.3.0
	Rel‑9
	Support of Emergency Call CPC interworking
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100780
	29.163
	0441
	1
	8.12.0
	Rel‑8
	CDIV interworking corrections
	approved
	F
	8.13.0
	IMS-CCR-IWCS
	C3

	CP-100780
	29.163
	0442
	1
	9.3.0
	Rel‑9
	CDIV interworking corrections
	approved
	A
	9.4.0
	IMS-CCR-IWCS
	C3

	CP-100781
	29.165
	0117
	2
	9.4.0
	Rel‑9
	Aligning annex A with Major Capabilities Table
	approved
	F
	9.5.0
	II-NNI
	C3

	CP-100781
	29.165
	0118
	2
	10.1.0
	Rel‑10
	Aligning annex A with Major Capabilities Table
	approved
	A
	10.2.0
	II-NNI
	C3

	CP-100775
	29.165
	0119
	-
	8.6.0
	Rel‑8
	Release version added to ETSI specification
	approved
	F
	8.7.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0120
	-
	9.4.0
	Rel‑9
	Release version added to ETSI specification
	approved
	A
	9.5.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0121
	-
	10.1.0
	Rel‑10
	Release version added to ETSI specification
	approved
	A
	10.2.0
	FBI2-IOPSI
	C3

	CP-100785
	29.165
	0123
	-
	10.1.0
	Rel‑10
	Privacy protection in IBCF
	approved
	B
	10.2.0
	II-NNI2
	C3

	CP-100775
	29.165
	0124
	2
	8.6.0
	Rel‑8
	Correcting errors in SIP method clause
	approved
	F
	8.7.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0125
	-
	9.4.0
	Rel‑9
	Correcting errors in SIP method clause
	approved
	A
	9.5.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0126
	-
	10.1.0
	Rel‑10
	Correcting errors in SIP method clause
	approved
	A
	10.2.0
	FBI2-IOPSI
	C3

	CP-100781
	29.165
	0127
	-
	9.4.0
	Rel‑9
	Duplications of rows in Major capability table
	approved
	F
	9.5.0
	II-NNI
	C3

	CP-100781
	29.165
	0128
	-
	10.1.0
	Rel‑10
	Duplications of rows in Major capability table
	approved
	A
	10.2.0
	II-NNI
	C3

	CP-100785
	29.165
	0129
	1
	10.1.0
	Rel‑10
	Editorial corrections
	approved
	D
	10.2.0
	II-NNI2
	C3

	CP-100785
	29.165
	0130
	-
	10.1.0
	Rel‑10
	Missing reference to 24.229 in major capability table
	approved
	F
	10.2.0
	II-NNI2
	C3

	CP-100775
	29.165
	0131
	1
	8.6.0
	Rel‑8
	IBCF and URI formats
	approved
	F
	8.7.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0132
	1
	9.4.0
	Rel‑9
	IBCF and URI formats
	approved
	A
	9.5.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0133
	1
	10.1.0
	Rel‑10
	IBCF and URI formats
	approved
	A
	10.2.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0134
	-
	8.6.0
	Rel‑8
	Roaming and non-roaming definition added
	approved
	F
	8.7.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0135
	1
	9.4.0
	Rel‑9
	Roaming and non-roaming definition added
	approved
	A
	9.5.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0136
	1
	10.1.0
	Rel‑10
	Roaming and non-roaming definition added
	approved
	A
	10.2.0
	FBI2-IOPSI
	C3

	CP-100785
	29.165
	0137
	1
	10.1.0
	Rel‑10
	Clarification of relevance of restrictions over II-NNI
	revised
	F
	
	II-NNI2
	C3

	CP-100850
	29.165
	0137
	2
	10.1.0
	Rel‑10
	Clarification of relevance of restrictions over II-NNI
	revised
	F
	
	II-NNI
	C3

	CP-100886
	29.165
	0137
	3
	10.1.0
	Rel‑10
	Clarification of relevance of restrictions over II-NNI
	approved
	F
	10.2.0
	II-NNI2
	C3

	CP-100775
	29.165
	0138
	2
	8.6.0
	Rel‑8
	Refer-Sub and Refer-To missing in annex A
	approved
	F
	8.7.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0139
	2
	9.4.0
	Rel‑9
	Refer-Sub and Refer-To missing in annex A
	approved
	A
	9.5.0
	FBI2-IOPSI
	C3

	CP-100775
	29.165
	0140
	2
	10.1.0
	Rel‑10
	Refer-Sub and Refer-To missing in annex A
	approved
	A
	10.2.0
	FBI2-IOPSI
	C3

	CP-100781
	29.165
	0141
	2
	9.4.0
	Rel‑9
	Supplementary services corrections
	approved
	F
	9.5.0
	II-NNI
	C3

	CP-100781
	29.165
	0142
	2
	10.1.0
	Rel‑10
	Supplementary services corrections
	approved
	A
	10.2.0
	II-NNI
	C3

	CP-100785
	29.165
	0143
	2
	10.1.0
	Rel‑10
	OMA presence additions to 3GPP
	approved
	B
	10.2.0
	II-NNI2
	C3

	CP-100785
	29.165
	0144
	1
	10.1.0
	Rel‑10
	Instant messaging
	approved
	B
	10.2.0
	II-NNI2
	C3

	CP-100785
	29.165
	0145
	3
	10.1.0
	Rel‑10
	adding references to table 6.2
	approved
	F
	10.2.0
	II-NNI2
	C3

	CP-100785
	29.165
	0146
	1
	10.1.0
	Rel‑10
	Editors change of major capability n98
	approved
	F
	10.2.0
	II-NNI2
	C3

	CP-100785
	29.165
	0147
	2
	10.1.0
	Rel‑10
	ICB
	approved
	F
	10.2.0
	II-NNI2
	C3

	CP-100785
	29.165
	0148
	2
	10.1.0
	Rel‑10
	Service OIP/OIR, TIP/TIR
	approved
	F
	10.2.0
	II-NNI2
	C3

	CP-100781
	29.165
	0149
	1
	10.1.0
	Rel‑10
	MCID and ACR
	approved
	A
	10.2.0
	II-NNI
	C3

	CP-100785
	29.165
	0150
	1
	10.1.0
	Rel‑10
	Clarifications of operator option items
	approved
	B
	10.2.0
	II-NNI2
	C3

	CP-100781
	29.165
	0153
	-
	9.4.0
	Rel‑9
	MCID and ACR
	approved
	F
	9.5.0
	II-NNI
	C3

	CP-100708
	29.168
	0014
	3
	9.2.0
	Rel‑9
	Correct WRITE-REPLACE-WARNING-REQUEST misalignment between S1-AP and SBc-AP
	approved
	F
	9.3.0
	TEI9
	C4

	CP-100681
	29.172
	0009
	-
	9.2.0
	Rel‑9
	Definition of LCS Priority Values in SLg
	approved
	F
	9.3.0
	CP_LCS
	C4

	CP-100681
	29.172
	0010
	-
	9.2.0
	Rel‑9
	Correction of Error Code in SLg
	approved
	F
	9.3.0
	CP_LCS
	C4

	CP-100681
	29.172
	0011
	-
	9.2.0
	Rel‑9
	Correction of bit numbering in Horizontal and Vertical Accuracy IEs in SLg
	approved
	F
	9.3.0
	CP_LCS
	C4

	CP-100681
	29.172
	0012
	-
	9.2.0
	Rel‑9
	Units of Age of Location Estimate IE in SLg
	approved
	F
	9.3.0
	CP_LCS
	C4

	CP-100791
	29.212
	0511
	3
	10.0.0
	Rel‑10
	Additions to support sponsored connectivity
	approved
	B
	10.1.0
	PEST-CT3
	C3

	CP-100773
	29.212
	0512
	-
	8.9.0
	Rel‑8
	Correcting wrong AVP code of Charging-Correlation-Indicator (R8 29.212)
	approved
	F
	8.10.0
	SAES-St3-PCC
	C3

	CP-100792
	29.212
	0518
	1
	10.0.0
	Rel‑10
	Packet Filter Attribute Combinations
	approved
	F
	10.1.0
	SAES-St3-PCC
	C3

	CP-100793
	29.212
	0525
	1
	10.0.0
	Rel‑10
	Addition of AVPs to support xDSL line identification on the Gx interface
	approved
	F
	10.1.0
	TEI10
	C3

	CP-100791
	29.212
	0526
	4
	10.0.0
	Rel‑10
	UDR and Ud in PCC Architecture
	approved
	B
	10.1.0
	PEST-CT3
	C3

	CP-100773
	29.212
	0527
	-
	9.4.0
	Rel‑9
	Support of EARP in GPRS
	approved
	F
	9.5.0
	SAES-St3-PCC
	C3

	CP-100773
	29.212
	0528
	-
	10.0.0
	Rel‑10
	Support of EARP in GPRS
	approved
	A
	10.1.0
	SAES-St3-PCC
	C3

	CP-100773
	29.212
	0529
	1
	8.9.0
	Rel‑8
	IP version support in PCC Rules
	approved
	F
	8.10.0
	SAES-St3-PCC
	C3

	CP-100773
	29.212
	0530
	1
	9.4.0
	Rel‑9
	IP version support in PCC Rules
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100792
	29.212
	0531
	1
	10.0.0
	Rel‑10
	IP version support in PCC Rules
	approved
	F
	10.1.0
	SAES-St3-PCC
	C3

	CP-100783
	29.212
	0532
	1
	9.4.0
	Rel‑9
	Incorrect AVP code
	approved
	F
	9.5.0
	SAES-St3-PCC
	C3

	CP-100783
	29.212
	0533
	1
	10.0.0
	Rel‑10
	Incorrect AVP code
	approved
	A
	10.1.0
	SAES-St3-PCC
	C3

	CP-100789
	29.212
	0534
	2
	10.0.0
	Rel‑10
	MPS support over Gx
	approved
	B
	10.1.0
	eMPS-CN
	C3

	CP-100773
	29.212
	0541
	2
	8.9.0
	Rel‑8
	Error in PCRF Modification of APN-AMBR and default bearer QoS
	approved
	F
	8.10.0
	SAES-St3-PCC
	C3

	CP-100773
	29.212
	0542
	2
	9.4.0
	Rel‑9
	Error in PCRF Modification of APN-AMBR and default bearer QoS
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100773
	29.212
	0543
	2
	10.0.0
	Rel‑10
	Error in PCRF Modification of APN-AMBR and default bearer QoS
	approved
	A
	10.1.0
	SAES-St3-PCC
	C3

	CP-100786
	29.212
	0547
	-
	10.0.0
	Rel‑10
	Multiple BBERF handling for IFOM
	approved
	B
	10.1.0
	IFOM-CT
	C3

	CP-100788
	29.212
	0548
	1
	10.0.0
	Rel‑10
	Update for GTP-based S2b in 29.212
	approved
	B
	10.1.0
	SMOG-St3
	C3

	CP-100791
	29.213
	0286
	2
	9.4.1
	Rel‑10
	Additions to support sponsored connectivity
	approved
	B
	10.0.0
	PEST-CT3
	C3

	CP-100791
	29.213
	0288
	2
	9.4.1
	Rel‑10
	UDR and Ud in PCC Architecture
	approved
	B
	10.0.0
	PEST-CT3
	C3

	CP-100789
	29.213
	0289
	1
	9.4.1
	Rel‑10
	MPS support in PCC procedures
	approved
	B
	10.0.0
	eMPS-CN
	C3

	CP-100773
	29.213
	0290
	1
	8.9.1
	Rel‑8
	Correcting the call flow of multiple BBERF signalling in the visited access
	approved
	F
	8.10.0
	SAES-St3-PCC
	C3

	CP-100773
	29.213
	0291
	1
	9.4.1
	Rel‑9
	Correcting the call flow of multiple BBERF signalling in the visited access
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100773
	29.213
	0292
	1
	8.9.1
	Rel‑8
	Correcting the call flow of Network-Initiated IP-CAN Session Modification
	approved
	F
	8.10.0
	SAES-St3-PCC
	C3

	CP-100773
	29.213
	0293
	1
	9.4.1
	Rel‑9
	Correcting the call flow of Network-Initiated IP-CAN Session Modification
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100788
	29.213
	0294
	-
	9.4.1
	Rel‑10
	Update for GTP-based S2b in 29.213
	approved
	B
	10.0.0
	SMOG-St3
	C3

	CP-100791
	29.214
	0150
	3
	10.0.1
	Rel‑10
	Additions to support sponsored connectivity
	approved
	B
	10.1.0
	PEST-CT3
	C3

	CP-100771
	29.214
	0151
	1
	8.9.1
	Rel‑8
	Specific-Action AVP to report specific actions
	approved
	A
	8.10.0
	PCC
	C3

	CP-100771
	29.214
	0152
	1
	9.4.1
	Rel‑9
	Specific-Action AVP to report specific actions
	approved
	A
	9.5.0
	PCC
	C3

	CP-100771
	29.214
	0153
	1
	10.0.1
	Rel‑10
	Specific-Action AVP to report specific actions
	approved
	A
	10.1.0
	PCC
	C3

	CP-100791
	29.214
	0154
	2
	10.0.1
	Rel‑10
	UDR and Ud in PCC Architecture
	approved
	B
	10.1.0
	PEST-CT3
	C3

	CP-100771
	29.214
	0157
	-
	7.10.0
	Rel‑7
	Specific-Action AVP to report specific actions
	approved
	F
	7.11.0
	PCC
	C3

	CP-100786
	29.215
	0114
	3
	9.4.0
	Rel‑10
	Multiple BBERF management for IFOM
	approved
	B
	10.0.0
	IFOM-CT
	C3

	CP-100786
	29.215
	0115
	3
	9.4.0
	Rel‑10
	Definition of Routing Rules
	approved
	B
	10.0.0
	IFOM-CT
	C3

	CP-100774
	29.215
	0116
	-
	8.7.0
	Rel‑8
	Correcting the usage of the QoS-Information in Subsession-Enforcement-Info
	approved
	F
	8.8.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0117
	-
	9.4.0
	Rel‑9
	Correcting the usage of the QoS-Information in Subsession-Enforcement-Info
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0118
	-
	8.7.0
	Rel‑8
	H-PCRF initiated Gateway Contro Session termination for case 2a during the BBERF relocation
	approved
	F
	8.8.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0119
	-
	9.4.0
	Rel‑9
	H-PCRF initiated Gateway Contro Session termination for case 2a during the BBERF relocation
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0120
	1
	8.7.0
	Rel‑8
	Multiple BBERF handling in the visited access for the case 2a
	approved
	F
	8.8.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0121
	1
	9.4.0
	Rel‑9
	Multiple BBERF handling in the visited access for the case 2a
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0122
	1
	8.7.0
	Rel‑8
	S9 session/Subsession Termination Initiated by the H-PCRF
	approved
	F
	8.8.0
	SAES-St3-PCC
	C3

	CP-100774
	29.215
	0123
	1
	9.4.0
	Rel‑9
	S9 session/Subsession Termination Initiated by the H-PCRF
	approved
	A
	9.5.0
	SAES-St3-PCC
	C3

	CP-100782
	29.215
	0124
	-
	9.4.0
	Rel‑9
	Mutiple-BBERF-Action AVP code
	approved
	F
	9.5.0
	PCC-Enh
	C3

	CP-100786
	29.215
	0125
	1
	9.4.0
	Rel‑10
	IFOM support in the roaming case
	approved
	B
	10.0.0
	IFOM-CT
	C3

	CP-100788
	29.215
	0126
	1
	9.4.0
	Rel‑10
	Update for GTP-based S2b in 29.215
	approved
	B
	10.0.0
	SMOG-St3
	C3

	CP-100791
	29.215
	0127
	2
	9.4.0
	Rel‑10
	Completion of UDC and Ud update for 29.215
	approved
	B
	10.0.0
	PEST-CT3
	C3

	CP-100790
	29.215
	0128
	2
	9.4.0
	Rel‑10
	S9 interface enhancement for supporting the MAPCON
	approved
	B
	10.0.0
	MAPCON-st3
	C3

	CP-100697
	29.228
	0509
	1
	9.3.0
	Rel‑10
	Clarification on Alias
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100668
	29.228
	0511
	-
	5.21.0
	Rel‑5
	Coding of SIP-Authorization AVP and SIP-Authenticate AVP
	approved
	F
	5.22.0
	TEI5
	C4

	CP-100668
	29.228
	0516
	-
	6.16.0
	Rel‑6
	Coding of SIP-Authorization AVP and SIP-Authenticate AVP
	approved
	A
	6.17.0
	TEI5
	C4

	CP-100668
	29.228
	0517
	-
	7.14.0
	Rel‑7
	Coding of SIP-Authorization AVP and SIP-Authenticate AVP
	approved
	A
	7.15.0
	TEI5
	C4

	CP-100668
	29.228
	0518
	-
	8.10.0
	Rel‑8
	Coding of SIP-Authorization AVP and SIP-Authenticate AVP
	approved
	A
	8.11.0
	TEI5
	C4

	CP-100668
	29.228
	0519
	-
	9.3.0
	Rel‑9
	Coding of SIP-Authorization AVP and SIP-Authenticate AVP
	approved
	A
	9.4.0
	TEI5
	C4

	CP-100679
	29.230
	0194
	3
	9.4.0
	Rel‑9
	S6a Error Diagnostic
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100683
	29.230
	0200
	1
	10.0.0
	Rel‑10
	Allocate codes for AVPs on LIPA
	approved
	B
	10.1.0
	LIPA
	C4

	CP-100687
	29.230
	0201
	1
	10.0.0
	Rel‑10
	Allocate codes for AVPs on eMPS
	approved
	B
	10.1.0
	eMPS
	C4

	CP-100679
	29.230
	0203
	-
	10.0.0
	Rel‑10
	S6a Error Diagnostic
	revised
	A
	
	TEI9
	C4

	CP-100846
	29.230
	0203
	1
	10.0.0
	Rel‑10
	S6a Error Diagnostic
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100699
	29.230
	0205
	-
	10.0.0
	Rel‑10
	Enhanced SRVCC
	approved
	B
	10.1.0
	eSRVCC
	C4

	CP-100688
	29.230
	0206
	1
	10.0.0
	Rel‑10
	Periodic TAU/RAU timer in HSS subscription
	approved
	B
	10.1.0
	NIMTC
	C4

	CP-100679
	29.272
	0269
	4
	9.4.0
	Rel‑9
	S6a Error Diagnostic
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100684
	29.272
	0288
	1
	10.0.0
	Rel‑10
	SIPTO Permission for Wildcard APN
	approved
	B
	10.1.0
	SIPTO
	C4

	CP-100683
	29.272
	0289
	1
	10.0.0
	Rel‑10
	Addition of LIPA permission in Subscription Data
	approved
	B
	10.1.0
	LIPA
	C4

	CP-100687
	29.272
	0290
	4
	10.0.0
	Rel‑10
	Addition of MPS Priority in Subscription Data
	approved
	B
	10.1.0
	eMPS
	C4

	CP-100699
	29.272
	0291
	3
	10.0.0
	Rel‑10
	Enhanced SRVCC
	approved
	B
	10.1.0
	eSRVCC
	C4

	CP-100698
	29.272
	0295
	1
	8.8.0
	Rel‑8
	Removal of Notify Messages during detach or last PDN connection deactivation via 3GPP access
	approved
	C
	8.9.0
	TEI8
	C4

	CP-100698
	29.272
	0296
	1
	9.4.0
	Rel‑9
	Removal of Notify Messages during detach or last PDN connection deactivation via 3GPP access
	approved
	A
	9.5.0
	TEI8
	C4

	CP-100698
	29.272
	0297
	1
	10.0.0
	Rel‑10
	Removal of Notify Messages during detach or last PDN connection deactivation via 3GPP access
	approved
	A
	10.1.0
	TEI8
	C4

	CP-100679
	29.272
	0299
	2
	9.4.0
	Rel‑9
	AMBR clarification
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100679
	29.272
	0300
	1
	9.4.0
	Rel‑9
	Store HSS-Identity in MME after successful ULA
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100679
	29.272
	0302
	1
	9.4.0
	Rel‑9
	Usage of Served-Party-IP-Address
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100679
	29.272
	0303
	1
	10.0.0
	Rel‑10
	Usage of Served-Party-IP-Address
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100679
	29.272
	0304
	1
	9.4.0
	Rel‑9
	Usage of APN-OI-Replacement
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100679
	29.272
	0305
	1
	10.0.0
	Rel‑10
	Usage of APN-OI-Replacement
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100679
	29.272
	0307
	-
	10.0.0
	Rel‑10
	AMBR clarification
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100679
	29.272
	0308
	-
	10.0.0
	Rel‑10
	Store HSS-Identity in MME after successful ULA
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100679
	29.272
	0309
	4
	9.4.0
	Rel‑9
	Unknown EPS Subscription
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100707
	29.272
	0311
	1
	8.8.0
	Rel‑8
	Correction to Purg flag and Restoration flag
	approved
	F
	8.9.0
	SAES
	C4

	CP-100707
	29.272
	0312
	1
	9.4.0
	Rel‑9
	Correction to Purg flag and Restoration flag
	approved
	A
	9.5.0
	SAES
	C4

	CP-100707
	29.272
	0313
	1
	10.0.0
	Rel‑10
	Correction to Purg flag and Restoration flag
	approved
	A
	10.1.0
	SAES
	C4

	CP-100679
	29.272
	0314
	3
	9.4.0
	Rel‑9
	Fix ambiguity in the LCS related indication
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100679
	29.272
	0315
	3
	10.0.0
	Rel‑10
	Fix ambiguity in the LCS related indication
	approved
	A
	10.1.0
	TEI10
	C4

	CP-100689
	29.272
	0316
	1
	10.0.0
	Rel‑10
	Clarification on Access Restriction Data
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100707
	29.272
	0317
	-
	8.8.0
	Rel‑8
	Default APN and Wildcard APN
	approved
	F
	8.9.0
	SAES
	C4

	CP-100707
	29.272
	0318
	-
	9.4.0
	Rel‑9
	Default APN and Wildcard APN
	approved
	A
	9.5.0
	SAES
	C4

	CP-100707
	29.272
	0319
	-
	10.0.0
	Rel‑10
	Default APN and Wildcard APN
	approved
	A
	10.1.0
	SAES
	C4

	CP-100707
	29.272
	0320
	1
	8.8.0
	Rel‑8
	Usage of PGW-Allocation-Type AVP
	approved
	F
	8.9.0
	SAES
	C4

	CP-100707
	29.272
	0321
	1
	9.4.0
	Rel‑9
	Usage of PGW-Allocation-Type AVP
	approved
	A
	9.5.0
	SAES
	C4

	CP-100707
	29.272
	0322
	1
	10.0.0
	Rel‑10
	Usage of PGW-Allocation-Type AVP
	approved
	A
	10.1.0
	SAES
	C4

	CP-100699
	29.272
	0323
	-
	10.0.0
	Rel‑10
	Usage of STN-SR AVP
	approved
	B
	10.1.0
	eSRVCC
	C4

	CP-100689
	29.272
	0324
	1
	10.0.0
	Rel‑10
	HSS Error Returned due to ODB
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100688
	29.272
	0325
	1
	10.0.0
	Rel‑10
	Periodic TAU/RAU timer in HSS subscription
	approved
	B
	10.1.0
	NIMTC
	C4

	CP-100679
	29.272
	0327
	2
	10.0.0
	Rel‑10
	Unknown EPS Subscription
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100679
	29.273
	0193
	2
	9.4.0
	Rel‑9
	Correcting PDN GW Behavior for S6b
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100698
	29.273
	0194
	1
	10.0.0
	Rel‑10
	Update APN and PDN GW in the 3GPP AAA Server on SWx
	approved
	B
	10.1.0
	MAPCON-St3
	C4

	CP-100698
	29.273
	0195
	1
	10.0.0
	Rel‑10
	Update APN and PDN GW in Non-3GPP IP Access over the STa & SWm interfaces
	approved
	B
	10.1.0
	MAPCON-St3
	C4

	CP-100686
	29.273
	0196
	3
	10.0.0
	Rel‑10
	SWm and S6b procedures for GTP based S2b
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100679
	29.273
	0197
	1
	10.0.0
	Rel‑10
	Correcting PDN GW Behavior for S6b
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100707
	29.273
	0198
	-
	8.6.0
	Rel‑8
	MIP6-Feature-Vector Flags Assignment
	approved
	F
	8.7.0
	SAES
	C4

	CP-100707
	29.273
	0199
	-
	9.4.0
	Rel‑9
	MIP6-Feature-Vector Flags Assignment
	approved
	A
	9.5.0
	SAES
	C4

	CP-100707
	29.273
	0200
	-
	10.0.0
	Rel‑10
	MIP6-Feature-Vector Flags Assignment
	approved
	A
	10.1.0
	SAES
	C4

	CP-100707
	29.273
	0201
	-
	8.6.0
	Rel‑8
	SWx AVP Bits Definition
	approved
	F
	8.7.0
	SAES
	C4

	CP-100707
	29.273
	0202
	-
	9.4.0
	Rel‑9
	SWx AVP Bits Definition
	approved
	A
	9.5.0
	SAES
	C4

	CP-100707
	29.273
	0203
	-
	10.0.0
	Rel‑10
	SWx AVP Bits Definition
	approved
	A
	10.1.0
	SAES
	C4

	CP-100707
	29.273
	0204
	-
	8.6.0
	Rel‑8
	Visited-Network-Identifier Data Type
	approved
	F
	8.7.0
	SAES
	C4

	CP-100707
	29.273
	0205
	-
	9.4.0
	Rel‑9
	Visited-Network-Identifier Data Type
	approved
	A
	9.5.0
	SAES
	C4

	CP-100707
	29.273
	0206
	-
	10.0.0
	Rel‑10
	Visited-Network-Identifier Data Type
	approved
	A
	10.1.0
	SAES
	C4

	CP-100695
	29.274
	0758
	1
	10.0.0
	Rel‑10
	OI flag in Delete Session Request alignment with stage 2
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100695
	29.274
	0762
	3
	10.0.0
	Rel‑10
	ISR in Delete Bearer Request
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100674
	29.274
	0763
	1
	8.7.0
	Rel‑8
	Essential correction to Create Indirect Data Forwarding Tunnel Response
	approved
	F
	8.8.0
	SAES
	C4

	CP-100674
	29.274
	0764
	1
	9.4.0
	Rel‑9
	Essential correction to Create Indirect Data Forwarding Tunnel Response
	approved
	A
	9.5.0
	SAES
	C4

	CP-100674
	29.274
	0765
	1
	10.0.0
	Rel‑10
	Essential correction to Create Indirect Data Forwarding Tunnel Response
	approved
	A
	10.1.0
	SAES
	C4

	CP-100686
	29.274
	0767
	1
	10.0.0
	Rel‑10
	GTP-C Information Elements for GTP based S2b interface
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100687
	29.274
	0769
	2
	10.0.0
	Rel‑10
	Downlink data notification information for MPS services
	approved
	B
	10.1.0
	eMPS
	C4

	CP-100675
	29.274
	0772
	1
	9.4.0
	Rel‑9
	Suspend and Resume procedure clarification
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0773
	1
	10.0.0
	Rel‑10
	Suspend and Resume procedure clarification
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100675
	29.274
	0774
	1
	9.4.0
	Rel‑9
	Range for BSSGP Cause
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0775
	1
	10.0.0
	Rel‑10
	Range for BSSGP Cause
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100675
	29.274
	0776
	1
	9.4.0
	Rel‑9
	RAT Type in the Modify Bearer Request message
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0777
	1
	10.0.0
	Rel‑10
	RAT Type in the Modify Bearer Request message
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100675
	29.274
	0780
	-
	9.4.0
	Rel‑9
	ISR for SGW
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0781
	-
	10.0.0
	Rel‑10
	ISR for SGW
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100675
	29.274
	0782
	1
	9.4.0
	Rel‑9
	ISR in the Detach procedure
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0783
	1
	10.0.0
	Rel‑10
	ISR in the Detach procedure
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100686
	29.274
	0786
	-
	10.0.0
	Rel‑10
	Delete PDN Connection Set
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100695
	29.274
	0787
	2
	10.0.0
	Rel‑10
	Bulk PDN Connections Delete Request/Response
	revised
	B
	
	TEI10
	C4

	CP-100695
	29.274
	0787
	4
	10.0.0
	Rel‑10
	PGW Restart Notification
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100675
	29.274
	0788
	1
	9.4.0
	Rel‑9
	Missing Cause Code mapping for IRAT Handover between GERAN and EUTRAN
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0789
	1
	10.0.0
	Rel‑10
	Missing Cause Code mapping for IRAT Handover between GERAN and EUTRAN
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100675
	29.274
	0793
	-
	9.4.0
	Rel‑9
	Voice Bearer Flag
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0794
	-
	10.0.0
	Rel‑10
	Voice Bearer Flag
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100686
	29.274
	0796
	-
	10.0.0
	Rel‑10
	Addition of GTP over S2b to clauses 1 to 6
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100686
	29.274
	0797
	3
	10.0.0
	Rel‑10
	Create Session Req/Rsp & Create Bearer Req/Rsp
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100695
	29.274
	0798
	2
	10.0.0
	Rel‑10
	Feature definition for the Modify Access Bearers procedure
	approved
	F
	10.1.0
	TEI9
	C4

	CP-100695
	29.274
	0799
	1
	10.0.0
	Rel‑10
	Modify Access Bearers procedure during Inter-MME Intra-SGW TAU
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100675
	29.274
	0800
	2
	9.4.0
	Rel‑9
	MBMS corrections 
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0801
	1
	10.0.0
	Rel‑10
	MBMS corrections
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100686
	29.274
	0802
	-
	10.0.0
	Rel‑10
	Delete Session and Bearer messages
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100686
	29.274
	0804
	-
	10.0.0
	Rel‑10
	Modify Bearer Command/Failure Indication and Update Bearer Req/Rsp
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100686
	29.274
	0807
	-
	10.0.0
	Rel‑10
	Trace Session Activation/Deactivation for GTP-S2b
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100695
	29.274
	0812
	1
	10.0.0
	Rel‑10
	Clarifications to Failure Indication type of messages
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100669
	29.274
	0814
	2
	8.7.0
	Rel‑8
	Essential alignment with PMIP spec
	approved
	F
	8.8.0
	SAES
	C4

	CP-100669
	29.274
	0815
	2
	9.4.0
	Rel‑9
	Essential alignment with PMIP spec
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100669
	29.274
	0816
	2
	10.0.0
	Rel‑10
	Essential alignment with PMIP spec
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100695
	29.274
	0817
	2
	10.0.0
	Rel‑10
	EPS Bearer ID in Downlink Data Notification message
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100695
	29.274
	0818
	1
	10.0.0
	Rel‑10
	Clarifying possible cause value sets
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100675
	29.274
	0820
	1
	9.4.0
	Rel‑9
	CSG Reporting
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0821
	1
	10.0.0
	Rel‑10
	CSG Reporting
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100695
	29.274
	0823
	2
	10.0.0
	Rel‑10
	SGSN Failure handling
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100675
	29.274
	0824
	-
	9.4.0
	Rel‑9
	Target Identification
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0825
	-
	10.0.0
	Rel‑10
	Target Identification
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100667
	29.274
	0826
	-
	8.7.0
	Rel‑8
	UE Time Zone adjustments
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100667
	29.274
	0827
	-
	9.4.0
	Rel‑9
	UE Time Zone adjustments
	approved
	A
	9.5.0
	TEI8
	C4

	CP-100667
	29.274
	0828
	-
	10.0.0
	Rel‑10
	UE Time Zone adjustments
	approved
	A
	10.1.0
	TEI8
	C4

	CP-100675
	29.274
	0829
	2
	9.4.0
	Rel‑9
	Reporting UE Time Zone changes
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0830
	2
	10.0.0
	Rel‑10
	Reporting UE Time Zone changes
	approved
	A
	10.1.0
	TEI9
	C4

	CP-100695
	29.274
	0835
	1
	10.0.0
	Rel‑10
	Handover indication
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100675
	29.274
	0837
	1
	9.4.0
	Rel‑9
	Essential correction for UE Timezone reporting
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0838
	1
	10.0.0
	Rel‑10
	Essential correction for UE Timezone reporting
	approved
	A
	10.1.0
	TEI10
	C4

	CP-100686
	29.274
	0839
	1
	10.0.0
	Rel‑10
	Handling of Create Session Request message on header TEID = 0
	approved
	B
	10.1.0
	SMOG-St3
	C4

	CP-100695
	29.274
	0842
	1
	10.0.0
	Rel‑10
	Cause values for Delete Bearer Request  
	approved
	B
	10.1.0
	TEI10
	C4

	CP-100675
	29.274
	0845
	2
	9.4.0
	Rel‑9
	ISR Activated Flag
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100675
	29.274
	0846
	2
	10.0.0
	Rel‑10
	ISR Activated Flag
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100688
	29.274
	0848
	2
	10.0.0
	Rel‑10
	MME/SGSN overload control by throttling of DL low priority traffic
	approved
	B
	10.1.0
	NIMTC
	C4

	CP-100672
	29.274
	0849
	1
	8.7.0
	Rel‑8
	Determination of type of source node during TAU/RAU
	approved
	F
	8.8.0
	SAES
	C4

	CP-100672
	29.274
	0850
	1
	9.4.0
	Rel‑9
	Determination of type of source node during TAU/RAU
	approved
	A
	9.5.0
	SAES
	C4

	CP-100672
	29.274
	0851
	1
	10.0.0
	Rel‑10
	Determination of type of source node during TAU/RAU
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100669
	29.275
	0173
	1
	8.7.0
	Rel‑8
	Essential correction to the mapping between PMIP 3GSPEC and GTP Cause
	approved
	F
	8.8.0
	SAES
	C4

	CP-100669
	29.275
	0174
	1
	9.3.0
	Rel‑9
	Essential correction to the mapping between PMIP 3GSPEC and GTP Cause
	approved
	A
	9.4.0
	SAES
	C4

	CP-100694
	29.275
	0177
	2
	9.3.0
	Rel‑10
	IPv4 Default Router IP Address
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100667
	29.280
	0022
	1
	8.4.0
	Rel‑8
	MM Context for UTRAN SRVCC
	approved
	F
	8.5.0
	TEI8
	C4

	CP-100667
	29.280
	0023
	1
	9.4.0
	Rel‑9
	MM Context for UTRAN SRVCC
	approved
	F
	9.5.0
	TEI9
	C4

	CP-100686
	29.281
	0031
	1
	9.3.0
	Rel‑10
	Addition of GTP-U interface over S2b
	approved
	B
	10.0.0
	SMOG-St3
	C4

	CP-100695
	29.281
	0033
	2
	9.3.0
	Rel‑10
	End Marker message
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100695
	29.281
	0035
	1
	9.3.0
	Rel‑10
	Echo Request & Echo Response
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100778
	29.292
	0027
	1
	8.4.0
	Rel‑8
	Correction on sending of SETUP based on information in INVITE
	revised
	F
	
	ICSRA
	C3

	CP-100778
	29.292
	0028
	1
	9.0.0
	Rel‑9
	Correction on sending of SETUP based on information in INVITE
	revised
	A
	
	ICSRA
	C3

	CP-100686
	29.303
	0029
	1
	9.2.0
	Rel‑10
	PGW selection by ePDG with GTP over S2b
	approved
	B
	10.0.0
	SMOG-St3
	C4

	CP-100678
	29.303
	0030
	3
	9.2.0
	Rel‑9
	Add missing MME/SGSN selection for the RIM procedure
	approved
	F
	9.3.0
	TEI9
	C4

	CP-100684
	29.303
	0033
	3
	9.2.0
	Rel‑10
	SIPTO support in DNS  
	approved
	B
	10.0.0
	SIPTO
	C4

	CP-100693
	29.303
	0034
	3
	9.2.0
	Rel‑10
	Adding an example for the SGSN candidate list
	approved
	D
	10.0.0
	TEI10
	C4

	CP-100693
	29.303
	0035
	1
	9.2.0
	Rel‑10
	Clarifications to DNS Based GW Selection in Roaming Cases
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100684
	29.303
	0036
	2
	9.2.0
	Rel‑10
	SGW selection based on eNodeB id
	approved
	B
	10.0.0
	SIPTO
	C4

	CP-100693
	29.303
	0037
	1
	9.2.0
	Rel‑10
	Correction in Annex C
	approved
	F
	10.0.0
	TEI10
	C4

	CP-100671
	29.328
	0338
	4
	8.10.0
	Rel‑8
	C-MSISDN over Sh
	approved
	F
	8.11.0
	TEI8
	C4

	CP-100671
	29.328
	0339
	4
	9.3.0
	Rel‑9
	C-MSISDN over Sh
	approved
	A
	9.4.0
	TEI8
	C4

	CP-100699
	29.328
	0340
	4
	10.0.0
	Rel‑10
	Enhanced SRVCC
	approved
	B
	10.1.0
	eSRVCC
	C4

	CP-100697
	29.328
	0342
	1
	10.0.0
	Rel‑10
	Update the Reference of Alias
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100671
	29.328
	0345
	1
	10.0.0
	Rel‑10
	C-MSISDN over Sh
	approved
	A
	10.1.0
	TEI8
	C4

	CP-100677
	29.328
	0350
	1
	9.3.0
	Rel‑9
	IE Requested Nodes is optional for backward compatibility reasons
	approved
	F
	9.4.0
	TEI9
	C4

	CP-100677
	29.328
	0351
	1
	10.0.0
	Rel‑10
	IE Requested Nodes is optional for backward compatibility reasons
	approved
	F
	10.1.0
	TEI10
	C4

	CP-100671
	29.328
	0355
	-
	8.10.0
	Rel‑8
	SMS Registration with MSISDN
	approved
	F
	8.11.0
	TEI8
	C4

	CP-100671
	29.328
	0358
	-
	9.3.0
	Rel‑9
	SMS Registration with MSISDN
	approved
	A
	9.4.0
	TEI8
	C4

	CP-100671
	29.328
	0359
	-
	10.0.0
	Rel‑10
	SMS Registration with MSISDN
	approved
	A
	10.1.0
	TEI8
	C4

	CP-100671
	29.329
	0161
	3
	8.7.0
	Rel‑8
	C-MSISDN over Sh
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100671
	29.329
	0162
	3
	9.3.0
	Rel‑9
	C-MSISDN over Sh
	approved
	A
	9.4.0
	TEI8
	C4

	CP-100699
	29.329
	0164
	2
	10.0.0
	Rel‑10
	Enhanced SRVCC
	approved
	B
	10.1.0
	eSRVCC
	C4

	CP-100827
	31.102
	0448
	1
	9.4.0
	Rel‑9
	Allocation of File ID for EF_ICE-graphics
	approved
	F
	9.5.0
	TEI9
	C6

	CP-100826
	31.102
	0449
	1
	8.10.0
	Rel‑8
	Correction to Issuer specifed PIN for ICE files
	approved
	F
	8.11.0
	TEI8
	C6

	CP-100826
	31.102
	0450
	1
	9.4.0
	Rel‑9
	Correction to Issuer specifed PIN for ICE files
	revised
	F
	
	TEI9
	C6

	CP-100858
	31.102
	0450
	2
	9.4.0
	Rel‑9
	Correction to Issuer specifed PIN for ICE files
	approved
	F
	9.5.0
	TEI9
	C6

	CP-100827
	31.102
	0451
	1
	9.4.0
	Rel‑9
	ETSI SCP specification reference update
	approved
	F
	9.5.0
	TEI9
	C6

	CP-100823
	31.102
	0462
	1
	9.4.0
	Rel‑10
	Communication control for IMS procedures in USIM
	approved
	B
	10.0.0
	CC_IMS_USIM
	C6

	CP-100826
	31.102
	0465
	-
	8.10.0
	Rel‑8
	Correction of EF_EPSNSC content description
	approved
	F
	8.11.0
	TEI8
	C6

	CP-100826
	31.102
	0466
	-
	9.4.0
	Rel‑9
	Correction of EF_EPSNSC content description
	approved
	A
	9.5.0
	TEI8
	C6

	CP-100824
	31.103
	0068
	-
	9.1.0
	Rel‑10
	Addition of CALL CONTROL indicator in the IST
	approved
	B
	10.0.0
	CC_IMS_USIM
	C6

	CP-100828
	31.111
	0261
	1
	8.9.0
	Rel‑8
	Reference update and restoration of the Terminal Profile's bytes with letter class
	approved
	F
	8.10.0
	TEI8
	C6

	CP-100828
	31.111
	0262
	2
	9.3.0
	Rel‑9
	Reference update and restoration of the Terminal Profile's bytes with letter class
	approved
	A
	9.4.0
	TEI8
	C6

	CP-100829
	31.111
	0263
	1
	9.3.0
	Rel‑9
	Clarification on EVENT DOWNLOAD - CSG cell selection
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100828
	31.111
	0268
	2
	8.9.0
	Rel‑8
	Essential corrections to NMR and UTRAN/E-UTRAN Measurement Qualifier
	approved
	F
	8.10.0
	TEI8
	C6

	CP-100828
	31.111
	0269
	2
	9.3.0
	Rel‑9
	Essential corrections to NMR and UTRAN/E-UTRAN Measurement Qualifier
	approved
	A
	9.4.0
	TEI8
	C6

	CP-100825
	31.111
	0270
	2
	10.0.0
	Rel‑10
	Communication control for IMS
	approved
	B
	10.1.0
	CC_IMS_USIM
	C6

	CP-100828
	31.111
	0271
	1
	10.0.0
	Rel‑10
	Essential corrections to NMR and UTRAN/E-UTRAN Measurement Qualifier
	approved
	A
	10.1.0
	TEI8
	C6

	CP-100828
	31.111
	0272
	1
	10.0.0
	Rel‑10
	Reference update and restoration of the Terminal Profile's bytes with letter class
	approved
	A
	10.1.0
	TEI8
	C6

	CP-100841
	31.111
	0274
	-
	10.0.0
	Rel‑10
	Clarification on EVENT DOWNLOAD - CSG cell selection
	approved
	A
	10.1.0
	TEI9
	C6

	CP-100830
	31.121
	0148
	1
	9.3.0
	Rel‑9
	Definition of E-UTRAN/EPC ISIM-UICC for ISIM related testing
	approved
	B
	9.4.0
	SAES-ISIM_IMS_Test
	C6

	CP-100831
	31.121
	0150
	1
	9.3.0
	Rel‑9
	Correction of incorrect Expected IMSI value in TC 5.1.8 acceptance criteria
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100831
	31.121
	0151
	1
	9.3.0
	Rel‑9
	Addition of LTE-related services to EF_UST in LTE test cases
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100832
	31.122
	0050
	1
	9.1.0
	Rel‑9
	Correction to RETRIEVE DATA test sequence
	revised
	F
	
	TEI9
	C6

	CP-100859
	31.122
	0050
	2
	9.1.0
	Rel‑9
	Correction to RETRIEVE DATA test sequence
	approved
	F
	9.2.0
	TEI9
	C6

	CP-100830
	31.124
	0233
	1
	9.3.0
	Rel‑9
	Definition of E-UTRAN/EPC ISIM-UICC for ISIM related testing
	approved
	B
	9.4.0
	SAES-ISIM_IMS_Test
	C6

	CP-100833
	31.124
	0234
	1
	9.3.0
	Rel‑9
	Clarification of 'ELSE' parts in Table E.1
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100834
	31.124
	0235
	1
	9.3.0
	Rel‑9
	Correction of TCP/UDP referencing errors in Table E.1
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100834
	31.124
	0236
	1
	9.3.0
	Rel‑9
	LTE test cases - specifying that default E-UTRAN UICC should be used
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100834
	31.124
	0238
	1
	9.3.0
	Rel‑9
	Correction of SET UP CALL sequence 1.1
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100834
	31.124
	0239
	1
	9.3.0
	Rel‑9
	Correction of references to non-existent data items in CLOSE CHANNEL(E-UTRAN/EPC)
	approved
	F
	9.4.0
	TEI9
	C6

	CP-100835
	31.124
	0242
	1
	9.3.0
	Rel‑9
	Addition of Provide local information test , discovery of surrounding CSG cell
	approved
	B
	9.4.0
	SAES-USIM_LTE-Test
	C6

	CP-100836
	31.130
	0046
	1
	9.1.1
	Rel‑9
	Update reference to Java Card 3.0.1 Classic reference
	approved
	F
	9.2.0
	TEI9
	C6

	CP-100836
	31.133
	0005
	1
	9.0.0
	Rel‑9
	Update reference to TS 102 241 v9.0.0 reference
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100836
	31.221
	0003
	1
	9.0.0
	Rel‑9
	Update reference to Java Card 3.0.1 Classic reference
	approved
	F
	9.1.0
	TEI9
	C6

	SP-100833
	32.111-2
	0063
	2
	9.1.0
	Rel‑10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	approved
	C
	10.0.0
	OAM10
	S5

	SP-100746
	32.111-2
	0063
	2
	9.1.0
	Rel‑10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	reissued
	C
	
	OAM10
	S5

	SP-100828
	32.111-2
	0063
	2
	9.1.0
	Rel‑10
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	revised
	C
	
	OAM10
	S5

	SP-100828
	32.111-6
	0002
	1
	10.0.0
	Rel‑10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	revised
	C
	
	OAM10
	S5

	SP-100746
	32.111-6
	0002
	2
	10.1.0
	Rel‑10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	revised
	C
	
	OAM10
	S5

	SP-100833
	32.111-6
	0002
	3
	10.1.0
	Rel‑10
	Add alarmChangedTime parameter to the definition of a Structured Event of AlarmInformationSeq - Align with 32.111-2 IS
	approved
	C
	10.2.0
	OAM10
	S5

	SP-100791
	32.172
	0024
	1
	9.2.0
	Rel‑9
	Correct misalignment and fault introduced by CR#0020 SP-47 SP-100035/S5-100983
	approved
	F
	9.3.0
	OAM9-SuM
	S5

	SP-100755
	32.172
	0025
	-
	10.0.0
	Rel‑10
	Correcting errors from release 9.X.0 and undoing error introduced by 32172_CR0022_(Rel‑10)_S5-102471
	approved
	F
	10.1.0
	OAM10-SuM
	S5

	SP-100791
	32.175
	0012
	1
	9.2.0
	Rel‑9
	Correct misalignment and fault introduced by CR#0020 SP-47 SP-100035/S5-100983 - Align with 32.172
	approved
	F
	9.3.0
	OAM9-SuM
	S5

	SP-100828
	32.176
	0004
	-
	10.1.0
	Rel‑10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.176
	0004
	-
	10.1.0
	Rel‑10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100746
	32.176
	0004
	-
	10.1.0
	Rel‑10
	Correcting the IOC PSSubscribedService name in XML definition - Align with 32.172 IS
	reissued
	F
	
	OAM10
	S5

	SP-100755
	32.176
	0006
	-
	10.1.0
	Rel‑10
	Correcting faults in schema definition
	approved
	F
	10.2.0
	OAM10-SuM
	S5

	SP-100755
	32.176
	0007
	-
	10.1.0
	Rel‑10
	Add the missing MobileUserData attribute in SuMSubscriberProfile - Align with 32.172 SuM NRM IS
	approved
	F
	10.2.0
	OAM10-SuM
	S5

	SP-100761
	32.240
	0026
	2
	9.1.0
	Rel‑10
	Clarification on Rc reference point - Align with TS 32.296
	approved
	F
	10.0.0
	CH-Rc
	S5

	SP-100759
	32.251
	0153
	2
	10.2.0
	Rel‑10
	Clarifications on Charging Characteristics
	approved
	F
	10.3.0
	CH10
	S5

	SP-100760
	32.251
	0154
	2
	10.2.0
	Rel‑10
	Adding PGW Charging description for Non-3GPP access via GTP based ePDG/S2b - Align with TS 23.402
	approved
	B
	10.3.0
	IFOM
	S5

	SP-100760
	32.251
	0155
	2
	10.2.0
	Rel‑10
	Adding IP Flow Mobility (IFOM) Charging principle description - Align with SA2 TS 23.261
	approved
	B
	10.3.0
	IFOM
	S5

	SP-100763
	32.252
	0006
	2
	9.0.0
	Rel‑10
	Add Packet Data Gateway (PDG) charging when re-using GGSN functionality - Align with SA2 TS 23.234
	approved
	B
	10.0.0
	eIWLAN_Mob
	S5

	SP-100759
	32.260
	0108
	1
	10.1.0
	Rel‑10
	Replace the Authorized-QoS AVP name with Authorised-QoS AVP
	approved
	F
	10.2.0
	CH10
	S5

	SP-100758
	32.260
	0109
	2
	9.5.0
	Rel‑9
	Add missing timestamp granularity
	approved
	F
	9.6.0
	CH9
	S5

	SP-100758
	32.260
	0110
	2
	10.1.0
	Rel‑10
	Add missing timestamp granularity
	approved
	A
	10.2.0
	CH9
	S5

	SP-100759
	32.260
	0111
	2
	10.1.0
	Rel‑10
	"Replace the non-existing ""MRCF"" by ""MRFC"" (Media Resource Function Controller) in Figure 4.3: IMS online charging Architecture"
	approved
	F
	10.2.0
	CH10
	S5

	SP-100757
	32.260
	0112
	-
	8.11.0
	Rel‑8
	Correction of Operation Interval in the Charging Data Request and Response messages - Align with IETF RFC 3588
	approved
	F
	8.12.0
	CH8
	S5

	SP-100757
	32.260
	0113
	-
	9.5.0
	Rel‑9
	Correction of Operation Interval in the Charging Data Request and Response messages - Align with IETF RFC 3588
	approved
	A
	9.6.0
	CH8
	S5

	SP-100757
	32.260
	0114
	-
	10.1.0
	Rel‑10
	Correction of Operation Interval in the Charging Data Request and Response messages - Align with IETF RFC 3588
	approved
	A
	10.2.0
	CH8
	S5

	SP-100759
	32.271
	0006
	2
	9.0.0
	Rel‑10
	"Change the Title of Clause 6.1.1 to ""Rf message contents"""
	approved
	F
	10.0.0
	CH10
	S5

	SP-100762
	32.275
	0038
	2
	9.4.0
	Rel‑9
	Correction of Communication session Barring (CB) to support MMTel Information in MMTel Offline Charging
	approved
	F
	9.5.0
	eMMTel-SS-CH
	S5

	SP-100758
	32.275
	0039
	2
	9.4.0
	Rel‑9
	Correction of Communication Waiting (CW) Charging Flow
	approved
	F
	9.5.0
	CH9
	S5

	SP-100758
	32.280
	0012
	1
	10.1.0
	Rel‑10
	Correction of AoC Cost Information
	approved
	A
	10.2.0
	CH9
	S5

	SP-100758
	32.280
	0013
	-
	9.2.0
	Rel‑9
	Correction of Reason-Code in the AoC Tariff Information - Align with 32.299
	approved
	F
	9.3.0
	CH9
	S5

	SP-100758
	32.280
	0014
	1
	10.1.0
	Rel‑10
	Correction of Reason-Code in the AoC Tariff Information - Align with 32.299
	approved
	A
	10.2.0
	CH9
	S5

	SP-100758
	32.280
	0015
	1
	9.2.0
	Rel‑9
	Correction of AoC Cost Information
	approved
	F
	9.3.0
	CH9
	S5

	SP-100758
	32.296
	0013
	2
	9.1.0
	Rel‑9
	Correction of price and tariff request scenarios
	approved
	F
	9.2.0
	CH9
	S5

	SP-100758
	32.296
	0014
	2
	10.1.0
	Rel‑10
	Correction of price and tariff request scenarios
	approved
	A
	10.2.0
	CH9
	S5

	SP-100761
	32.296
	0015
	2
	10.1.0
	Rel‑10
	Completion of informative Annex on Rc Reference Point Operator Guidance
	approved
	F
	10.2.0
	CH-Rc
	S5

	SP-100754
	32.298
	0160
	2
	9.5.0
	Rel‑9
	Add the missing RecordType for GWMBMSRecord
	approved
	F
	9.6.0
	MBMS_EPS
	S5

	SP-100754
	32.298
	0161
	2
	10.2.0
	Rel‑10
	Add the missing RecordType for GWMBMSRecord
	approved
	A
	10.3.0
	MBMS_EPS
	S5

	SP-100757
	32.298
	0162
	-
	8.9.0
	Rel‑8
	Add missing Charging Data Record (CDR) tag for MMTelRecord
	approved
	F
	8.10.0
	CH8
	S5

	SP-100757
	32.298
	0163
	2
	9.5.0
	Rel‑9
	Add missing Charging Data Record (CDR) tag for MMTelRecord
	approved
	A
	9.6.0
	CH8
	S5

	SP-100757
	32.298
	0164
	2
	10.2.0
	Rel‑10
	Add missing Charging Data Record (CDR) tag for MMTelRecord
	approved
	A
	10.3.0
	CH8
	S5

	SP-100758
	32.298
	0165
	2
	9.5.0
	Rel‑9
	Add missing timestamp granularity
	approved
	F
	9.6.0
	CH9
	S5

	SP-100758
	32.298
	0166
	2
	10.2.0
	Rel‑10
	Add missing timestamp granularity
	approved
	A
	10.3.0
	CH9
	S5

	SP-100758
	32.298
	0169
	1
	9.5.0
	Rel‑9
	Correction of Data Volume Uplink & Downlink in the "List of Service Data" parameter
	approved
	F
	9.6.0
	CH9
	S5

	SP-100758
	32.298
	0170
	-
	10.2.0
	Rel‑10
	Correction of Data Volume Uplink & Downlink in the "List of Service Data" parameter
	approved
	A
	10.3.0
	CH9
	S5

	SP-100758
	32.299
	0322
	-
	9.5.0
	Rel‑9
	Correction of Trigger-Type AVP
	approved
	F
	9.6.0
	CH9
	S5

	SP-100758
	32.299
	0324
	2
	9.5.0
	Rel‑9
	"Add missing LCS-Format-Indicator AVP value for ""SIP_URL"""
	approved
	F
	9.6.0
	CH9
	S5

	SP-100759
	32.299
	0325
	2
	9.5.0
	Rel‑10
	Replace the Authorized-QoS AVP name with Authorised-QoS AVP
	approved
	F
	10.0.0
	CH10
	S5

	SP-100756
	32.299
	0326
	-
	7.8.0
	Rel‑7
	Correction of Inter-Operator-Identifier AVP - Align with TS 32.260
	approved
	F
	7.9.0
	CH7
	S5

	SP-100756
	32.299
	0327
	-
	8.12.0
	Rel‑8
	Correction of Inter-Operator-Identifier AVP - Align with TS 32.260
	approved
	A
	8.13.0
	CH7
	S5

	SP-100756
	32.299
	0328
	-
	9.5.0
	Rel‑9
	Correction of Inter-Operator-Identifier AVP - Align with TS 32.260
	approved
	A
	9.6.0
	CH7
	S5

	SP-100828
	32.326
	0001
	1
	10.0.0
	Rel‑10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.326
	0001
	1
	10.0.0
	Rel‑10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.326
	0001
	1
	10.0.0
	Rel‑10
	Correcting the definition of parameter MORT in XML schema - Align with 32.322 IS
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100828
	32.376
	0001
	-
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.376
	0001
	-
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100746
	32.376
	0001
	-
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	reissued
	F
	
	OAM10
	S5

	SP-100831
	32.393
	0003
	-
	8.0.0
	Rel‑8
	Correcting IDL syntax errors
	approved
	F
	8.1.0
	OAM8
	S5

	SP-100744
	32.393
	0003
	-
	8.0.0
	Rel‑8
	Correcting IDL syntax errors
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.393
	0004
	-
	9.0.0
	Rel‑9
	Correcting IDL syntax errors
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100744
	32.393
	0004
	-
	9.0.0
	Rel‑9
	Correcting IDL syntax errors
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.396
	0001
	1
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	approved
	F
	10.1.0
	OAM8
	S5

	SP-100744
	32.396
	0001
	1
	10.0.0
	Rel‑10
	Correcting IDL syntax errors
	reissued
	F
	
	OAM8
	S5

	SP-100746
	32.409
	0021
	-
	10.1.0
	Rel‑10
	Adding Gateway Control session establishment related measurements
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.409
	0021
	-
	10.1.0
	Rel‑10
	Adding Gateway Control session establishment related measurements
	approved
	B
	10.2.0
	OAM10
	S5

	SP-100828
	32.409
	0021
	-
	10.1.0
	Rel‑10
	Adding Gateway Control session establishment related measurements
	revised
	B
	
	OAM10
	S5

	SP-100752
	32.409
	0025
	2
	10.1.0
	Rel‑10
	Adding mean number of simultaneous online and answered sessions
	approved
	B
	10.2.0
	OAM-PM-KPI_IMS
	S5

	SP-100828
	32.421
	0026
	1
	10.0.0
	Rel‑10
	Add requirements for trace data of S13, S13' interfaces
	revised
	C
	
	OAM10
	S5

	SP-100746
	32.421
	0026
	1
	10.0.0
	Rel‑10
	Add requirements for trace data of S13, S13' interfaces
	reissued
	C
	
	OAM10
	S5

	SP-100833
	32.421
	0026
	1
	10.0.0
	Rel‑10
	Add requirements for trace data of S13, S13Æ interfaces
	approved
	C
	10.1.0
	OAM10
	S5

	SP-100828
	32.421
	0027
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.421
	0027
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100746
	32.421
	0027
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.422
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.422
	0074
	3
	10.1.0
	Rel‑10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	approved
	C
	10.2.0
	OAM10
	S5

	SP-100746
	32.422
	0074
	3
	10.1.0
	Rel‑10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	reissued
	C
	
	OAM10
	S5

	SP-100828
	32.422
	0074
	3
	10.1.0
	Rel‑10
	Add interfaces S13 (MME trace) and S13' (SGSN trace) - Align with 32.421
	revised
	C
	
	OAM10
	S5

	SP-100744
	32.422
	0075
	-
	8.6.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.422
	0075
	-
	8.6.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	approved
	F
	8.7.0
	OAM8
	S5

	SP-100831
	32.422
	0076
	-
	9.2.1
	Rel‑9
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	approved
	A
	9.3.0
	OAM8
	S5

	SP-100744
	32.422
	0076
	-
	9.2.1
	Rel‑9
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.422
	0077
	-
	10.1.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	approved
	A
	10.2.0
	OAM8
	S5

	SP-100744
	32.422
	0077
	-
	10.1.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d in the interface table of SGSN
	reissued
	A
	
	OAM8
	S5

	SP-100745
	32.422
	0078
	-
	9.2.1
	Rel‑9
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.422
	0078
	-
	9.2.1
	Rel‑9
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100858
	32.422
	0079
	-
	10.1.0
	Rel‑10
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	approved
	A
	10.2.0
	OAM9
	S5

	SP-100745
	32.422
	0079
	-
	10.1.0
	Rel‑10
	Refine Trace conflict resolution to restrict no parallel TRSRs under one TR
	revised
	A
	
	OAM9
	S5

	SP-100753
	32.422
	0080
	1
	10.1.0
	Rel‑10
	Adding the procedures for managing Minimization of Drive Tests (MDT) functionality
	approved
	B
	10.2.0
	OAM-PM-UE
	S5

	SP-100833
	32.423
	0040
	1
	10.0.0
	Rel‑10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	approved
	C
	10.1.0
	OAM10
	S5

	SP-100828
	32.423
	0040
	1
	10.0.0
	Rel‑10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	revised
	C
	
	OAM10
	S5

	SP-100746
	32.423
	0040
	1
	10.0.0
	Rel‑10
	Add trace Record Content in MME trace and SGSN trace - Align with 32.421 and 32.422
	reissued
	C
	
	OAM10
	S5

	SP-100858
	32.423
	0041
	-
	9.3.0
	Rel‑9
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	approved
	F
	9.4.0
	OAM9
	S5

	SP-100745
	32.423
	0041
	-
	9.3.0
	Rel‑9
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.423
	0042
	-
	10.0.0
	Rel‑10
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	approved
	A
	10.1.0
	OAM9
	S5

	SP-100745
	32.423
	0042
	-
	10.0.0
	Rel‑10
	Correcting the Trace Reference definition - Align with RAN3 TS 36.423, 36.413
	revised
	A
	
	OAM9
	S5

	SP-100828
	32.423
	0043
	-
	10.0.0
	Rel‑10
	Adding the S6a trace interface for HSS
	revised
	B
	
	OAM10
	S5

	SP-100746
	32.423
	0043
	-
	10.0.0
	Rel‑10
	Adding the S6a trace interface for HSS
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.423
	0043
	-
	10.0.0
	Rel‑10
	Adding the S6a trace interface for HSS
	approved
	B
	10.1.0
	OAM10
	S5

	SP-100746
	32.423
	0044
	-
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.423
	0044
	-
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.423
	0044
	-
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100831
	32.423
	0045
	-
	8.4.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	approved
	F
	8.5.0
	OAM8
	S5

	SP-100744
	32.423
	0045
	-
	8.4.0
	Rel‑8
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	reissued
	F
	
	OAM8
	S5

	SP-100744
	32.423
	0046
	-
	9.3.0
	Rel‑9
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.423
	0046
	-
	9.3.0
	Rel‑9
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	approved
	A
	9.4.0
	OAM8
	S5

	SP-100744
	32.423
	0047
	-
	10.0.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.423
	0047
	-
	10.0.0
	Rel‑10
	Add missing interfaces S3, S4 and S6d trace record contents of SGSN - Align with 32.422
	approved
	A
	10.1.0
	OAM8
	S5

	SP-100831
	32.425
	0028
	-
	8.3.0
	Rel‑8
	Correcting L3 messages and cleanup
	approved
	F
	8.4.0
	OAM8
	S5

	SP-100744
	32.425
	0028
	-
	8.3.0
	Rel‑8
	Correcting L3 messages and cleanup
	reissued
	F
	
	OAM8
	S5

	SP-100878
	32.425
	0028
	1
	8.3.0
	Rel‑8
	Correcting L3 messages and cleanup
	approved
	F
	8.4.0
	OAM8
	S5

	SP-100744
	32.425
	0029
	-
	9.4.0
	Rel‑9
	Correcting L3 messages and cleanup
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.425
	0029
	-
	9.4.0
	Rel‑9
	Correcting L3 messages and cleanup
	approved
	A
	9.5.0
	OAM8
	S5

	SP-100878
	32.425
	0029
	1
	9.4.0
	Rel‑9
	Correcting L3 messages and cleanup
	approved
	A
	9.5.0
	OAM8
	S5

	SP-100831
	32.425
	0030
	-
	10.2.0
	Rel‑10
	Correcting L3 messages and cleanup
	approved
	A
	10.3.0
	OAM8
	S5

	SP-100744
	32.425
	0030
	-
	10.2.0
	Rel‑10
	Correcting L3 messages and cleanup
	reissued
	A
	
	OAM8
	S5

	SP-100878
	32.425
	0030
	1
	10.2.0
	Rel‑10
	Correcting L3 messages and cleanup
	approved
	A
	10.3.0
	OAM8
	S5

	SP-100828
	32.426
	0031
	1
	10.1.0
	Rel‑10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.426
	0031
	1
	10.1.0
	Rel‑10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100746
	32.426
	0031
	1
	10.1.0
	Rel‑10
	Changing measurement object class SGWFunction to ServingGWFunction - Align with 32.752 EPC NRM definition
	reissued
	F
	
	OAM10
	S5

	SP-100858
	32.426
	0032
	1
	9.2.0
	Rel‑9
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100745
	32.426
	0032
	1
	9.2.0
	Rel‑9
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.426
	0033
	1
	10.1.0
	Rel‑10
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	approved
	A
	10.2.0
	OAM9
	S5

	SP-100745
	32.426
	0033
	1
	10.1.0
	Rel‑10
	Changing the number of GTP data packets on the S5/S8 interface (without the GTP header)
	revised
	A
	
	OAM9
	S5

	SP-100752
	32.426
	0035
	1
	10.1.0
	Rel‑10
	Modify trigger message of total successful EPS service request measurement
	approved
	F
	10.2.0
	OAM-PM-KPI_EPC
	S5

	SP-100752
	32.426
	0036
	2
	10.1.0
	Rel‑10
	Modify subcounters of EPS attach related measurements
	approved
	F
	10.2.0
	OAM-PM-KPI_EPC
	S5

	SP-100828
	32.442
	0003
	1
	9.0.1
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.442
	0003
	1
	9.0.1
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	approved
	F
	10.0.0
	OAM10
	S5

	SP-100746
	32.442
	0003
	1
	9.0.1
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421
	reissued
	F
	
	OAM10
	S5

	SP-100746
	32.446
	0001
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.446
	0001
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100828
	32.446
	0001
	1
	10.0.0
	Rel‑10
	Correcting the Identification of IMS Subscriber Tracing - Align with 32.421 and 32.442
	revised
	F
	
	OAM10
	S5

	SP-100748
	32.521
	0003
	1
	10.0.0
	Rel‑10
	Add requirements for Capacity and Coverage Optimization (CCO)
	approved
	B
	10.1.0
	LTE-SON-OAM_SO
	S5

	SP-100746
	32.522
	0002
	3
	9.1.0
	Rel‑10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	reissued
	C
	
	OAM10
	S5

	SP-100828
	32.522
	0002
	3
	9.1.0
	Rel‑10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	revised
	C
	
	OAM10
	S5

	SP-100833
	32.522
	0002
	3
	9.1.0
	Rel‑10
	Allow EM centralized architecture for Hand-over parameter optimization - Align with 32.500
	approved
	C
	10.0.0
	OAM10
	S5

	SP-100858
	32.522
	0003
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100745
	32.522
	0003
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes
	revised
	F
	
	OAM9
	S5

	SP-100751
	32.522
	0004
	2
	9.1.0
	Rel‑10
	Adding NRM for Energy Saving Management policies and ESM switch
	revised
	B
	
	OAM-ES
	S5

	SP-100866
	32.522
	0004
	3
	9.1.0
	Rel‑10
	Adding NRM for Energy Saving Management policies and ESM switch
	approved
	B
	10.0.0
	OAM-ES
	S5

	SP-100749
	32.522
	0005
	-
	9.1.0
	Rel‑9
	Disambiguate and correct the description of SON Targets hierarchy
	approved
	F
	9.2.0
	LTE_SON-OAM
	S5

	SP-100745
	32.523
	0002
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 IS
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.523
	0002
	1
	9.1.0
	Rel‑9
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 IS
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100744
	32.531
	0012
	-
	8.1.0
	Rel‑8
	Add missing requirement to indicate availability of new SW
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.531
	0012
	-
	8.1.0
	Rel‑8
	Add missing requirement to indicate availability of new SW
	approved
	F
	8.2.0
	OAM8
	S5

	SP-100831
	32.531
	0013
	-
	9.3.0
	Rel‑9
	Add missing requirement to indicate availability of new SW
	approved
	A
	9.4.0
	OAM8
	S5

	SP-100744
	32.531
	0013
	-
	9.3.0
	Rel‑9
	Add missing requirement to indicate availability of new SW
	reissued
	A
	
	OAM8
	S5

	SP-100744
	32.531
	0014
	-
	10.0.0
	Rel‑10
	Add missing requirement to indicate availability of new SW
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.531
	0014
	-
	10.0.0
	Rel‑10
	Add missing requirement to indicate availability of new SW
	approved
	A
	10.1.0
	OAM8
	S5

	SP-100833
	32.532
	0024
	2
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged
	approved
	B
	10.1.0
	OAM10
	S5

	SP-100828
	32.532
	0024
	2
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged
	revised
	B
	
	OAM10
	S5

	SP-100746
	32.532
	0024
	2
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.532
	0027
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with NGMN
	approved
	B
	10.1.0
	OAM10
	S5

	SP-100746
	32.532
	0027
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with NGMN
	reissued
	B
	
	OAM10
	S5

	SP-100828
	32.532
	0027
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with NGMN
	revised
	B
	
	OAM10
	S5

	SP-100846
	32.532
	0028
	1
	8.1.0
	Rel‑8
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	F
	
	OAM8
	S5

	SP-100744
	32.532
	0028
	1
	8.1.0
	Rel‑8
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.532
	0028
	1
	8.1.0
	Rel‑8
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	revised
	F
	
	OAM8
	S5

	SP-100831
	32.532
	0029
	1
	9.3.0
	Rel‑9
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	revised
	A
	
	OAM8
	S5

	SP-100744
	32.532
	0029
	1
	9.3.0
	Rel‑9
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8
	S5

	SP-100846
	32.532
	0029
	1
	9.3.0
	Rel‑9
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8
	S5

	SP-100846
	32.532
	0030
	1
	10.0.0
	Rel‑10
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8
	S5

	SP-100744
	32.532
	0030
	1
	10.0.0
	Rel‑10
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.532
	0030
	1
	10.0.0
	Rel‑10
	Correcting requirements traceability and presence qualifier of notifyNewSwAvailability
	revised
	A
	
	OAM8
	S5

	SP-100744
	32.533
	0016
	-
	8.2.0
	Rel‑8
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.533
	0016
	-
	8.2.0
	Rel‑8
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	F
	8.3.0
	OAM8
	S5

	SP-100744
	32.533
	0017
	-
	9.4.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.533
	0017
	-
	9.4.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	A
	9.5.0
	OAM8
	S5

	SP-100746
	32.536
	0002
	1
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.536
	0002
	1
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	approved
	B
	10.1.0
	OAM10
	S5

	SP-100828
	32.536
	0002
	1
	10.0.0
	Rel‑10
	Modify the input parameters of notifyActivateNESwStatusChanged - Align with 32.532 IS
	revised
	B
	
	OAM10
	S5

	SP-100746
	32.536
	0003
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with 32.532 IS
	reissued
	B
	
	OAM10
	S5

	SP-100828
	32.536
	0003
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with 32.532 IS
	revised
	B
	
	OAM10
	S5

	SP-100833
	32.536
	0003
	1
	10.0.0
	Rel‑10
	Add NE health check step in automatic software management - Align with 32.532 IS
	approved
	B
	10.1.0
	OAM10
	S5

	SP-100831
	32.536
	0004
	-
	10.0.0
	Rel‑10
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	F
	10.1.0
	OAM8
	S5

	SP-100744
	32.536
	0004
	-
	10.0.0
	Rel‑10
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.537
	0002
	-
	9.0.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	approved
	F
	9.1.0
	OAM8
	S5

	SP-100744
	32.537
	0002
	-
	9.0.0
	Rel‑9
	Align support qualifier of notifyNewSwAvailability with 32.532
	reissued
	F
	
	OAM8
	S5

	SP-100747
	32.582
	0004
	-
	9.1.0
	Rel‑9
	Adding Service Area For Broadcast parameter - Align with RAN3 TS 25.469
	approved
	F
	9.2.0
	HNB_eHNB-OAM_Type1
	S5

	SP-100747
	32.582
	0005
	-
	10.0.0
	Rel‑10
	Adding Service Area For Broadcast parameter - Align with RAN3 TS 25.469
	approved
	A
	10.1.0
	HNB_eHNB-OAM_Type1
	S5

	SP-100747
	32.592
	0004
	1
	9.0.0
	Rel‑9
	Correct errors in spec references, table number references, valid values
	approved
	F
	9.1.0
	HNB_eHNB-OAM_Type1
	S5

	SP-100747
	32.592
	0005
	1
	10.1.0
	Rel‑10
	Correct errors in spec references, table number references, valid values
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1
	S5

	SP-100747
	32.592
	0006
	-
	9.0.0
	Rel‑9
	Adding Emergency Area ID parameter - Align with RAN3 TS 36.413
	approved
	F
	9.1.0
	HNB_eHNB-OAM_Type1
	S5

	SP-100747
	32.592
	0007
	-
	10.1.0
	Rel‑10
	Adding Emergency Area ID parameter - Align with RAN3 TS 36.413
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1
	S5

	SP-100746
	32.592
	0008
	-
	10.1.0
	Rel‑10
	Adding RSSI parameter to HeNB configuration parameters
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.592
	0008
	-
	10.1.0
	Rel‑10
	Adding RSSI parameter to HeNB configuration parameters
	approved
	B
	10.2.0
	OAM10
	S5

	SP-100828
	32.592
	0008
	-
	10.1.0
	Rel‑10
	Adding RSSI parameter to HeNB configuration parameters
	revised
	B
	
	OAM10
	S5

	SP-100745
	32.612
	0027
	2
	9.0.0
	Rel‑9
	Clarify the scope of Bulk Configuration Management (CM)
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.612
	0027
	2
	9.0.0
	Rel‑9
	Clarify the scope of Bulk Configuration Management (CM)
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100858
	32.613
	0018
	-
	9.0.0
	Rel‑9
	Correcting the Bulk CM IRP CORBA SS - Align with 32.612 IS
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100745
	32.613
	0018
	-
	9.0.0
	Rel‑9
	Correcting the Bulk CM IRP CORBA SS - Align with 32.612 IS
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.615
	0034
	1
	9.1.0
	Rel‑9
	Correcting the Bulk CM IRP XML schema - Align with 32.612 IS
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100745
	32.615
	0034
	1
	9.1.0
	Rel‑9
	Correcting the Bulk CM IRP XML schema - Align with 32.612 IS
	revised
	F
	
	OAM9
	S5

	SP-100828
	32.616
	0001
	-
	10.0.0
	Rel‑10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.616
	0001
	-
	10.0.0
	Rel‑10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.616
	0001
	-
	10.0.0
	Rel‑10
	Correcting Bulk CM IRP SS - Align with 32.612 IS
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100746
	32.636
	0004
	1
	10.1.0
	Rel‑10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.636
	0004
	1
	10.1.0
	Rel‑10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.636
	0004
	1
	10.1.0
	Rel‑10
	Correcting XML schema of Core network resources - Align with 32.632 IS
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100744
	32.642
	0056
	-
	8.2.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	revised
	F
	
	OAM8
	S5

	SP-100831
	32.642
	0056
	1
	8.3.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	revised
	F
	
	OAM8
	S5

	SP-100878
	32.642
	0056
	2
	8.3.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	approved
	F
	8.4.0
	OAM8
	S5

	SP-100846
	32.642
	0056
	2
	8.3.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel
	reissued
	F
	
	OAM8
	S5

	SP-100744
	32.642
	0057
	-
	9.1.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.642
	0057
	-
	9.1.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel
	approved
	A
	9.2.0
	OAM8
	S5

	SP-100831
	32.642
	0058
	-
	10.0.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel
	approved
	A
	10.1.0
	OAM8
	S5

	SP-100744
	32.642
	0058
	-
	10.0.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel
	reissued
	A
	
	OAM8
	S5

	SP-100746
	32.642
	0059
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.642
	0059
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.642
	0059
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with RAN2 TS 25.331
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100750
	32.642
	0060
	1
	10.0.0
	Rel‑10
	Add siptoSupported attribute to RNCFunction
	approved
	B
	10.1.0
	LIPA_SIPTO
	S5

	SP-100833
	32.642
	0061
	2
	10.0.0
	Rel‑10
	Correcting the definition of AssociatedWith1
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100828
	32.642
	0061
	2
	10.0.0
	Rel‑10
	Correcting the definition of AssociatedWith1
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.642
	0061
	2
	10.0.0
	Rel‑10
	Correcting the definition of AssociatedWith1
	reissued
	F
	
	OAM10
	S5

	SP-100744
	32.643
	0037
	-
	8.0.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.643
	0037
	-
	8.0.0
	Rel‑8
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	approved
	F
	8.1.0
	OAM8
	S5

	SP-100744
	32.643
	0038
	-
	9.0.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	reissued
	A
	
	OAM8
	S5

	SP-100831
	32.643
	0038
	-
	9.0.0
	Rel‑9
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100828
	32.646
	0003
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.646
	0003
	1
	10.0.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.646
	0003
	2
	10.1.0
	Rel‑10
	Add the missing value range of maximumAllowedUlTxPower and referenceTimeDifferenceToCell - Align with 32.642 IS
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100744
	32.646
	0004
	1
	10.0.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	reissued
	F
	
	OAM8
	S5

	SP-100831
	32.646
	0004
	2
	10.1.0
	Rel‑10
	Correcting the inconsistent support qualifier of userLabel - Align with 32.642 IS
	approved
	F
	10.2.0
	OAM8
	S5

	SP-100750
	32.646
	0007
	1
	10.1.0
	Rel‑10
	Add siptoSupported attribute to RNCFunction - Align with 32.642 IS
	approved
	B
	10.2.0
	LIPA_SIPTO
	S5

	SP-100746
	32.656
	0002
	1
	10.1.0
	Rel‑10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.656
	0002
	1
	10.1.0
	Rel‑10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100828
	32.656
	0002
	1
	10.1.0
	Rel‑10
	Correcting XML schema of GERAN NRM - Align with 32.652 IS
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.712
	0002
	-
	9.0.0
	Rel‑10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	approved
	F
	10.0.0
	OAM10
	S5

	SP-100828
	32.712
	0002
	-
	9.0.0
	Rel‑10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.712
	0002
	-
	9.0.0
	Rel‑10
	Correcting the association between ATMChannelTerminationPoint and IubLink
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.712
	0003
	-
	9.0.0
	Rel‑10
	Correcting the name of AssociatedWith1 - Align with 32.642
	approved
	F
	10.0.0
	OAM10
	S5

	SP-100746
	32.712
	0003
	-
	9.0.0
	Rel‑10
	Correcting the name of AssociatedWith1 - Align with 32.642
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.712
	0003
	-
	9.0.0
	Rel‑10
	Correcting the name of AssociatedWith1 - Align with 32.642
	revised
	F
	
	OAM10
	S5

	SP-100828
	32.716
	0002
	2
	10.1.0
	Rel‑10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.716
	0002
	2
	10.1.0
	Rel‑10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100746
	32.716
	0002
	2
	10.1.0
	Rel‑10
	Correcting the attribute type and schema definition - Align with 32.712 IS
	reissued
	F
	
	OAM10
	S5

	SP-100746
	32.726
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.726
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.726
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Repeater network resources IRP - Align with 32.722 IS
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100745
	32.732
	0008
	5
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with SA2 TS 23.002
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.732
	0008
	6
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with SA2 TS 23.002
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100745
	32.733
	0005
	4
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.733
	0005
	5
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9
	S5

	SP-100859
	32.733
	0005
	6
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100858
	32.735
	0010
	3
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100745
	32.735
	0010
	3
	9.0.0
	Rel‑9
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9
	S5

	SP-100828
	32.736
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.736
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	reissued
	F
	
	OAM10
	S5

	SP-100833
	32.736
	0001
	1
	10.0.0
	Rel‑10
	Correcting XML schema of IMS Network Resource Model - Align with 32.622
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100745
	32.736
	0002
	4
	10.0.0
	Rel‑10
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.736
	0002
	5
	10.0.0
	Rel‑10
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	revised
	F
	
	OAM9
	S5

	SP-100859
	32.736
	0002
	6
	10.0.0
	Rel‑10
	Correcting CscfFunction definition of IMS NRM - Align with TS 32.732 IS
	approved
	F
	10.1.0
	OAM9
	S5

	SP-100833
	32.752
	0013
	-
	10.0.0
	Rel‑10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100746
	32.752
	0013
	-
	10.0.0
	Rel‑10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.752
	0013
	-
	10.0.0
	Rel‑10
	Add missing inheritance relationship of Link_MBMSGW_ENB
	revised
	F
	
	OAM10
	S5

	SP-100746
	32.761
	0002
	-
	9.0.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.761
	0002
	-
	9.0.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	approved
	B
	10.0.0
	OAM10
	S5

	SP-100828
	32.761
	0002
	-
	9.0.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM Requirements - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10
	S5

	SP-100828
	32.761
	0003
	-
	9.0.0
	Rel‑10
	Add requirement to restrict access to cells
	revised
	B
	
	OAM10
	S5

	SP-100746
	32.761
	0003
	-
	9.0.0
	Rel‑10
	Add requirement to restrict access to cells
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.761
	0003
	-
	9.0.0
	Rel‑10
	Add requirement to restrict access to cells
	approved
	B
	10.0.0
	OAM10
	S5

	SP-100828
	32.762
	0036
	-
	10.1.0
	Rel‑10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.762
	0036
	-
	10.1.0
	Rel‑10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100746
	32.762
	0036
	-
	10.1.0
	Rel‑10
	Correcting pci and pciList attributes definition - Align with 32.500 SON architecture definition
	reissued
	F
	
	OAM10
	S5

	SP-100751
	32.762
	0038
	-
	10.1.0
	Rel‑10
	Introduction of attributes to reflect the status of Energy Saving
	revised
	B
	
	OAM-ES
	S5

	SP-100866
	32.762
	0038
	1
	10.1.0
	Rel‑10
	Introduction of attributes to reflect the status of Energy Saving
	approved
	B
	10.2.0
	OAM-ES
	S5

	SP-100833
	32.762
	0041
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	approved
	B
	10.2.0
	OAM10
	S5

	SP-100746
	32.762
	0041
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	reissued
	B
	
	OAM10
	S5

	SP-100828
	32.762
	0041
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10
	S5

	SP-100751
	32.762
	0042
	2
	10.1.0
	Rel‑10
	Adding IOC for energy saving properties
	approved
	B
	10.2.0
	OAM-ES
	S5

	SP-100833
	32.762
	0043
	-
	10.1.0
	Rel‑10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	approved
	B
	10.2.0
	OAM10
	S5

	SP-100746
	32.762
	0043
	-
	10.1.0
	Rel‑10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	reissued
	B
	
	OAM10
	S5

	SP-100828
	32.762
	0043
	-
	10.1.0
	Rel‑10
	Add an attribute to IOC EUtranGenericCell to set allowed access class per cell
	revised
	B
	
	OAM10
	S5

	SP-100751
	32.762
	0044
	-
	10.1.0
	Rel‑10
	"Adding NRM for ""candidate cells"" in Energy Saving Management (ESM)"
	approved
	B
	10.2.0
	OAM-ES
	S5

	SP-100746
	32.766
	0006
	1
	10.1.0
	Rel‑10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.766
	0006
	1
	10.1.0
	Rel‑10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	revised
	F
	
	OAM10
	S5

	SP-100833
	32.766
	0006
	1
	10.1.0
	Rel‑10
	Correcting the PLMNID definition of XML schema - Align with 23.003 and 32.762 IS
	approved
	F
	10.2.0
	OAM10
	S5

	SP-100746
	32.766
	0007
	-
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10
	S5

	SP-100828
	32.766
	0007
	-
	10.1.0
	Rel‑10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	revised
	B
	
	OAM10
	S5

	SP-100833
	32.766
	0007
	1
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	approved
	B
	10.2.0
	OAM10
	S5

	SP-100828
	32.766
	0008
	-
	10.1.0
	Rel‑10
	Adding Relay and Donor eNodeB NRM SS - Align with RAN2 TS 36.300
	revised
	B
	
	OAM10
	S5

	SP-100746
	32.766
	0008
	-
	10.1.0
	Rel‑10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	reissued
	B
	
	OAM10
	S5

	SP-100833
	32.766
	0008
	1
	10.1.0
	Rel‑10
	Add an attribute to SS EUtranGenericCell to set allowed access class per cell
	approved
	B
	10.2.0
	OAM10
	S5

	SP-100745
	32.775
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HNS XML namespace prefix
	revised
	F
	
	OAM9
	S5

	SP-100858
	32.775
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HNS XML namespace prefix
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100833
	32.776
	0002
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	approved
	F
	10.1.0
	OAM10
	S5

	SP-100746
	32.776
	0002
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	reissued
	F
	
	OAM10
	S5

	SP-100828
	32.776
	0002
	1
	10.0.0
	Rel‑10
	Correcting XML schema of Home Node B Subsystem (HNS) Network Resource Model - Align with 32.772 IS
	revised
	F
	
	OAM10
	S5

	SP-100858
	32.785
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HeNS XML namespace prefix
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100745
	32.785
	0001
	-
	9.0.0
	Rel‑9
	Correcting the HeNS XML namespace prefix
	revised
	F
	
	OAM9
	S5

	SP-100712
	33.102
	0237
	1
	9.3.0
	Rel‑10
	Note regarding GERAN security functions, e.g., the usage of Kc128, can be found in the TS 43.020
	approved
	F
	10.0.0
	TEI10
	S3

	SP-100713
	33.102
	0238
	-
	9.3.0
	Rel‑9
	Authentication Failure Handling
	approved
	F
	9.4.0
	TEI9
	S3

	SP-100727
	33.107
	0097
	-
	10.1.1
	Rel‑10
	IMSI based activation
	revised
	A
	
	LI8
	S3

	SP-100845
	33.107
	0097
	1
	10.1.1
	Rel‑10
	IMSI based activation
	approved
	A
	10.2.0
	LI8
	S3

	SP-100729
	33.107
	0098
	-
	10.1.1
	Rel‑10
	MME start of interception with bearer active
	revised
	B
	
	LI10
	S3

	SP-100865
	33.107
	0098
	1
	10.1.1
	Rel‑10
	MME start of interception with bearer active
	approved
	B
	10.2.0
	LI10
	S3

	SP-100727
	33.107
	0099
	-
	8.10.0
	Rel‑8
	IMSI based activation
	revised
	F
	
	LI8
	S3

	SP-100845
	33.107
	0099
	1
	8.10.0
	Rel‑8
	IMSI based activation
	approved
	F
	8.11.0
	LI8
	S3

	SP-100727
	33.107
	0100
	-
	9.2.0
	Rel‑9
	IMSI based activation
	revised
	A
	
	LI8
	S3

	SP-100845
	33.107
	0100
	1
	9.2.0
	Rel‑9
	IMSI based activation
	approved
	A
	9.3.0
	LI8
	S3

	SP-100727
	33.107
	0101
	-
	8.10.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	revised
	F
	
	LI8
	S3

	SP-100845
	33.107
	0101
	1
	8.10.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	approved
	F
	8.11.0
	LI8
	S3

	SP-100727
	33.107
	0102
	-
	9.2.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	revised
	A
	
	LI8
	S3

	SP-100845
	33.107
	0102
	1
	9.2.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	approved
	A
	9.3.0
	LI8
	S3

	SP-100729
	33.107
	0103
	-
	10.1.1
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	revised
	C
	
	LI10
	S3

	SP-100865
	33.107
	0103
	1
	10.1.1
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	approved
	C
	10.2.0
	LI10
	S3

	SP-100727
	33.108
	0146
	-
	10.1.0
	Rel‑10
	IMSI in event records
	revised
	A
	
	LI8
	S3

	SP-100845
	33.108
	0146
	1
	10.1.0
	Rel‑10
	IMSI in event records
	approved
	A
	10.2.0
	LI8
	S3

	SP-100729
	33.108
	0147
	-
	10.1.0
	Rel‑10
	start of interception event at the EPS HI2
	approved
	B
	10.2.0
	LI10
	S3

	SP-100729
	33.108
	0148
	-
	10.1.0
	Rel‑10
	LI Handover Interface for KMS based IMS Media Security
	approved
	B
	10.2.0
	LI10
	S3

	SP-100727
	33.108
	0149
	-
	8.11.0
	Rel‑8
	IMSI in event records
	revised
	F
	
	LI8
	S3

	SP-100845
	33.108
	0149
	1
	8.11.0
	Rel‑8
	IMSI in event records
	approved
	F
	8.12.0
	LI8
	S3

	SP-100727
	33.108
	0150
	-
	9.4.0
	Rel‑9
	IMSI in event records
	revised
	A
	
	LI8
	S3

	SP-100845
	33.108
	0150
	1
	9.4.0
	Rel‑9
	IMSI in event records
	approved
	A
	9.5.0
	LI8
	S3

	SP-100728
	33.108
	0151
	-
	9.4.0
	Rel‑9
	Add a Reference to the ATIS LI VoIP specification for US regulatory requirements
	approved
	F
	9.5.0
	TEI9
	S3

	SP-100728
	33.108
	0152
	-
	10.1.0
	Rel‑10
	Add a Reference to the ATIS LI VoIP specification for US regulatory requirements
	approved
	A
	10.2.0
	TEI9
	S3

	SP-100726
	33.108
	0153
	-
	7.9.0
	Rel‑7
	Corrections to NEID and Serving System Report Message Required to meet US regulatory requirements
	approved
	F
	7.10.0
	LI-7A
	S3

	SP-100726
	33.108
	0154
	-
	8.11.0
	Rel‑8
	Corrections to Serving System Report Message Required to meet US regulatory requirements
	approved
	A
	8.12.0
	LI-7A
	S3

	SP-100726
	33.108
	0156
	-
	10.1.0
	Rel‑10
	Corrections to Serving System Report Message Required to meet US regulatory requirements
	approved
	A
	10.2.0
	LI-7A
	S3

	SP-100726
	33.108
	0157
	-
	7.9.0
	Rel‑7
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	F
	7.10.0
	LI-7A
	S3

	SP-100726
	33.108
	0158
	-
	8.11.0
	Rel‑8
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	A
	8.12.0
	LI-7A
	S3

	SP-100726
	33.108
	0159
	-
	9.4.0
	Rel‑9
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	A
	9.5.0
	LI-7A
	S3

	SP-100726
	33.108
	0160
	-
	10.1.0
	Rel‑10
	Clarification added in the US Annex H on the requirement for UMTS LI Correlation Header (ULIC) version
	approved
	A
	10.2.0
	LI-7A
	S3

	SP-100727
	33.108
	0161
	-
	8.11.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	revised
	F
	
	LI8
	S3

	SP-100845
	33.108
	0161
	1
	8.11.0
	Rel‑8
	Corrections and Alignment for IMS Conferencing
	approved
	F
	8.12.0
	LI8
	S3

	SP-100727
	33.108
	0162
	-
	9.4.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	revised
	A
	
	LI8
	S3

	SP-100845
	33.108
	0162
	1
	9.4.0
	Rel‑9
	Corrections and Alignment for IMS Conferencing
	approved
	A
	9.5.0
	LI8
	S3

	SP-100727
	33.108
	0163
	-
	10.1.0
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	revised
	A
	
	LI8
	S3

	SP-100845
	33.108
	0163
	1
	10.1.0
	Rel‑10
	Corrections and Alignment for IMS Conferencing
	approved
	A
	10.2.0
	LI8
	S3

	SP-100726
	33.108
	0164
	-
	9.4.0
	Rel‑9
	Corrections to Serving System Report Message Required to meet US regulatory requirements
	approved
	A
	9.5.0
	LI-7A
	S3

	SP-100714
	33.203
	0187
	1
	10.1.0
	Rel‑10
	Clarification of GIBA restrictions
	approved
	F
	10.2.0
	TEI10
	S3

	SP-100725
	33.203
	0188
	1
	10.1.0
	Rel‑11
	IPsec alignment
	approved
	C
	11.0.0
	TEI11
	S3

	SP-100731
	33.210
	0033
	-
	10.0.0
	Rel‑10
	NDS corrections
	approved
	F
	10.1.0
	TEI10
	S3

	SP-100725
	33.210
	0034
	1
	10.0.0
	Rel‑11
	Correction of IKEv2 references and IKE usage
	revised
	C
	
	TEI11
	S3

	SP-100883
	33.210
	0034
	2
	10.0.0
	Rel‑11
	Correction of IKEv2 references and IKE usage
	approved
	C
	11.0.0
	TEI11
	S3

	SP-100715
	33.246
	0155
	-
	9.0.0
	Rel‑10
	Correction of references
	approved
	F
	10.0.0
	TEI10
	S3

	SP-100731
	33.310
	0045
	1
	10.1.0
	Rel‑10
	NDS corrections
	approved
	F
	10.2.0
	TEI10
	S3

	SP-100732
	33.310
	0046
	1
	9.4.0
	Rel‑9
	NDS corrections
	approved
	F
	9.5.0
	NDS_Backhaul
	S3

	SP-100732
	33.310
	0047
	1
	10.1.0
	Rel‑10
	NDS corrections
	approved
	A
	10.2.0
	NDS_Backhaul
	S3

	SP-100718
	33.320
	0044
	1
	10.0.0
	Rel‑10
	Fixing the Clause 4.2.5.
	approved
	F
	10.1.0
	EHNBF-Sec
	S3

	SP-100719
	33.320
	0045
	-
	9.3.0
	Rel‑9
	Correction of Figure A.2
	approved
	F
	9.4.0
	EHNB-Sec
	S3

	SP-100719
	33.320
	0046
	-
	10.0.0
	Rel‑10
	Correction of Figure A.2
	approved
	A
	10.1.0
	EHNB-Sec
	S3

	SP-100718
	33.320
	0047
	2
	10.0.0
	Rel‑10
	H(e)NB CSG list management
	revised
	F
	
	EHNBF-Sec
	S3

	SP-100854
	33.320
	0047
	3
	10.0.0
	Rel‑10
	H(e)NB CSG list management
	approved
	F
	10.1.0
	EHNBF-Sec
	S3

	SP-100719
	33.320
	0048
	-
	9.3.0
	Rel‑9
	Certificate Renewal Clarification
	approved
	F
	9.4.0
	EHNB-Sec
	S3

	SP-100719
	33.320
	0049
	-
	10.0.0
	Rel‑10
	Certificate Renewal Clarification
	approved
	A
	10.1.0
	EHNB-Sec
	S3

	SP-100717
	33.320
	0050
	-
	10.0.0
	Rel‑11
	Correction of IKEv2 reference to point to TS 33.210
	approved
	C
	11.0.0
	TEI11
	S3

	SP-100719
	33.320
	0051
	-
	9.3.0
	Rel‑9
	H(e)NB correction
	approved
	F
	9.4.0
	EHNB-Sec
	S3

	SP-100719
	33.320
	0052
	-
	10.0.0
	Rel‑10
	H(e)NB correction
	approved
	A
	10.1.0
	EHNB-Sec
	S3

	SP-100716
	33.320
	0053
	-
	10.0.0
	Rel‑10
	LIPA Security
	approved
	F
	10.1.0
	LIPA_SIPTO
	S3

	SP-100730
	33.328
	0034
	-
	9.2.0
	Rel‑9
	Correction to SDES profile
	approved
	F
	9.3.0
	MEDIASEC
	S3

	SP-100730
	33.328
	0035
	1
	9.2.0
	Rel‑9
	MIKEY-TICKET RFC 6043 reference
	approved
	F
	9.3.0
	MEDIASEC
	S3

	SP-100720
	33.401
	0425
	-
	9.5.0
	Rel‑9
	Emergency call corrections
	revised
	F
	
	IMS_EMER_GPRS_EPS-Sec
	S3

	SP-100850
	33.401
	0425
	1
	9.5.0
	Rel‑9
	Emergency call corrections
	approved
	F
	9.6.0
	IMS_EMER_GPRS_EPS-Sec
	S3

	SP-100721
	33.401
	0426
	1
	9.5.0
	Rel‑9
	Authentication Failure Handling
	approved
	F
	9.6.0
	TEI9
	S3

	SP-100721
	33.401
	0427
	-
	9.5.0
	Rel‑9
	Correction of algorithm selection
	approved
	F
	9.6.0
	TEI9
	S3

	SP-100721
	33.401
	0429
	-
	9.5.0
	Rel‑9
	Clarification for EIA0 selection during IRAT handover to EUTRAN
	revised
	F
	
	TEI9
	S3

	SP-100852
	33.401
	0429
	1
	9.5.0
	Rel‑9
	Clarification for EIA0 selection during IRAT handover to EUTRAN
	approved
	F
	9.6.0
	TEI9
	S3

	SP-100723
	33.402
	0093
	-
	9.5.0
	Rel‑9
	Correction of reference draft-ietf-dime-mip6-split to point to RFC 5778
	approved
	F
	9.6.0
	TEI9
	S3

	SP-100722
	33.402
	0094
	1
	9.5.0
	Rel‑10
	Enhanced Security support for DS-MIPv6
	revised
	F
	
	TEI10
	S3

	SP-100867
	33.402
	0094
	2
	9.5.0
	Rel‑10
	Enhanced Security support for DS-MIPv6
	approved
	F
	10.0.0
	TEI10
	S3

	RP-101137
	34.108
	0844
	-
	9.2.0
	Rel‑9
	Corrections to SIB5 contents for Enhanced Cell FACH DL testcases
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101137
	34.108
	0845
	-
	9.2.0
	Rel‑9
	Corrections to RRC Connection setup contents for Enhanced Cell FACH DL testcases
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101158
	34.108
	0846
	-
	9.2.0
	Rel‑9
	Adding new IEs related to PPAC to the default system information block type 3
	approved
	F
	9.3.0
	PPAC_UEConTest
	R5

	RP-101134
	34.108
	0847
	-
	9.2.0
	Rel‑9
	Addition SIB schedule for LCR TDD two S-CCPCH or two PRACH
	approved
	F
	9.3.0
	TEI4_Test
	R5

	RP-101134
	34.108
	0848
	-
	9.2.0
	Rel‑9
	Correction the TTI for LCR TDD 3.4kbps SRBs (multiframe)
	approved
	F
	9.3.0
	TEI4_Test
	R5

	RP-101134
	34.108
	0849
	-
	9.2.0
	Rel‑9
	Update for Band IX testing
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.108
	0849
	-
	9.2.0
	Rel‑9
	Update for Band IX testing
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101160
	34.108
	0850
	-
	9.2.0
	Rel‑9
	Addition of radio bearer parameters for UE HS-DSCH Physical Layer category 25 to 28
	approved
	F
	9.3.0
	RANimp-DC_MIMO_UEConTest
	R5

	RP-101134
	34.108
	0851
	-
	9.2.0
	Rel‑9
	Update of the default RADIO BEARER SETUP message (FDD) for support of SRBs mapped on E-DCH/DCH
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.108
	0851
	-
	9.2.0
	Rel‑9
	Update of the default RADIO BEARER SETUP message (FDD) for support of SRBs mapped on E-DCH/DCH
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101134
	34.108
	0852
	-
	9.2.0
	Rel‑9
	Correction to DL DPCH transmit power for 64 KBPS CS + 64 KBPS PS call
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.108
	0852
	-
	9.2.0
	Rel‑9
	Correction to DL DPCH transmit power for 64 KBPS CS + 64 KBPS PS call
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.108
	0853
	-
	9.2.0
	Rel‑9
	Corrections to default Test USIM contents and extension of test algorithm for authentication in case of GERAN-only tests.
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101134
	34.108
	0853
	-
	9.2.0
	Rel‑9
	Corrections to default settings of Elementary Files (EFs) on Test USIM
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101138
	34.108
	0854
	-
	9.2.0
	Rel‑9
	GPS Assistance Data corrections
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101137
	34.121-1
	1276
	-
	9.2.0
	Rel‑9
	Correction in Procedure Settings for test case 9.2.1G and corresponding Annex F.6.3
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101136
	34.121-1
	1277
	-
	9.2.0
	Rel‑9
	Correction to RCDP E-DCH 16QAM
	approved
	F
	9.3.0
	TEI6_Test
	R5

	RP-101138
	34.121-1
	1278
	-
	9.2.0
	Rel‑9
	CR to 34.121-1: Correction to UTRA FDD - E-UTRA FDD cell re-selection (UTRA higher priority) test case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101137
	34.121-1
	1279
	-
	9.2.0
	Rel‑9
	Correction to UE Relative Code Domain Power Accuracy requirements
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101134
	34.121-1
	1280
	-
	9.2.0
	Rel‑9
	Correction to references in out-of-sync tests 5.4.4 and 5.4.4A
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.121-1
	1280
	-
	9.2.0
	Rel‑9
	Correction to references in out-of-sync tests 5.4.4 and 5.4.4A
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101134
	34.121-1
	1281
	-
	9.2.0
	Rel‑9
	Adding Band XII, XIII and XIV operation info into out-of-band blocking test case
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.121-1
	1281
	-
	9.2.0
	Rel‑9
	Adding Band XII, XIII and XIV operation info into out-of-band blocking test case
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101146
	34.121-1
	1282
	-
	9.2.0
	Rel‑9
	Addition of cell mapping table to Type 3i tests
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.121-1
	1283
	-
	9.2.0
	Rel‑9
	Applicability change to TC 9.3.7A and 9.3.7B in TS 34.121-1
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101137
	34.121-1
	1284
	-
	9.2.0
	Rel‑9
	Correction to MIMO propagation conditions
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101134
	34.121-1
	1285
	-
	9.2.0
	Rel‑9
	Removal of lower limit for humidity in normal conditions
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.121-1
	1285
	-
	9.2.0
	Rel‑9
	Removal of lower limit for humidity in normal conditions
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101147
	34.121-1
	1286
	-
	9.2.0
	Rel‑9
	Maintenance of Band 20 for UTRAN RRM test cases
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-101138
	34.121-1
	1287
	-
	9.2.0
	Rel‑9
	Annex K update
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101138
	34.121-1
	1288
	-
	9.2.0
	Rel‑9
	CR to 34.121-1: Correction to UTRA FDD - E-UTRA FDD cell re-selection (UTRA lower priority) test case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101160
	34.121-1
	1289
	-
	9.2.0
	Rel‑9
	Update of legacy HSDPA performance test cases for UE HS-DSCH Physical Layer category 25 to 28
	approved
	F
	9.3.0
	RANimp-DC_MIMO_UEConTest
	R5

	RP-101146
	34.121-1
	1290
	-
	9.2.0
	Rel‑9
	Introduction of Test tolerances for  9.3.1C (Periodically Varying Radio Conditions)
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101147
	34.121-1
	1291
	-
	9.2.0
	Rel‑9
	Correction to Downlink Physical Channels in DC-HSDPA Tests
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-101146
	34.121-2
	0087
	-
	9.2.0
	Rel‑9
	Applicability change to TC 9.3.7A and 9.3.7B in TS 34.121-2
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101160
	34.121-2
	0088
	-
	9.2.0
	Rel‑9
	Update of applicability of legacy HSDPA performance test cases for UE HS-DSCH Physical Layer category 25 to 28
	approved
	F
	9.3.0
	RANimp-DC_MIMO_UEConTest
	R5

	RP-101137
	34.122
	0362
	-
	9.2.0
	Rel‑9
	Correction in test procedure to remove redundant frequency range of measurement
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101146
	34.122
	0363
	-
	9.2.0
	Rel‑9
	Correction in Procedure Settings for test case 9.3.1A till 9.3.1E and corresponding Annex F.6.3.5
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101137
	34.122
	0364
	-
	9.2.0
	Rel‑9
	Introduction of new Power Control TC in the Downlink for 1.28Mcps TDD
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101136
	34.123-1
	2848
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-025 HSUPA test case 7.1.6.3.2
	approved
	F
	9.3.0
	TEI6_Test
	R5

	RP-101133
	34.123-1
	2849
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-010 GMM test case 12.2.1.11
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101134
	34.123-1
	2849
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-010 GMM test case 12.2.1.11
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101136
	34.123-1
	2850
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-024 testcase 6.2.1.11
	approved
	F
	9.3.0
	TEI6_Test
	R5

	RP-101137
	34.123-1
	2851
	-
	9.2.0
	Rel‑9
	Corrections to Enhanced Cell FACH RRC testcases 8.2.2.59 & 8.2.2.60
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101137
	34.123-1
	2852
	-
	9.2.0
	Rel‑9
	Correction to generic test procedure for Mimo and Dual cell testcases.
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101137
	34.123-1
	2853
	-
	9.2.0
	Rel‑9
	Correction to test points for Mimo test cases.
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101147
	34.123-1
	2854
	-
	9.2.0
	Rel‑9
	Correction of test case 8.1.5.7 audit of UE capability
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-101158
	34.123-1
	2855
	-
	9.2.0
	Rel‑9
	Addition of new test case 8.1.2.X
	approved
	F
	9.3.0
	PPAC_UEConTest
	R5

	RP-101158
	34.123-1
	2856
	-
	9.2.0
	Rel‑9
	Addition of new test case 12.2.2.X
	approved
	F
	9.3.0
	PPAC_UEConTest
	R5

	RP-101146
	34.123-1
	2857
	-
	9.2.0
	Rel‑9
	Correction of ETWS test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101133
	34.123-1
	2858
	-
	9.2.0
	Rel‑9
	Correction to clause 8.1.2
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101134
	34.123-1
	2858
	-
	9.2.0
	Rel‑9
	Correction to clause 8.1.2
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101134
	34.123-1
	2859
	-
	9.2.0
	Rel‑9
	Adding missing clauses 7.1.2.1 and 8.3.10
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.123-1
	2859
	-
	9.2.0
	Rel‑9
	Adding missing clauses 7.1.2.1 and 8.3.10
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101154
	34.123-1
	2860
	-
	9.2.0
	Rel‑9
	Adding missing clause 17.2.7
	approved
	F
	9.3.0
	AGNSSTest_UTRAN
	R5

	RP-101146
	34.123-1
	2861
	-
	9.2.0
	Rel‑9
	Corrections to eCall Test Cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101134
	34.123-1
	2862
	-
	9.2.0
	Rel‑9
	Correction the parameters for LCR TDD two PRACH in 34.123-1 8.1.2.2
	approved
	F
	9.3.0
	TEI4_Test
	R5

	RP-101134
	34.123-1
	2863
	-
	9.2.0
	Rel‑9
	Correction the uplink data rate and TFS for RACH in 34.123-1 18.1.3.3
	approved
	F
	9.3.0
	TEI4_Test
	R5

	RP-101137
	34.123-1
	2864
	-
	9.2.0
	Rel‑9
	Correction the TFS for LCR TDD 128Kbps RAB in 34.123-1 18.1.6.7
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101146
	34.123-1
	2865
	-
	9.2.0
	Rel‑9
	Corrections to HNB Idle test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2866
	-
	9.2.0
	Rel‑9
	Correction to HNB Clause 12 GMM test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2867
	-
	9.2.0
	Rel‑9
	Addition of New TC for Inter-RAT Cell Reselection from GSM to a UTRA CSG cell
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101161
	34.123-1
	2868
	-
	9.2.0
	Rel‑9
	Manual CSG ID Selection across PLMNs
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101161
	34.123-1
	2869
	-
	9.2.0
	Rel‑9
	Inter-frequency Cell Reselection with Hybrid Cells
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101161
	34.123-1
	2870
	-
	9.2.0
	Rel‑9
	Cell Reselection with Hybrid Cells for non-member UEs
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101146
	34.123-1
	2871
	-
	9.2.0
	Rel‑9
	Removal of Test Case 13.3.1.9 for eCall
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2872
	-
	9.2.0
	Rel‑9
	Corrections to the test cases 8.3.4.16a
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2873
	-
	9.2.0
	Rel‑9
	Corrections to the test cases 7.1.8.3, 7.1.8.4, 7.1.8.6 and 7.1.8.8
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2874
	-
	9.2.0
	Rel‑9
	Removal of EFECC usage from eCall test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101137
	34.123-1
	2875
	-
	9.2.0
	Rel‑9
	Correction to Enhanced Cell FACH RRC testcase 8.1.10.2
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101146
	34.123-1
	2876
	-
	9.2.0
	Rel‑9
	Addition of a New Test Case for Support of HNB - Inter-frequency cell reselection from a non-CSG cell to an allowed CSG cell
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2877
	-
	9.2.0
	Rel‑9
	Active Set Update in Soft Handover: Radio Link addition/removal and serving HS-DSCH/E-DCH cell change with activation/deactivation of MIMO with SRBs mapped on E-DCH/DCH
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2878
	-
	9.2.0
	Rel‑9
	Active set update in soft handover: Radio Link addition/removal and serving HS-DSCH/E-DCH cell change, with activation/deactivation of 64QAM with SRBs mapped on E-DCH/DCH
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2879
	-
	9.2.0
	Rel‑9
	New Test Case 8.2.6.62a - Physical Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (activation and de-activation of 64QAM) with SRBs mapped on E-DCH/DCH
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2880
	-
	9.2.0
	Rel‑9
	New Test Case 8.2.2.63a - Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH with SRBs on E-DCH/DCH : Success (activation and de-activation of 64QAM)
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101135
	34.123-1
	2881
	-
	9.2.0
	Rel‑9
	Correction to test case 8.3.7.14 for LCR TDD
	approved
	F
	9.3.0
	TEI5_Test
	R5

	RP-101157
	34.123-1
	2882
	-
	9.2.0
	Rel‑9
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.3.1.1c
	approved
	F
	9.3.0
	LCRTDD_MB_MF_UEConTest
	R5

	RP-101157
	34.123-1
	2883
	-
	9.2.0
	Rel‑9
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.3.2.1b
	approved
	F
	9.3.0
	LCRTDD_MB_MF_UEConTest
	R5

	RP-101157
	34.123-1
	2884
	-
	9.2.0
	Rel‑9
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.4.1.2c
	approved
	F
	9.3.0
	LCRTDD_MB_MF_UEConTest
	R5

	RP-101135
	34.123-1
	2885
	-
	9.2.0
	Rel‑9
	Correction to test case 6.2.2.5a - Cell reselection using SIB18: UTRAN(1.28Mcps TDD) to GSM
	approved
	F
	9.3.0
	TEI5_Test
	R5

	RP-101135
	34.123-1
	2886
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-024 DSAC test case 12.2.1.12
	approved
	F
	9.3.0
	TEI5_Test
	R5

	RP-101134
	34.123-1
	2887
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-010 NAS test case 12.2.1.4 Proc 2
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.123-1
	2887
	-
	9.2.0
	Rel‑9
	Correction to GCF WI-010 NAS test case 12.2.1.4 Proc 2
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101146
	34.123-1
	2888
	-
	9.2.0
	Rel‑9
	Correction to Test case 8.2.2.61
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-1
	2889
	-
	9.2.0
	Rel‑9
	Clarifications to 7.1.8.2 procedure: Activation of HS-DPCCH based on the received SIB5/SIB5bis information
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101137
	34.123-1
	2890
	-
	9.2.0
	Rel‑9
	Corrections to testcase 14.6.1d & 14.6.6c.
	approved
	F
	9.3.0
	TEI7_Test
	R5

	RP-101161
	34.123-1
	2891
	-
	9.2.0
	Rel‑9
	Inter-frequency inbound handover to UMTS CSG cell without reporting proximity indication
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101161
	34.123-1
	2892
	-
	9.2.0
	Rel‑9
	Inter-frequency inbound handover to UMTS CSG cell
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101161
	34.123-1
	2893
	-
	9.2.0
	Rel‑9
	Inter-frequency inbound handover to UMTS CSG cell with non-member UE
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101134
	34.123-2
	0502
	-
	9.2.0
	Rel‑9
	Correction to condition C36d for test case 16.1.9.2
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101133
	34.123-2
	0502
	-
	9.2.0
	Rel‑9
	Correction to condition C36d for test case 16.1.9.2
	approved
	F
	9.3.0
	TEI_Test
	R5

	RP-101147
	34.123-2
	0503
	-
	9.2.0
	Rel‑9
	Add mnemonics for PICS required in 8.1.5.7
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-101158
	34.123-2
	0504
	-
	9.2.0
	Rel‑9
	Applicability of new PPAC TCs
	approved
	F
	9.3.0
	PPAC_UEConTest
	R5

	RP-101146
	34.123-2
	0505
	-
	9.2.0
	Rel‑9
	Applicability for Test Case 6.3.2.2 - Inter-frequency cell reselection from a non-CSG cell to an allowed CSG cell
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-2
	0506
	-
	9.2.0
	Rel‑9
	Applicability for Rel‑8 HNB Test Case 6.3.2.3
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101161
	34.123-2
	0507
	-
	9.2.0
	Rel‑9
	Applicability for Rel‑9 HNB Test Cases
	approved
	F
	9.3.0
	EHNB-UTRA_FDD_UEConTest
	R5

	RP-101146
	34.123-2
	0508
	-
	9.2.0
	Rel‑9
	Removal of Test Case 13.3.1.9 for eCall (Applicability)
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.123-2
	0509
	-
	9.2.0
	Rel‑9
	Applicability of the newly added test cases 8.2.2.63a, 8.2.6.62a, 8.3.4.13a and 8.3.4.14a
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101160
	34.123-2
	0510
	-
	9.2.0
	Rel‑9
	Introduction of ICS for FDD HS-DSCH physical layer categories 25-28
	approved
	F
	9.3.0
	RANimp-DC_MIMO_UEConTest
	R5

	RP-101157
	34.123-2
	0511
	-
	9.2.0
	Rel‑9
	Testcase names and numbering correction to 34.123-2  for LCR TDD
	approved
	F
	9.3.0
	LCRTDD_MB_MF_UEConTest
	R5

	RP-101146
	34.123-3
	2817
	-
	8.7.0
	Rel‑8
	New channel configurations for LCR TDD RB tests
	approved
	F
	8.8.0
	TEI8_Test
	R5

	RP-101146
	34.123-3
	2818
	-
	8.7.0
	Rel‑8
	Routine maintenance
	approved
	F
	8.8.0
	TEI8_Test
	R5

	RP-101148
	34.123-3
	2819
	-
	8.7.0
	Rel‑8
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	8.8.0
	TEI8_Test
	R5

	RP-101149
	34.123-3
	2820
	-
	8.7.0
	Rel‑8
	Correction to GCF WI 10 SMS test case 16.1.1
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2821
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-110 Enhanced Cell FACH DL RRC test case 8.1.2.20 to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2822
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-110 Enhanced Cell FACH DL MAC test case 7.1.5a.6 to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2823
	-
	8.7.0
	Rel‑8
	Correction for GCF WI-010 NAS test case 12.2.1.11
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2824
	-
	8.7.0
	Rel‑8
	Correction to GCF WI-024 network sharing test case 6.2.1.11
	approved
	F
	8.8.0
	TEI6_Test
	R5

	RP-101149
	34.123-3
	2825
	-
	8.7.0
	Rel‑8
	Corrections to Rel‑7 CPC test case 8.2.6.58 and Rel‑7 L2 Enh test case 8.2.2.57
	approved
	F
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2826
	-
	8.7.0
	Rel‑8
	Regression CR on wk36 UMTS ATS
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2827
	-
	8.7.0
	Rel‑8
	Corrections to Rel‑7 L2-Enhancement test case 8.2.2.57
	approved
	F
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2828
	-
	8.7.0
	Rel‑8
	Corrections to Rel‑7 Enhanced Cell-FACH DL test cases
	approved
	F
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2829
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-067 MiMo RAB test case 14.6.6c to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2830
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-067 MiMo RAB test case 14.6.1d to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2831
	-
	8.7.0
	Rel‑8
	Correction to GCF WI-025 testcase 7.1.6.2.10
	approved
	F
	8.8.0
	TEI6_Test
	R5

	RP-101149
	34.123-3
	2832
	-
	8.7.0
	Rel‑8
	Corrections to Rel‑6 test cases 8.2.1.36 and 8.2.1.36a
	approved
	F
	8.8.0
	TEI6_Test
	R5

	RP-101149
	34.123-3
	2833
	-
	8.7.0
	Rel‑8
	Corrections to Rel‑8 CSVoice over HSPA test cases
	approved
	F
	8.8.0
	TEI8_Test
	R5

	RP-101149
	34.123-3
	2834
	-
	8.7.0
	Rel‑8
	Correction to GCF WI-025 testcase 7.1.6.3.2
	approved
	F
	8.8.0
	TEI6_Test
	R5

	RP-101149
	34.123-3
	2835
	-
	8.7.0
	Rel‑8
	Correction to UE Network Capability in UMTS
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2836
	-
	8.7.0
	Rel‑8
	Correction to UMTS Security Capabilities.
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2837
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-110 Enhanced Cell FACH DL RRC test case 8.1.10.2 to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2838
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-110 Enhanced Cell FACH DL RAB test case 14.5.3 to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2839
	-
	8.7.0
	Rel‑8
	Corrections to Rel‑99 testcases
	approved
	F
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2840
	-
	8.7.0
	Rel‑8
	Correction to the common test step ts_RegistrationReject_Idle
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2841
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-110 Enhanced Cell FACH DL RRC test case 8.2.2.60 to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2842
	-
	8.7.0
	Rel‑8
	Addition of GCF WI-110 Enhanced Cell FACH DL RRC test case 8.2.2.59 to HSPA7_ENH ATS
	approved
	B
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2843
	-
	8.7.0
	Rel‑8
	Correction for GCF WI-012 NAS test case 9.4.3.3
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2844
	-
	8.7.0
	Rel‑8
	Correction for GCF WI-010 SMS test case 16.2.2
	approved
	F
	8.8.0
	TEI_Test
	R5

	RP-101149
	34.123-3
	2845
	-
	8.7.0
	Rel‑8
	Correction to Rel‑7 CPC testcase 8.3.4.11 
	approved
	F
	8.8.0
	TEI7_Test
	R5

	RP-101149
	34.123-3
	2846
	-
	8.7.0
	Rel‑8
	Correction to MAC testcase 7.1.5a.6 
	approved
	F
	8.8.0
	TEI7_Test 
	R5

	RP-101357
	34.124
	0037
	1
	9.2.0
	Rel‑10
	Add Expanded 1900 MHz Band for UTRA and LTE to TS34.124
	postponed
	B
	
	E1900-Core
	R4

	RP-101156
	34.229-1
	0257
	-
	9.2.0
	Rel‑9
	Fixes to IMS common emergency messages
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-101146
	34.229-1
	0258
	-
	9.2.0
	Rel‑9
	Corrections to the conditions for using USIM or ISIM
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0259
	-
	9.2.0
	Rel‑9
	Add new test case 15.14a Communication Barring while roaming
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0260
	-
	9.2.0
	Rel‑9
	Updates to conformance requirements related to IMS registration
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0261
	-
	9.2.0
	Rel‑9
	Update of MTSI test cases 15.1, 15.2, 15.3 and 15.4
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0262
	-
	9.2.0
	Rel‑9
	Update of MTSI test cases 15.25 and 15.26
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0263
	-
	9.2.0
	Rel‑9
	Update conformance requirements for 8.10 and 8.11
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0264
	-
	9.2.0
	Rel‑9
	Update to conformance requirement of PDP Context Activation test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0265
	-
	9.2.0
	Rel‑9
	Update to conformance requirement of P-CSCF discovery test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0266
	-
	9.2.0
	Rel‑9
	Remove test case 14.1 and 14.2
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-1
	0267
	-
	9.2.0
	Rel‑9
	Update test cases 9.1 and 9.2 to Rel‑8
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101156
	34.229-1
	0268
	-
	9.2.0
	Rel‑9
	Introducing TC 19.1.1 Basic IMS emergency call over EPS with emergency registration
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-101156
	34.229-1
	0269
	-
	9.2.0
	Rel‑9
	New Emergency test case 19.3.1 Non-UE detectable emergency call / IM CN sends a 1xx response / UE geographical location information available
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-101146
	34.229-1
	0270
	-
	9.2.0
	Rel‑9
	New IMS test case 12.2A MO Call - 504 Server Time-out
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0069
	-
	9.2.0
	Rel‑9
	Add new test case 15.14a CB while roaming
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0070
	-
	9.2.0
	Rel‑9
	Remove PSS tables
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0071
	-
	9.2.0
	Rel‑9
	Update of applicability for MTSI test cases
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0072
	-
	9.2.0
	Rel‑9
	Remove applicability for test case 14.1 and 14.2
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0073
	-
	9.2.0
	Rel‑9
	Update security, adressing and SIP compression tables
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0074
	-
	9.2.0
	Rel‑9
	Update additional information for IPv4
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0075
	-
	9.2.0
	Rel‑9
	Update MTSI information
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101156
	34.229-2
	0076
	-
	9.2.0
	Rel‑9
	Introducing TC 19.1.1 Basic IMS emergency call over EPS
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-101146
	34.229-2
	0077
	-
	9.2.0
	Rel‑9
	Rel‑8 IMS test case applicabilities
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-2
	0078
	-
	9.2.0
	Rel‑9
	Update abbreviations and conventions
	approved
	F
	9.3.0
	TEI8_Test
	R5

	RP-101146
	34.229-3
	0055
	-
	8.4.0
	Rel‑8
	Routine maintenance of TS 34.229-3
	approved
	F
	8.5.0
	TEI8_Test
	R5

	RP-101150
	34.229-3
	0056
	-
	8.4.0
	Rel‑8
	CR to 34.229-3 update to v850
	approved
	F
	8.5.0
	TEI8_Test
	R5

	SP-100724
	35.216
	0001
	2
	9.0.0
	Rel‑9
	Correction of reference
	approved
	F
	9.1.0
	TEI9
	S3

	SP-100724
	35.919
	0001
	1
	9.0.0
	Rel‑9
	Correction of reference
	approved
	F
	9.1.0
	TEI9
	S3

	RP-101361
	36.101
	0620
	1
	10.0.0
	Rel‑10
	Introduction of L-band in TS 36.101
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101341
	36.101
	0626
	-
	9.5.0
	Rel‑9
	Add 20 RB UL Ref Meas channel
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101341
	36.101
	0627
	-
	10.0.0
	Rel‑10
	Add 20 RB UL Ref Meas channel
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101329
	36.101
	0628
	-
	8.11.0
	Rel‑8
	Removal of [ ] from TDD Rank Indicator requirements
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101329
	36.101
	0629
	-
	9.5.0
	Rel‑9
	Removal of [ ] from TDD Rank Indicator requirements
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101329
	36.101
	0630
	-
	10.0.0
	Rel‑10
	Removal of [ ] from TDD Rank Indicator requirements
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101329
	36.101
	0633
	1
	8.11.0
	Rel‑8
	Test configuration corrections to CQI TDD reporting in AWGN (Rel‑8)
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101329
	36.101
	0634
	1
	9.5.0
	Rel‑9
	Test configuration corrections to CQI TDD reporting in AWGN (Rel‑9)
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101329
	36.101
	0635
	1
	10.0.0
	Rel‑10
	Test configuration corrections to CQI TDD reporting in AWGN (Rel‑10)
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101330
	36.101
	0640
	1
	8.11.0
	Rel‑8
	Correction of Note 4 In Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101330
	36.101
	0641
	1
	9.5.0
	Rel‑9
	Correction of Note 4 In Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101330
	36.101
	0642
	1
	10.0.0
	Rel‑10
	Correction of Note 4 In Table 7.3.1-1: Reference sensitivity QPSK PREFSENS
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101330
	36.101
	0643
	-
	8.11.0
	Rel‑8
	EVM window length for PRACH
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101330
	36.101
	0644
	-
	9.5.0
	Rel‑9
	EVM window length for PRACH
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101330
	36.101
	0645
	-
	10.0.0
	Rel‑10
	EVM window length for PRACH
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101359
	36.101
	0646
	1
	10.0.0
	Rel‑10
	CR for CA, UL-MIMO, eDL-MIMO, CPE
	approved
	B
	10.1.0
	LTE_CA-core
	R4

	RP-101330
	36.101
	0647
	-
	8.11.0
	Rel‑8
	Removal of NS signalling from TDD REFSENS tests
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101330
	36.101
	0648
	-
	9.5.0
	Rel‑9
	Removal of NS signalling from TDD REFSENS tests
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101330
	36.101
	0649
	-
	10.0.0
	Rel‑10
	Removal of NS signalling from TDD REFSENS tests
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101327
	36.101
	0650
	-
	8.11.0
	Rel‑8
	Correction to Band 12 frequency range
	approved
	F
	8.12.0
	TEI8
	R4

	RP-101327
	36.101
	0651
	-
	9.5.0
	Rel‑9
	Correction to Band 12 frequency range
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101327
	36.101
	0652
	-
	10.0.0
	Rel‑10
	Correction to Band 12 frequency range
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101341
	36.101
	0653
	1
	9.5.0
	Rel‑9
	Additional in-band blocking requirement for Band 12
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101341
	36.101
	0654
	1
	10.0.0
	Rel‑10
	Additional in-band blocking requirement for Band 12
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101341
	36.101
	0658
	2
	9.5.0
	Rel‑9
	Correction on MBMS performance requirements
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101341
	36.101
	0659
	1
	9.5.0
	Rel‑9
	Adding antenna configuration in CQI fading test case
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101330
	36.101
	0660
	1
	9.5.0
	Rel‑9
	Correction on the statement of TB size and subband selection in CSI tests
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101329
	36.101
	0661
	2
	8.11.0
	Rel‑8
	Correction of the PMI reporting in Multi-Layer Spatial Multiplexing performance test
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101329
	36.101
	0662
	2
	9.5.0
	Rel‑9
	Correction of the PMI reporting in Multi-Layer Spatial Multiplexing performance test
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101341
	36.101
	0664
	1
	9.5.0
	Rel‑9
	Demodulation performance requirements for dual-layer beamforming
	approved
	F
	9.6.0
	LTEimp-eDL
	R4

	RP-101356
	36.101
	0666
	2
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.101
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101349
	36.101
	0667
	3
	10.0.0
	Rel‑10
	CR Removing brackets of Band 41 reference sensitivity to TS 36.101
	approved
	F
	10.1.0
	LTE_TDD_2600_US-Core
	R4

	RP-101303
	36.101
	0670
	-
	10.0.0
	Rel‑10
	Correction on the PMI reporting in Multi-Laye Spatial Multiplexing performance test
	revised
	A
	
	LTE-RF
	R4

	RP-101379
	36.101
	0670
	1
	10.0.0
	Rel‑10
	Correction of the PMI reporting in Multi-Laye Spatial Multiplexing performance test
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101324
	36.101
	0671
	-
	8.11.0
	Rel‑8
	Correction on the statement of TB size and subband selection in CSI tests
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101325
	36.101
	0672
	-
	10.0.0
	Rel‑10
	Correction on the statement of TB size and subband selection in CSI tests
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101341
	36.101
	0673
	1
	10.0.0
	Rel‑10
	Correction on MBMS performance requirements
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101341
	36.101
	0677
	-
	9.5.0
	Rel‑9
	Further clarifications for the Sustained Downlink Data Rate Test
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101341
	36.101
	0678
	-
	10.0.0
	Rel‑10
	Further clarifications for the Sustained Downlink Data Rate Test
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101306
	36.101
	0679
	-
	10.0.0
	Rel‑10
	Adding antenna configuration in CQI fading test case
	revised
	A
	
	LTE-RF
	R4

	RP-101380
	36.101
	0679
	1
	10.0.0
	Rel‑10
	Adding antenna configuration in CQI fading test case
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101309
	36.101
	0680
	-
	10.0.0
	Rel‑10
	Demodulation performance requirements for dual-layer beamforming
	approved
	A
	10.1.0
	LTEimp-eDL
	R4

	RP-101309
	36.101
	0680
	-
	10.0.0
	Rel‑10
	Demodulation performance requirements for dual-layer beamforming
	approved
	A
	10.1.0
	LTEimp-eDL
	R4

	RP-101356
	36.104
	0181
	3
	10.0.0
	Rel‑10
	CR UMTS/LTE-3500 TDD spectrum band definition additions for BS to TS 36.104
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101342
	36.104
	0182
	-
	9.5.0
	Rel‑9
	Equaliser coefficient derivation for EVM
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101342
	36.104
	0183
	-
	10.0.0
	Rel‑10
	Equaliser coefficient derivation for EVM
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101342
	36.104
	0185
	-
	9.5.0
	Rel‑9
	Corrections on table reference for Local Area BS co-located with another BS
	approved
	F
	9.6.0
	LTEimp-Pico_eNB-RF
	R4

	RP-101342
	36.104
	0186
	-
	10.0.0
	Rel‑10
	Corrections on table reference for Local Area BS co-located with another BS
	approved
	A
	10.1.0
	LTEimp-Pico_eNB-RF
	R4

	RP-101328
	36.104
	0188
	-
	8.10.0
	Rel‑8
	PUCCH format 2 performance requirements definition clarification
	approved
	F
	8.11.0
	TEI8
	R4

	RP-101328
	36.104
	0189
	-
	9.5.0
	Rel‑9
	PUCCH format 2 performance requirements definition clarification
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101328
	36.104
	0190
	-
	10.0.0
	Rel‑10
	PUCCH format 2 performance requirements definition clarification
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101358
	36.104
	0191
	-
	10.0.0
	Rel‑10
	Base Station Rated Output Power with up to 8 Transmit Antennas
	approved
	B
	10.1.0
	LTE_eDL_MIMO-Core
	R4

	RP-101327
	36.104
	0192
	-
	8.10.0
	Rel‑8
	Band 12 channel arrangement correction on 36.104
	approved
	F
	8.11.0
	TEI8
	R4

	RP-101327
	36.104
	0193
	-
	9.5.0
	Rel‑9
	Band 12 channel arrangement correction on 36.104
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101327
	36.104
	0194
	-
	10.0.0
	Rel‑10
	Band 12 channel arrangement correction on 36.104
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101342
	36.104
	0199
	-
	9.5.0
	Rel‑9
	Correction of applicability of requirements
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101342
	36.104
	0200
	-
	10.0.0
	Rel‑10
	Correction of applicability of requirements
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101328
	36.104
	0201
	-
	8.10.0
	Rel‑8
	Correction on multi user PUCCH test
	approved
	F
	8.11.0
	LTE-RF
	R4

	RP-101328
	36.104
	0202
	-
	9.5.0
	Rel‑9
	Correction on multi user PUCCH test
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101328
	36.104
	0203
	-
	10.0.0
	Rel‑10
	Correction on multi user PUCCH test
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101359
	36.104
	0204
	-
	10.0.0
	Rel‑10
	Introduction of Carrier Aggregation for LTE in TS 36.104
	approved
	B
	10.1.0
	LTE_CA-Core
	R4

	RP-101347
	36.106
	0016
	-
	9.2.0
	Rel‑9
	Corrections to  the symbols and abbreviations clause related to DTT requirement
	approved
	F
	9.3.0
	TEI9
	R4

	RP-101347
	36.106
	0017
	-
	9.2.0
	Rel‑9
	Co-existence with services in adjacent frequency bands
	approved
	F
	9.3.0
	TEI9
	R4

	RP-101336
	36.106
	0018
	-
	8.5.0
	Rel‑8
	Protection of CDMA
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101336
	36.106
	0019
	-
	9.2.0
	Rel‑9
	Protection of CDMA
	approved
	A
	9.3.0
	TEI8
	R4

	RP-101333
	36.106
	0020
	1
	8.5.0
	Rel‑8
	Clarification on emission requirements
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101333
	36.106
	0021
	-
	9.2.0
	Rel‑9
	Clarification on emission requirements
	approved
	A
	9.3.0
	TEI8
	R4

	RP-101337
	36.106
	0022
	-
	8.5.0
	Rel‑8
	Removal of brackets
	approved
	F
	8.6.0
	TEI8
	R4

	RP-101337
	36.106
	0023
	-
	9.2.0
	Rel‑9
	Removal of brackets
	approved
	A
	9.3.0
	TEI8
	R4

	RP-101361
	36.113
	0011
	-
	10.0.0
	Rel‑10
	Introduction of L-band in TS36.113
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101360
	36.113
	0012
	-
	10.0.0
	Rel‑10
	Add 2 GHz band LTE for ATC of MSS in North America to TS36.113
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-101356
	36.113
	0013
	1
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.113
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101338
	36.113
	0015
	-
	8.2.0
	Rel‑8
	Correction due to the introduction of the definition of pass band
	approved
	F
	8.3.0
	TEI8
	R4

	RP-101338
	36.113
	0016
	-
	9.2.0
	Rel‑9
	Correction due to the introduction of the definition of pass band
	approved
	A
	9.3.0
	TEI8
	R4

	RP-101357
	36.113
	0017
	-
	10.0.0
	Rel‑10
	Add Expanded 1900 MHz Band (Band 25) in 36.113
	postponed
	B
	
	E1900-Core
	R4

	RP-101327
	36.113
	0018
	-
	8.2.0
	Rel‑8
	Band 12 channel arrangement correction on 36.113
	approved
	F
	8.3.0
	TEI8
	R4

	RP-101327
	36.113
	0019
	-
	9.2.0
	Rel‑9
	Band 12 channel arrangement correction on 36.113
	approved
	A
	9.3.0
	TEI8
	R4

	RP-101327
	36.113
	0020
	-
	10.0.0
	Rel‑10
	Band 12 channel arrangement correction on 36.113
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101361
	36.124
	0007
	-
	10.0.0
	Rel‑10
	Introduction of L-band in TS36.124
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101360
	36.124
	0008
	-
	10.0.0
	Rel‑10
	Add 2 GHz band LTE for ATC of MSS in North America to TS36.124
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-101356
	36.124
	0009
	1
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.124
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101357
	36.124
	0010
	-
	10.0.0
	Rel‑10
	Add Expanded 1900 MHz Band (Band 25) in 36.124
	postponed
	B
	
	E1900-Core
	R4

	RP-101327
	36.124
	0011
	-
	8.1.0
	Rel‑8
	Band 12 channel arrangement correction on 36.124
	approved
	F
	8.2.0
	TEI8
	R4

	RP-101327
	36.124
	0012
	-
	9.1.0
	Rel‑9
	Band 12 channel arrangement correction on 36.124
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101327
	36.124
	0013
	-
	10.0.0
	Rel‑10
	Band 12 channel arrangement correction on 36.124
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101343
	36.133
	0551
	3
	9.5.0
	Rel‑9
	E-UTRAN TDD Intra Frequency RSTD Measurement Accuracy test case
	approved
	B
	9.6.0
	LCS_LTE
	R4

	RP-101361
	36.133
	0552
	-
	10.0.0
	Rel‑10
	Introduction of L-band in TS36.133
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101332
	36.133
	0561
	-
	8.11.0
	Rel‑8
	PDCCH Aggregation Level for RRM Tests
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101332
	36.133
	0562
	-
	9.5.0
	Rel‑9
	PDCCH Aggregation Level for RRM Tests
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101332
	36.133
	0563
	-
	10.0.0
	Rel‑10
	PDCCH Aggregation Level for RRM Tests
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101331
	36.133
	0564
	1
	8.11.0
	Rel‑8
	Corrections and Clarifications to TS36.133
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101331
	36.133
	0565
	1
	9.5.0
	Rel‑9
	Corrections and Clarifications to TS36.133
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101331
	36.133
	0566
	1
	10.0.0
	Rel‑10
	Corrections and Clarifications to TS36.133
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101343
	36.133
	0567
	-
	9.5.0
	Rel‑9
	Clarification of measurements requirements for HRPD and cdma2000 1x
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101343
	36.133
	0568
	-
	10.0.0
	Rel‑10
	Clarification of measurements requirements for HRPD and cdma2000 1x
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101332
	36.133
	0569
	-
	8.11.0
	Rel‑8
	MIMO correlation scenario for RLM test cases
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101332
	36.133
	0570
	-
	9.5.0
	Rel‑9
	MIMO correlation scenario for RLM test cases
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101332
	36.133
	0571
	-
	10.0.0
	Rel‑10
	MIMO correlation scenario for RLM test cases
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101332
	36.133
	0578
	-
	8.11.0
	Rel‑8
	Removal of [ ] from PDSCH and PCFICH/PDCCH/PHICH Measurement Channel references in Annex A.
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101332
	36.133
	0579
	-
	9.5.0
	Rel‑9
	Removal of [ ] from PDSCH and PCFICH/PDCCH/PHICH Measurement Channel references in Annex A.
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101332
	36.133
	0580
	-
	10.0.0
	Rel‑10
	Removal of [ ] from PDSCH and PCFICH/PDCCH/PHICH Measurement Channel references in Annex A.
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101332
	36.133
	0583
	-
	8.11.0
	Rel‑8
	Enabling HARQ for RRM Tests
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101332
	36.133
	0584
	-
	9.5.0
	Rel‑9
	Enabling HARQ for RRM Tests
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101332
	36.133
	0585
	-
	10.0.0
	Rel‑10
	Enabling HARQ for RRM Tests
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101343
	36.133
	0588
	-
	9.5.0
	Rel‑9
	Addition of Band 18, 19 and 21 into UE Rx - Tx time difference requirements
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101343
	36.133
	0589
	-
	10.0.0
	Rel‑10
	Addition of Band 18, 19 and 21 into UE Rx - Tx time difference requirements
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101331
	36.133
	0590
	1
	8.11.0
	Rel‑8
	Correction to Radio link monitoring test cases
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101331
	36.133
	0591
	1
	9.5.0
	Rel‑9
	Correction to Radio link monitoring test cases
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101331
	36.133
	0592
	2
	10.0.0
	Rel‑10
	Correction to Radio link monitoring test cases
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101360
	36.133
	0593
	-
	10.0.0
	Rel‑10
	Add 2 GHz band LTE for ATC of MSS in North America to TS36.133
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-101343
	36.133
	0597
	1
	9.5.0
	Rel‑9
	E-UTRAN FDD intra-frequency RSTD measurement reporting delay test case
	approved
	F
	9.6.0
	LCS_LTE
	R4

	RP-101343
	36.133
	0598
	2
	10.0.0
	Rel‑10
	E-UTRAN FDD intra-frequency RSTD measurement reporting delay test case
	approved
	A
	10.1.0
	LCS_LTE
	R4

	RP-101343
	36.133
	0599
	1
	9.5.0
	Rel‑9
	E-UTRAN TDD intra-frequency RSTD measurement reporting delay test case
	approved
	F
	9.6.0
	LCS_LTE
	R4

	RP-101343
	36.133
	0600
	2
	10.0.0
	Rel‑10
	E-UTRAN TDD intra-frequency RSTD measurement reporting delay test case
	approved
	A
	10.1.0
	LCS_LTE
	R4

	RP-101343
	36.133
	0603
	-
	9.5.0
	Rel‑9
	Correction to Enhanced GSM Cell Identification Requirements
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101343
	36.133
	0604
	-
	10.0.0
	Rel‑10
	Correction to Enhanced GSM Cell Identification Requirement
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101343
	36.133
	0620
	2
	9.5.0
	Rel‑9
	Correction for Measurements of inter-RAT cells
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101343
	36.133
	0621
	1
	10.0.0
	Rel‑10
	Correction for Measurements of inter-RAT cells
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101343
	36.133
	0631
	1
	9.5.0
	Rel‑9
	Correction of reselection requirement for UTRAN FDD cells
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101343
	36.133
	0632
	-
	10.0.0
	Rel‑10
	Correction of reselection requirement for UTRAN FDD cells
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101331
	36.133
	0633
	-
	8.11.0
	Rel‑8
	Corrections to 36.133 performance requirements
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101331
	36.133
	0634
	-
	9.5.0
	Rel‑9
	Corrections to 36.133 performance requirements
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101331
	36.133
	0635
	-
	10.0.0
	Rel‑10
	Corrections to 36.133 performance requirements
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101331
	36.133
	0636
	-
	8.11.0
	Rel‑8
	Correction to intra frequency cell identification time
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101331
	36.133
	0637
	-
	9.5.0
	Rel‑9
	Correction to intra frequency cell identification time
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101331
	36.133
	0638
	-
	10.0.0
	Rel‑10
	Correction to intra frequency cell identification time for FDD and TDD
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101343
	36.133
	0639
	-
	9.5.0
	Rel‑9
	Correction to Enhanced UTRA FDD Cell Identification Requirements
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101343
	36.133
	0640
	-
	10.0.0
	Rel‑10
	Correction to Enhanced UTRA FDD Cell Identification Requirements
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101335
	36.133
	0641
	1
	8.11.0
	Rel‑8
	Completion of CSG cell reselection requirements
	approved
	B
	8.12.0
	LTE-L23, HNB-supp, LTE-UEConTest, HNB-UEConTestFDD
	R4

	RP-101335
	36.133
	0642
	1
	9.5.0
	Rel‑9
	Completion of CSG cell reselection requirements
	approved
	A
	9.6.0
	LTE-L23, HNB-supp, LTE-UEConTest, HNB-UEConTestFDD
	R4

	RP-101335
	36.133
	0643
	1
	10.0.0
	Rel‑10
	Completion of CSG cell reselection requirements
	approved
	A
	10.1.0
	LTE-L23, HNB-supp, LTE-UEConTest, HNB-UEConTestFDD
	R4

	RP-101356
	36.133
	0644
	-
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.133
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101343
	36.133
	0645
	-
	10.0.0
	Rel‑10
	E-UTRAN TDD Intra Frequency RSTD Measurement Accuracy test case
	approved
	A
	10.1.0
	LCS_LTE
	R4

	RP-101386
	36.133
	0646
	-
	8.11.0
	Rel‑8
	Removal of square brackets from scope of TS36.133
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-101387
	36.133
	0647
	-
	9.5.0
	Rel‑9
	Removal of square brackets from scope of TS36.133
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101388
	36.133
	0648
	-
	10.0.0
	Rel‑10
	Removal of square brackets from scope of TS36.133
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101362
	36.141
	0209
	3
	10.0.0
	Rel‑10
	Introduction of L-band in TS36.141
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Perf
	R4

	RP-101356
	36.141
	0211
	3
	10.0.0
	Rel‑10
	CR UMTS/LTE-3500 TDD spectrum band definition additions for BS to TS 36.141
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101342
	36.141
	0212
	-
	9.5.0
	Rel‑9
	Equaliser coefficient derivation for Global In-Channel TX-Test
	approved
	F
	9.6.0
	LTE-RF
	R4

	RP-101342
	36.141
	0213
	-
	10.0.0
	Rel‑10
	Equaliser coefficient derivation for Global In-Channel TX-Test
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101328
	36.141
	0215
	-
	8.8.0
	Rel‑8
	PUCCH format 2 performance requirements definition clarification
	approved
	F
	8.9.0
	TEI8
	R4

	RP-101328
	36.141
	0216
	-
	9.5.0
	Rel‑9
	PUCCH format 2 performance requirements definition clarification
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101328
	36.141
	0217
	-
	10.0.0
	Rel‑10
	PUCCH format 2 performance requirements definition clarification
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101342
	36.141
	0220
	-
	9.5.0
	Rel‑9
	Correction of applicability of requirements
	approved
	F
	9.6.0
	TEI9
	R4

	RP-101342
	36.141
	0221
	-
	10.0.0
	Rel‑10
	Correction of applicability of requirements
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101327
	36.141
	0222
	-
	8.8.0
	Rel‑8
	Band 12 channel arrangement correction on 36.141
	approved
	F
	8.9.0
	TEI8
	R4

	RP-101327
	36.141
	0223
	-
	9.5.0
	Rel‑9
	Band 12 channel arrangement correction on 36.141
	approved
	A
	9.6.0
	TEI8
	R4

	RP-101327
	36.141
	0224
	-
	10.0.0
	Rel‑10
	Band 12 channel arrangement correction on 36.141
	approved
	A
	10.1.0
	TEI8
	R4

	RP-101328
	36.141
	0234
	-
	8.8.0
	Rel‑8
	Correction on multi user PUCCH test
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-101328
	36.141
	0235
	-
	9.5.0
	Rel‑9
	Correction on multi user PUCCH test
	approved
	A
	9.6.0
	LTE-RF
	R4

	RP-101328
	36.141
	0236
	-
	10.0.0
	Rel‑10
	Correction on multi user PUCCH test
	approved
	A
	10.1.0
	LTE-RF
	R4

	RP-101347
	36.143
	0016
	-
	9.1.0
	Rel‑9
	Corrections to  the symbols and abbreviations clause related to DTT requirement
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101347
	36.143
	0017
	-
	9.1.0
	Rel‑9
	Co-existence with services in adjacent frequency bands
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101336
	36.143
	0018
	-
	8.3.0
	Rel‑8
	Protection of CDMA
	approved
	F
	8.4.0
	TEI8
	R4

	RP-101336
	36.143
	0019
	-
	9.1.0
	Rel‑9
	Protection of CDMA
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101333
	36.143
	0020
	-
	8.3.0
	Rel‑8
	Clarification on emission requirements
	approved
	F
	8.4.0
	TEI8
	R4

	RP-101333
	36.143
	0021
	-
	9.1.0
	Rel‑9
	Clarification on emission requirements
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101333
	36.143
	0022
	-
	8.3.0
	Rel‑8
	Correction fo derivation of test requirement for frequency error and removal of brackets
	approved
	F
	8.4.0
	TEI8
	R4

	RP-101333
	36.143
	0023
	-
	9.1.0
	Rel‑9
	Correction fo derivation of test requirement for frequency error and removal of brackets
	approved
	A
	9.2.0
	TEI8
	R4

	RP-101344
	36.143
	0024
	-
	9.1.0
	Rel‑9
	CR implementation correction for TS36.143
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101320
	36.211
	0148
	-
	9.1.0
	Rel‑10
	Introduction of Rel‑10 features
	approved
	B
	10.0.0
	LTE_CA, LTE_eDL_MIMO, LTE_UL_MIMO
	R1

	RP-101320
	36.212
	0100
	-
	9.3.0
	Rel‑10
	Introduction of Rel‑10 features
	approved
	B
	10.0.0
	LTE_CA, LTE_eDL_MIMO, LTE_UL_MIMO
	R1

	RP-101320
	36.213
	0270
	-
	9.3.0
	Rel‑10
	Introduction of Rel‑10 features
	approved
	B
	10.0.0
	LTE_CA, LTE_eDL_MIMO, LTE_UL_MIMO
	R1

	RP-101321
	36.216
	0001
	-
	10.0.0
	Rel‑10
	Capturing of further agreements on relaying
	approved
	B
	10.1.0
	LTE_Relay-Core
	R1

	RP-101226
	36.300
	0269
	2
	10.1.0
	Rel‑10
	Corrections and new agreements on Carrier Aggregation
	approved
	B
	10.2.0
	LTE_CA-Core
	R2

	RP-101206
	36.300
	0270
	-
	9.5.0
	Rel‑9
	36300_CRxxx_Handover for Hybrid Cells
	approved
	F
	9.6.0
	EHNB-RAN2
	R2

	RP-101206
	36.300
	0271
	-
	10.1.0
	Rel‑10
	36300_CRxxx_Handover for Hybrid Cells
	approved
	A
	10.2.0
	EHNB-RAN2
	R2

	RP-101208
	36.300
	0272
	-
	9.5.0
	Rel‑9
	Correction on MAC padding on MCH
	approved
	F
	9.6.0
	MBMS_LTE
	R2

	RP-101208
	36.300
	0273
	-
	10.1.0
	Rel‑10
	Correction on MAC padding on MCH
	approved
	A
	10.2.0
	MBMS_LTE
	R2

	RP-101228
	36.300
	0274
	3
	10.1.0
	Rel‑10
	Additions and corrections to relaying description
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101231
	36.300
	0275
	1
	10.1.0
	Rel‑10
	LTE - Stage 2 agreements on MBMS enhancement
	approved
	B
	10.2.0
	MBMS_LTE_enh-Core
	R2

	RP-101214
	36.300
	0276
	1
	10.1.0
	Rel‑10
	CR to 36.300 adding e1xCSFB support for dual Rx/Tx UE
	approved
	B
	10.2.0
	TEI10, LTE-L23
	R2

	RP-101214
	36.300
	0277
	-
	10.1.0
	Rel‑10
	Editorial Clean-Up
	approved
	F
	10.2.0
	TEI10, LTE-L23
	R2

	RP-101229
	36.300
	0278
	1
	10.1.0
	Rel‑10
	Introduction of enhanced ICIC
	approved
	B
	10.2.0
	eICIC_LTE-Core
	R2

	RP-101214
	36.300
	0285
	2
	10.1.0
	Rel‑10
	Setting of Maximum Bit Rate (MBR) to be greater than the Guaranteed Bit Rate (GBR) over E-UTRA: MBR enforcement at eNB side.
	approved
	C
	10.2.0
	TEI10, LTE-L23
	R2

	RP-101214
	36.300
	0286
	-
	10.1.0
	Rel‑10
	CR for Description of Energy Saving
	approved
	F
	10.2.0
	TEI10, LTE-interfaces
	R2

	RP-101228
	36.300
	0287
	-
	10.1.0
	Rel‑10
	S1 non UE associated message handling
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101214
	36.300
	0288
	-
	10.1.0
	Rel‑10
	Clarification to ANR Operation
	approved
	F
	10.2.0
	LTE-interfaces, TEI10
	R2

	RP-101228
	36.300
	0289
	-
	10.1.0
	Rel‑10
	P-GW function embedded in DeNB and addressing requirements
	approved
	F
	10.2.0
	LTE_Relay-Core
	R2

	RP-101228
	36.300
	0290
	-
	10.1.0
	Rel‑10
	eNB Configuration Update procedure in RN startup and detach procedure
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101231
	36.300
	0291
	-
	10.1.0
	Rel‑10
	Introduction of MCE initiated MBMS Session Start Request
	approved
	B
	10.2.0
	MBMS_LTE_enh-Core
	R2

	RP-101228
	36.300
	0292
	-
	10.1.0
	Rel‑10
	No NNSF function in RN
	approved
	F
	10.2.0
	LTE_Relay-Core
	R2

	RP-101228
	36.300
	0293
	-
	10.1.0
	Rel‑10
	S1 handover routing toward RN
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101228
	36.300
	0294
	-
	10.1.0
	Rel‑10
	TNL address Handling
	approved
	F
	10.2.0
	LTE_Relay-Core
	R2

	RP-101214
	36.300
	0295
	-
	10.1.0
	Rel‑10
	Correction on SPID Transfer
	approved
	F
	10.2.0
	LTE-Interfaces, TEI10
	R2

	RP-101231
	36.300
	0296
	-
	10.1.0
	Rel‑10
	Support of ARP Pre-emption
	approved
	B
	10.2.0
	MBMS_LTE_enh-Core
	R2

	RP-101231
	36.300
	0297
	-
	10.1.0
	Rel‑10
	Support of MBMS Service Counting Report procedure
	approved
	B
	10.2.0
	MBMS_LTE_enh-Core
	R2

	RP-101222
	36.300
	0298
	-
	10.1.0
	Rel‑10
	Stage 2 for the X2 based mobility enhancement between HeNBs
	approved
	B
	10.2.0
	HNB_HENB_mob_enh-Core
	R2

	RP-101230
	36.300
	0299
	-
	10.1.0
	Rel‑10
	Introduction of event-triggered inter-RAT cell load reporting
	approved
	B
	10.2.0
	SONenh_LTE-Core
	R2

	RP-101216
	36.300
	0300
	-
	10.1.0
	Rel‑10
	Introduction of LIPA function
	approved
	B
	10.2.0
	LIPA_SIPTO
	R2

	RP-101228
	36.300
	0301
	-
	10.1.0
	Rel‑10
	OAM requirements for QCI to DSCP mapping config for relays
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101228
	36.300
	0302
	-
	10.1.0
	Rel‑10
	Non UE associated message handling
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101224
	36.300
	0303
	-
	10.1.0
	Rel‑10
	Introduction of MTC Overload Support
	approved
	B
	10.2.0
	NIMTC-RAN_overload
	R2

	RP-101228
	36.300
	0304
	-
	10.1.0
	Rel‑10
	Relay Node Un Signalling Transport Support
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101214
	36.300
	0305
	-
	10.1.0
	Rel‑10
	Complete S1 Interface Signalling Procedures
	approved
	F
	10.2.0
	LTE-Interfaces, TEI10
	R2

	RP-101229
	36.300
	0306
	1
	10.1.0
	Rel‑10
	X2 procedure and OAM requirements to support eICIC
	approved
	B
	10.2.0
	eICIC_LTE-Core
	R2

	RP-101228
	36.300
	0307
	-
	10.1.0
	Rel‑10
	Stage-2 updates to RN initial attachment
	approved
	B
	10.2.0
	LTE_Relay-Core
	R2

	RP-101230
	36.300
	0308
	-
	10.1.0
	Rel‑10
	Functionality of SON MRO defined for Rel.10
	approved
	B
	10.2.0
	SONenh_LTE-Core
	R2

	RP-101226
	36.302
	0021
	3
	9.2.0
	Rel‑10
	Introduction of CA to TS36.302
	approved
	B
	10.0.0
	LTE_CA-Core
	R2

	RP-101221
	36.304
	0140
	2
	9.4.0
	Rel‑10
	36.304 CR on MDT
	approved
	B
	10.0.0
	MDT_UMTSLTE-Core
	R2

	RP-101210
	36.304
	0142
	-
	9.4.0
	Rel‑9
	Cell selection in case of redirection based CSFB procedure
	approved
	F
	9.5.0
	TEI9, LTE-L23
	R2

	RP-101207
	36.305
	0022
	-
	9.4.0
	Rel‑9
	Alignment of LPPa descriptions to stage 3
	approved
	F
	9.5.0
	LCS_LTE
	R2

	RP-101290
	36.306
	0036
	1
	9.3.0
	Rel‑10
	Introduction of Carrier aggregation and UL/DL MIMO
	withdrawn
	B
	
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
	R2

	RP-101268
	36.306
	0037
	-
	9.3.0
	Rel‑10
	Inclusion of new UE categories in Rel‑10
	approved
	B
	10.0.0
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
	R2

	RP-101360
	36.307
	0003
	1
	8.1.0
	Rel‑8
	Add 2 GHz band LTE for ATC of MSS in North America to TS36.307
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-101361
	36.307
	0004
	3
	8.1.0
	Rel‑8
	Introduction of L-band in TS 36.307
	approved
	B
	8.2.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101361
	36.307
	0005
	-
	9.1.1
	Rel‑9
	Introduction of L-band in TS 36.307
	approved
	B
	9.2.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101360
	36.307
	0006
	1
	9.1.1
	Rel‑9
	Add 2 GHz band LTE for ATC of MSS in North America to TS36.307
	postponed
	A
	
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-101356
	36.307
	0007
	1
	8.1.0
	Rel‑8
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.307
	approved
	B
	8.2.0
	RInImp8-UMTSLTE3500
	R4

	RP-101356
	36.307
	0008
	1
	9.1.1
	Rel‑9
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.307
	approved
	B
	9.2.0
	RInImp8-UMTSLTE3500
	R4

	RP-101360
	36.307
	0009
	-
	9.1.1
	Rel‑10
	Add 2 GHz band LTE for ATC of MSS in North America to TS36.307
	postponed
	B
	
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-101356
	36.307
	0012
	-
	9.1.1
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 36.307
	approved
	B
	10.0.0
	RInImp8-UMTSLTE3500
	R4

	RP-101357
	36.307
	0013
	-
	8.1.0
	Rel‑8
	Add Expanded 1900 MHz Band (Band 25) in 36.307
	postponed
	B
	
	E1900-Core
	R4

	RP-101357
	36.307
	0014
	1
	9.1.1
	Rel‑9
	Add Expanded 1900 MHz Band (Band 25) in 36.307
	postponed
	B
	
	E1900-Core
	R4

	RP-101357
	36.307
	0015
	-
	9.1.1
	Rel‑10
	Add Expanded 1900 MHz Band (Band 25) in 36.307
	postponed
	B
	
	E1900-Core
	R4

	RP-101344
	36.307
	0016
	-
	9.1.1
	Rel‑10
	CR creating the rel-10 of the 36.307 specification
	approved
	F
	10.0.0
	LTE_TDD_2600_US-Core
	R4

	RP-101226
	36.321
	0436
	2
	9.3.0
	Rel‑10
	Introduction of Carrier Aggregation
	approved
	B
	10.0.0
	LTE_CA-Core
	R2

	RP-101228
	36.321
	0437
	1
	9.3.0
	Rel‑10
	Introduction of relays in MAC
	approved
	B
	10.0.0
	LTE_Relay-Core
	R2

	RP-101225
	36.321
	0447
	-
	9.3.0
	Rel‑10
	HARQ operation for UL multiple antenna transmission
	approved
	B
	10.0.0
	LTE_UL_MIMO-Core
	R2

	RP-101228
	36.323
	0084
	-
	9.0.0
	Rel‑10
	Addition of integrity protection of DRBs in PDCP for RNs
	postponed
	B
	
	LTE_Relay-Core
	R2

	RP-101221
	36.331
	0476
	3
	9.4.0
	Rel‑10
	Introduction of Minimization of Drive Tests
	revised
	B
	
	MDT_UMTSLTE-Core
	R2

	RP-101183
	36.331
	0476
	4
	9.4.0
	Rel‑10
	36.331 CR on Introduction of Minimization of Drive Tests
	approved
	B
	10.0.0
	MDT_UMTSLTE-Core
	R2

	RP-101293
	36.331
	0477
	4
	9.4.0
	Rel‑10
	AC-Barring for Mobile Originating CSFB call
	approved
	B
	10.0.0
	LTE-L23, TEI10
	R2

	RP-101214
	36.331
	0478
	-
	9.4.0
	Rel‑10
	Addition of UE-EUTRA-Capability descriptions
	approved
	F
	10.0.0
	TEI10, LTE-L23
	R2

	RP-101214
	36.331
	0481
	-
	9.4.0
	Rel‑10
	Clarification on Default Configuration for CQI-ReportConfig
	approved
	F
	10.0.0
	TEI10, LTE-L23
	R2

	RP-101197
	36.331
	0482
	-
	8.11.0
	Rel‑8
	Clarification on Meaning of FGI Bits
	approved
	F
	8.12.0
	LTE-L23
	R2

	RP-101197
	36.331
	0483
	-
	9.4.0
	Rel‑9
	Clarification on Meaning of FGI Bits
	approved
	A
	9.5.0
	LTE-L23
	R2

	RP-101197
	36.331
	0484
	-
	8.11.0
	Rel‑8
	Clarification regarding reconfiguration of the quantityConfig
	approved
	F
	8.12.0
	LTE-L23
	R2

	RP-101197
	36.331
	0485
	-
	9.4.0
	Rel‑9
	Clarification regarding reconfiguration of the quantityConfig
	approved
	A
	9.5.0
	LTE-L23
	R2

	RP-101210
	36.331
	0486
	1
	9.4.0
	Rel‑9
	Corrections to the presence of IE regarding DRX and CQI
	approved
	F
	9.5.0
	TEI9, LTE-L23
	R2

	RP-101215
	36.331
	0487
	-
	9.4.0
	Rel‑10
	CR to 36.331 adding e1xCSFB support for dual Rx/Tx UE
	approved
	B
	10.0.0
	TEI10, LTE-L23
	R2

	RP-101227
	36.331
	0488
	1
	9.4.0
	Rel‑10
	Introduction of Carrier Aggregation and UL/ DL MIMO
	approved
	B
	10.0.0
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
	R2

	RP-101228
	36.331
	0489
	1
	9.4.0
	Rel‑10
	Introduction of relays in RRC
	approved
	B
	10.0.0
	LTE_Relay-Core
	R2

	RP-101214
	36.331
	0490
	1
	9.4.0
	Rel‑10
	Priority indication for CSFB with re-direction
	approved
	B
	10.0.0
	TEI10, LTE-L23, eMPS
	R2

	RP-101214
	36.331
	0491
	-
	9.4.0
	Rel‑10
	SIB Size Limitations
	approved
	F
	10.0.0
	TEI10, LTE-L23
	R2

	RP-101231
	36.331
	0492
	1
	9.4.0
	Rel‑10
	Stage-3 CR for MBMS enhancement
	postponed
	B
	
	MBMS_LTE_enh-Core
	R2

	RP-101210
	36.331
	0493
	-
	9.4.0
	Rel‑9
	The field descriptions of MeasObjectEUTRA
	approved
	F
	9.5.0
	TEI9, LTE-L23
	R2

	RP-101197
	36.331
	0497
	2
	8.11.0
	Rel‑8
	Clarification of FGI settings non ANR periodical measurement reporting (contact: NSN)
	approved
	F
	8.12.0
	LTE-L23
	R2

	RP-101197
	36.331
	0498
	1
	9.4.0
	Rel‑9
	Clarification of FGI settings non ANR periodical measurement reporting
	approved
	A
	9.5.0
	LTE-L23
	R2

	RP-101209
	36.331
	0500
	-
	9.4.0
	Rel‑9
	Corrections to RLF Report
	approved
	F
	9.5.0
	SON
	R2

	RP-101197
	36.331
	0506
	-
	8.11.0
	Rel‑8
	Clarification regarding default configuration value N/A
	approved
	F
	8.12.0
	LTE-L23
	R2

	RP-101214
	36.331
	0513
	-
	9.4.0
	Rel‑10
	Combined Quantity Report for IRAT measurement of UTRAN
	approved
	C
	10.0.0
	TEI10, LTE-L23
	R2

	RP-101206
	36.331
	0519
	1
	9.4.0
	Rel‑9
	T321 timer fix
	approved
	F
	9.5.0
	EHNB-RAN2
	R2

	RP-101197
	36.331
	0523
	-
	8.11.0
	Rel‑8
	Restriction of AC barring parameter setting
	approved
	F
	8.12.0
	LTE-L23
	R2

	RP-101197
	36.331
	0524
	-
	9.4.0
	Rel‑9
	Restriction of AC barring parameter setting
	approved
	A
	9.5.0
	LTE-L23, SSAC
	R2

	RP-101210
	36.331
	0525
	-
	9.4.0
	Rel‑9
	Removal of SEQUENCE OF SEQUENCE in UEInformationResponse
	approved
	F
	9.5.0
	TEI9, LTE-L23
	R2

	RP-101197
	36.331
	0526
	1
	9.4.0
	Rel‑9
	Clarification regarding default configuration value N/A
	approved
	A
	9.5.0
	LTE-L23
	R2

	RP-101214
	36.331
	0527
	1
	9.4.0
	Rel‑10
	UE power saving and Local release
	approved
	F
	10.0.0
	TEI10, LTE-L23
	R2

	RP-101291
	36.331
	0528
	-
	9.4.0
	Rel‑10
	UE capability signaling for CA and MIMO in REL10
	withdrawn
	B
	
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
	R2

	RP-101259
	36.331
	0529
	-
	9.4.0
	Rel‑9
	FGI bits related to CDMA2000 in Rel‑9
	postponed
	F
	
	TEI9, LTE-L23
	R2

	RP-101267
	36.331
	0530
	-
	9.4.0
	Rel‑10
	Inclusion of new UE categories in Rel‑10
	revised
	B
	
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core
	R2

	RP-101429
	36.331
	0530
	1
	9.4.0
	Rel‑10
	Inclusion of new UE categories in Rel‑10
	approved
	B
	10.0.0
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_M
	R2

	RP-101289
	36.331
	0531
	-
	9.4.0
	Rel‑10
	AC-Barring for Mobile Originating CSFB call
	withdrawn
	B
	
	LTE-L23, TEI10
	R2

	RP-101431
	36.331
	0532
	-
	9.4.0
	Rel‑9
	Splitting FGI bit 3
	approved
	F
	9.5.0
	TEI9
	R2

	RP-101207
	36.355
	0037
	-
	9.3.0
	Rel‑9
	Correction of reliable transport terminology in description of LPP-Message
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101207
	36.355
	0038
	-
	9.3.0
	Rel‑9
	One cell with known SFN in OTDOA assistance data
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101207
	36.355
	0039
	1
	9.3.0
	Rel‑9
	UE frequency capability for LPP
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101226
	36.355
	0040
	-
	9.3.0
	Rel‑10
	Update of 'serving cell' terminology in 36.355
	approved
	F
	10.0.0
	LTE_CA-Core
	R2

	RP-101207
	36.355
	0041
	-
	9.3.0
	Rel‑9
	Correction to LPP reliable transport
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101207
	36.355
	0042
	-
	9.3.0
	Rel‑9
	Correction to LPP Error procedure
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101207
	36.355
	0043
	-
	9.3.0
	Rel‑9
	Addition of missing reference to LPPe
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101207
	36.355
	0044
	2
	9.3.0
	Rel‑9
	Correction to the ODTOA assistance data
	approved
	F
	9.4.0
	LCS_LTE
	R2

	RP-101272
	36.413
	0752
	2
	9.4.0
	Rel‑10
	Prioritised handling of MPS session in S1-AP PAGING message
	approved
	B
	10.0.0
	TEI10
	R3

	RP-101271
	36.413
	0753
	-
	9.4.0
	Rel‑9
	Handling of CDMA2000 HO Required Indication
	approved
	F
	9.5.0
	TEI9
	R3

	RP-101272
	36.413
	0754
	2
	9.4.0
	Rel‑10
	Alignment of tabular with ASN.1 for S1 Setup message
	approved
	F
	10.0.0
	LTE, TEI10
	R3

	RP-101270
	36.413
	0755
	-
	9.4.0
	Rel‑9
	Correction of E-RAB Data Forwarding in HANDOVER COMMAND and DOWNLINK S1 CDMA2000 TUNNELING
	approved
	F
	9.5.0
	LTE-interfaces
	R3

	RP-101271
	36.413
	0756
	-
	9.4.0
	Rel‑9
	Clarification on Handover Restriction List
	approved
	F
	9.5.0
	LTE-interfaces, TEI9
	R3

	RP-101271
	36.413
	0761
	4
	9.4.0
	Rel‑9
	Multiple PLMNs Selection in eNodeB for CS fallback
	approved
	F
	9.5.0
	LTE-Interfaces, TEI9
	R3

	RP-101272
	36.413
	0764
	2
	9.4.0
	Rel‑10
	Enhancement of the IP address exchange mechanism for ANR purposes
	approved
	C
	10.0.0
	TEI10
	R3

	RP-101304
	36.413
	0768
	1
	9.4.0
	Rel‑10
	Inter-RAT cell load reporting for multiple cells
	approved
	B
	10.0.0
	SONenh_LTE-Core
	R3

	RP-101304
	36.413
	0769
	2
	9.4.0
	Rel‑10
	Event-triggered inter-RAT cell load reporting
	approved
	B
	10.0.0
	SONenh_LTE-Core
	R3

	RP-101272
	36.413
	0776
	3
	9.4.0
	Rel‑10
	Introduction of an new overload action IE to permit high priority access
	approved
	B
	10.0.0
	TEI10
	R3

	RP-101273
	36.413
	0779
	4
	9.4.0
	Rel‑10
	LIPA Impact In RAN3
	revised
	B
	
	LIPA_SIPTO
	R3

	RP-101370
	36.413
	0779
	5
	9.4.0
	Rel‑10
	LIPA Impact In RAN3
	reissued
	B
	
	LIPA_SIPTO
	R3

	RP-101389
	36.413
	0779
	5
	9.4.0
	Rel‑10
	LIPA Impact In RAN3
	postponed
	B
	
	LIPA_SIPTO
	R3

	RP-101271
	36.413
	0780
	2
	9.4.0
	Rel‑9
	Clarification on SRVCC procedure in case of PS handover failure
	approved
	F
	9.5.0
	TEI9
	R3

	RP-101271
	36.413
	0783
	1
	9.4.0
	Rel‑9
	Correction of GBR and MBR
	approved
	F
	9.5.0
	TEI9
	R3

	RP-101304
	36.413
	0791
	2
	9.4.0
	Rel‑10
	Inter-RAT MRO for Detection of too early inter-RAT handover with no RLF
	approved
	B
	10.0.0
	SONenh_LTE-Core
	R3

	RP-101281
	36.413
	0794
	2
	9.4.0
	Rel‑10
	Adding List of GUMMEIs to Overload related messages
	approved
	B
	10.0.0
	LTE_Relay-Core
	R3

	RP-101272
	36.413
	0797
	1
	9.4.0
	Rel‑10
	Incorrect causes in the Error Indication msg
	approved
	F
	10.0.0
	TEI10
	R3

	RP-101279
	36.413
	0798
	4
	9.4.0
	Rel‑10
	X2 handover support
	approved
	B
	10.0.0
	HNB_HENB_mob_enh-Core
	R3

	RP-101271
	36.413
	0799
	-
	9.4.0
	Rel‑9
	Clarification on the overload action only accepting emergency and MT sessions
	approved
	F
	9.5.0
	TEI9
	R3

	RP-101272
	36.413
	0800
	1
	9.4.0
	Rel‑10
	Clarification on the overload action only accepting emergency and MT sessions
	approved
	A
	10.0.0
	TEI10
	R3

	RP-101271
	36.423
	0385
	-
	9.4.0
	Rel‑9
	Clarification on Handover Restriction List
	approved
	F
	9.5.0
	LTE-interfaces, TEI9
	R3

	RP-101304
	36.423
	0393
	2
	9.4.0
	Rel‑10
	Introduction of partial failure in Resource Status Reporting Initiation procedure including detailed reporting of failure cause
	approved
	B
	10.0.0
	SONenh_LTE-Core
	R3

	RP-101270
	36.423
	0403
	3
	9.4.0
	Rel‑9
	Correction of semantics description
	approved
	F
	9.5.0
	LTE-Interfaces
	R3

	RP-101282
	36.423
	0404
	2
	9.4.0
	Rel‑10
	Introduction of X2 signalling support for eICIC
	postponed
	B
	
	eICIC_LTE-Core
	R3

	RP-101282
	36.423
	0406
	3
	9.4.0
	Rel‑10
	Enabling reporting of ABS usage for eICIC purposes
	postponed
	C
	
	eICIC_LTE-Core
	R3

	RP-101279
	36.423
	0407
	4
	9.4.0
	Rel‑10
	X2 handover support
	approved
	B
	10.0.0
	HNB_HENB_mob_enh-Core
	R3

	RP-101270
	36.444
	0015
	1
	9.2.0
	Rel‑9
	Correction of ASN1 in M3AP
	approved
	F
	9.3.0
	MBMS_LTE
	R3

	RP-101270
	36.455
	0017
	-
	9.3.0
	Rel‑9
	Object ID for LPPa modules
	approved
	F
	9.4.0
	LCS_LTE
	R3

	GP-101743
	36.508
	0166
	1
	9.2.0
	Rel‑9
	CR 36.508-0166 Updation of Common parameters for simulated GERAN cells for supporting GERAN-EUTRAN Inter-RAT cell reselection
	approved
	B
	9.3.0
	LTE-UEConTest_SIG
	G3new

	RP-101138
	36.508
	0167
	-
	9.2.0
	Rel‑9
	MBSFN configuration for RRM tests using E-UTRA FDD cells
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101142
	36.508
	0168
	-
	9.2.0
	Rel‑9
	CR to 36.508: Correction to HRPD Overhead messages (clause 4.4.7.1)
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101155
	36.508
	0169
	-
	9.2.0
	Rel‑9
	CR to 36.508: Update test frequencies for EUTRA TDD LTE band 41.
	approved
	F
	9.3.0
	LTE_TDD_2600_US-UEConTest
	R5

	RP-101142
	36.508
	0170
	-
	9.2.0
	Rel‑9
	Addition of test frequencies for LTE-C2k interworking test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0171
	-
	9.2.0
	Rel‑9
	Correction to the IDENTITY RESPONSE (with IMSI) message
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0172
	-
	9.2.0
	Rel‑9
	Addition of UTRA reference radio parameters and combination for PS RB and Speech
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0173
	-
	9.2.0
	Rel‑9
	Addion of new system information combinations
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0174
	-
	9.2.0
	Rel‑9
	Remove SS requirement for IMS in UTRA
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0175
	-
	9.2.0
	Rel‑9
	Correction to EUTRA carrier frequency list in SIB19
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0176
	-
	9.2.0
	Rel‑9
	Correction to security protection header for Identity Request message
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0177
	-
	9.2.0
	Rel‑9
	Correction of specific message content for generic procedures (state 2 and state 2A)
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101142
	36.508
	0178
	-
	9.2.0
	Rel‑9
	Correction for DRX offset start time
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101159
	36.508
	0179
	-
	9.2.0
	Rel‑9
	Corrections to default settings for Elementary Files (EFs) on Test USIM
	approved
	F
	9.3.0
	LTEimp-eDL_UEConTest
	R5

	RP-101138
	36.508
	0180
	-
	9.2.0
	Rel‑9
	LTE-RF state 3A
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101138
	36.508
	0181
	-
	9.2.0
	Rel‑9
	Update of the RF exceptional RRC message
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101142
	36.509
	0017
	-
	9.2.0
	Rel‑9
	Correction to the clause 5.4.2.3 of TS36.509
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101139
	36.521-1
	0353
	-
	9.2.0
	Rel‑9
	Corrections to receiver spurious emissions test
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0354
	-
	9.2.0
	Rel‑9
	Update of downlink power for receiver tests
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0355
	-
	9.2.0
	Rel‑9
	CQI: Side condition when CQI median equals min or max CQI-values
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0356
	-
	9.2.0
	Rel‑9
	Update of the throughput-definition for multi-datastream transmission
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0357
	-
	9.2.0
	Rel‑9
	Update of RF OCNG patterns
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0358
	-
	9.2.0
	Rel‑9
	Correction of DCI format used in PDSCH performance test 8.2.1.4.2
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0359
	-
	9.2.0
	Rel‑9
	CR to 36.521-1: Correction to Spurious emission band UE co-existence test case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0360
	-
	9.2.0
	Rel‑9
	CR to 36.521-1: Correction to Additional Tx spurious emissions test case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0361
	-
	9.2.0
	Rel‑9
	Correction of FDD CQI reporting test under AWGN - PUCCH 1-1
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0362
	-
	9.2.0
	Rel‑9
	Correction of clause 9.3.1 and 9.3.3
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0363
	-
	9.2.0
	Rel‑9
	"""Correction of  G.2.5^^Pass fail decision rules"""
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0364
	-
	9.2.0
	Rel‑9
	Introduction of test uncertainties and tolerances for TDD PDSCH DRS test cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0365
	-
	9.2.0
	Rel‑9
	Correction to unsigned numbers in Annex F.1.2
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0366
	-
	9.2.0
	Rel‑9
	Correction to the exceptional messages in 9.4 Reporting of PMI TCs
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0367
	-
	9.2.0
	Rel‑9
	CR to 36.521-1: Correction to Table Numbering Error in TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0368
	-
	9.2.0
	Rel‑9
	Transport format table clarification in CSI test cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0369
	-
	9.2.0
	Rel‑9
	HARQ scheduling in TDD performance tests using special subframes
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0370
	-
	9.2.0
	Rel‑9
	Correction to Fading Profiles in TCs 8.4 and 8.5
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0372
	-
	9.2.0
	Rel‑9
	CR to 36.521-1: Modification to Spectrum Emissions Mask
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0373
	-
	9.2.0
	Rel‑9
	Introduction of test uncertainties and tolerances for TDD PCFICH/PDCCH and PHICH test cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0374
	-
	9.2.0
	Rel‑9
	Update of TDD PDSCH CRS Demodulation test cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0375
	-
	9.2.0
	Rel‑9
	PUSCH-EVM with exclusion period
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0376
	-
	9.2.0
	Rel‑9
	Maintenance of Band 20 for receiver tests
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0377
	-
	9.2.0
	Rel‑9
	Completion of clause 9.3.1 and 9.3.2
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0378
	-
	9.2.0
	Rel‑9
	Update of FDD RI Reporting TC
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0379
	-
	9.2.0
	Rel‑9
	Correction to 9.2.2 CQI TCs
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0380
	-
	9.2.0
	Rel‑9
	G.3.5 on PDCCH&PHICH Minimum Test Times
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0381
	-
	9.2.0
	Rel‑9
	Completion of  test time and ╬│-TT for clauses 9.3 to 9.5
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0382
	-
	9.2.0
	Rel‑9
	EVM window length for PRACH
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101159
	36.521-1
	0383
	-
	9.2.0
	Rel‑9
	Modification of TC 8.3.2.1 - TDD PDSCH Single-layer SM Performance (UE-Specific Reference Symbols)
	approved
	F
	9.3.0
	LTEimp-eDL_UEConTest
	R5

	RP-101139
	36.521-1
	0384
	-
	9.2.0
	Rel‑9
	Power control relative power tolerance: Missing band edge relaxation
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0385
	-
	9.2.0
	Rel‑9
	SRS time mask test procedure update
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0386
	-
	9.2.0
	Rel‑9
	Correction of TC  General ON/OFF time mask
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0387
	-
	9.2.0
	Rel‑9
	Update of TDD CQI reporting test under frequency selective interference conditions
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0388
	-
	9.2.0
	Rel‑9
	Update of TDD RI reporting test
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0389
	-
	9.2.0
	Rel‑9
	Iot setting in CQI test clarification
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0390
	-
	9.2.0
	Rel‑9
	Correction of Test Uncertainties and Test Tolerances for Reference Sensitivity-Band 4
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101139
	36.521-1
	0391
	-
	9.2.0
	Rel‑9
	Correction to DL and UL RMC configurations in 6.5.1 Frequecy Error
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101155
	36.521-1
	0392
	-
	9.2.0
	Rel‑9
	CR to 36.521-1: Update LTE RF test cases with test requirements for EUTRA TDD LTE band 41.
	approved
	F
	9.3.0
	LTE_TDD_2600_US-UEConTest
	R5

	RP-101155
	36.521-2
	0022
	-
	9.2.0
	Rel‑9
	CR to 36.521-2: Update baseline implementation capabilities for EUTRA TDD LTE band 41
	approved
	F
	9.3.0
	LTE_TDD_2600_US-UEConTest
	R5

	RP-101140
	36.521-3
	0255
	-
	9.2.1
	Rel‑9
	HARQ delay exclusion for HO test: Clarification for UE-DTX-case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0256
	-
	9.2.1
	Rel‑9
	Iteration procedure for inter RAT handover test cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0257
	-
	9.2.1
	Rel‑9
	Corrections to event triggered measurement tests using DRX (Clause 8)
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0258
	-
	9.2.1
	Rel‑9
	Missing titles in the RRM specification
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0259
	-
	9.2.1
	Rel‑9
	Scheduling of System information for RRM tests
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0260
	-
	9.2.1
	Rel‑9
	Update of PDCCH aggregation level for channel BW 1,4 MHz
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101155
	36.521-3
	0261
	-
	9.2.1
	Rel‑9
	CR to 36.521-3: Update LTE RRM test requirements for EUTRA TDD LTE band 41.
	approved
	F
	9.3.0
	LTE_TDD_2600_US-UEConTest
	R5

	RP-101140
	36.521-3
	0262
	-
	9.2.1
	Rel‑9
	Uncertainties and Test Tolerances for Connected State Mobility test
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0263
	-
	9.2.1
	Rel‑9
	Addition to Measurement Uncertainties and Test Tolerances for Connected State Mobility Test in Annex
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0264
	-
	9.2.1
	Rel‑9
	Correction to inter-RAT Connected State Mobility test setup
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0265
	-
	9.2.1
	Rel‑9
	Correction to Inter-RAT Connected State Mobility test requirements
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0266
	-
	9.2.1
	Rel‑9
	Correction to Inter-RAT Connected State Mobility for Alignment
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0267
	-
	9.2.1
	Rel‑9
	Correction to Inter-RAT Connected State Mobility test requirements
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0268
	-
	9.2.1
	Rel‑9
	Addition of SIB7 exceptional messages
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0269
	-
	9.2.1
	Rel‑9
	Correction to UE transmit timing TC
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0270
	-
	9.2.1
	Rel‑9
	Correction to the exceptional messages in RSRQ tests
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0271
	-
	9.2.1
	Rel‑9
	Correction to Min Test time for RRM fading tests
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0272
	-
	9.2.1
	Rel‑9
	Annex E update
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0273
	-
	9.2.1
	Rel‑9
	CR to 36.521-3: Update to G.2.6 Test Conditions for Delay Tests and UE Measurement Performance
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0274
	-
	9.2.1
	Rel‑9
	Correction to test case 5.1.2 - Update of E-UTRAN TDD-TDD Handover intra frequency case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0275
	-
	9.2.1
	Rel‑9
	Correction to test case 5.1.4 - Update of E-UTRAN TDD-TDD Handover inter frequency case
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0276
	-
	9.2.1
	Rel‑9
	Correction to Inter-RAT UE Measurements Procedures
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0277
	-
	9.2.1
	Rel‑9
	Correction to Inter-RAT UE Measurements Procedures under fading
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0278
	-
	9.2.1
	Rel‑9
	Correction to test case 8.2.1
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0279
	-
	9.2.1
	Rel‑9
	Correction to test case 8.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0280
	-
	9.2.1
	Rel‑9
	General Corrections to RRC_IDLE State Mobility
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0281
	-
	9.2.1
	Rel‑9
	Correction to test case 6.2.3
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0282
	-
	9.2.1
	Rel‑9
	Correction to test case 6.2.4
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0283
	-
	9.2.1
	Rel‑9
	Correction to MeasConfig-DEFAULT in RRM TCs
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0284
	-
	9.2.1
	Rel‑9
	Adding support of inter-band test configuration for RRM inter-frequency/inter-RAT test cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0285
	-
	9.2.1
	Rel‑9
	CR on UEs RRM Band applicability
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0286
	-
	9.2.1
	Rel‑9
	Correction to test case 7.1.2
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0287
	-
	9.2.1
	Rel‑9
	Correction to test case 9.1.2.1, 9.1.2.2 and 9.2.2.1
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0288
	-
	9.2.1
	Rel‑9
	Update to Radio Link Monitoring Test Cases
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0289
	-
	9.2.1
	Rel‑9
	Uncertainties and Test Tolerances for UE measurements procedures test
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0290
	-
	9.2.1
	Rel‑9
	Addition to Measurement Uncertainties and Test Tolerances for UE Measurement Procedures test in Annex
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0291
	-
	9.2.1
	Rel‑9
	Correction to DL configuration on Non-Contention Based Random Access Test
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0292
	-
	9.2.1
	Rel‑9
	Corrections to UE transmit timing tests (Clause 7.3)
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0293
	-
	9.2.1
	Rel‑9
	Correction to DL configuration on Contention Based Random Access Test
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0294
	-
	9.2.1
	Rel‑9
	Update of Annex G for RLM test in DRX
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-101140
	36.521-3
	0295
	-
	9.2.1
	Rel‑9
	Update of RRM OCNG patterns
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	GP-101734
	36.523-1
	1016
	2
	9.2.1
	Rel‑9
	CR 36.523-1-1016 New Test Case 6.2.3.24 - Inter-RAT Cell Reselection from GPRS Packet transfer to E-UTRA in CCN mode  (PACKET CELL CHANGE ORDER)
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101735
	36.523-1
	1017
	2
	9.2.1
	Rel‑9
	CR 36.523-1-1017 New Test Case 6.2.3.26 - Inter-RAT Autonomous Cell Reselection GPRS Packet_transfer to E-UTRA (NC1 mode)
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101745
	36.523-1
	1018
	1
	9.2.1
	Rel‑9
	CR 36.523-1-1018 Allow test cases 6.2.3.21 and 6.2.3.22 to be implemented in the TTCN
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101732
	36.523-1
	1019
	1
	9.2.1
	Rel‑9
	CR 36.523-1-1019 New Test Case 6.2.1.6 - Inter-RAT Background HPLMN Search/Search for correct RAT for HPLMN/Automatic Mode.
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101729
	36.523-1
	1023
	1
	9.2.1
	Rel‑9
	CR 36.523-1-1023 Modifications to test cas 6.2.2.6 and 6.2.2.7
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101744
	36.523-1
	1024
	1
	9.2.1
	Rel‑9
	CR 36.523-1-1024 Correction to GERAN-EUTRAN Inter-RAT testcases 6.2.3.19,6.2.3.21 and 6.2.3.22
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101728
	36.523-1
	1025
	-
	9.2.1
	Rel‑9
	CR 36.523-1-1025 New test case 6.2.3.16 Inter-RAT Cell Reselection / from GSM_Idle to E-UTRAN /based on H_PRIO criteria
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	RP-101143
	36.523-1
	1032
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Correction to EMM test case 9.2.3.1.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1033
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to TC 7.2.3.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1034
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to TC 9.2.3.1.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1035
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to TC 7.3.5.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1036
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction of test cases in 6.2.3.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1037
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction of test cases in 8.3.2.1, 8.3.2.3, 8.3.2.5 and 8.3.2.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1038
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Correction of test cases in 8.3.3
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1039
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Corrections to test case 9.2.1.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1040
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Corrections to test case 9.2.2.1.7
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1041
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Corrections to test case 9.2.2.2.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1042
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Corrections to test case 9.2.3.2.2.
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1043
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Corrections to test case 9.3.1.17
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1044
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Corrections to test case 7.1.4.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1045
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test cases 9.2.1.1.13, 9.2.1.1.15 and 9.2.1.1.17
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1046
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.1.1.7
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1047
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.1.2.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1048
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.1.2.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1049
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.3.1.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1050
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Editorial correction to test case 6.1.1.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1051
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Update to test case 6.2.2.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1052
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Update to test case 8.1.2.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1053
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Update to test case 8.1.2.8
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1054
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Update to test case 8.1.2.9
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1055
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Update to test case 8.1.3.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1056
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Update to test case 9.2.1.2.15 and 9.3.1.12a
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1057
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Update to test cases 10.8.2, 10.8.4 and 10.8.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1058
	-
	9.2.1
	Rel‑9
	CR to 36.523-1: Correction to UTRA cell minimum power level
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1059
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Corrections to ESM test case 10.6.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1060
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Corrections to RRC test case 8.2.4.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1061
	-
	9.2.1
	Rel‑9
	GCF Priority 1-4 - Editorial corrections to EUTRA RRC test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1062
	-
	9.2.1
	Rel‑9
	GCF Priority 1-4 - Editorial corrections to EMM test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101153
	36.523-1
	1063
	-
	9.2.1
	Rel‑9
	Update test case 8.1.2.11 with IMS emergency session setup
	approved
	F
	9.3.0
	IMS_EMER_LTE_UEConTest
	R5

	RP-101153
	36.523-1
	1064
	-
	9.2.1
	Rel‑9
	Update references with IMS
	approved
	F
	9.3.0
	IMS_EMER_LTE_UEConTest
	R5

	RP-101143
	36.523-1
	1065
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction of test cases in 6.1.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1066
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to EUTRA MAC test case 7.1.2.8
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1067
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to EUTRA MAC test case 7.1.4.12
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1068
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to EUTRA MAC test case 7.1.4.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1069
	-
	9.2.1
	Rel‑9
	GCF Priority 2 -  Making  compressed mode configuration optional for FDD and removal of compressed mode requirement for TDD for InterRAT HO test cases 8.4.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1070
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Making  compressed mode configuration optional for FDD and removal of compressed mode requirement for TDD for InterRAT HO test cases 8.4.2.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1071
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Update of MAC test case 7.1.4.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1072
	-
	9.2.1
	Rel‑9
	Resolve timing issue in P1 RLC TCs
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1073
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to TC 7.2.3.9
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1074
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Update of Radio Bearer test procedure used by TC 12.2.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1075
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to Idle mode test case 6.1.2.7
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1076
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction of test cases in 6.1.2.8 and 6.1.2.9
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1077
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction of test cases in 6.2.2.1 and 6.2.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1078
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EUTRA RRC test case 8.1.3.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1079
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction of test cases in 8.3.1.8 ~ 8.3.1.11
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1080
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Update to test case 8.4.2.2 and 8.4.2.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1081
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to contents for message Extended Service Request
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1082
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.1.2.3
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101153
	36.523-1
	1083
	-
	9.2.1
	Rel‑9
	Add test case for RRC connection establishment of emergency call / Limited Service
	approved
	F
	9.3.0
	IMS_EMER_LTE_UEConTest
	R5

	RP-101144
	36.523-1
	1084
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to EUTRA RRC test case 8.2.4.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1085
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.2.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1086
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.3.2.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1087
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Corrections to test case 7.1.5.1 and 7.1.5.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1088
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Addition new test case 6.1.2.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1089
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.1.1.1a
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1090
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Various corrections to EMM clause 9 of 36.523-1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1092
	-
	9.2.1
	Rel‑9
	GCF Priority 3: Correction to multi-layer test cases 13.1.4 and 13.1.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1093
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Update to test case 8.1.1.3
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1094
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to TC 7.3.3.1, 7.3.3.2, 7.3.3.3 and 7.3.3.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1095
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Update to test case 8.1.1.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1096
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Correction of test cases in 8.3.1.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1097
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Update to test case 9.2.3.2.5, 9.2.3.2.11, and 9.3.1.12a
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1098
	-
	9.2.1
	Rel‑9
	9.2.1.3.3             Attach GCF Priority 4 - Addition of new test case 9.2.3.2.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1099
	-
	9.2.1
	Rel‑9
	GCF Priority 4: Addition of a new test case 9.2.3.2.1b
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1100
	-
	9.2.1
	Rel‑9
	Addition of system information combination in Idle Mode test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1101
	-
	9.2.1
	Rel‑9
	Addition of system information combination in EMM test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1102
	-
	9.2.1
	Rel‑9
	Addition of system information combination in RRC test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1103
	-
	9.2.1
	Rel‑9
	Addition of system information combination in Multilayer test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101159
	36.523-1
	1104
	-
	9.2.0
	Rel‑9
	Clarification of measurements requirements for Inter-RAT
	approved
	F
	9.3.0
	LTEimp-eDL_UEConTest
	R5

	RP-101144
	36.523-1
	1105
	-
	9.2.1
	Rel‑9
	GCF Priority X - Addition new test case 6.2.3.31
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1106
	-
	9.2.1
	Rel‑9
	GCF Priority 1 – Correction to EUTRA MAC test case 7.1.4.8
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1107
	-
	9.2.1
	Rel‑9
	GCF Priority TBD - Addition of new idle mode test case for inter-freq cell reselection based on CSG autonomous search
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1108
	-
	9.2.1
	Rel‑9
	GCF Priority TBD - Correction to TC 16.1.1.1 Inter-RAT Cell reselection from E-UTRA idle non-CSG cell to a UTRA CSG cell
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1109
	-
	9.2.1
	Rel‑9
	GCF Priority TBD - Movement of TC 16.1.1.2 to clause 6.3.8
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1110
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - Addition of new TC 6.3.4 Inter-RAT cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1112
	-
	9.2.1
	Rel‑9
	GCF Pririty 4 -Making  measurement and reporting optional for FDD and removal compressed mode requirement for TDD for Redirection test cases  8.1.3.7
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1113
	-
	9.2.1
	Rel‑9
	Periodic RI Reporting using PUCCH / Category 1 UE / Transmission mode 3/4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1114
	-
	9.2.1
	Rel‑9
	GCF Priority X - Addition of new test case 8.1.2.10
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1115
	-
	9.2.1
	Rel‑9
	GCF priority X: New test case  9.2.1.2.1c Combined attach procedure / Success / EPS and CS Fallback not preferred
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1116
	-
	9.2.1
	Rel‑9
	GCF Priority X - Addition of new test case 13.1.X
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1117
	-
	9.2.1
	Rel‑9
	GCF Priority 4 - New test case 6.1.1.2 PLMN selection of 'Other PLMN/access technology combinations' / Automatic mode
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1118
	-
	9.2.1
	Rel‑9
	Cell detection timing related correction to test case 6.2.2.3, 6.2.2.4, 6.2.3.7 and 6.2.3.8
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1119
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to TC 7.2.3.10
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1120
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Corrections and enhancements to EUTRA PDCP test cases 7.3.3.1,  7.3.3.3, 7.3.4.1 and 7.3.4.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1121
	-
	9.2.1
	Rel‑9
	GCF Priority 3 - Correction to test case 8.1.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1122
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Corrections to E-UTRA RRC test case 8.1.2.7
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1123
	-
	9.2.1
	Rel‑9
	GCF Priority 4: Addition of a new test case 9.2.1.2.1b
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1124
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EUTRA MAC test case 7.1.4.16
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1125
	-
	9.2.1
	Rel‑9
	GCF Priority 1-4 - Editorial corrections to various ESM test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1126
	-
	9.2.1
	Rel‑9
	GCF Priority 1-4 - Editorial corrections to EUTRA Idle Mode test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1127
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Corrections to E-UTRA PDCP test case 7.3.5.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1128
	-
	9.2.1
	Rel‑9
	GCF Priority 2 – Correction to EUTRA RLC test case 7.2.3.16
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1129
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Update to test case 9.2.3.3.1 and 9.2.3.3.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101144
	36.523-1
	1131
	-
	9.2.1
	Rel‑9
	GCF priority X: New test case  9.2.3.2.1c Combined tracking area update / Success / CS Fallback not preferred
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101255
	36.523-1
	1132
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EUTRA RLC test case 7.2.3.21
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1133
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction of ESM test case 10.3.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1134
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Update of RRC test case 8.2.2.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1135
	-
	9.2.1
	Rel‑9
	GCF Priority 1 - Correction to EMM test case 9.2.3.1.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1136
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to ESM test case 10.4.1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1137
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to EMM test case 9.2.3.1.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101143
	36.523-1
	1138
	-
	9.2.1
	Rel‑9
	GCF Priority 2 - Correction to ESM test case 10.7.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	GP-101733
	36.523-2
	0128
	1
	9.2.0
	Rel‑9
	CR 36.523-2-0128 Addition of new row for test case 6.2.3.24 and 6.2.3.26 in Table 4-1: Applicability of tests and additional information for testing.
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101740
	36.523-2
	0130
	1
	9.2.0
	Rel‑9
	CR 36.523-2-0130 Addition of new Test Case 6.2.1.6
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	GP-101731
	36.523-2
	0131
	1
	9.2.0
	Rel‑9
	CR 36.523-2-0131 New test cases 6.2.3.16 and 6.2.3.17 added Part 2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	G3new

	RP-101153
	36.523-2
	0132
	-
	9.2.0
	Rel‑9
	Applicability for RRC connection establishment of emergency call / Limited Service
	approved
	F
	9.3.0
	IMS_EMER_LTE_UEConTest
	R5

	RP-101153
	36.523-2
	0133
	-
	9.2.0
	Rel‑9
	Correct TC number emergency call
	approved
	F
	9.3.0
	IMS_EMER_LTE_UEConTest
	R5

	RP-101145
	36.523-2
	0134
	-
	9.2.0
	Rel‑9
	GCF Priority 3 - Correction of applicability statement for E-UTRAN test case 6.1.2.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0135
	-
	9.2.0
	Rel‑9
	Addition of applicability statement for E-UTRAN test case 6.2.3.31
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0136
	-
	9.2.0
	Rel‑9
	GCF Priority 1, P3 and P4 : Addition of new PICS to table A.4.4-1
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0137
	-
	9.2.0
	Rel‑9
	Applicability of new RRC part 1 TC
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0138
	-
	9.2.0
	Rel‑9
	Applicability of new Multilayer Procedures TC
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0139
	-
	9.2.0
	Rel‑9
	Addition of applicability for new idle mode test case on inter-freq cell reselection based on CSG autonomous search
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0140
	-
	9.2.0
	Rel‑9
	Applicability for New TCs of cell reselection when 1xRTT is higher/lower priority
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0141
	-
	9.2.0
	Rel‑9
	GCF Priority 4 - Add Applicability for PLMN selection test case 6.1.1.2
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0142
	-
	9.2.0
	Rel‑9
	Correction to applicability condition for test case 13.1.5
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101155
	36.523-2
	0143
	-
	9.2.0
	Rel‑9
	CR to 36.523-2: Update Table A.4.3.1-2 for band 41 TDD LTE 2600MHz to RF baseline implementation capabilities.
	approved
	F
	9.3.0
	LTE_TDD_2600_US-UEConTest
	R5

	RP-101145
	36.523-2
	0144
	-
	9.2.0
	Rel‑9
	GCF Priority 2 – Addition of PICS statement related with UTRA compressed mode
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0145
	-
	9.2.0
	Rel‑9
	GCF priority x: Applicability for new test cases 9.2.1.2.1c and 9.2.3.2.1c
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0146
	-
	9.2.0
	Rel‑9
	Update of Applicability table for EMM test cases
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0147
	-
	9.2.0
	Rel‑9
	GCF Priority 3 - Correction to applicability condition C48
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0148
	-
	9.2.0
	Rel‑9
	GCF Priority 4 -  Correction to the applicability for test case 8.1.7.3
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0149
	-
	9.2.0
	Rel‑9
	GCF Priority 3 - Add Applicability for EMM test case 9.2.3.2.13
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0150
	-
	9.2.0
	Rel‑9
	GCF Priority 3 - Addition of test case selection expression for test case 9.2.3.3.4
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-2
	0151
	-
	9.2.0
	Rel‑9
	GCF Priority 4 - Apllicability of Clause 6.3 TCs
	approved
	F
	9.3.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-3
	0301
	-
	8.4.0
	Rel‑8
	Clarification on cell power change time
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101145
	36.523-3
	0302
	-
	8.4.0
	Rel‑8
	LTE test model updates
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101151
	36.523-3
	0303
	-
	8.4.0
	Rel‑8
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0304
	-
	8.4.0
	Rel‑8
	LTE_TDD: Correction to f_EUTRA_SS_ConfigureActiveCell to configure Tcell and sfn offset
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0305
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 ESM test case 10.8.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0306
	-
	8.4.0
	Rel‑8
	Addition of GCF WI-081 E-UTRA RRC test case 8.3.1.9
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0307
	-
	8.4.0
	Rel‑8
	Corrections to EUTRA RLC test case 7.2.3.2, 7.2.3.5, 7.2.3.18, 7.2.3.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0308
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.11
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0309
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0310
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 E-UTRA RLC test case 7.2.3.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0311
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-082 E_UTRA EMM test case 9.2.3.1.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0312
	-
	8.4.0
	Rel‑8
	Corrections to Usage of Float Values in LTE TTCN ATS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0313
	-
	8.4.0
	Rel‑8
	Corrections to GCF WI-081 EUTRA MAC Testcase 7.1.4.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0314
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.12
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0315
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA Idle Mode test case 6.1.2.7
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0316
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 E-UTRA RRC test cases 8.2.4.x
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0317
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.8
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0318
	-
	8.4.0
	Rel‑8
	Regression CR for LTE wk33 ATS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0319
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RRC test case 8.3.1.10
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0320
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 E-UTRA RRC test case 8.2.4.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0321
	-
	8.4.0
	Rel‑8
	Regression CR for LTE wk37 ATS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0322
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.1a
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0323
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RRC test case 8.1.3.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0324
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 E-UTRA RRC test cases 8.1.2.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0325
	-
	8.4.0
	Rel‑8
	Corrections to GCF WI-081EUTRA MAC Testcase 7.1.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0326
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-082 EPC test case 10.3.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0327
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-082 EPC test case 10.7.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0328
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 EUTRA RRC test case 8.2.4.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0329
	-
	8.4.0
	Rel‑8
	Regression TTCN CR for IWD D10_wk37 ATS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0330
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA MAC test case 7.1.3.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0331
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RRC test case 8.5.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0332
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA PDCP test case 7.3.5.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0333
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RRC test case 8.2.4.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0334
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA PDCP test cases 7.3.5.x
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0335
	-
	8.4.0
	Rel‑8
	Correction to L2 test cases to allow HARQ retransmissions
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0336
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 EUTRA MAC test case 7.1.4.16
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0337
	-
	8.4.0
	Rel‑8
	Correction to AT commands used in LTE ATS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0338
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-082 EMM test case 9.2.3.1.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0339
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RRC Testcase 8.2.4.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0340
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 E-UTRA MAC test case 7.1.2.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0341
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RLC test case 7.2.3.14
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0342
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RRC Testcase 8.3.1.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0343
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA PDCP test case 7.3.5.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0344
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 E-UTRA TAU
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0345
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RRC test case 9.2.1.1.13
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0346
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RLC Testcase 7.2.2.11
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0347
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA RRC Testcase 8.2.4.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0348
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA MAC Testcase 7.1.4.13
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0349
	-
	8.4.0
	Rel‑8
	Correction to GCF WI-081 EUTRA MAC Testcase 7.1.3.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0350
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA test case 6.1.2.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0351
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.17
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0352
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.15
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0353
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.7.1.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0354
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.5.1.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0355
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.2.4.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0356
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RLC test case 7.2.3.16
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0357
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RLC test case 7.2.3.10
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0358
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.4.16
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0359
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.4.10
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0360
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.4.7
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0361
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.4.6
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0362
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.4.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0363
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.2.8
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0364
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA Idle Mode test case 6.1.2.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0365
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.2.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0366
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.3.1.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0367
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.7
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0368
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.4.11
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0369
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.3.2.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0370
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.2.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0371
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.2.2.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0372
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.5.1.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0373
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.3.1.8
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0374
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.3.1.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0375
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.2.4.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0376
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.2.4.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0377
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.1.2.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0378
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA Idle Mode test case 6.1.2.6
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0379
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 92 EUTRA Multi-layer test case 13.2.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0380
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA MAC test case 7.1.2.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0381
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA Idle Mode test case 6.1.2.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0382
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM SMS test case 11.1.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0383
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM SMS test case 11.1.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0384
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM SMS test case 11.1.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0385
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM SMS test case 11.1.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0386
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 E-UTRA MAC test case 7.1.4.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0387
	-
	8.4.0
	Rel‑8
	Addition of  GCF WI 81 EUTRA RRC test case 8.1.1.6
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0388
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.3.1.9
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0389
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.2.4.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0390
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA PDCP test case 7.3.5.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0391
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.3.1.17
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0392
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 ESM test case 10.8.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0393
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 ESM test case 10.8.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0394
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.19
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0395
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EUTRA DRB test case 12.2.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0396
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 84 EMM test case 9.2.1.1.22
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0397
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.21
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0398
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA IDLE MODE test case 6.1.1.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0399
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RRC test case 8.1.1.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0400
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RRC test case 8.1.2.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0401
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 RRC test case 8.3.1.7
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0402
	-
	8.4.0
	Rel‑8
	Regression CR for LTE wk42 ATS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0403
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 Multilayer test case 13.3.1.1
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0404
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RRC test case 8.2.4.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0405
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 ESM test case 10.7.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0406
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 Test Case 7.1.4.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0407
	-
	8.4.0
	Rel‑8
	Addition of GCF Priority 3 E-UTRA RRC test case 8.5.1.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0408
	-
	8.4.0
	Rel‑8
	Addition of GCF Priority 3 E-UTRA RRC test case 8.2.1.7
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0409
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.23
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0410
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.2.1.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0411
	-
	8.4.0
	Rel‑8
	LTE_TDD: Resubmission of GCF WI 91 EUTRA RLC test case 7.2.2.10
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0412
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.3.1.16
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0413
	-
	8.4.0
	Rel‑8
	Correction of the q-RxLevMin value in the sib5 interFreqCarrierFreqList
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0414
	-
	8.4.0
	Rel‑8
	Correction to IP address allocation and ESM cause for condition IPv4viaNAS_TestMode
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0415
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 ESM test case 10.7.4
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0416
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 Multilayer test case 13.3.1.2
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0417
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA PDCP test case 7.3.5.5
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0418
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 93 EUTRA RRC test case 8.3.1.7
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0419
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.3.1.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0420
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA RRC test case 8.1.1.6
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0421
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA Idle mode test case 6.1.2.8
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0422
	-
	8.4.0
	Rel‑8
	LTE_TDD: Addition of GCF WI 91 EUTRA Idle mode test case 6.1.2.11
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0423
	-
	8.4.0
	Rel‑8
	Addition of GCF P3 E-UTRA ESM test case 10.5.3
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0424
	-
	8.4.0
	Rel‑8
	Addition of GCF P3 E-UTRA EMM test case 9.2.3.1.13
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0425
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 EPC test case 9.1.2.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0426
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 EMM test case 9.2.3.1.5 and 9.2.3.1.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0427
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 82 EMM test case 9.2.1.1.16
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0428
	-
	8.4.0
	Rel‑8
	Correction to GCF WI 81 EUTRA MAC test case 7.1.2.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0429
	-
	8.4.0
	Rel‑8
	Correction to GCF WI 82 EPC SMS test cases 11.1.3 and 11.1.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0430
	-
	8.4.0
	Rel‑8
	Correction to GCF WI 81 EUTRA MAC test case 7.1.4.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0431
	-
	8.4.0
	Rel‑8
	Correction to GCF WI 81 EUTRA IDLE MODE test case 6.1.2.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0432
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 EPC test case 12.2.1 and 12.2.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0433
	-
	8.4.0
	Rel‑8
	Correction of GCF WI-081 ESM test case 10.6.1, 10.4.1, 10.5.1, 10.5.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101152
	36.523-3
	0434
	-
	8.4.0
	Rel‑8
	Addition of GCF WI-82 P3 E-UTRA EMM test case 9.2.3.1.14
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-101349
	36.812
	0001
	2
	10.0.0
	Rel‑10
	CR Removing brackets of Band 41 reference sensitivity to TR 36.812
	approved
	D
	10.1.0
	LTE_TDD_2600_US-Core
	R4

	RP-101270
	36.902
	0016
	-
	9.2.0
	Rel‑9
	Addtion of missing acronym definition
	approved
	F
	9.3.0
	SON
	R3

	RP-101344
	36.942
	0008
	1
	9.1.0
	Rel‑9
	CR TR 36.942 v8.2.0 annex A.4 Link Level Performance for E-UTRA TDD
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101359
	36.942
	0009
	-
	10.1.0
	Rel‑10
	Additional of LTE-Advanced co-existence simulation results (scenario #4)
	approved
	B
	10.2.0
	LTE_CA-Core
	R4

	RP-101344
	36.942
	0010
	-
	10.1.0
	Rel‑10
	CR TR 36.942 v10.1.0 annex A.4 Link Level Performance for E-UTRA TDD
	approved
	A
	10.2.0
	TEI9
	R4

	RP-101356
	37.104
	0019
	4
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 37.104
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101361
	37.104
	0020
	-
	10.0.0
	Rel‑10
	Protection of E-UTRA Band 24
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101345
	37.104
	0022
	-
	9.3.0
	Rel‑9
	Band XII/12 frequency range
	approved
	F
	9.4.0
	TEI9
	R4

	RP-101345
	37.104
	0023
	-
	10.0.0
	Rel‑10
	Band XII/12 frequency range
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101359
	37.104
	0024
	-
	10.0.0
	Rel‑10
	Introduction of Carrier Aggregation for LTE in TS 37.104
	approved
	B
	10.1.0
	LTE_CA-Core
	R4

	RP-101356
	37.113
	0004
	1
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 37.113
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101346
	37.113
	0005
	-
	9.1.0
	Rel‑9
	MSR test configuration for EMC
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101346
	37.113
	0006
	-
	10.0.0
	Rel‑10
	MSR test configuration for EMC 
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101346
	37.113
	0007
	-
	9.1.0
	Rel‑9
	Correction of CR implementation in clause 6.2 of TS 37.113
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101346
	37.113
	0008
	-
	10.0.0
	Rel‑10
	Correction of CR implementation in clause 6.2 of TS 37.113
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101345
	37.113
	0009
	-
	9.1.0
	Rel‑9
	Band XII/12 frequency range
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101345
	37.113
	0010
	-
	10.0.0
	Rel‑10
	Band XII/12 frequency range
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101356
	37.141
	0029
	4
	10.0.0
	Rel‑10
	Band 42 and 43 parameters for UMTS/LTE 3500 (TDD) for TS 37.141
	approved
	B
	10.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-101361
	37.141
	0030
	-
	10.0.0
	Rel‑10
	Protection of E-UTRA Band 24
	approved
	B
	10.1.0
	L_Band_LTE_ATC_MSS-Core
	R4

	RP-101346
	37.141
	0031
	-
	9.1.0
	Rel‑9
	Adding missing Test System Uncertainty for the receiver tests
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101346
	37.141
	0032
	-
	10.0.0
	Rel‑10
	Adding missing Test System Uncertainty for the receiver tests
	approved
	A
	10.1.0
	TEI9
	R4

	RP-101346
	37.141
	0033
	-
	9.1.0
	Rel‑9
	TS 37.141 Clause 7.7; Receiver intermodulation
	approved
	F
	9.2.0
	RInImp9-Rfmulti
	R4

	RP-101346
	37.141
	0034
	-
	10.0.0
	Rel‑10
	TS 37.141 Clause 7.7; Receiver intermodulation
	approved
	A
	10.1.0
	RInImp9-Rfmulti
	R4

	RP-101345
	37.141
	0035
	-
	9.1.0
	Rel‑9
	Band XII/12 frequency range
	approved
	F
	9.2.0
	TEI9
	R4

	RP-101345
	37.141
	0036
	-
	10.0.0
	Rel‑10
	Band XII/12 frequency range
	approved
	A
	10.1.0
	TEI9
	R4

	CP-100763
	43.068
	0153
	1
	9.2.0
	Rel‑10
	TC-RT: Introduction of group IDs with prefix
	approved
	B
	10.0.0
	TEI10
	C1

	GP-101977
	43.318
	0039
	1
	9.0.0
	Rel‑10
	Support rove in from LTE and rove out to LTE
	approved
	B
	10.0.0
	TEI10
	G1

	GP-101970
	43.318
	0040
	1
	9.0.0
	Rel‑10
	support RFC 4867 bandwidth-efficient mode
	approved
	B
	10.0.0
	TEI10
	G1

	GP-101921
	44.018
	0874
	1
	9.6.0
	Rel‑9
	Clarification for TSC allocation for VAMOS in DTM
	Approved
	F
	9.7.0
	VAMOS
	G2

	GP-101922
	44.018
	0875
	1
	10.0.0
	Rel‑10
	Clarification for TSC allocation for VAMOS in DTM
	Approved
	A
	10.1.0
	VAMOS
	G2

	GP-101795
	44.018
	0876
	-
	9.6.0
	Rel‑9
	Reporting Rules for Hybrid Cells not on the CSG Whitelist
	Approved
	F
	9.7.0
	EHNB-GERAN
	G2

	GP-101796
	44.018
	0877
	-
	10.0.0
	Rel‑10
	Reporting Rules for Hybrid Cells not on the CSG Whitelist
	Approved
	A
	10.1.0
	EHNB-GERAN
	G2

	GP-102033
	44.018
	0878
	3
	9.6.0
	Rel‑9
	CSFB with Redirection & System Information
	Approved
	F
	9.7.0
	TEI9
	G2

	GP-101976
	44.018
	0879
	2
	10.0.0
	Rel‑10
	CSFB with Redirection & System Information
	Approved
	A
	10.1.0
	TEI9
	G2

	GP-101891
	44.018
	0880
	-
	9.6.0
	Rel‑9
	Controlled Early Classmark Sending option for VAMOS
	Approved
	F
	9.7.0
	VAMOS
	G2

	GP-101892
	44.018
	0881
	-
	10.0.0
	Rel‑10
	Controlled Early Classmark Sending option for VAMOS
	Approved
	A
	10.1.0
	VAMOS
	G2

	GP-101802
	44.060
	1441
	3
	9.5.0
	Rel‑9
	PLMN-ID Signalling for CSG Cells
	Approved
	F
	9.6.0
	EHNB-GERAN
	G2

	GP-101803
	44.060
	1442
	3
	10.2.0
	Rel‑10
	PLMN-ID Signalling for CSG Cells
	Approved
	A
	10.3.0
	EHNB-GERAN
	G2

	GP-102034
	44.060
	1464
	3
	9.5.0
	Rel‑9
	Corrections to CSG and hybrid cell mobility
	Approved
	F
	9.6.0
	EHNB-GERAN
	G2

	GP-102035
	44.060
	1465
	3
	10.2.0
	Rel‑10
	Corrections to CSG and hybrid cell mobility
	Approved
	A
	10.3.0
	EHNB-GERAN
	G2

	GP-102031
	44.060
	1466
	3
	9.5.0
	Rel‑9
	Correction on Cell Change Notification procedure for CSG cell
	Approved
	F
	9.6.0
	EHNB-GERAN
	G2

	GP-102032
	44.060
	1467
	3
	10.2.0
	Rel‑10
	Correction on Cell Change Notification procedure for CSG cell
	Approved
	A
	10.3.0
	EHNB-GERAN
	G2

	GP-101793
	44.060
	1470
	-
	9.5.0
	Rel‑9
	Reporting Rules for Hybrid Cells not on the CSG Whitelist
	Approved
	F
	9.6.0
	EHNB-GERAN
	G2

	GP-101794
	44.060
	1471
	-
	10.2.0
	Rel‑10
	Reporting Rules for Hybrid Cells not on the CSG Whitelist
	Approved
	A
	10.3.0
	EHNB-GERAN
	G2

	GP-102073
	44.060
	1472
	5
	10.2.0
	Rel‑10
	DTR corrections and clarifications
	Approved
	F
	10.3.0
	TEI10
	G2

	GP-101801
	44.060
	1473
	1
	10.2.0
	Rel‑10
	Implementation of GP-101479
	Approved
	F
	10.3.0
	TEI10
	G2

	GP-101939
	44.060
	1476
	-
	7.21.0
	Rel‑7
	Coding of Pulse Format IE
	Approved
	F
	7.22.0
	HUGE
	G2

	GP-101940
	44.060
	1477
	-
	8.10.0
	Rel‑8
	Coding of Pulse Format IE
	Approved
	A
	8.11.0
	HUGE
	G2

	GP-101941
	44.060
	1478
	-
	9.5.0
	Rel‑9
	Coding of Pulse Format IE
	Approved
	A
	9.6.0
	HUGE
	G2

	GP-101942
	44.060
	1479
	-
	10.2.0
	Rel‑10
	Coding of Pulse Format IE
	Approved
	A
	10.3.0
	HUGE
	G2

	CP-100763
	44.068
	0015
	1
	9.0.0
	Rel‑10
	TC-RT: Introduction of group IDs with prefix
	approved
	B
	10.0.0
	TEI10
	C1

	GP-101983
	44.318
	0124
	3
	9.2.0
	Rel‑10
	Changes for LTE
	Approved
	F
	10.0.0
	TEI10
	G2

	GP-101984
	44.318
	0125
	3
	9.2.0
	Rel‑10
	Changes for RFC 4867 BE mode
	Approved
	F
	10.0.0
	TEI10
	G2

	GP-101830
	45.005
	0359
	2
	8.10.0
	Rel‑8
	Reduction of the number of multicarrier BTS classes
	approved
	F
	8.11.0
	MCBTS
	G1

	GP-101831
	45.005
	0360
	2
	9.4.0
	Rel‑9
	Reduction of the number of multicarrier BTS classes
	approved
	A
	9.5.0
	MCBTS
	G1

	GP-101761
	45.005
	0406
	-
	7.22.0
	Rel‑7
	DL reference performance requirements for EGPRS2-B, USF
	approved
	F
	7.23.0
	REDHOT
	G1

	GP-101762
	45.005
	0407
	-
	8.10.0
	Rel‑8
	DL reference performance requirements for EGPRS2-B, USF
	approved
	A
	8.11.0
	REDHOT
	G1

	GP-101763
	45.005
	0408
	-
	9.4.0
	Rel‑9
	DL reference performance requirements for EGPRS2-B, USF
	approved
	A
	9.5.0
	REDHOT
	G1

	GP-101764
	45.005
	0409
	-
	7.22.0
	Rel‑7
	DL reference performance requirements for EGPRS2-B – 2nd adjacent channel
	approved
	F
	7.23.0
	REDHOT
	G1

	GP-101765
	45.005
	0410
	-
	8.10.0
	Rel‑8
	DL reference performance requirements for EGPRS2-B – 2nd adjacent channel
	approved
	A
	8.11.0
	REDHOT
	G1

	GP-101766
	45.005
	0411
	-
	9.4.0
	Rel‑9
	DL reference performance requirements for EGPRS2-B – 2nd adjacent channel
	approved
	A
	9.5.0
	REDHOT
	G1

	GP-101996
	45.005
	0414
	1
	9.4.0
	Rel‑9
	Enhanced numbering of figures and tables
	approved
	F
	9.5.0
	TEI9
	G1

	GP-102046
	45.005
	0415
	1
	8.10.0
	Rel‑8
	Clarification of the measurement of the spectrum exceptions in MCBTS
	approved
	F
	8.11.0
	MCBTS
	G1

	GP-102047
	45.005
	0416
	1
	9.4.0
	Rel‑9
	Clarification of the measurement of the spectrum exceptions in MCBTS
	approved
	A
	9.5.0
	MCBTS
	G1

	GP-102059
	45.008
	0483
	1
	9.4.0
	Rel‑9
	CSFB with Redirection & System Information
	approved
	F
	9.5.0
	TEI9
	G1

	GP-101749
	45.008
	0484
	-
	7.18.0
	Rel‑7
	MEAN_BEP performance requirements for EGPRS2-A 16-QAM and 32-QAM – removal of brackets
	approved
	F
	7.19.0
	REDHOT
	G1

	GP-101750
	45.008
	0485
	-
	8.8.0
	Rel‑8
	MEAN_BEP performance requirements for EGPRS2-A 16-QAM and 32-QAM – removal of brackets
	approved
	A
	8.9.0
	REDHOT
	G1

	GP-101751
	45.008
	0486
	-
	9.4.0
	Rel‑9
	MEAN_BEP performance requirements for EGPRS2-A 16-QAM and 32-QAM – removal of brackets
	approved
	A
	9.5.0
	REDHOT
	G1

	GP-101804
	45.008
	0487
	-
	8.8.0
	Rel‑8
	Remove conflicting IRAT measurement requirement
	approved
	F
	8.9.0
	GELTE
	G1

	GP-101805
	45.008
	0488
	-
	9.4.0
	Rel‑9
	Remove conflicting IRAT measurement requirement
	approved
	A
	9.5.0
	GELTE
	G1

	GP-101828
	45.008
	0489
	-
	9.4.0
	Rel‑9
	Corrections to CSG requirements
	approved
	F
	9.5.0
	EHNB-GERAN
	G1

	GP-102064
	45.010
	0061
	2
	9.0.0
	Rel‑10
	Reaction times for DTR
	approved
	F
	10.0.0
	TEI10
	G1

	GP-101845
	45.914
	0020
	-
	9.3.0
	Rel‑9
	System level evaluation and modelling methodology of wide pulse shape for VAMOS
	approved
	C
	9.4.0
	MUROS
	G1

	GP-101960
	45.914
	0021
	2
	9.3.0
	Rel‑9
	Correction of verification figures in Tx pulse shape investigation
	approved
	F
	9.4.0
	MUROS
	G1

	GP-102044
	45.914
	0022
	3
	9.3.0
	Rel‑9
	Update of clause 13 (Conclusions)
	approved
	F
	9.4.0
	MUROS
	G1

	GP-102065
	45.914
	0024
	2
	9.3.0
	Rel‑9
	System performance comparison of the OPT2 Tx pulse shape
	approved
	F
	9.4.0
	MUROS
	G1

	GP-102037
	48.008
	0325
	4
	9.4.0
	Rel‑9
	Support of MOCN by GERAN
	Approved
	B
	9.5.0
	MOCN-GERAN
	G2

	GP-102038
	48.018
	0303
	4
	9.3.0
	Rel‑9
	Support of MOCN by GERAN
	Approved
	B
	9.4.0
	MOCN-GERAN
	G2

	GP-101677
	51.010-1
	4523
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4523 Addition of GNSS 'MO-LR : Multiple RRLP Requests with Different Extended Reference Number' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101678
	51.010-1
	4524
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4524 Addition of GNSS 'MO-LR : RR Management Commands' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101680
	51.010-1
	4526
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4526 Addition of GNSS 'MT-LR Location Error: Requested Method not Supported' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101681
	51.010-1
	4527
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4527 Addition of GNSS 'MT-LR : Multiple RRLP Requests with Different Reference Number' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101682
	51.010-1
	4528
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4528 Addition of GNSS 'MT-LR : Multiple RRLP Requests with Same Reference Number and Extended Reference Number' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101683
	51.010-1
	4529
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4529 Addition of GNSS 'MT-LR : Multiple RRLP Requests with Different Extended Reference Number' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101684
	51.010-1
	4530
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4530 Addition of GNSS 'MT-LR : RR Management Commands' test case
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101685
	51.010-1
	4531
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4531 42.4.8.4.4 BA IND of SI 2 and SI2bis in step 6 to be set to 1
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101741
	51.010-1
	4532
	1
	9.3.0
	Rel‑9
	CR 51.010-1-4532 26.9.6a.1.2 T3243 timer adjustment to core specs
	approved
	F
	9.4.0
	eCall_MSTest
	G3new

	GP-101687
	51.010-1
	4533
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4533 26.9.6a.1.5 T3242 timer adjustment to core specs
	approved
	F
	9.4.0
	eCall_MSTest
	G3new

	GP-101736
	51.010-1
	4535
	1
	9.3.0
	Rel‑9
	CR 51.010-1-4535 26.7.4.5.5 Additional fields on SIM considered by a note
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101691
	51.010-1
	4536
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4536 42.7.6 Test procedure and title changed to two phase access
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-102051
	51.010-1
	4537
	1
	9.3.0
	Rel‑9
	CR 51.010-1-4537 13.17.2a New Test: Frequency error under multipath and interference conditions for EGPRS2A configuration
	approved
	F
	9.4.0
	HUGE-Mstest
	G3new

	GP-102052
	51.010-1
	4538
	2
	9.3.0
	Rel‑9
	CR 51.010-1-4538 22.8a New Test: EGPRS2A uplink power control- use of  and CH  parameter
	approved
	F
	9.4.0
	HUGE-Mstest
	G3new

	GP-102053
	51.010-1
	4539
	1
	9.3.0
	Rel‑9
	CR 51.010-1-4539 22.9a New Test: EGPRS2A uplink power control – independence of TS power control
	approved
	F
	9.4.0
	HUGE-Mstest
	G3new

	GP-101700
	51.010-1
	4541
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4541 Clarification on active slots configuration for test signals I4 and I5  with a multi-slot test condition
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101693
	51.010-1
	4542
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4542 42.4.6.6 PSI5 to be removed from initial conditions
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101694
	51.010-1
	4543
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4543 40.2.4.14.3 TBF Starting time offset
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101739
	51.010-1
	4544
	1
	9.3.0
	Rel‑9
	CR 51.010-1-4544 Additional Pixit Statement for test cases requiring "Memory Full" condition
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101711
	51.010-1
	4545
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4545 Various tidy-ups of A-GNSS Moblie Originated Location Request test cases
	approved
	F
	9.4.0
	AGNSSPTP-MStest
	G3new

	GP-101721
	51.010-1
	4546
	-
	9.3.0
	Rel‑9
	CR 51.010-1-4546 A-GNSS references and editorial corrections
	approved
	F
	9.4.0
	AGNSSPTP-Mstest
	G3new

	GP-101692
	51.010-2
	0680
	-
	9.3.1
	Rel‑9
	CR 51.010-2-0680 42.7.6 Test title adjusted due to two phase access
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-102054
	51.010-2
	0683
	1
	9.3.1
	Rel‑9
	CR 51.010-2-0683 Introduction of applicability of new RF test tescase for EGPRS2A configuration
	approved
	F
	9.4.0
	HUGE-Mstest
	G3new

	GP-101723
	51.010-2
	0684
	1
	9.3.1
	Rel‑9
	CR 51.010-2-0684 Annex A Table A.1/259 – Change "EGPRS Multislot Class 10" to "DTM EGPRS Multislot Class 10"
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101712
	51.010-2
	0686
	-
	9.3.1
	Rel‑9
	CR 51.010-2-0686 Addition of test applicability associated to some of the new A-GNSS MO-LR and MT-LR test cases
	approved
	B
	9.4.0
	AGNSSPTP-MStest
	G3new

	CP-100833
	51.010-4
	0074
	-
	4.16.0
	Rel‑4
	Essential correction of the applicability of test 27.22.4.22.1 Seq. 1.4
	approved
	F
	4.17.0
	TEI4
	C6

	CP-100833
	51.010-4
	0076
	1
	4.16.0
	Rel‑4
	Clarification of 'ELSE' parts in Table E.1
	approved
	F
	4.17.0
	TEI4
	C6

	GP-101672
	51.010-5
	0103
	-
	9.3.0
	Rel‑9
	CR 51.010-5-0103 Update for the latest version of TTCN
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101673
	51.010-5
	0104
	-
	9.3.0
	Rel‑9
	CR 51.010-5-0104 Correction to test case 20.25.2, 20.25.3, 20.25.4
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-101720
	51.010-7
	0001
	-
	9.0.0
	Rel‑9
	CR 51.010-7-0001 GPS Assistance Data corrections
	approved
	F
	9.1.0
	TEI9_Test
	G3new

	GP-101832
	51.021
	0136
	2
	8.8.0
	Rel‑8
	Reduction of the number of multicarrier BTS classes
	approved
	F
	8.9.0
	MCBTS
	G1

	GP-101993
	51.021
	0137
	3
	9.3.0
	Rel‑9
	Reduction of the number of multicarrier BTS classes
	approved
	A
	9.4.0
	MCBTS
	G1

	GP-101992
	51.021
	0175
	2
	8.8.0
	Rel‑8
	MCBTS minimum carrier spacing
	approved
	F
	8.9.0
	TEI8
	G1

	GP-102045
	51.021
	0176
	1
	9.3.0
	Rel‑9
	MCBTS minimum carrier spacing
	approved
	A
	9.4.0
	TEI8
	G1

	GP-101841
	51.021
	0178
	-
	9.3.0
	Rel‑9
	Minor error corrections in TS 51.021
	approved
	F
	9.4.0
	TEI9
	G1

	GP-102048
	51.021
	0179
	1
	8.8.0
	Rel‑8
	Clarification of the measurement of the spectrum exceptions in MCBTS
	approved
	F
	8.9.0
	MCBTS
	G1

	GP-102049
	51.021
	0180
	1
	9.3.0
	Rel‑9
	Clarification of the measurement of the spectrum exceptions in MCBTS
	approved
	A
	9.4.0
	MCBTS
	G1

	GP-102043
	51.021
	0181
	1
	9.3.0
	Rel‑9
	Cleaning-up and reformatting long tables in 51.021
	approved
	F
	9.4.0
	TEI9
	G1
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