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	First change


4.1.X  Number of implicit detach procedure

a) This measurement provides the number of implicit detach procedures initiated by SGSN. The measurement defined in e) is subject to 2 out of 3 approaches.
b) CC.

c) SGSN initiates "Implicit detach" in order to return the MM context to IDLE state. (TS 23.060 ).

d) A single integer value per measurement type defined in e).

e) MM.ImplicitDetach:

-
MM. ImplicitDetachSgsn
         Combined (don't care);

-
MM. ImplicitDetachSgsn.U         UMTS;
-
MM.ImplicitDetachSgsn.G

GSM.
f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS
	Next Modified Section


A.X Use case of implicit detach related measurements

This measurement provides the number of implicit detach procedures initiated by SGSN. After the mobile reachable timer expires, the SGSN may initiate an implicit detach procedure in order to return the MM contexts in the SGSN to IDLE state. Normally, an appropriate configuration of the timer will make the ratio of the number of implicit detach procedures to the total number of detach procedures at the SGSN side increase and decrease around a specific value resulting in an acceptable quality of service for the users. If an incorrect configuration of the timer results in this ratio being too high, the users will be implicitly detached a large number of times while using a certain application service. This is one of the issues of mobility management and the user’s experience will be impaired. Furthermore, this measurement could  help operators to analyse users’ behaviour when the ratio has changed considerably during a specific time interval.
	End of changes
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