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4.6.2
Change Request forms

To ensure an appropriate and consistent way of presenting and documenting Change Requests, there exist standardized front covers (forms) for CRs as well as rules on how to accurately identify the modified parts of the specification.

The purpose of the CR form itself is to provide the relevant management information of the proposed changes, e.g. such as:

-
Target specification with its version number (i.e. the original version to which CR is drafted),

-
Source of the CR,

-
Reason for the proposed change and consequences if not accepted,

-
Category of proposed change (i.e. correction, Change Request corresponding to an earlier release Change Request, addition of feature, functional modification of feature, or editorial modification),

-
Cross-phase compatibility aspects.

A CR to a major version of a specification which is not yet frozen can fall into any of the categories quoted below.

Table 4A: Categories of Change Requests

	Category
	Meaning
	Remarks

	A
	Corresponds to a change to an earlier Release
	Used to reflect functionally equivalent changes made to an earlier Release of the same Specification.

Note:
The proposed change to the later Release of the Specification need not be absolutely identical to the proposed change to the earlier Release, since it is possible that, due to earlier change requests, the affected text is not identical in the each Release.  Category A should be used when the functional objective of the proposed changes is equivalent in the earlier and later Releases.

	B
	Addition or deletion of feature
	The new feature is to be added to the Release; the reference is not to the Specification itself. This will normally correspond to an identified Work Item. This category shall not be used for a frozen Release, except for alignment CRs as described below.

	C
	Functional modification of feature
	Any functional modification shall correspond to an identified Work Item. However backward compatibility shall be ensured when the issue has an impact on the UE. This category shall not be used for a frozen Release, except for alignment CRs as described below.

	D
	Editorial modification
	Editorial modifications shall have no impact on an implementation. An editorial modification CR to a frozen Release shall not be permitted.

	E
	(not used)
	

	F
	Correction
	Used:

1
to correct an error in the specification (i.e. a clear instruction in the specification which leads to incorrect operation of the system); or 

2
to correct an ambiguity in the specification which could lead to different implementations which cannot inter-operate; or

3
(void); or

4
to remedy the incorrect implementation of a previously approved CR; or

5
to correct a misalignment between the specifications (stage 1, stage 2 & stage 3) for a feature or service when not introducing a new function or functional change.




The Change Request form, with embedded instructions for use, is available from the 3GPP file server (http://www.3gpp.org/ftp/Information/).

The CR database is available from the 3GPP file server (http://www.3gpp.org/ftp/Information/Databases/Change_Request/).

As the degree of acceptability for modifications differs between major versions of specifications which are not yet frozen and versions which are already frozen (see subclause 4.7), CRs differ on the allowed/possible categories. A CR to a frozen major version of a specification can only be a correction (category A or category F, defined in table 4A) or an alignment of the specification with the agreed functionality for the release (category B or category C, defined in table 4A). Such alignment CRs may either add functionality to or remove functionality from a frozen specification. If it is category F, it shall fit into one of the following classifications. 

-
Essential correction, i.e. where a frequently occurring (successful or unsuccessful) case is not handled properly because there is some error or significant ambiguity in the specification.
-
A CR to remedy the incorrect implementation of a previously approved CR.

-
A CR which is supported by consensus in the meeting. 

NOTE:
An alignment CR is a CR to a frozen release to add or remove functionality to ensure a consistent specification set across a particular Release.
When a CR is presented for approval, the classification into which it falls shall be identified. If this cannot be done then the CR shall be automatically rejected.

The CR form bears a field to indicate the Release number to which the CR pertains. This field shall show the Release of the intended resulting specification – that is, the Release of the specification after implementation of the CR. The Release shown on the CR form is not related to the Release of the feature to which the change relates, but to the Release of the specification being changed.

*** next change ***

4.10.2
Mirror Change Requests

When a Group produces a Change Request changing an early Release of a specification, it shall check whether the same change also needs to be made to later Releases of the specification. Changes which are corrective or clarifying in nature will generally be applicable to such other versions.

Where it is determined that several Releases are affected, an (independently numbered) Change Request shall be created for each such affected version of the specification. Such CRs are termed "mirror Change Requests". The principal CR and its related mirror CRs should be grouped together for the purpose of presentation to the TSG (unless some other grouping is more logical).

The TSG shall approve (or postpone or reject) a CR to a given Release together with the corresponding mirror CRs to later Releases. This will provide consistency between Releases.

See also subclause 4.6.2.
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