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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.003: "CS Teleservices supported by a PLMN".

[2]
Void

[3]
Void

[4]
Void

[5]
3GPP TS 22.101: "Service principles".

[6]
Void

[7]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1"

[8]
Void

[9]
IETF RFC 3261: "SIP: Session Initiation Protocol"

[10]
3GPP TS 22.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition – Stage 1"

[11]
3GPP TS 22.057: "Mobile Execution Environment (MexE); Service description, Stage 1"

[12]
3GPP TS 22.038: "USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1"

[13]
Open Mobile Alliance (OMA): OMA-RD-Parlay_Service_Access-V1_0-20100427-A 

[14]
3GPP TR 21.905: "Vocabulary for 3GPP specifications" 

[15]
IETF RFC 3966: "The tel URI for Telephone Numbers"

[16]
3GPP TS 22.240: "Stage 1 Service Requirement for the 3GPP Generic User Profile (GUP)"

[17]
ETSI ETS 300 284: "Integrated Services Digital Network (ISDN); User-to-User Signalling (UUS) supplementary service; Service description"

[19]
ETSI TS 102 424: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Requirements of the NGN network to support Emergency Communication from Citizen to Authority"
[20]
3GPP TS 22.173: "Multimedia Telephony Service and supplementary services" 
[21]
3GPP TS 31.103: "Characteristics of the IP Multimedia Services Identity Module (ISIM) application".
[22]
IETF RFC 5039: "The Session Initiation Protocol (SIP) and Spam"
http://www.ietf.org/rfc/rfc5039.txt?number=5039 
[23]
IETF RFC 5631: "Session Initiation Protocol (SIP) Session Mobility"
http://www.ietf.org/rfc/rfc5631.txt?number=5631 
[24]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[25]
3GPP TS 22.081: "Line Identification supplementary services; Stage 1"

[26]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".
2.2
Informative references

[18]
GSMA PRD IR.34: "Inter-Service Provider IP Backbone Guidelines"
[27]
ETSI TR 180 003: "TISPAN; Technical Report on NGN National IP Interconnection"

---------------------------- end of first change ------------------------------------------

---------------------------- start of second change ------------------------------------------

10.3
IMS network interconnect

The following requirements apply at the interconnection point (IMS NNI) between two different IMS networks or between an IMS network and a SIP based network that conforms to the IMS specification at the interconnect interface.

The IMS network and intermediate networks shall support the capability for service interoperability by means of service interworking requirements defined in section 8.

The IMS network and intermediate networks shall support the capability for service identification, when such information is available.

The IMS intermediate networks shall be able to apply operator defined policy at the interconnection point. 

The IMS intermediate networks shall support the capability for control of the session resources when two different IMS networks are connected which have different IP addressing schemes.

The IMS network shall support both bilateral interconnection between two networks and multilateral interconnection (e.g. GSMA IPX [18]) provided by intermediate network(s).
The IMS network shall support both international interconnect and national interconnect (e.g. as specified in [27]).
The IMS network and intermediate networks shall support service aware interconnection.

NOTE 1: service awareness could be based on service identification, media parameters etc. 

The IMS network and intermediate networks shall be able to support multiple peering points for the interconnection to another IMS network or intermediate network.

NOTE 2:
selection of a peering point could be based on location, load balancing, or called party PUI, etc.

An IMS network shall be able to deliver IMS originating application services and terminating application services to other networks interconnected over the IMS NNI .

An IMS network shall be able to deliver IMS originating application services and/or terminating application services to users that are registered to another network.

The IMS network and intermediate networks shall support codec negotiation across one or multiple interconnects to minimise transcoding (and preferably eliminate it) to provide the highest quality service to the user.
If two UEs, belonging to two IMS networks, do not support a common codec for voice service session, the network and/or intermediate networks shall be capable to provide transcoding functionality at the interconnection point.
---------------------------- end of second change ------------------------------------------
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