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Annex F:
Status of all 3GPP CRs after TSG SA #56 Meeting (including GERAN #54)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-120317
	21.801
	0033
	-
	11.0.0
	Rel‑11
	Page breaks before annexes
	approved
	F
	11.1.0
	TEI11
	SP

	SP-120318
	21.905
	0107
	-
	11.0.1
	Rel‑11
	Removal of invalid reference
	approved
	F
	11.1.0
	TEI11
	SP

	SP-120284
	22.011
	0188
	-
	8.10.0
	Rel‑8
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	F
	8.11.0
	TEI8
	S1

	SP-120289
	22.101
	0403
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MSISDN-less
	approved
	F
	11.6.0
	SIMTC
	S1

	SP-120287
	22.101
	0405
	1
	10.7.0
	Rel‑10
	Removing the requirement for PSAP call back identification
	approved
	F
	10.8.0
	TEI10
	S1

	SP-120286
	22.101
	0406
	1
	9.9.0
	Rel‑9
	Emergency calls from non CSG members in CSG cells
	approved
	F
	9.10.0
	EHNB
	S1

	SP-120286
	22.101
	0407
	1
	10.7.0
	Rel‑10
	Emergency calls from non CSG members in CSG cells
	approved
	A
	10.8.0
	EHNB
	S1

	SP-120286
	22.101
	0408
	1
	11.5.0
	Rel‑11
	Emergency calls from non CSG members in CSG cells
	approved
	A
	11.6.0
	EHNB
	S1

	SP-120286
	22.101
	0409
	1
	12.0.0
	Rel‑12
	Emergency calls from non CSG members in CSG cells
	approved
	A
	12.1.0
	EHNB
	S1

	SP-120288
	22.101
	0411
	1
	11.5.0
	Rel‑11
	Clarification of PS additional numbers requirement
	approved
	F
	11.6.0
	TEI11
	S1

	SP-120288
	22.101
	0412
	1
	12.0.0
	Rel‑12
	Clarification of PS additional numbers requirement
	approved
	A
	12.1.0
	TEI11
	S1

	SP-120288
	22.101
	0413
	1
	11.5.0
	Rel‑11
	Modification of how ME treats emergency call type(s)
	approved
	C
	11.6.0
	TEI11
	S1

	SP-120288
	22.101
	0415
	-
	12.0.0
	Rel‑12
	Modification of how ME treats emergency call type(s)
	approved
	A
	12.1.0
	TEI11
	S1

	SP-120291
	22.173
	0039
	2
	12.0.0
	Rel‑12
	ECT Blind and OIP interaction
	approved
	B
	12.1.0
	ECTB
	S1

	SP-120291
	22.173
	0040
	1
	12.0.0
	Rel‑12
	ECT Blind and Incoming Communication Barring interaction clarification in MMTel 22.173.
	approved
	B
	12.1.0
	ECTB
	S1

	SP-120287
	22.173
	0083
	-
	10.4.0
	Rel‑10
	Removing the requirement on call back for emergency call
	approved
	F
	10.5.0
	TEI10
	S1

	SP-120285
	22.220
	0152
	2
	9.8.0
	Rel‑9
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	F
	9.9.0
	TEI9
	S1

	SP-120285
	22.220
	0153
	2
	10.8.0
	Rel‑10
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	A
	10.9.0
	TEI9
	S1

	SP-120285
	22.220
	0154
	2
	11.4.0
	Rel‑11
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	A
	11.5.0
	TEI9
	S1

	SP-120290
	22.228
	0162
	1
	12.1.0
	Rel‑12
	Corrections and enhancements for Telepresence
	approved
	F
	12.2.0
	IMS_TELEP
	S1

	SP-120290
	22.228
	0163
	1
	12.1.0
	Rel‑12
	Addition of definition for Telepresence System
	approved
	B
	12.2.0
	IMS_TELEP
	S1

	SP-120290
	22.228
	0164
	-
	12.1.0
	Rel‑12
	Additional Interworking Requirement
	approved
	B
	12.2.0
	IMS_TELEP
	S1

	SP-120290
	22.228
	0165
	1
	12.1.0
	Rel‑12
	Additional Display Requirements
	approved
	B
	12.2.0
	IMS_TELEP
	S1

	SP-120293
	22.228
	0166
	-
	11.4.0
	Rel‑11
	Removal of INIPUI Requirements from Rel‑11
	approved
	F
	11.5.0
	INIPUI
	S1

	SP-120290
	22.228
	0167
	-
	12.1.0
	Rel‑12
	Clarification of Telepresence Requirements
	approved
	B
	12.2.0
	IMS_TELEP
	S1

	SP-120295
	22.278
	0113
	2
	12.0.0
	Rel‑12
	Mechanism to block Service Reachability
	approved
	B
	12.1.0
	SMURFs
	S1

	SP-120294
	22.278
	0115
	2
	11.4.0
	Rel‑11
	Removal of MOSAP requirements from Rel‑11 Specs
	approved
	F
	11.5.0
	MOSAP
	S1

	SP-120289
	22.368
	0126
	1
	11.4.0
	Rel‑11
	Clarify restricting use of a USIM to specific MEs/MTC Devices
	approved
	F
	11.5.0
	SIMTC
	S1

	SP-120289
	22.368
	0128
	4
	11.4.0
	Rel‑11
	MTC Server Definition
	approved
	F
	11.5.0
	SIMTC
	S1

	SP-120288
	22.368
	0130
	5
	11.4.0
	Rel‑11
	MTC Device Power Level Monitoring
	approved
	F
	11.5.0
	TEI11
	S1

	SP-120289
	22.368
	0131
	4
	11.4.0
	Rel‑11
	Connection Error Codes for Troubleshooting Requirement
	approved
	F
	11.5.0
	SIMTC
	S1

	SP-120292
	22.988
	0001
	2
	12.0.0
	Rel‑12
	Additions to MSISDN and IMSI sections
	approved
	F
	12.1.0
	FS_AMTC
	S1

	SP-120292
	22.988
	0002
	-
	12.0.0
	Rel‑12
	Update of requirement section
	approved
	F
	12.1.0
	FS_AMTC
	S1

	SP-120244
	23.002
	0247
	1
	11.2.0
	Rel‑11
	Corrections related to SAPP introduction in the Network Architecture specification
	approved
	F
	11.3.0
	SAPP
	S2

	SP-120238
	23.002
	0248
	1
	11.2.0
	Rel‑11
	Corrections related to QoS_SSL introduction in the Network Architecture specification
	approved
	F
	11.3.0
	QoS_SSL
	S2

	SP-120248
	23.002
	0250
	1
	11.2.0
	Rel‑11
	Introduction of CS to PS SRVCC architecture
	approved
	B
	11.3.0
	rSRVCC
	S2

	SP-120241
	23.002
	0251
	3
	11.2.0
	Rel‑11
	BBAI update for architecture, entity and interface function
	approved
	F
	11.3.0
	BBAI
	S2

	CP-120236
	23.003
	0311
	7
	11.1.0
	Rel‑11
	SSN Reallocation for CSS and its Number Definition
	approved
	B
	11.2.0
	VCSG-St3
	C4

	CP-120402
	23.003
	0319
	4
	11.1.0
	Rel‑11
	Definition of A-MSISDN
	revised
	B
	
	PSAN
	C4

	CP-120401
	23.003
	0319
	4
	11.1.0
	Rel‑11
	Definition of A-MSISDN
	reissued
	B
	
	PSAN
	C4

	CP-120241
	23.003
	0319
	5
	11.1.0
	Rel‑11
	Update in the definition clause of C-MSISDN
	revised
	B
	
	TEI11
	C4

	CP-120403
	23.003
	0319
	5
	11.1.0
	Rel‑11
	Definition of A-MSISDN
	approved
	B
	11.2.0
	PSAN
	C4

	CP-120231
	23.003
	0320
	6
	11.1.0
	Rel‑11
	MTC External Identifier
	approved
	B
	11.2.0
	SIMTC-Reach
	C4

	CP-120407
	23.003
	0335
	2
	11.1.0
	Rel‑11
	MME Number for SMS in MME
	approved
	B
	11.2.0
	SIMTC-PS_only
	C4

	CP-120232
	23.003
	0335
	2
	11.1.0
	Rel‑11
	MME Number for SMS in MME
	reissued
	B
	
	SIMTC-PS_Only
	C4

	CP-120234
	23.003
	0337
	1
	11.1.0
	Rel‑11
	New Service Parameters for CS to PS SRVCC
	approved
	B
	11.2.0
	rSRVCC-CT
	C4

	CP-120230
	23.007
	0191
	1
	11.1.0
	Rel‑11
	SGW Restoration procedure
	approved
	B
	11.2.0
	eNR_EPC
	C4

	CP-120230
	23.007
	0204
	1
	11.1.0
	Rel‑11
	Missing SGSN behavior in the PGW failure
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120230
	23.007
	0206
	1
	11.1.0
	Rel‑11
	PGW Triggered SGW Restoration Procedure
	approved
	B
	11.2.0
	eNR_EPC
	C4

	CP-120230
	23.007
	0208
	-
	11.1.0
	Rel‑11
	Corrections to external resources cleanup upon SGW failure
	approved
	F
	11.2.0
	eNR_EPC
	C4

	CP-120236
	23.008
	0346
	9
	11.3.0
	Rel‑11
	CSS information storage
	approved
	B
	11.4.0
	VCSG-St3
	C4

	CP-120245
	23.008
	0361
	2
	11.3.0
	Rel‑11
	Maximum Number of simultaneous registrations
	approved
	B
	11.4.0
	TEI11
	C4

	CP-120241
	23.008
	0362
	5
	11.3.0
	Rel‑11
	Update of Subscriber Data with PS additional number
	revised
	B
	
	TEI11
	C4

	CP-120402
	23.008
	0362
	5
	11.3.0
	Rel‑11
	Update of subscriber data with the PS additional number
	revised
	B
	
	PSAN
	C4

	CP-120401
	23.008
	0362
	5
	11.3.0
	Rel‑11
	Update of subscriber data with the PS additional number
	reissued
	B
	
	PSAN
	C4

	CP-120404
	23.008
	0362
	6
	11.3.0
	Rel‑11
	Update of subscriber data with the PS additional number
	revised
	B
	
	PSAN
	C4

	CP-120426
	23.008
	0362
	7
	11.3.0
	Rel‑11
	Update of subscriber data with the PS additional number
	approved
	B
	11.4.0
	PSAN
	C4

	CP-120233
	23.008
	0364
	1
	11.3.0
	Rel‑11
	New IEs for H(e)NB case in BBAI
	approved
	B
	11.4.0
	BBAI_BBI-CT
	C4

	CP-120407
	23.008
	0365
	3
	11.3.0
	Rel‑11
	SMS in MME/SGSN
	approved
	B
	11.4.0
	SIMTC-PS_only
	C4

	CP-120232
	23.008
	0365
	3
	11.3.0
	Rel‑11
	SMS in MME/SGSN
	reissued
	B
	
	SIMTC-PS_Only
	C4

	CP-120230
	23.008
	0366
	1
	11.3.0
	Rel‑11
	Information storage of MME ID
	approved
	B
	11.4.0
	eNR_EPC
	C4

	CP-120243
	23.008
	0367
	1
	11.3.0
	Rel‑11
	Information Storage of the SGW node name/ Co-located GGSN-PGW FQDN
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120231
	23.008
	0368
	1
	11.3.0
	Rel‑11
	External Identifier
	approved
	B
	11.4.0
	SIMTC-Reach
	C4

	CP-120243
	23.008
	0369
	-
	11.3.0
	Rel‑11
	Information storage for CGI/SAI age
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120238
	23.008
	0370
	1
	11.3.0
	Rel‑11
	User's subscription data for WLAN access to EPC
	approved
	B
	11.4.0
	SaMOG_WLAN-CN
	C4

	CP-120270
	23.009
	0137
	2
	9.2.0
	Rel‑9
	Support of handover to a CSG cell
	approved
	F
	9.3.0
	TEI9
	C1

	CP-120270
	23.009
	0138
	1
	10.0.0
	Rel‑10
	Support of handover to a CSG cell
	approved
	A
	10.1.0
	TEI9
	C1

	CP-120236
	23.012
	0040
	2
	10.1.0
	Rel‑11
	Retrieval of VPLMN CSG subscription information for CS domain
	approved
	B
	11.0.0
	VCSG-St3
	C4

	CP-120230
	23.018
	0190
	1
	11.2.0
	Rel‑11
	MTRF upon establishment of SGs association
	approved
	B
	11.3.0
	eNR_EPC
	C4

	CP-120250
	23.018
	0191
	1
	11.2.0
	Rel‑11
	Clause number correction on MTRF
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120315
	23.040
	0117
	6
	11.1.0
	Rel‑11
	Support of SMS in MME
	approved
	B
	11.2.0
	SIMTC-PS_Only
	C1

	CP-120315
	23.040
	0119
	2
	11.1.0
	Rel‑11
	Mobile station not reachable flag stored in the MME
	approved
	B
	11.2.0
	SIMTC-PS_Only
	C1

	CP-120309
	23.040
	0124
	1
	11.1.0
	Rel‑11
	SMS network structure update for supporting SMS over SGs
	approved
	B
	11.2.0
	TEI11
	C1

	CP-120315
	23.040
	0125
	1
	11.1.0
	Rel‑11
	Addition of external identifier
	approved
	B
	11.2.0
	SIMTC-Reach
	C1

	CP-120315
	23.040
	0126
	1
	11.1.0
	Rel‑11
	Addition of application port address for device triggering
	approved
	B
	11.2.0
	SIMTC-Reach
	C1

	CP-120309
	23.041
	0081
	4
	11.2.0
	Rel‑11
	Alignment of clause 9 for PWS
	approved
	C
	11.3.0
	TEI11
	C1

	CP-120285
	23.041
	0085
	3
	8.8.0
	Rel‑8
	Alignment and correction of aspects for public warning system for GERAN
	approved
	F
	8.9.0
	ETWS
	C1

	CP-120285
	23.041
	0086
	3
	9.8.0
	Rel‑9
	Alignment and correction of aspects for public warning system for GERAN
	approved
	A
	9.9.0
	ETWS, PWS-St3
	C1

	CP-120285
	23.041
	0087
	3
	10.3.0
	Rel‑10
	Alignment and correction of aspects for public warning system for GERAN
	approved
	A
	10.4.0
	ETWS, PWS-St3
	C1

	CP-120285
	23.041
	0088
	3
	11.2.0
	Rel‑11
	Alignment and correction of aspects for public warning system for GERAN
	approved
	A
	11.3.0
	ETWS, PWS-St3
	C1

	CP-120309
	23.041
	0091
	1
	11.2.0
	Rel‑11
	Correction to the duplication detection mechanism
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120285
	23.041
	0092
	-
	11.2.0
	Rel‑11
	Removal of security for ETWS/PWS over E-UTRAN
	approved
	F
	11.3.0
	ETWS, PWS-St3, TEI11
	C1

	SP-120236
	23.060
	1603
	3
	11.1.0
	Rel‑11
	Fix wrong statement for the Reporting Action related storage
	approved
	A
	11.2.0
	TEI10
	S2

	SP-120390
	23.060
	1628
	4
	11.1.0
	Rel‑11
	Introduction of SIRIG
	noted
	B
	
	SiRIG
	S2

	SP-120250
	23.060
	1635
	2
	11.1.0
	Rel‑11
	Correction of the wrong description about emergency ARP value
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120239
	23.060
	1639
	4
	11.1.0
	Rel‑11
	Correction of PS-only Feature Description
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120243
	23.060
	1640
	1
	11.1.0
	Rel‑11
	Correction of Procedures for Netloc Location Retrieval by Modification Procedure
	approved
	F
	11.2.0
	NWK-PL2IMS
	S2

	SP-120250
	23.060
	1645
	2
	11.1.0
	Rel‑11
	EAB overload control from CN to RAN for UTRAN
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120250
	23.060
	1646
	3
	11.1.0
	Rel‑11
	UE AS capability request over Iu
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120243
	23.060
	1649
	-
	11.1.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.2.0
	NWK-PL2IMS
	S2

	SP-120236
	23.060
	1658
	1
	10.7.0
	Rel‑10
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120236
	23.060
	1659
	1
	11.1.0
	Rel‑11
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	A
	11.2.0
	TEI10
	S2

	SP-120243
	23.060
	1671
	-
	11.1.0
	Rel‑11
	Correction of Network Provided Location Information Retrieval on GGSN-Initiated PDP Context Modification Procedure
	approved
	F
	11.2.0
	NWK-PL2IMS
	S2

	SP-120252
	23.060
	1680
	1
	11.1.0
	Rel‑11
	Introduction of SIRIG
	approved
	B
	11.2.0
	SIRIG
	S2

	SP-120236
	23.060
	1681
	-
	10.7.0
	Rel‑10
	Fix wrong statement for the Reporting Action related storage
	approved
	F
	10.8.0
	TEI10
	S2

	CP-120244
	23.078
	0843
	-
	11.2.0
	Rel‑11
	EPS location in Initial DP
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120244
	23.078
	0844
	-
	11.2.0
	Rel‑11
	EPS location in MAP Note MM Event
	approved
	F
	11.3.0
	TEI11
	C4

	SP-120250
	23.107
	0172
	2
	10.2.0
	Rel‑11
	MBR and GBR values to support 8C-HSDPA
	approved
	F
	11.0.0
	TEI11
	S2

	CP-120309
	23.122
	0212
	-
	11.1.0
	Rel‑11
	Correction on location registration task state
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120315
	23.122
	0213
	-
	11.1.0
	Rel‑11
	EAB configuration
	approved
	F
	11.2.0
	SIMTC-RAN_OC
	C1

	CP-120315
	23.122
	0214
	1
	11.1.0
	Rel‑11
	UE configured for EAB accessing with access class 11-15 or initiating emergency call
	approved
	F
	11.2.0
	SIMTC-RAN_OC
	C1

	CP-120315
	23.122
	0215
	-
	11.1.0
	Rel‑11
	Applicability of EAB when the UE is responding to paging
	approved
	F
	11.2.0
	SIMTC-RAN_OC
	C1

	CP-120309
	23.122
	0217
	-
	11.1.0
	Rel‑11
	Handling of forbidden PLMNs for GPRS service list
	approved
	F
	11.2.0
	TEI11
	C1

	SP-120241
	23.139
	0001
	2
	11.0.0
	Rel‑11
	Some corrections to the functional description and procedures
	approved
	F
	11.1.0
	BBAI
	S2

	SP-120241
	23.139
	0002
	2
	11.0.0
	Rel‑11
	Correction to UE reflective QoS notification
	approved
	F
	11.1.0
	BBAI
	S2

	SP-120241
	23.139
	0004
	2
	11.0.0
	Rel‑11
	Clarification of accounting requirement and assumptions
	approved
	F
	11.1.0
	BBAI
	S2

	SP-120241
	23.139
	0007
	2
	11.0.0
	Rel‑11
	Corrections on TS 23.139
	approved
	F
	11.1.0
	BBAI
	S2

	SP-120241
	23.139
	0008
	3
	11.0.0
	Rel‑11
	UE local IP address update procedure for S2c case
	approved
	F
	11.1.0
	BBAI
	S2

	SP-120241
	23.139
	0016
	1
	11.0.0
	Rel‑11
	SeGW DL DSCP Marking for EPC Routed Traffic
	approved
	F
	11.1.0
	BBAI
	S2

	CP-120268
	23.153
	0120
	6
	9.2.0
	Rel‑9
	Correction of codec modification after inter-MSC handover
	approved
	F
	9.3.0
	TEI9
	C4

	CP-120268
	23.153
	0121
	3
	10.0.0
	Rel‑10
	Correction of codec modification after inter-MSC handover
	approved
	A
	10.1.0
	TEI9
	C4

	CP-120268
	23.153
	0122
	4
	11.0.0
	Rel‑11
	Correction of codec modification after inter-MSC handover
	approved
	A
	11.1.0
	TEI9
	C4

	SP-120234
	23.167
	0213
	1
	9.8.0
	Rel‑9
	Requirement Alignment for call back and emergency registration
	approved
	F
	9.9.0
	TEI9
	S2

	SP-120234
	23.167
	0214
	1
	10.5.0
	Rel‑10
	Requirement Alignment for call back and emergency registration
	approved
	A
	10.6.0
	TEI9
	S2

	SP-120250
	23.167
	0215
	1
	11.4.0
	Rel‑11
	Handling of Emergency Registrations at Home IMS
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120250
	23.167
	0216
	1
	11.4.0
	Rel‑11
	S-CSCF and AS in Emergency Calls
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120244
	23.203
	0697
	2
	11.5.0
	Rel‑11
	Application detection notification method
	approved
	F
	11.6.0
	SAPP
	S2

	SP-120244
	23.203
	0698
	1
	11.5.0
	Rel‑11
	General corrections for SAPP
	approved
	F
	11.6.0
	SAPP
	S2

	SP-120244
	23.203
	0699
	2
	11.5.0
	Rel‑11
	Unsolicited application reporting functionality corrections
	approved
	F
	11.6.0
	SAPP
	S2

	SP-120244
	23.203
	0700
	-
	11.5.0
	Rel‑11
	Deferred ADC rules clarifications
	approved
	F
	11.6.0
	SAPP
	S2

	SP-120250
	23.203
	0701
	5
	11.5.0
	Rel‑11
	Usage monitoring congestion handling clarification
	approved
	F
	11.6.0
	TEI11
	S2

	SP-120241
	23.203
	0702
	7
	11.5.0
	Rel‑11
	Annex P Corrections
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0706
	5
	11.5.0
	Rel‑11
	Clarification of functional description in P.5
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0707
	2
	11.5.0
	Rel‑11
	Addition for the P.6 Functional Entities for NSWO
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0709
	1
	11.5.0
	Rel‑12
	Corrections for TS 23.203.
	revised
	F
	
	BBAI
	S2

	SP-120329
	23.203
	0709
	2
	11.5.0
	Rel‑11
	Corrections for TS 23.203.
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120231
	23.203
	0715
	3
	7.13.0
	Rel‑7
	Clarification of complete PCC rule in deferred rule procedures
	approved
	F
	7.14.0
	PCC
	S2

	SP-120231
	23.203
	0716
	3
	8.13.0
	Rel‑8
	Clarification of complete PCC rule in deferred rule procedures
	approved
	A
	8.14.0
	PCC
	S2

	SP-120231
	23.203
	0717
	3
	9.11.0
	Rel‑9
	Clarification of complete PCC rule in deferred rule procedures
	approved
	A
	9.12.0
	PCC
	S2

	SP-120231
	23.203
	0718
	3
	10.6.0
	Rel‑10
	Clarification of complete PCC rule in deferred rule procedures
	approved
	A
	10.7.0
	PCC
	S2

	SP-120231
	23.203
	0719
	3
	11.5.0
	Rel‑11
	Clarification of complete PCC/ADC rule in deferred rule procedures
	approved
	A
	11.6.0
	PCC
	S2

	SP-120241
	23.203
	0720
	4
	11.5.0
	Rel‑11
	V_PCRF Initiated S9a GW Control Session Termination Correction
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0721
	4
	11.5.0
	Rel‑11
	V-PCRF Discovery and Selection by BPCF
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120243
	23.203
	0723
	1
	11.5.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.6.0
	NWK-PL2IMS
	S2

	SP-120241
	23.203
	0725
	-
	11.5.0
	Rel‑11
	Gx enhancement for trusted S2c access
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0730
	-
	11.5.0
	Rel‑11
	Clarification of with BBERF location in Annex P of TS 23.203
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120244
	23.203
	0732
	1
	11.5.0
	Rel‑11
	Correction of redirection functionality
	approved
	F
	11.6.0
	SAPP
	S2

	SP-120238
	23.203
	0733
	2
	11.5.0
	Rel‑11
	Clean-up for spending limit description
	approved
	F
	11.6.0
	QoS_SSL
	S2

	SP-120241
	23.203
	0736
	2
	11.5.0
	Rel‑11
	Corrections for Gateway control session termination over S9a
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0737
	2
	11.5.0
	Rel‑11
	PCEF and Gx interface function correction and complement
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0739
	1
	11.5.0
	Rel‑11
	Clarification and correction on P.3 and P.4
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120241
	23.203
	0744
	1
	11.5.0
	Rel‑11
	Correction to BBERF-initiated GCS procedure
	approved
	F
	11.6.0
	BBAI
	S2

	SP-120240
	23.204
	0093
	5
	11.1.0
	Rel‑11
	Server to MSISDN-less IMS UE direction in IMS
	approved
	B
	11.2.0
	SIMTC-Reach
	S2

	SP-120245
	23.216
	0238
	2
	11.4.0
	Rel‑11
	vSRVCC - Update of PCRF related functionality
	approved
	F
	11.5.0
	vSRVCC
	S2

	SP-120242
	23.216
	0245
	3
	11.4.0
	Rel‑11
	Clarification of eMPS SRVCC for video
	approved
	C
	11.5.0
	eMPS_SRVCC
	S2

	SP-120248
	23.216
	0265
	1
	11.4.0
	Rel‑11
	rSRVCC with Gn/Gp SGSN
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0266
	2
	11.4.0
	Rel‑11
	Clarification for the anchor MSC Server and DTM/PS HO support
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120245
	23.216
	0271
	1
	11.4.0
	Rel‑11
	Clarification on statement of vSRVCC
	approved
	F
	11.5.0
	vSRVCC
	S2

	SP-120248
	23.216
	0272
	1
	11.4.0
	Rel‑11
	Clarifications on failure scenarios for CS to PS SRVCC
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0273
	2
	11.4.0
	Rel‑11
	Clarifications on prerequisites for CS to PS SRVCC
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0274
	1
	11.4.0
	Rel‑11
	Correction on target SGSN/MME selection
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0275
	5
	11.4.0
	Rel‑11
	Details on the mechanism to provide Serving PS node information to the MSC Server
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0277
	1
	11.4.0
	Rel‑11
	Figure alignment corrections
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120250
	23.216
	0278
	2
	11.4.0
	Rel‑11
	Clarification on TAU after 1xCS SRVCC
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120248
	23.216
	0280
	1
	11.4.0
	Rel‑11
	RSRVCC Signalling Flow Corrections
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0282
	1
	11.4.0
	Rel‑11
	Correction of bearer setup in UTRAN (HSPA)
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120248
	23.216
	0284
	1
	11.4.0
	Rel‑11
	Failure case using Cancel Notification for CS to PS SRVCC
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120250
	23.216
	0285
	1
	11.4.0
	Rel‑11
	Correction to operator policy requirements on setting of SRVCC and vSRVCC Capabilities
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120250
	23.216
	0290
	1
	11.4.0
	Rel‑11
	Impact of radio capabilities and network sharing in target cell selection and handover for SRVCC
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120248
	23.216
	0292
	-
	11.4.0
	Rel‑11
	Clarification on rSRVCC operation possible indication update
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120237
	23.216
	0293
	1
	10.3.0
	Rel‑10
	Clarification on SRVCC session transfer error handling
	approved
	F
	10.4.0
	TEI10
	S2

	SP-120237
	23.216
	0294
	1
	11.4.0
	Rel‑11
	Clarification on SRVCC session transfer error handling
	approved
	A
	11.5.0
	TEI10
	S2

	SP-120248
	23.216
	0296
	-
	11.4.0
	Rel‑11
	UE rSRVCC capablity indication and GERAN/UTRAN functions
	approved
	F
	11.5.0
	rSRVCC
	S2

	CP-120320
	23.218
	0141
	-
	11.2.0
	Rel‑11
	Editorial correction in border control concepts
	approved
	D
	11.3.0
	MRB
	C1

	CP-120307
	23.218
	0143
	-
	11.2.0
	Rel‑11
	Correction of reference to TS 33.328
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120320
	23.218
	0144
	1
	11.2.0
	Rel‑11
	Access to MRB and to MRF resources by entities other than an application server
	approved
	C
	11.3.0
	MRB
	C1

	CP-120316
	23.218
	0145
	3
	11.2.0
	Rel‑11
	Creation of a new functional entity to support application servers in the enterprise
	approved
	B
	11.3.0
	VINE-CT1
	C1

	CP-120320
	23.218
	0146
	1
	11.2.0
	Rel‑11
	Correction of MRF and MRB related interfaces
	approved
	B
	11.3.0
	MRB
	C1

	CP-120320
	23.218
	0147
	-
	11.2.0
	Rel‑11
	MRB to MRB operation
	approved
	B
	11.3.0
	MRB
	C1

	SP-120250
	23.228
	1008
	2
	11.4.0
	Rel‑11
	Support for IMS load balancing and restoration
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120250
	23.228
	1009
	3
	11.4.0
	Rel‑11
	Maximum Number of simultaneous registrations
	approved
	B
	11.5.0
	TEI11
	S2

	SP-120249
	23.228
	1010
	1
	11.4.0
	Rel‑11
	RAVEL corrections
	approved
	F
	11.5.0
	RAVEL
	S2

	SP-120250
	23.228
	1011
	-
	11.4.0
	Rel‑11
	S-CSCF selection
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120243
	23.228
	1012
	-
	11.4.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.5.0
	NWK-PL2IMS
	S2

	SP-120242
	23.237
	0416
	2
	11.4.0
	Rel‑11
	Clarification on eMPS SRVCC
	approved
	C
	11.5.0
	eMPS_SRVCC
	S2

	SP-120250
	23.237
	0426
	2
	11.4.0
	Rel‑11
	Single Radio and Dual Radio clarification
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120248
	23.237
	0427
	3
	11.4.0
	Rel‑11
	Providing rSRVCC capability in IMS layer
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120245
	23.237
	0428
	2
	11.4.0
	Rel‑11
	Clarification on vSRVCC additional call transfer
	approved
	F
	11.5.0
	vSRVCC
	S2

	SP-120248
	23.237
	0429
	-
	11.4.0
	Rel‑11
	ATU-STI alignments and corrections
	approved
	F
	11.5.0
	rSRVCC
	S2

	SP-120253
	23.237
	0431
	1
	11.4.0
	Rel‑12
	Alerting for DRVCC
	approved
	B
	12.0.0
	TEI12
	S2

	SP-120250
	23.237
	0432
	2
	11.4.0
	Rel‑11
	Single Radio and Dual Radio applicability
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120251
	23.251
	0046
	2
	11.1.0
	Rel‑11
	Support for RAN sharing for CSG and hybrid cells
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120237
	23.251
	0051
	2
	11.1.0
	Rel‑11
	SRVCC and Network Sharing
	approved
	A
	11.2.0
	TEI10
	S2

	SP-120237
	23.251
	0052
	2
	10.3.0
	Rel‑10
	SRVCC and Network Sharing
	approved
	F
	10.4.0
	TEI10
	S2

	SP-120251
	23.251
	0053
	2
	11.1.0
	Rel‑11
	EAB overload control from CN to RAN for UTRAN/GERAN in shared networks
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120248
	23.251
	0054
	1
	11.1.0
	Rel‑11
	rSRVCC in network sharing with LTE to CS and back to LTE
	approved
	B
	11.2.0
	rSRVCC
	S2

	SP-120251
	23.251
	0060
	1
	11.1.0
	Rel‑11
	Network Sharing Corrections for SRVCC
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120246
	23.251
	0061
	2
	11.1.0
	Rel‑11
	Corrections for MOCN GERAN
	approved
	F
	11.2.0
	FULL_MOCN-GERAN
	S2

	SP-120251
	23.251
	0062
	2
	11.1.0
	Rel‑11
	GWCN for GERAN
	approved
	B
	11.2.0
	TEI11
	S2

	SP-120252
	23.251
	0063
	3
	11.1.0
	Rel‑11
	SIRIG support in shared networks
	approved
	B
	11.2.0
	SIRIG
	S2

	SP-120246
	23.251
	0064
	1
	11.1.0
	Rel‑11
	Selection of PLMN for the CS Domain in CSFB towards a shared GERAN
	approved
	B
	11.2.0
	FULL_MOCN-GERAN
	S2

	SP-120239
	23.251
	0068
	4
	11.1.0
	Rel‑11
	EAB in shared networks
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120239
	23.272
	0760
	2
	11.0.0
	Rel‑11
	Clarifying the feature definition for SMS in MME
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.272
	0761
	7
	11.0.0
	Rel‑11
	Correction of SMS in MME related Cancellation Processes
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120240
	23.272
	0764
	6
	11.0.0
	Rel‑11
	UE Availability for SMS
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120237
	23.272
	0765
	1
	10.7.0
	Rel‑10
	Handling of SMS over SGs in case of absent LAI
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120237
	23.272
	0766
	1
	11.0.0
	Rel‑11
	Handling of SMS over SGs in case of absent LAI
	approved
	A
	11.1.0
	TEI10
	S2

	SP-120237
	23.272
	0771
	3
	10.7.0
	Rel‑10
	Correction for downlink unreachable due to wrong suspending
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120237
	23.272
	0772
	2
	11.0.0
	Rel‑11
	Correction for downlink unreachable due to wrong suspending
	approved
	A
	11.1.0
	TEI10
	S2

	SP-120232
	23.272
	0790
	2
	8.11.0
	Rel‑8
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	F
	8.12.0
	SAES-CSFB
	S2

	SP-120232
	23.272
	0791
	2
	9.11.0
	Rel‑9
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	A
	9.12.0
	SAES-CSFB
	S2

	SP-120232
	23.272
	0792
	2
	10.7.0
	Rel‑10
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	A
	10.8.0
	SAES-CSFB
	S2

	SP-120232
	23.272
	0793
	2
	11.0.0
	Rel‑11
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	A
	11.1.0
	SAES-CSFB
	S2

	SP-120237
	23.272
	0794
	4
	10.7.0
	Rel‑10
	Partial VLR failure or VLR restart with CSFB and ISR
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120237
	23.272
	0795
	4
	11.0.0
	Rel‑11
	Partial VLR failure or VLR restart with CSFB and ISR
	approved
	A
	11.1.0
	TEI10
	S2

	SP-120246
	23.272
	0797
	1
	11.0.0
	Rel‑11
	Taking UE support/non-support of GERAN network sharing into account in CSFB
	approved
	B
	11.1.0
	FULL_MOCN-GERAN
	S2

	SP-120240
	23.272
	0801
	1
	11.0.0
	Rel‑11
	Update to SMS in MME Architecture reference points
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120251
	23.272
	0822
	1
	11.0.0
	Rel‑11
	Alignment with stage 3 for the condition to deactivate ISR by the SGSN
	approved
	F
	11.1.0
	TEI11
	S2

	SP-120243
	23.292
	0188
	-
	11.2.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.3.0
	NWK-PL2IMS
	S2

	SP-120251
	23.292
	0189
	1
	11.2.0
	Rel‑11
	Correction on CFNRc usage for ICS
	approved
	F
	11.3.0
	TEI11
	S2

	CP-120375
	23.333
	0052
	4
	10.3.0
	Rel‑11
	Multimedia Priority Control of Media Gateway resources
	approved
	B
	11.0.0
	eMPS_Gateway
	C4

	CP-120226
	23.333
	0055
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120239
	23.334
	0015
	3
	11.0.0
	Rel‑11
	Multimedia Priority Control of Media Gateway resources
	approved
	B
	11.1.0
	eMPS_Gateway
	C4

	CP-120226
	23.334
	0017
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120226
	23.334
	0018
	1
	11.0.0
	Rel‑11
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	SP-120236
	23.401
	2298
	3
	11.1.0
	Rel‑11
	Fix wrong statement for the Reporting Action related storage
	approved
	A
	11.2.0
	TEI10
	S2

	SP-120251
	23.401
	2347
	2
	11.1.0
	Rel‑11
	Correction of the wrong description about emergency ARP value
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120243
	23.401
	2351
	1
	11.1.0
	Rel‑11
	Correction of Location Info
	approved
	F
	11.2.0
	NWK-PL2IMS
	S2

	SP-120243
	23.401
	2356
	3
	11.1.0
	Rel‑11
	Correction of Network Provided Location Information Retrieval Procedure without bearer QoS update
	approved
	F
	11.2.0
	NWK-PL2IMS
	S2

	SP-120251
	23.401
	2358
	2
	11.1.0
	Rel‑11
	Local EPS bearer context deactivation at handover
	approved
	F
	11.2.0
	TEI11, SAES
	S2

	SP-120243
	23.401
	2366
	-
	11.1.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.2.0
	NWK-PL2IMS
	S2

	SP-120251
	23.401
	2376
	1
	11.1.0
	Rel‑11
	Guidance on UE Radio Capability Match Procedure
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120236
	23.401
	2378
	2
	10.7.0
	Rel‑10
	Clarification for E-UTRAN Tracking Area Update without S-GW and MME Change
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120236
	23.401
	2379
	3
	11.1.0
	Rel‑11
	Clarification for E-UTRAN Tracking Area Update without S-GW and MME Change
	approved
	A
	11.2.0
	TEI10
	S2

	SP-120235
	23.401
	2388
	1
	10.7.0
	Rel‑10
	Missing Paging Priority for Bearer activation/modification
	approved
	F
	10.8.0
	eMPS
	S2

	SP-120235
	23.401
	2389
	1
	11.1.0
	Rel‑11
	Missing Paging Priority for Bearer activation/modification
	approved
	A
	11.2.0
	eMPS
	S2

	SP-120233
	23.401
	2396
	1
	9.12.0
	Rel‑9
	Re-attach for emergency bearer service
	approved
	F
	9.13.0
	IMS_EMER_GPRS_EPS
	S2

	SP-120233
	23.401
	2397
	1
	10.7.0
	Rel‑10
	Re-attach for emergency bearer service
	approved
	A
	10.8.0
	IMS_EMER_GPRS_EPS
	S2

	SP-120233
	23.401
	2398
	1
	11.1.0
	Rel‑11
	Re-attach for emergency bearer service
	approved
	A
	11.2.0
	IMS_EMER_GPRS_EPS
	S2

	SP-120236
	23.401
	2412
	1
	10.7.0
	Rel‑10
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120239
	23.401
	2421
	2
	11.1.0
	Rel‑11
	EAB indication from MME
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120251
	23.401
	2422
	3
	11.1.0
	Rel‑11
	Clarification on handling of Homogenous Support of IMS Over PS Sessions
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120236
	23.401
	2425
	-
	11.1.0
	Rel‑11
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	A
	11.2.0
	TEI10
	S2

	SP-120236
	23.401
	2426
	-
	10.7.0
	Rel‑10
	Fix wrong statement for the Reporting Action related storage
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120251
	23.402
	1092
	2
	11.2.0
	Rel‑11
	Alignment of PMIP protocol stacks
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120247
	23.402
	1100
	-
	11.2.0
	Rel‑11
	Clarification about non-supported emergency attach for SaMOG
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120247
	23.402
	1101
	1
	11.2.0
	Rel‑11
	Clarifications to EPS bearer identity with GTP based S2a
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120247
	23.402
	1102
	-
	11.2.0
	Rel‑11
	Clarifications for subscription data fetch in SaMOG case
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120247
	23.402
	1103
	-
	11.2.0
	Rel‑11
	Clarifications for PGW Update in SaMOG
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120247
	23.402
	1112
	2
	11.2.0
	Rel‑11
	TWAP for Trusted WLAN AAA Proxy and not for Trusted WLAN AAA Peer
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120243
	23.402
	1113
	-
	11.2.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.3.0
	NWK-PL2IMS
	S2

	SP-120247
	23.402
	1114
	5
	11.2.0
	Rel‑11
	Clarification on Non-Seamless WLAN Offload authorization
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120251
	23.402
	1115
	1
	11.2.0
	Rel‑11
	Clarification for authentication behaviour for eHRPD HO to EPS
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120247
	23.402
	1116
	1
	11.2.0
	Rel‑11
	Bearer model for PDN connectivity with GTP based S2a
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120247
	23.402
	1118
	1
	11.2.0
	Rel‑11
	Clarification of the APN usage if the PMIP-based S5/S8 is deployed.
	approved
	F
	11.3.0
	SaMOG_WLAN
	S2

	SP-120239
	23.682
	0001
	2
	11.0.0
	Rel‑11
	Deletion of the SMS-SC from the SCS related description
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0004
	2
	11.0.0
	Rel‑11
	Removal of unnecessary information in Table 5.3.1-1
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0006
	2
	11.0.0
	Rel‑11
	Overall corrections
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120240
	23.682
	0007
	1
	11.0.0
	Rel‑11
	Missing description of addressing in 23.682
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120239
	23.682
	0009
	2
	11.0.0
	Rel‑11
	Clarifications on Device Triggering
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0011
	2
	11.0.0
	Rel‑11
	Clarification for the reference point between HSS/HLR and MTC-IWF
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120240
	23.682
	0018
	2
	11.0.0
	Rel‑11
	Identifier and addressing usage
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120240
	23.682
	0021
	1
	11.0.0
	Rel‑11
	SIMTC with IP-SM-GW adaption for SMSMI work from Server to MSISDN-less IMS UE direction
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120239
	23.682
	0023
	2
	11.0.0
	Rel‑11
	Corrections of trigger flows
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0025
	2
	11.0.0
	Rel‑11
	External Identifier Usage
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0027
	2
	11.0.0
	Rel‑11
	Corrections to T4 interface requirements
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120239
	23.682
	0028
	2
	11.0.0
	Rel‑11
	Changes to clause 4.4
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120240
	23.682
	0030
	1
	11.0.0
	Rel‑11
	T4 triggering for PS-only IMS UE without MSISDN
	approved
	F
	11.1.0
	SIMTC-Reach
	S2

	SP-120239
	23.682
	0031
	-
	11.0.0
	Rel‑11
	Giving the MTC AAA to HSS/HLR reference point a name
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0032
	3
	11.0.0
	Rel‑11
	Backward compatibility with legacy SMS networks
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120239
	23.682
	0036
	1
	11.0.0
	Rel‑11
	Clarifications on Functionality of Network Elements
	approved
	F
	11.1.0
	SIMTC
	S2

	SP-120337
	23.682
	0040
	2
	11.0.0
	Rel‑11
	External Interface Security
	approved
	C
	11.1.0
	SIMTC
	S2

	SP-120337
	23.682
	0041
	1
	11.0.0
	Rel‑11
	CR to 23.682 on Network based solution for filtering SMS-delivered device trigger messages
	approved
	B
	11.1.0
	SIMTC
	S2

	CP-120309
	24.007
	0094
	2
	10.0.0
	Rel‑11
	Clarify maintenance concept for this specification
	approved
	F
	11.0.0
	TEI11
	C1

	CP-120305
	24.008
	1982
	6
	10.6.1
	Rel‑10
	State verification to avoid state mismatch
	approved
	F
	10.7.0
	aSRVCC
	C1

	CP-120305
	24.008
	1983
	6
	11.2.0
	Rel‑11
	State verification to avoid state mismatch
	approved
	A
	11.3.0
	aSRVCC, vSRVCC-CT
	C1

	CP-120308
	24.008
	2048
	3
	11.2.1
	Rel‑11
	Extension of maximum bitrates in QoS IE
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2062
	2
	11.2.1
	Rel‑11
	Correction of detach procedure collision
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2088
	2
	11.2.1
	Rel‑11
	Traffic flow aggregate description and TFT IE extension
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120315
	24.008
	2089
	7
	11.2.1
	Rel‑11
	SMS-only Support for PS-only Subscription
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120308
	24.008
	2090
	1
	11.2.1
	Rel‑11
	Correction to RAU trigger for the support of terminating access domain selection for voice calls
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2092
	1
	11.2.1
	Rel‑11
	FANR capability indication
	approved
	C
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2093
	-
	11.2.1
	Rel‑11
	Checking T3246 for CS Fallback emergency call
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120312
	24.008
	2094
	1
	11.2.1
	Rel‑11
	Introduction of GERAN network sharing capability
	approved
	B
	11.3.0
	Full_MOCN-GERAN
	C1

	CP-120293
	24.008
	2096
	3
	8.16.0
	Rel‑8
	Additional trigger to GPRS detach and abnormal case handling
	approved
	F
	8.17.0
	SAES-CSFB
	C1

	CP-120293
	24.008
	2097
	3
	9.10.0
	Rel‑9
	Additional trigger to GPRS detach and abnormal case handling
	approved
	A
	9.11.0
	SAES-CSFB
	C1

	CP-120293
	24.008
	2098
	3
	10.6.1
	Rel‑10
	Additional trigger to GPRS detach and abnormal case handling
	approved
	A
	10.7.0
	SAES-CSFB
	C1

	CP-120293
	24.008
	2099
	3
	11.2.1
	Rel‑11
	Additional trigger to GPRS detach and abnormal case handling
	approved
	A
	11.3.0
	SAES-CSFB
	C1

	CP-120308
	24.008
	2102
	5
	11.2.1
	Rel‑11
	Application of ESM backoff Timer when UE received ESM cause #50 or #51(Alt.3)
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2104
	3
	11.2.1
	Rel‑11
	Addition of SM-backoff timer handling for NW initiated PDN connectivity deactivation
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2106
	-
	11.2.1
	Rel‑11
	Correction to incomplete title of reference
	approved
	D
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2107
	1
	11.2.1
	Rel‑11
	Handling of the Local Emergency Numbers List
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120302
	24.008
	2108
	4
	10.6.1
	Rel‑10
	Trigger to Location Update procedure due to Manual PLMN selection when T3346 timer is running.
	approved
	F
	10.7.0
	NIMTC
	C1

	CP-120302
	24.008
	2109
	4
	11.2.1
	Rel‑11
	Trigger to Location Update procedure due to Manual PLMN selection when T3346 timer is running.
	approved
	A
	11.3.0
	NIMTC
	C1

	CP-120308
	24.008
	2112
	1
	11.2.1
	Rel‑11
	Clarification to the GMM cause #9
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2113
	1
	11.2.1
	Rel‑11
	Clarification to the description of GPRS UPDATE Status
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120315
	24.008
	2115
	1
	11.2.1
	Rel‑11
	Extended access barring not applicable for MT, AC11-15
	approved
	B
	11.3.0
	SIMTC-RAN_OC
	C1

	CP-120318
	24.008
	2116
	3
	11.2.1
	Rel‑11
	ISR deactivation and RAU/combined RAU in connected mode mobility from E-UTRAN to GERAN
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120308
	24.008
	2118
	3
	11.2.1
	Rel‑11
	Use of existing PS signalling connection for uplink signalling
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120313
	24.008
	2119
	2
	11.2.1
	Rel‑11
	Outstanding NAS Modifications as a result of vSRVCC handover
	approved
	F
	11.3.0
	vSRVCC-CT
	C1

	CP-120296
	24.008
	2123
	1
	9.10.0
	Rel‑9
	Corrections to Alternative EFTA multislot class field
	approved
	F
	9.11.0
	TEI9
	C1

	CP-120296
	24.008
	2124
	1
	10.6.1
	Rel‑10
	Corrections to Alternative EFTA multislot class field
	approved
	A
	10.7.0
	TEI9
	C1

	CP-120296
	24.008
	2125
	1
	11.2.1
	Rel‑11
	Corrections to Alternative EFTA multislot class field
	approved
	A
	11.3.0
	TEI9
	C1

	CP-120317
	24.008
	2126
	-
	11.2.1
	Rel‑11
	Request for call clearing from upper layer after CS to PS handover
	approved
	F
	11.3.0
	rSRVCC-CT
	C1

	CP-120313
	24.008
	2128
	2
	11.2.1
	Rel‑11
	Mobility management procedures for IMS voice terminations
	approved
	F
	11.3.0
	vSRVCC-CT
	C1

	CP-120315
	24.008
	2129
	2
	11.2.1
	Rel‑11
	"SMS only" definition
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120315
	24.008
	2130
	5
	11.2.1
	Rel‑11
	"Combined procedures for ""SMS only"""
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120315
	24.008
	2131
	3
	11.2.1
	Rel‑11
	Cause value for PS-only
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120315
	24.008
	2132
	4
	11.2.1
	Rel‑11
	SMS supported indication
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120315
	24.008
	2133
	4
	11.2.1
	Rel‑11
	"GPRS MS behavior for ""SMS only"""
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120302
	24.008
	2134
	1
	10.6.1
	Rel‑10
	Abnormal cases when Extended Wait Time is received
	approved
	F
	10.7.0
	NIMTC
	C1

	CP-120302
	24.008
	2135
	1
	11.2.1
	Rel‑11
	Abnormal cases when Extended Wait Time is received
	approved
	A
	11.3.0
	NIMTC
	C1

	CP-120308
	24.008
	2139
	-
	11.2.1
	Rel‑11
	Alignment of disconnecting PDN connection
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2140
	4
	11.2.1
	Rel‑11
	Correction of APN based congestion control
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120302
	24.008
	2141
	2
	11.2.1
	Rel‑11
	Correction of high priority user
	approved
	A
	11.3.0
	NIMTC
	C1

	CP-120318
	24.008
	2143
	1
	11.2.1
	Rel‑11
	Clarification on the EPS re-use of the Traffic Flow Template IE format
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120308
	24.008
	2144
	2
	11.2.1
	Rel‑11
	PDP context for emergency call
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	24.008
	2145
	3
	11.2.1
	Rel‑11
	Gs Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120317
	24.008
	2147
	2
	11.2.1
	Rel‑11
	Providing UE's PS Domain Registration Info to MSC for rSRVCC
	approved
	C
	11.3.0
	rSRVCC-CT
	C1

	CP-120308
	24.008
	2150
	1
	11.2.1
	Rel‑11
	Timer of mobility management in MM state 9
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120302
	24.008
	2156
	1
	10.6.1
	Rel‑10
	Correction of high priority user
	approved
	F
	10.7.0
	NIMTC
	C1

	CP-120308
	24.008
	2157
	1
	11.2.1
	Rel‑11
	Allowing MS with AC 11-15 to access the network when T3396 is running
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2160
	1
	11.2.1
	Rel‑11
	Improvement in the definition of cause codes
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120315
	24.008
	2161
	2
	11.2.1
	Rel‑11
	SM Timer handling for dual priority requirement
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120309
	24.008
	2163
	1
	11.2.1
	Rel‑11
	Restatement of detach and re-attach upon end of attached for emergency bearer service - 24.008
	approved
	F
	11.3.0
	TEI11, IMS_EMER_GPRS_EPS
	C1

	CP-120315
	24.008
	2169
	2
	11.2.1
	Rel‑11
	MM timer handling for dual priority requirement
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120302
	24.008
	2171
	1
	10.6.1
	Rel‑10
	Back-off timer handling in connected mode mobility/GERAN
	approved
	F
	10.7.0
	NIMTC
	C1

	CP-120302
	24.008
	2172
	1
	11.2.1
	Rel‑11
	Back-off timer handling in connected mode mobility/GERAN
	approved
	A
	11.3.0
	NIMTC
	C1

	CP-120308
	24.008
	2174
	1
	11.2.1
	Rel‑11
	Correction on behavior of MS configured for AC 11-15
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120315
	24.008
	2175
	2
	11.2.1
	Rel‑11
	Handling of NAS signalling low priority overriding indication
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120308
	24.008
	2176
	1
	11.2.1
	Rel‑11
	New SM cause codes
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.008
	2178
	1
	11.2.1
	Rel‑11
	Capability indication for Immediate Packet Assignment
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120315
	24.011
	0038
	4
	10.0.0
	Rel‑11
	Support of point to point direct SMS service via the MME
	approved
	B
	11.0.0
	SIMTC-PS_Only, SAES2-CSFB
	C1

	CP-120315
	24.011
	0039
	4
	10.0.0
	Rel‑11
	MME CM-Layer SDL description when SMS in MME is used
	approved
	B
	11.0.0
	SIMTC-PS_Only, SAES2-CSFB
	C1

	CP-120315
	24.011
	0040
	5
	10.0.0
	Rel‑11
	Transfer of SMS between the UE and the MME
	approved
	B
	11.0.0
	SIMTC-PS_Only, SAES2-CSFB
	C1

	CP-120309
	24.011
	0041
	1
	10.0.0
	Rel‑11
	Missing CM-Layer SDL description on UE side for supporting SMS over SGs
	approved
	B
	11.0.0
	TEI11
	C1

	CP-120321
	24.109
	0047
	1
	10.1.0
	Rel‑11
	GBA_Digest procedures for 24.109
	approved
	B
	11.0.0
	GBA-ext-St3
	C1

	CP-120307
	24.109
	0048
	1
	10.1.0
	Rel‑11
	Correct TLS version
	approved
	C
	11.0.0
	TEI11
	C1

	CP-120298
	24.183
	0034
	1
	9.5.0
	Rel‑9
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	F
	9.6.0
	CRS
	C1

	CP-120298
	24.183
	0035
	1
	10.2.0
	Rel‑10
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	A
	10.3.0
	CRS
	C1

	CP-120298
	24.183
	0036
	1
	11.0.0
	Rel‑11
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	A
	11.1.0
	CRS
	C1

	CP-120299
	24.229
	3894
	2
	9.11.0
	Rel‑9
	Reference update for MIKEY_TICKET RFC
	approved
	F
	9.12.0
	MEDIASEC_CORE
	C1

	CP-120299
	24.229
	3895
	2
	10.7.0
	Rel‑10
	Reference update for MIKEY_TICKET RFC
	approved
	A
	10.8.0
	MEDIASEC_CORE
	C1

	CP-120299
	24.229
	3896
	2
	11.3.0
	Rel‑11
	Reference update for MIKEY_TICKET RFC
	approved
	A
	11.4.0
	MEDIASEC_CORE
	C1

	CP-120314
	24.229
	3904
	6
	11.3.0
	Rel‑11
	P-Served-User and session case
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120307
	24.229
	3946
	2
	11.3.0
	Rel‑11
	P-CSCF releasing the session when resource is lost
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120307
	24.229
	3952
	8
	11.3.0
	Rel‑11
	Correcting procedure for propagating service profile update to the UE
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120324
	24.229
	3971
	6
	11.3.0
	Rel‑11
	Addition of the transit and roaming function
	approved
	B
	11.4.0
	RAVEL-CT
	C1

	CP-120323
	24.229
	3975
	4
	11.3.0
	Rel‑11
	PANI header support of network provided location information
	approved
	B
	11.4.0
	NWK-PL2IMS-CT
	C1

	CP-120323
	24.229
	3976
	4
	11.3.0
	Rel‑11
	Distribution of location information- AS procedures
	approved
	B
	11.4.0
	NWK-PL2IMS-CT
	C1

	CP-120289
	24.229
	3979
	-
	7.27.0
	Rel‑7
	Correction on SDP Profile Status
	approved
	F
	7.28.0
	IMSProtoc
	C1

	CP-120289
	24.229
	3980
	-
	8.19.0
	Rel‑8
	Correction on SDP Profile Status
	approved
	A
	8.20.0
	IMSProtoc
	C1

	CP-120289
	24.229
	3981
	-
	9.11.0
	Rel‑9
	Correction on SDP Profile Status
	approved
	A
	9.12.0
	IMSProtoc
	C1

	CP-120289
	24.229
	3982
	-
	10.7.0
	Rel‑10
	Correction on SDP Profile Status
	approved
	A
	10.8.0
	IMSProtoc
	C1

	CP-120289
	24.229
	3983
	-
	11.3.0
	Rel‑11
	Correction on SDP Profile Status
	approved
	A
	11.4.0
	IMSProtoc
	C1

	CP-120314
	24.229
	3984
	1
	11.3.0
	Rel‑11
	Editorial correction on SDP Profile Status
	approved
	D
	11.4.0
	IMSProtoc5
	C1

	CP-120286
	24.229
	3985
	-
	7.27.0
	Rel‑7
	GRUU: S-CSCF URI matching
	approved
	F
	7.28.0
	GRUU
	C1

	CP-120286
	24.229
	3986
	-
	8.19.0
	Rel‑8
	GRUU: S-CSCF URI matching
	approved
	A
	8.20.0
	GRUU
	C1

	CP-120286
	24.229
	3987
	-
	9.11.0
	Rel‑9
	GRUU: S-CSCF URI matching
	approved
	A
	9.12.0
	GRUU
	C1

	CP-120286
	24.229
	3988
	-
	10.7.0
	Rel‑10
	GRUU: S-CSCF URI matching
	approved
	A
	10.8.0
	GRUU
	C1

	CP-120286
	24.229
	3989
	-
	11.3.0
	Rel‑11
	GRUU: S-CSCF URI matching
	approved
	A
	11.4.0
	GRUU
	C1

	CP-120284
	24.229
	3990
	1
	8.19.0
	Rel‑8
	Reference update: draft-salud-alert-info-urns
	approved
	F
	8.20.0
	CW_IMS
	C1

	CP-120284
	24.229
	3991
	1
	9.11.0
	Rel‑9
	Reference update: draft-salud-alert-info-urns
	approved
	A
	9.12.0
	CW_IMS
	C1

	CP-120284
	24.229
	3992
	1
	10.7.0
	Rel‑10
	Reference update: draft-salud-alert-info-urns
	approved
	A
	10.8.0
	CW_IMS
	C1

	CP-120284
	24.229
	3993
	1
	11.3.0
	Rel‑11
	Reference update: draft-salud-alert-info-urns
	approved
	A
	11.4.0
	CW_IMS
	C1

	CP-120307
	24.229
	3997
	2
	11.3.0
	Rel‑11
	Restoration procedures missing in entry IBCF
	approved
	F
	11.4.0
	TEI11, IMS_RP
	C1

	CP-120306
	24.229
	3998
	2
	11.3.0
	Rel‑11
	Missing emergency call procedure in S-CSCF
	approved
	A
	11.4.0
	IESE
	C1

	CP-120324
	24.229
	4000
	6
	11.3.0
	Rel‑11
	Loopback routeing
	approved
	B
	11.4.0
	RAVEL-CT
	C1

	CP-120322
	24.229
	4005
	1
	11.3.0
	Rel‑11
	Removal of EN regarding PUI format
	approved
	B
	11.4.0
	GINI
	C1

	CP-120303
	24.229
	4010
	-
	10.7.0
	Rel‑10
	Correcting implementation error, dai parameter
	approved
	F
	10.8.0
	TEI10
	C1

	CP-120303
	24.229
	4011
	-
	11.3.0
	Rel‑11
	Correcting implementation error, dai parameter
	approved
	A
	11.4.0
	TEI10
	C1

	CP-120307
	24.229
	4012
	-
	11.3.0
	Rel‑11
	E-CSCF handling of PAI in responses
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120307
	24.229
	4013
	-
	11.3.0
	Rel‑11
	Editorial corrections to 24.229
	approved
	D
	11.4.0
	TEI11
	C1

	CP-120314
	24.229
	4018
	1
	11.3.0
	Rel‑11
	Correcting incorrect references in P-CSCF procedures when emergency call failure occurs
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120314
	24.229
	4019
	7
	11.3.0
	Rel‑11
	Correcting IBCF and profile tables for use of 3GPP IM CN subsystem XML body in restoration procedures
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120322
	24.229
	4020
	7
	11.3.0
	Rel‑11
	Addition of GRUU procedures for RFC6140 procedures
	approved
	B
	11.4.0
	GINI
	C1

	CP-120286
	24.229
	4021
	1
	7.27.0
	Rel‑7
	Correcting contradictory statements regarding GRUU handling by IBCF
	approved
	F
	7.28.0
	GRUU
	C1

	CP-120286
	24.229
	4022
	1
	8.19.0
	Rel‑8
	Correcting contradictory statements regarding GRUU handling by IBCF
	approved
	A
	8.20.0
	GRUU
	C1

	CP-120286
	24.229
	4023
	1
	9.11.0
	Rel‑9
	Correcting contradictory statements regarding GRUU handling by IBCF
	approved
	A
	9.12.0
	GRUU
	C1

	CP-120286
	24.229
	4024
	1
	10.7.0
	Rel‑10
	Correcting contradictory statements regarding GRUU handling by IBCF
	approved
	A
	10.8.0
	GRUU
	C1

	CP-120286
	24.229
	4025
	1
	11.3.0
	Rel‑11
	Correcting contradictory statements regarding GRUU handling by IBCF
	approved
	A
	11.4.0
	GRUU
	C1

	CP-120314
	24.229
	4026
	2
	11.3.0
	Rel‑11
	Transparent passing of contact feature tags by B2BUA AS
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120307
	24.229
	4027
	1
	11.3.0
	Rel‑11
	Use of Contact Parameters in a 3XX Response from an LRF
	approved
	B
	11.4.0
	TEI11
	C1

	CP-120306
	24.229
	4028
	-
	10.7.0
	Rel‑10
	Missing emergency call procedure in S-CSCF
	approved
	F
	10.8.0
	IESE
	C1

	CP-120301
	24.229
	4029
	1
	10.7.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.8.0
	ECSRA_LAA-CN
	C1

	CP-120301
	24.229
	4030
	1
	11.3.0
	Rel‑11
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	A
	11.4.0
	ECSRA_LAA-CN
	C1

	CP-120422
	24.229
	4031
	-
	11.3.0
	Rel‑11
	Update to reference titles in TS 24.229
	revised
	D
	
	IMSProtoc5
	C1

	CP-120307
	24.229
	4031
	-
	11.3.0
	Rel‑11
	Update to reference titles in TS 24.229
	revised
	F
	
	TEI11
	C1

	CP-120427
	24.229
	4031
	2
	11.3.0
	Rel‑11
	Update to reference titles in TS 24.229
	approved
	D
	11.4.0
	IMSProtoc5
	C1

	CP-120314
	24.229
	4032
	1
	11.3.0
	Rel‑11
	Transparency to GRUU of B2BUA AS
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120314
	24.229
	4033
	2
	11.3.0
	Rel‑11
	Addressing potential abuse of 3xx responses
	approved
	B
	11.4.0
	IMSProtoc5
	C1

	CP-120303
	24.229
	4037
	2
	10.7.0
	Rel‑10
	Correcting ambiguity in restoration procedures definitions
	approved
	F
	10.8.0
	TEI10
	C1

	CP-120303
	24.229
	4038
	2
	11.3.0
	Rel‑11
	Correcting ambiguity in restoration procedures definitions
	approved
	A
	11.4.0
	TEI10
	C1

	CP-120307
	24.229
	4041
	1
	11.3.0
	Rel‑11
	Adding the related-icid in charging overview
	approved
	B
	11.4.0
	TEI11
	C1

	CP-120295
	24.229
	4042
	-
	8.19.0
	Rel‑8
	Updating of UUS references
	approved
	F
	8.20.0
	UUSIW
	C1

	CP-120295
	24.229
	4043
	-
	9.11.1
	Rel‑9
	Updating of UUS references
	approved
	A
	9.12.0
	UUSIW
	C1

	CP-120295
	24.229
	4044
	-
	10.7.0
	Rel‑10
	Updating of UUS references
	approved
	A
	10.8.0
	UUSIW
	C1

	CP-120295
	24.229
	4045
	-
	11.3.0
	Rel‑11
	Updating of UUS references
	approved
	A
	11.4.0
	UUSIW
	C1

	CP-120292
	24.229
	4046
	-
	8.19.0
	Rel‑8
	IETF reference update (mixer-control)
	approved
	F
	8.20.0
	MRFC_TS
	C1

	CP-120292
	24.229
	4047
	-
	9.11.1
	Rel‑9
	IETF reference update (mixer-control)
	approved
	A
	9.12.0
	MRFC_TS
	C1

	CP-120292
	24.229
	4048
	-
	10.7.0
	Rel‑10
	IETF reference update (mixer-control)
	approved
	A
	10.8.0
	MRFC_TS
	C1

	CP-120292
	24.229
	4049
	-
	11.3.0
	Rel‑11
	IETF reference update (mixer-control)
	approved
	A
	11.4.0
	MRFC_TS
	C1

	CP-120290
	24.229
	4056
	1
	8.19.0
	Rel‑8
	Correction on profile of REFER request
	approved
	F
	8.20.0
	IMSProtoc2
	C1

	CP-120290
	24.229
	4057
	1
	10.7.0
	Rel‑10
	Correction on profile of REFER request
	approved
	A
	10.8.0
	IMSProtoc2
	C1

	CP-120290
	24.229
	4058
	1
	11.3.0
	Rel‑11
	Correction on profile of REFER request
	approved
	A
	11.4.0
	IMSProtoc2
	C1

	CP-120314
	24.229
	4059
	-
	11.3.0
	Rel‑11
	Contact header field parameter values
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120314
	24.229
	4064
	1
	11.3.0
	Rel‑11
	Adding 3gpp body xml schema to archive
	approved
	D
	11.4.0
	IMSProtoc5
	C1

	CP-120314
	24.229
	4069
	3
	11.3.0
	Rel‑11
	New technology annex when using the EPC via WLAN to access IM CN subsystem
	approved
	F
	11.4.0
	IMSProtoc5, SAES2
	C1

	CP-120290
	24.229
	4071
	-
	8.19.0
	Rel‑8
	Handling of EN relating to granularity of access class
	approved
	F
	8.20.0
	IMSProtoc2
	C1

	CP-120290
	24.229
	4072
	-
	9.11.1
	Rel‑9
	Handling of EN relating to granularity of access class
	approved
	A
	9.12.0
	IMSProtoc2
	C1

	CP-120290
	24.229
	4073
	-
	10.7.0
	Rel‑10
	Handling of EN relating to granularity of access class
	approved
	A
	10.8.0
	IMSProtoc2
	C1

	CP-120290
	24.229
	4074
	-
	11.3.0
	Rel‑11
	Handling of EN relating to granularity of access class
	approved
	A
	11.4.0
	IMSProtoc2
	C1

	CP-120314
	24.229
	4075
	2
	11.3.0
	Rel‑11
	Provision of access-type values in the P-CSCF, and Support of network location reporting for IMS functionality over GxGxx interfaces
	approved
	F
	11.4.0
	IMSProtoc5, NWK-PL2IMS-CT
	C1

	CP-120314
	24.229
	4076
	2
	11.3.0
	Rel‑11
	Correction to the technology annex when using I-WLAN to access IM CN subsystem
	approved
	F
	11.4.0
	IMSProtoc5
	C1

	CP-120314
	24.229
	4077
	-
	11.3.0
	Rel‑11
	P-CSCF handling UE port along with IP address during registration
	approved
	C
	11.4.0
	IMSProtoc5
	C1

	CP-120307
	24.229
	4079
	2
	11.3.0
	Rel‑11
	Use of Contact Parameters in a 3XX Response from an LRF
	approved
	B
	11.4.0
	TEI11
	C1

	CP-120309
	24.234
	0110
	1
	11.2.0
	Rel‑11
	NAI used for authentication
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	24.234
	0111
	2
	11.2.0
	Rel‑11
	Correction on network selection procedure
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120326
	24.235
	0003
	1
	11.0.0
	Rel‑11
	Corrections and editorial cleanup
	approved
	F
	11.1.0
	FoWF
	C1

	CP-120305
	24.237
	0607
	5
	10.6.0
	Rel‑10
	MSC server state verification procedure solving an EN
	approved
	F
	10.7.0
	aSRVCC
	C1

	CP-120305
	24.237
	0608
	5
	11.2.1
	Rel‑11
	MSC server state verification procedure solving an EN
	approved
	A
	11.3.0
	aSRVCC, vSRVCC-CT
	C1

	CP-120307
	24.237
	0657
	-
	11.2.0
	Rel‑11
	URIs for PS to CS SRVCC
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120317
	24.237
	0658
	-
	11.2.0
	Rel‑11
	CS to PS SRVCC - additional URIs of network entities
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0659
	-
	11.2.0
	Rel‑11
	ATU-STI for CS to PS SRVCC
	approved
	F
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0661
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - PS registration
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0662
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - originating call
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0663
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - terminating call
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0664
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC, ATGW-anchored element
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0665
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - access transfer - MSC server procedures
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0666
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - access transfer - ATCF procedures
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0667
	2
	11.2.0
	Rel‑11
	CS to PS SRVCC - access transfer - SC UE procedures
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0668
	2
	11.2.0
	Rel‑11
	CS to PS SRVCC - access transfer - SCC AS procedures
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0672
	1
	11.2.0
	Rel‑11
	Address the Editor's Note in the flows of rSRVCC without CS media anchored in ATGW
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0673
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - access transfer - MSC server procedures when media is not anchored in ATGW
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0674
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - access transfer - ATCF procedures when media is not anchored in ATGW
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120305
	24.237
	0675
	-
	10.6.0
	Rel‑10
	Incorrect header field for media feature tags
	approved
	F
	10.7.0
	aSRVCC
	C1

	CP-120305
	24.237
	0676
	-
	11.2.0
	Rel‑11
	Incorrect header field for media feature tags
	approved
	A
	11.3.0
	aSRVCC
	C1

	CP-120317
	24.237
	0677
	4
	11.2.0
	Rel‑11
	CS to PS SRVCC - enhancements of PS to CS SRVCC
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0678
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - transaction identifier
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0679
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - flows - transaction identifier
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120304
	24.237
	0680
	1
	10.6.0
	Rel‑10
	Path header set by ATCF
	approved
	F
	10.7.0
	eSRVCC
	C1

	CP-120304
	24.237
	0681
	1
	11.2.0
	Rel‑11
	Path header set by ATCF
	approved
	A
	11.3.0
	eSRVCC
	C1

	CP-120307
	24.237
	0682
	1
	11.2.0
	Rel‑11
	MSC server registration when the access transfer is unsuccessful
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120317
	24.237
	0689
	2
	11.2.0
	Rel‑11
	Definition of feature tag cs to ps SRVCC in alerting phase
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0690
	3
	11.2.0
	Rel‑11
	Addition of UE capability for CS to PS SRVCC in alerting phase to PS registration
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0691
	2
	11.2.0
	Rel‑11
	Addition of capability for CS to PS SRVCC in alerting phase to CS registration
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120317
	24.237
	0692
	3
	11.2.0
	Rel‑11
	Definition of XML schema for indicating support of CS to PS SRVCC in alerting phase
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120297
	24.237
	0697
	1
	9.10.0
	Rel‑9
	Pay Load type correction - Additional sessions SRVCC
	approved
	F
	9.11.0
	IMS_SCC-SPI
	C1

	CP-120297
	24.237
	0698
	1
	10.6.0
	Rel‑10
	Pay Load type correction - Additional sessions SRVCC
	approved
	A
	10.7.0
	IMS_SCC-SPI
	C1

	CP-120297
	24.237
	0699
	1
	11.2.0
	Rel‑11
	Pay Load type correction - Additional sessions SRVCC
	approved
	A
	11.3.0
	IMS_SCC-SPI
	C1

	CP-120304
	24.237
	0700
	-
	10.6.0
	Rel‑10
	Pay Load type correction Single (Held or Alerting) session SRVCC
	revised
	F
	
	eSRVCC
	C1

	CP-120411
	24.237
	0700
	1
	10.6.0
	Rel‑10
	Pay Load type correction - Single (Held or Alerting) session SRVCC
	approved
	F
	10.7.0
	eSRVCC
	C1

	CP-120304
	24.237
	0701
	-
	11.2.0
	Rel‑11
	Pay Load type correction Single (Held or Alerting) session SRVCC
	approved
	A
	11.3.0
	eSRVCC
	C1

	CP-120304
	24.237
	0702
	1
	10.6.0
	Rel‑10
	Removing one EN about charging and ATCF
	approved
	F
	10.7.0
	eSRVCC
	C1

	CP-120304
	24.237
	0703
	1
	11.2.0
	Rel‑11
	Removing one EN about charging and ATCF
	approved
	A
	11.3.0
	eSRVCC
	C1

	CP-120288
	24.237
	0704
	3
	8.10.0
	Rel‑8
	Payload type correction - media interworking
	approved
	F
	8.11.0
	IMS-Cont
	C1

	CP-120288
	24.237
	0705
	3
	9.10.0
	Rel‑9
	Payload type correction - media interworking
	approved
	A
	9.11.0
	IMS-Cont
	C1

	CP-120288
	24.237
	0706
	3
	10.6.0
	Rel‑10
	Payload type correction - media interworking
	approved
	A
	10.7.0
	IMS-Cont
	C1

	CP-120288
	24.237
	0707
	3
	11.2.0
	Rel‑11
	Payload type correction - media interworking
	approved
	A
	11.3.0
	IMS-Cont
	C1

	CP-120317
	24.237
	0708
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC - CS registration
	approved
	B
	11.3.0
	rSRVCC-CT
	C1

	CP-120307
	24.237
	0709
	2
	11.2.0
	Rel‑11
	Signalling flows of eSRVCC in case of roaming
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120307
	24.237
	0710
	-
	11.2.0
	Rel‑11
	specification clean up
	approved
	D
	11.3.0
	TEI11
	C1

	CP-120316
	24.237
	0711
	1
	11.2.0
	Rel‑11
	Service continuity and support of enterprises
	approved
	B
	11.3.0
	VINE-CT1
	C1

	CP-120307
	24.238
	0008
	2
	10.0.0
	Rel‑11
	Correction to URI included in Request URI of SIP INVITE
	approved
	F
	11.0.0
	TEI11
	C1

	CP-120287
	24.292
	0212
	1
	8.12.0
	Rel‑8
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	F
	8.13.0
	ICSRA
	C1

	CP-120287
	24.292
	0213
	1
	9.10.0
	Rel‑9
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	A
	9.11.0
	ICSRA
	C1

	CP-120287
	24.292
	0214
	1
	10.6.0
	Rel‑10
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	A
	10.7.0
	ICSRA
	C1

	CP-120287
	24.292
	0215
	1
	11.0.0
	Rel‑11
	Reference update: draft-liess-dispatch-alert-info-urns
	approved
	A
	11.1.0
	ICSRA
	C1

	CP-120307
	24.292
	0216
	-
	11.0.0
	Rel‑11
	MSC server and deregistration using temporay IMPU
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120307
	24.292
	0217
	-
	11.0.0
	Rel‑11
	Addition of CFNRc
	approved
	B
	11.1.0
	TEI11
	C1

	CP-120287
	24.292
	0218
	3
	8.12.0
	Rel‑8
	Updating Internet Draft references used by ICS
	approved
	F
	8.13.0
	ICSRA
	C1

	CP-120287
	24.292
	0219
	3
	9.10.0
	Rel‑9
	Updating Internet Draft references used by ICS
	approved
	A
	9.11.0
	ICSRA
	C1

	CP-120287
	24.292
	0220
	3
	10.6.0
	Rel‑10
	Updating Internet Draft references used by ICS
	approved
	A
	10.7.0
	ICSRA
	C1

	CP-120287
	24.292
	0221
	3
	11.0.0
	Rel‑11
	Updating Internet Draft references used by ICS
	approved
	A
	11.1.0
	ICSRA
	C1

	CP-120308
	24.301
	1331
	1
	11.2.1
	Rel‑11
	Inclusion of T3246 condition when reselecting to CS due to Service Reject cause #22
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1350
	2
	11.2.1
	Rel‑11
	Correction of detach procedure collision
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1373
	2
	11.2.1
	Rel‑11
	Extension of maximum bitrates in EPS QoS IE
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1376
	2
	11.2.1
	Rel‑11
	Traffic flow aggregate description and TFT IE extension
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120315
	24.301
	1377
	4
	11.2.1
	Rel‑11
	Support of SMS in MME for PS-only Subscription
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120318
	24.301
	1378
	1
	11.2.1
	Rel‑11
	Replay of NONCE_UE
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120308
	24.301
	1379
	1
	11.2.1
	Rel‑11
	Miscellaneous corrections to authentication when PDN connection for emergency is (or is being) established
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1380
	1
	11.2.1
	Rel‑11
	Correction to TAU trigger for the support of terminating access domain selection for voice calls
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120318
	24.301
	1382
	5
	11.2.1
	Rel‑11
	EUTRAN disabling correction
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120296
	24.301
	1383
	1
	9.9.0
	Rel‑9
	Ensuring add filter resource modification targets a single traffic flow aggregate
	approved
	F
	9.10.0
	TEI9
	C1

	CP-120296
	24.301
	1384
	1
	10.6.1
	Rel‑10
	Ensuring add filter resource modification targets a single traffic flow aggregate
	approved
	A
	10.7.0
	TEI9
	C1

	CP-120296
	24.301
	1385
	1
	11.2.1
	Rel‑11
	Ensuring add filter resource modification targets a single traffic flow aggregate
	approved
	A
	11.3.0
	TEI9
	C1

	CP-120318
	24.301
	1390
	-
	11.2.1
	Rel‑11
	Correction of the error handling for notification messages
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120318
	24.301
	1391
	6
	11.2.1
	Rel‑11
	Introduction of LTE Enable Timer
	approved
	B
	11.3.0
	SAES2-CSFB
	C1

	CP-120308
	24.301
	1394
	4
	11.2.1
	Rel‑11
	Application of ESM backoff Timer when UE received ESM cause #50 or #51(Alt.3)
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1396
	4
	11.2.1
	Rel‑11
	Addition of SM-backoff timer handling for NW initiated PDN connectivity deactivation
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120318
	24.301
	1398
	1
	11.2.1
	Rel‑11
	Corrections to 24.301
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120308
	24.301
	1399
	1
	11.2.1
	Rel‑11
	Clarification on description of triggering UE to enter EMM-DEREGISTERED state
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1401
	1
	11.2.1
	Rel‑11
	Handling of the Local Emergency Numbers List
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120315
	24.301
	1404
	1
	11.2.1
	Rel‑11
	Extended access barring not applicable for MT
	approved
	B
	11.3.0
	SIMTC-RAN_OC
	C1

	CP-120318
	24.301
	1405
	1
	11.2.1
	Rel‑11
	ISR deactivation and TAU/combined TAU in connected mode mobility from GERAN to E-UTRAN
	approved
	F
	11.3.0
	SAES2, SAES2-CSFB
	C1

	CP-120318
	24.301
	1406
	-
	11.2.1
	Rel‑11
	"Clarification of the inclusion of ""EPS bearer context status IE"" in ESR."
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120308
	24.301
	1407
	3
	11.2.1
	Rel‑11
	Use of existing NAS signalling connection for uplink signalling
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120302
	24.301
	1408
	1
	10.6.1
	Rel‑10
	Abnormal cases when Extended Wait Time is received
	approved
	F
	10.7.0
	NIMTC
	C1

	CP-120302
	24.301
	1409
	1
	11.2.1
	Rel‑11
	Abnormal cases when Extended Wait Time is received
	approved
	A
	11.3.0
	NIMTC
	C1

	CP-120318
	24.301
	1413
	4
	11.2.1
	Rel‑11
	Enhancements on local release of NAS signalling connection
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120318
	24.301
	1416
	4
	11.2.1
	Rel‑11
	E-UTRAN capability disable for CS/PS mode 2 UE
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120318
	24.301
	1417
	2
	11.2.1
	Rel‑11
	Release of NAS signalling connection before selecting to 2G or 3G
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120318
	24.301
	1418
	1
	11.2.1
	Rel‑11
	Congestion control for 1xCS fallback emergency call
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120318
	24.301
	1419
	1
	11.2.1
	Rel‑11
	Allowing emergency CSFB when network is congested
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120318
	24.301
	1421
	-
	11.2.1
	Rel‑11
	Correction on IE names and IE reference
	approved
	F
	11.3.0
	SAES2, SAES2-CSFB
	C1

	CP-120308
	24.301
	1422
	1
	11.2.1
	Rel‑11
	Handling of the ePLMN list on receipt of #14
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120318
	24.301
	1423
	-
	11.2.1
	Rel‑11
	Setting of the Update status for a UE which is IMSI attached for non-EPS services
	approved
	F
	11.3.0
	SAES2, SAES2-CSFB
	C1

	CP-120308
	24.301
	1427
	-
	11.2.1
	Rel‑11
	Alignment of disconnecting PDN connection
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1428
	3
	11.2.1
	Rel‑11
	Correction of APN based congestion control
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1429
	-
	11.2.1
	Rel‑11
	Correction of high priority user
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1430
	-
	11.2.1
	Rel‑11
	Comparison of replayed UE security capabilities
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1431
	3
	11.2.1
	Rel‑11
	Handling the maximum number of active EPS bearer contexts
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	24.301
	1432
	2
	11.2.1
	Rel‑11
	SGs Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120308
	24.301
	1433
	-
	11.2.1
	Rel‑11
	Update to PCC related reference
	rejected
	F
	
	TEI11
	C1

	CP-120318
	24.301
	1440
	1
	11.2.1
	Rel‑11
	Clarification on the MS Network Capability IE of E-UTRAN disabling
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120318
	24.301
	1441
	1
	11.2.1
	Rel‑11
	Trigger to enable the E-UTRAN capability
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120318
	24.301
	1446
	4
	11.2.1
	Rel‑11
	Setting method of EPC capability
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120308
	24.301
	1447
	2
	11.2.1
	Rel‑11
	How UE detects IMS registration failure
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120315
	24.301
	1448
	1
	11.2.1
	Rel‑11
	NAS signalling low priority for dual priority device
	approved
	F
	11.3.0
	SIMTC-Reach
	C1

	CP-120315
	24.301
	1453
	2
	11.2.1
	Rel‑11
	SM Timer handling for dual priority requirement
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120308
	24.301
	1454
	1
	11.2.1
	Rel‑11
	Improvement in the definition of cause codes
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120318
	24.301
	1456
	-
	11.2.1
	Rel‑11
	Clarification on congestion control for a 1xCS fallback for emergency call
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120309
	24.301
	1457
	1
	11.2.1
	Rel‑11
	Restatement of detach and re-attach upon end of attached for emergency bearer service - 24.301
	approved
	F
	11.3.0
	TEI11, IMS_EMER_GPRS_EPS
	C1

	CP-120315
	24.301
	1459
	2
	11.2.1
	Rel‑11
	MM Timer Handling for Dual Priority Support
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120315
	24.301
	1461
	2
	11.2.1
	Rel‑11
	Handling of NAS signalling low priority overriding indication
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120308
	24.301
	1462
	1
	11.2.1
	Rel‑11
	New SM cause codes
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	24.302
	0190
	-
	11.2.0
	Rel‑11
	NAI used for authentication
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	24.302
	0192
	1
	11.2.0
	Rel‑11
	Remove PMIP qualifier for S2a interface
	approved
	F
	11.3.0
	TEI11, SaMOG_WLAN-CN
	C1

	CP-120310
	24.302
	0193
	1
	11.2.0
	Rel‑11
	Non-seamless WLAN offload
	postponed
	F
	
	TEI11
	C1

	CP-120309
	24.302
	0194
	-
	11.2.0
	Rel‑11
	Security mechanisms for tunnel setup using IPsec and IKEv2
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120311
	24.302
	0195
	2
	11.2.0
	Rel‑11
	Name for network provided over non-3GPP access network connected to EPC
	approved
	B
	11.3.0
	TEI11, SAES2
	C1

	CP-120318
	24.302
	0198
	-
	11.2.0
	Rel‑11
	Conditions for the UE to provide indication for IPMS
	approved
	F
	11.3.0
	SAES2
	C1

	CP-120300
	24.303
	0122
	-
	10.5.0
	Rel‑10
	IETF reference update
	approved
	F
	10.6.0
	IFOM-CT
	C1

	CP-120293
	24.303
	0122
	4
	8.8.0
	Rel‑8
	Correction to HA discovery based on DHCPv6
	approved
	F
	8.9.0
	SAES
	C1

	CP-120300
	24.303
	0123
	-
	11.1.0
	Rel‑11
	IETF reference update
	approved
	A
	11.2.0
	IFOM-CT
	C1

	CP-120293
	24.303
	0123
	4
	9.4.0
	Rel‑9
	Correction to HA discovery based on DHCPv6
	approved
	A
	9.5.0
	SAES
	C1

	CP-120293
	24.303
	0124
	4
	10.5.0
	Rel‑10
	Correction to HA discovery based on DHCPv6
	approved
	A
	10.6.0
	SAES
	C1

	CP-120293
	24.303
	0125
	4
	11.1.0
	Rel‑11
	Correction to HA discovery based on DHCPv6
	approved
	A
	11.2.0
	SAES
	C1

	CP-120309
	24.303
	0126
	1
	11.1.0
	Rel‑11
	Generalize handover procedure to include also Care-of Address change independent of handover
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120309
	24.303
	0127
	1
	11.1.0
	Rel‑11
	Corrections with references
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120309
	24.312
	0087
	1
	11.2.0
	Rel‑11
	APN leaf usage
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120294
	24.312
	0088
	3
	11.2.0
	Rel‑11
	Correction of WLAN_Location
	approved
	A
	11.3.0
	TEI8
	C1

	CP-120309
	24.312
	0089
	3
	11.2.0
	Rel‑11
	Correction to the validity constraint within ISMP
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	24.312
	0090
	3
	11.2.0
	Rel‑11
	Correction to the validity constraint within ISRP
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120294
	24.312
	0092
	1
	8.5.0
	Rel‑8
	Correction of WLAN_Location
	approved
	F
	8.6.0
	TEI8
	C1

	CP-120294
	24.312
	0093
	1
	9.2.0
	Rel‑9
	Correction of WLAN_Location
	approved
	A
	9.3.0
	TEI8
	C1

	CP-120294
	24.312
	0094
	1
	10.5.0
	Rel‑10
	Correction of WLAN_Location
	approved
	A
	10.6.0
	TEI8
	C1

	CP-120307
	24.341
	0041
	-
	11.0.0
	Rel‑11
	IP-SM-GW registration/de-registration
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120307
	24.341
	0042
	2
	11.0.0
	Rel‑11
	Correlation of SIP MESSAGE in UE terminated SM deliver procedure over IP
	approved
	B
	11.1.0
	TEI11
	C1

	CP-120315
	24.368
	0004
	2
	11.0.0
	Rel‑11
	Override Low Priority Configuration
	approved
	B
	11.1.0
	SIMTC-Reach
	C1

	CP-120291
	24.406
	0001
	1
	8.0.0
	Rel‑8
	Removal of misleading material from examples annex
	approved
	F
	8.1.0
	MAINT_R2
	C1

	CP-120291
	24.454
	0003
	1
	8.2.0
	Rel‑8
	Wrong xml NetworkIndicator element
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-120286
	24.503
	0096
	-
	8.11.1
	Rel‑8
	GRUU: S-CSCF URI matching
	approved
	F
	8.12.0
	GRUU
	C1

	CP-120291
	24.503
	0097
	1
	8.11.1
	Rel‑8
	Correction on SDP Profile Status
	approved
	F
	8.12.0
	MAINT_R2, IMSProtoc
	C1

	CP-120286
	24.503
	0098
	1
	8.11.1
	Rel‑8
	Correcting contradictory statements regarding GRUU handling by IBCF
	approved
	F
	8.12.0
	GRUU
	C1

	CP-120291
	24.504
	0038
	1
	8.14.0
	Rel‑8
	History-Info mapping correction for CDIV
	approved
	F
	8.15.0
	MAINT_R2
	C1

	CP-120291
	24.504
	0039
	1
	8.14.0
	Rel‑8
	Issues with reminder notification of diversion
	approved
	F
	8.15.0
	MAINT_R2
	C1

	CP-120307
	24.604
	0084
	1
	11.2.0
	Rel‑11
	Unreachable condition modification
	approved
	C
	11.3.0
	TEI11
	C1

	CP-120291
	24.604
	0089
	1
	8.12.0
	Rel‑8
	Issues with reminder notification of diversion
	approved
	F
	8.13.0
	MAINT_R2
	C1

	CP-120291
	24.604
	0090
	1
	9.9.0
	Rel‑9
	Issues with reminder notification of diversion
	approved
	A
	9.10.0
	MAINT_R2
	C1

	CP-120291
	24.604
	0091
	1
	10.4.0
	Rel‑10
	Issues with reminder notification of diversion
	approved
	A
	10.5.0
	MAINT_R2
	C1

	CP-120291
	24.604
	0092
	1
	11.2.0
	Rel‑11
	Issues with reminder notification of diversion
	approved
	A
	11.3.0
	MAINT_R2
	C1

	CP-120291
	24.606
	0013
	1
	8.3.0
	Rel‑8
	Removal of misleading material from examples annex
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-120291
	24.606
	0014
	1
	9.2.0
	Rel‑9
	Removal of misleading material from examples annex
	approved
	A
	9.3.0
	MAINT_R2
	C1

	CP-120291
	24.606
	0015
	1
	10.1.0
	Rel‑10
	Removal of misleading material from examples annex
	approved
	A
	10.2.0
	MAINT_R2
	C1

	CP-120291
	24.606
	0016
	-
	10.1.0
	Rel‑11
	Removal of misleading material from examples annex
	approved
	F
	11.0.0
	MAINT_R2
	C1

	CP-120307
	24.607
	0022
	1
	10.0.0
	Rel‑11
	Cleanup of privacy requirements
	approved
	F
	11.0.0
	TEI11
	C1

	CP-120307
	24.610
	0017
	1
	11.0.0
	Rel‑11
	Usage of SDP direction attributes correction
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120284
	24.615
	0035
	1
	8.6.0
	Rel‑8
	Reference update: draft-salud-alert-info-urns
	approved
	F
	8.7.0
	CW_IMS
	C1

	CP-120284
	24.615
	0036
	1
	9.5.0
	Rel‑9
	Reference update: draft-salud-alert-info-urns
	approved
	A
	9.6.0
	CW_IMS
	C1

	CP-120284
	24.615
	0037
	1
	10.2.0
	Rel‑10
	Reference update: draft-salud-alert-info-urns
	approved
	A
	10.3.0
	CW_IMS
	C1

	CP-120284
	24.615
	0038
	1
	11.0.0
	Rel‑11
	Reference update: draft-salud-alert-info-urns
	approved
	A
	11.1.0
	CW_IMS
	C1

	CP-120283
	24.642
	0074
	1
	8.9.0
	Rel‑8
	CC CDIV interaction correction
	approved
	F
	8.10.0
	CCBS_CCNR
	C1

	CP-120283
	24.642
	0075
	1
	9.8.0
	Rel‑9
	CC CDIV interaction correction
	approved
	A
	9.9.0
	CCBS_CCNR
	C1

	CP-120283
	24.642
	0076
	1
	10.5.0
	Rel‑10
	CC CDIV interaction correction
	approved
	A
	10.6.0
	CCBS_CCNR
	C1

	CP-120283
	24.642
	0077
	1
	11.0.0
	Rel‑11
	CC CDIV interaction correction
	approved
	A
	11.1.0
	CCBS_CCNR
	C1

	CP-120291
	24.654
	0015
	2
	8.4.0
	Rel‑8
	Wrong xml NetworkIndicator element
	approved
	F
	8.5.0
	MAINT_R2
	C1

	CP-120291
	24.654
	0016
	2
	9.2.0
	Rel‑9
	Wrong xml NetworkIndicator element
	approved
	A
	9.3.0
	MAINT_R2
	C1

	CP-120291
	24.654
	0017
	2
	10.1.0
	Rel‑10
	Wrong xml NetworkIndicator element
	approved
	A
	10.2.0
	MAINT_R2
	C1

	CP-120307
	24.654
	0020
	1
	10.1.0
	Rel‑11
	CUG failure code specification
	approved
	F
	11.0.0
	TEI11
	C1

	RP-120768
	25.101
	0863
	-
	8.15.0
	Rel‑8
	Correction to H-Set 8
	approved
	F
	8.16.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-120768
	25.101
	0864
	-
	9.8.0
	Rel‑9
	Correction to H-Set 8
	approved
	A
	9.9.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-120775
	25.101
	0865
	-
	10.5.0
	Rel‑10
	Correction to H-Set 8
	approved
	F
	10.6.0
	4C_HSDPA-Perf
	R4

	RP-120775
	25.101
	0866
	-
	11.1.0
	Rel‑11
	Correction to H-Set 8
	approved
	A
	11.2.0
	4C_HSDPA-Perf
	R4

	RP-120771
	25.101
	0872
	1
	9.8.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R9)
	approved
	F
	9.9.0
	TEI9
	R4

	RP-120771
	25.101
	0873
	1
	10.5.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R10)
	approved
	A
	10.6.0
	TEI9
	R4

	RP-120771
	25.101
	0874
	1
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R11)
	approved
	A
	11.2.0
	TEI9
	R4

	RP-120786
	25.101
	0876
	2
	11.1.0
	Rel‑11
	Introduction of 8C-HSDPA operation in 25.101 and rx core requirements
	approved
	B
	11.2.0
	8C_HSDPA-Core
	R4

	RP-120793
	25.101
	0881
	-
	11.1.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120779
	25.101
	0882
	-
	10.5.0
	Rel‑10
	Correction to HS-DPCCH TX power step size requirement
	approved
	F
	10.6.0
	TEI10
	R4

	RP-120779
	25.101
	0883
	-
	11.1.0
	Rel‑11
	Correction to HS-DPCCH TX power step size requirement
	approved
	A
	11.2.0
	TEI10
	R4

	RP-120793
	25.101
	0884
	1
	11.1.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120763
	25.101
	0885
	-
	8.15.0
	Rel‑8
	Correction to numbers of HS-SCCH for DC-HSDPA
	approved
	F
	8.16.0
	RANimp-DCHSDPA
	R4

	RP-120763
	25.101
	0886
	-
	9.8.0
	Rel‑9
	Correction to numbers of HS-SCCH for DC-HSDPA
	approved
	A
	9.9.0
	RANimp-DCHSDPA
	R4

	RP-120763
	25.101
	0887
	-
	10.5.0
	Rel‑10
	Correction to numbers of HS-SCCH for DC-HSDPA
	approved
	A
	10.6.0
	RANimp-DCHSDPA
	R4

	RP-120763
	25.101
	0888
	-
	11.1.0
	Rel‑11
	Correction to numbers of HS-SCCH for DC-HSDPA
	approved
	A
	11.2.0
	RANimp-DCHSDPA
	R4

	RP-120791
	25.101
	0889
	2
	11.1.0
	Rel‑11
	Introduction of e850_LB Band 27 to TS 25.101
	approved
	B
	11.2.0
	LTE_e850_LB-Core
	R4

	RP-120766
	25.101
	0892
	-
	8.15.0
	Rel‑8
	Correction of PHS protection requirements for TS 25.101
	approved
	F
	8.16.0
	TEI8
	R4

	RP-120766
	25.101
	0893
	-
	9.8.0
	Rel‑9
	Correction of PHS protection requirements for TS 25.101
	approved
	A
	9.9.0
	TEI8
	R4

	RP-120766
	25.101
	0894
	-
	10.5.0
	Rel‑10
	Correction of PHS protection requirements for TS 25.101
	approved
	A
	10.6.0
	TEI8
	R4

	RP-120766
	25.101
	0895
	-
	11.1.0
	Rel‑11
	Correction of PHS protection requirements for TS 25.101
	approved
	A
	11.2.0
	TEI8
	R4

	RP-120610
	25.101
	0899
	2
	11.1.0
	Rel‑11
	Introduction of non-contiguous 4C-HSDPA core requirements definition
	approved
	B
	11.2.0
	NC_4C_HSDPA
	R4

	RP-120765
	25.102
	0362
	-
	8.11.0
	Rel‑8
	Clarification of the scope of Band a for 1.28 Mcps TDD option
	approved
	F
	8.12.0
	TEI8
	R4

	RP-120765
	25.102
	0363
	-
	9.5.0
	Rel‑9
	Clarification of the scope of Band a for 1.28 Mcps TDD option
	approved
	A
	9.6.0
	TEI8
	R4

	RP-120765
	25.102
	0364
	-
	10.3.0
	Rel‑10
	Clarification of the scope of Band a for 1.28 Mcps TDD option
	approved
	A
	10.4.0
	TEI8
	R4

	RP-120765
	25.102
	0365
	-
	11.1.0
	Rel‑11
	Clarification of the scope of Band a for 1.28 Mcps TDD option
	approved
	A
	11.2.0
	TEI8
	R4

	RP-120793
	25.102
	0366
	-
	11.1.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120765
	25.102
	0367
	-
	8.11.0
	Rel‑8
	Additional spurious emissions requirements for PHS
	approved
	F
	8.12.0
	TEI8
	R4

	RP-120765
	25.102
	0368
	-
	9.5.0
	Rel‑9
	Additional spurious emissions requirements for PHS
	approved
	A
	9.6.0
	TEI8
	R4

	RP-120765
	25.102
	0369
	-
	10.3.0
	Rel‑10
	Additional spurious emissions requirements for PHS
	approved
	A
	10.4.0
	TEI8
	R4

	RP-120765
	25.102
	0370
	-
	11.1.0
	Rel‑11
	Additional spurious emissions requirements for PHS
	approved
	A
	11.2.0
	TEI8
	R4

	RP-120787
	25.104
	0614
	-
	11.1.0
	Rel‑11
	Corrections related to non-contiguous operation for 4C-HSDPA
	approved
	B
	11.2.0
	NC_4C_HSDPA-Core
	R4

	RP-120786
	25.104
	0615
	1
	11.1.0
	Rel‑11
	8C-HSDPA introduction in BS specifications TS 25.104
	approved
	B
	11.2.0
	8C_HSDPA-Core
	R4

	RP-120783
	25.104
	0616
	1
	10.5.0
	Rel‑10
	Update to Regional Requirements table in 25.104
	approved
	F
	10.6.0
	TEI10
	R4

	RP-120783
	25.104
	0617
	1
	11.1.0
	Rel‑11
	Update to Regional Requirements table 25.104
	approved
	A
	11.2.0
	TEI10
	R4

	RP-120771
	25.104
	0619
	-
	9.7.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R9)
	approved
	F
	9.8.0
	TEI9
	R4

	RP-120771
	25.104
	0620
	-
	10.5.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R10)
	approved
	A
	10.6.0
	TEI9
	R4

	RP-120771
	25.104
	0621
	-
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R11)
	approved
	A
	11.2.0
	TEI9
	R4

	RP-120795
	25.104
	0622
	1
	11.1.0
	Rel‑11
	CR for co-location spurious emission in TS 25.104
	approved
	F
	11.2.0
	TEI11
	R4

	RP-120793
	25.104
	0623
	1
	11.1.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120793
	25.104
	0624
	-
	11.1.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120791
	25.104
	0625
	1
	11.1.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 25.104
	approved
	B
	11.2.0
	LTE_e850_LB-Core
	R4

	RP-120766
	25.104
	0626
	-
	8.13.0
	Rel‑8
	Correction of PHS protection requirements for TS 25.104
	approved
	F
	8.14.0
	TEI8
	R4

	RP-120766
	25.104
	0627
	-
	9.7.0
	Rel‑9
	Correction of PHS protection requirements for TS 25.104
	approved
	A
	9.8.0
	TEI8
	R4

	RP-120766
	25.104
	0628
	-
	10.5.0
	Rel‑10
	Correction of PHS protection requirements for TS 25.104
	approved
	A
	10.6.0
	TEI8
	R4

	RP-120766
	25.104
	0629
	-
	11.1.0
	Rel‑11
	Correction of PHS protection requirements for TS 25.104
	approved
	A
	11.2.0
	TEI8
	R4

	RP-120795
	25.105
	0281
	1
	10.3.0
	Rel‑11
	TDD blocking for co-location
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120795
	25.105
	0282
	1
	10.3.0
	Rel‑11
	WA co-existence/co-location
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120795
	25.105
	0283
	1
	10.3.0
	Rel‑11
	Co-existence between TDD systems
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120783
	25.105
	0284
	-
	10.3.0
	Rel‑10
	Update to regional requirement table
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120795
	25.105
	0285
	-
	10.3.0
	Rel‑11
	LA co-existence/co-location
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120795
	25.105
	0286
	-
	10.3.0
	Rel‑11
	Co-existence/co-location between LA TDD systems
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120793
	25.105
	0287
	-
	10.3.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.0.0
	LTE_APAC700-Core
	R4

	RP-120765
	25.105
	0288
	-
	8.7.0
	Rel‑8
	Additional spurious emissions requirements for PHS
	approved
	F
	8.8.0
	TEI8
	R4

	RP-120765
	25.105
	0289
	-
	9.2.0
	Rel‑9
	Additional spurious emissions requirements for PHS
	approved
	A
	9.3.0
	TEI8
	R4

	RP-120765
	25.105
	0290
	-
	10.3.0
	Rel‑10
	Additional spurious emissions requirements for PHS
	approved
	A
	10.4.0
	TEI8
	R4

	RP-120783
	25.106
	0082
	2
	10.1.0
	Rel‑10
	Update of the Definition clause with repeaters operating band definition and introduction of minor editorial changes for better alignment with BS core specification
	approved
	F
	10.2.0
	TEI10
	R4

	RP-120765
	25.106
	0085
	-
	10.1.0
	Rel‑10
	Additional spurious emissions requirements for PHS
	approved
	A
	10.2.0
	TEI8
	R4

	RP-120765
	25.106
	0086
	-
	8.5.0
	Rel‑8
	Additional spurious emissions requirements for PHS
	approved
	F
	8.6.0
	TEI8
	R4

	RP-120765
	25.106
	0087
	-
	9.2.0
	Rel‑9
	Additional spurious emissions requirements for PHS
	approved
	A
	9.3.0
	TEI8
	R4

	RP-120779
	25.123
	0530
	-
	10.5.0
	Rel‑10
	CR for 25.123: Aligning requirements in TS 25.123 with TS 36.133 regarding the modification of B41 REFSENS
	approved
	F
	10.6.0
	TEI10
	R4

	RP-120794
	25.123
	0531
	-
	10.5.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.0.0
	LTE_APAC700-Perf
	R4

	RP-120794
	25.123
	0532
	-
	10.5.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.0.0
	LTE_APAC700-Perf
	R4

	RP-120792
	25.123
	0533
	-
	10.5.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 25.123
	approved
	B
	11.0.0
	LTE_e850_LB-Perf
	R4

	RP-120781
	25.133
	1169
	-
	10.5.0
	Rel‑10
	Inter-RAT E-UTRA RSRP, RSRQ band 41 side conditions change
	approved
	F
	10.6.0
	TEI10
	R4

	RP-120781
	25.133
	1170
	-
	11.0.0
	Rel‑11
	Inter-RAT E-UTRA RSRP, RSRQ band 41 side conditions change
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120786
	25.133
	1173
	-
	11.0.0
	Rel‑11
	Requirements for transport format combination selection for 8C-HSDPA
	approved
	B
	11.1.0
	8C_HSDPA-core
	R4

	RP-120768
	25.133
	1174
	-
	9.11.0
	Rel‑9
	Requirements for transport format combination selection in DC-HSDPA
	approved
	F
	9.12.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-120775
	25.133
	1175
	-
	10.5.0
	Rel‑10
	Requirements for transport format combination selection in 3/4C-HSDPA
	approved
	F
	10.6.0
	4C_HSDPA-Core
	R4

	RP-120767
	25.133
	1178
	-
	8.15.0
	Rel‑8
	Correction on idle state RSRP filter requirement on inter-RAT measurement from UTRAN to E-UTRAN
	approved
	F
	8.16.0
	TEI8
	R4

	RP-120767
	25.133
	1179
	-
	9.11.0
	Rel‑9
	Correction on idle state RSRP filter requirement on inter-RAT measurement from UTRAN to E-UTRAN
	approved
	A
	9.12.0
	TEI8
	R4

	RP-120767
	25.133
	1180
	-
	10.5.0
	Rel‑10
	Correction on idle state RSRP filter requirement on inter-RAT measurement from UTRAN to E-UTRAN
	approved
	A
	10.6.0
	TEI8
	R4

	RP-120767
	25.133
	1181
	-
	11.0.0
	Rel‑11
	Correction on idle state RSRP filter requirement on inter-RAT measurement from UTRAN to E-UTRAN
	approved
	A
	11.1.0
	TEI8
	R4

	RP-120771
	25.133
	1184
	-
	9.11.0
	Rel‑9
	Radio conditions for SI acquisition in UTRA FDD
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120771
	25.133
	1185
	-
	10.5.0
	Rel‑10
	Radio conditions for SI acquisition in UTRA FDD
	approved
	A
	10.6.0
	TEI9
	R4

	RP-120771
	25.133
	1186
	-
	11.0.0
	Rel‑11
	Radio conditions for SI acquisition in UTRA FDD
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120794
	25.133
	1187
	-
	11.0.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.1.0
	LTE_APAC700-Perf
	R4

	RP-120795
	25.133
	1188
	1
	11.0.0
	Rel‑11
	Clarification of cell FACH measurement requirements
	approved
	F
	11.1.0
	TEI11
	R4

	RP-120794
	25.133
	1189
	-
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Perf
	R4

	RP-120792
	25.133
	1190
	-
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 25.133
	approved
	B
	11.1.0
	LTE_e850_LB-Perf
	R4

	RP-120787
	25.141
	0609
	-
	11.1.0
	Rel‑11
	Introduction of non-contiguous operation for 4C-HSDPA
	approved
	B
	11.2.0
	NC_4C_HSDPA-Core
	R4

	RP-120786
	25.141
	0610
	1
	11.1.0
	Rel‑11
	8C-HSDPA introduction in BS specifications TS 25.141
	approved
	B
	11.2.0
	8C_HSDPA-Core
	R4

	RP-120783
	25.141
	0611
	1
	10.5.0
	Rel‑10
	Update to Regional Requirements table in 25.141
	approved
	F
	10.6.0
	TEI10
	R4

	RP-120783
	25.141
	0612
	1
	11.1.0
	Rel‑11
	Update to Regional Requirements table 25.141
	approved
	A
	11.2.0
	TEI10
	R4

	RP-120771
	25.141
	0614
	-
	9.8.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R9)
	approved
	F
	9.9.0
	TEI9
	R4

	RP-120771
	25.141
	0615
	-
	10.5.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R10)
	approved
	A
	10.6.0
	TEI9
	R4

	RP-120771
	25.141
	0616
	-
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R11)
	approved
	A
	11.2.0
	TEI9
	R4

	RP-120793
	25.141
	0619
	-
	11.1.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120793
	25.141
	0620
	-
	11.1.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.2.0
	LTE_APAC700-Core
	R4

	RP-120792
	25.141
	0621
	2
	11.1.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 25.141
	approved
	B
	11.2.0
	LTE_e850_LB-Perf
	R4

	RP-120766
	25.141
	0622
	-
	8.14.0
	Rel‑8
	Correction of PHS protection requirements for TS 25.141
	approved
	F
	8.15.0
	TEI8
	R4

	RP-120766
	25.141
	0623
	-
	9.8.0
	Rel‑9
	Correction of PHS protection requirements for TS 25.141
	approved
	A
	9.9.0
	TEI8
	R4

	RP-120766
	25.141
	0624
	-
	10.5.0
	Rel‑10
	Correction of PHS protection requirements for TS 25.141
	approved
	A
	10.6.0
	TEI8
	R4

	RP-120766
	25.141
	0625
	-
	11.1.0
	Rel‑11
	Correction of PHS protection requirements for TS 25.141
	approved
	A
	11.2.0
	TEI8
	R4

	RP-120795
	25.142
	0283
	1
	10.3.0
	Rel‑11
	TDD blocking for co-location
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120795
	25.142
	0284
	1
	10.3.0
	Rel‑11
	WA co-existence/co-location
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120795
	25.142
	0285
	1
	10.3.0
	Rel‑11
	Co-existence between TDD systems
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120783
	25.142
	0286
	-
	10.3.0
	Rel‑10
	Update to regional requirement table
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120795
	25.142
	0287
	-
	10.3.0
	Rel‑11
	LA co-existence/co-location
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120795
	25.142
	0288
	-
	10.3.0
	Rel‑11
	Co-existence/co-location between LA TDD systems
	approved
	F
	11.0.0
	TEI11
	R4

	RP-120793
	25.142
	0289
	-
	10.3.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.0.0
	LTE_APAC700-Core
	R4

	RP-120765
	25.142
	0290
	-
	8.7.0
	Rel‑8
	Additional spurious emissions requirements for PHS
	approved
	F
	8.8.0
	TEI8
	R4

	RP-120765
	25.142
	0291
	-
	9.4.0
	Rel‑9
	Additional spurious emissions requirements for PHS
	approved
	A
	9.5.0
	TEI8
	R4

	RP-120765
	25.142
	0292
	1
	10.3.0
	Rel‑10
	Additional spurious emissions requirements for PHS
	approved
	A
	10.4.0
	TEI8
	R4

	RP-120783
	25.143
	0099
	2
	10.1.0
	Rel‑10
	Update of the Definition clause with repeaters operating band definition and introduction of minor editorial changes for better alignment with BS core specification
	approved
	F
	10.2.0
	TEI10
	R4

	RP-120765
	25.143
	0102
	-
	8.6.0
	Rel‑8
	Additional spurious emissions requirements for PHS
	approved
	F
	8.7.0
	TEI8
	R4

	RP-120765
	25.143
	0103
	-
	9.2.0
	Rel‑9
	Additional spurious emissions requirements for PHS
	approved
	A
	9.3.0
	TEI8
	R4

	RP-120765
	25.143
	0104
	-
	10.1.0
	Rel‑10
	Additional spurious emissions requirements for PHS
	approved
	A
	10.2.0
	TEI8
	R4

	RP-120795
	25.144
	0032
	1
	11.1.0
	Rel‑11
	LME and LEE clarifications to User Equipment (UE) and Mobile Station (MS) over the air performance requirements
	approved
	F
	11.2.0
	TEI11
	R4

	RP-120795
	25.144
	0034
	-
	11.1.0
	Rel‑11
	Clarification to TRP and TRS Requirements for LME and LEE UMTS Bands
	approved
	F
	11.2.0
	TEI11
	R4

	RP-120778
	25.144
	0035
	-
	10.1.0
	Rel‑10
	Clarification to TRS Requirements for Roaming Bands
	approved
	F
	10.2.0
	TEI10
	R4

	RP-120778
	25.144
	0036
	-
	11.1.0
	Rel‑11
	Clarification to TRS Requirements for Roaming Bands
	approved
	A
	11.2.0
	TEI10
	R4

	RP-120781
	25.144
	0037
	-
	10.1.0
	Rel‑10
	Frequency Band Requirements for UMTS Band XIX
	approved
	F
	10.2.0
	TEI10
	R4

	RP-120781
	25.144
	0038
	-
	11.1.0
	Rel‑11
	Frequency Band Requirements for UMTS Band XIX
	approved
	A
	11.2.0
	TEI10
	R4

	RP-120741
	25.212
	0306
	-
	11.1.0
	Rel‑11
	Clarification of CLTD Features
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-120740
	25.212
	0307
	1
	11.1.0
	Rel‑11
	Addition of missing 8C-HSDPA CQI reporting case indices
	approved
	F
	11.2.0
	8C_HSDPA-Core
	R1

	RP-120741
	25.213
	0112
	1
	11.1.0
	Rel‑11
	Clarification of CLTD Features
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-120741
	25.214
	0677
	1
	11.1.0
	Rel‑11
	Clarification of CLTD Features
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-120741
	25.214
	0678
	5
	11.1.0
	Rel‑11
	Introduction of Timing Diagrams for F-TPICH Operation in UL CLTD
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-120741
	25.214
	0679
	2
	11.1.0
	Rel‑11
	Clarification of TPI timing and F-TPICH transmission for UL CLTD
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-120814
	25.304
	0319
	-
	10.4.0
	Rel‑10
	Clarification for HCS and absolute priority based cell reselection
	approved
	F
	10.5.0
	LTE-L23, TEI10
	R2

	RP-120812
	25.306
	0356
	-
	10.6.0
	Rel‑10
	Correction to definition of enhanced inter-frequency measurements without CM
	revised
	F
	
	4C_HSDPA-Core
	R2

	RP-120855
	25.306
	0356
	1
	10.6.0
	Rel‑10
	Correction to definition of enhanced inter-frequency measurements without CM
	approved
	F
	10.7.0
	4C_HSDPA-Core
	R2

	RP-120812
	25.306
	0357
	-
	11.1.0
	Rel‑11
	Correction to definition of enhanced inter-frequency measurements without CM
	approved
	A
	11.2.0
	4C_HSDPA-Core
	R2

	RP-120815
	25.306
	0358
	2
	10.6.0
	Rel‑10
	Extend the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	C
	10.7.0
	TEI10
	R2

	RP-120815
	25.306
	0359
	2
	11.1.0
	Rel‑11
	Extend the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	A
	11.2.0
	TEI10
	R2

	RP-120810
	25.306
	0361
	-
	9.8.1
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120810
	25.306
	0362
	-
	10.6.0
	Rel‑10
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120810
	25.306
	0363
	-
	11.1.0
	Rel‑11
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120681
	25.306
	0368
	1
	9.8.1
	Rel‑9
	Voice over PS continuity
	postponed
	F
	
	TEI9
	R2

	RP-120682
	25.306
	0369
	1
	10.6.0
	Rel‑10
	Voice over PS continuity
	postponed
	A
	
	TEI9
	R2

	RP-120683
	25.306
	0370
	1
	11.1.0
	Rel‑11
	Voice over PS continuity
	postponed
	A
	
	TEI9
	R2

	RP-120816
	25.307
	0170
	-
	10.3.0
	Rel‑11
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS 25.307
	approved
	B
	11.0.0
	e850_UB-Core
	R2

	RP-120818
	25.308
	0123
	-
	11.0.0
	Rel‑11
	Introduction of Multiflow in TS 25.308
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R2

	RP-120817
	25.308
	0124
	-
	11.0.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH in 25.308
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R2

	RP-120817
	25.319
	0104
	-
	11.3.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH in 25.319
	approved
	B
	11.4.0
	Cell_FACH_enh-Core
	R2

	RP-120806
	25.321
	0755
	-
	8.14.0
	Rel‑8
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	approved
	F
	8.15.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0756
	-
	9.7.0
	Rel‑9
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	approved
	A
	9.8.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0757
	-
	10.5.0
	Rel‑10
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	approved
	A
	10.6.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0758
	-
	11.0.0
	Rel‑11
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	approved
	A
	11.1.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0759
	-
	8.14.0
	Rel‑8
	Total E-DCH buffer size in case of CCCH transmission
	approved
	F
	8.15.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0760
	-
	9.7.0
	Rel‑9
	Total E-DCH buffer size in case of CCCH transmission
	approved
	A
	9.8.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0761
	-
	10.5.0
	Rel‑10
	Total E-DCH buffer size in case of CCCH transmission
	approved
	A
	10.6.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.321
	0762
	-
	11.0.0
	Rel‑11
	Total E-DCH buffer size in case of CCCH transmission
	approved
	A
	11.1.0
	RANimp-UplinkEnhState
	R2

	RP-120815
	25.331
	4954
	2
	10.7.0
	Rel‑10
	Extend the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	C
	10.8.0
	TEI10
	R2

	RP-120815
	25.331
	4955
	2
	11.1.0
	Rel‑11
	Extend the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	A
	11.2.0
	TEI10
	R2

	RP-120803
	25.331
	4956
	-
	8.18.0
	Rel‑8
	Reconfiguration messages and HS-SCCH orders interaction for HS-SCCH less
	approved
	F
	8.19.0
	RANimp-CPC, TEI8
	R2

	RP-120803
	25.331
	4957
	-
	9.10.0
	Rel‑9
	Reconfiguration messages and HS-SCCH orders interaction for HS-SCCH less
	approved
	A
	09.11.0
	RANimp-CPC, TEI8
	R2

	RP-120803
	25.331
	4958
	-
	10.7.0
	Rel‑10
	Reconfiguration messages and HS-SCCH orders interaction for HS-SCCH less
	approved
	A
	10.8.0
	RANimp-CPC, TEI8
	R2

	RP-120803
	25.331
	4959
	-
	11.1.0
	Rel‑11
	Reconfiguration messages and HS-SCCH orders interaction for HS-SCCH less
	approved
	A
	11.2.0
	RANimp-CPC, TEI8
	R2

	RP-120806
	25.331
	4964
	-
	8.18.0
	Rel‑8
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	approved
	F
	8.19.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.331
	4965
	-
	9.10.0
	Rel‑9
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	09.11.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.331
	4966
	-
	10.7.0
	Rel‑10
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	10.8.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.331
	4967
	-
	11.1.0
	Rel‑11
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	approved
	A
	11.2.0
	RANimp-UplinkEnhState
	R2

	RP-120806
	25.331
	4968
	-
	8.18.0
	Rel‑8
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	approved
	F
	8.19.0
	RANimp-EnhState1.28TDD
	R2

	RP-120806
	25.331
	4969
	-
	9.10.0
	Rel‑9
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	approved
	A
	09.11.0
	RANimp-EnhState1.28TDD
	R2

	RP-120806
	25.331
	4970
	-
	10.7.0
	Rel‑10
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	approved
	A
	10.8.0
	RANimp-EnhState1.28TDD
	R2

	RP-120806
	25.331
	4971
	-
	11.1.0
	Rel‑11
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	approved
	A
	11.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-120806
	25.331
	4972
	-
	8.18.0
	Rel‑8
	Corrections on DSAC and PPAC
	approved
	F
	8.19.0
	PPACR
	R2

	RP-120806
	25.331
	4973
	-
	9.10.0
	Rel‑9
	Corrections on DSAC and PPAC
	approved
	A
	09.11.0
	PPACR
	R2

	RP-120806
	25.331
	4974
	-
	10.7.0
	Rel‑10
	Corrections on DSAC and PPAC
	approved
	A
	10.8.0
	PPACR
	R2

	RP-120806
	25.331
	4975
	-
	11.1.0
	Rel‑11
	Corrections on DSAC and PPAC
	approved
	A
	11.2.0
	PPACR
	R2

	RP-120804
	25.331
	4979
	-
	9.10.0
	Rel‑9
	Correction of SRB1 mapping info for FACH
	approved
	F
	09.11.0
	RANimp-Enhstate, TEI9
	R2

	RP-120804
	25.331
	4980
	-
	10.7.0
	Rel‑10
	Correction of SRB1 mapping info for FACH
	approved
	A
	10.8.0
	RANimp-Enhstate, TEI9
	R2

	RP-120804
	25.331
	4981
	-
	11.1.0
	Rel‑11
	Correction of SRB1 mapping info for FACH
	approved
	A
	11.2.0
	RANimp-Enhstate, TEI9
	R2

	RP-120809
	25.331
	4982
	-
	9.10.0
	Rel‑9
	Clarification on default radio configuration in CELL_FACH
	approved
	F
	09.11.0
	TEI9
	R2

	RP-120809
	25.331
	4983
	-
	10.7.0
	Rel‑10
	Clarification on default radio configuration in CELL_FACH
	approved
	A
	10.8.0
	TEI9
	R2

	RP-120809
	25.331
	4984
	-
	11.1.0
	Rel‑11
	Clarification on default radio configuration in CELL_FACH
	approved
	A
	11.2.0
	TEI9
	R2

	RP-120809
	25.331
	4985
	1
	9.10.0
	Rel‑9
	Correction to the secondary uplink frequency activation state after reconfiguration procedure
	approved
	F
	09.11.0
	RANimp-DC_HSUPA
	R2

	RP-120809
	25.331
	4986
	-
	10.7.0
	Rel‑10
	Correction to the secondary uplink frequency activation state after reconfiguration procedure
	approved
	A
	10.8.0
	RANimp-DC_HSUPA
	R2

	RP-120809
	25.331
	4987
	-
	11.1.0
	Rel‑11
	Correction to the secondary uplink frequency activation state after reconfiguration procedure
	approved
	A
	11.2.0
	RANimp-DC_HSUPA
	R2

	RP-120809
	25.331
	4988
	-
	10.7.0
	Rel‑10
	Clarification of capability signaling for UE supporting DB-DC-HSDPA with MIMO
	approved
	F
	10.8.0
	RANimp-DC_MIMO, RANimp-MultiBand_DC_HSDPA, TEI10
	R2

	RP-120809
	25.331
	4989
	-
	11.1.0
	Rel‑11
	Clarification of capability signaling for UE supporting DB-DC-HSDPA with MIMO
	approved
	A
	11.2.0
	RANimp-DC_MIMO, RANimp-MultiBand_DC_HSDPA, TEI10
	R2

	RP-120825
	25.331
	4991
	1
	11.1.0
	Rel‑11
	Modification of security context storage rate on the UICC
	approved
	F
	11.2.0
	Sec11
	R2

	RP-120814
	25.331
	4992
	-
	10.7.0
	Rel‑10
	Correction of nesting levels greater than 15 in ASN.1 for RRC Message HandoverToUTRANCommand
	approved
	F
	10.8.0
	TEI10
	R2

	RP-120814
	25.331
	4993
	-
	11.1.0
	Rel‑11
	Correction of nesting levels greater than 15 in ASN.1 for RRC Message HandoverToUTRANCommand
	approved
	A
	11.2.0
	TEI10
	R2

	RP-120810
	25.331
	4996
	-
	9.10.0
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120756
	25.331
	4996
	1
	9.10.0
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120810
	25.331
	4997
	-
	10.7.0
	Rel‑10
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120810
	25.331
	4998
	-
	11.1.0
	Rel‑11
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120825
	25.331
	4999
	1
	11.1.0
	Rel‑11
	SRVCC radio bearer combination
	approved
	B
	11.2.0
	vSRVCC-CT, SAES-SRVCC
	R2

	RP-120809
	25.331
	5004
	1
	9.10.0
	Rel‑9
	Clarifications on the event measurement report for DC-HSUPA
	approved
	F
	09.11.0
	RANimp-DC_HSUPA
	R2

	RP-120809
	25.331
	5005
	1
	10.7.0
	Rel‑10
	Clarifications on the event measurement report for DC-HSUPA
	approved
	A
	10.8.0
	RANimp-DC_HSUPA
	R2

	RP-120809
	25.331
	5006
	1
	11.1.0
	Rel‑11
	Clarifications on the event measurement report for DC-HSUPA
	approved
	A
	11.2.0
	RANimp-DC_HSUPA
	R2

	RP-120808
	25.331
	5026
	1
	9.10.0
	Rel‑9
	Introduction of a CSFB Indicator in RRC Connection Request
	approved
	F
	09.11.0
	TEI9, LTE-L23
	R2

	RP-120808
	25.331
	5027
	1
	10.7.0
	Rel‑10
	Introduction of a CSFB Indicator in RRC Connection Request
	approved
	F
	10.8.0
	TEI10, LTE-L23
	R2

	RP-120632
	25.331
	5028
	3
	9.10.0
	Rel‑9
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	withdrawn
	F
	
	RANimp-L2DataRates, TEI9
	R2

	RP-120808
	25.331
	5029
	1
	11.1.0
	Rel‑11
	Introduction of a CSFB Indicator in RRC Connection Request
	approved
	A
	11.2.0
	TEI10, LTE-L23
	R2

	RP-120633
	25.331
	5030
	3
	10.7.0
	Rel‑10
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	withdrawn
	A
	
	RANimp-L2DataRates, TEI9
	R2

	RP-120634
	25.331
	5032
	3
	11.1.0
	Rel‑11
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	withdrawn
	A
	
	RANimp-L2DataRates, TEI9
	R2

	RP-120804
	25.331
	5033
	-
	10.7.0
	Rel‑10
	Clarification on stored HARQ info when HS-DSCH reception is not supported
	approved
	D
	10.8.0
	RANimp-Enhstate, TEI10
	R2

	RP-120814
	25.331
	5042
	-
	10.7.0
	Rel‑10
	Corrections to per-band capability signalling
	approved
	F
	10.8.0
	TEI10
	R2

	RP-120825
	25.331
	5044
	-
	11.1.0
	Rel‑11
	Corrections to per-band capability signalling
	approved
	F
	11.2.0
	TEI11
	R2

	RP-120825
	25.331
	5057
	-
	11.1.0
	Rel‑11
	Editorial updates to 25.331
	approved
	D
	11.2.0
	TEI11
	R2

	RP-120730
	25.331
	5060
	1
	10.7.0
	Rel‑10
	Introduction of multiple frequency band indicator
	approved
	B
	10.8.0
	TEI10
	R2

	RP-120731
	25.331
	5063
	1
	11.1.0
	Rel‑11
	Introduction of multiple frequency band indicator
	approved
	A
	11.2.0
	TEI10
	R2

	RP-120678
	25.331
	5066
	1
	9.10.0
	Rel‑9
	Voice over PS continuity
	revised
	F
	
	TEI9
	R2

	RP-120849
	25.331
	5066
	2
	9.10.0
	Rel‑9
	Voice over PS continuity
	postponed
	F
	
	TEI9
	R2

	RP-120679
	25.331
	5067
	1
	10.7.0
	Rel‑10
	Voice over PS continuity
	revised
	A
	
	TEI9
	R2

	RP-120850
	25.331
	5067
	2
	10.7.0
	Rel‑10
	Voice over PS continuity
	postponed
	A
	
	TEI9
	R2

	RP-120680
	25.331
	5068
	1
	11.1.0
	Rel‑11
	Voice over PS continuity
	revised
	A
	
	TEI9
	R2

	RP-120851
	25.331
	5068
	2
	11.1.0
	Rel‑11
	Voice over PS continuity
	postponed
	A
	
	TEI9
	R2

	RP-120622
	25.367
	0023
	-
	8.3.0
	Rel‑8
	PSC range note on RAN sharing
	withdrawn
	F
	
	HNB-supp
	R2

	RP-120623
	25.367
	0024
	-
	9.5.0
	Rel‑9
	PSC range note on RAN sharing
	withdrawn
	A
	
	HNB-supp
	R2

	RP-120624
	25.367
	0025
	-
	10.0.0
	Rel‑10
	PSC range note on RAN sharing
	withdrawn
	F
	
	HNB-supp
	R2

	RP-120880
	25.367
	0026
	-
	10.0.0
	Rel‑11
	PSC range note on RAN sharing
	approved
	F
	11.0.0
	HNB-supp
	R2

	RP-120743
	25.413
	1166
	1
	10.5.0
	Rel‑10
	Correction to assigned criticality of L-GW Transport Layer Address
	approved
	F
	10.6.0
	LIPA_SIPTO
	R3

	RP-120752
	25.413
	1167
	2
	10.5.0
	Rel‑11
	Introduction of the new IE for cell reselection from UTRA connected mode
	approved
	B
	11.0.0
	TEI11
	R3

	RP-120752
	25.413
	1172
	1
	10.5.0
	Rel‑11
	Improved granularity for the time UE stayed in cell
	approved
	F
	11.0.0
	TEI11
	R3

	RP-120753
	25.423
	1739
	-
	10.6.0
	Rel‑10
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	reissued
	C
	
	TEI10
	R3

	RP-120815
	25.423
	1739
	-
	10.6.0
	Rel‑10
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	C
	10.7.0
	TEI10
	R3

	RP-120815
	25.423
	1740
	-
	11.1.0
	Rel‑11
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	A
	11.2.0
	TEI10
	R3

	RP-120753
	25.423
	1740
	-
	11.1.0
	Rel‑11
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	reissued
	A
	
	TEI10
	R3

	RP-120745
	25.423
	1741
	1
	11.1.0
	Rel‑11
	Some corrections for UL CLTD
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R3

	RP-120744
	25.423
	1742
	-
	10.6.0
	Rel‑10
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	approved
	F
	10.7.0
	TEI10
	R3

	RP-120744
	25.423
	1743
	-
	11.1.0
	Rel‑11
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	approved
	A
	11.2.0
	TEI10
	R3

	RP-120752
	25.423
	1750
	1
	11.1.0
	Rel‑11
	Introduction of Extended S-RNTI
	approved
	B
	11.2.0
	TEI11
	R3

	RP-120746
	25.423
	1752
	3
	11.1.0
	Rel‑11
	Supporting Non-adjacent multi-carrier operation
	approved
	B
	11.2.0
	NC_4C_HSDPA-Core
	R3

	RP-120751
	25.423
	1754
	-
	11.1.0
	Rel‑11
	Introduction of enhanced DC-HSDPA
	approved
	F
	11.2.0
	RANimp-DCHSDPA, TEI11
	R3

	RP-120815
	25.433
	1933
	-
	10.5.0
	Rel‑10
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	C
	10.6.0
	TEI10
	R3

	RP-120753
	25.433
	1933
	-
	10.5.0
	Rel‑10
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	reissued
	C
	
	TEI10
	R3

	RP-120753
	25.433
	1934
	1
	11.0.0
	Rel‑11
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	reissued
	A
	
	TEI10
	R3

	RP-120815
	25.433
	1934
	1
	11.0.0
	Rel‑11
	Clarification of the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	A
	11.1.0
	TEI10
	R3

	RP-120745
	25.433
	1935
	1
	11.0.0
	Rel‑11
	Some corrections for UL CLTD
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-CL-Core
	R3

	RP-120744
	25.433
	1937
	-
	10.5.0
	Rel‑10
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	approved
	F
	10.6.0
	TEI10
	R3

	RP-120744
	25.433
	1938
	-
	11.0.0
	Rel‑11
	Clarification of the enhanced TS0 capability for 1.28Mcps TDD
	approved
	A
	11.1.0
	TEI10
	R3

	RP-120746
	25.433
	1948
	3
	11.0.0
	Rel‑11
	Supporting Non-adjacent multi-carrier operation
	approved
	B
	11.1.0
	NC_4C_HSDPA-Core
	R3

	RP-120751
	25.433
	1949
	-
	11.0.0
	Rel‑11
	Introduction of enhanced DC-HSDPA
	approved
	F
	11.1.0
	RANimp-DCHSDPA, TEI11
	R3

	RP-120749
	25.461
	0079
	1
	11.0.0
	Rel‑11
	Introduction of E850_LB (Band 27) to TS 25.461
	approved
	B
	11.1.0
	LTE_e850_LB-core
	R3

	RP-120750
	25.461
	0080
	-
	11.0.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R3

	RP-120750
	25.461
	0081
	-
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R3

	RP-120749
	25.466
	0045
	1
	11.0.0
	Rel‑11
	Introduction of E850_LB Band 27 to TS 25.466
	approved
	B
	11.1.0
	LTE_e850_LB-core
	R3

	RP-120750
	25.466
	0046
	-
	11.0.0
	Rel‑11
	Introduction of FDD band for 700 MHz digital dividend
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R3

	RP-120750
	25.466
	0047
	-
	11.0.0
	Rel‑11
	Introduction of TDD band for 700 MHz digital dividend
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R3

	RP-120744
	25.467
	0173
	3
	10.4.0
	Rel‑10
	Correction of emergency call handling during Inbound mobility
	approved
	F
	10.5.0
	EHNB-RAN3
	R3

	RP-120761
	25.484
	0001
	1
	10.0.1
	Rel‑10
	Updates of ANR Stage 2 Descriptions for EPLMN
	approved
	C
	10.1.0
	ANR_UTRAN-Core
	R3

	RP-120743
	25.484
	0003
	-
	10.0.1
	Rel‑10
	Correction of ANR handlings upon UE detach or switch off
	approved
	F
	10.1.0
	ANR_UTRAN-Core
	R3

	RP-120795
	25.914
	0013
	1
	11.0.0
	Rel‑11
	LME and LEE clarifications to measurements of radio performance for UMTS terminals in speeh mode
	approved
	F
	11.1.0
	TEI11
	R4

	RP-120796
	25.914
	0014
	2
	11.0.0
	Rel‑11
	Introduction of hand phantom to TR25.914
	reissued
	B
	
	FS_OTA_phantoms_UTRA
	R4

	RP-120874
	25.914
	0014
	2
	11.0.0
	Rel‑11
	Introduction of hand phantom to TR25.914
	approved
	B
	11.1.0
	FS_OTA_phantoms_UTRA
	R4

	RP-120795
	25.914
	0015
	1
	11.0.0
	Rel‑11
	LME and LEE clarification to measurements of radio performance for terminals on uncertainty contributions in measurements
	approved
	F
	11.1.0
	TEI11
	R4

	RP-120796
	25.914
	0016
	-
	11.0.0
	Rel‑11
	Mechanical Requirements of Hand Phantoms
	reissued
	B
	
	FS_OTA_phantoms_UTRA
	R4

	RP-120874
	25.914
	0016
	-
	11.0.0
	Rel‑11
	Mechanical Requirements of Hand Phantoms
	approved
	B
	11.1.0
	FS_OTA_phantoms_UTRA
	R4

	RP-120796
	25.914
	0017
	-
	11.0.0
	Rel‑11
	Dielectric Property Measurements of hand phantoms
	reissued
	B
	
	FS_OTA_phantoms_UTRA
	R4

	RP-120874
	25.914
	0017
	-
	11.0.0
	Rel‑11
	Dielectric Property Measurements of hand phantoms
	approved
	B
	11.1.0
	FS_OTA_phantoms_UTRA
	R4

	RP-120796
	25.914
	0020
	1
	11.0.0
	Rel‑11
	CR to introduce left hand phantoms to TR25.914
	reissued
	B
	
	FS_OTA_phantoms_UTRA
	R4

	RP-120874
	25.914
	0020
	1
	11.0.0
	Rel‑11
	CR to introduce left hand phantoms to TR25.914
	approved
	B
	11.1.0
	FS_OTA_phantoms_UTRA
	R4

	RP-120778
	25.942
	0022
	1
	10.0.0
	Rel‑10
	Clarification of unwanted emissions requirements for TS 25.942 Rel‑10
	approved
	F
	10.1.0
	TEI10
	R4

	SP-120220
	26.114
	0131
	3
	10.3.0
	Rel‑10
	Correction of mapping b=AS when MBR can be greater than GBR
	approved
	F
	10.4.0
	ECSRA_LAA
	S4

	SP-120220
	26.114
	0132
	3
	11.3.0
	Rel‑11
	Correction of mapping b=AS when MBR can be greater than GBR
	approved
	A
	11.4.0
	ECSRA_LAA
	S4

	SP-120218
	26.114
	0192
	-
	9.8.0
	Rel‑9
	IP Version Node for 3GPP MTSINP MO
	approved
	F
	9.9.0
	M3A
	S4

	SP-120218
	26.114
	0193
	-
	10.3.0
	Rel‑10
	IP Version Node for 3GPP MTSINP MO
	approved
	F
	10.4.0
	M3A
	S4

	SP-120218
	26.114
	0194
	-
	11.3.0
	Rel‑11
	IP Version Node for 3GPP MTSINP MO
	approved
	F
	11.4.0
	M3A
	S4

	SP-120218
	26.114
	0195
	1
	9.8.0
	Rel‑9
	Bandwidth information for T.140 real-time text
	approved
	F
	9.9.0
	M3A
	S4

	SP-120218
	26.114
	0196
	1
	10.3.0
	Rel‑10
	Bandwidth information for T.140 real-time text
	approved
	A
	10.4.0
	M3A
	S4

	SP-120218
	26.114
	0197
	2
	11.3.0
	Rel‑11
	Bandwidth information for T.140 real-time text
	approved
	A
	11.4.0
	M3A
	S4

	SP-120217
	26.114
	0200
	1
	7.16.0
	Rel‑7
	Correction to H.264 RTP Payload Format References
	approved
	F
	7.17.0
	MTSI-MHI
	S4

	SP-120217
	26.114
	0201
	1
	8.10.2
	Rel‑8
	Correction to H.264 RTP Payload Format References
	approved
	A
	8.11.0
	MTSI-MHI
	S4

	SP-120217
	26.114
	0202
	1
	9.8.0
	Rel‑9
	Correction to H.264 RTP Payload Format References
	approved
	A
	9.9.0
	MTSI-MHI
	S4

	SP-120217
	26.114
	0203
	1
	10.3.0
	Rel‑10
	Correction to H.264 RTP Payload Format References
	approved
	A
	10.4.0
	MTSI-MHI
	S4

	SP-120217
	26.114
	0204
	1
	11.3.0
	Rel‑11
	Correction to H.264 RTP Payload Format References
	approved
	A
	11.4.0
	MTSI-MHI
	S4

	SP-120226
	26.114
	0212
	2
	11.3.0
	Rel‑11
	Reasons for Recommending a Subset of AMR/AMR-WB Codec Modes
	approved
	F
	11.4.0
	TEI11
	S4

	SP-120220
	26.114
	0213
	1
	10.3.0
	Rel‑10
	Computation of MBR/GBR for AMR and AMR-WB
	approved
	F
	10.4.0
	ECSRA_LAA
	S4

	SP-120220
	26.114
	0214
	1
	11.3.0
	Rel‑11
	Computation of MBR/GBR for AMR and AMR-WB
	approved
	F
	11.4.0
	ECSRA_LAA
	S4

	SP-120218
	26.114
	0215
	1
	10.3.0
	Rel‑10
	SID Packetizing Procedures
	approved
	F
	10.4.0
	M3A
	S4

	SP-120218
	26.114
	0216
	1
	11.3.0
	Rel‑11
	SID Packetizing Procedures
	approved
	A
	11.4.0
	M3A
	S4

	SP-120223
	26.202
	0005
	-
	10.0.0
	Rel‑10
	Correction of Example Text Regarding Number of Class A and B bits and RAB sub flows
	approved
	F
	10.1.0
	TEI10
	S4

	SP-120219
	26.234
	0202
	2
	9.8.0
	Rel‑9
	ContentProtection element update to signal version of DRM system
	approved
	F
	9.9.0
	PMA-MBS_Ext
	S4

	SP-120222
	26.237
	0067
	-
	10.4.0
	Rel‑10
	Corrections on Content Report Info Package
	approved
	F
	10.5.0
	OPT_IMS_PSS_MBMS_US
	S4

	SP-120224
	26.237
	0068
	2
	10.4.0
	Rel‑11
	Media Presentation Synchronization in MBMS
	approved
	B
	11.0.0
	EMM-IPME
	S4

	SP-120224
	26.237
	0069
	3
	10.4.0
	Rel‑11
	Media Presentation Synchronization in Inter-UE Session Replication
	approved
	B
	11.0.0
	EMM-IPME
	S4

	SP-120226
	26.244
	0043
	-
	10.2.0
	Rel‑11
	On Codecs Parameter in 3GP MIME Type
	approved
	F
	11.0.0
	TEI11
	S4

	SP-120221
	26.247
	0007
	3
	10.1.0
	Rel‑10
	Alignment with MPEG DASH
	approved
	F
	10.2.0
	HTTP_SDS
	S4

	SP-120221
	26.247
	0010
	1
	10.1.0
	Rel‑10
	Correction of Table Reference for Change Commands in MPD Deltas
	approved
	F
	10.2.0
	HTTP_SDS
	S4

	SP-120221
	26.247
	0012
	2
	10.1.0
	Rel‑10
	ContentProtection element update to signal version of DRM system
	approved
	F
	10.2.0
	HTTP_SDS
	S4

	SP-120219
	26.346
	0225
	1
	9.6.0
	Rel‑9
	Reception reporting corrections
	approved
	F
	9.7.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0226
	1
	10.3.0
	Rel‑10
	Reception reporting corrections
	approved
	A
	10.4.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0227
	1
	11.0.0
	Rel‑11
	Reception reporting corrections
	approved
	A
	11.1.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0228
	-
	9.6.0
	Rel‑9
	MBMS USD Schema correction
	approved
	F
	9.7.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0229
	-
	10.3.0
	Rel‑10
	MBMS USD Schema correction
	approved
	A
	10.4.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0230
	-
	11.0.0
	Rel‑11
	MBMS USD Schema correction
	approved
	A
	11.1.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0232
	1
	9.6.0
	Rel‑9
	MBMS Schedule Info corrections
	approved
	F
	9.7.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0233
	1
	10.3.0
	Rel‑10
	MBMS Schedule Info corrections
	approved
	A
	10.4.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0234
	1
	11.0.0
	Rel‑11
	MBMS Schedule Info corrections
	approved
	A
	11.1.0
	PMA-MBS_Ext
	S4

	SP-120224
	26.346
	0238
	2
	11.0.0
	Rel‑11
	Reception Report Aggregation
	approved
	C
	11.1.0
	EMM
	S4

	SP-120219
	26.346
	0239
	2
	9.6.0
	Rel‑9
	Initialisation Segment incorporation in AHS over MBMS
	approved
	F
	9.7.0
	PMA-MBS_Ext
	S4

	SP-120224
	26.346
	0240
	2
	11.0.0
	Rel‑11
	MBMS File Repair Using Conventional HTTP Servers
	approved
	B
	11.1.0
	EMM-DDE
	S4

	SP-120219
	26.346
	0255
	4
	9.6.0
	Rel‑9
	MBMS Schema Compatibility Correction
	approved
	F
	9.7.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0256
	4
	10.3.0
	Rel‑10
	MBMS Schema Compatibility Correction
	approved
	A
	10.4.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0257
	4
	11.0.0
	Rel‑11
	MBMS Schema Compatibility Correction
	approved
	F
	11.1.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0258
	1
	9.6.0
	Rel‑9
	MBMS Metadata Envelope Correction
	approved
	F
	9.7.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0259
	1
	10.3.0
	Rel‑10
	MBMS Metadata Envelope Correction
	approved
	A
	10.4.0
	PMA-MBS_Ext
	S4

	SP-120219
	26.346
	0260
	1
	11.0.0
	Rel‑11
	MBMS Metadata Envelope Correction
	approved
	A
	11.1.0
	PMA-MBS_Ext
	S4

	CP-120309
	27.007
	0343
	1
	11.2.0
	Rel‑11
	Alignment of response codes
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	27.007
	0344
	-
	11.2.0
	Rel‑11
	Removal of editor's note for security aspects of public warning systems in Rel‑11
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	27.007
	0345
	-
	11.2.0
	Rel‑11
	Response to +CNEM=- is missing
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	27.007
	0346
	-
	11.2.0
	Rel‑11
	Correction of value range for <QCI>
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	27.007
	0347
	1
	11.2.0
	Rel‑11
	<SS_code> added to result codes +CSSI and +CSSU
	approved
	B
	11.3.0
	TEI11
	C1

	CP-120309
	27.007
	0348
	-
	11.2.0
	Rel‑11
	Update of AT command +CMUX
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120313
	27.007
	0349
	2
	11.2.0
	Rel‑11
	Modifications to UR code for SRVCC due to introduction of vSRVCC
	approved
	F
	11.3.0
	vSRVCC-CT
	C1

	CP-120309
	27.007
	0354
	2
	11.2.0
	Rel‑11
	Correction of TFT description
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120325
	27.007
	0355
	3
	11.2.0
	Rel‑11
	AT commands for URI dialling
	approved
	B
	11.3.0
	ATURI
	C1

	CP-120309
	27.007
	0356
	-
	11.2.0
	Rel‑11
	Correction of response to +CPSB-
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120236
	29.002
	1049
	9
	11.2.0
	Rel‑11
	Retrieving CSG subscription data from the CSS to the VLR/SGSN
	approved
	B
	11.3.0
	VCSG-St3
	C4

	CP-120236
	29.002
	1059
	4
	11.2.0
	Rel‑11
	Procedures for Update VCSG Location service
	approved
	B
	11.3.0
	VCSG-St3
	C4

	CP-120236
	29.002
	1060
	5
	11.2.0
	Rel‑11
	CSG Data Management in the VPLMN
	approved
	B
	11.3.0
	VCSG-St3
	C4

	CP-120240
	29.002
	1065
	3
	11.2.0
	Rel‑11
	CSG ID and Local Time for NPLI
	approved
	B
	11.3.0
	TEI11
	C4

	CP-120242
	29.002
	1078
	-
	11.2.0
	Rel‑11
	Editorial corrections to TS 29.002
	approved
	D
	11.3.0
	TEI11
	C4

	CP-120242
	29.002
	1079
	-
	11.2.0
	Rel‑11
	Equivalent PLMN CSG Subscription Request for CS
	approved
	C
	11.3.0
	TEI11
	C4

	CP-120244
	29.002
	1080
	-
	11.2.0
	Rel‑11
	EPS location in MAP Note MM Event
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120242
	29.002
	1082
	-
	11.2.0
	Rel‑11
	Clarification on HLR procedure for SMS delivery via IP-SM-GW
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120269
	29.010
	0135
	-
	10.2.1
	Rel‑11
	Regional Subscription and CSG Information Propagation
	approved
	F
	11.0.0
	TEI11
	C4

	CP-120293
	29.018
	0097
	1
	8.3.0
	Rel‑8
	Gs update SGSN receiving Detach Notification from MME
	approved
	F
	8.4.0
	SAES-CSFB
	C1

	CP-120293
	29.018
	0098
	1
	9.1.0
	Rel‑9
	Gs update SGSN receiving Detach Notification from MME
	approved
	A
	9.2.0
	SAES-CSFB
	C1

	CP-120293
	29.018
	0099
	1
	10.5.0
	Rel‑10
	Gs update SGSN receiving Detach Notification from MME
	approved
	A
	10.6.0
	SAES-CSFB
	C1

	CP-120293
	29.018
	0100
	1
	11.2.0
	Rel‑11
	Gs update SGSN receiving Detach Notification from MME
	approved
	A
	11.3.0
	SAES-CSFB
	C1

	CP-120309
	29.018
	0101
	3
	11.2.0
	Rel‑11
	Gs Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120309
	29.018
	0105
	3
	11.2.0
	Rel‑11
	Check of NAM to avoid unnecessary signalling and misalignment with stage 2
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120240
	29.060
	0883
	3
	11.2.0
	Rel‑11
	Network provided Location Information
	approved
	B
	11.3.0
	NWK-PL2IMS-CT
	C4

	CP-120228
	29.060
	0884
	-
	11.2.0
	Rel‑11
	Reference of RNC Failure
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120221
	29.060
	0887
	1
	9.10.0
	Rel‑9
	GGSN TEID in Update PDP Context Response
	approved
	F
	9.11.0
	TEI9
	C4

	CP-120221
	29.060
	0888
	1
	10.5.0
	Rel‑10
	GGSN TEID in Update PDP Context Response
	approved
	A
	10.6.0
	TEI9
	C4

	CP-120221
	29.060
	0889
	1
	11.2.0
	Rel‑11
	GGSN TEID in Update PDP Context Response
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.060
	0890
	-
	11.2.0
	Rel‑11
	NSAPI in GTPv1
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120234
	29.060
	0891
	1
	11.2.0
	Rel‑11
	Additions for CS to PS SRVCC
	approved
	B
	11.3.0
	rSRVCC-CT
	C4

	CP-120228
	29.060
	0894
	1
	11.2.0
	Rel‑11
	Corrections to handling mechanism when receiving restart counter in Echo Response
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.060
	0895
	1
	11.2.0
	Rel‑11
	Inclusion of EARP in the CPC Request message of the secondary PDP Context
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.060
	0896
	-
	11.2.0
	Rel‑11
	UCI encoding correction for two digit MNC
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.060
	0901
	1
	11.2.0
	Rel‑11
	Mapping between Gn/Gp and NAS Cause values
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120220
	29.060
	0902
	2
	11.2.0
	Rel‑11
	Providing Serving Network to the GGSN
	approved
	A
	11.3.0
	TEI8
	C4

	CP-120220
	29.060
	0903
	2
	10.5.0
	Rel‑10
	Providing Serving Network to the GGSN
	approved
	A
	10.6.0
	TEI8
	C4

	CP-120220
	29.060
	0904
	2
	9.10.0
	Rel‑9
	Providing Serving Network to the GGSN
	approved
	A
	9.11.0
	TEI8
	C4

	CP-120220
	29.060
	0905
	2
	8.15.0
	Rel‑8
	Providing Serving Network to the GGSN
	approved
	F
	8.16.0
	TEI8
	C4

	CP-120228
	29.060
	0908
	1
	11.2.0
	Rel‑11
	Extended RNC ID in Target Identification IE
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.060
	0910
	1
	11.2.0
	Rel‑11
	Echo Request message
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120339
	29.061
	0368
	-
	9.8.0
	Rel‑9
	Supported user data modes in MBMS
	approved
	F
	9.9.0
	MBMS_EPS
	C3

	CP-120339
	29.061
	0369
	-
	10.5.0
	Rel‑10
	Supported user data modes in MBMS
	approved
	A
	10.6.0
	MBMS_EPS
	C3

	CP-120339
	29.061
	0370
	-
	11.0.0
	Rel‑11
	Supported user data modes in MBMS
	approved
	A
	11.1.0
	MBMS_EPS
	C3

	CP-120339
	29.061
	0371
	1
	9.8.0
	Rel‑9
	Time to MBMS Data Transfer
	approved
	F
	9.9.0
	MBMS_EPS
	C3

	CP-120339
	29.061
	0372
	1
	10.5.0
	Rel‑10
	Time to MBMS Data Transfer
	approved
	A
	10.6.0
	MBMS_EPS
	C3

	CP-120339
	29.061
	0373
	1
	11.0.0
	Rel‑11
	Time to MBMS Data Transfer
	approved
	A
	11.1.0
	MBMS_EPS
	C3

	CP-120336
	29.061
	0374
	1
	8.8.0
	Rel‑8
	Correction of 3GPP-SGSN-MCC-MNC attribute definition to include EPS
	approved
	F
	8.9.0
	SAES-St3-intwk
	C3

	CP-120336
	29.061
	0375
	1
	9.8.0
	Rel‑9
	Correction of 3GPP-SGSN-MCC-MNC attribute definition to include EPS
	approved
	A
	9.9.0
	SAES-St3-intwk
	C3

	CP-120336
	29.061
	0376
	1
	10.5.0
	Rel‑10
	Correction of 3GPP-SGSN-MCC-MNC attribute definition to include EPS
	approved
	A
	10.6.0
	SAES-St3-intwk
	C3

	CP-120336
	29.061
	0377
	1
	11.0.0
	Rel‑11
	Correction of 3GPP-SGSN-MCC-MNC attribute definition to include EPS
	approved
	A
	11.1.0
	SAES-St3-intwk
	C3

	CP-120355
	29.079
	0009
	3
	10.2.0
	Rel‑11
	RAVEL Loop-back routeing example updates
	approved
	B
	11.0.0
	RAVEL-CT
	C3

	CP-120357
	29.079
	0010
	-
	10.2.0
	Rel‑11
	Incorrect IP address in example
	approved
	F
	11.0.0
	OMR
	C3

	CP-120343
	29.079
	0012
	-
	10.2.0
	Rel‑10
	IETF reference update (mixer-control)
	approved
	F
	10.3.0
	OMR
	C3

	CP-120235
	29.109
	0078
	1
	11.0.0
	Rel‑11
	GBA_Digest over Zn
	approved
	B
	11.1.0
	GBA-ext-St3
	C4

	CP-120315
	29.118
	0201
	6
	11.2.0
	Rel‑11
	Support of SMS in MME for PS-only Subscription
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120318
	29.118
	0203
	3
	11.2.0
	Rel‑11
	"MME paging handling for ""SMS Indicator"" case "
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120293
	29.118
	0204
	2
	8.9.0
	Rel‑8
	Change to the detach message to the VLR when the MME's Implicit Detach Timer expires
	approved
	F
	8.10.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0205
	2
	9.6.0
	Rel‑9
	Change to the detach message for implicit detach at MME
	approved
	A
	9.7.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0206
	2
	10.7.0
	Rel‑10
	Change to the detach message for implicit detach at MME
	approved
	A
	10.8.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0207
	2
	11.2.0
	Rel‑11
	Change to the detach message for implicit detach at MME
	approved
	A
	11.3.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0208
	2
	8.9.0
	Rel‑8
	Clarification of MME behaviour in receiving CS Paging when MRT has expired but IDT is running while ISR is activated
	approved
	F
	8.10.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0209
	2
	9.6.0
	Rel‑9
	Clarification of MME behaviour in receiving CS Paging when MRT has expired but IDT is running while ISR is activated
	approved
	A
	9.7.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0210
	2
	10.7.0
	Rel‑10
	Clarification of MME behaviour in receiving CS Paging when MRT has expired but IDT is running while ISR is activated
	approved
	A
	10.8.0
	SAES-CSFB
	C1

	CP-120293
	29.118
	0211
	2
	11.2.0
	Rel‑11
	Clarification of MME behaviour in receiving CS Paging when MRT has expired but IDT is running while ISR is activated
	approved
	A
	11.3.0
	SAES-CSFB
	C1

	CP-120303
	29.118
	0212
	-
	10.7.0
	Rel‑10
	SGs paging handling in the MME
	approved
	F
	10.8.0
	TEI10
	C1

	CP-120309
	29.118
	0213
	2
	11.2.0
	Rel‑11
	SGs Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120318
	29.118
	0219
	3
	11.2.0
	Rel‑11
	Support of MAP signalling in the MME (via IWF)
	approved
	F
	11.3.0
	SAES2-CSFB
	C1

	CP-120377
	29.162
	0104
	3
	10.5.0
	Rel‑11
	Multimedia Priority Control of Media Gateway resources
	approved
	B
	11.0.0
	eMPS_Gateway
	C3

	CP-120344
	29.162
	0112
	1
	10.5.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.6.0
	ECSRA_LAA-CN
	C3

	CP-120337
	29.163
	0615
	3
	9.9.0
	Rel‑9
	Redirection counter 29.163r9
	approved
	A
	9.10.0
	IMS-CCR-IWCS
	C3

	CP-120337
	29.163
	0616
	3
	10.5.0
	Rel‑10
	Redirection counter 29.163r10
	approved
	A
	10.6.0
	IMS-CCR-IWCS
	C3

	CP-120337
	29.163
	0617
	3
	11.2.0
	Rel‑11
	Redirection counter 29.163r11
	approved
	A
	11.3.0
	IMS-CCR-IWCS
	C3

	CP-120337
	29.163
	0619
	2
	8.18.0
	Rel‑8
	Redirection counter 29.163r8
	approved
	F
	8.19.0
	IMS-CCR-IWCS
	C3

	CP-120333
	29.163
	0620
	1
	8.18.0
	Rel‑8
	Reference update: draft-salud-alert-info-urns
	approved
	F
	8.19.0
	CW_IMS
	C3

	CP-120333
	29.163
	0621
	1
	9.9.0
	Rel‑9
	Reference update: draft-salud-alert-info-urns
	approved
	A
	9.10.0
	CW_IMS
	C3

	CP-120333
	29.163
	0622
	1
	10.5.0
	Rel‑10
	Reference update: draft-salud-alert-info-urns
	approved
	A
	10.6.0
	CW_IMS
	C3

	CP-120333
	29.163
	0623
	1
	11.2.0
	Rel‑11
	Reference update: draft-salud-alert-info-urns
	approved
	A
	11.3.0
	CW_IMS
	C3

	CP-120337
	29.163
	0624
	1
	8.18.0
	Rel‑8
	History-Info mapping correction for CDIV
	approved
	F
	8.19.0
	IMS-CCR-IWCS
	C3

	CP-120337
	29.163
	0625
	1
	9.9.0
	Rel‑9
	History-Info mapping correction for CDIV
	approved
	A
	9.10.0
	IMS-CCR-IWCS
	C3

	CP-120337
	29.163
	0626
	1
	10.5.0
	Rel‑10
	History-Info mapping correction for CDIV
	approved
	A
	10.6.0
	IMS-CCR-IWCS
	C3

	CP-120337
	29.163
	0627
	1
	11.2.0
	Rel‑11
	History-Info mapping correction for CDIV
	approved
	A
	11.3.0
	IMS-CCR-IWCS
	C3

	CP-120376
	29.163
	0628
	3
	11.2.0
	Rel‑11
	Multimedia Priority Control of Media Gateway resources
	approved
	B
	11.3.0
	eMPS_Gateway
	C3

	CP-120333
	29.163
	0629
	2
	8.18.0
	Rel‑8
	NetworkIdentity interworking correction
	approved
	F
	8.19.0
	REDOC_TIS-C3
	C3

	CP-120333
	29.163
	0630
	2
	9.9.0
	Rel‑9
	NetworkIdentity interworking correction
	approved
	A
	9.10.0
	REDOC_TIS-C3
	C3

	CP-120333
	29.163
	0631
	2
	10.5.0
	Rel‑10
	NetworkIdentity interworking correction
	approved
	A
	10.6.0
	REDOC_TIS-C3
	C3

	CP-120333
	29.163
	0632
	2
	11.2.0
	Rel‑11
	NetworkIdentity interworking correction
	approved
	A
	11.3.0
	REDOC_TIS-C3
	C3

	CP-120356
	29.163
	0643
	1
	11.2.0
	Rel‑11
	Mapping of display-name within P-Asserted-Identity header field
	approved
	F
	11.3.0
	IMS-CCR-IWCS
	C3

	CP-120344
	29.163
	0644
	1
	10.5.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.6.0
	ECSRA_LAA-CN
	C3

	CP-120344
	29.163
	0645
	1
	11.2.0
	Rel‑11
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	A
	11.3.0
	ECSRA_LAA-CN
	C3

	CP-120331
	29.163
	0646
	-
	8.18.0
	Rel‑8
	Updating of UUS references
	approved
	F
	8.19.0
	UUSIW
	C3

	CP-120331
	29.163
	0647
	-
	9.9.0
	Rel‑9
	Updating of UUS references
	approved
	A
	9.10.0
	UUSIW
	C3

	CP-120331
	29.163
	0648
	-
	10.5.0
	Rel‑10
	Updating of UUS references
	approved
	A
	10.6.0
	UUSIW
	C3

	CP-120331
	29.163
	0649
	-
	11.2.0
	Rel‑11
	Updating of UUS references
	approved
	A
	11.3.0
	UUSIW
	C3

	CP-120341
	29.163
	0658
	1
	9.9.0
	Rel‑9
	Privacy for PANI 29.163r9
	approved
	F
	9.10.0
	IMS-CCR-IWCS
	C3

	CP-120341
	29.163
	0659
	1
	10.5.0
	Rel‑10
	Privacy for PANI 29.163r10
	approved
	A
	10.6.0
	IMS-CCR-IWCS
	C3

	CP-120341
	29.163
	0660
	1
	11.2.0
	Rel‑11
	Privacy for PANI 29.163r11
	approved
	A
	11.3.0
	IMS-CCR-IWCS
	C3

	CP-120348
	29.165
	0359
	7
	11.2.0
	Rel‑11
	Addition of services using OPTIONS method to option item table
	approved
	B
	11.3.0
	NNI_OI
	C3

	CP-120340
	29.165
	0391
	1
	9.10.0
	Rel‑9
	Reference update: draft-salud-alert-info-urns
	approved
	F
	9.11.0
	II-NNI
	C3

	CP-120340
	29.165
	0392
	1
	10.7.0
	Rel‑10
	Reference update: draft-salud-alert-info-urns
	approved
	A
	10.8.0
	II-NNI
	C3

	CP-120340
	29.165
	0393
	1
	11.2.0
	Rel‑11
	Reference update: draft-salud-alert-info-urns
	approved
	A
	11.3.0
	II-NNI
	C3

	CP-120349
	29.165
	0395
	-
	11.2.0
	Rel‑11
	Updating the title of draft-kaplan-dispatch-session-id
	approved
	F
	11.3.0
	IMSprotoc5
	C3

	CP-120349
	29.165
	0396
	-
	11.2.0
	Rel‑11
	Update of IBCF function list
	approved
	F
	11.3.0
	IMSprotoc5
	C3

	CP-120349
	29.165
	0397
	1
	11.2.0
	Rel‑11
	Major capability updates
	approved
	B
	11.3.0
	IMSprotoc5
	C3

	CP-120355
	29.165
	0398
	2
	11.2.0
	Rel‑11
	Roaming Architecture for Voice over IMS with Local Breakout
	approved
	B
	11.3.0
	RAVEL-CT
	C3

	CP-120348
	29.165
	0402
	-
	11.2.0
	Rel‑11
	Clarification of a using model for CAT service over II-NNI
	approved
	F
	11.3.0
	NNI_OI
	C3

	CP-120342
	29.165
	0403
	3
	10.7.0
	Rel‑10
	Clarification on SIP message bodies over II-NNI
	approved
	F
	10.8.0
	II-NNI2
	C3

	CP-120342
	29.165
	0404
	3
	11.2.0
	Rel‑11
	Clarification on SIP message bodies over II-NNI
	approved
	A
	11.3.0
	II-NNI2
	C3

	CP-120348
	29.165
	0405
	1
	11.2.0
	Rel‑11
	Fixing the option items related to control plane transport over II-NNI
	approved
	B
	11.3.0
	NNI_OI
	C3

	CP-120340
	29.165
	0406
	1
	9.10.0
	Rel‑9
	Usage of isub parameter over II-NNI
	approved
	F
	9.11.0
	II-NNI
	C3

	CP-120340
	29.165
	0407
	2
	10.7.0
	Rel‑10
	Usage of isub parameter over II-NNI
	approved
	A
	10.8.0
	II-NNI
	C3

	CP-120340
	29.165
	0408
	2
	11.2.0
	Rel‑11
	Usage of isub parameter over II-NNI
	approved
	A
	11.3.0
	II-NNI
	C3

	CP-120348
	29.165
	0409
	1
	11.2.0
	Rel‑11
	Addition of option item related isub parameter over II-NNI
	approved
	B
	11.3.0
	NNI_OI
	C3

	CP-120348
	29.165
	0411
	2
	11.2.0
	Rel‑11
	Unification of description for option item table related to services
	approved
	D
	11.3.0
	NNI_OI
	C3

	CP-120342
	29.165
	0414
	-
	10.7.0
	Rel‑10
	The sos URI parameter in Request-URIs
	approved
	F
	10.8.0
	II-NNI2
	C3

	CP-120342
	29.165
	0415
	-
	11.2.0
	Rel‑11
	The sos URI parameter in Request-URIs
	approved
	A
	11.3.0
	II-NNI2
	C3

	CP-120348
	29.165
	0416
	2
	11.2.0
	Rel‑11
	Addition of option items related to SDP lines for II-NNI
	approved
	F
	11.3.0
	NNI_OI
	C3

	CP-120340
	29.165
	0417
	-
	9.10.0
	Rel‑9
	Updating of UUS references
	approved
	F
	9.11.0
	II-NNI
	C3

	CP-120340
	29.165
	0418
	-
	10.7.0
	Rel‑10
	Updating of UUS references
	approved
	A
	10.8.0
	II-NNI
	C3

	CP-120340
	29.165
	0419
	-
	11.2.0
	Rel‑11
	Updating of UUS references
	approved
	A
	11.3.0
	II-NNI
	C3

	CP-120348
	29.165
	0420
	4
	11.2.0
	Rel‑11
	forking option over II-NNI
	approved
	B
	11.3.0
	NNI_OI
	C3

	CP-120332
	29.165
	0421
	2
	8.10.0
	Rel‑8
	The description of notation code for SIP message
	approved
	F
	8.11.0
	FBI2-IOPSI
	C3

	CP-120332
	29.165
	0422
	2
	9.10.0
	Rel‑9
	The description of notation code for SIP message
	approved
	A
	9.11.0
	FBI2-IOPSI
	C3

	CP-120332
	29.165
	0423
	2
	10.7.0
	Rel‑10
	The description of notation code for SIP message
	approved
	A
	10.8.0
	FBI2-IOPSI
	C3

	CP-120332
	29.165
	0424
	2
	11.2.0
	Rel‑11
	The description of notation code for SIP message
	approved
	A
	11.3.0
	FBI2-IOPSI
	C3

	CP-120246
	29.168
	0025
	-
	11.2.0
	Rel‑11
	Corrections to ASN.1 code
	approved
	F
	11.3.0
	ETWS
	C4

	CP-120378
	29.199-03
	0029
	-
	8.3.0
	Rel‑8
	Missing operations and data types in WSDL file structure
	approved
	F
	8.4.0
	OSA8
	CP

	CP-120379
	29.199-03
	0030
	-
	9.1.0
	Rel‑9
	Missing operations and data types in WSDL file structure
	approved
	A
	9.2.0
	OSA8
	CP

	CP-120352
	29.212
	0800
	1
	11.4.0
	Rel‑11
	Support of rSRVCC in Gx
	approved
	B
	11.5.0
	rSRVCC-CT
	C3

	CP-120346
	29.212
	0801
	1
	11.4.0
	Rel‑11
	ToD ADC Rules handling
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120350
	29.212
	0803
	4
	11.4.0
	Rel‑11
	Impacts in Gx and Gxx to complete WLAN scenario
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120335
	29.212
	0804
	1
	8.15.0
	Rel‑8
	Adapting GERAN/UTRAN procedures with S4-SGSN
	approved
	F
	8.16.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0805
	1
	9.10.0
	Rel‑9
	Adapting GERAN/UTRAN procedures with S4-SGSN
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0806
	1
	10.6.0
	Rel‑10
	Adapting GERAN/UTRAN procedures with S4-SGSN
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0807
	1
	11.4.0
	Rel‑11
	Adapting GERAN/UTRAN procedures with S4-SGSN
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120358
	29.212
	0809
	1
	11.4.0
	Rel‑11
	PCRF behavior and applicability of QoS-Upgrade AVP
	approved
	F
	11.5.0
	SAES-St3-PCC
	C3

	CP-120358
	29.212
	0810
	3
	11.4.0
	Rel‑11
	New Rule-Failure Codes
	approved
	B
	11.5.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0811
	1
	11.4.0
	Rel‑11
	Diameter session termination
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120350
	29.212
	0818
	3
	11.4.0
	Rel‑11
	Update the architecture and reference point for S5/S8 PMIP case
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.212
	0819
	2
	11.4.0
	Rel‑11
	Update the definition and abbreviation(29.212)
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.212
	0820
	3
	11.4.0
	Rel‑11
	Sd impact to support NSWO
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.212
	0821
	1
	11.4.0
	Rel‑11
	Architecture of NSWO(29.212)
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120345
	29.212
	0825
	-
	11.4.0
	Rel‑11
	Include support of other media for IMS Emergency Session
	approved
	C
	11.5.0
	TEI11
	C3

	CP-120335
	29.212
	0826
	1
	8.15.0
	Rel‑8
	QoS Validation for UE initiated resource modification (R8 29.212)
	approved
	F
	8.16.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0827
	1
	9.10.0
	Rel‑9
	QoS Validation for UE initiated resource modification (R9 29.212)
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0828
	1
	10.6.0
	Rel‑10
	QoS Validation for UE initiated resource modification (R10 29.212)
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0829
	1
	11.4.0
	Rel‑11
	QoS Validation for UE initiated resource modification (R11 29.212)
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120346
	29.212
	0839
	-
	11.4.0
	Rel‑11
	Command Code for TSR &TSA (R11 29.212)
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120353
	29.212
	0840
	1
	11.4.0
	Rel‑11
	Support trusted WLAN over S2a (R11 29.212)
	approved
	B
	11.5.0
	SaMOG_WLAN-CN
	C3

	CP-120354
	29.212
	0842
	2
	11.4.0
	Rel‑11
	Support network location reporting for IMS functionality over GxGxx interfaces (R11 29212)
	approved
	B
	11.5.0
	NWK-PL2IMS-CT
	C3

	CP-120335
	29.212
	0844
	-
	8.15.0
	Rel‑8
	Add Event-Trigger AVP in the RAA command
	approved
	F
	8.16.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0845
	-
	9.10.0
	Rel‑9
	Add Event-Trigger AVP in the RAA command
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0846
	-
	10.6.0
	Rel‑10
	Add Event-Trigger AVP in the RAA command
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0847
	-
	11.4.0
	Rel‑11
	Add Event-Trigger AVP in the RAA command
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0848
	-
	8.15.0
	Rel‑8
	Diameter session termination
	approved
	F
	8.16.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0849
	-
	9.10.0
	Rel‑9
	Diameter session termination
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0850
	-
	10.6.0
	Rel‑10
	Diameter session termination
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120346
	29.212
	0851
	2
	11.4.0
	Rel‑11
	Missing clarification on unsolicited application reporting session establishment
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120346
	29.212
	0852
	2
	11.4.0
	Rel‑11
	Mute for application detection notification requirements
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120345
	29.212
	0853
	2
	11.4.0
	Rel‑11
	Usage Monitoring Congestion Handling
	approved
	C
	11.5.0
	TEI11
	C3

	CP-120335
	29.212
	0854
	1
	8.15.0
	Rel‑8
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	approved
	F
	8.16.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0855
	1
	9.10.0
	Rel‑9
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0856
	1
	10.6.0
	Rel‑10
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120335
	29.212
	0857
	1
	11.4.0
	Rel‑11
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120345
	29.212
	0858
	1
	11.4.0
	Rel‑11
	Supported-Feature support for Extended filter handling over Gx/Gxx
	approved
	B
	11.5.0
	TEI11
	C3

	CP-120330
	29.212
	0859
	3
	7.13.0
	Rel‑7
	Complete PCC rule in deferred rule procedures (R7 29.212)
	approved
	F
	7.14.0
	PCC
	C3

	CP-120330
	29.212
	0860
	3
	8.15.0
	Rel‑8
	Complete PCC rule in deferred rule procedures (R8 29.212)
	approved
	A
	8.16.0
	PCC
	C3

	CP-120330
	29.212
	0861
	3
	9.10.0
	Rel‑9
	Complete PCC rule in deferred rule procedures (R9 29.212)
	approved
	A
	9.11.0
	PCC
	C3

	CP-120330
	29.212
	0862
	3
	10.6.0
	Rel‑10
	Complete PCC rule in deferred rule procedures (R10 29.212)
	approved
	A
	10.7.0
	PCC
	C3

	CP-120330
	29.212
	0863
	3
	11.4.0
	Rel‑11
	Complete PCC rule in deferred rule procedures (R11 29.212)
	approved
	A
	11.5.0
	PCC
	C3

	CP-120350
	29.212
	0865
	2
	11.4.0
	Rel‑11
	Transport of ePDG or PGW IP address (TS29.212)
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120350
	29.212
	0866
	2
	11.4.0
	Rel‑11
	Resolve the FFS of CS-Service-Request-Operation AVP
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120346
	29.212
	0867
	1
	11.4.0
	Rel‑11
	Clarification of Sd reference point overview
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120346
	29.212
	0868
	2
	11.4.0
	Rel‑11
	TDF session Linking in case of unsolicited application
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120350
	29.213
	0389
	6
	11.2.0
	Rel‑11
	PCRF and BPCF addressing
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.213
	0390
	2
	11.2.0
	Rel‑11
	PCRF Addressing
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120350
	29.213
	0391
	1
	11.2.0
	Rel‑11
	Annex skeleton modification to cover BBI scenarios
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.213
	0392
	-
	11.2.0
	Rel‑11
	Annex skeleton modification to cover BBII scenarios
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120350
	29.213
	0393
	4
	11.2.0
	Rel‑11
	IP-CAN session establishment for EPC-routed
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120350
	29.213
	0394
	4
	11.2.0
	Rel‑11
	IP-CAN session termination for EPC-routed
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.213
	0395
	2
	11.2.0
	Rel‑11
	Update the definition and abbreviation(29.213)
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.213
	0396
	4
	11.2.0
	Rel‑11
	IP-CAN session establishment for NSWO
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.213
	0397
	3
	11.2.0
	Rel‑11
	IP-CAN session termination for NSWO
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120345
	29.213
	0398
	2
	11.2.0
	Rel‑11
	Declaring support for extened TDF filter
	approved
	B
	11.3.0
	TEI11
	C3

	CP-120335
	29.213
	0399
	-
	8.13.0
	Rel‑8
	S9 session per UE (R8 29.213)
	approved
	F
	8.14.0
	SAES-St3-PCC
	C3

	CP-120335
	29.213
	0400
	-
	9.8.0
	Rel‑9
	S9 session per UE (R9 29.213)
	approved
	A
	9.9.0
	SAES-St3-PCC
	C3

	CP-120335
	29.213
	0401
	-
	10.5.0
	Rel‑10
	S9 session per UE (R10 29.213)
	approved
	A
	10.6.0
	SAES-St3-PCC
	C3

	CP-120335
	29.213
	0402
	-
	11.2.0
	Rel‑11
	S9 session per UE (R11 29.213)
	approved
	A
	11.3.0
	SAES-St3-PCC
	C3

	CP-120353
	29.213
	0403
	1
	11.2.0
	Rel‑11
	Support trusted WLAN over S2a (R11 29.213)
	approved
	B
	11.3.0
	SaMOG_WLAN-CN
	C3

	CP-120350
	29.213
	0404
	4
	11.2.0
	Rel‑11
	PCRF-Initiated IP-CAN Session Modification for EPC routed traffic (TS 29.213)
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120350
	29.213
	0405
	4
	11.2.0
	Rel‑11
	BPCF-Initiated IP-CAN Session Modification for EPC routed traffic(R11 29.213)
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120350
	29.213
	0406
	5
	11.2.0
	Rel‑11
	PCEF-Initiated IP-CAN Session Modification for EPC routed traffic(R11 29.213)
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120350
	29.213
	0407
	5
	11.2.0
	Rel‑11
	BBERF-Initiated IP-CAN Session Modification for EPC routed traffic(R11 29.213)
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120350
	29.213
	0408
	2
	11.2.0
	Rel‑11
	Session binding Mechanisms(TS 29.213)
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.213
	0409
	4
	11.2.0
	Rel‑11
	PCRF-Initiated IP-CAN Session Modification for NSWO traffic (TS 29.213)
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.213
	0410
	5
	11.2.0
	Rel‑11
	BPCF-Initiated IP-CAN Session Modification for NSWO traffic (TS 29.213)
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120346
	29.213
	0412
	2
	11.2.0
	Rel‑11
	Mute for application detection notification procedures
	approved
	F
	11.3.0
	SAPP-CT3
	C3

	CP-120358
	29.213
	0418
	1
	11.2.0
	Rel‑11
	Correction to the reference number of TS 29.213 (R11)
	approved
	D
	11.3.0
	SAES-St3-PCC
	C3

	CP-120346
	29.213
	0419
	1
	11.2.0
	Rel‑11
	Clarification of IP-CAN session modification for unsolicited application reporting
	approved
	F
	11.3.0
	SAPP-CT3
	C3

	CP-120346
	29.213
	0420
	-
	11.2.0
	Rel‑11
	Clarification of IP-CAN session termination for unsolicited application reporting
	approved
	F
	11.3.0
	SAPP-CT3
	C3

	CP-120346
	29.213
	0421
	1
	11.2.0
	Rel‑11
	Clarification of TDF session establishment and termination for unsolicited application reporting
	approved
	F
	11.3.0
	SAPP-CT3
	C3

	CP-120350
	29.213
	0422
	1
	11.2.0
	Rel‑11
	Clarification of 3GPP HNB procedures
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.213
	0423
	1
	11.2.0
	Rel‑11
	Binding mechanism of NSWO
	approved
	B
	11.3.0
	BBAI_BBII-CT
	C3

	CP-120350
	29.213
	0424
	1
	11.2.0
	Rel‑11
	Clarification of case 1, case 2a and case 2b
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C3

	CP-120354
	29.214
	0223
	2
	11.4.0
	Rel‑11
	Support network location reporting for IMS functionality over Rx interface (R11 29214)
	approved
	B
	11.5.0
	NWK-PL2IMS-CT
	C3

	CP-120345
	29.214
	0224
	2
	11.4.0
	Rel‑11
	Support for local address in TFT filters AVP (TS 29.214)
	approved
	B
	11.5.0
	TEI11
	C3

	CP-120358
	29.214
	0228
	1
	11.4.0
	Rel‑11
	Correction to the reference of TS 29.214 (R11)
	approved
	D
	11.5.0
	SAES-St3-PCC
	C3

	CP-120350
	29.215
	0227
	1
	11.4.0
	Rel‑11
	Completion of S9a protocol
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.215
	0228
	5
	11.4.0
	Rel‑11
	PCC Procedures over S9 and S9a Reference Points
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.215
	0229
	5
	11.4.0
	Rel‑11
	Protocol for NSWO scenario
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120335
	29.215
	0230
	1
	11.4.0
	Rel‑11
	Diameter session termination
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120335
	29.215
	0231
	3
	8.13.0
	Rel‑8
	QoS authorization for UE request resource modification(29.215 R8)
	approved
	F
	8.14.0
	SAES-St3-PCC
	C3

	CP-120335
	29.215
	0232
	2
	9.10.0
	Rel‑9
	QoS authorization for UE request resource modification(29.215 R9)
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.215
	0233
	2
	10.5.0
	Rel‑10
	QoS authorization for UE request resource modification(29.215 R10)
	approved
	A
	10.6.0
	SAES-St3-PCC
	C3

	CP-120335
	29.215
	0234
	2
	11.4.0
	Rel‑11
	QoS authorization for UE request resource modification(29.215 R11)
	approved
	A
	11.5.0
	SAES-St3-PCC
	C3

	CP-120350
	29.215
	0235
	1
	11.4.0
	Rel‑11
	Update the architecture for S5/S8 PMIP case
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120351
	29.215
	0236
	2
	11.4.0
	Rel‑11
	Update the definition and abbreviation(29.215)
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120351
	29.215
	0237
	1
	11.4.0
	Rel‑11
	Architecture of NSWO(29.215)
	approved
	B
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120353
	29.215
	0242
	1
	11.4.0
	Rel‑11
	Support trusted WLAN over S2a (R11 29.215)
	approved
	B
	11.5.0
	SaMOG_WLAN-CN
	C3

	CP-120335
	29.215
	0243
	-
	8.13.0
	Rel‑8
	Diameter session termination
	approved
	F
	8.14.0
	SAES-St3-PCC
	C3

	CP-120335
	29.215
	0244
	-
	9.10.0
	Rel‑9
	Diameter session termination
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120335
	29.215
	0245
	-
	10.5.0
	Rel‑10
	Diameter session termination
	approved
	A
	10.6.0
	SAES-St3-PCC
	C3

	CP-120351
	29.215
	0246
	2
	11.4.0
	Rel‑11
	Functionalities for NSWO (TS 29.215)
	approved
	F
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120350
	29.215
	0247
	1
	11.4.0
	Rel‑11
	Transport of ePDG or PGW IP address (TS29.215)
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120358
	29.215
	0251
	1
	11.4.0
	Rel‑11
	Correction to the reference of TS 29.215 (R11)
	approved
	D
	11.5.0
	SAES-St3-PCC
	C3

	CP-120346
	29.215
	0252
	1
	11.4.0
	Rel‑11
	Clarification of unsolicited application reporting
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120350
	29.215
	0253
	2
	11.4.0
	Rel‑11
	S9 protocol enhancement for supporting BBAI
	approved
	B
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120354
	29.215
	0254
	-
	11.4.0
	Rel‑11
	Support Network Location for IMS functionality(29.215)
	approved
	B
	11.5.0
	NWK-PL2IMS-CT
	C3

	CP-120347
	29.219
	0002
	1
	11.0.0
	Rel‑11
	Sy Error Case
	approved
	B
	11.1.0
	QOS_SSL-CT3
	C3

	CP-120347
	29.219
	0003
	1
	11.0.0
	Rel‑11
	Sy Corrections
	approved
	D
	11.1.0
	QOS_SSL-CT3
	C3

	CP-120347
	29.219
	0004
	-
	11.0.0
	Rel‑11
	Parameters for Spending Limit Report Request
	approved
	F
	11.1.0
	QoS_SSL-CT3
	C3

	CP-120347
	29.219
	0005
	-
	11.0.0
	Rel‑11
	Command Code for SLR & SLA (R11 29.219)
	approved
	F
	11.1.0
	QoS_SSL-CT3
	C3

	CP-120245
	29.228
	0558
	2
	11.3.0
	Rel‑11
	Maximum Number of simultaneous registrations
	approved
	B
	11.4.0
	TEI11
	C4

	CP-120240
	29.230
	0287
	5
	11.2.0
	Rel‑11
	Codes Allocation for AVPs on NPLI
	approved
	B
	11.3.0
	TEI11
	C4

	CP-120238
	29.230
	0294
	1
	11.2.0
	Rel‑11
	Default APN for 'Trusted WLAN access'
	approved
	B
	11.3.0
	SAMOG_WLAN_CN
	C4

	CP-120225
	29.230
	0295
	1
	10.6.0
	Rel‑10
	Trust Relationship Indication
	approved
	F
	10.7.0
	TEI10
	C4

	CP-120225
	29.230
	0296
	1
	11.2.0
	Rel‑11
	Trust Relationship Indication
	approved
	A
	11.3.0
	TEI10
	C4

	CP-120251
	29.230
	0297
	1
	11.2.0
	Rel‑11
	Corrections to reference titles
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120251
	29.230
	0298
	1
	11.2.0
	Rel‑11
	Diameter code allocation for TS 29.219
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120247
	29.230
	0300
	-
	11.2.0
	Rel‑11
	Network Name AVP codes
	approved
	B
	11.3.0
	TEI11
	C4

	CP-120219
	29.230
	0301
	-
	8.13.0
	Rel‑8
	Duplicated AVP names
	approved
	F
	8.14.0
	TEI8
	C4

	CP-120219
	29.230
	0302
	-
	9.10.0
	Rel‑9
	Duplicated AVP names
	approved
	A
	9.11.0
	TEI8
	C4

	CP-120219
	29.230
	0303
	-
	10.6.0
	Rel‑10
	Duplicated AVP names
	approved
	F
	10.7.0
	TEI10
	C4

	CP-120219
	29.230
	0304
	-
	11.2.0
	Rel‑11
	Duplicated AVP names
	approved
	A
	11.3.0
	TEI10
	C4

	CP-120226
	29.232
	0641
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120338
	29.235
	0089
	2
	8.5.0
	Rel‑8
	Forking and SDP offer-answer Interworking corrections
	approved
	F
	8.6.0
	SIP_Nc
	C3

	CP-120338
	29.235
	0090
	1
	9.7.0
	Rel‑9
	Forking and SDP offer-answer Interworking corrections
	approved
	A
	9.8.0
	SIP_Nc
	C3

	CP-120338
	29.235
	0091
	1
	10.0.0
	Rel‑10
	Forking and SDP offer-answer Interworking corrections
	approved
	A
	10.1.0
	SIP_Nc
	C3

	CP-120226
	29.238
	0033
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120240
	29.272
	0401
	3
	11.2.0
	Rel‑11
	CSG ID and Local Time for NPLI
	approved
	B
	11.3.0
	TEI11
	C4

	CP-120407
	29.272
	0415
	2
	11.2.0
	Rel‑11
	Ready for SM in MME
	revised
	B
	
	SIMTC-PS_only
	C4

	CP-120408
	29.272
	0415
	3
	11.2.0
	Rel‑11
	Ready for SM in MME
	revised
	B
	
	SIMTC-PS_only
	C4

	CP-120413
	29.272
	0415
	4
	11.2.0
	Rel‑11
	Ready for SM in MME
	approved
	B
	11.3.0
	SIMTC-PS_only
	C4

	CP-120249
	29.272
	0418
	1
	11.2.0
	Rel‑11
	ULR handling for combined MME/SGSN
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120249
	29.272
	0419
	-
	11.2.0
	Rel‑11
	Clarification on Update of PGW ID
	approved
	B
	11.3.0
	TEI11
	C4

	CP-120225
	29.273
	0242
	3
	10.5.0
	Rel‑10
	Trust Relationship Indication
	approved
	F
	10.6.0
	TEI10
	C4

	CP-120225
	29.273
	0243
	3
	11.1.0
	Rel‑11
	Trust Relationship Indication
	approved
	A
	11.2.0
	TEI10
	C4

	CP-120238
	29.273
	0264
	-
	11.1.0
	Rel‑11
	S6b procedures for GTP based S2a
	approved
	B
	11.2.0
	SaMOG_WLAN-CN
	C4

	CP-120247
	29.273
	0265
	2
	11.1.0
	Rel‑11
	Misssing IE in TS 29.273
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120247
	29.273
	0266
	-
	11.1.0
	Rel‑11
	Emergency scenario for STa interface
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120247
	29.273
	0267
	2
	11.1.0
	Rel‑11
	Visited Network Identifier
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120238
	29.273
	0268
	6
	11.1.0
	Rel‑11
	STa & SWd procedures for GTP S2a & Trusted WLAN access
	approved
	B
	11.2.0
	SaMOG_WLAN-CN
	C4

	CP-120238
	29.273
	0269
	1
	11.1.0
	Rel‑11
	Default APN for 'Trusted WLAN access'
	approved
	B
	11.2.0
	SAMOG_WLAN-CN
	C4

	CP-120238
	29.273
	0270
	3
	11.1.0
	Rel‑11
	Informing Serving SSID to the AAA Server
	approved
	B
	11.2.0
	SAMOG_WLAN-CN
	C4

	CP-120238
	29.273
	0271
	1
	11.1.0
	Rel‑11
	Avoiding registration of PDN-GW identity for TWAN
	approved
	B
	11.2.0
	SaMOG_WLAN-CN
	C4

	CP-120237
	29.273
	0273
	2
	11.1.0
	Rel‑11
	PDN GW selection for S2c during tunnel establishment
	approved
	B
	11.2.0
	LOBSTER-CT
	C4

	CP-120238
	29.273
	0275
	1
	11.1.0
	Rel‑11
	Clarifications on TWAN behaviour
	approved
	B
	11.2.0
	SaMOG_WLAN- CN]
	C4

	CP-120247
	29.273
	0278
	1
	11.1.0
	Rel‑11
	Network Name
	approved
	B
	11.2.0
	TEI11
	C4

	CP-120230
	29.274
	1156
	1
	11.2.0
	Rel‑11
	CSR and MBR message for SGW restoration procedure
	approved
	B
	11.3.0
	eNR_EPC
	C4

	CP-120230
	29.274
	1157
	3
	11.2.0
	Rel‑11
	Context Response and Forward Relocation Request message
	approved
	B
	11.3.0
	eNR_EPC
	C4

	CP-120233
	29.274
	1162
	2
	11.2.0
	Rel‑11
	Reporting of H(e)NB local IP address/port
	approved
	F
	11.3.0
	BBAI_BBI-CT
	C4

	CP-120228
	29.274
	1182
	5
	11.2.0
	Rel‑11
	IPv4 address allocation
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1183
	5
	11.2.0
	Rel‑11
	Adding Originating Node IE to the Delete Session Request for ISR cases
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120233
	29.274
	1186
	1
	11.2.0
	Rel‑11
	Updated UE local IP in S2b procedure
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C4

	CP-120240
	29.274
	1187
	2
	11.2.0
	Rel‑11
	Network provided Location Information
	approved
	B
	11.3.0
	NWK-PL2IMS-CT
	C4

	CP-120224
	29.274
	1190
	1
	10.6.0
	Rel‑10
	Change F-TEID
	approved
	F
	10.7.0
	TEI10
	C4

	CP-120224
	29.274
	1191
	1
	11.2.0
	Rel‑11
	Change F-TEID
	approved
	A
	11.3.0
	TEI10
	C4

	CP-120224
	29.274
	1192
	-
	10.6.0
	Rel‑10
	ULI in Delete Session Request
	approved
	F
	10.7.0
	TEI10
	C4

	CP-120228
	29.274
	1194
	1
	11.2.0
	Rel‑11
	Usage of TEID0
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120230
	29.274
	1195
	-
	11.2.0
	Rel‑11
	Inclusion of MME/S4-SGSN Identifier
	approved
	B
	11.3.0
	eNR_EPC
	C4

	CP-120230
	29.274
	1196
	1
	11.2.0
	Rel‑11
	PGW Downlink Triggering Notification/Acknowledge
	approved
	B
	11.3.0
	eNR_EPC
	C4

	CP-120234
	29.274
	1197
	2
	11.2.0
	Rel‑11
	Additions for CS to PS SRVCC
	approved
	B
	11.3.0
	rSRVCC-CT
	C4

	CP-120228
	29.274
	1198
	1
	11.2.0
	Rel‑11
	Mapping of NAS ESM/SM Cause codes to S11/S4 Cause codes
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1199
	3
	11.2.0
	Rel‑11
	Release of old S3 GTP-C TEIDs during I-RAT HO with ISR active
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1200
	2
	11.2.0
	Rel‑11
	ULI inclusion condition during Service Request procedure when ISR is active
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120238
	29.274
	1201
	1
	11.2.0
	Rel‑11
	Addition of Subnet Mask and Default Router Address in Create Session Response for Trusted WLAN Access over S2a
	approved
	B
	11.3.0
	SAMOG_WLAN-CN
	C4

	CP-120228
	29.274
	1202
	1
	11.2.0
	Rel‑11
	Clarify mandatory/conditional IE inclusion in error response msg
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1210
	2
	11.2.0
	Rel‑11
	TAD in the Bearer Resource Command message
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1211
	-
	11.2.0
	Rel‑11
	More choices of mapping between GTPv2 cause code to the NAS ESM/SM Cause codes
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1213
	1
	11.2.0
	Rel‑11
	Extended RNC ID in Target Identification IE
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120228
	29.274
	1214
	1
	11.2.0
	Rel‑11
	"Clarification to ""SGW node name"" & ""SGW S11/S4 IP Address and TEID for Control Plane"" IE presence conditions"
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120248
	29.275
	0237
	2
	11.2.0
	Rel‑11
	IPv4 Address Release procedure_29.275
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120248
	29.275
	0238
	3
	11.2.0
	Rel‑11
	Multiple PDN connections_29.275
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120248
	29.275
	0239
	1
	11.2.0
	Rel‑11
	Clarification for IPv4 Home Address Request option in dynamic IP allocation
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120238
	29.275
	0240
	1
	11.2.0
	Rel‑11
	S2a related changes when Trusted WLAN Access is used
	approved
	B
	11.3.0
	SaMOG_WLAN-CN
	C4

	CP-120238
	29.275
	0241
	2
	11.2.0
	Rel‑11
	Clarifying the use of Default Router Address Option in case of Trusted WLAN access
	approved
	B
	11.3.0
	SAMOG_WLAN-CN
	C4

	CP-120248
	29.275
	0247
	1
	11.2.0
	Rel‑11
	GRE key reference correction
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120223
	29.277
	0024
	-
	10.0.0
	Rel‑10
	Missing success code in S102
	approved
	F
	10.1.0
	TEI10
	C4

	CP-120227
	29.280
	0048
	3
	10.3.0
	Rel‑10
	SRVCC cause values
	approved
	F
	10.4.0
	eSRVCC
	C4

	CP-120227
	29.280
	0049
	3
	11.1.0
	Rel‑11
	SRVCC cause values
	approved
	A
	11.2.0
	eSRVCC
	C4

	CP-120234
	29.280
	0050
	2
	11.1.0
	Rel‑11
	CS to PS SRVCC
	approved
	B
	11.2.0
	rSRVCC-CT
	C4

	CP-120229
	29.280
	0052
	-
	11.1.0
	Rel‑11
	eMPS for vSRVCC
	approved
	B
	11.2.0
	vSRVCC-CT
	C4

	CP-120229
	29.280
	0053
	2
	11.1.0
	Rel‑11
	Usage of messages for vSRVCC
	approved
	F
	11.2.0
	vSRVCC-CT
	C4

	CP-120228
	29.281
	0054
	-
	11.2.0
	Rel‑11
	Tunnelling Scenarios
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120334
	29.292
	0041
	2
	8.5.0
	Rel‑8
	S-CSCF restoration procedures
	approved
	F
	8.6.0
	ICSRA
	C3

	CP-120334
	29.292
	0042
	3
	9.1.0
	Rel‑9
	S-CSCF restoration procedures
	approved
	A
	9.2.0
	ICSRA
	C3

	CP-120334
	29.292
	0043
	2
	10.2.0
	Rel‑10
	S-CSCF restoration procedures
	approved
	A
	10.3.0
	ICSRA
	C3

	CP-120334
	29.292
	0044
	2
	11.1.0
	Rel‑11
	S-CSCF restoration procedures
	approved
	A
	11.2.0
	ICSRA
	C3

	CP-120344
	29.292
	0047
	1
	10.2.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.3.0
	ECSRA_LAA-CN
	C3

	CP-120344
	29.292
	0048
	1
	11.1.0
	Rel‑11
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	A
	11.2.0
	ECSRA_LAA-CN
	C3

	CP-120334
	29.292
	0049
	1
	8.5.0
	Rel‑8
	P-Charging-Vector needed in MSC server
	approved
	F
	8.6.0
	ICSRA
	C3

	CP-120334
	29.292
	0050
	1
	9.1.0
	Rel‑9
	P-Charging-Vector needed in MSC server
	approved
	A
	9.2.0
	ICSRA
	C3

	CP-120334
	29.292
	0051
	1
	10.2.0
	Rel‑10
	P-Charging-Vector needed in MSC server
	approved
	A
	10.3.0
	ICSRA
	C3

	CP-120334
	29.292
	0052
	1
	11.1.0
	Rel‑11
	P-Charging-Vector needed in MSC server
	approved
	A
	11.2.0
	ICSRA
	C3

	CP-120234
	29.303
	0062
	2
	11.0.0
	Rel‑11
	DNS procedure for CS to PS SRVCC
	approved
	B
	11.1.0
	rSRVCC-CT
	C4

	CP-120240
	29.305
	0023
	3
	11.1.0
	Rel‑11
	Mapping of CSG ID and Local Time for NPLI
	approved
	B
	11.2.0
	TEI11
	C4

	CP-120240
	29.328
	0416
	4
	11.3.0
	Rel‑11
	CSG ID and Local Time for NPLI
	approved
	B
	11.4.0
	TEI11
	C4

	CP-120222
	29.328
	0425
	-
	9.8.0
	Rel‑9
	CSG-Id length
	approved
	F
	9.9.0
	TEI9
	C4

	CP-120222
	29.328
	0426
	-
	10.5.0
	Rel‑10
	CSG-Id length
	approved
	A
	10.6.0
	TEI9
	C4

	CP-120222
	29.328
	0427
	-
	11.3.0
	Rel‑11
	CSG-Id length
	approved
	A
	11.4.0
	TEI9
	C4

	CP-120240
	29.329
	0195
	3
	11.2.0
	Rel‑11
	CSG ID and Local Time for NPLI
	approved
	B
	11.3.0
	NWK-PL2IMS-CT
	C4

	CP-120226
	29.332
	0175
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120226
	29.333
	0054
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120226
	29.334
	0025
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-avtcore-ecn-for-rtp
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C4

	CP-120333
	29.458
	0008
	1
	8.4.0
	Rel‑8
	SIP Transfer of tariff XML correction
	approved
	F
	8.5.0
	MAINT_R2
	C3

	CP-120333
	29.658
	0013
	1
	8.4.0
	Rel‑8
	SIP Transfer of tariff XML correction
	approved
	F
	8.5.0
	REDOC_TIS-C3
	C3

	CP-120333
	29.658
	0014
	1
	9.0.0
	Rel‑9
	SIP Transfer of tariff XML correction
	approved
	A
	9.1.0
	REDOC_TIS-C3
	C3

	CP-120333
	29.658
	0015
	1
	10.0.0
	Rel‑10
	SIP Transfer of tariff XML correction
	approved
	A
	10.1.0
	REDOC_TIS-C3
	C3

	CP-120385
	31.102
	0514
	-
	9.9.0
	Rel‑9
	Correction to reference for CSG Type in EFCSGT
	approved
	F
	9.10.0
	TEI9
	C6

	CP-120385
	31.102
	0515
	-
	10.5.0
	Rel‑10
	Correction to reference for CSG Type in EFCSGT
	approved
	A
	10.6.0
	TEI9
	C6

	CP-120385
	31.102
	0516
	-
	11.1.0
	Rel‑11
	Correction to reference for CSG Type in EFCSGT
	approved
	A
	11.2.0
	TEI9
	C6

	CP-120386
	31.102
	0519
	1
	11.1.0
	Rel‑11
	Adding new NAS configuration parameter for SIMTC
	approved
	B
	11.2.0
	SIMTC
	C6

	CP-120406
	31.111
	0315
	3
	11.1.0
	Rel‑11
	Addition of Provide local information, H(e)NB IP address
	approved
	B
	11.2.0
	HPM_UICC
	C6

	CP-120406
	31.111
	0316
	4
	11.1.0
	Rel‑11
	Addition of Provide local information, H(e)NB surrounding macrocells
	approved
	B
	11.2.0
	HPM_UICC
	C6

	CP-120387
	31.111
	0318
	1
	8.12.0
	Rel‑8
	Correction of bearer parameters for E-UTRAN / mapped UTRAN packet service
	approved
	F
	8.13.0
	SAES
	C6

	CP-120387
	31.111
	0319
	1
	9.7.0
	Rel‑9
	Correction of bearer parameters for E-UTRAN / mapped UTRAN packet service
	approved
	A
	9.8.0
	SAES
	C6

	CP-120387
	31.111
	0320
	1
	10.6.0
	Rel‑10
	Correction of bearer parameters for E-UTRAN / mapped UTRAN packet service
	approved
	A
	10.7.0
	SAES
	C6

	CP-120387
	31.111
	0321
	1
	11.1.0
	Rel‑11
	Correction of bearer parameters for E-UTRAN / mapped UTRAN packet service
	approved
	A
	11.2.0
	SAES
	C6

	CP-120388
	31.111
	0322
	1
	11.1.0
	Rel‑11
	Deletion of COMPREHENSION-TLV tag value from 3GPP specification
	approved
	D
	11.2.0
	TEI11
	C6

	CP-120388
	31.111
	0324
	1
	11.1.0
	Rel‑11
	Correction in the Geographical location information discovery information flow between the ME and the UICC
	approved
	D
	11.2.0
	TEI11
	C6

	CP-120390
	31.121
	0166
	-
	10.4.0
	Rel‑10
	Correction of test 6.1.16
	approved
	F
	10.5.0
	TEI10
	C6

	CP-120391
	31.121
	0167
	-
	10.4.0
	Rel‑10
	Changes in test sequences for ACL in E-UTRAN
	approved
	F
	10.5.0
	SAES-USIM_LTE-Test
	C6

	CP-120390
	31.121
	0168
	1
	10.4.0
	Rel‑10
	Test case applicability modification of test 8.2.3 for terminals with large SMS storage capabilities
	approved
	F
	10.5.0
	TEI10
	C6

	CP-120394
	31.124
	0270
	2
	10.4.0
	Rel‑10
	Test applicability correction for terminals operating in PS mode
	approved
	A
	10.5.0
	TEI4
	C6

	CP-120394
	31.124
	0275
	1
	10.4.0
	Rel‑10
	Correction of expected Terminal Reponse for unsuccessful Open Channel commands
	approved
	A
	10.5.0
	TEI4
	C6

	CP-120395
	31.124
	0276
	1
	10.4.0
	Rel‑10
	Essential correction of Open Channel with Bearer type 0B tests
	approved
	F
	10.5.0
	SAES-USIM_LTE-Test
	C6

	CP-120395
	31.124
	0277
	-
	10.4.0
	Rel‑10
	Essential corrections to the Network Rejection Event test cases
	approved
	F
	10.5.0
	SAES-USIM_LTE-Test
	C6

	CP-120395
	31.124
	0278
	1
	10.4.0
	Rel‑10
	Test modification for Provide Local Information IMEI and IMEISV testing
	approved
	C
	10.5.0
	SAES-USIM_LTE-Test
	C6

	CP-120395
	31.124
	0279
	-
	10.4.0
	Rel‑10
	Introduction of test cases for Send Short Message and SMS PP data download over SGs (E-UTRAN)
	approved
	B
	10.5.0
	SAES-USIM_LTE-Test
	C6

	CP-120393
	31.130
	0061
	1
	10.3.1
	Rel‑10
	Correct implementation of CR 0059 for TAG_CSG_SELECTION_STATUS_N
	approved
	F
	10.4.0
	TEI10
	C6

	CP-120392
	31.130
	0062
	1
	10.3.1
	Rel‑10
	Adding a constant value in USATTerminalProfile.java for the indication of IMS support
	approved
	B
	10.4.0
	IMS-UICC-S
	C6

	CP-120393
	31.130
	0063
	1
	10.3.1
	Rel‑10
	Adding constant values in USIMConstants.java for missing file identifiers
	approved
	B
	10.4.0
	TEI10
	C6

	SP-120370
	32.103
	0001
	2
	10.0.0
	Rel‑11
	CR R11 32.103 Add relation description for Interface IRP and NRM IRP
	approved
	C
	11.0.0
	OAM-FMC-IRP
	S5

	SP-120362
	32.240
	0034
	-
	11.3.0
	Rel‑11
	CR R11 32240 Correction on Charging architecture with ePDG introduction - Alignment with 23.402
	approved
	F
	11.4.0
	CH11
	S5

	SP-120362
	32.240
	0035
	1
	11.3.0
	Rel‑11
	R11 CR 32.240 Correction on CDR generation
	approved
	F
	11.4.0
	CH11
	S5

	SP-120365
	32.240
	0036
	1
	11.3.0
	Rel‑11
	CR R11 32.240 Introduction of MME in Charging architecture for MTC
	approved
	B
	11.4.0
	SIMTC-CH
	S5

	SP-120374
	32.240
	0037
	1
	11.3.0
	Rel‑11
	Modification of Inter-Operator-Identifier (IOI) for RAVEL
	approved
	B
	11.4.0
	RAVEL-CH
	S5

	SP-120360
	32.250
	0030
	1
	9.4.0
	Rel‑9
	Rel‑10 CR 32.250 Related ICID for SRVCC
	approved
	A
	9.5.0
	CH9
	S5

	SP-120360
	32.250
	0031
	-
	9.4.0
	Rel‑9
	Rel‑9 CR 32.250 Related ICID for SRVCC
	approved
	F
	9.5.0
	CH9
	S5

	SP-120397
	32.250
	0032
	1
	9.4.0
	Rel‑11
	Rel‑11 CR 32.250 Add charging parameters for NetLoc
	approved
	B
	11.0.0
	NWK-PL2IMS_CH
	S5

	SP-120362
	32.251
	0229
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS architecture with ePDG introduction - Alignement with 23.402
	approved
	F
	11.3.0
	CH11
	S5

	SP-120362
	32.251
	0230
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS charging principles with ePDG introduction - Alignement with 23.402
	approved
	F
	11.3.0
	CH11
	S5

	SP-120362
	32.251
	0231
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS charging with ePDG Rf charging introduction - Alignement with 23.402
	approved
	F
	11.3.0
	CH11
	S5

	SP-120362
	32.251
	0232
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PGW charging with ePDG as serving Node - Alignement with 23.402
	approved
	F
	11.3.0
	CH11
	S5

	SP-120362
	32.251
	0233
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS charging with ePDG CDR generation description - Alignement with 23.402
	approved
	F
	11.3.0
	CH11
	S5

	SP-120365
	32.251
	0234
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.251 MTC devices without MSISDN
	approved
	C
	11.3.0
	SIMTC-CH
	S5

	SP-120361
	32.251
	0235
	1
	10.8.0
	Rel‑10
	Rev of S5-120659 - R10 CR 32.251 correction in ACA message structure
	approved
	F
	10.9.0
	CH10
	S5

	SP-120361
	32.251
	0236
	1
	11.2.0
	Rel‑11
	Rev of S5-120661 - R11 CR 32.251 correction in ACA message structure
	approved
	A
	11.3.0
	CH10
	S5

	SP-120362
	32.251
	0237
	1
	11.2.0
	Rel‑11
	R11 CR 32.251 correction in visiting case description in CgChar in S-GW
	approved
	D
	11.3.0
	CH11
	S5

	SP-120360
	32.251
	0238
	1
	9.8.0
	Rel‑9
	Rel‑9 CR 32.251 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	F
	9.9.0
	CH9
	S5

	SP-120360
	32.251
	0239
	2
	10.8.0
	Rel‑10
	Rel‑10 CR 32.251 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	10.9.0
	CH9
	S5

	SP-120360
	32.251
	0240
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.251 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	11.3.0
	CH9
	S5

	SP-120362
	32.251
	0241
	1
	11.2.0
	Rel‑11
	R11 CR 32.251 Correction on CDR generation
	approved
	F
	11.3.0
	CH11
	S5

	SP-120362
	32.251
	0242
	-
	11.2.0
	Rel‑11
	CR R11 32.251 Correction to Charging Characteristics conveyance for Ro when serving Node is ePDG
	approved
	F
	11.3.0
	CH11
	S5

	SP-120362
	32.251
	0243
	1
	11.2.0
	Rel‑11
	CR R11 32.251 Correction to PS charging with ePDG charging (CDR, Rf) description - Alignement with 23.402
	approved
	F
	11.3.0
	CH11
	S5

	SP-120365
	32.251
	0244
	1
	11.2.0
	Rel‑11
	CR R11 32.251 Introduction of MME in PS Charging architecture for MTC
	approved
	B
	11.3.0
	SIMTC-CH
	S5

	SP-120365
	32.251
	0245
	1
	11.2.0
	Rel‑11
	CR R11 32.251 Introduction of MME offline charging for SMS
	approved
	B
	11.3.0
	SIMTC-CH
	S5

	SP-120360
	32.251
	0246
	1
	9.8.0
	Rel‑9
	Rel‑9 CR 32.251 Correction of IMSI Unauthenticated Flag usage in PS charging
	approved
	F
	9.9.0
	CH9
	S5

	SP-120360
	32.251
	0247
	1
	10.8.0
	Rel‑10
	Rel‑10 CR 32.251 Correction of IMSI Unauthenticated Flag usage in PS charging
	approved
	A
	10.9.0
	CH9
	S5

	SP-120360
	32.251
	0248
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.251 Correction of IMSI Unauthenticated Flag usage in PS charging
	approved
	A
	11.3.0
	CH9
	S5

	SP-120366
	32.260
	0146
	1
	11.3.0
	Rel‑11
	CR R11 32260 Flow description for single charging session from AS acting as B2BUA
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-120366
	32.260
	0147
	1
	11.3.0
	Rel‑11
	CR R11 32260 Flow description for single charging session from SCC AS - originating and terminating
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-120374
	32.260
	0148
	1
	11.3.0
	Rel‑11
	(Rev of S5-120761) R11 CR 32260 Add charging parameters for RAVEL
	approved
	C
	11.4.0
	RAVEL-CH
	S5

	SP-120397
	32.260
	0149
	3
	11.3.0
	Rel‑11
	Rel‑11 CR 32.260 Add charging parameters for NetLoc
	approved
	B
	11.4.0
	NWK-PL2IMS_CH
	S5

	SP-120359
	32.260
	0150
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32.260 Correction of List of Message Bodies
	approved
	F
	10.7.0
	CH8
	S5

	SP-120359
	32.260
	0151
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.260 Correction of List of Message Bodies
	approved
	A
	11.4.0
	CH8
	S5

	SP-120359
	32.260
	0152
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32.260 Correction of List of Message Bodies
	approved
	A
	10.7.0
	CH8
	S5

	SP-120359
	32.260
	0153
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.260 Correction of List of Message Bodies
	approved
	A
	11.4.0
	CH8
	S5

	SP-120366
	32.260
	0155
	-
	11.3.0
	Rel‑11
	CR R11 32.260 Flow description for SCC AS session transfert PS to CS and CS to PS - single charging session
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-120366
	32.260
	0156
	-
	11.3.0
	Rel‑11
	CR R11 32.260 Flow description for SCC AS session establishment - CS+PS - single charging session
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-120366
	32.260
	0157
	1
	11.3.0
	Rel‑11
	CR R11 32.260 Flow description for SCC AS session CS+PS transfer - single charging session
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-120361
	32.271
	0012
	3
	10.0.0
	Rel‑10
	CR R10 32.274 Correction of Location Information field in LCS online charging CCR
	approved
	F
	10.1.0
	CH10
	S5

	SP-120362
	32.298
	0323
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Trusted WLAN alignment with 29.274
	approved
	F
	11.3.0
	CH11
	S5

	SP-120360
	32.298
	0324
	1
	9.11.0
	Rel‑9
	Rel‑10 CR 32.298 Related ICID for SRVCC
	approved
	F
	9.12.0
	CH9
	S5

	SP-120360
	32.298
	0325
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Related ICID for SRVCC
	approved
	A
	11.3.0
	CH9
	S5

	SP-120360
	32.298
	0327
	-
	9.11.0
	Rel‑9
	Rel‑9 CR 32.298 Related ICID for SRVCC
	approved
	F
	9.12.0
	CH9
	S5

	SP-120374
	32.298
	0328
	1
	11.2.0
	Rel‑11
	(Rev of S5-120769) R11 CR 32298 Add charging parameters for RAVEL
	approved
	B
	11.3.0
	RAVEL-CH
	S5

	SP-120360
	32.298
	0329
	1
	9.11.0
	Rel‑9
	Rel‑9 CR 32.298 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	F
	9.12.0
	CH9
	S5

	SP-120360
	32.298
	0330
	1
	10.8.0
	Rel‑10
	Rel‑10 CR 32.298 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	10.9.0
	CH9
	S5

	SP-120360
	32.298
	0331
	2
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	11.3.0
	CH9
	S5

	SP-120397
	32.298
	0332
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Add charging parameters for NetLoc
	approved
	B
	11.3.0
	NWK-PL2IMS_CH
	S5

	SP-120359
	32.298
	0333
	1
	8.14.0
	Rel‑8
	Rel‑8 CR 32.298 Correction of List of Message Bodies
	approved
	F
	8.15.0
	CH8
	S5

	SP-120359
	32.298
	0334
	1
	9.11.0
	Rel‑9
	Rel‑9 CR 32.298 Correction of List of Message Bodies
	approved
	A
	9.12.0
	CH8
	S5

	SP-120359
	32.298
	0335
	1
	10.8.0
	Rel‑10
	Rel‑10 CR 32.298 Correction of List of Message Bodies
	approved
	A
	10.9.0
	CH8
	S5

	SP-120359
	32.298
	0336
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Correction of List of Message Bodies
	approved
	A
	11.3.0
	CH8
	S5

	SP-120362
	32.299
	0428
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Trusted WLAN alignment with 29.274
	approved
	F
	11.4.0
	CH11
	S5

	SP-120359
	32.299
	0429
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	A
	10.6.0
	CH8
	S5

	SP-120359
	32.299
	0430
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	A
	11.4.0
	CH8
	S5

	SP-120361
	32.299
	0432
	1
	10.5.0
	Rel‑10
	R10 CR 32.299 Corrections on AVP definitions
	approved
	F
	10.6.0
	CH10
	S5

	SP-120361
	32.299
	0433
	1
	11.3.0
	Rel‑11
	R11 CR 32.299 Corrections on AVP definitions
	approved
	A
	11.4.0
	CH10
	S5

	SP-120362
	32.299
	0434
	1
	10.5.0
	Rel‑10
	CR R10 32.299 Correction of Multiple Service Credit Control use
	approved
	F
	10.6.0
	CH11
	S5

	SP-120359
	32.299
	0435
	-
	8.16.0
	Rel‑8
	Rel‑9 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	F
	8.17.0
	CH8
	S5

	SP-120359
	32.299
	0436
	-
	8.16.0
	Rel‑8
	Rel‑8 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	F
	8.17.0
	CH8
	S5

	SP-120359
	32.299
	0437
	-
	8.16.0
	Rel‑8
	Rel‑8 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	F
	8.17.0
	CH8
	S5

	SP-120359
	32.299
	0438
	1
	9.10.0
	Rel‑9
	Rel‑9 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	A
	9.11.0
	CH8
	S5

	SP-120359
	32.299
	0439
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	A
	10.6.0
	CH8
	S5

	SP-120359
	32.299
	0440
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	A
	11.4.0
	CH8
	S5

	SP-120360
	32.299
	0445
	1
	9.10.0
	Rel‑9
	Rel‑9 CR 32.299 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	F
	9.11.0
	CH9
	S5

	SP-120360
	32.299
	0446
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32.299 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	10.6.0
	CH9
	S5

	SP-120360
	32.299
	0447
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	11.4.0
	CH9
	S5

	SP-120374
	32.299
	0448
	1
	11.3.0
	Rel‑11
	(Rev of S5-120770) R11 CR 32299 Add charging parameters for RAVEL
	approved
	B
	11.4.0
	RAVEL-CH
	S5

	SP-120362
	32.299
	0449
	1
	11.3.0
	Rel‑11
	R11 CR 32.299 Correction of Termination Action Procedure
	approved
	F
	11.4.0
	CH11
	S5

	SP-120397
	32.299
	0450
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Add charging parameters for NetLoc
	approved
	B
	11.4.0
	NWK-PL2IMS_CH
	S5

	SP-120361
	32.299
	0451
	1
	10.5.0
	Rel‑10
	CR R10 32.299 Correction on PDP-Address-Prefix-Length
	approved
	F
	10.6.0
	CH10
	S5

	SP-120361
	32.299
	0452
	-
	11.3.0
	Rel‑11
	CR R11 32.299 Correction on PDP-Address-Prefix-Length
	approved
	A
	11.4.0
	CH10
	S5

	SP-120358
	32.300
	0013
	-
	10.0.0
	Rel‑11
	CR R11 32300 on DN capilization
	approved
	F
	11.0.0
	OAM11
	S5

	SP-120368
	32.421
	0057
	1
	10.4.0
	Rel‑10
	CR 32.421 R10 Remove MDT Country Restriction
	approved
	F
	10.5.0
	OAM-PM-UE
	S5

	SP-120368
	32.421
	0058
	1
	11.2.0
	Rel‑11
	CR 32.421 R11 Remove MDT Country Restriction
	approved
	A
	11.3.0
	OAM-PM-UE
	S5

	SP-120369
	32.421
	0059
	1
	11.2.0
	Rel‑11
	CR 32.421 R11 Remove MDT Country Restriction
	approved
	F
	11.3.0
	OAM-ePM-UE
	S5

	SP-120369
	32.421
	0060
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.421 Add MDT for Periodical sampling of network performance use case
	approved
	B
	11.3.0
	OAM-ePM-UE
	S5

	SP-120368
	32.422
	0198
	-
	10.7.0
	Rel‑10
	CR 32.422 R10 Remove MDT Country Restriction
	approved
	F
	10.8.0
	OAM-PM-UE
	S5

	SP-120368
	32.422
	0199
	-
	11.3.0
	Rel‑11
	CR 32.422 R11 Remove MDT Country Restriction
	approved
	A
	11.4.0
	OAM-PM-UE
	S5

	SP-120368
	32.422
	0200
	-
	10.7.0
	Rel‑10
	CR 32.422 R10 Align MDT Reporting
	approved
	F
	10.8.0
	OAM-PM-UE
	S5

	SP-120368
	32.422
	0201
	-
	11.3.0
	Rel‑11
	CR 32.422 R11 Align MDT Reporting
	approved
	A
	11.4.0
	OAM-PM-UE
	S5

	SP-120367
	32.422
	0202
	1
	8.7.0
	Rel‑8
	Rel‑8 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	F
	8.8.0
	OAM8-Trace
	S5

	SP-120367
	32.422
	0203
	1
	9.4.0
	Rel‑9
	Rel‑9 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	A
	9.5.0
	OAM8-Trace
	S5

	SP-120367
	32.422
	0204
	1
	10.7.0
	Rel‑10
	Rel‑10 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	A
	10.8.0
	OAM8-Trace
	S5

	SP-120367
	32.422
	0205
	1
	11.3.0
	Rel‑11
	Rel‑11 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	A
	11.4.0
	OAM8-Trace
	S5

	SP-120369
	32.422
	0207
	-
	11.3.0
	Rel‑11
	Rel‑11 CR TS 32.422 editorial cleanup
	approved
	D
	11.4.0
	OAM-ePM-UE
	S5

	SP-120355
	32.425
	0099
	1
	8.7.0
	Rel‑8
	CR R8 32.425 Correction of RelActNbr measurement
	approved
	F
	8.8.0
	OAM8
	S5

	SP-120355
	32.425
	0100
	1
	9.8.0
	Rel‑9
	CR R9 32.425 Correction of RelActNbr measurement
	approved
	A
	9.9.0
	OAM8
	S5

	SP-120355
	32.425
	0101
	1
	10.6.0
	Rel‑10
	CR R10 32.425 Correction of RelActNbr measurement
	approved
	A
	10.7.0
	OAM8
	S5

	SP-120355
	32.425
	0103
	1
	8.7.0
	Rel‑8
	CR R8 32.425 Include HO in E-RAB measurements
	approved
	F
	8.8.0
	OAM8
	S5

	SP-120355
	32.425
	0104
	1
	9.8.0
	Rel‑9
	CR R9 32.425 Include HO in E-RAB measurements
	approved
	A
	9.9.0
	OAM8
	S5

	SP-120355
	32.425
	0105
	1
	10.6.0
	Rel‑10
	CR R10 32.425 Include HO in E-RAB measurements
	approved
	A
	10.7.0
	OAM8
	S5

	SP-120355
	32.425
	0106
	1
	11.2.0
	Rel‑11
	CR R11 32.425 Include HO in E-RAB measurements
	approved
	A
	11.3.0
	OAM8
	S5

	SP-120356
	32.425
	0107
	-
	9.8.0
	Rel‑9
	CR R9 32.425 Correction of IP throughput measurements
	approved
	F
	9.9.0
	OAM9
	S5

	SP-120356
	32.425
	0108
	-
	10.6.0
	Rel‑10
	CR R10 32.425 Correction of IP throughput measurements
	approved
	A
	10.7.0
	OAM9
	S5

	SP-120356
	32.425
	0109
	-
	11.2.0
	Rel‑11
	CR R11 32.425 Correction of IP throughput measurements
	approved
	A
	11.3.0
	OAM9
	S5

	SP-120358
	32.425
	0110
	2
	11.2.0
	Rel‑11
	Rel‑11 CR 32.425 Correction of E-RAB activity measurements used by Retainability KPI
	approved
	F
	11.3.0
	OAM11
	S5

	SP-120358
	32.425
	0111
	1
	11.2.0
	Rel‑11
	CR R11 32.425 Add number of E-RABs by incoming Hos
	approved
	B
	11.3.0
	OAM11
	S5

	SP-120363
	32.426
	0055
	1
	11.2.0
	Rel‑11
	CR R11 32.426 Correction of use case titles
	approved
	A
	11.3.0
	OAM-ePM-CN
	S5

	SP-120356
	32.426
	0056
	1
	9.3.0
	Rel‑9
	CR R9 32.426 Re-alignment with measurement template
	approved
	F
	9.4.0
	OAM9
	S5

	SP-120357
	32.426
	0057
	1
	10.3.0
	Rel‑10
	CR R10 32.426 Re-alignment with measurement template
	approved
	F
	10.4.0
	OAM10
	S5

	SP-120363
	32.426
	0058
	1
	11.2.0
	Rel‑11
	CR R11 32.426 Re-alignment with measurement template
	approved
	F
	11.3.0
	OAM-ePM-CN
	S5

	SP-120368
	32.442
	0214
	-
	10.4.0
	Rel‑10
	Rel‑10 CR TS 32.442 Alignment of the Anonymization parameter with TS 32.422
	approved
	F
	10.5.0
	OAM-PM-UE
	S5

	SP-120368
	32.442
	0215
	-
	11.2.0
	Rel‑11
	Rel‑11 CR TS 32.442 Alignment of the Anonymization parameter with TS 32.422
	approved
	A
	11.3.0
	OAM-PM-UE
	S5

	SP-120368
	32.446
	0040
	-
	10.5.0
	Rel‑10
	Rel‑10 CR TS 32.446 Alignment of the Anonymization parameter with TS 32.422
	approved
	F
	10.6.0
	OAM-PM-UE
	S5

	SP-120368
	32.446
	0041
	-
	11.2.0
	Rel‑11
	Rel‑11 CR TS 32.446 Alignment of the Anonymization parameter with TS 32.422
	approved
	A
	11.3.0
	OAM-PM-UE
	S5

	SP-120364
	32.522
	0078
	1
	11.1.0
	Rel‑11
	CR R11 TS 32.522 Adding coordination use case among CCO, COC and ESM
	approved
	B
	11.2.0
	OAM-SON-LTE_COORD
	S5

	SP-120358
	32.522
	0087
	-
	11.1.0
	Rel‑11
	CR 32.522 R11 Remove the EUTRANRelationSON in the UML
	approved
	F
	11.2.0
	OAM11
	S5

	SP-120364
	32.522
	0088
	1
	11.1.0
	Rel‑11
	CR 32.522 R11 Add Coordination scenario between SON functions below itf-N and CM operations over itf-N
	approved
	B
	11.2.0
	OAM-SON-LTE_COORD
	S5

	SP-120364
	32.522
	0091
	2
	11.1.0
	Rel‑11
	CR R11 32.522 Common SON coordination solution
	approved
	B
	11.2.0
	OAM-SON-LTE_COORD
	S5

	SP-120371
	32.522
	0092
	1
	11.1.0
	Rel‑11
	CR R11 32.522 Add time period configuration to allow inter-RAT energy saving
	approved
	B
	11.2.0
	OAM-IRAT-ESM
	S5

	SP-120371
	32.526
	0016
	3
	11.0.0
	Rel‑11
	CR R11 32.526 Add time period configuration to allow inter-RAT energy saving -Align with 32.522
	approved
	B
	11.1.0
	OAM-IRAT-ESM
	S5

	SP-120371
	32.551
	0019
	3
	11.0.0
	Rel‑11
	Rel‑11 CR 32.511 Clarify Inter-RAT Energy Saving Management requirement
	approved
	D
	11.1.0
	OAM-IRAT-ESM
	S5

	SP-120356
	32.592
	0020
	-
	11.1.0
	Rel‑11
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	11.2.0
	OAM9
	S5

	SP-120356
	32.592
	0021
	1
	9.2.0
	Rel‑9
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	9.3.0
	OAM9
	S5

	SP-120356
	32.592
	0022
	-
	10.5.0
	Rel‑10
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	10.6.0
	OAM9
	S5

	SP-120356
	32.592
	0023
	-
	11.1.0
	Rel‑11
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	A
	11.2.0
	OAM9
	S5

	SP-120372
	32.642
	0077
	1
	11.1.0
	Rel‑11
	CR R11 32.642 Add ANR switch management solution
	approved
	B
	11.2.0
	OAM-SON-UTRAN
	S5

	SP-120355
	32.643
	0041
	-
	8.2.0
	Rel‑8
	CR R8 32.643 Add the missing IOC EP_IuCS and EP_IuPS in IDL specification - Align with 32.642
	approved
	F
	8.3.0
	OAM8
	S5

	SP-120355
	32.645
	0041
	-
	8.1.0
	Rel‑8
	CR R8 32.645 Add the missing IOC EP_IuCS and EP_IuPS in XML schema - Align with 32.642
	approved
	F
	8.2.0
	OAM8
	S5

	SP-120355
	32.645
	0042
	-
	9.1.0
	Rel‑9
	CR R9 32.645 Add the missing IOC EP_IuCS and EP_IuPS in XML schema - Align with 32.642
	approved
	A
	9.2.0
	OAM8
	S5

	SP-120357
	32.646
	0041
	-
	10.4.0
	Rel‑10
	CR R10 32.646 Add the missing IOC EP_IuCS and EP_IuPS in XML schema - Align with 32.642
	approved
	F
	10.5.0
	OAM10
	S5

	SP-120372
	32.646
	0042
	1
	10.4.0
	Rel‑11
	CR R11 32.646 Add ANR switch management solution - Align with 32.642
	approved
	B
	11.0.0
	OAM-SON-UTRAN
	S5

	SP-120358
	32.762
	0077
	-
	11.1.0
	Rel‑11
	CR 32.762 Rel‑11 Remove superflous containment in UML
	approved
	D
	11.2.0
	OAM11
	S5

	SP-120357
	32.766
	0036
	-
	10.5.0
	Rel‑10
	CR R10 32.766 Add the missing attribute b2Threshold2UtraEcN0 in IDL specification - Align with 32.762
	approved
	F
	10.6.0
	OAM10
	S5

	SP-120357
	32.766
	0037
	-
	11.0.0
	Rel‑11
	CR R11 32.766 Add the missing attribute b2Threshold2UtraEcN0 in IDL specification - Align with 32.762
	approved
	A
	11.1.0
	OAM10
	S5

	SP-120341
	33.102
	0244
	3
	11.2.0
	Rel‑11
	Revised rules for storing the START values on the ME
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120341
	33.102
	0250
	-
	11.2.0
	Rel‑11
	Handling of COUNT-I/-C at rSRVCC to UTRAN/HSPA
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120341
	33.102
	0251
	1
	11.2.0
	Rel‑11
	rSRVCC nonce transfer, security capability and AV handling for UTRAN/HSPA
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120341
	33.102
	0252
	1
	11.2.0
	Rel‑11
	Handling of security contexts in ME at rSRVCC to UTRAN/HSPA
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120341
	33.102
	0253
	-
	11.2.0
	Rel‑11
	Voiding Annex A
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120336
	33.107
	0114a
	1
	11.1.0
	Rel‑11
	IMSI in untrusted non-3GPP access
	approved
	C
	11.2.0
	LI11
	S3

	SP-120336
	33.107
	0115
	1
	11.1.0
	Rel‑11
	SGs received location transfer over the X2 interface
	approved
	C
	11.2.0
	LI11
	S3

	SP-120336
	33.107
	0116
	2
	11.1.0
	Rel‑11
	UE IP Address at X2 interface
	approved
	F
	11.2.0
	LI11
	S3

	SP-120336
	33.107
	0117
	1
	11.1.0
	Rel‑11
	Handover indication at X2 interface
	approved
	F
	11.2.0
	LI11
	S3

	SP-120336
	33.107
	0118
	1
	11.1.0
	Rel‑11
	IMS Conference Services
	approved
	F
	11.2.0
	LI11
	S3

	SP-120336
	33.107
	0119
	1
	11.1.0
	Rel‑11
	IMS Provison of CC
	approved
	F
	11.2.0
	LI11
	S3

	SP-120336
	33.108
	0189
	2
	11.2.0
	Rel‑11
	CSFB Location transfer over the HI2 interface
	approved
	C
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0190
	2
	11.2.0
	Rel‑11
	PayloadType in CC header
	approved
	F
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0191
	1
	11.2.0
	Rel‑11
	UE Address Info in HI2
	approved
	F
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0192
	3
	11.2.0
	Rel‑11
	Handover indication at HI2 interface
	approved
	C
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0193
	1
	11.2.0
	Rel‑11
	IMS Conference Services
	approved
	F
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0194
	1
	11.2.0
	Rel‑11
	Correction on parameter name pMIPAttachTunnelDeactivation
	approved
	F
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0195
	1
	11.2.0
	Rel‑11
	Correction on delivery of encrypted CC in case of IMS media security
	approved
	F
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0196
	2
	11.2.0
	Rel‑11
	IMS Conference Services
	approved
	C
	11.3.0
	LI11
	S3

	SP-120336
	33.108
	0197
	3
	11.2.0
	Rel‑11
	Clarification for Serving Evolved Packet System Message Reporting
	approved
	F
	11.3.0
	LI11
	S3

	SP-120338
	33.141
	0012
	1
	10.0.0
	Rel‑12
	Update of Annex D for use with EPS
	approved
	C
	12.0.0
	SEC12
	S3

	SP-120338
	33.203
	0190
	1
	11.1.0
	Rel‑12
	Update for use with EPS
	approved
	C
	12.0.0
	SEC12
	S3

	SP-120338
	33.203
	0191
	1
	11.1.0
	Rel‑12
	Editorial Corrections and cleaning
	approved
	F
	12.0.0
	SEC12
	S3

	SP-120339
	33.203
	0193
	-
	10.2.0
	Rel‑10
	Cleanup of miss-implemented CRs
	approved
	F
	10.3.0
	TEI10
	S3

	SP-120339
	33.203
	0194
	-
	11.1.0
	Rel‑11
	Cleanup of miss-implemented CRs
	approved
	A
	11.2.0
	TEI10
	S3

	SP-120341
	33.203
	0195
	1
	11.1.0
	Rel‑12
	Clarification of IMS AKA usage for multiple registrations
	approved
	F
	12.0.0
	SEC11
	S3

	SP-120338
	33.210
	0042
	1
	11.3.0
	Rel‑12
	CR-Implementation requirements for IPsec authentication transforms
	approved
	C
	12.0.0
	SEC12
	S3

	SP-120340
	33.220
	0165
	2
	11.2.0
	Rel‑11
	Introduction of auth-int in GBA_Digest
	approved
	F
	11.3.0
	GBA-ext
	S3

	SP-120341
	33.220
	0166
	-
	11.2.0
	Rel‑11
	[33.220] Correction of TLS Extensions References to point toTS 33.310
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120341
	33.220
	0167
	-
	11.2.0
	Rel‑11
	Correction of phrase describing Zn procedure
	approved
	F
	11.3.0
	SEC11
	S3

	SP-120340
	33.220
	0168
	-
	11.2.0
	Rel‑11
	NAF specific key derivation in GBA_Digest
	approved
	F
	11.3.0
	GBA-ext
	S3

	SP-120340
	33.220
	0169
	-
	11.2.0
	Rel‑11
	TMPI (temporary identity) support in GBA_Digest
	approved
	F
	11.3.0
	GBA-ext
	S3

	SP-120341
	33.222
	0035
	-
	11.0.0
	Rel‑11
	[33.222] Correction of TLS Extensions References to point toTS 33.310
	approved
	F
	11.1.0
	SEC11
	S3

	SP-120341
	33.234
	0121
	1
	11.3.0
	Rel‑11
	Removal of void references and duplicate text in IMS emergency call over I-WLAN
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120341
	33.310
	0057
	-
	10.5.0
	Rel‑11
	Addition of TLS Extensions References to TS 33.310
	approved
	F
	11.0.0
	SEC11
	S3

	SP-120341
	33.310
	0058
	1
	10.5.0
	Rel‑11
	Addition of ciphersuite with hash function SHA256 and profile and reference to IETF RFC for psk-TLS
	approved
	B
	11.0.0
	SEC11
	S3

	SP-120342
	33.310
	0060
	1
	10.5.0
	Rel‑10
	Update of reference to CMP transport draft in IETF [Rel‑10]
	approved
	A
	10.6.0
	NDS_Backhaul
	S3

	SP-120341
	33.320
	0087
	-
	11.5.0
	Rel‑11
	Clarification of HeNB identity verification
	approved
	F
	11.6.0
	SEC11
	S3

	SP-120341
	33.320
	0088
	-
	11.5.0
	Rel‑11
	[33.320] Correction of TLS Extensions References to point toTS 33.310
	approved
	F
	11.6.0
	SEC11
	S3

	SP-120339
	33.320
	0091
	-
	11.5.0
	Rel‑11
	CR for TS 33.320 on H(e)NodeB Air interface activation
	approved
	F
	11.6.0
	TEI10
	S3

	SP-120339
	33.320
	0092
	-
	10.4.0
	Rel‑10
	CR for TS 33.320 on H(e)NodeB Air interface activation (R10)
	approved
	F
	10.5.0
	TEI10
	S3

	SP-120341
	33.401
	0494
	-
	11.3.0
	Rel‑11
	CR 33401Clarifying Un user plane ciphering
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120341
	33.401
	0495
	1
	11.3.0
	Rel‑11
	Alignment of rSRVCC cases for HSPA and E-UTRAN
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120339
	33.401
	0498
	1
	10.2.0
	Rel‑10
	Addition of confidentiality requirement for interfaces carrying subscriber specific sensitive data [Rel‑10]
	approved
	A
	10.3.0
	TEI10
	S3

	SP-120339
	33.401
	0499
	1
	11.3.0
	Rel‑11
	Addition of confidentiality requirement for interfaces carrying subscriber specific sensitive data [Rel‑11]
	approved
	A
	11.4.0
	TEI10
	S3

	SP-120343
	33.401
	0500
	-
	10.2.0
	Rel‑10
	Miscellaneous corrections with respect to relay nodes [Rel‑10]
	approved
	F
	10.3.0
	LTE_Relay-Sec
	S3

	SP-120343
	33.401
	0501
	-
	11.3.0
	Rel‑11
	Miscellaneous corrections with respect to relay nodes [Rel‑11]
	approved
	F
	11.4.0
	LTE_Relay-Sec
	S3

	SP-120341
	33.401
	0502
	1
	11.3.0
	Rel‑11
	Pending downlink UP data at intra-LTE TAU
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120344
	33.402
	0109
	1
	11.3.1
	Rel‑11
	SaMOG 33.402 Changes
	approved
	B
	11.4.0
	SaMOG_WLAN-CN
	S3

	SP-120341
	33.402
	0110
	1
	11.3.1
	Rel‑11
	Clarification of trusted and untrusted definition
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120345
	33.804
	0001
	-
	11.0.0
	Rel‑11
	CR to TR33.804 SSO for IMS based on SIP Digest
	approved
	F
	11.1.0
	FS_SSO_APS
	S3

	SP-120345
	33.804
	0002
	-
	11.0.0
	Rel‑11
	Minor corrections on evaluation of GBA_Digest
	approved
	F
	11.1.0
	FS_SSO_APS
	S3

	SP-120386
	33.828
	0003
	1
	9.1.0
	Rel‑11
	MIKEY IBAKE deferred delivery solution
	approved
	F
	11.0.0
	FS_eMEDIASEC
	S3

	SP-120386
	33.828
	0003
	1
	9.1.0
	Rel‑11
	MIKEY-IBAKE deferred delivery solution
	approved
	F
	11.0.0
	FS_eMEDIASEC
	S3

	RP-120663
	34.108
	0883
	-
	11.1.0
	Rel‑11
	Introduction of default messages for ANR for UTRAN test cases
	approved
	F
	11.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-120655
	34.108
	0884
	-
	11.1.0
	Rel‑11
	Addition of Generic IMS Emergency call set up procedure for mobile originating packet switched sessions - Limited Service
	approved
	F
	11.2.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120664
	34.108
	0885
	-
	11.1.0
	Rel‑11
	Update of System Information Block Type 3
	approved
	F
	11.2.0
	4C_HSDPA-UEConTest
	R5

	RP-120664
	34.108
	0886
	-
	11.1.0
	Rel‑11
	Addition of 4C-HSDPA into 34.108
	approved
	F
	11.2.0
	4C_HSDPA-UEConTest
	R5

	RP-120648
	34.108
	0887
	-
	11.1.0
	Rel‑11
	Introduce an access control class default value
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-120636
	34.108
	0888
	-
	11.1.0
	Rel‑11
	Addition of default power levels of physical channels for LCR TDD
	approved
	F
	11.2.0
	TEI4_Test
	R5

	RP-120669
	34.108
	0889
	-
	11.1.0
	Rel‑11
	Correction to references for A-GPS
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-120656
	34.108
	0890
	-
	11.1.0
	Rel‑11
	Introduction of default RRC messages for DC-HSUPA
	approved
	F
	11.2.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.108
	0891
	-
	11.1.0
	Rel‑11
	Introduction of new reference radio bearer combination for DC-HSUPA MAC testing
	approved
	F
	11.2.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120635
	34.108
	0892
	-
	11.1.0
	Rel‑11
	Correction to QoS for requested bearer
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-120648
	34.108
	0893
	-
	11.1.0
	Rel‑11
	Clarification of the scope of Band a for 1.28 Mcps TDD option in TS 34.108
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-120640
	34.108
	0894
	-
	11.1.0
	Rel‑11
	Correction to RF Default Messages for TDD in 34.108
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120648
	34.108
	0895
	-
	11.1.0
	Rel‑11
	Correction of enhanced CELL_FACH uplink channel configuration
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-120648
	34.108
	0896
	-
	11.1.0
	Rel‑11
	Addition of default System Information Block Type 19 into 34.108
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-120664
	34.108
	0897
	-
	11.1.0
	Rel‑11
	Update of Radio Bearer Reconfiguration Message
	approved
	F
	11.2.0
	4C_HSDPA-UEConTest
	R5

	RP-120664
	34.108
	0898
	-
	11.1.0
	Rel‑11
	Update of the default RADIO BEARER SETUP message (FDD) for support of 4C HSDPA
	approved
	F
	11.2.0
	4C_HSDPA-UEConTest
	R5

	RP-120640
	34.108
	0899
	-
	11.1.0
	Rel‑11
	Correction to Default SI Messages for TDD in 34.108
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120656
	34.108
	0900
	-
	11.1.0
	Rel‑11
	Definition of default RB SETUP message for DC-HSUPA RF tests in clause 9.2
	approved
	F
	11.2.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.108
	0901
	-
	11.1.0
	Rel‑11
	RB SETUP message for DC-HSUPA RF tests
	approved
	F
	11.2.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120666
	34.114
	0027
	-
	10.2.0
	Rel‑10
	Removal of technical content in 34.114 v10.2.0 and substitution with pointer to the next Release
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-120668
	34.114
	0028
	-
	11.0.0
	Rel‑11
	Corrections to Scope related to Laptop Equipment Free Space Definition
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0029
	-
	11.0.0
	Rel‑11
	Additional Clarifications to DUT positioning for Laptop Equipment Free Space Performance
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0030
	-
	11.0.0
	Rel‑11
	Corrections to Tx Performance of TRP for LME GSM
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0031
	-
	11.0.0
	Rel‑11
	Corrections to Tx Performance of TRP for LME TDD
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0032
	-
	11.0.0
	Rel‑11
	Corrections to Tx Performance of TRP for LEE GSM
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0033
	-
	11.0.0
	Rel‑11
	Introduction of Tx Performance of TRP for LEE TDD
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0034
	-
	11.0.0
	Rel‑11
	Corrections to Rx Performance of TRS for LME FDD
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0035
	-
	11.0.0
	Rel‑11
	Clarifications to TRS Requirements for Roaming Bands for conformance testing
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0036
	-
	11.0.0
	Rel‑11
	Introduction of Embedded Devices Characteristics
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0037
	-
	11.0.0
	Rel‑11
	Clarifications to LME & LEE for Calibration Procedure
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0038
	-
	11.0.0
	Rel‑11
	Clarifications to LME & LEE for Measurement Test Report
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0039
	-
	11.0.0
	Rel‑11
	Clarifications to Maximum Uncertainty of Test System and TT for LME
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0040
	-
	11.0.0
	Rel‑11
	Clarifications to Recommended OTA Performance for Operating Bands for LME & LEE
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0041
	-
	11.0.0
	Rel‑11
	Clarification to TRP and TRS Requirements for Band (XIX)
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0042
	-
	11.0.0
	Rel‑11
	Clarifications to Statistical Uncertainty of the BER measurement for GSM
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0043
	-
	11.0.0
	Rel‑11
	Corrections to Tx Performance of TRP for LME FDD
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0044
	-
	11.0.0
	Rel‑11
	Corrections to Rx Performance of TRS for LME GSM
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0045
	-
	11.0.0
	Rel‑11
	Corrections to Rx Performance of TRS for LEE GSM
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0046
	-
	11.0.0
	Rel‑11
	Corrections to Rx Performance of TRS for LME TDD
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120668
	34.114
	0047
	-
	11.0.0
	Rel‑11
	Introduction of Rx Performance of TRS for LEE TDD
	approved
	F
	11.1.0
	UEAnt_FSTest-UEConTest
	R5

	RP-120656
	34.121-1
	1415
	-
	10.2.1
	Rel‑10
	Addition of a new clause 6.1A:Reference input power adjustment for a dual band device
	approved
	F
	10.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.121-1
	1416
	-
	10.2.1
	Rel‑10
	Correction to the Notes of Tables of the test cases 6.5C and 6.7C.
	approved
	F
	10.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120649
	34.121-1
	1417
	-
	10.2.1
	Rel‑10
	Correction to the content of test case 6.5B
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-120648
	34.121-1
	1418
	-
	10.2.1
	Rel‑10
	Addition the definition of enhance performance type 3i to TS 34.121-1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-120648
	34.121-1
	1419
	-
	10.2.1
	Rel‑10
	Error in initial CQI value TC 9.3.7C,E,H,J MIMO Dual Stream/64QAM configured
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-120639
	34.121-1
	1420
	-
	10.2.1
	Rel‑10
	Error in initial CQI valueTC 9.3.7B,D,G,I MIMO Dual Stream/64QAM not configured
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-120648
	34.121-1
	1421
	-
	10.2.1
	Rel‑10
	3G RRM: Corrections to test procedures of TC 8.6.6.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-120635
	34.121-1
	1422
	-
	10.2.1
	Rel‑10
	Correction of Maximum Test System Uncertainty in Annex F.1.2 Table F.1.2
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-120640
	34.121-1
	1423
	-
	10.2.1
	Rel‑10
	Correction to Inter-system Handover
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-120640
	34.121-1
	1424
	-
	10.2.1
	Rel‑10
	Correction to 8.6.6.1
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-120639
	34.121-1
	1425
	-
	10.2.1
	Rel‑10
	Correction to 5.4.4A
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-120648
	34.121-1
	1426
	-
	10.2.1
	Rel‑10
	Correction to test time for HSDPA Rx TCs
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-120656
	34.121-1
	1427
	-
	10.2.1
	Rel‑10
	Corrections to TC 5.4.1A (Open Loop Power Control for DC-HSUPA)
	approved
	F
	10.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.121-1
	1428
	-
	10.2.1
	Rel‑10
	Adding DC-HSDPA configuration into DC-HSUPA clause 5 test cases
	approved
	F
	10.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.121-1
	1429
	-
	10.2.1
	Rel‑10
	Adding DC-HSDPA configuration into Annex C.11A
	approved
	F
	10.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120638
	34.121-1
	1430
	-
	10.2.1
	Rel‑10
	Removing a Note 3 from Table C.11.3.1
	approved
	F
	10.3.0
	TEI6_Test
	R5

	RP-120640
	34.121-1
	1431
	-
	10.2.1
	Rel‑10
	Correction to the test frequency references in FDD with E-UTRA tests
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-120659
	34.121-1
	1432
	-
	10.2.1
	Rel‑10
	Adding band XXII (3500MHz) to 34.121-1 (RRM test cases)
	approved
	F
	10.3.0
	RInImp-UEConTest_UMTS3500
	R5

	RP-120649
	34.121-1
	1433
	-
	10.2.1
	Rel‑10
	Update to 34.121-1 for TCs 9.3.1BA & 9.3.2AA for DB-DC-HSDPA CQI reporting
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-120660
	34.121-1
	1434
	-
	10.2.1
	Rel‑10
	Adding band XXV (1900MHz) to 34.121-1 Rx Blocking test cases
	approved
	F
	10.3.0
	E1900-UEConTest
	R5

	RP-120664
	34.121-1
	1435
	-
	10.2.1
	Rel‑10
	New test cases 9.2.1IC and 9.2.1ID
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-120664
	34.121-1
	1436
	-
	10.2.1
	Rel‑10
	New test cases 9.2.1JC and 9.2.1JD
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-120664
	34.121-1
	1437
	-
	10.2.1
	Rel‑10
	4C HSDPA related Updates to 34.121-1 Annex
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-120664
	34.121-1
	1438
	-
	10.2.1
	Rel‑10
	New Test case 9.2.1HC and 9.2.1HD
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-120648
	34.121-1
	1439
	-
	10.2.1
	Rel‑10
	3G RRM: Corrections to test procedures of TC 8.2.5.1 and 8.2.5.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-120638
	34.121-1
	1440
	-
	10.2.1
	Rel‑10
	Total DL power defined in TC 7.8.5 and Annex E.5C.1 tables greater than unity
	approved
	F
	10.3.0
	TEI6_Test
	R5

	RP-120660
	34.121-1
	1441
	-
	10.2.1
	Rel‑10
	Adding band XXV (1900MHz) to 34.121-1
	approved
	F
	10.3.0
	E1900-UEConTest
	R5

	RP-120635
	34.121-2
	0123
	-
	10.2.0
	Rel‑10
	Change the content of C_RF53 to 'Void'
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-120660
	34.121-2
	0124
	-
	10.2.0
	Rel‑10
	Adding band XXV into ICS proforma tables
	approved
	F
	10.3.0
	E1900-UEConTest
	R5

	RP-120664
	34.121-2
	0125
	-
	10.2.0
	Rel‑10
	Applicability changes for TC 9.2.1HC and 9.2.1HD
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-120649
	34.121-2
	0126
	-
	10.2.0
	Rel‑10
	Update to 34.121-2 for TCs 9.3.1BA & 9.3.2AA for DB-DC-HSDPA CQI reporting
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-120640
	34.122
	0404
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances for E-UTRAN RSRQ Test cases 8.7.16 and 8.7.17
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120640
	34.122
	0405
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances for E-UTRAN FDD, TDD RSRP Test cases 8.7.14 and 8.7.15
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120637
	34.122
	0406
	-
	11.1.0
	Rel‑11
	Serving cell parameters definition in test case 5.4.1.3
	approved
	F
	11.2.0
	TEI5_Test
	R5

	RP-120637
	34.122
	0407
	-
	11.1.0
	Rel‑11
	Incorrect Test Setup Diagram reference in Initial Conditions Settings
	approved
	F
	11.2.0
	TEI5_Test
	R5

	RP-120648
	34.122
	0408
	-
	11.1.0
	Rel‑11
	Clarification of the scope of Band a for 1.28 Mcps TDD option in TS 34.122
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-120640
	34.122
	0409
	-
	11.1.0
	Rel‑11
	Correction to UTRA to E-UTRA Handover
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120640
	34.122
	0410
	-
	11.1.0
	Rel‑11
	Addition of Measurement bandwidth in Measurement Control
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120640
	34.122
	0411
	-
	11.1.0
	Rel‑11
	Correction to the test frequency references in TDD with E-UTRA tests
	approved
	F
	11.2.0
	LTE-UEConTest_RF
	R5

	RP-120649
	34.122
	0412
	-
	11.1.0
	Rel‑11
	Update on Annex E
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-120649
	34.123-1
	3107
	-
	9.8.0
	Rel‑9
	Removal of technical content in 34.123-1 v9.8.0 and substitution with pointer to the next Release
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.123-1
	3108
	-
	10.0.0
	Rel‑10
	Correction to DB-DC-HSDPA RRC test case 8.2.2.75
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-120656
	34.123-1
	3109
	-
	10.0.0
	Rel‑10
	Part 1: Marking DC_HSUPA test cases 7.1.9.3 and 7.1.9.4 as void
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3110
	-
	10.0.0
	Rel‑10
	New DC-HSUPA RRC test case 8.2.2.78
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3111
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA RRC test case 8.2.2.76
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3112
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA RRC test case 8.2.2.77
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3113
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA RRC test case 8.3.4.20
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3114
	-
	10.0.0
	Rel‑10
	New generic radio bearer test procedure for DC-HSUPA radio bearer combinations
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3115
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA RB test case 14.7.3b
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3116
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA RB test case 14.7.3c
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120663
	34.123-1
	3117
	-
	10.0.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.1
	approved
	F
	10.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-120639
	34.123-1
	3118
	-
	10.0.0
	Rel‑10
	Correction to Invalid configuration for UL 16QAM in TC 14.7.1a
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120648
	34.123-1
	3119
	-
	10.0.0
	Rel‑10
	Correction of TC 8.1.1.13, 8.1.1.14 and 8.1.1.19 for ETWS test cases
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120655
	34.123-1
	3120
	-
	10.0.0
	Rel‑10
	Adding new test case 13.4.4 Emergency bearer services over IMS / NORMAL-SERVICE / Authentication not accepted by the UE and Timer 3318 expires
	approved
	F
	10.1.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120655
	34.123-1
	3121
	-
	10.0.0
	Rel‑10
	Adding new test case 13.4.5 Authentication not accepted by the UE / Synch failure / Authentication not accepted by the UE and Timer 3320 expires
	approved
	F
	10.1.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120639
	34.123-1
	3122
	-
	10.0.0
	Rel‑10
	Correction to TFRC test points in Table 14.1.3.4b.2.3
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120635
	34.123-1
	3123
	-
	10.0.0
	Rel‑10
	Correction to Rel‑99 RRC testcase 8.3.1.9
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-120648
	34.123-1
	3124
	-
	10.0.0
	Rel‑10
	Correction to MAC-i/is test case 7.2.3.37
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120648
	34.123-1
	3125
	-
	10.0.0
	Rel‑10
	Correction to MAC-i/is test case 7.1.7.2
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120648
	34.123-1
	3126
	-
	10.0.0
	Rel‑10
	Editorial Corrections to eCall Test Cases
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120639
	34.123-1
	3127
	-
	10.0.0
	Rel‑10
	Correction to eCall test case 13.3.1.6 and 13.3.1.10
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120648
	34.123-1
	3128
	-
	10.0.0
	Rel‑10
	Correction to ETWS TC 8.1.1.13.
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120639
	34.123-1
	3129
	-
	10.0.0
	Rel‑10
	Addition of new testcase 8.3.4.x : Active Set Update: MIMO Activation by Serving cell changes with and without PCI Restrictions and S-CPICH Power Offset (16QAM + MIMO)
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120638
	34.123-1
	3130
	-
	10.0.0
	Rel‑10
	Correction to Rel‑6 RRC testcase 8.3.1.41
	approved
	F
	10.1.0
	TEI6_Test
	R5

	RP-120648
	34.123-1
	3131
	-
	10.0.0
	Rel‑10
	Correction to Rel‑8 MAC testcase 7.1.8.7
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120648
	34.123-1
	3132
	-
	10.0.0
	Rel‑10
	Correction to Rel‑8 MAC testcase 7.1.8.3
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120648
	34.123-1
	3133
	-
	10.0.0
	Rel‑10
	Addition of a new test case 8.1.9c
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120635
	34.123-1
	3134
	-
	10.0.0
	Rel‑10
	Correction to pc_Acquiring_Inter-F_SI & pc_Acquiring_Intra-F_SI
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-120656
	34.123-1
	3135
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA MAC test case 7.1.9.1
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3136
	-
	10.0.0
	Rel‑10
	Correction to DC-HSUPA MAC test case 7.1.9.5
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-1
	3137
	-
	10.0.0
	Rel‑10
	New DC-HSUPA MAC test case 7.1.9.2
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120664
	34.123-1
	3138
	-
	10.0.0
	Rel‑10
	Introduction of new Test Case 8.2.2.79
	approved
	F
	10.1.0
	4C_HSDPA-UEConTest
	R5

	RP-120663
	34.123-1
	3139
	-
	10.0.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.2
	approved
	F
	10.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-120663
	34.123-1
	3140
	-
	10.0.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.3
	approved
	F
	10.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-120636
	34.123-1
	3141
	-
	10.0.0
	Rel‑10
	Change the the value of Qhyst1s in test case 6.1.2.2
	approved
	F
	10.1.0
	TEI4_Test
	R5

	RP-120636
	34.123-1
	3142
	-
	10.0.0
	Rel‑10
	Correction the configuration of cell update confirm in test case 8.2.2.4 for LCR TDD
	approved
	F
	10.1.0
	TEI4_Test
	R5

	RP-120636
	34.123-1
	3143
	-
	10.0.0
	Rel‑10
	Delete the GPRS cell in SIB 11/12 of test step e in test case 8.3.9.3 for LCR TDD
	approved
	F
	10.1.0
	TEI4_Test
	R5

	RP-120637
	34.123-1
	3144
	-
	10.0.0
	Rel‑10
	Modify the title of TC8.2.1.27b,8.2.2.36a,8.2.3.31a with addition of (TDD only)
	approved
	F
	10.1.0
	TEI5_Test
	R5

	RP-120637
	34.123-1
	3145
	-
	10.0.0
	Rel‑10
	Modify the expected sequence of TC8.2.3.30a
	approved
	F
	10.1.0
	TEI5_Test
	R5

	RP-120637
	34.123-1
	3146
	-
	10.0.0
	Rel‑10
	Modify the reference TC of TC8.2.2.36c
	approved
	F
	10.1.0
	TEI5_Test
	R5

	RP-120648
	34.123-1
	3147
	-
	10.0.0
	Rel‑10
	Addition of new test case for Cell reselection based on SIB-19 based absolute priority
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120648
	34.123-1
	3148
	-
	10.0.0
	Rel‑10
	Addition of new test case: 8.3.1.x- Cell Update: Inter Frequency cell reselection in CELL_FACH based on absolute priority
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120635
	34.123-1
	3149
	-
	10.0.0
	Rel‑10
	Correction to Test Case 8.4.1.5 - Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (FDD)
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-120636
	34.123-1
	3150
	-
	10.0.0
	Rel‑10
	"Delete ""The UE is automatically in automatic mode after switch on"" from Related ICS/IXIT statement in TC 9.4.2.2"
	approved
	F
	10.1.0
	TEI4_Test
	R5

	RP-120648
	34.123-1
	3151
	-
	10.0.0
	Rel‑10
	Correction to ETWS RRC testcase 8.1.1.19
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120648
	34.123-1
	3152
	-
	10.0.0
	Rel‑10
	Addition of new testcase 6.2.2.x : Cell reselection based on absolute priorities in SIB19: UTRAN to GSM
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120649
	34.123-2
	0585
	-
	9.8.0
	Rel‑9
	Removal of technical content in 34.123-2 v9.8.0 and substitution with pointer to the next Release
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120648
	34.123-2
	0586
	-
	10.0.0
	Rel‑10
	Editorial Corrections to Titles of eCall Test Cases
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120656
	34.123-2
	0587
	-
	10.0.0
	Rel‑10
	Applicability of new DC-HSUPA MAC test case 7.1.9.2
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-2
	0588
	-
	10.0.0
	Rel‑10
	Applicability of new DC-HSUPA RRC test case 8.2.2.78
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120656
	34.123-2
	0589
	-
	10.0.0
	Rel‑10
	Correction to applicability for DC-HSUPA test cases
	approved
	F
	10.1.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-120663
	34.123-2
	0590
	-
	10.0.0
	Rel‑10
	Applicability of new UTRAN ANR Intra-UTRAN test cases
	approved
	F
	10.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-120639
	34.123-2
	0591
	-
	10.0.0
	Rel‑10
	Correction applicability for UL 16QAM TC 14.7.1a
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120655
	34.123-2
	0592
	-
	10.0.0
	Rel‑10
	Adding applicability for new test cases 13.4.4 and 13.4.5
	approved
	F
	10.1.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120639
	34.123-2
	0593
	-
	10.0.0
	Rel‑10
	Correction to applicability of MIMO test cases 8.2.2.62, 8.2.6.54a, 8.2.6.63, 8.3.4.14 and 8.2.2.71
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120635
	34.123-2
	0594
	-
	10.0.0
	Rel‑10
	Correction to selection expression for MM test cases
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-120648
	34.123-2
	0595
	-
	10.0.0
	Rel‑10
	Addition of applicability for test case 8.1.9c
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120639
	34.123-2
	0596
	-
	10.0.0
	Rel‑10
	Addition of PICS pc_TotalRLC_AM_BufferSize_r9_ext
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120635
	34.123-2
	0597
	-
	10.0.0
	Rel‑10
	Correction to NAS test case 9.5.2
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-120639
	34.123-2
	0598
	-
	10.0.0
	Rel‑10
	Addition of Applicability for new Test Cases 8.3.4.x
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-120660
	34.123-2
	0599
	-
	10.0.0
	Rel‑10
	Adding operating band XXV to TS 34.123-2
	approved
	F
	10.1.0
	E1900-UEConTest
	R5

	RP-120664
	34.123-2
	0600
	-
	10.0.0
	Rel‑10
	Applicability of Test Case 8.2.2.79
	approved
	F
	10.1.0
	4C_HSDPA-UEConTest
	R5

	RP-120637
	34.123-2
	0601
	-
	10.0.0
	Rel‑10
	Modification of ICS for TC8.2.1.27b,8.2.2.36a,8.2.3.31a
	approved
	F
	10.1.0
	TEI5_Test
	R5

	RP-120648
	34.123-2
	0602
	-
	10.0.0
	Rel‑10
	Addition of Applicability for New Test Cases for Rel‑8 Absolute Priority feature.
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-120635
	34.123-2
	0603
	-
	10.0.0
	Rel‑10
	Correction to Applicability of Test Case 8.4.1.5 - Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (FDD)
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-120666
	34.123-3
	2958
	-
	9.3.0
	Rel‑10
	Routine maintenance and updates
	approved
	F
	10.0.0
	TEI10_Test
	R5

	RP-120650
	34.123-3
	2959
	-
	9.3.0
	Rel‑9
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	9.4.0
	TEI9_Test
	R5

	RP-120654
	34.123-3
	2960
	-
	9.3.0
	Rel‑9
	Correction to UTRA test case 8.4.1.8
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2961
	-
	9.3.0
	Rel‑9
	Correction to UTRA test case 8.1.5.7
	approved
	F
	9.4.0
	TEI9_Test
	R5

	RP-120654
	34.123-3
	2962
	-
	9.3.0
	Rel‑9
	Addition of 3G eCall test case 13.3.1.10 to HSPA8_ENH ATS
	approved
	B
	9.4.0
	TEI8_Test
	R5

	RP-120654
	34.123-3
	2963
	-
	9.3.0
	Rel‑9
	Correction to IRAT test cases in IR_U Test Suite
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2964
	-
	9.3.0
	Rel‑9
	Baseline upgrade of UTRA ATS to March-12 in Rel‑10
	approved
	F
	9.4.0
	TEI10_Test
	R5

	RP-120654
	34.123-3
	2965
	-
	9.3.0
	Rel‑9
	Correction to test step ts_SendSysInfoType2ter
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2966
	-
	9.3.0
	Rel‑9
	Correction to UTRA Capability testcase 8.1.5.7 (Based on 12wk08 ATS)
	approved
	F
	9.4.0
	TEI9_Test
	R5

	RP-120654
	34.123-3
	2967
	-
	9.3.0
	Rel‑9
	Corrections to Rel‑8 testcases (12wk08 ATS)
	approved
	F
	9.4.0
	TEI8_Test
	R5

	RP-120654
	34.123-3
	2968
	-
	9.3.0
	Rel‑9
	Corrections to NAS testcase 9.4.2.4.1 (12wk08 ATS)
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2969
	-
	9.3.0
	Rel‑9
	Correction to Rel‑99 RRC test case 8.3.1.9
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2970
	-
	9.3.0
	Rel‑9
	Addition of 3G eCall test case 13.3.1.6 to HSPA8_ENH ATS
	approved
	B
	9.4.0
	TEI8_Test
	R5

	RP-120654
	34.123-3
	2971
	-
	9.3.0
	Rel‑9
	Correction to UTRA RRC PPAC test case 8.1.2.26
	approved
	F
	9.4.0
	TEI8_Test
	R5

	RP-120654
	34.123-3
	2972
	-
	9.3.0
	Rel‑9
	Corrections to VoiceDomainPref IE definition in Attach Request
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2973
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-010 NAS test case 12.4.1.4a
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2974
	-
	9.3.0
	Rel‑9
	Correction to the NAS test cases for USIM removal
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2975
	-
	9.3.0
	Rel‑9
	Regression CR for UTRA wk08 ATS
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120654
	34.123-3
	2976
	-
	9.3.0
	Rel‑9
	Correction to selection expression of GCF WI-67 test case 14.6.6c
	approved
	F
	9.4.0
	TEI7_Test
	R5

	RP-120654
	34.123-3
	2977
	-
	9.3.0
	Rel‑9
	Correction to UTRA test cases
	approved
	F
	9.4.0
	TEI_Test
	R5

	RP-120649
	34.229-1
	0367
	-
	9.8.0
	Rel‑9
	Update test case 12.12
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-1
	0368
	-
	9.8.0
	Rel‑9
	Update test case 12.13
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120655
	34.229-1
	0369
	-
	9.8.0
	Rel‑9
	Removing TC 19.1.4 from 34.229-1
	approved
	F
	9.9.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120649
	34.229-1
	0370
	-
	9.8.0
	Rel‑9
	Correction of XCAP MIME definition
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-1
	0371
	-
	9.8.0
	Rel‑9
	Addition of new test case - MO MTSI Video Call
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-1
	0372
	-
	9.8.0
	Rel‑9
	Addition of new test case - MT MTSI Video Call
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-1
	0373
	-
	9.8.0
	Rel‑9
	Updates to 17.1 - MO Speech, add video remove video
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-1
	0374
	-
	9.8.0
	Rel‑9
	Updates to 17.2 - MT Speech, add video remove video
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-1
	0375
	-
	9.8.0
	Rel‑9
	Add generic procedure MT Video call for EPS
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120648
	34.229-1
	0376
	-
	9.8.0
	Rel‑9
	MO Message content correction for SMS-over-IMS
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-120649
	34.229-1
	0377
	-
	9.8.0
	Rel‑9
	Add generic procedure MO video call for EPS
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120655
	34.229-1
	0378
	-
	9.8.0
	Rel‑9
	Corection to IMS emergency test case 19.3.2
	approved
	F
	9.9.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120655
	34.229-1
	0379
	-
	9.8.0
	Rel‑9
	New test case 19.3.3 Non-UE detectable emergency call / IM CN sends 380 Alternative Service / Emergency IMS registration
	approved
	F
	9.9.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120655
	34.229-1
	0380
	-
	9.8.0
	Rel‑9
	New test case 19.3.4 Non-UE detectable emergency call / IM CN sends 380 Alternative Service / Emergency IMS registration exists
	approved
	F
	9.9.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120657
	34.229-1
	0381
	-
	9.8.0
	Rel‑9
	Update the default messages and generic test procedures
	approved
	F
	9.9.0
	SSAC_UEConTest
	R5

	RP-120657
	34.229-1
	0382
	-
	9.8.0
	Rel‑9
	Update to test case 12.19
	approved
	F
	9.9.0
	SSAC_UEConTest
	R5

	RP-120657
	34.229-2
	0105
	-
	9.8.0
	Rel‑9
	Update to ICS proforma table for Additional information
	approved
	F
	9.9.0
	SSAC_UEConTest
	R5

	RP-120655
	34.229-2
	0106
	-
	9.8.0
	Rel‑9
	Removing TC 19.1.4 applicability
	approved
	F
	9.9.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120655
	34.229-2
	0107
	-
	9.8.0
	Rel‑9
	Adding applicability for test case 19.3.3 and 19.3.4
	approved
	F
	9.9.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120649
	34.229-2
	0108
	-
	9.8.0
	Rel‑9
	Applicability for video test cases 12.21, 12.22. 17.1 and 17.2
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120649
	34.229-3
	0065
	-
	9.3.0
	Rel‑9
	Routine maintenance and updates
	approved
	F
	9.4.0
	TEI9_Test
	R5

	RP-120802
	34.229-3
	0066
	-
	9.3.0
	Rel‑9
	Correction to IMS CC test cases / IPv6 address handling
	approved
	F
	9.4.0
	TEI8_Test
	R5

	RP-120640
	34.902
	0017
	-
	9.2.0
	Rel‑9
	Add Test Tolerance analyses for TS 34.122 Test cases 8.7.16 and 8.7.17
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-120640
	34.902
	0018
	-
	9.2.0
	Rel‑9
	Add Test Tolerance analyses for TS 34.122 Test cases 8.7.14 and 8.7.15
	approved
	F
	9.3.0
	LTE-UEConTest_RF
	R5

	RP-120795
	36.101
	1085
	2
	11.0.0
	Rel‑11
	Modulator specification tightening
	approved
	F
	11.1.0
	TEI11
	R4

	RP-120777
	36.101
	1086
	1
	10.6.0
	Rel‑10
	Carrier aggregation Relative power tolerance, removal of TBD.
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	36.101
	1087
	1
	11.0.0
	Rel‑11
	Carrier aggregation Relative power tolerance, removal of TBD.
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120783
	36.101
	1088
	-
	10.6.0
	Rel‑10
	UE spurious emissions for Band 7 and Band 38 coexistence
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120783
	36.101
	1089
	-
	11.0.0
	Rel‑11
	UE spurious emissions for Band 7 and Band 38 coexistence
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120770
	36.101
	1090
	-
	9.11.0
	Rel‑9
	Deleting square brackets in Reference Measurement Channels
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120780
	36.101
	1091
	-
	10.6.0
	Rel‑10
	Deleting square brackets in Reference Measurement Channels
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120780
	36.101
	1092
	-
	11.0.0
	Rel‑11
	Deleting square brackets in Reference Measurement Channels
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120773
	36.101
	1093
	-
	10.6.0
	Rel‑10
	Addition of Maximum Throughput for R.30-1 TDD RMC
	approved
	F
	10.7.0
	LTE_CA-Perf
	R4

	RP-120779
	36.101
	1095
	-
	10.6.0
	Rel‑10
	CR to TS 36.101: Correction on parameters for the eDL-MIMO CQI and PMI tests
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120780
	36.101
	1096
	1
	10.6.0
	Rel‑10
	CR to TS 36.101: Fixed reference channel for PDSCH demodulation performance requirements on eDL-MIMO
	approved
	B
	10.7.0
	TEI10
	R4

	RP-120779
	36.101
	1097
	-
	11.0.0
	Rel‑11
	CR to TS 36.101: Correction on parameters for the eDL-MIMO CQI and PMI tests
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120780
	36.101
	1098
	1
	11.0.0
	Rel‑11
	CR to TS 36.101: Fixed reference channel for PDSCH demodulation performance requirements on eDL-MIMO
	approved
	B
	11.1.0
	TEI10
	R4

	RP-120779
	36.101
	1100
	1
	10.6.0
	Rel‑10
	CR for 36.101: The clarification of MPR and A-MPR for CA
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120784
	36.101
	1101
	-
	10.6.0
	Rel‑10
	Corrections for eICIC demod test case with MBSN ABS
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120774
	36.101
	1106
	-
	10.6.0
	Rel‑10
	RMC correction on eDL-MIMO RI test
	approved
	F
	10.7.0
	LTE_eDL_MIMO
	R4

	RP-120774
	36.101
	1107
	-
	11.0.0
	Rel‑11
	RMC correction on eDL-MIMO RI test
	approved
	A
	11.1.0
	LTE_eDL_MIMO
	R4

	RP-120774
	36.101
	1108
	1
	11.0.0
	Rel‑11
	FRC correction on frequency selective CQI and PMI test (Rel‑11)
	approved
	A
	11.1.0
	LTE_eDL_MIMO
	R4

	RP-120774
	36.101
	1109
	1
	10.6.0
	Rel‑10
	FRC correction on frequency selective CQI and PMI test (Rel‑10)
	approved
	F
	10.7.0
	LTE_eDL_MIMO
	R4

	RP-120784
	36.101
	1110
	1
	10.6.0
	Rel‑10
	Corrections and clarifications on eICIC demodulation tests
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120774
	36.101
	1111
	-
	11.0.0
	Rel‑11
	Correction on test point for PMI test (Rel‑11)
	approved
	A
	11.1.0
	LTE_eDL_MIMO
	R4

	RP-120774
	36.101
	1113
	-
	10.6.0
	Rel‑10
	Correction on test point for PMI test (Rel‑10)
	approved
	F
	10.7.0
	LTE_eDL_MIMO
	R4

	RP-120784
	36.101
	1114
	1
	11.0.0
	Rel‑11
	Corrections and clarifications on eICIC demodulation test
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1116
	1
	10.6.0
	Rel‑10
	Corrections and clarifications on eICIC CSI tes
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1117
	1
	11.0.0
	Rel‑11
	Corrections and clarifications on eICIC CSI tests
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120783
	36.101
	1118
	1
	10.6.0
	Rel‑10
	Corrections on UE performance requirements
	approved
	F
	10.7.0
	LTE-RF
	R4

	RP-120783
	36.101
	1119
	1
	11.0.0
	Rel‑11
	Corrections on UE performance requirements
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-120773
	36.101
	1120
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band1 + Band19 to TS 36.101
	approved
	B
	11.1.0
	LTE_CA-Core
	R4

	RP-120769
	36.101
	1125
	1
	9.11.0
	Rel‑9
	Addition of ETU30 channel model
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.101
	1126
	1
	10.6.0
	Rel‑10
	Addition of ETU30 channel model
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.101
	1127
	-
	11.0.0
	Rel‑11
	Addition of ETU30 channel model
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120779
	36.101
	1129
	1
	10.6.0
	Rel‑10
	CR for EVM and global in channel test for Intra-Band CA
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120773
	36.101
	1140
	-
	11.0.0
	Rel‑11
	Addition of Maximum Throughput for R.30-1 TDD RMC
	approved
	A
	11.1.0
	LTE_CA-Perf
	R4

	RP-120779
	36.101
	1141
	-
	11.0.0
	Rel‑11
	CR for 36.101: The clarification of MPR and A-MPR for CA
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120784
	36.101
	1142
	-
	11.0.0
	Rel‑11
	Corrections for eICIC demod test case with MBSN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120785
	36.101
	1144
	-
	11.0.0
	Rel‑11
	Removing brackets of contiguous allocation A-MPR for CA_NS_04
	approved
	B
	11.1.0
	LTE_CA_B41-Core
	R4

	RP-120784
	36.101
	1146
	1
	10.6.0
	Rel‑10
	Extension of static eICIC CQI test
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1148
	2
	10.6.0
	Rel‑10
	Introduction of PDCCH test with colliding RS on MBSFN-ABS
	approved
	B
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1149
	1
	11.0.0
	Rel‑11
	Introduction of PDCCH test with colliding RS on MBSFN-ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1152
	2
	10.6.0
	Rel‑10
	Some clarifications and OCNG pattern for eICIC demodulation requirements
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1153
	1
	11.0.0
	Rel‑11
	Some clarifications and OCNG pattern for eICIC demodulation requirements
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120773
	36.101
	1154
	-
	10.6.0
	Rel‑10
	Introduction of TDD CA Soft Buffer Limitation
	approved
	F
	10.7.0
	LTE_CA-Perf
	R4

	RP-120773
	36.101
	1155
	-
	11.0.0
	Rel‑11
	Introduction of TDD CA Soft Buffer Limitation
	approved
	A
	11.1.0
	LTE_CA-Perf
	R4

	RP-120795
	36.101
	1156
	-
	11.0.0
	Rel‑11
	B26 and other editorial corrections
	approved
	F
	11.1.0
	TEI11
	R4

	RP-120779
	36.101
	1160
	-
	10.6.0
	Rel‑10
	Corrections on CQI and PMI test
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120779
	36.101
	1161
	-
	11.0.0
	Rel‑11
	Corrections on CQI and PMI test
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120780
	36.101
	1162
	-
	10.6.0
	Rel‑10
	FRC for TDD PMI test
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120780
	36.101
	1163
	-
	11.0.0
	Rel‑11
	FRC for TDD PMI test
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120778
	36.101
	1164
	1
	10.6.0
	Rel‑10
	Clean-up of UL-MIMO for TS 36.101
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120778
	36.101
	1165
	1
	11.0.0
	Rel‑11
	Clean-up of UL-MIMO for TS 36.101
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120782
	36.101
	1168
	1
	10.6.0
	Rel‑10
	SNR definition
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.101
	1170
	-
	10.6.0
	Rel‑10
	Removal of unnecessary references to single carrier requirements from Interband CA clauses
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.101
	1171
	-
	11.0.0
	Rel‑11
	Removal of unnecessary references to single carrier requirements from Interband CA clauses
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120780
	36.101
	1172
	-
	10.6.0
	Rel‑10
	Editorial simplification to CA REFSENS UL allocation table
	approved
	D
	10.7.0
	TEI10
	R4

	RP-120781
	36.101
	1173
	-
	10.6.0
	Rel‑10
	PDCCH wrong detection in receiver spurious emissions test
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120781
	36.101
	1174
	-
	11.0.0
	Rel‑11
	PDCCH wrong detection in receiver spurious emissions test
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120776
	36.101
	1183
	-
	10.6.0
	Rel‑10
	Corrections to 3500 MHz
	approved
	F
	10.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-120776
	36.101
	1184
	-
	11.0.0
	Rel‑11
	Corrections to 3500 MHz
	approved
	A
	11.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-120793
	36.101
	1189
	2
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120784
	36.101
	1192
	1
	10.6.0
	Rel‑10
	Target SNR setting for eICIC demodulation requirement
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.101
	1193
	1
	11.0.0
	Rel‑11
	Target SNR setting for eICIC demodulation requirement
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120780
	36.101
	1196
	-
	11.0.0
	Rel‑11
	Editorial simplification to CA REFSENS UL allocation table
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120767
	36.101
	1197
	-
	8.17.0
	Rel‑8
	FDD TDD co-existence requirement correction
	approved
	F
	8.18.0
	TEI8
	R4

	RP-120778
	36.101
	1198
	-
	10.6.0
	Rel‑10
	Correction of wrong table refernces in CA receiver tests
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120778
	36.101
	1199
	-
	11.0.0
	Rel‑11
	Correction of wrong table refernces in CA receiver tests
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120791
	36.101
	1200
	1
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.101
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120782
	36.101
	1201
	2
	10.6.0
	Rel‑10
	SNR reference values for FDD CA soft buffer tests
	approved
	B
	10.7.0
	TEI10
	R4

	RP-120764
	36.101
	1209
	-
	8.17.0
	Rel‑8
	Correction of PHS protection requirements for TS 36.101
	approved
	F
	8.18.0
	LTE-RF
	R4

	RP-120764
	36.101
	1210
	-
	9.11.0
	Rel‑9
	Correction of PHS protection requirements for TS 36.101
	approved
	A
	9.12.0
	LTE-RF
	R4

	RP-120764
	36.101
	1211
	-
	10.6.0
	Rel‑10
	Correction of PHS protection requirements for TS 36.101
	approved
	A
	10.7.0
	LTE-RF
	R4

	RP-120764
	36.101
	1212
	-
	11.0.0
	Rel‑11
	Correction of PHS protection requirements for TS 36.101
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-120793
	36.101
	1213
	1
	11.0.0
	Rel‑11
	Introduction of Band 28 into TS 36.101
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120781
	36.101
	1214
	1
	10.6.0
	Rel‑10
	Proposed revision of clause 4.3A for TS 36.101
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120781
	36.101
	1215
	1
	11.0.0
	Rel‑11
	Proposed revision of clause 4.3A for TS 36.101
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120781
	36.101
	1216
	1
	10.6.0
	Rel‑10
	Proposed revision on clause 6.3.4A for TS 36.101
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120781
	36.101
	1217
	1
	11.0.0
	Rel‑11
	Proposed revision on clause 6.3.4A for TS 36.101
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120795
	36.101
	1219
	1
	11.0.0
	Rel‑11
	Aligning requirements between Band 18 and Band 26 in TS 36.101
	approved
	C
	11.1.0
	LTE-RF
	R4

	RP-120782
	36.101
	1221
	-
	11.0.0
	Rel‑11
	SNR definition
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120778
	36.101
	1222
	-
	10.6.0
	Rel‑10
	Correction of CSI configuraiton for CA TM4 tests R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120778
	36.101
	1223
	-
	11.0.0
	Rel‑11
	Correction of CSI configuraiton for CA TM4 tests R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120773
	36.101
	1224
	-
	10.6.0
	Rel‑10
	CR on CA UE receiver timing window R10
	approved
	F
	10.7.0
	LTE_CA-Perf
	R4

	RP-120773
	36.101
	1225
	-
	11.0.0
	Rel‑11
	CR on CA UE receiver timing window R11
	approved
	A
	11.1.0
	LTE_CA-Perf
	R4

	RP-120784
	36.101
	1226
	-
	11.0.0
	Rel‑11
	Extension of static eICIC CQI test
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120788
	36.104
	0279
	1
	11.0.0
	Rel‑11
	Corrections related to intra-band non-contiguous operation for E-UTRA
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R4

	RP-120773
	36.104
	0280
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band1 + Band19 to TS 36.104
	approved
	B
	11.1.0
	LTE_CA-core
	R4

	RP-120788
	36.104
	0285
	-
	11.0.0
	Rel‑11
	Introduction of time alignment error requirement for intra-band non-contiguous carrier aggregation
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R4

	RP-120793
	36.104
	0286
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 36.104
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120790
	36.104
	0290
	-
	11.0.0
	Rel‑11
	TS 36.104 CR for CA_38
	postponed
	B
	
	LTE_CA_B38-Core
	R4

	RP-120793
	36.104
	0292
	-
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120782
	36.104
	0293
	-
	10.6.0
	Rel‑10
	Time alignment error headline
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.104
	0294
	-
	11.0.0
	Rel‑11
	Time alignment error headline
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120773
	36.104
	0296
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band4 + Band13 to TS 36.104
	approved
	B
	11.1.0
	LTE_CA-core
	R4

	RP-120773
	36.104
	0298
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band4 + Band17 to TS 36.104
	approved
	B
	11.1.0
	LTE_CA-core
	R4

	RP-120791
	36.104
	0299
	2
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.104
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120764
	36.104
	0302
	-
	8.12.0
	Rel‑8
	Correction of PHS protection requirements for TS 36.104
	approved
	F
	8.13.0
	LTE-RF
	R4

	RP-120764
	36.104
	0303
	-
	9.11.0
	Rel‑9
	Correction of PHS protection requirements for TS 36.104
	approved
	A
	9.12.0
	LTE-RF
	R4

	RP-120764
	36.104
	0304
	-
	10.6.0
	Rel‑10
	Correction of PHS protection requirements for TS 36.104
	approved
	A
	10.7.0
	LTE-RF
	R4

	RP-120764
	36.104
	0305
	-
	11.0.0
	Rel‑11
	Correction of PHS protection requirements for TS 36.104
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-120780
	36.106
	0034
	-
	10.3.0
	Rel‑10
	Definition clause updates with improved repeater pass band definition and introduction of minor editorial changes for for better alignment with BS core specification
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120783
	36.106
	0035
	-
	10.3.0
	Rel‑10
	Update of the upper frequency limit for Spurious Emissions
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120783
	36.106
	0036
	1
	10.3.0
	Rel‑10
	Update of the protection limits tables for spurious emission and input intermodulation
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120762
	36.106
	0038
	-
	8.6.0
	Rel‑8
	Correction of PHS protection requirements for TS 36.106
	approved
	F
	8.7.0
	LTE-Repeaters
	R4

	RP-120762
	36.106
	0039
	-
	9.3.0
	Rel‑9
	Correction of PHS protection requirements for TS 36.106
	approved
	A
	9.4.0
	LTE-Repeaters
	R4

	RP-120762
	36.106
	0040
	-
	10.3.0
	Rel‑10
	Correction of PHS protection requirements for TS 36.106
	approved
	A
	10.4.0
	LTE-Repeaters
	R4

	RP-120769
	36.113
	0033
	-
	9.4.0
	Rel‑9
	Applicability of EMC requirements
	approved
	F
	9.5.0
	TEI9
	R4

	RP-120769
	36.113
	0034
	-
	10.4.0
	Rel‑10
	Applicability of EMC requirements
	approved
	A
	10.5.0
	TEI9
	R4

	RP-120769
	36.113
	0035
	-
	11.0.0
	Rel‑11
	Applicability of EMC requirements
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120793
	36.113
	0036
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 36.113
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.113
	0037
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(TDD) into TS 36.113
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120791
	36.113
	0038
	-
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.113
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120793
	36.124
	0020
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 36.124
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.124
	0021
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(TDD) into TS 36.124
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120791
	36.124
	0022
	-
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.124
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120782
	36.133
	1161
	-
	10.6.0
	Rel‑10
	Resolve Band 41 omission between R4-120125 and R4-121106
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.133
	1162
	-
	11.0.0
	Rel‑11
	Resolve Band 41 omission between R4-120125 and R4-121106
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120770
	36.133
	1163
	1
	9.11.0
	Rel‑9
	Corrections to FDD-TDD Inter-freq RSRP measurement accuracy test case parameters
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120770
	36.133
	1164
	1
	10.6.0
	Rel‑10
	Corrections to FDD-TDD Inter-freq RSRP measurement accuracy test case parameters
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	36.133
	1165
	1
	11.0.0
	Rel‑11
	Corrections to FDD-TDD Inter-freq RSRP measurement accuracy test case parameters
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120771
	36.133
	1166
	-
	9.11.0
	Rel‑9
	OCNG and PDSCH for FDD-TDD event triggered reporting test cases
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120771
	36.133
	1167
	-
	10.6.0
	Rel‑10
	OCNG and PDSCH for FDD-TDD event triggered reporting test cases
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120771
	36.133
	1168
	-
	11.0.0
	Rel‑11
	OCNG and PDSCH for FDD-TDD event triggered reporting test cases
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120771
	36.133
	1169
	-
	9.11.0
	Rel‑9
	RRC Connection Release with Redirection from E-UTRAN FDD to GERAN without System Information
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120771
	36.133
	1170
	-
	10.6.0
	Rel‑10
	RRC Connection Release with Redirection from E-UTRAN FDD to GERAN without System Information
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120771
	36.133
	1171
	-
	11.0.0
	Rel‑11
	RRC Connection Release with Redirection from E-UTRAN FDD to GERAN without System Information
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120771
	36.133
	1172
	-
	9.11.0
	Rel‑9
	RRC Connection Release with Redirection from E-UTRAN TDD to GERAN without System Information
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120771
	36.133
	1173
	-
	10.6.0
	Rel‑10
	RRC Connection Release with Redirection from E-UTRAN TDD to GERAN without System Information
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120771
	36.133
	1174
	-
	11.0.0
	Rel‑11
	RRC Connection Release with Redirection from E-UTRAN TDD to GERAN without System Information
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120784
	36.133
	1175
	-
	10.6.0
	Rel‑10
	OCNG Patterns for MBSFN ABS
	approved
	B
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1176
	-
	11.0.0
	Rel‑11
	OCNG Patterns for MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120769
	36.133
	1181
	-
	9.11.0
	Rel‑9
	Addition of E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells test case R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.133
	1182
	-
	10.6.0
	Rel‑10
	Addition of E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells test case R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.133
	1183
	-
	11.0.0
	Rel‑11
	Addition of E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells test case R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120769
	36.133
	1184
	-
	9.11.0
	Rel‑9
	Addition of E-UTRAN TDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test case R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.133
	1185
	-
	10.6.0
	Rel‑10
	Addition of E-UTRAN TDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test case R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.133
	1186
	-
	11.0.0
	Rel‑11
	Addition of E-UTRAN TDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test case R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120769
	36.133
	1187
	-
	9.11.0
	Rel‑9
	Addition of E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.133
	1188
	-
	10.6.0
	Rel‑10
	Addition of E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.133
	1189
	-
	11.0.0
	Rel‑11
	Addition of E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120769
	36.133
	1190
	-
	9.11.0
	Rel‑9
	Addition of E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test case R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.133
	1191
	-
	10.6.0
	Rel‑10
	Addition of E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test case R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.133
	1192
	-
	11.0.0
	Rel‑11
	Addition of E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test case R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120769
	36.133
	1193
	1
	9.11.0
	Rel‑9
	Addition of E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions test case R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120777
	36.133
	1194
	1
	10.6.0
	Rel‑10
	Addition of E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions test case R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	36.133
	1195
	1
	11.0.0
	Rel‑11
	Addition of E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions test case R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120769
	36.133
	1196
	1
	9.11.0
	Rel‑9
	Addition of E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions test case R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.133
	1197
	1
	10.6.0
	Rel‑10
	Addition of E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions test case R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.133
	1198
	-
	11.0.0
	Rel‑11
	Addition of E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions test case R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120770
	36.133
	1199
	-
	9.11.0
	Rel‑9
	E-UTRA TDD RRC connection release redirection to UTRA FDD test without SI provided R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120770
	36.133
	1200
	-
	10.6.0
	Rel‑10
	E-UTRA TDD RRC connection release redirection to UTRA FDD test without SI provided R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	36.133
	1201
	-
	11.0.0
	Rel‑11
	E-UTRA TDD RRC connection release redirection to UTRA FDD test without SI provided R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120784
	36.133
	1204
	1
	10.6.0
	Rel‑10
	FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS R10
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1205
	1
	11.0.0
	Rel‑11
	FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS R11
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1206
	1
	10.6.0
	Rel‑10
	TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS R10
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1207
	1
	11.0.0
	Rel‑11
	TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS R11
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120780
	36.133
	1212
	-
	10.6.0
	Rel‑10
	CR to TS 36.133 Corrections on RRC signalling in RLM test cases for eICIC
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120780
	36.133
	1213
	-
	11.0.0
	Rel‑11
	CR to TS 36.133 Corrections on RRC signalling in RLM test cases for eICIC
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120773
	36.133
	1222
	-
	10.6.0
	Rel‑10
	Test case for event-triggered reporting on deactivated SCell with PCell interruption
	approved
	F
	10.7.0
	LTE_CA-Perf
	R4

	RP-120773
	36.133
	1223
	-
	11.0.0
	Rel‑11
	Test case for event-triggered reporting on deactivated SCell with PCell interruption
	approved
	A
	11.1.0
	LTE_CA-Perf
	R4

	RP-120770
	36.133
	1224
	-
	9.11.0
	Rel‑9
	Editorial corrections on the test cases of RRC connection release with redirection to UTRAN FDD
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120770
	36.133
	1225
	1
	9.11.0
	Rel‑9
	Finalization of Rel.9 cell reselection enhancement related test cases
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120770
	36.133
	1226
	1
	10.6.0
	Rel‑10
	Finalization of Rel.9 cell reselection enhancement related test cases
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	36.133
	1227
	1
	11.0.0
	Rel‑11
	Finalization of Rel.9 cell reselection enhancement related test cases
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120770
	36.133
	1228
	-
	9.11.0
	Rel‑9
	E-UTRAN FDD to UTRAN FDD RRC connection release with redirection test case when SI is not provided
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120770
	36.133
	1229
	-
	10.6.0
	Rel‑10
	E-UTRAN FDD to UTRAN FDD RRC connection release with redirection test case when SI is not provided
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	36.133
	1231
	-
	11.0.0
	Rel‑11
	E-UTRAN FDD to UTRAN FDD RRC connection release with redirection test case when SI is not provided
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120781
	36.133
	1232
	-
	10.6.0
	Rel‑10
	No interruptions on PCell at SCell activation/ deactivation when measCycleSCell is smaller than 640 ms
	approved
	B
	10.7.0
	TEI10
	R4

	RP-120781
	36.133
	1233
	-
	11.0.0
	Rel‑11
	No interruptions on PCell at SCell activation/ deactivation when measCycleSCell is smaller than 640 ms
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120780
	36.133
	1234
	-
	10.6.0
	Rel‑10
	Editorial corrections
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120780
	36.133
	1235
	-
	11.0.0
	Rel‑11
	Editorial corrections
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120782
	36.133
	1236
	1
	10.6.0
	Rel‑10
	Reporting criteria requirements for carrier aggregation
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.133
	1237
	1
	11.0.0
	Rel‑11
	Reporting criteria requirements for carrier aggregation
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120784
	36.133
	1238
	-
	10.6.0
	Rel‑10
	Cell identification requirements with DRX
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1239
	-
	11.0.0
	Rel‑11
	Cell identification requirements with DRX
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1240
	1
	10.6.0
	Rel‑10
	Phase II eICIC FDD: absolute and relative RSRP accuracies in non-MBSFN ABS
	approved
	B
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1241
	1
	11.0.0
	Rel‑11
	Phase II eICIC FDD: absolute and relative RSRP accuracies in non-MBSFN ABS
	approved
	B
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1242
	1
	10.6.0
	Rel‑10
	Phase II eICIC TDD: absolute and relative RSRP accuracies in non-MBSFN ABS
	approved
	B
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1243
	1
	11.0.0
	Rel‑11
	Phase II eICIC TDD: absolute and relative RSRP accuracies in non-MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1248
	-
	10.6.0
	Rel‑10
	RLM requirements with autonomous gaps for DRX
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1249
	-
	11.0.0
	Rel‑11
	RLM requirements with autonomous gaps for DRX
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120779
	36.133
	1250
	-
	10.6.0
	Rel‑10
	CR for 36.133: Aligning RSRQ measurement requirements in TS 36.133 with TS 36.101 regarding the modification of B41 REFSENS
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120779
	36.133
	1251
	-
	11.0.0
	Rel‑11
	CR for 36.133: Aligning RSRQ measurement requirements in TS 36.133 with TS 36.101 regarding the modification of B41 REFSENS
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120777
	36.133
	1259
	-
	10.6.0
	Rel‑10
	Bands 22, 23, 42 and 43 side conditions for inter-frequency measurements with autonomous gaps
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	36.133
	1260
	-
	11.0.0
	Rel‑11
	Bands 22, 23, 42 and 43 side conditions for inter-frequency measurements with autonomous gaps
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120772
	36.133
	1260
	-
	10.6.0
	Rel‑10
	Clarification on UE Rx-Tx with eICIC
	approved
	B
	10.7.0
	eICIC_LTE-Core
	R4

	RP-120772
	36.133
	1261
	-
	11.0.0
	Rel‑11
	Clarification on UE Rx-Tx with eICIC
	approved
	A
	11.1.0
	eICIC_LTE-Core
	R4

	RP-120767
	36.133
	1262
	-
	8.17.0
	Rel‑8
	Editorial corrections
	approved
	F
	8.18.0
	TEI8
	R4

	RP-120767
	36.133
	1263
	-
	9.11.0
	Rel‑9
	Editorial corrections
	approved
	A
	9.12.0
	TEI8
	R4

	RP-120767
	36.133
	1268
	-
	8.17.0
	Rel‑8
	sr-ConfigIndex in TDD DRX test cases
	approved
	F
	8.18.0
	TEI8
	R4

	RP-120767
	36.133
	1269
	-
	9.11.0
	Rel‑9
	sr-ConfigIndex in TDD DRX test cases
	approved
	A
	9.12.0
	TEI8
	R4

	RP-120767
	36.133
	1270
	-
	10.6.0
	Rel‑10
	sr-ConfigIndex in TDD DRX test cases
	approved
	A
	10.7.0
	TEI8
	R4

	RP-120767
	36.133
	1271
	-
	11.0.0
	Rel‑11
	sr-ConfigIndex in TDD DRX test cases
	approved
	A
	11.1.0
	TEI8
	R4

	RP-120782
	36.133
	1272
	-
	10.6.0
	Rel‑10
	Remove [ ] from eICIC RSRP, RSRQ Es/Iot side conditions
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.133
	1273
	-
	11.0.0
	Rel‑11
	Remove [ ] from eICIC RSRP, RSRQ Es/Iot side conditions
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120764
	36.133
	1274
	1
	8.17.0
	Rel‑8
	RRM: Clarifications to the OCNG patterns
	approved
	F
	8.18.0
	LTE-RF
	R4

	RP-120764
	36.133
	1275
	1
	9.11.0
	Rel‑9
	RRM: Clarifications to the OCNG patterns
	approved
	A
	9.12.0
	LTE-RF
	R4

	RP-120764
	36.133
	1276
	1
	10.6.0
	Rel‑10
	RRM: Clarifications to the OCNG patterns
	approved
	A
	10.7.0
	LTE-RF
	R4

	RP-120764
	36.133
	1277
	1
	11.0.0
	Rel‑11
	RRM: Clarifications to the OCNG patterns
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-120784
	36.133
	1278
	2
	10.6.0
	Rel‑10
	Intra-Frequency FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with MBSFN ABS
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1279
	2
	11.0.0
	Rel‑11
	Intra-Frequency FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1285
	1
	10.6.0
	Rel‑10
	eICIC FDD out-of-sync RLM test case in MBSFN ABS
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1286
	1
	11.0.0
	Rel‑11
	eICIC FDD out-of-sync RLM test case in MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1287
	1
	10.6.0
	Rel‑10
	eICIC TDD out-of-sync RLM test case in MBSFN ABS
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1288
	1
	11.0.0
	Rel‑11
	eICIC TDD out-of-sync RLM test case in MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120781
	36.133
	1289
	1
	11.0.0
	Rel‑11
	On UE behavior in the uplink subframe after measurement GAP
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120773
	36.133
	1292
	1
	10.6.0
	Rel‑10
	Clarification on the number of monitoring layers for CA UEs
	approved
	F
	10.7.0
	LTE_CA-Core
	R4

	RP-120773
	36.133
	1293
	1
	11.0.0
	Rel‑11
	Clarification on the number of monitoring layers for CA UEs
	approved
	A
	11.1.0
	LTE_CA-Core
	R4

	RP-120784
	36.133
	1298
	2
	10.6.0
	Rel‑10
	CR on TDD RSRQ test case under Time Domain Measurement Resource Restriction with MBSFN ABS Rel10
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1299
	2
	11.0.0
	Rel‑11
	CR on TDD RSRQ test case under Time Domain Measurement Resource Restriction with MBSFN ABS Rel11
	approved
	F
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1300
	1
	10.6.0
	Rel‑10
	In-Sync RLM test case in MBSFN ABS for E-UTRAN FDD R10
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1303
	1
	11.0.0
	Rel‑11
	In-Sync RLM test case in MBSFN ABS for E-UTRAN FDD R11
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1305
	1
	10.6.0
	Rel‑10
	In-Sync RLM test case in MBSFN ABS for E-UTRAN TDD R10
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1306
	1
	11.0.0
	Rel‑11
	In-Sync RLM test case in MBSFN ABS for E-UTRAN TDD R11
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120781
	36.133
	1309
	-
	10.6.0
	Rel‑10
	Inter-frequency and Inter-RAT Requirements for Measurements without Measurement Gaps
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120781
	36.133
	1310
	-
	11.0.0
	Rel‑11
	Inter-frequency and Inter-RAT Requirements for Measurements without Measurement Gaps
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120788
	36.133
	1318
	1
	11.0.0
	Rel‑11
	The introduction of Multi-TA timing requirements R11
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R4

	RP-120777
	36.133
	1319
	1
	10.6.0
	Rel‑10
	Addition of E-UTRAN FDD RSTD measurement accuracy test case in carrier aggregation R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	36.133
	1320
	1
	11.0.0
	Rel‑11
	Addition of E-UTRAN FDD RSTD measurement accuracy test case in carrier aggregation R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120777
	36.133
	1321
	1
	10.6.0
	Rel‑10
	Addition of E-UTRAN TDD RSTD measurement accuracy test case in carrier aggregation R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	36.133
	1322
	-
	11.0.0
	Rel‑11
	Addition of E-UTRAN TDD RSTD measurement accuracy test case in carrier aggregation R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120779
	36.133
	1327
	-
	10.6.0
	Rel‑10
	Correction to RLM requirements in eICIC with Autonomous gaps R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120779
	36.133
	1328
	-
	11.0.0
	Rel‑11
	Correction to RLM requirements in eICIC with Autonomous gaps R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120770
	36.133
	1329
	1
	9.11.0
	Rel‑9
	Correction to E-UTRAN FDD/TDD - UTRAN FDD /TDD enhanced cell identification test case R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120769
	36.133
	1330
	1
	10.6.0
	Rel‑10
	Correction to E-UTRAN FDD/TDD - UTRAN FDD /TDD enhanced cell identification test case R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120769
	36.133
	1331
	1
	11.0.0
	Rel‑11
	Correction to E-UTRAN FDD/TDD - UTRAN FDD /TDD enhanced cell identification test case R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120770
	36.133
	1332
	-
	9.11.0
	Rel‑9
	Correction to E-UTRAN TDD redirection to UTRAN FDD test configuration R9
	approved
	F
	9.12.0
	TEI9
	R4

	RP-120780
	36.133
	1333
	1
	10.6.0
	Rel‑10
	FDD CA RSTD Measurement Reporting Delay Test Case (Rel‑10)
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120782
	36.133
	1334
	1
	10.6.0
	Rel‑10
	TDD CA RSTD Measurement Reporting Delay Test Case (Rel‑10)
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120770
	36.133
	1335
	-
	10.6.0
	Rel‑10
	Correction to E-UTRAN TDD redirection to UTRAN FDD test configuration R10
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	36.133
	1336
	-
	11.0.0
	Rel‑11
	Correction to E-UTRAN TDD redirection to UTRAN FDD test configuration R11
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120780
	36.133
	1337
	1
	11.0.0
	Rel‑11
	FDD CA RSTD Measurement Reporting Delay Test Case (Rel‑11)
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120782
	36.133
	1338
	1
	11.0.0
	Rel‑11
	TDD CA RSTD Measurement Reporting Delay Test Case (Rel‑11)
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120779
	36.133
	1341
	-
	10.6.0
	Rel‑10
	Correction to RSTD measurement reporting delay requirement in CA R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120779
	36.133
	1342
	-
	11.0.0
	Rel‑11
	Correction to RSTD measurement reporting delay requirement in CA R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120777
	36.133
	1343
	1
	10.6.0
	Rel‑10
	Add Band 25 Io values R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120795
	36.133
	1345
	1
	11.0.0
	Rel‑11
	Add Band 25 Io values R11
	approved
	A
	11.1.0
	TEI11
	R4

	RP-120777
	36.133
	1346
	1
	10.6.0
	Rel‑10
	Clarification for cell identification condition in inter-RAT SI reading requirement R10
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	36.133
	1347
	1
	11.0.0
	Rel‑11
	Clarification for cell identification condition in inter-RAT SI reading requirement R11
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120793
	36.133
	1349
	-
	11.0.0
	Rel‑11
	Introduction of Band 28
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120794
	36.133
	1350
	1
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Perf
	R4

	RP-120780
	36.133
	1353
	-
	10.6.0
	Rel‑10
	Editorial corrections
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120764
	36.133
	1354
	1
	8.17.0
	Rel‑8
	UL Transmit Timing Requirements
	approved
	F
	8.18.0
	LTE-RF
	R4

	RP-120780
	36.133
	1355
	-
	11.0.0
	Rel‑11
	Editorial corrections
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120764
	36.133
	1356
	1
	9.11.0
	Rel‑9
	UL Transmit Timing Requirements
	approved
	A
	9.12.0
	LTE-RF
	R4

	RP-120766
	36.133
	1357
	2
	8.17.0
	Rel‑8
	Correction of a timer period in inter-frequency measurement tests
	approved
	F
	8.18.0
	TEI8
	R4

	RP-120764
	36.133
	1358
	1
	10.6.0
	Rel‑10
	UL Transmit Timing Requirements
	approved
	A
	10.7.0
	LTE-RF
	R4

	RP-120766
	36.133
	1359
	1
	9.11.0
	Rel‑9
	Correction of a timer period in inter-frequency measurement tests
	approved
	A
	9.12.0
	TEI8
	R4

	RP-120766
	36.133
	1360
	2
	10.6.0
	Rel‑10
	Correction of a timer period in inter-frequency measurement tests
	approved
	A
	10.7.0
	TEI8
	R4

	RP-120766
	36.133
	1361
	2
	11.0.0
	Rel‑11
	Correction of a timer period in inter-frequency measurement tests
	approved
	A
	11.1.0
	TEI8
	R4

	RP-120784
	36.133
	1362
	2
	10.6.0
	Rel‑10
	Phase IIbis eICIC FDD absolute and relative RSRP accuracy with MBSFN ABS
	approved
	B
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120764
	36.133
	1363
	1
	11.0.0
	Rel‑11
	UL Transmit Timing Requirements
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-120784
	36.133
	1364
	2
	11.0.0
	Rel‑11
	Phase IIbis eICIC FDD absolute and relative RSRP accuracy with MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1365
	2
	10.6.0
	Rel‑10
	Phase IIbis eICIC TDD absolute and relative RSRP accuracy with MBSFN ABS
	approved
	B
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1366
	2
	11.0.0
	Rel‑11
	Phase IIbis eICIC TDD absolute and relative RSRP accuracy with MBSFN ABS
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1367
	-
	10.6.0
	Rel‑10
	OCNG correction in Phase I eICIC test cases
	approved
	F
	10.7.0
	eICIC_LTE-Perf
	R4

	RP-120784
	36.133
	1368
	-
	11.0.0
	Rel‑11
	OCNG correction in Phase I eICIC test cases
	approved
	A
	11.1.0
	eICIC_LTE-Perf
	R4

	RP-120781
	36.133
	1375
	-
	10.6.0
	Rel‑10
	PRS bandwidth in RSTD accuracy requirements
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120792
	36.133
	1379
	-
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.133
	approved
	B
	11.1.0
	LTE_e850_LB-Perf
	R4

	RP-120781
	36.133
	1380
	-
	10.6.0
	Rel‑10
	On UE behavior in the uplink subframe after measurement GAP
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120788
	36.141
	0319
	2
	11.0.0
	Rel‑11
	Introduction of intra-band non-contiguous operation in TS 36.141
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R4

	RP-120773
	36.141
	0320
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band1 + Band19 to TS 36.141
	approved
	B
	11.1.0
	LTE_CA-core
	R4

	RP-120770
	36.141
	0321
	-
	9.9.0
	Rel‑9
	Editorial corrections in Home BS output power tests
	approved
	F
	9.10.0
	TEI9
	R4

	RP-120770
	36.141
	0322
	-
	10.6.0
	Rel‑10
	Editorial corrections in Home BS output power tests
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	36.141
	0323
	-
	11.0.0
	Rel‑11
	Editorial corrections in Home BS output power tests
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120780
	36.141
	0325
	1
	11.0.0
	Rel‑11
	Editorial corrections in TS 36.141.
	approved
	F
	11.1.0
	TEI10
	R4

	RP-120788
	36.141
	0330
	-
	11.0.0
	Rel‑11
	Introduction of time alignment error requirement for intra-band non-contiguous carrier aggregation
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R4

	RP-120793
	36.141
	0331
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 36.141
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120790
	36.141
	0334
	-
	11.0.0
	Rel‑11
	TS 36.141 CR for CA_38
	postponed
	B
	
	LTE_CA_B38-Core
	R4

	RP-120795
	36.141
	0335
	-
	11.0.0
	Rel‑11
	Editorial correction of the TDD eNB test model configuration in TS 36.141
	approved
	F
	11.1.0
	TEI11
	R4

	RP-120793
	36.141
	0336
	-
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120782
	36.141
	0337
	-
	11.0.0
	Rel‑11
	Time alignment error headline
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120783
	36.141
	0338
	1
	11.0.0
	Rel‑11
	Time alignment procedure in 36.141
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120782
	36.141
	0339
	-
	10.6.0
	Rel‑10
	Time alignment error headline
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120783
	36.141
	0340
	1
	10.6.0
	Rel‑10
	Time alignment procedure in 36.141
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120773
	36.141
	0341
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band4 + Band13 to TS 36.141
	approved
	B
	11.1.0
	LTE_CA-core
	R4

	RP-120773
	36.141
	0342
	-
	11.0.0
	Rel‑11
	Introduction of CA band combination Band4 + Band17 to TS 36.141
	approved
	B
	11.1.0
	LTE_CA-core
	R4

	RP-120792
	36.141
	0343
	3
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.141
	approved
	B
	11.1.0
	LTE_e850_LB-Perf
	R4

	RP-120764
	36.141
	0345
	-
	8.11.0
	Rel‑8
	Correction of PHS protection requirements for TS 36.141
	approved
	F
	8.12.0
	LTE-RF
	R4

	RP-120764
	36.141
	0346
	-
	9.9.0
	Rel‑9
	Correction of PHS protection requirements for TS 36.141
	approved
	A
	9.10.0
	LTE-RF
	R4

	RP-120764
	36.141
	0347
	-
	10.6.0
	Rel‑10
	Correction of PHS protection requirements for TS 36.141
	approved
	A
	10.7.0
	LTE-RF
	R4

	RP-120764
	36.141
	0348
	-
	11.0.0
	Rel‑11
	Correction of PHS protection requirements for TS 36.141
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-120780
	36.143
	0034
	-
	10.3.0
	Rel‑10
	Definition clause updates with improved repeater pass band definition and introduction of minor editorial changes for for better alignment with BS core specification
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120783
	36.143
	0035
	-
	10.3.0
	Rel‑10
	Update of the upper frequency limit for Spurious Emissions
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120783
	36.143
	0036
	1
	10.3.0
	Rel‑10
	Update of the protection limits tables for spurious emission and input intermodulation
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120781
	36.143
	0037
	-
	10.3.0
	Rel‑10
	Introduction of editorial changes for better alignment with BS test specification in the maximum limits tables for operating band unwanted emissions test requirements
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120762
	36.143
	0039
	-
	8.4.0
	Rel‑8
	Correction of PHS protection requirements for TS 36.143
	approved
	F
	8.5.0
	LTE-Repeaters
	R4

	RP-120762
	36.143
	0040
	-
	9.2.0
	Rel‑9
	Correction of PHS protection requirements for TS 36.143
	approved
	A
	9.3.0
	LTE-Repeaters
	R4

	RP-120762
	36.143
	0041
	-
	10.3.0
	Rel‑10
	Correction of PHS protection requirements for TS 36.143
	approved
	A
	10.4.0
	LTE-Repeaters
	R4

	RP-120736
	36.211
	0169
	-
	10.4.0
	Rel‑10
	Correction to resource mapping for PDSCH
	approved
	F
	10.5.0
	LTE-Phys
	R1

	RP-120742
	36.211
	0170
	2
	10.4.0
	Rel‑11
	CR on additional special configuration
	postponed
	B
	
	LTE_TDD_add_subframe-Core
	R1

	RP-120739
	36.211
	0171
	-
	10.4.0
	Rel‑10
	Correction for DMRS group hopping and sequence hopping
	approved
	F
	10.5.0
	LTE_UL_MIMO-Core
	R1

	RP-120738
	36.211
	0172
	-
	10.4.0
	Rel‑10
	Correction to assumed CSI-RS transmissions in subfames used for paging
	approved
	F
	10.5.0
	LTE_eDL_MIMO-Core
	R1

	RP-120739
	36.212
	0136
	-
	10.5.0
	Rel‑10
	Correction to Data and control multiplexing
	approved
	F
	10.6.0
	LTE_UL_MIMO-Core
	R1

	RP-120737
	36.212
	0138
	-
	10.5.0
	Rel‑10
	Correction to CSI request field size in DCI format 0 and DCI format 4
	approved
	F
	10.6.0
	LTE_CA-Core
	R1

	RP-120737
	36.213
	0378
	3
	10.5.0
	Rel‑10
	Correction of FDD channel selection HARQ-ACK and SR transmission
	approved
	F
	10.6.0
	LTE_CA-Core
	R1

	RP-120738
	36.213
	0379
	-
	10.5.0
	Rel‑10
	Removal of description with square brackets
	approved
	F
	10.6.0
	LTE_eDL_MIMO-Core
	R1

	RP-120742
	36.213
	0380
	2
	10.5.0
	Rel‑11
	36.213 CR0380R2 (Rel‑11, B) CR for Additional special subframe
	postponed
	B
	
	LTE_TDD_add_subframe-Core
	R1

	RP-120738
	36.213
	0381
	-
	10.5.0
	Rel‑10
	Correction on transmission mode 9 with a single antenna port transmission
	approved
	F
	10.6.0
	LTE_eDL_MIMO-Core
	R1

	RP-120821
	36.300
	0439
	3
	11.1.0
	Rel‑11
	Introduction of service continuity improvements for MBMS on LTE
	approved
	B
	11.2.0
	MBMS_LTE_SC-Core
	R2

	RP-120807
	36.300
	0441
	-
	11.1.0
	Rel‑11
	Clarification on networking sharing for MBMS
	approved
	F
	11.2.0
	MBMS_LTE, TEI11
	R2

	RP-120812
	36.300
	0443
	-
	10.7.0
	Rel‑10
	Correction to Measurement Restriction Description of eICIC in 36.300
	approved
	F
	10.8.0
	eICIC_LTE-Core
	R2

	RP-120812
	36.300
	0444
	-
	11.1.0
	Rel‑11
	Correction to Measurement Restriction Description of eICIC in 36.300
	approved
	A
	11.2.0
	eICIC_LTE-Core
	R2

	RP-120817
	36.300
	0445
	-
	11.1.0
	Rel‑11
	Introduction of Absolute Priority Based Cell Reselection to CELL_FACH in 36.300
	approved
	B
	11.2.0
	Cell_FACH_enh-Core
	R2

	RP-120823
	36.300
	0446
	1
	11.1.0
	Rel‑11
	Stage-2 CR on signalling and procedure for interference avoidance for IDC
	approved
	B
	11.2.0
	SPIA_IDC_LTE-Core
	R2

	RP-120822
	36.300
	0450
	3
	11.1.0
	Rel‑11
	Stage 2 CR on eDDA UE assistance information
	approved
	B
	11.2.0
	LTE_eDDA-Core
	R2

	RP-120813
	36.300
	0451
	1
	10.7.0
	Rel‑10
	Korean Public Alert System (KPAS) in relation to CMAS
	approved
	F
	10.8.0
	PWS-RAN, TEI10
	R2

	RP-120813
	36.300
	0452
	1
	11.1.0
	Rel‑11
	Korean Public Alert System (KPAS) and EU-Alert in relation to CMAS
	approved
	C
	11.2.0
	PWS-RAN, TEI11
	R2

	RP-120819
	36.300
	0453
	1
	11.1.0
	Rel‑11
	Introduction of MDT enhancements - multi-PLMN RLF Report
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-120807
	36.300
	0454
	-
	10.7.0
	Rel‑10
	Correction of eMBMS architecture deployment consideration
	approved
	F
	10.8.0
	MBMS_LTE, TEI10
	R2

	RP-120811
	36.300
	0456
	-
	11.1.0
	Rel‑11
	Correction on Session Start and Session Stop procedure
	approved
	F
	11.2.0
	TEI11, LTE-interfaces
	R2

	RP-120812
	36.300
	0457
	-
	11.1.0
	Rel‑11
	Correction of the MRO definitions
	approved
	F
	11.2.0
	SONenh_LTE-Core, TEI11
	R2

	RP-120812
	36.300
	0458
	-
	10.7.0
	Rel‑10
	Clarification on MME's support for inter-PLMN handover to CSG and hybrid cells
	approved
	F
	10.8.0
	HNB_HENB_mob_enh
	R2

	RP-120812
	36.300
	0459
	-
	11.1.0
	Rel‑11
	Clarification on MME's support for inter-PLMN handover to CSG and hybrid cells
	approved
	F
	11.2.0
	HNB_HENB_mob_enh, TEI11
	R2

	RP-120811
	36.300
	0460
	1
	10.7.0
	Rel‑10
	GUMMEI handling by RN and HeNB
	approved
	F
	10.8.0
	TEI10, LTE-interfaces
	R2

	RP-120811
	36.300
	0461
	-
	11.1.0
	Rel‑11
	GUMMEI handling by RN and HeNB
	approved
	A
	11.2.0
	TEI10, LTE-interfaces
	R2

	RP-120811
	36.300
	0462
	-
	11.1.0
	Rel‑11
	Clarification on TAC in X2 Setup
	approved
	F
	11.2.0
	TEI11, LTE-interfaces
	R2

	RP-120811
	36.300
	0463
	-
	11.1.0
	Rel‑11
	Correction of Session Update
	approved
	F
	11.2.0
	TEI11, LTE-interfaces
	R2

	RP-120824
	36.300
	0464
	-
	11.1.0
	Rel‑11
	Addition of Energy Saving function for Inter-RAT scenario
	approved
	B
	11.2.0
	Netw_Energy_LTE-Core
	R2

	RP-120807
	36.300
	0465
	-
	11.1.0
	Rel‑11
	MCE and MBSFN role for distributed MCE architecture
	approved
	F
	11.2.0
	TEI11, MBMS_LTE
	R2

	RP-120626
	36.300
	0467
	-
	8.12.0
	Rel‑8
	PCI range note on RAN sharing
	withdrawn
	F
	
	LTE-L23
	R2

	RP-120627
	36.300
	0468
	-
	9.9.0
	Rel‑9
	PCI range note on RAN sharing
	withdrawn
	A
	
	LTE-L23
	R2

	RP-120628
	36.300
	0469
	-
	10.7.0
	Rel‑10
	PCI range note on RAN sharing
	withdrawn
	A
	
	LTE-L23
	R2

	RP-120629
	36.300
	0470
	-
	11.1.0
	Rel‑11
	PCI range note on RAN sharing
	revised
	A
	
	LTE-L23
	R2

	RP-120881
	36.300
	0470
	1
	11.1.0
	Rel‑11
	PCI range note on RAN sharing
	approved
	F
	11.2.0
	LTE-L23
	R2

	RP-120813
	36.304
	0183
	1
	10.5.0
	Rel‑10
	Korean Public Alert System (KPAS) in relation to CMAS
	approved
	F
	10.6.0
	PWS-RAN, TEI10
	R2

	RP-120807
	36.304
	0185
	1
	9.10.0
	Rel‑9
	Avoiding unexpected UE prioritization for MBMS where MBMS is not deployed
	approved
	F
	9.11.0
	MBMS_LTE
	R2

	RP-120807
	36.304
	0187
	1
	10.5.0
	Rel‑10
	Avoiding unexpected UE prioritization for MBMS where MBMS is not deployed
	approved
	A
	10.6.0
	MBMS_LTE
	R2

	RP-120813
	36.304
	0188
	1
	10.5.0
	Rel‑11
	EU-Alert in relation to CMAS
	approved
	C
	11.0.0
	PWS-RAN, TEI11
	R2

	RP-120820
	36.305
	0034
	1
	10.3.0
	Rel‑11
	CR for 36.305 NBPS Support in LTE
	approved
	B
	11.0.0
	LCS_LTE-NBPS-Core
	R2

	RP-120810
	36.306
	0084
	-
	9.6.0
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120757
	36.306
	0084
	1
	9.6.0
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120810
	36.306
	0085
	-
	10.5.0
	Rel‑10
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120758
	36.306
	0085
	1
	10.5.0
	Rel‑10
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120686
	36.306
	0086
	1
	9.6.0
	Rel‑9
	Voice over PS continuity
	postponed
	F
	
	TEI9
	R2

	RP-120687
	36.306
	0087
	1
	10.5.0
	Rel‑10
	Voice over PS continuity
	postponed
	A
	
	TEI9
	R2

	RP-120813
	36.306
	0090
	-
	10.5.0
	Rel‑10
	Korean Public Alert System (KPAS) in relation to CMAS
	approved
	F
	10.6.0
	PWS-RAN, TEI10
	R2

	RP-120813
	36.306
	0093
	1
	10.5.0
	Rel‑11
	EU-Alert in relation to CMAS
	approved
	C
	11.0.0
	PWS-RAN, TEI11
	R2

	RP-120767
	36.307
	0034
	1
	8.5.0
	Rel‑8
	Correction of references
	approved
	F
	8.6.0
	TEI8
	R4

	RP-120769
	36.307
	0035
	1
	9.5.0
	Rel‑9
	Correction of references
	approved
	F
	9.6.0
	TEI9
	R4

	RP-120778
	36.307
	0036
	1
	10.3.0
	Rel‑10
	Correction of references
	approved
	F
	10.4.0
	TEI10
	R4

	RP-120789
	36.307
	0042
	-
	10.3.0
	Rel‑10
	Introduction of CA_1A-19A to TS 36.307
	approved
	B
	10.4.0
	LTE_CA_B1_B19-Core
	R4

	RP-120789
	36.307
	0043
	-
	11.0.0
	Rel‑11
	Introduction of CA_1A-19A to TS 36.307
	approved
	A
	11.1.0
	LTE_CA_B1_B19-Core
	R4

	RP-120785
	36.307
	0044
	1
	10.3.0
	Rel‑10
	Backdating CA_41C to Rel‑10
	approved
	B
	10.4.0
	LTE_CA_B41-Core
	R4

	RP-120793
	36.307
	0046
	-
	8.5.0
	Rel‑8
	Introduction of APAC700(FDD) into TS 36.307 Rel‑8
	approved
	B
	8.6.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0047
	-
	9.5.0
	Rel‑9
	Introduction of APAC700(FDD) into TS 36.307 Rel‑9
	approved
	A
	9.6.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0048
	-
	10.3.0
	Rel‑10
	Introduction of APAC700(FDD) into TS 36.307 Rel.10
	approved
	A
	10.4.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0049
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 36.307 Rel‑11
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0050
	-
	8.5.0
	Rel‑8
	Introduction of APAC700(TDD) into TS 36.307 Rel‑8
	approved
	B
	8.6.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0051
	-
	9.5.0
	Rel‑9
	Introduction of APAC700(TDD) into TS 36.307 Rel‑9
	approved
	A
	9.6.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0052
	-
	10.3.0
	Rel‑10
	Introduction of APAC700(TDD) into TS 36.307 Rel.10
	approved
	A
	10.4.0
	LTE_APAC700-Core
	R4

	RP-120793
	36.307
	0053
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(TDD) into TS 36.307 Rel‑11
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120791
	36.307
	0054
	-
	8.5.0
	Rel‑8
	Introduction of e850_LB (Band 27) to TS 36.307
	approved
	B
	8.6.0
	LTE_e850_LB-Core
	R4

	RP-120791
	36.307
	0055
	-
	9.5.0
	Rel‑9
	Introduction of e850_LB (Band 27) to TS 36.307
	approved
	B
	9.6.0
	LTE_e850_LB-Core
	R4

	RP-120791
	36.307
	0056
	-
	10.3.0
	Rel‑10
	Introduction of e850_LB (Band 27) to TS 36.307
	approved
	B
	10.4.0
	LTE_e850_LB-Core
	R4

	RP-120791
	36.307
	0057
	-
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 36.307
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120805
	36.331
	0907
	-
	8.16.0
	Rel‑8
	SPS Reconfiguration
	approved
	F
	8.17.0
	LTE-L23
	R2

	RP-120805
	36.331
	0908
	-
	9.10.0
	Rel‑9
	SPS Reconfiguration
	approved
	A
	9.11.0
	LTE-L23
	R2

	RP-120805
	36.331
	0909
	-
	10.5.0
	Rel‑10
	SPS Reconfiguration
	approved
	A
	10.6.0
	LTE-L23
	R2

	RP-120805
	36.331
	0910
	1
	8.16.0
	Rel‑8
	Change in Scheduling Information for ETWS
	approved
	F
	8.17.0
	ETWS, LTE-L23
	R2

	RP-120805
	36.331
	0911
	1
	9.10.0
	Rel‑9
	Change in Scheduling Information for ETWS
	approved
	A
	9.11.0
	ETWS, LTE-L23
	R2

	RP-120805
	36.331
	0912
	1
	10.5.0
	Rel‑10
	Change in Scheduling Information for ETWS
	approved
	A
	10.6.0
	ETWS, LTE-L23
	R2

	RP-120807
	36.331
	0913
	-
	9.10.0
	Rel‑9
	Clarification of mch-SchedulingPeriod configuration
	revised
	F
	
	MBMS_LTE
	R2

	RP-120854
	36.331
	0913
	1
	9.10.0
	Rel‑9
	Clarification of mch-SchedulingPeriod configuration
	approved
	F
	9.11.0
	MBMS_LTE
	R2

	RP-120807
	36.331
	0914
	-
	10.5.0
	Rel‑10
	Clarification of mch-SchedulingPeriod configuration
	approved
	A
	10.6.0
	MBMS_LTE
	R2

	RP-120808
	36.331
	0915
	1
	9.10.0
	Rel‑9
	Change in Scheduling Information for CMAS
	approved
	F
	9.11.0
	PWS-RAN
	R2

	RP-120808
	36.331
	0916
	1
	10.5.0
	Rel‑10
	Change in Scheduling Information for CMAS
	approved
	A
	10.6.0
	PWS-RAN
	R2

	RP-120814
	36.331
	0919
	1
	10.5.0
	Rel‑10
	Introducing means to signal different REL-10 FDD/TDD Capabilities/FGIs for Dual-xDD UE
	approved
	F
	10.6.0
	LTE-L23, TEI10
	R2

	RP-120812
	36.331
	0920
	1
	10.5.0
	Rel‑10
	Clarification on setting of dedicated NS value for CA by E-UTRAN
	approved
	F
	10.6.0
	LTE_CA-Core
	R2

	RP-120810
	36.331
	0928
	-
	9.10.0
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120759
	36.331
	0928
	1
	9.10.0
	Rel‑9
	Voice support Capabilities
	postponed
	F
	
	TEI9
	R2

	RP-120810
	36.331
	0929
	-
	10.5.0
	Rel‑10
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120760
	36.331
	0929
	1
	10.5.0
	Rel‑10
	Voice support Capabilities
	postponed
	A
	
	TEI9
	R2

	RP-120808
	36.331
	0930
	-
	9.10.0
	Rel‑9
	T321 value for UTRA SI acquisition
	approved
	F
	9.11.0
	EHNB-RAN2
	R2

	RP-120808
	36.331
	0931
	-
	10.5.0
	Rel‑10
	T321 value for UTRA SI acquisition
	approved
	A
	10.6.0
	EHNB-RAN2
	R2

	RP-120825
	36.331
	0934
	-
	10.5.0
	Rel‑11
	Introduction of a new security algorithm ZUC
	approved
	B
	11.0.0
	EEA3_EIA3
	R2

	RP-120684
	36.331
	0938
	1
	9.10.0
	Rel‑9
	Voice over PS continuity
	postponed
	F
	
	TEI9
	R2

	RP-120685
	36.331
	0939
	1
	10.5.0
	Rel‑10
	Voice over PS continuity
	postponed
	A
	
	TEI9
	R2

	RP-120809
	36.331
	0940
	-
	9.10.0
	Rel‑9
	Differentiating UTRA modes in FGIs
	postponed
	F
	
	TEI9
	R2

	RP-120809
	36.331
	0941
	-
	10.5.0
	Rel‑10
	Differentiating UTRA modes in FGIs
	postponed
	A
	
	TEI9
	R2

	RP-120813
	36.331
	0957
	1
	10.5.0
	Rel‑10
	Korean Public Alert System (KPAS) in relation to CMAS
	approved
	F
	10.6.0
	PWS-RAN, TEI10
	R2

	RP-120812
	36.331
	0969
	1
	10.5.0
	Rel‑10
	Introduction of supported bandwidth combinations for CA
	approved
	F
	10.6.0
	LTE_CA-Core
	R2

	RP-120734
	36.331
	0970
	1
	10.5.0
	Rel‑10
	Introduction of multiple frequency band indicator
	approved
	A
	10.6.0
	TEI8
	R2

	RP-120813
	36.331
	0973
	1
	10.5.0
	Rel‑11
	EU-Alert in relation to CMAS
	approved
	C
	11.0.0
	PWS-RAN, TEI11
	R2

	RP-120690
	36.331
	0974
	-
	9.10.0
	Rel‑9
	"Rel‑9 CR to 36.331 for Mandating setting of FGI bit 27 and 28 to ""1"""
	postponed
	F
	
	TEI9, LTE-L23
	R2

	RP-120691
	36.331
	0975
	-
	10.5.0
	Rel‑10
	"Rel‑10 CR to 36.331 for Mandating setting of FGI bit 27 and 28 to ""1"""
	postponed
	A
	
	TEI9, LTE-L23
	R2

	RP-120732
	36.331
	0976
	-
	8.16.0
	Rel‑8
	Introduction of multiple frequency band indicator
	approved
	B
	8.17.0
	TEI8
	R2

	RP-120733
	36.331
	0977
	-
	9.10.0
	Rel‑9
	Introduction of multiple frequency band indicator
	approved
	A
	9.11.0
	TEI8
	R2

	RP-120808
	36.355
	0071
	-
	10.4.0
	Rel‑10
	Usage of additionalInformation IE
	approved
	F
	10.5.0
	LCS_LTE, TEI10
	R2

	RP-120744
	36.401
	0054
	1
	10.3.0
	Rel‑10
	Introduction of KPAS delivery function
	approved
	F
	10.4.0
	TEI10, LTE-interfaces
	R3

	RP-120744
	36.410
	0019
	1
	10.2.0
	Rel‑10
	Introduction of KPAS delivery function
	approved
	F
	10.3.0
	TEI10, LTE-interfaces
	R3

	RP-120744
	36.413
	0980
	-
	10.5.0
	Rel‑10
	Correction on ETWS and CMAS
	approved
	F
	10.6.0
	TEI10, LTE-interfaces
	R3

	RP-120751
	36.413
	0981
	-
	10.5.0
	Rel‑11
	Introduction of the Security Algorithm (ZUC)
	approved
	B
	11.0.0
	TEI11, EEA3_EIA3
	R3

	RP-120752
	36.413
	0998
	2
	10.5.0
	Rel‑11
	Correction on Emergency ARP Value
	approved
	F
	11.0.0
	TEI11
	R3

	RP-120752
	36.413
	1007
	1
	10.5.0
	Rel‑11
	Improved granularity for the time UE stayed in cell
	approved
	F
	11.0.0
	TEI11
	R3

	RP-120747
	36.413
	1010
	-
	10.5.0
	Rel‑11
	SON Transfer application for IRAT Network Energy Savings
	approved
	B
	11.0.0
	Netw_Energy_LTE-Core
	R3

	RP-120751
	36.423
	0496
	-
	11.0.0
	Rel‑11
	Introduction of the Security Algorithm (ZUC)
	approved
	B
	11.1.0
	TEI11, EEA3_EIA3
	R3

	RP-120751
	36.423
	0498
	2
	11.0.0
	Rel‑11
	Clarification on TAC in X2 Setup
	approved
	F
	11.1.0
	TEI11, LTE-interfaces
	R3

	RP-120751
	36.423
	0501
	3
	11.0.0
	Rel‑11
	Adding RRC re-establishment cause to RLF indication
	approved
	F
	11.1.0
	SONenh_LTE-Core, TEI11
	R3

	RP-120752
	36.423
	0513
	1
	11.0.0
	Rel‑11
	Correction on Emergency ARP Value
	approved
	A
	11.1.0
	TEI11
	R3

	RP-120752
	36.423
	0516
	1
	11.0.0
	Rel‑11
	Improved granularity for the time UE stayed in cell
	approved
	F
	11.1.0
	TEI11
	R3

	RP-120748
	36.423
	0517
	1
	11.0.0
	Rel‑11
	Support for new special subframe configurations
	postponed
	B
	
	LTE_TDD_add_subframe
	R3

	RP-120744
	36.440
	0008
	-
	10.2.0
	Rel‑10
	Correction of Reset
	approved
	F
	10.3.0
	TEI10
	R3

	RP-120752
	36.443
	0063
	3
	10.5.0
	Rel‑11
	Correction on MBMS Session Start and Stop procedures in M2 interface
	approved
	F
	11.0.0
	TEI11
	R3

	RP-120751
	36.444
	0032
	-
	11.1.0
	Rel‑11
	Correction on usage of Time of MBMS Data Stop IE
	approved
	F
	11.2.0
	TEI11, MBMS_LTE
	R3

	RP-120751
	36.444
	0033
	1
	11.1.0
	Rel‑11
	Correction on M3 Configuration Procedure
	approved
	F
	11.2.0
	TEI11, MBMS_LTE
	R3

	RP-120752
	36.444
	0037
	-
	11.1.0
	Rel‑11
	Correction of AbsoluteTime
	approved
	F
	11.2.0
	TEI11
	R3

	RP-120751
	36.444
	0038
	1
	11.1.0
	Rel‑11
	Correction of MCE Configuration Update procedure in M3 interface
	approved
	F
	11.2.0
	TEI11, MBMS_LTE
	R3

	RP-120752
	36.444
	0040
	1
	11.1.0
	Rel‑11
	Correction of ASN.1 Concerning the Presence of extendedMCE-ID
	approved
	F
	11.2.0
	TEI11
	R3

	RP-120744
	36.455
	0026
	-
	10.2.0
	Rel‑10
	Correction of SFN Initialization Time
	approved
	F
	10.3.0
	TEI10
	R3

	RP-120744
	36.455
	0027
	-
	10.2.0
	Rel‑10
	Correction of E-UTRAN Access Point Position
	approved
	F
	10.3.0
	TEI10
	R3

	RP-120649
	36.508
	0289
	-
	9.8.0
	Rel‑9
	Removal of technical content in 36.508 v9.8.0 and substitution with pointer to the next Release
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-120644
	36.508
	0290
	-
	10.0.0
	Rel‑10
	Correction of power ratio allocation on PDSCH for common logical channels
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0291
	-
	10.0.0
	Rel‑10
	Correction to default mobilityParameters message contents
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0292
	-
	10.0.0
	Rel‑10
	Corrections to default overhead messages for HRPD
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0293
	-
	10.0.0
	Rel‑10
	Corrections to default overhead messages for 1xRTT
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0294
	-
	10.0.0
	Rel‑10
	Update of CSFBParametersRequest/ResponseCDMA2000 process in Registration
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120641
	36.508
	0295
	-
	10.0.0
	Rel‑10
	RRM: Definition of parameters for simulated GSM cells
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.508
	0296
	-
	10.0.0
	Rel‑10
	SIB Combination for CA test scenarios
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120644
	36.508
	0297
	-
	10.0.0
	Rel‑10
	Addition of default value of RSRQ Cell Reselection parameters
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120641
	36.508
	0298
	-
	10.0.0
	Rel‑10
	Test frequencies for inter-band cells in RRM tests
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120644
	36.508
	0299
	-
	10.0.0
	Rel‑10
	Update generic procedure 4.5A.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0300
	-
	10.0.0
	Rel‑10
	Update generic procedure 4.5A.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0301
	-
	10.0.0
	Rel‑10
	Update generic procedure 4.5A.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0302
	-
	10.0.0
	Rel‑10
	Correction to RadioResourceConfigCommon-DEFAULT
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120641
	36.508
	0303
	-
	10.0.0
	Rel‑10
	Correction to Handover to UTRAN commands for UTRA RRC messages in 36.508
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120641
	36.508
	0304
	-
	10.0.0
	Rel‑10
	Removing 5.2A.3 for State 2A
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120641
	36.508
	0305
	-
	10.0.0
	Rel‑10
	Addition of A-GNSS testing to Test frequencies clause 4.3.1
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120641
	36.508
	0306
	-
	10.0.0
	Rel‑10
	Ensuring all SS TX antennas are in use for whole test sequence
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120641
	36.508
	0307
	-
	10.0.0
	Rel‑10
	Connection diagramm for RRM 3 cell TCs with static propagation
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120644
	36.508
	0308
	-
	10.0.0
	Rel‑10
	Correction of Physical Layer configurations tables
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0309
	-
	10.0.0
	Rel‑10
	Update of default bandwidth configuration for E-UTRA FDD band 11 and 18
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0310
	-
	10.0.0
	Rel‑10
	Correction to default SIB4 contents for CSG cells
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0311
	-
	10.0.0
	Rel‑10
	Update of CDMA2000 Band Class data and addition of CDMA2000 Band Class 10
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0312
	-
	10.0.0
	Rel‑10
	Update to Reference dedicated EPS bearer context #3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0313
	-
	10.0.0
	Rel‑10
	Add generic procedure MO video call
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0314
	-
	10.0.0
	Rel‑10
	Add generic procedure MT video call
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0315
	-
	10.0.0
	Rel‑10
	Clarifications to UICC requirements for LTE-C2K testing
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120644
	36.508
	0316
	-
	10.0.0
	Rel‑10
	Update UE capability information
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120658
	36.508
	0317
	-
	10.0.0
	Rel‑10
	Introduction of System information for PWS
	approved
	F
	10.1.0
	PWS-RAN-UEConTest
	R5

	RP-120662
	36.508
	0318
	-
	10.0.0
	Rel‑10
	Update of the default value of Carrier Aggregation parameters
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120644
	36.508
	0319
	-
	10.0.0
	Rel‑10
	Correction to reference system configurations for dual mode scenarios
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120667
	36.508
	0320
	-
	10.0.0
	Rel‑10
	Adding operating band 26 to TS 36.508
	approved
	F
	10.1.0
	e850_UB-UEConTest
	R5

	RP-120641
	36.508
	0321
	-
	10.0.0
	Rel‑10
	Addition of State 3B-RF in 36.508
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120641
	36.508
	0322
	-
	10.0.0
	Rel‑10
	Correction to Tracking area updating procedure in 36.508
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.508
	0323
	-
	10.0.0
	Rel‑10
	Addition of Testmode call procedure for CA test cases
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.508
	0324
	-
	10.0.0
	Rel‑10
	36.508 - Test frequencies for CA_1C and CA_40C
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0588
	-
	10.1.0
	Rel‑10
	Correction of TC 6.3.5.2 Power Control Relative power tolerance
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0589
	-
	10.1.0
	Rel‑10
	Correction in test configuration table of sections 7.4 and 7.5
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0590
	-
	10.1.0
	Rel‑10
	Correction of test procedure for intermodulation
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0591
	-
	10.1.0
	Rel‑10
	Correction of test procedure for out-of-band blocking
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.521-1
	0592
	-
	10.1.0
	Rel‑10
	Relative frequency error for CA performance tests
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0593
	-
	10.1.0
	Rel‑10
	RF: Corrections to derivation of test requirements for some test points of TC 6.2.4
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0594
	-
	10.1.0
	Rel‑10
	RF: Updates to Annex I (Handling of different releases)
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0595
	-
	10.1.0
	Rel‑10
	RF: Clarification of test frequencies for UE co-existence emissions under Note 13
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0596
	-
	10.1.0
	Rel‑10
	RF: Minor correction to RMC reference in minimum test time annex for TC 8.3.2.1.3
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.521-1
	0597
	-
	10.1.0
	Rel‑10
	Removal of test description from Transmit off power for CA and introducing ON/OFF time mask for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0598
	-
	10.1.0
	Rel‑10
	Update of 6.3.4.2.2
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.521-1
	0599
	-
	10.1.0
	Rel‑10
	Clarifications to Maximum Power Reduction for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0600
	-
	10.1.0
	Rel‑10
	Modification to Configured UE transmitted Output Power
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0601
	-
	10.1.0
	Rel‑10
	Correction of the Band 23 for UE coexistence requirements
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0602
	-
	10.1.0
	Rel‑10
	Correction of RF Test case: 8.7.2.1 TDD sustained data rate performance
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.521-1
	0603
	-
	10.1.0
	Rel‑10
	Introduction of Adjacent Channel Selectivity (ACS) for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0604
	-
	10.1.0
	Rel‑10
	LTE CA general updates to sections 3 - 5
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0605
	-
	10.1.0
	Rel‑10
	CA RF - TC 6.2.2A MOP updates
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0606
	-
	10.1.0
	Rel‑10
	CA RF - 7.6.1A In-band blocking updates
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0607
	-
	10.1.0
	Rel‑10
	CA RF - 7.6.2A Out-of-band blocking updates
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0608
	-
	10.1.0
	Rel‑10
	CA RF - 7.6.3A Narrow-band blocking updates
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0609
	-
	10.1.0
	Rel‑10
	CA RF - 7.7A Spurious response updates
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0610
	-
	10.1.0
	Rel‑10
	LTE RF - TC 6.6.3.2 UE co-existence requirements correction
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0611
	-
	10.1.0
	Rel‑10
	Correction to downlink RB allocation in 7.5.4
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0612
	-
	10.1.0
	Rel‑10
	Correction to test requirement in 9.2.2.2
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0613
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Spurious emission band UE co-existence alignment
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0614
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Applicability correction for 9.3.2.1.1 and 9.3.2.1.2
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0615
	-
	10.1.0
	Rel‑10
	Suffix definition of Clause 5 for CA, UL-MIMO,and DL-MIMO for 36.521-1 R-10
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0616
	-
	10.1.0
	Rel‑10
	Update of Band 41 RF requirements to align with recent core specification changes
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120667
	36.521-1
	0617
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Introduction of Band 26/XXVI in clause 5
	approved
	F
	10.2.0
	e850_UB-UEConTest
	R5

	RP-120667
	36.521-1
	0618
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Band 26 Test points for A-MPR test
	approved
	F
	10.2.0
	e850_UB-UEConTest
	R5

	RP-120662
	36.521-1
	0619
	-
	10.1.0
	Rel‑10
	CA RF - Adding contents to TC 6.2.4A A-MPR for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120667
	36.521-1
	0620
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Introduction of Band 26/XXVI in clause 6
	approved
	F
	10.2.0
	e850_UB-UEConTest
	R5

	RP-120642
	36.521-1
	0621
	-
	10.1.0
	Rel‑10
	Corrections of test parameters and test procedure for ACS
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120667
	36.521-1
	0622
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Introduction of Band 26/XXVI in clause 7
	approved
	F
	10.2.0
	e850_UB-UEConTest
	R5

	RP-120662
	36.521-1
	0623
	-
	10.1.0
	Rel‑10
	CA RF - addition of test case 8.7.2.1A TDD sustained data rate performance for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0624
	-
	10.1.0
	Rel‑10
	A-MPR: Band 20, NS_10 not tested
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0625
	-
	10.1.0
	Rel‑10
	RF: Several corrections to sustained data rate TC-s 8.7.1 and 8.7.2
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0626
	-
	10.1.0
	Rel‑10
	RF: Corrections to CSI tests
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120665
	36.521-1
	0627
	-
	10.1.0
	Rel‑10
	Addition of a new TC 6.3.3B
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0628
	-
	10.1.0
	Rel‑10
	Addition of a new TC 6.3.2B for Minimum Output Power for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0629
	-
	10.1.0
	Rel‑10
	Addition of a new TC 6.3.4B
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0630
	-
	10.1.0
	Rel‑10
	Addition of a new TC 6.5.1B for Frequency Error for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0631
	-
	10.1.0
	Rel‑10
	Addition of a new TC 6.6.1B
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0632
	-
	10.1.0
	Rel‑10
	Addition of a new TC 6.7B
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0633
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Configured transmitted power for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0634
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Power Control Absolute P ower Tolerance for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120662
	36.521-1
	0635
	-
	10.1.0
	Rel‑10
	SEM for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120665
	36.521-1
	0636
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Carrier leakage for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0637
	-
	10.1.0
	Rel‑10
	Addition of a new TC for In-band emissions for non allocated RB for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0638
	-
	10.1.0
	Rel‑10
	Addition of a new TC for EVM equalizer spectrum flatness for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0639
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Reference sensitivity level for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0640
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Maximum input level for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0641
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Adjacent Channel Selectivity (ACS) for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0642
	-
	10.1.0
	Rel‑10
	Addition of a new TC for In-band blocking for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0643
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Narrow band blocking for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0644
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Wide band Intermodulation for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120662
	36.521-1
	0645
	-
	10.1.0
	Rel‑10
	Introduction of Chapter8 Single antenna port and Open loop spatial Multiplexing TDD test cases for CA capable UEs
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0646
	-
	10.1.0
	Rel‑10
	EVM and Global In-Channel TX-Test for intra band CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0647
	-
	10.1.0
	Rel‑10
	RF: Corrections to applicabillity of some CA tests
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0648
	-
	10.1.0
	Rel‑10
	Addition of test description to Occupied bandwidth for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0649
	-
	10.1.0
	Rel‑10
	Addition of test description to ACLR for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0650
	-
	10.1.0
	Rel‑10
	Addition of test description to Transmitter Spurious emissions for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-1
	0651
	-
	10.1.0
	Rel‑10
	Addition of test description to Reference sensitivity level for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120642
	36.521-1
	0652
	-
	10.1.0
	Rel‑10
	Addition of Codebook Subset Restriction in 8.3.2.x
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0653
	-
	10.1.0
	Rel‑10
	Update of 6.3.5.2
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0654
	-
	10.1.0
	Rel‑10
	TS 36.521-1: 9.4.1.2.1 and 9.4.1.2.2.1 test procedure correction
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-1
	0655
	-
	10.1.0
	Rel‑10
	TS 36.521-1: Minimum conformance requirements alignments for clause 9
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120665
	36.521-1
	0656
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Out-of-band blocking for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0657
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Spurious response for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120665
	36.521-1
	0658
	-
	10.1.0
	Rel‑10
	Addition of a new TC for Error Vector Magnitude for UL-MIMO
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120662
	36.521-2
	0055
	-
	10.1.0
	Rel‑10
	Updates to applicability for newly introduced CA feature TDD chapter 8 test cases in 36.521-2
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120667
	36.521-2
	0056
	-
	10.1.0
	Rel‑10
	Adding operating band 26 to TS 36.521-2
	approved
	F
	10.2.0
	e850_UB-UEConTest
	R5

	RP-120642
	36.521-2
	0057
	-
	10.1.0
	Rel‑10
	Addition of applicability for E-UTRAN Inter frequency case reselection in the existence of non-allowed CSG cell
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120665
	36.521-2
	0058
	-
	10.1.0
	Rel‑10
	Applicability for new UL MIMO test cases
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-120642
	36.521-2
	0059
	-
	10.1.0
	Rel‑10
	Updates to applicability for Transmit timing tests in 36.521-2
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120642
	36.521-2
	0060
	-
	10.1.0
	Rel‑10
	Applicability for new R9 RRM test cases
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.521-2
	0061
	-
	10.1.0
	Rel‑10
	Addition of applicaplity for CA TCs
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-120643
	36.521-3
	0548
	-
	9.8.0
	Rel‑9
	Removal of technical content in 36.521-3 v9.8.0 and substitution with pointer to the next Release
	approved
	F
	9.9.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0549
	-
	10.0.0
	Rel‑10
	Correction of test procedures for Autonomous gap test cases, clause 8
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0550
	-
	10.0.0
	Rel‑10
	Revise test frequencies for FDD-TDD interworking Test cases
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0551
	-
	10.0.0
	Rel‑10
	RRM: Removal of Editors note on connection diagram used in intra frequency tests in static conditions
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0552
	-
	10.0.0
	Rel‑10
	Addition of Handover to UTRAN commands in 36.521-3
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0553
	-
	10.0.0
	Rel‑10
	Correction of drx-RetransmissionTimer parameters
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0554
	-
	10.0.0
	Rel‑10
	Correction to Test2 in 7.1.1 and 7.1.2 of 36.521-3
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0555
	-
	10.0.0
	Rel‑10
	Correction to DRX offset in 7.1.2
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0556
	-
	10.0.0
	Rel‑10
	Correction to SR Config Index for TDD DRX test cases
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0557
	-
	10.0.0
	Rel‑10
	Correction to 8.11.1 and 8.11.2
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0558
	-
	10.0.0
	Rel‑10
	Addition of new TCs for UTRAN TDD P-CCPCH RSCP measurement
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0559
	-
	10.0.0
	Rel‑10
	TS 36.521-3: 8.3.3 and 8.4.3 update
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0560
	-
	10.0.0
	Rel‑10
	Introduction of E-UTRAN Inter Introduction of E-UTRAN Inter frequency case reselection in the existence of non-allowed CSG cell
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0561
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 6.3.1: Redirection from E-UTRAN FDD to UTRAN FDD
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0562
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 6.3.2: Redirection from E-UTRAN TDD to UTRAN FDD
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0563
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 6.3.3: Redirection from E-UTRAN FDD to GERAN when System Information is provided
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0564
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 6.3.4: Redirection from E-UTRAN TDD to GERAN when System Information is provided
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0565
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for TC 9.6.2
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0566
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 4.2.4 and 4.2.5
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0567
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 5.1.7 and 5.1.8
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0568
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 8.14.1
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0569
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test case 8.15.1
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0570
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test case 9.1.5.1
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0571
	-
	10.0.0
	Rel‑10
	Uncertainties and Test Tolerances for FDD - TDD Inter Frequency Relative Accuracy of RSRP test case 9.1.5.2
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0572
	-
	10.0.0
	Rel‑10
	Correction to the test mode references for RRM tests
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0573
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 6.3.5: E-UTRA TDD RRC connection release redirection to UTRA TDD
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0574
	-
	10.0.0
	Rel‑10
	RRM: Introduction of Annex for handling of different releases and UE capabilities
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120667
	36.521-3
	0575
	-
	10.0.0
	Rel‑10
	Adding operating band 26 to TS 36.521-3
	approved
	F
	10.1.0
	e850_UB-UEConTest
	R5

	RP-120643
	36.521-3
	0576
	-
	10.0.0
	Rel‑10
	Change in transmit timing tests based on DRX feature group indicator
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120662
	36.521-3
	0577
	-
	10.0.0
	Rel‑10
	Clarifications to FDD RSRQ for E-UTRA Carrier Aggregation
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.521-3
	0578
	-
	10.0.0
	Rel‑10
	Clarifications to TDD RSRQ for E-UTRA Carrier Aggregation
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120643
	36.521-3
	0579
	-
	10.0.0
	Rel‑10
	Further Test Tolerance analysis for operating band 25 and 41 in 36.521-3
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0580
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 6.3.6: E-UTRA FDD RRC connection release redirection to UTRA TDD
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0581
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 8.5.4 E-UTRAN FDD - UTRAN FDD enhanced cell identification under AWGN propagation conditions
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0582
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 8.7.4 E-UTRA TDD-UTRA TDD enhanced cell identification under AWGN propagation conditions
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0583
	-
	10.0.0
	Rel‑10
	Addition of new RRM TC 8.9.2 E-UTRA FDD-UTRA TDD enhanced cell identification under AWGN propagation conditions
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.521-3
	0584
	-
	10.0.0
	Rel‑10
	RRM: Clarifications to the OCNG patterns
	approved
	F
	10.1.0
	LTE-UEConTest_RF
	R5

	GP-120496
	36.523-1
	1733
	-
	10.0.0
	Rel‑10
	CR 36.523-1-1733 GCF Priority g1 - Correction to EUTRA-GERAN Idle Mode test case 6.2.3.15
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	G3new

	GP-120497
	36.523-1
	1734
	-
	10.0.0
	Rel‑10
	CR 36.523-1-1734 GCF Priority g1 - Correction to EUTRA-GERAN Idle Mode test case 6.2.3.16
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	G3new

	GP-120523
	36.523-1
	1735
	-
	10.0.0
	Rel‑10
	CR 36.523-1-1735 GCF Priority g1 - Correction to EUTRA-GERAN Idle Mode test case 6.2.3.17
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	G3new

	GP-120524
	36.523-1
	1736
	-
	10.0.0
	Rel‑10
	CR 36.523-1-1736 GCF Priority g1 - Correction to EUTRA-GERAN Idle Mode test case 6.2.3.18
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	G3new

	RP-120645
	36.523-1
	1737
	-
	9.8.0
	Rel‑9
	Removal of technical content in 36.523-1 v9.8.0 and substitution with pointer to the next Release
	approved
	F
	9.9.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1738
	-
	10.0.0
	Rel‑10
	GCF Priority m1: Optimisation of frequency allocation
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1739
	-
	10.0.0
	Rel‑10
	GCF Priority P2: Optimisation of frequency allocation
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1740
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EUTRA RRC test case 8.1.3.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1741
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1742
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to test EUTRA-UTRA test case 13.3.2.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1743
	-
	10.0.0
	Rel‑10
	GCF Priority C1 - Correction to test cases 6.2.3.8 and 6.2.3.8a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1744
	-
	10.0.0
	Rel‑10
	GCF priority 3 - Correction to idle mode test case 6.1.2.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1745
	-
	10.0.0
	Rel‑10
	GCF Priority X - corrections to TC 13.4.4.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1746
	-
	10.0.0
	Rel‑10
	GCF Priority X - corrections to TC 13.4.4.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1747
	-
	10.0.0
	Rel‑10
	GCF priority x - Update of test case 6.1.1.1a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1748
	-
	10.0.0
	Rel‑10
	GCF Priority 2 - Update of test cases 9.3.1.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1749
	-
	10.0.0
	Rel‑10
	GCF Priority X - Update of Inter-system session management test case 13.4.4.1 and 13.4.4.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120735
	36.523-1
	1750
	-
	10.0.0
	Rel‑10
	GCF Priority X - Update to test case 8.6.6.1
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120645
	36.523-1
	1751
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.2.4.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1752
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.2.4.15
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1753
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.3.1.15
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1754
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.3.1.16
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1755
	-
	10.0.0
	Rel‑10
	GCF Priority 4 Correction of test case 8.2.4.10
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1756
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Update test case 8.1.2.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1757
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Update test case 8.1.2.9
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1758
	-
	10.0.0
	Rel‑10
	GCF Priority 2 and 3 - Removal of 'Active' flag test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1759
	-
	10.0.0
	Rel‑10
	Changing to Void of GERAN to E-UTRAN clause 8.4.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1760
	-
	10.0.0
	Rel‑10
	GCF Priority g1 - Correction to EUTRA test case 8.1.3.8
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1761
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to EUTRA MAC testcase 7.1.4.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1762
	-
	10.0.0
	Rel‑10
	GCF Priority 1 and 3 - Correction to EMM test cases 9.2.1.1.2 and 9.2.2.1.8
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1763
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to multi-layer test case 13.1.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1764
	-
	10.0.0
	Rel‑10
	GCF priority 2: Correction to test case 9.2.1.17
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1765
	-
	10.0.0
	Rel‑10
	GCF priority G1: Correction to test case 13.4.2.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120658
	36.523-1
	1766
	-
	10.0.0
	Rel‑10
	Introduction of new PWS test case 18.1.4
	approved
	F
	10.1.0
	PWS-RAN-UEConTest
	R5

	RP-120662
	36.523-1
	1767
	-
	10.0.0
	Rel‑10
	Introduction of new Rel10 CA test case 7.1.4.21
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120645
	36.523-1
	1768
	-
	10.0.0
	Rel‑10
	GCF Priority 1, 2, 3, 4 and U1 - Correction to EMM test cases to use new PICS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1769
	-
	10.0.0
	Rel‑10
	GCF Priority 1 - Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1770
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Correction to ESM test case 10.8.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120735
	36.523-1
	1771
	-
	10.0.0
	Rel‑10
	Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120645
	36.523-1
	1772
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Update test case 13.4.3.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1773
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to EMM test case 9.2.3.1.17
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1774
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to Multilayer test case 13.4.2.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1775
	-
	10.0.0
	Rel‑10
	GCF Priority 1 and 3 - Correction to EUTRA MAC test cases 7.1.7.1.1, 7.1.7.1.2, 7.1.7.1.3, 7.1.7.1.4, 7.1.7.1.5, 7.1.7.1.6 and 7.1.7.2.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1776
	-
	10.0.0
	Rel‑10
	GCF Priority 1 - Correction to EMM test case 9.2.3.1.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1777
	-
	10.0.0
	Rel‑10
	GCF Priority 2: Addition of equivalent EMM test cases for single frequency operation
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1778
	-
	10.0.0
	Rel‑10
	GCF Priority 2: Corrections to EMM test cases to enable single frequency operation
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1779
	-
	10.0.0
	Rel‑10
	GCF Priority 2 - Update to test case 10.4.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1780
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to EUTRA MAC testcase 7.1.3.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1781
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Correction to EMM CSG test case 9.3.1.18
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1782
	-
	10.0.0
	Rel‑10
	GCF Priority 3 Update of TC 9.2.3.1.23
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1783
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to EMM test case 9.2.1.1.23, 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1784
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to EMM test case 9.2.3.1.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1785
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to EMM test case 9.2.2.1.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1786
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Correction to EUTRA Idle Mode test cases 6.1.1.6 and 6.1.1.6a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1787
	-
	10.0.0
	Rel‑10
	GCF priority 4 - Correction to Idle Mode test case 6.1.2.12
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1788
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Correction to Idle mode test case 6.1.1.6a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1789
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Editorial corrections to some EMM test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1790
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Update test case 13.4.3.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1791
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Update test case 13.4.3.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1792
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Update to test case 14.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1793
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Update to EUTRA Idle Mode test case 6.2.1.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1794
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EUTRA Idle Mode test case 6.2.1.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1795
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.1.2.11
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1796
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.1.2.15
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120645
	36.523-1
	1797
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.3.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1798
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.1.2.1d
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1799
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.2.1c
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1800
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EUTRA Multi-Layer test case 13.1.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1801
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to multi-layer test case 13.4.2.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1802
	-
	10.0.0
	Rel‑10
	GCF Priority g1 - Correction to EUTRA test case 6.2.2.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1803
	-
	10.0.0
	Rel‑10
	GCF Priority g1 - Correction to EUTRA test case 6.2.3.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1804
	-
	10.0.0
	Rel‑10
	GCF Priority g1 - Correction to EUTRA test case 8.3.2.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1805
	-
	10.0.0
	Rel‑10
	GCF Priority g1 - Update to test case 9.2.3.3.5a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1806
	-
	10.0.0
	Rel‑10
	GCF Priority g1 - Correction to EMM test case 9.2.3.4.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1807
	-
	10.0.0
	Rel‑10
	GCF Priority g2 Correction of test case 8.4.3.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1808
	-
	10.0.0
	Rel‑10
	GCF Priority X - Update to test case 6.2.3.33
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1809
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.1.3.12
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1810
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.1.3.11
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1811
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new Rel‑9 EUTRA RRC test case 8.1.3.6a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1812
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.2.4.14
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1813
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.3.1.12
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1814
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.3.1.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1815
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.3.1.14
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1816
	-
	10.0.0
	Rel‑10
	GCF Priority C2 - Correction to test case 8.4.5.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1817
	-
	10.0.0
	Rel‑10
	Addition of new e1xCSFB Rel‑9 test case 8.4.7.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1818
	-
	10.0.0
	Rel‑10
	Addition of new e1xCSFB Rel‑9 test case 8.4.7.8
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1819
	-
	10.0.0
	Rel‑10
	Addition of new e1xCSFB Rel‑9 test case 8.4.7.9
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1820
	-
	10.0.0
	Rel‑10
	Addition of new Rel‑9 SRVCC test case 13.4.3.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1821
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 13.4.1.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1822
	-
	10.0.0
	Rel‑10
	GCF Priority X Addition of new test case 13.3.1.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120655
	36.523-1
	1823
	-
	10.0.0
	Rel‑10
	GCF Priority X - Update of IMS test case 11.2.8
	approved
	F
	10.1.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120655
	36.523-1
	1824
	-
	10.0.0
	Rel‑10
	Add new test case 11.2.11
	approved
	F
	10.1.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120663
	36.523-1
	1825
	-
	10.0.0
	Rel‑10
	New UTRAN ANR/E-UTRAN test case 8.7.1
	approved
	F
	10.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-120735
	36.523-1
	1826
	-
	10.0.0
	Rel‑10
	Update of MDT test case 8.6.2.3
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1827
	-
	10.0.0
	Rel‑10
	Update of MDT test case 8.6.2.4
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1828
	-
	10.0.0
	Rel‑10
	Addition of new MDT test case 8.6.2.5
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1829
	-
	10.0.0
	Rel‑10
	Addition of new MDT test case 8.6.2.6
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1830
	-
	10.0.0
	Rel‑10
	Addition of new MDT test case 8.6.2.7
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1831
	-
	10.0.0
	Rel‑10
	Addition of new MDT test case 8.2.6.8
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1832
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.6.4.5
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1833
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.6.4.6
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1834
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.6.5.1
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1835
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.6.6.3
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1836
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.6.7.1
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1837
	-
	10.0.0
	Rel‑10
	New Logged MDT test case 8.6.3.1
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1838
	-
	10.0.0
	Rel‑10
	Radio Link Failure logging / Reporting at RRC connection establishment and reestablishment
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1839
	-
	10.0.0
	Rel‑10
	Radio Link Failure logging / Reporting at E-UTRA handover
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120646
	36.523-1
	1840
	-
	10.0.0
	Rel‑10
	Correction to UE Pre-test condition for TS 36.523-1 Test Case 6.4.7 (Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell)
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1841
	-
	10.0.0
	Rel‑10
	Correction of E-UTRAN<>GERAN test cases for Classmark Change
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120658
	36.523-1
	1842
	-
	10.0.0
	Rel‑10
	Addition of new PWS Rel‑9 test case 18.1.7
	approved
	F
	10.1.0
	PWS-RAN-UEConTest
	R5

	RP-120662
	36.523-1
	1843
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.2.2.3
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1844
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.2.2.4
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1845
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.2.2.5
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1846
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.2.4.17
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1847
	-
	10.0.0
	Rel‑10
	Removal of CA TC 8.2.4.16
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1848
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.3.1.17
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1849
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.3.1.18
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-1
	1850
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of new CA test case
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120646
	36.523-1
	1851
	-
	10.0.0
	Rel‑10
	GCF Priority 1 - Correction to EUTRA RLC test case 7.2.3.10
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1852
	-
	10.0.0
	Rel‑10
	GCF Priority 1 - Correction to EUTRA RLC test case 7.2.3.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1853
	-
	10.0.0
	Rel‑10
	Update to TC 6.1.1.3a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1854
	-
	10.0.0
	Rel‑10
	Update to TC 6.1.1.4a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1855
	-
	10.0.0
	Rel‑10
	Update to TC 6.1.2.15a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1856
	-
	10.0.0
	Rel‑10
	Update to TC 6.1.2.16
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1857
	-
	10.0.0
	Rel‑10
	GCF Priority X Correction of test cases 6.2.3.3a and 6.2.3.5a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1858
	-
	10.0.0
	Rel‑10
	GCF Priority 4: Modification on TC 8.1.2.9
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1859
	-
	10.0.0
	Rel‑10
	Update to TC 8.1.3.11a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1860
	-
	10.0.0
	Rel‑10
	Update to TC 8.1.3.12a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1861
	-
	10.0.0
	Rel‑10
	Update to TC 8.2.4.13a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1862
	-
	10.0.0
	Rel‑10
	Update to TC 8.2.4.14a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1863
	-
	10.0.0
	Rel‑10
	Update to TC 8.2.4.15a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120662
	36.523-1
	1864
	-
	10.0.0
	Rel‑10
	Introduction of new Rel10 CA test case 7.1.9.1
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120735
	36.523-1
	1865
	-
	10.0.0
	Rel‑10
	Radio Link Failure logging / Reporting at CDMA2000 Inter-RAT handover
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-1
	1866
	-
	10.0.0
	Rel‑10
	Immediate MDT / Reporting / Location information
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120646
	36.523-1
	1867
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1868
	-
	10.0.0
	Rel‑10
	GCF Priority X - Update of EMM test case 9.2.1.2.1b
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1869
	-
	10.0.0
	Rel‑10
	GCF Priority X - Update of EMM test case 9.2.1.2.1c
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1870
	-
	10.0.0
	Rel‑10
	Addition of new e1xCSFB Rel‑9 test case 13.4.4.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1871
	-
	10.0.0
	Rel‑10
	Update to TC 8.3.1.12a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1872
	-
	10.0.0
	Rel‑10
	Updates to TC 8.3.1.13a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1873
	-
	10.0.0
	Rel‑10
	Update to TC 8.3.1.14a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1874
	-
	10.0.0
	Rel‑10
	Update to TC 8.3.1.15a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1875
	-
	10.0.0
	Rel‑10
	Update to TC 8.3.1.16a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1876
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EUTRA RRC test case 8.4.2.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1877
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1878
	-
	10.0.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.3.2.9
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1879
	-
	10.0.0
	Rel‑10
	GCF Priority 4 - Correction to EMM test case 9.2.3.2.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1880
	-
	10.0.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.3.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1881
	-
	10.0.0
	Rel‑10
	GCF Priority U1: Modification on TC 9.2.3.2.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120646
	36.523-1
	1882
	-
	10.0.0
	Rel‑10
	GCF priority 3: Correction to EMM TC 9.2.3.1.17
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0302
	-
	9.8.0
	Rel‑9
	Removal of technical content in 36.523-2 v9.8.0 and substitution with pointer to the next Release
	approved
	F
	9.9.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0303
	-
	10.0.0
	Rel‑10
	Addition of applicability statement for new Rel‑9 SRVCC test case 13.4.3.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0304
	-
	10.0.0
	Rel‑10
	GCF priority x - Update applicability of test case 6.1.1.1a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120735
	36.523-2
	0305
	-
	10.0.0
	Rel‑10
	Applicability of new MDT test cases 8.6.2.5
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-2
	0306
	-
	10.0.0
	Rel‑10
	Applicability of new MDT test cases 8.6.2.6
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-2
	0307
	-
	10.0.0
	Rel‑10
	Applicability of new MDT test cases 8.6.2.7
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120735
	36.523-2
	0308
	-
	10.0.0
	Rel‑10
	Applicability of new MDT test cases 8.6.2.8
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120667
	36.523-2
	0309
	-
	10.0.0
	Rel‑10
	Adding operating band 26 to TS 36.523-2
	approved
	F
	10.1.0
	e850_UB-UEConTest
	R5

	RP-120647
	36.523-2
	0310
	-
	10.0.0
	Rel‑10
	Correction to applicability for test case 9.2.3.3.5a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120735
	36.523-2
	0311
	-
	10.0.0
	Rel‑10
	Addition of applicability statement for Logged MDT test case 8.6.3.1
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120647
	36.523-2
	0312
	-
	10.0.0
	Rel‑10
	Correction of PICS for RSRQ Cell Reselection Applicability
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0313
	-
	10.0.0
	Rel‑10
	GCF Priority 2 and 3 - Removal of 'Active' flag test cases from 36.523-2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0314
	-
	10.0.0
	Rel‑10
	Editorial clean up of 36.523-2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0315
	-
	10.0.0
	Rel‑10
	Update of Number of TC Executions for multi-frequency TCs
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120658
	36.523-2
	0316
	-
	10.0.0
	Rel‑10
	Introduction of applicability of new PWS test case 18.1.4
	approved
	F
	10.1.0
	PWS-RAN-UEConTest
	R5

	RP-120647
	36.523-2
	0317
	-
	10.0.0
	Rel‑10
	Addition of new PICS item
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120655
	36.523-2
	0318
	-
	10.0.0
	Rel‑10
	Add applicability for TC 11.2.11
	approved
	F
	10.1.0
	IMS_EMER_GPRS_EPS_UEConTest
	R5

	RP-120647
	36.523-2
	0319
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Update of applicability for EMM test case 9.2.2.1.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0320
	-
	10.0.0
	Rel‑10
	GCF Priority 2: Addition of applicability for equivalent EMM test cases for single frequency operation
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0321
	-
	10.0.0
	Rel‑10
	GCF priority 3 - Correction to applicability of idle mode test case 6.2.2.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0322
	-
	10.0.0
	Rel‑10
	GCF Priority 3 - Correction to applicability of EMM test case 9.2.3.2.17
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0323
	-
	10.0.0
	Rel‑10
	GCF Priority X - Addition of applicability for new E-UTRA inter-band test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0324
	-
	10.0.0
	Rel‑10
	Correction to applicability for test cases 9.2.3.3.2, 9.2.3.3.3 and 9.2.3.3.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0325
	-
	10.0.0
	Rel‑10
	Updates to ICS for inter-mode TCs
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0326
	-
	10.0.0
	Rel‑10
	Correction to applicability of EMM test cases 9.2.3.1.9, 9.2.1.2.1b, 9.2.2.1.4 and 9.2.3.2.1b
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0327
	-
	10.0.0
	Rel‑10
	Addition of missing applicability conditions in 36.523-2 for E-UTRA Inter-System mobility Test Cases from 36.523-1.
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0328
	-
	10.0.0
	Rel‑10
	Correction of TC release
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120663
	36.523-2
	0329
	-
	10.0.0
	Rel‑10
	Applicability of new UTRAN ANR/E-UTRAN test case
	approved
	F
	10.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-120735
	36.523-2
	0330
	-
	10.0.0
	Rel‑10
	Applicability of new test case for RLF reporting
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120662
	36.523-2
	0331
	-
	10.0.0
	Rel‑10
	Correction of CA TC 8.2.4.17 Applicability, and removal of TC 8.2.4.16
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-2
	0332
	-
	10.0.0
	Rel‑10
	Applicability of new CA test case for intra-frequency handover
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120662
	36.523-2
	0333
	-
	10.0.0
	Rel‑10
	Introduction of applicabiliy of new Rel10 CA test case
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-120647
	36.523-2
	0334
	-
	10.0.0
	Rel‑10
	Addition and Update of applicability statement for Rel‑9 e1xCSFB test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-2
	0335
	-
	10.0.0
	Rel‑10
	Clarification of PICS conditions
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120735
	36.523-2
	0336
	-
	10.0.0
	Rel‑10
	Applicability for new MDT TCs
	approved
	F
	10.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-120658
	36.523-2
	0337
	-
	10.0.0
	Rel‑10
	Addition of applicability statement for new PWS Rel‑9 test case 18.1.7
	approved
	F
	10.1.0
	PWS-RAN-UEConTest
	R5

	RP-120647
	36.523-2
	0338
	-
	10.0.0
	Rel‑10
	Addition of applicability statement for E-UTRAN test cases 13.3.1.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-3
	0991
	-
	9.3.0
	Rel‑9
	Update of Timing parameters of E-UTRAN TDD cells
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-3
	0992
	-
	9.3.0
	Rel‑10
	36523-3 routine maintenance and updates
	approved
	F
	10.0.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-3
	0993
	-
	9.3.0
	Rel‑10
	Correction to Postamble Procedure for E-UTRAN to GERAN tests
	approved
	F
	10.0.0
	LTE-UEConTest_SIG
	R5

	RP-120647
	36.523-3
	0994
	-
	9.3.0
	Rel‑9
	Add new guidelines for TC executions
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120653
	36.523-3
	0995
	-
	9.3.0
	Rel‑9
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	0996
	-
	9.3.0
	Rel‑9
	Correction to EMM test case 9.2.1.1.7
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	0997
	-
	9.3.0
	Rel‑9
	Correction to EMM test case 9.2.1.2.1d
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	0998
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-091 EUTRA RLC test cases 7.2.3.10 and 7.2.3.13
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	0999
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA MAC SPS testcase 7.1.4.14
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1000
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA Multilayer Testcase 13.1.5
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1001
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-087 EUTRA EMM Testcase 9.2.1.2.8
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1002
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.3.1.15
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1003
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EUTRA CSG Testcase 9.2.1.1.18
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1004
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 Idle mode test case 6.2.3.16
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1005
	-
	9.3.0
	Rel‑9
	Correction to the Band applicability of single frequency operation test cases
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1006
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-082 EUTRA CSG Testcase 9.3.1.18
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1007
	-
	9.3.0
	Rel‑9
	Correction of GCF WI-082 EUTRA EMM Testcase 9.2.3.2.4
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1008
	-
	9.3.0
	Rel‑9
	Correction of GCF WI-086 EUTRA EMM Testcase 9.2.3.3.5
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1009
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EUTRA CSG Testcase 9.2.1.1.18
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1010
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-087 EUTRAN EMM Testcase 9.2.1.2.9
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1011
	-
	9.3.0
	Rel‑9
	Correction for GERAN SI2Quater message content
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1012
	-
	9.3.0
	Rel‑9
	Correction of EUTRA Idle Mode Testcase 6.1.1.1b
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1013
	-
	9.3.0
	Rel‑9
	Correction to UTRA SIB19 for IE "qRxLevMinEUTRA"
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1014
	-
	9.3.0
	Rel‑9
	Correction to EMM test case 9.2.3.3.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1015
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA Multilayer Testcase 13.4.2.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1016
	-
	9.3.0
	Rel‑9
	Correction to EUTRA Idle Mode Testcase 6.1.2.8a and 6.1.2.9a
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1017
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA MAC Testcase 7.1.4.12
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1018
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA EPC testcase 9.2.1.1.2 and 9.2.2.1.8
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1019
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-089 EUTRA RRCTestcase 8.3.2.6
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1020
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA MAC SPS testcase 7.1.4.2
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1021
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA Multilayer Testcase 13.4.2.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1022
	-
	9.3.0
	Rel‑9
	Correction to EUTRA test case 8.3.2.2
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1023
	-
	9.3.0
	Rel‑9
	Addition of GCF WI 86 Multilayer test case 13.4.2.4
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1024
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA - GERAN test case 6.2.3.15
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1025
	-
	9.3.0
	Rel‑9
	Correction for EMM testcase 9.2.3.1.22
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1026
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA MAC testcase 7.1.8.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1027
	-
	9.3.0
	Rel‑9
	Correction for GERAN message definitions
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1028
	-
	9.3.0
	Rel‑9
	Addition of GCF WI 86 Multilayer test case 13.1.3
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1029
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EUTRA CSG Testcase 9.2.3.1.9
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1030
	-
	9.3.0
	Rel‑9
	Correction to EUTRA MAC test case 7.1.4.10
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1031
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.3.1.17
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1032
	-
	9.3.0
	Rel‑9
	Baseline upgrade of LTE ATS to March-12 in Rel‑10
	approved
	F
	9.4.0
	TEI10_Test
	R5

	RP-120651
	36.523-3
	1033
	-
	9.3.0
	Rel‑9
	Correction to template cdr_RRC_ConnReqWith_v860ext
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1034
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA RRC test case 8.1.2.9
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1035
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EMM test case 9.2.3.1.16
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1036
	-
	9.3.0
	Rel‑9
	Correction for SIB 7 default contents
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1037
	-
	9.3.0
	Rel‑9
	Correction to Timing Calculation on EUTRA Cells
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1038
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-087 EUTRA - GERAN test case 6.2.3.16
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1039
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.1.2a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1040
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.1.6a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1041
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.2.9a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1042
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.2.8a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1043
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.1.1b
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1044
	-
	9.3.0
	Rel‑9
	Correction to EMM Test Cases
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1045
	-
	9.3.0
	Rel‑9
	Correction of GCF WI 86 Multilayer test case 13.1.2
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1046
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.3.5
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1047
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA test case 8.5.4.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1048
	-
	9.3.0
	Rel‑9
	Correction to EMM test cases 9.2.3.1.9, 9.2.1.2.1b, 9.2.2.1.4 and 9.2.3.2.1b
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1049
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.2.1.10
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1050
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.3.1.25, 9.2.3.1.26, 9.2.1.1.23, 9.3.1.4, 9.3.1.5 and 9.3.1.6
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1051
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.1.1.18
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1052
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.3.2.17
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1053
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.11
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1054
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.9
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1055
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.6
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1056
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.7
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1057
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.5
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1058
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA RRC testcase 8.3.2.1
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1059
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA RRC testcase 8.3.2.2
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1060
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-087 EUTRA RRC testcase 8.3.2.2
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1061
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.15
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1062
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.7
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1063
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.6
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1064
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.5
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1065
	-
	9.3.0
	Rel‑9
	Correction to EUTRA-HRPD test case 6.2.3.8
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1066
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-082 EMM test case 9.2.3.2.16
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1067
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-082 EMM test case 9.2.3.1.20
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1068
	-
	9.3.0
	Rel‑9
	Addition of EMM EUTRA <>UTRA testcase 9.2.3.2.1c
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1069
	-
	9.3.0
	Rel‑9
	Correction to EUTRA test case 6.1.1.4
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1070
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-087 EUTRA - GERAN test case 6.2.3.15
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1071
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EMM test case 9.2.3.1.9
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1072
	-
	9.3.0
	Rel‑9
	Correction to default Packet Application type
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1073
	-
	9.3.0
	Rel‑9
	Correction to the template cs_508_UplinkPowerControlDedicated_Default
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1074
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-087 EMM testcase 9.2.3.4.1
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1075
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EMM test case 9.2.3.1.16
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1076
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-091 EUTRA MAC testcase 7.1.3.2
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1077
	-
	9.3.0
	Rel‑9
	Correction to EMM test case 9.2.2.1.8
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1078
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.3.2.1a
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1079
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EMM test case 9.2.3.1.26
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1080
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.3.3.5
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1081
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-085 Interband test case 8.2.4.9
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1082
	-
	9.3.0
	Rel‑9
	Correction to EUTRA test case 8.1.3.8
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1083
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 RLC test case 7.2.3.21
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1084
	-
	9.3.0
	Rel‑9
	Update of default bandwidth for signalling conformance tests in E-UTRA band 11 + 18
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1085
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.1.1.11
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1086
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.3.1.18
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1087
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA RRC test case 8.2.1.5
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1088
	-
	9.3.0
	Rel‑9
	Correction to EUTRA test case 7.1.3.2
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1089
	-
	9.3.0
	Rel‑9
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.2
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1090
	-
	9.3.0
	Rel‑9
	Correction to EUTRA test case 7.1.4.12
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1091
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.3.1.4
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1092
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.3.1.5
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1093
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.1.1.12
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1094
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.3.1.10
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1095
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.3.1.11
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1096
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-092 EMM test case 9.2.3.1.12
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1097
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle mode test case 6.2.2.2
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1098
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle mode test case 6.2.3.1
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1099
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle mode test case 6.2.1.6
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1100
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.2.7a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1101
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of EUTRA Idle mode test case 6.1.1.3b
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1102
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle mode test case 6.2.1.4
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1103
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle mode test case 6.2.2.6
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1104
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle mode test case 6.2.3.14
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1105
	-
	9.3.0
	Rel‑9
	Correction to EMM test case 9.2.1.2.15
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1106
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Idle Mode testcase 6.1.1.6a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1107
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Idle Mode testcase 6.1.1.1b
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1108
	-
	9.3.0
	Rel‑9
	Regression CR for LTE wk09 ATS
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1109
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-086 EUTRA <>UTRA testcase 13.3.2.1
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1110
	-
	9.3.0
	Rel‑9
	Addition of EMM EUTRA <>UTRA testcase 9.2.1.2.1d
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1111
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-091 EUTRA Idle Mode testcase 6.1.2.9a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1112
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Idle Mode testcase 6.1.2.8a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1113
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Idle Mode testcase 6.1.1.3b
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1114
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Idle Mode testcase 6.1.1.2a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1115
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Idle Mode testcase 6.1.2.7a
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1116
	-
	9.3.0
	Rel‑9
	LTE_TDD: Addition of GCF WI-091 EUTRA MAC testcase 7.1.4.14
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1117
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA-UTRAN test case 9.2.3.2.9
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1118
	-
	9.3.0
	Rel‑9
	Correction to f_EUTRA_IdleUpdated_Step14_15
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1119
	-
	9.3.0
	Rel‑9
	Correction to UTRAN function f_UTRAN_GMM_RAU
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1120
	-
	9.3.0
	Rel‑9
	Correction to EUTRA Idle Updated Teststep
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1121
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-86 EUTRA RRC Testcase 8.4.1.2 and 8.4.1.4
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1122
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.3.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1123
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-081 EUTRA MAC test cases 7.1.7.x
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1124
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.1.2.11
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1125
	-
	9.3.0
	Rel‑9
	Correction to EUTRA Auxiliary Functions in LTE/SAE ATS_12wk09
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1126
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 EUTRA-UTRAN test case 9.2.3.3.4
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1127
	-
	9.3.0
	Rel‑9
	Correction to WI-086 EUTRA EMM Testcase 9.2.1.1.11
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1128
	-
	9.3.0
	Rel‑9
	Correction to the implementation of SI 2 quarter message
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1129
	-
	9.3.0
	Rel‑9
	Correction to WI-081 EUTRA Idle Mode Testcase 6.1.2.13
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1130
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.1.1.23, 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1131
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-086 UTRAN-EUTRA test case 6.2.2.8
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1132
	-
	9.3.0
	Rel‑9
	Correction to EUTRA RRC test case 8.1.1.3
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1133
	-
	9.3.0
	Rel‑9
	Correction to TA transmission in wk09 TTCN
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1134
	-
	9.3.0
	Rel‑9
	Addition of EUTRA Hybrid CSG Cell test case 6.4.1
	approved
	B
	9.4.0
	TEI9_Test 
	R5

	RP-120651
	36.523-3
	1135
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-086 EUTRA <>UTRA testcase 13.1.5
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1136
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-086 EUTRA -UTRAN test case 13.1.16
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1137
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-086 EUTRA <>UTRA testcase 13.4.2.1
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1138
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-082 EMM test case 9.2.3.1.9
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1139
	-
	9.3.0
	Rel‑9
	Correction to GCF WI-082 EMM test case 9.2.3.1.17
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1140
	-
	9.3.0
	Rel‑9
	Correction to GERAN paging group calculation in LTE ATS_12wk05
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1141
	-
	9.3.0
	Rel‑9
	Addition of GCF WI-081 EUTRA Idle Mode test case 6.3.1
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1142
	-
	9.3.0
	Rel‑9
	Correction to EUTRA Test Case 8.2.1.5 and 8.2.1.6
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1143
	-
	9.3.0
	Rel‑9
	Correction to EUTRA EMM test case 9.2.1.2.11
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1144
	-
	9.3.0
	Rel‑9
	Correction to DCI2 configuration
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1145
	-
	9.3.0
	Rel‑9
	Correction to UTRAN Component in LTE ATS_12wk05
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1146
	-
	9.3.0
	Rel‑9
	Correction to LTE IRAT test cases
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1147
	-
	9.3.0
	Rel‑9
	Correction to EMM test case 9.2.3.2.17
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1148
	-
	9.3.0
	Rel‑9
	Correction to EUTRA testcases
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1149
	-
	9.3.0
	Rel‑9
	Correction to EUTRA Idle mode test case 6.2.3.14
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1150
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.3.1.23
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1151
	-
	9.3.0
	Rel‑9
	Correction to EUTRA Idle mode test case 6.2.3.1
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1152
	-
	9.3.0
	Rel‑9
	Correction to EUTRA MAC test cases 7.1.4.7a
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1153
	-
	9.3.0
	Rel‑9
	Addition of GCF WI 86 Multilayer test case 13.1.15
	approved
	B
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1154
	-
	9.3.0
	Rel‑9
	Correction to EMM testcase 9.2.1.1.25
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1155
	-
	9.3.0
	Rel‑9
	Correction to EUTRA MAC testcase 7.1.4.14
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120651
	36.523-3
	1156
	-
	9.3.0
	Rel‑9
	Correction to EUTRA RRC test case 8.3.2.6
	approved
	F
	9.4.0
	LTE-UEConTest_SIG
	R5

	RP-120649
	36.903
	0029
	-
	9.3.0
	Rel‑9
	Grouping of positioning test cases in TR36.903
	approved
	F
	9.4.0
	TEI9_Test
	R5

	RP-120643
	36.903
	0030
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analysis for RRM test cases 4.2.4 and 4.2.5
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0031
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analysis for RRM test cases 5.1.7 and 5.1.8
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0032
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analysis for RRM test cases 8.14.1
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0033
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analysis for RRM test cases 8.15.1
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0034
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analysis for RRM test case 9.1.5.1
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0035
	-
	9.3.0
	Rel‑9
	Addition of Test Tolerance analysis for FDD - TDD Inter Frequency Relative Accuracy of RSRP test case 9.1.5.2
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0036
	-
	9.3.0
	Rel‑9
	TT 9.6.2 analysis for 36.903
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120643
	36.903
	0037
	-
	9.3.0
	Rel‑9
	Resubmission of TT Analysis for TC 4.5.1.1 in 36.903
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-120778
	36.942
	0011
	1
	10.2.0
	Rel‑10
	Clarification of unwanted emissions requirements for TS 36.942 Rel‑10
	approved
	F
	10.3.0
	TEI10
	R4

	RP-120766
	36.942
	0012
	1
	8.3.0
	Rel‑8
	Clarification of uplink power control in TR36.942
	approved
	F
	8.4.0
	TEI8
	R4

	RP-120766
	36.942
	0013
	1
	9.2.0
	Rel‑9
	Clarification of uplink power control in TR36.942
	approved
	A
	9.3.0
	TEI8
	R4

	RP-120766
	36.942
	0014
	1
	10.2.0
	Rel‑10
	Clarification of uplink power control in TR36.942
	approved
	A
	10.3.0
	TEI8
	R4

	RP-120793
	37.104
	0069
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 37.104
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120771
	37.104
	0070
	-
	9.6.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R9)
	approved
	F
	9.7.0
	TEI9
	R4

	RP-120771
	37.104
	0071
	-
	10.6.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R10)
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120771
	37.104
	0072
	-
	11.0.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements to W-CDMA Band VIII (R11)
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120777
	37.104
	0073
	-
	10.6.0
	Rel‑10
	Additional BC3 blocking
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	37.104
	0074
	-
	11.0.0
	Rel‑11
	Additional BC3 blocking
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120793
	37.104
	0075
	1
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120791
	37.104
	0076
	2
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 37.104
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120793
	37.113
	0023
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 37.113
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120793
	37.113
	0024
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(TDD) into TS 37.113
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120791
	37.113
	0025
	-
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 37.113
	approved
	B
	11.1.0
	LTE_e850_LB-Core
	R4

	RP-120770
	37.141
	0112
	-
	9.7.0
	Rel‑9
	CR to TS 37.141:Correct maximum test system uncertainty for transmit ON/OFF power
	approved
	F
	9.8.0
	TEI9
	R4

	RP-120770
	37.141
	0113
	-
	10.6.0
	Rel‑10
	CR to TS 37.141:Correct maximum test system uncertainty for transmit ON/OFF power
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120770
	37.141
	0114
	-
	11.0.0
	Rel‑11
	CR to TS 37.141:Correct maximum test system uncertainty for transmit ON/OFF power
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120778
	37.141
	0117
	-
	10.6.0
	Rel‑10
	Correcting a test configuration in TS 37.141
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120778
	37.141
	0118
	-
	11.0.0
	Rel‑11
	Correcting a test configuration in TS 37.141
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120779
	37.141
	0120
	-
	10.6.0
	Rel‑10
	Correction on ACLR procedure and test requirement
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120779
	37.141
	0121
	-
	11.0.0
	Rel‑11
	Correction on ACLR procedure and test requirement
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120771
	37.141
	0122
	-
	9.7.0
	Rel‑9
	Transmitter intermodulation applicability clarification for single-RAT specifications
	approved
	F
	9.8.0
	TEI9
	R4

	RP-120771
	37.141
	0123
	-
	10.6.0
	Rel‑10
	Transmitter intermodulation applicability clarification for single-RAT specifications
	approved
	A
	10.7.0
	TEI9
	R4

	RP-120771
	37.141
	0124
	-
	11.0.0
	Rel‑11
	Transmitter intermodulation applicability clarification for single-RAT specifications
	approved
	A
	11.1.0
	TEI9
	R4

	RP-120793
	37.141
	0125
	-
	11.0.0
	Rel‑11
	Introduction of APAC700(FDD) into TS 37.141
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120778
	37.141
	0126
	-
	10.6.0
	Rel‑10
	Correction of the manufacturer's declaration
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120778
	37.141
	0127
	-
	11.0.0
	Rel‑11
	Correction of the manufacturer's declaration
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120778
	37.141
	0128
	1
	10.6.0
	Rel‑10
	Correction of test case for transmitter intermodulation requirement of BC1
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120778
	37.141
	0129
	1
	11.0.0
	Rel‑11
	Correction of test case for transmitter intermodulation requirement of BC1
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120779
	37.141
	0130
	-
	10.6.0
	Rel‑10
	Corrections for MSR and MSR-NC
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120779
	37.141
	0131
	-
	11.0.0
	Rel‑11
	Corrections for MSR and MSR-NC
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120777
	37.141
	0134
	-
	10.6.0
	Rel‑10
	Additional BC3 blocking
	approved
	F
	10.7.0
	TEI10
	R4

	RP-120777
	37.141
	0135
	-
	11.0.0
	Rel‑11
	Additional BC3 blocking
	approved
	A
	11.1.0
	TEI10
	R4

	RP-120793
	37.141
	0136
	1
	11.0.0
	Rel‑11
	Introduction of Band 44
	approved
	B
	11.1.0
	LTE_APAC700-Core
	R4

	RP-120792
	37.141
	0137
	2
	11.0.0
	Rel‑11
	Introduction of e850_LB (Band 27) to TS 37.141
	approved
	B
	11.1.0
	LTE_e850_LB-Perf
	R4

	RP-120819
	37.320
	0045
	1
	10.4.0
	Rel‑11
	Introduction of MDT enhancements
	approved
	B
	11.0.0
	eMDT_UMTSLTE-Core
	R2

	RP-120649
	37.571-1
	0007
	-
	9.1.0
	Rel‑9
	Update to Figure 9.1.1.3-1
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120649
	37.571-1
	0008
	-
	9.1.0
	Rel‑9
	Clarification to notes in tests 9.1.3 & 9.1.4
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120649
	37.571-1
	0009
	-
	9.1.0
	Rel‑9
	Clarifications to frequencies and bandwidths to be used
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120649
	37.571-1
	0010
	-
	9.1.0
	Rel‑9
	Setting responseTime in ECID test cases
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120649
	37.571-1
	0011
	-
	9.1.0
	Rel‑9
	Modifications to signalling used in OTDOA test cases
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120667
	37.571-1
	0012
	-
	9.1.0
	Rel‑9
	Adding operating band 26 to TS 37.571-1
	approved
	F
	9.2.0
	e850_UB-UEConTest
	R5

	RP-120649
	37.571-2
	0010
	-
	9.1.0
	Rel‑9
	Clarification to cell synchronization for OTDOA
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120649
	37.571-2
	0011
	-
	9.1.0
	Rel‑9
	Completion of Test Case 7.3.1.1
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-120649
	37.571-5
	0006
	-
	9.2.0
	Rel‑9
	Corrections to GPS Almanac data file
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-120649
	37.571-5
	0007
	-
	9.2.0
	Rel‑9
	Removal of OTDOA data for signalling test cases
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-120649
	37.571-5
	0008
	-
	9.2.0
	Rel‑9
	LBS: Corrections to gnss-SystemTime message
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-120649
	37.571-5
	0009
	-
	9.2.0
	Rel‑9
	Additions and corrections to GNSS data
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-120649
	37.571-5
	0010
	-
	9.2.0
	Rel‑9
	Additions and corrections to GNSS data
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-120649
	37.571-5
	0011
	-
	9.2.0
	Rel‑9
	Reduction in size of GPS data file
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-120669
	37.901
	0013
	-
	11.2.0
	Rel‑11
	Modification of D.2 and D3.4.1
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-120669
	37.901
	0014
	-
	11.2.0
	Rel‑11
	Update of TR 37.901 to include various geometries per RAN4 LS
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-120669
	37.901
	0015
	-
	11.2.0
	Rel‑11
	Update of TR 37.901 to include Multi-cell tests per RAN4 LS
	approved
	F
	11.3.0
	TEI11_Test
	R5

	CP-120319
	43.068
	0162
	-
	11.1.1
	Rel‑11
	Cleanup corrections to group call redundancy
	approved
	F
	11.2.0
	RT_VGCS_Red
	C1

	CP-120319
	43.068
	0163
	-
	11.1.1
	Rel‑11
	TC-RT: VGCSflex - interoperability with pre-Rel‑7 relay MSCs
	approved
	B
	11.2.0
	RT_VGCS_Red, TEI11
	C1

	CP-120319
	43.068
	0164
	-
	11.1.1
	Rel‑11
	TC-RT: Correction of subscription check for VGCSflex
	approved
	B
	11.2.0
	RT_VGCS_Red, TEI11
	C1

	CP-120319
	43.069
	0117
	-
	11.1.1
	Rel‑11
	Cleanup corrections to broadcast call redundancy
	approved
	F
	11.2.0
	RT_VGCS_Red
	C1

	GP-120801
	44.018
	0934
	6
	11.0.0
	Rel‑11
	Introduction of Immediate Packet Assignment
	Approved
	B
	11.1.0
	TEI11
	G2

	GP-120799
	44.018
	0948
	6
	9.12.0
	Rel‑9
	CSG access check in dedicated/DTM mode following handover
	Approved
	F
	9.13.0
	EHNB-GERAN
	G2

	GP-120790
	44.018
	0949
	5
	10.6.0
	Rel‑10
	CSG access check in dedicated/DTM mode following handover
	Approved
	A
	10.7.0
	EHNB-GERAN
	G2

	GP-120733
	44.018
	0962
	1
	10.6.0
	Rel‑10
	Immediate Assignment Reject message length correction
	Approved
	F
	10.7.0
	TEI10
	G2

	GP-120734
	44.018
	0963
	1
	11.0.0
	Rel‑11
	Immediate Assignment Reject message length correction
	Approved
	A
	11.1.0
	TEI10
	G2

	GP-120791
	44.018
	0965
	3
	11.0.0
	Rel‑11
	CSG access check in dedicated/DTM mode following handover
	Approved
	A
	11.1.0
	EHNB-GERAN
	G2

	GP-120776
	44.018
	0966
	2
	10.6.0
	Rel‑10
	Implicit Reject Timer Enhancement
	Approved
	F
	10.7.0
	NIMTC
	G2

	GP-120777
	44.018
	0967
	2
	11.0.0
	Rel‑11
	Implicit Reject Timer Enhancement
	Approved
	A
	11.1.0
	NIMTC
	G2

	GP-120713
	44.018
	0970
	1
	8.15.0
	Rel‑8
	Inheritence of individual priorities at inter-RAT handover
	Approved
	F
	8.16.0
	GELTE
	G2

	GP-120714
	44.018
	0971
	1
	9.12.0
	Rel‑9
	Inheritence of individual priorities at inter-RAT handover
	Approved
	A
	9.13.0
	GELTE
	G2

	GP-120715
	44.018
	0972
	1
	10.6.0
	Rel‑10
	Inheritence of individual priorities at inter-RAT handover
	Approved
	A
	10.7.0
	GELTE
	G2

	GP-120716
	44.018
	0973
	1
	11.0.0
	Rel‑11
	Inheritence of individual priorities at inter-RAT handover
	Approved
	F
	11.1.0
	GELTE
	G2

	GP-120778
	44.018
	0977
	2
	11.0.0
	Rel‑11
	Harmonization of signalling and storage requirements for individual priorities
	Approved
	F
	11.1.0
	GELTE
	G2

	GP-120678
	44.018
	0978
	-
	11.0.0
	Rel‑11
	Establishment Cause setting for a CSFB MT call
	Approved
	F
	11.1.0
	TEI11
	G2

	GP-120793
	44.060
	1504
	7
	11.0.0
	Rel‑11
	Support indication of Immediate Packet Assignment in EGPRS Packet Channel Request
	Approved
	B
	11.1.0
	TEI11
	G2

	GP-120717
	44.060
	1548
	1
	8.15.0
	Rel‑8
	Inheritence of individual priorities at inter-RAT handover
	Approved
	F
	8.16.0
	GELTE
	G2

	GP-120718
	44.060
	1549
	1
	9.11.0
	Rel‑9
	Inheritence of individual priorities at inter-RAT handover
	Approved
	A
	9.12.0
	GELTE
	G2

	GP-120719
	44.060
	1550
	1
	10.8.0
	Rel‑10
	Inheritence of individual priorities at inter-RAT handover
	Approved
	A
	10.9.0
	GELTE
	G2

	GP-120720
	44.060
	1551
	1
	11.0.0
	Rel‑11
	Inheritence of individual priorities at inter-RAT handover
	Approved
	F
	11.1.0
	GELTE
	G2

	GP-120674
	44.060
	1556
	-
	9.11.0
	Rel‑9
	Correction to implementation of GP-120251 (Corrections to RTTI assignments CSN.1 encoding - Rel‑9)
	Approved
	F
	9.12.0
	TEI9
	G2

	GP-120675
	44.060
	1557
	-
	11.0.0
	Rel‑11
	Correction to implementation of GP-120430 (Introduction of EGPRS PACKET DOWNLINK ACK/NACK TYPE 3 message - Rel‑11)
	Approved
	F
	11.1.0
	TEI11
	G2

	GP-120711
	44.060
	1560
	-
	10.8.0
	Rel‑10
	Corrections to release extensions in Extension Information IE
	Approved
	F
	10.9.0
	TEI10
	G2

	GP-120712
	44.060
	1561
	-
	11.0.0
	Rel‑11
	Corrections to release extensions in Extension Information IE
	Approved
	A
	11.1.0
	TEI10
	G2

	CP-120309
	44.064
	0031
	1
	10.1.0
	Rel‑11
	LLC acknowledged mode optional
	approved
	F
	11.0.0
	TEI11
	C1

	GP-120759
	45.005
	0526
	1
	10.4.0
	Rel‑10
	TIGHTER - Removal of Square brackets for GPRS and EGPRS requirements
	approved
	F
	10.5.0
	TIGHTER
	G1

	GP-120761
	45.005
	0527
	2
	10.4.0
	Rel‑11
	Introduction of medium range and local area multicarrier BTS classes
	approved
	B
	11.0.0
	MRLA
	G1

	GP-120602
	45.005
	0528
	-
	9.10.0
	Rel‑9
	Removal of VAMOS-I DL square brackets
	approved
	F
	9.11.0
	VAMOS
	G1

	GP-120603
	45.005
	0529
	-
	10.4.0
	Rel‑10
	Removal of VAMOS-I DL square brackets
	approved
	F
	10.5.0
	VAMOS
	G1

	GP-120654
	45.005
	0530
	-
	8.14.0
	Rel‑8
	Correction of co-location blocking table
	approved
	F
	8.15.0
	TEI8
	G1

	GP-120655
	45.005
	0531
	-
	9.10.0
	Rel‑9
	Correction of co-location blocking table
	approved
	A
	9.11.0
	TEI8
	G1

	GP-120656
	45.005
	0532
	-
	10.4.0
	Rel‑10
	Correction of co-location blocking table
	approved
	A
	10.5.0
	TEI8
	G1

	GP-120751
	45.005
	0533
	1
	10.4.0
	Rel‑10
	TIGHTER - FER / RBER unbalance corrections
	approved
	F
	10.5.0
	TIGHTER
	G1

	GP-120576
	45.008
	0584
	-
	11.0.0
	Rel‑11
	Introduction of NCC_PERMITTED for idle mode
	approved
	C
	11.1.0
	Full_MOCN-GERAN
	G1

	GP-120588
	45.008
	0585
	-
	10.4.0
	Rel‑10
	Removal of brackets for measured signal strength threshold for power reduction on RACH
	approved
	F
	10.5.0
	TEI10
	G1

	GP-120589
	45.008
	0586
	-
	11.0.0
	Rel‑11
	Removal of brackets for measured signal strength threshold for power reduction on RACH
	approved
	A
	11.1.0
	TEI10
	G1

	GP-120594
	45.860
	0023
	-
	11.2.0
	Rel‑11
	Correction of CR implementation from GERAN#53
	approved
	F
	11.3.0
	FS_SPEED
	G1

	GP-120731
	48.008
	0364
	2
	10.5.0
	Rel‑10
	New LCLS control plane indicator for DL user plane data during handover
	Approved
	F
	10.6.0
	LCLS
	G2

	GP-120732
	48.008
	0365
	2
	11.1.0
	Rel‑11
	New LCLS control plane indicator for DL user plane data during handover
	Approved
	A
	11.2.0
	LCLS
	G2

	GP-120608
	48.008
	0366
	1
	10.5.0
	Rel‑10
	Stop UL user data transmission at handover failure
	Approved
	F
	10.6.0
	LCLS
	G2

	GP-120609
	48.008
	0367
	1
	11.1.0
	Rel‑11
	Stop UL user data transmission at handover failure
	Approved
	A
	11.2.0
	LCLS
	G2

	GP-120729
	48.018
	0320
	1
	10.5.0
	Rel‑10
	Correction of Application Error Container IE in the RAN-INFORMATION PDU for SON transfer
	Approved
	F
	10.6.0
	TEI10
	G2

	GP-120707
	48.071
	0038
	1
	9.1.0
	Rel‑9
	Changes to Stage III enabling Parallel positioning
	Approved
	B
	9.2.0
	HILT
	G2

	GP-120708
	48.071
	0039
	1
	10.1.0
	Rel‑10
	Changes to Stage III enabling Parallel positioning
	Approved
	A
	10.2.0
	HILT
	G2

	GP-120459
	51.010-1
	4697
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4697 Reintroduction of TC 42.1.2.2.6
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120460
	51.010-1
	4698
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4698 GPRS only MS modification for clause 41.1.5
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120462
	51.010-1
	4699
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4699 Correction of ARFCN in clause 41.2.8.2
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120463
	51.010-1
	4700
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4700 GPRS only MS modification for TC 42.4.2.3.5
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120465
	51.010-1
	4701
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4701 GPRS only MS modification for clause 42.4.8.4
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120466
	51.010-1
	4702
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4702 Removal of PCCCH functionality from TC 42.5.1.2
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120467
	51.010-1
	4703
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4703 Removal of PCCCH functionality from TC 42.7.6
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120468
	51.010-1
	4704
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4704 Removal of PCCCH functionality from clause 42.4.7.5
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120470
	51.010-1
	4705
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4705 GPRS only MS modification for clause 51.1.5
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120474
	51.010-1
	4706
	-
	9.9.0
	Rel‑9
	CR 51.010-1-4706 Removal of technical content in 51.010-1 v9.9.0 and substitution with pointer to the next Release
	approved
	B
	9.10.0
	TEI9_Test
	G3new

	GP-120478
	51.010-1
	4707
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4707 Small updates on some GMM GPRS Only TC
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120482
	51.010-1
	4708
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4708 Addition of new Test cases 14.2.x, for verifying the Reference Sensitivity performance for TCH/EFS, TCH/AFS , TCH/AHS and TCH/WFS in TIGHTER configuration
	approved
	B
	10.1.0
	TIGHTER
	G3new

	GP-120484
	51.010-1
	4709
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4709 Addition of new Test cases 14.5.1.x, for verifying the Adjacent channel Interference performance for TCH/AFS and TCH/AHS in TIGHTER configuration
	approved
	B
	10.1.0
	TIGHTER
	G3new

	GP-120486
	51.010-1
	4710
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4710 Addition of new Test cases 58e.1.x, for verifying the DTR functionality in UPLINK/DOWNLINK/CONCURRENT TBF mode
	approved
	B
	10.1.0
	TEI10_Test
	G3new

	GP-120488
	51.010-1
	4711
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4711 Editorial Corrections to eCall Test Cases
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120490
	51.010-1
	4712
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4712 Modification of 58a.1 Fast Ack/Nack Reporting (FANR) test cases, to allow execution using BTTI only
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120494
	51.010-1
	4713
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4713 Redefinition of alternative EFTA multislot classes and other alignments in clause 58d.1
	approved
	B
	10.1.0
	TEI9_Test
	G3new

	GP-120498
	51.010-1
	4714
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4714 14.2.28 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120499
	51.010-1
	4715
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4715 14.2.29 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120500
	51.010-1
	4716
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4716 14.2.30 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120501
	51.010-1
	4717
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4717 14.2.31 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120502
	51.010-1
	4718
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4718 14.2.32 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120503
	51.010-1
	4719
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4719 14.2.33 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120504
	51.010-1
	4720
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4720 14.2.34 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120505
	51.010-1
	4721
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4721 14.2.35 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120506
	51.010-1
	4722
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4722 14.2.36 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120507
	51.010-1
	4723
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4723 14.2.37 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120508
	51.010-1
	4724
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4724 14.20.1 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120509
	51.010-1
	4725
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4725 14.20.2 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120510
	51.010-1
	4726
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4726 14.20.5 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120511
	51.010-1
	4727
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4727 14.20.6 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120512
	51.010-1
	4728
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4728 14.20.7 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120513
	51.010-1
	4729
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4729 14.20.8 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120514
	51.010-1
	4730
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4730 14.20.9 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120515
	51.010-1
	4731
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4731 14.20.10 Alignment of VAMOS performance values
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120517
	51.010-1
	4732
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4732 New test case 14.11.2.2a, DARP Phase 1 Speech bearer test TCH-AFS/ DTS-4 in TIGHTER configuration
	approved
	F
	10.1.0
	TIGHTER
	G3new

	GP-120518
	51.010-1
	4733
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4733 New test case 14.12.1.1a DARP Phase 1 Signalling bearer test - FACCH/F -DTS-1 in TIGHTER configuration
	approved
	F
	10.1.0
	TIGHTER
	G3new

	GP-120520
	51.010-1
	4734
	-
	10.0.0
	Rel‑10
	CR 51.010-1-4734 Correction to TC 26.22.1: Layer 2 fill bits randomisation
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120536
	51.010-1
	4735
	2
	10.0.0
	Rel‑10
	CR 51.010-1-4735 50.4.3.6 Transmission of Additional MS Radio Access Capabilities during 2-phase access
	approved
	F
	10.1.0
	TEI10_Test
	G3new

	GP-120537
	51.010-1
	4736
	2
	10.0.0
	Rel‑10
	CR 51.010-1-4736 53.3.2.1 Transmission of Additional MS Radio Access Capabilities during 2-phase access
	approved
	F
	10.1.0
	TEI10_Test
	G3new

	GP-120458
	51.010-2
	0745
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0745 Correction of incorrect Specific PICS
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120461
	51.010-2
	0746
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0746 Addition of Specific PICS for TC 41.1.5.x
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120464
	51.010-2
	0747
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0747 Addition of Specific PICS for TC 42.4.2.3.5
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120469
	51.010-2
	0748
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0748 Removal of TC 51.6.1
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120471
	51.010-2
	0749
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0749 Addition of Specific PICS for TC 51.1.5.x
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120472
	51.010-2
	0750
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0750 Removal of Test Cases from clause 52
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120473
	51.010-2
	0751
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0751 Update of Table A.1b for Rel‑10
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120475
	51.010-2
	0752
	-
	9.9.0
	Rel‑9
	CR 51.010-2-0752 Removal of technical content in 51.010-2 v9.9.0 and substitution with pointer to the next Release
	approved
	B
	9.10.0
	TEI9_Test
	G3new

	GP-120479
	51.010-2
	0753
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0753 Small updates after GMM GPRS Only modification
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120483
	51.010-2
	0754
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0754 Addition of new Test cases 14.2.x, for verifying the Reference Sensitivity performance for TCH/EFS, TCH/AFS , TCH/AHS and TCH/WFS in TIGHTER configuration
	approved
	B
	10.1.0
	TIGHTER
	G3new

	GP-120485
	51.010-2
	0755
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0755 Addition of new Test cases 14.5.1.x, for verifying the Adjacent channel Interference performance for TCH/AFS and TCH/AHS in TIGHTER configuration
	approved
	B
	10.1.0
	TIGHTER
	G3new

	GP-120487
	51.010-2
	0756
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0756 Addition of new Test cases 58e.1.x, for verifying the DTR functionality in UPLINK/DOWNLINK/CONCURRENT TBF mode
	approved
	B
	10.1.0
	TEI10_Test
	G3new

	GP-120489
	51.010-2
	0757
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0757 Editorial Corrections to eCall Test Cases
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120491
	51.010-2
	0758
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0758 FANR applicability update indicating mobile station support for FANR capability
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120492
	51.010-2
	0759
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0759 A typo of mnemonic in Table A.6 shall be corrected
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120493
	51.010-2
	0760
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0760 A typo related to the Titles of Table A.10, Table A.11 and A.12 shall be corrected
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120495
	51.010-2
	0761
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0761 Redefinition of alternative EFTA multislot classes
	approved
	B
	10.1.0
	TEI9_Test
	G3new

	GP-120519
	51.010-2
	0763
	-
	10.0.0
	Rel‑10
	CR 51.010-2-0763 New test cases 14.11.2.2a and 14.12.1.1a added part2
	approved
	F
	10.1.0
	TIGHTER
	G3new

	CP-120394
	51.010-4
	0085
	2
	4.22.0
	Rel‑4
	Test applicability correction for terminals operating in PS mode
	approved
	F
	4.23.0
	TEI4
	C6

	CP-120394
	51.010-4
	0086
	1
	4.22.0
	Rel‑4
	Correction of expected Terminal Reponse for unsuccessful Open Channel commands
	approved
	F
	4.23.0
	TEI4
	C6

	GP-120476
	51.010-5
	0113
	-
	9.9.0
	Rel‑9
	CR 51.010-5-0113 Removal of technical content in 51.010-5 v9.9.0 and substitution with pointer to the next Release
	approved
	B
	9.10.0
	TEI9_Test
	G3new

	GP-120529
	51.010-5
	0114
	1
	10.0.0
	Rel‑10
	CR 51.010-5-0114 Update for the latest version of TTCN
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120522
	51.010-5
	0115
	-
	10.0.0
	Rel‑10
	CR 51.010-5-0115 Correction to test cases 20.22.29, 20.22.29a, 20.22.29b
	approved
	F
	10.1.0
	TEI_Test
	G3new

	GP-120477
	51.010-7
	0006
	-
	9.3.0
	Rel‑9
	CR 51.010-7-0006 Corrections to GPS Almanac data file for signalling test cases
	approved
	F
	9.4.0
	TEI_Test
	G3new

	GP-120753
	51.021
	0237
	1
	8.11.0
	Rel‑8
	Clarifications in the MCBTS test for wideband noise and IM
	approved
	F
	8.12.0
	MCBTS
	G1

	GP-120754
	51.021
	0238
	1
	9.8.0
	Rel‑9
	Clarifications in the MCBTS test for wideband noise and IM
	approved
	A
	9.9.0
	MCBTS
	G1

	GP-120755
	51.021
	0239
	1
	10.4.0
	Rel‑10
	Clarifications in the MCBTS test for wideband noise and IM
	approved
	A
	10.5.0
	MCBTS
	G1

	GP-120756
	51.021
	0240
	1
	8.11.0
	Rel‑8
	Spurious emission and Intermodulation attenuation - protection of operating RX band
	approved
	F
	8.12.0
	MCBTS
	G1

	GP-120757
	51.021
	0241
	1
	9.8.0
	Rel‑9
	Spurious emission and Intermodulation attenuation - protection of operating RX band
	approved
	A
	9.9.0
	MCBTS
	G1

	GP-120758
	51.021
	0242
	1
	10.4.0
	Rel‑10
	Spurious emission and Intermodulation attenuation - protection of operating RX band
	approved
	A
	10.5.0
	MCBTS
	G1

	GP-120584
	51.021
	0243
	-
	8.11.0
	Rel‑8
	Intra BSS Intermodulation attenuation - protection of operating RX band
	approved
	F
	8.12.0
	MCBTS
	G1

	GP-120585
	51.021
	0244
	-
	9.8.0
	Rel‑9
	Intra BSS Intermodulation attenuation - protection of operating RX band
	approved
	A
	9.9.0
	MCBTS
	G1

	GP-120586
	51.021
	0245
	-
	10.4.0
	Rel‑10
	Intra BSS Intermodulation attenuation - protection of operating RX band
	approved
	A
	10.5.0
	MCBTS
	G1

	GP-120689
	51.021
	0247
	-
	9.8.0
	Rel‑9
	Miscellaneous corrections
	approved
	F
	9.9.0
	MCBTS
	G1

	GP-120690
	51.021
	0248
	-
	10.4.0
	Rel‑10
	Miscellaneous corrections
	approved
	A
	10.5.0
	MCBTS
	G1


2684 CRs (2609 approved)

TSG SA

3GPP

3GPP

TSG SA


