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Annex E:
List of Change Requests and their status after TSG SA Meeting #56

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-120284
	22.011
	0188
	-
	8.10.0
	Rel‑8
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	F
	8.11.0
	TEI8

	SP-120289
	22.101
	0403
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MSISDN-less
	approved
	F
	11.6.0
	SIMTC

	SP-120287
	22.101
	0405
	1
	10.7.0
	Rel‑10
	Removing the requirement for PSAP call back identification
	approved
	F
	10.8.0
	TEI10

	SP-120286
	22.101
	0406
	1
	9.9.0
	Rel‑9
	Emergency calls from non CSG members in CSG cells
	approved
	F
	9.10.0
	EHNB

	SP-120286
	22.101
	0407
	1
	10.7.0
	Rel‑10
	Emergency calls from non CSG members in CSG cells
	approved
	A
	10.8.0
	EHNB

	SP-120286
	22.101
	0408
	1
	11.5.0
	Rel‑11
	Emergency calls from non CSG members in CSG cells
	approved
	A
	11.6.0
	EHNB

	SP-120286
	22.101
	0409
	1
	12.0.0
	Rel‑12
	Emergency calls from non CSG members in CSG cells
	approved
	A
	12.1.0
	EHNB

	SP-120288
	22.101
	0411
	1
	11.5.0
	Rel‑11
	Clarification of PS additional numbers requirement
	approved
	F
	11.6.0
	TEI11

	SP-120288
	22.101
	0412
	1
	12.0.0
	Rel‑12
	Clarification of PS additional numbers requirement
	approved
	A
	12.1.0
	TEI11

	SP-120288
	22.101
	0413
	1
	11.5.0
	Rel‑11
	Modification of how ME treats emergency call type(s)
	approved
	C
	11.6.0
	TEI11

	SP-120288
	22.101
	0415
	-
	12.0.0
	Rel‑12
	Modification of how ME treats emergency call type(s)
	approved
	A
	12.1.0
	TEI11

	SP-120291
	22.173
	0039
	2
	12.0.0
	Rel‑12
	ECT Blind and OIP interaction
	approved
	B
	12.1.0
	ECTB

	SP-120291
	22.173
	0040
	1
	12.0.0
	Rel‑12
	ECT Blind and Incoming Communication Barring interaction clarification in MMTel 22.173.
	approved
	B
	12.1.0
	ECTB

	SP-120287
	22.173
	0083
	-
	10.4.0
	Rel‑10
	Removing the requirement on call back for emergency call
	approved
	F
	10.5.0
	TEI10

	SP-120285
	22.220
	0152
	2
	9.8.0
	Rel‑9
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	F
	9.9.0
	TEI9

	SP-120285
	22.220
	0153
	2
	10.8.0
	Rel‑10
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	A
	10.9.0
	TEI9

	SP-120285
	22.220
	0154
	2
	11.4.0
	Rel‑11
	Clarification on emergency calls from CSG cell by non-CSG member
	approved
	A
	11.5.0
	TEI9

	SP-120290
	22.228
	0162
	1
	12.1.0
	Rel‑12
	Corrections and enhancements for Telepresence
	approved
	F
	12.2.0
	IMS_TELEP

	SP-120290
	22.228
	0163
	1
	12.1.0
	Rel‑12
	Addition of definition for Telepresence System
	approved
	B
	12.2.0
	IMS_TELEP

	SP-120290
	22.228
	0164
	-
	12.1.0
	Rel‑12
	Additional Interworking Requirement
	approved
	B
	12.2.0
	IMS_TELEP

	SP-120290
	22.228
	0165
	1
	12.1.0
	Rel‑12
	Additional Display Requirements
	approved
	B
	12.2.0
	IMS_TELEP

	SP-120293
	22.228
	0166
	-
	11.4.0
	Rel‑11
	Removal of INIPUI Requirements from Rel‑11
	approved
	F
	11.5.0
	INIPUI

	SP-120290
	22.228
	0167
	-
	12.1.0
	Rel‑12
	Clarification of Telepresence Requirements
	approved
	B
	12.2.0
	IMS_TELEP

	SP-120295
	22.278
	0113
	2
	12.0.0
	Rel‑12
	Mechanism to block Service Reachability
	approved
	B
	12.1.0
	SMURFs

	SP-120294
	22.278
	0115
	2
	11.4.0
	Rel‑11
	Removal of MOSAP requirements from Rel‑11 Specs
	approved
	F
	11.5.0
	MOSAP

	SP-120289
	22.368
	0126
	1
	11.4.0
	Rel‑11
	Clarify restricting use of a USIM to specific MEs/MTC Devices
	approved
	F
	11.5.0
	SIMTC

	SP-120289
	22.368
	0128
	4
	11.4.0
	Rel‑11
	MTC Server Definition
	approved
	F
	11.5.0
	SIMTC

	SP-120288
	22.368
	0130
	5
	11.4.0
	Rel‑11
	MTC Device Power Level Monitoring
	approved
	F
	11.5.0
	TEI11

	SP-120289
	22.368
	0131
	4
	11.4.0
	Rel‑11
	Connection Error Codes for Troubleshooting Requirement
	approved
	F
	11.5.0
	SIMTC

	SP-120292
	22.988
	0001
	2
	12.0.0
	Rel‑12
	Additions to MSISDN and IMSI sections
	approved
	F
	12.1.0
	FS_AMTC

	SP-120292
	22.988
	0002
	-
	12.0.0
	Rel‑12
	Update of requirement section
	approved
	F
	12.1.0
	FS_AMTC


31 CRs (31 approved)

E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-120244
	23.002
	0247
	1
	11.2.0
	Rel‑11
	Corrections related to SAPP introduction in the Network Architecture specification
	approved
	F
	11.3.0
	SAPP

	SP-120238
	23.002
	0248
	1
	11.2.0
	Rel‑11
	Corrections related to QoS_SSL introduction in the Network Architecture specification
	approved
	F
	11.3.0
	QoS_SSL

	SP-120248
	23.002
	0250
	1
	11.2.0
	Rel‑11
	Introduction of CS to PS SRVCC architecture
	approved
	B
	11.3.0
	rSRVCC

	SP-120241
	23.002
	0251
	3
	11.2.0
	Rel‑11
	BBAI update for architecture, entity and interface function
	approved
	F
	11.3.0
	BBAI

	SP-120236
	23.060
	1603
	3
	11.1.0
	Rel‑11
	Fix wrong statement for the Reporting Action related storage
	approved
	A
	11.2.0
	TEI10

	SP-120390
	23.060
	1628
	4
	11.1.0
	Rel‑11
	Introduction of SIRIG
	noted
	B
	
	SiRIG

	SP-120250
	23.060
	1635
	2
	11.1.0
	Rel‑11
	Correction of the wrong description about emergency ARP value
	approved
	F
	11.2.0
	TEI11

	SP-120239
	23.060
	1639
	4
	11.1.0
	Rel‑11
	Correction of PS-only Feature Description
	approved
	F
	11.2.0
	SIMTC

	SP-120243
	23.060
	1640
	1
	11.1.0
	Rel‑11
	Correction of Procedures for Netloc Location Retrieval by Modification Procedure
	approved
	F
	11.2.0
	NWK-PL2IMS

	SP-120250
	23.060
	1645
	2
	11.1.0
	Rel‑11
	EAB overload control from CN to RAN for UTRAN
	approved
	F
	11.2.0
	TEI11

	SP-120250
	23.060
	1646
	3
	11.1.0
	Rel‑11
	UE AS capability request over Iu
	approved
	F
	11.2.0
	TEI11

	SP-120243
	23.060
	1649
	-
	11.1.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.2.0
	NWK-PL2IMS

	SP-120236
	23.060
	1658
	1
	10.7.0
	Rel‑10
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	F
	10.8.0
	TEI10

	SP-120236
	23.060
	1659
	1
	11.1.0
	Rel‑11
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	A
	11.2.0
	TEI10

	SP-120243
	23.060
	1671
	-
	11.1.0
	Rel‑11
	Correction of Network Provided Location Information Retrieval on GGSN-Initiated PDP Context Modification Procedure
	approved
	F
	11.2.0
	NWK-PL2IMS

	SP-120252
	23.060
	1680
	1
	11.1.0
	Rel‑11
	Introduction of SIRIG
	approved
	B
	11.2.0
	SIRIG

	SP-120236
	23.060
	1681
	-
	10.7.0
	Rel‑10
	Fix wrong statement for the Reporting Action related storage
	approved
	F
	10.8.0
	TEI10

	SP-120250
	23.107
	0172
	2
	10.2.0
	Rel‑11
	MBR and GBR values to support 8C-HSDPA
	approved
	F
	11.0.0
	TEI11

	SP-120241
	23.139
	0001
	2
	11.0.0
	Rel‑11
	Some corrections to the functional description and procedures
	approved
	F
	11.1.0
	BBAI

	SP-120241
	23.139
	0002
	2
	11.0.0
	Rel‑11
	Correction to UE reflective QoS notification
	approved
	F
	11.1.0
	BBAI

	SP-120241
	23.139
	0004
	2
	11.0.0
	Rel‑11
	Clarification of accounting requirement and assumptions
	approved
	F
	11.1.0
	BBAI

	SP-120241
	23.139
	0007
	2
	11.0.0
	Rel‑11
	Corrections on TS 23.139
	approved
	F
	11.1.0
	BBAI

	SP-120241
	23.139
	0008
	3
	11.0.0
	Rel‑11
	UE local IP address update procedure for S2c case
	approved
	F
	11.1.0
	BBAI

	SP-120241
	23.139
	0016
	1
	11.0.0
	Rel‑11
	SeGW DL DSCP Marking for EPC Routed Traffic
	approved
	F
	11.1.0
	BBAI

	SP-120234
	23.167
	0213
	1
	9.8.0
	Rel‑9
	Requirement Alignment for call back and emergency registration
	approved
	F
	9.9.0
	TEI9

	SP-120234
	23.167
	0214
	1
	10.5.0
	Rel‑10
	Requirement Alignment for call back and emergency registration
	approved
	A
	10.6.0
	TEI9

	SP-120250
	23.167
	0215
	1
	11.4.0
	Rel‑11
	Handling of Emergency Registrations at Home IMS
	approved
	F
	11.5.0
	TEI11

	SP-120250
	23.167
	0216
	1
	11.4.0
	Rel‑11
	S-CSCF and AS in Emergency Calls
	approved
	F
	11.5.0
	TEI11

	SP-120244
	23.203
	0697
	2
	11.5.0
	Rel‑11
	Application detection notification method
	approved
	F
	11.6.0
	SAPP

	SP-120244
	23.203
	0698
	1
	11.5.0
	Rel‑11
	General corrections for SAPP
	approved
	F
	11.6.0
	SAPP

	SP-120244
	23.203
	0699
	2
	11.5.0
	Rel‑11
	Unsolicited application reporting functionality corrections
	approved
	F
	11.6.0
	SAPP

	SP-120244
	23.203
	0700
	-
	11.5.0
	Rel‑11
	Deferred ADC rules clarifications
	approved
	F
	11.6.0
	SAPP

	SP-120250
	23.203
	0701
	5
	11.5.0
	Rel‑11
	Usage monitoring congestion handling clarification
	approved
	F
	11.6.0
	TEI11

	SP-120241
	23.203
	0702
	7
	11.5.0
	Rel‑11
	Annex P Corrections
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0706
	5
	11.5.0
	Rel‑11
	Clarification of functional description in P.5
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0707
	2
	11.5.0
	Rel‑11
	Addition for the P.6 Functional Entities for NSWO
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0709
	1
	11.5.0
	Rel‑12
	Corrections for TS 23.203.
	revised
	F
	
	BBAI

	SP-120329
	23.203
	0709
	2
	11.5.0
	Rel‑11
	Corrections for TS 23.203.
	approved
	F
	11.6.0
	BBAI

	SP-120231
	23.203
	0715
	3
	7.13.0
	Rel‑7
	Clarification of complete PCC rule in deferred rule procedures
	approved
	F
	7.14.0
	PCC

	SP-120231
	23.203
	0716
	3
	8.13.0
	Rel‑8
	Clarification of complete PCC rule in deferred rule procedures
	approved
	A
	8.14.0
	PCC

	SP-120231
	23.203
	0717
	3
	9.11.0
	Rel‑9
	Clarification of complete PCC rule in deferred rule procedures
	approved
	A
	9.12.0
	PCC

	SP-120231
	23.203
	0718
	3
	10.6.0
	Rel‑10
	Clarification of complete PCC rule in deferred rule procedures
	approved
	A
	10.7.0
	PCC

	SP-120231
	23.203
	0719
	3
	11.5.0
	Rel‑11
	Clarification of complete PCC/ADC rule in deferred rule procedures
	approved
	A
	11.6.0
	PCC

	SP-120241
	23.203
	0720
	4
	11.5.0
	Rel‑11
	V_PCRF Initiated S9a GW Control Session Termination Correction
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0721
	4
	11.5.0
	Rel‑11
	V-PCRF Discovery and Selection by BPCF
	approved
	F
	11.6.0
	BBAI

	SP-120243
	23.203
	0723
	1
	11.5.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.6.0
	NWK-PL2IMS

	SP-120241
	23.203
	0725
	-
	11.5.0
	Rel‑11
	Gx enhancement for trusted S2c access
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0730
	-
	11.5.0
	Rel‑11
	Clarification of with BBERF location in Annex P of TS 23.203
	approved
	F
	11.6.0
	BBAI

	SP-120244
	23.203
	0732
	1
	11.5.0
	Rel‑11
	Correction of redirection functionality
	approved
	F
	11.6.0
	SAPP

	SP-120238
	23.203
	0733
	2
	11.5.0
	Rel‑11
	Clean-up for spending limit description
	approved
	F
	11.6.0
	QoS_SSL

	SP-120241
	23.203
	0736
	2
	11.5.0
	Rel‑11
	Corrections for Gateway control session termination over S9a
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0737
	2
	11.5.0
	Rel‑11
	PCEF and Gx interface function correction and complement
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0739
	1
	11.5.0
	Rel‑11
	Clarification and correction on P.3 and P.4
	approved
	F
	11.6.0
	BBAI

	SP-120241
	23.203
	0744
	1
	11.5.0
	Rel‑11
	Correction to BBERF-initiated GCS procedure
	approved
	F
	11.6.0
	BBAI

	SP-120240
	23.204
	0093
	5
	11.1.0
	Rel‑11
	Server to MSISDN-less IMS UE direction in IMS
	approved
	B
	11.2.0
	SIMTC-Reach

	SP-120245
	23.216
	0238
	2
	11.4.0
	Rel‑11
	vSRVCC - Update of PCRF related functionality
	approved
	F
	11.5.0
	vSRVCC

	SP-120242
	23.216
	0245
	3
	11.4.0
	Rel‑11
	Clarification of eMPS SRVCC for video
	approved
	C
	11.5.0
	eMPS_SRVCC

	SP-120248
	23.216
	0265
	1
	11.4.0
	Rel‑11
	rSRVCC with Gn/Gp SGSN
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0266
	2
	11.4.0
	Rel‑11
	Clarification for the anchor MSC Server and DTM/PS HO support
	approved
	F
	11.5.0
	rSRVCC

	SP-120245
	23.216
	0271
	1
	11.4.0
	Rel‑11
	Clarification on statement of vSRVCC
	approved
	F
	11.5.0
	vSRVCC

	SP-120248
	23.216
	0272
	1
	11.4.0
	Rel‑11
	Clarifications on failure scenarios for CS to PS SRVCC
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0273
	2
	11.4.0
	Rel‑11
	Clarifications on prerequisites for CS to PS SRVCC
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0274
	1
	11.4.0
	Rel‑11
	Correction on target SGSN/MME selection
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0275
	5
	11.4.0
	Rel‑11
	Details on the mechanism to provide Serving PS node information to the MSC Server
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0277
	1
	11.4.0
	Rel‑11
	Figure alignment corrections
	approved
	F
	11.5.0
	rSRVCC

	SP-120250
	23.216
	0278
	2
	11.4.0
	Rel‑11
	Clarification on TAU after 1xCS SRVCC
	approved
	F
	11.5.0
	TEI11

	SP-120248
	23.216
	0280
	1
	11.4.0
	Rel‑11
	RSRVCC Signalling Flow Corrections
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0282
	1
	11.4.0
	Rel‑11
	Correction of bearer setup in UTRAN (HSPA)
	approved
	F
	11.5.0
	rSRVCC

	SP-120248
	23.216
	0284
	1
	11.4.0
	Rel‑11
	Failure case using Cancel Notification for CS to PS SRVCC
	approved
	F
	11.5.0
	rSRVCC

	SP-120250
	23.216
	0285
	1
	11.4.0
	Rel‑11
	Correction to operator policy requirements on setting of SRVCC and vSRVCC Capabilities
	approved
	F
	11.5.0
	TEI11

	SP-120250
	23.216
	0290
	1
	11.4.0
	Rel‑11
	Impact of radio capabilities and network sharing in target cell selection and handover for SRVCC
	approved
	F
	11.5.0
	TEI11

	SP-120248
	23.216
	0292
	-
	11.4.0
	Rel‑11
	Clarification on rSRVCC operation possible indication update
	approved
	F
	11.5.0
	rSRVCC

	SP-120237
	23.216
	0293
	1
	10.3.0
	Rel‑10
	Clarification on SRVCC session transfer error handling
	approved
	F
	10.4.0
	TEI10

	SP-120237
	23.216
	0294
	1
	11.4.0
	Rel‑11
	Clarification on SRVCC session transfer error handling
	approved
	A
	11.5.0
	TEI10

	SP-120248
	23.216
	0296
	-
	11.4.0
	Rel‑11
	UE rSRVCC capablity indication and GERAN/UTRAN functions
	approved
	F
	11.5.0
	rSRVCC

	SP-120250
	23.228
	1008
	2
	11.4.0
	Rel‑11
	Support for IMS load balancing and restoration
	approved
	F
	11.5.0
	TEI11

	SP-120250
	23.228
	1009
	3
	11.4.0
	Rel‑11
	Maximum Number of simultaneous registrations
	approved
	B
	11.5.0
	TEI11

	SP-120249
	23.228
	1010
	1
	11.4.0
	Rel‑11
	RAVEL corrections
	approved
	F
	11.5.0
	RAVEL

	SP-120250
	23.228
	1011
	-
	11.4.0
	Rel‑11
	S-CSCF selection
	approved
	F
	11.5.0
	TEI11

	SP-120243
	23.228
	1012
	-
	11.4.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.5.0
	NWK-PL2IMS

	SP-120242
	23.237
	0416
	2
	11.4.0
	Rel‑11
	Clarification on eMPS SRVCC
	approved
	C
	11.5.0
	eMPS_SRVCC

	SP-120250
	23.237
	0426
	2
	11.4.0
	Rel‑11
	Single Radio and Dual Radio clarification
	approved
	F
	11.5.0
	TEI11

	SP-120248
	23.237
	0427
	3
	11.4.0
	Rel‑11
	Providing rSRVCC capability in IMS layer
	approved
	F
	11.5.0
	rSRVCC

	SP-120245
	23.237
	0428
	2
	11.4.0
	Rel‑11
	Clarification on vSRVCC additional call transfer
	approved
	F
	11.5.0
	vSRVCC

	SP-120248
	23.237
	0429
	-
	11.4.0
	Rel‑11
	ATU-STI alignments and corrections
	approved
	F
	11.5.0
	rSRVCC

	SP-120253
	23.237
	0431
	1
	11.4.0
	Rel‑12
	Alerting for DRVCC
	approved
	B
	12.0.0
	TEI12

	SP-120250
	23.237
	0432
	2
	11.4.0
	Rel‑11
	Single Radio and Dual Radio applicability
	approved
	F
	11.5.0
	TEI11

	SP-120251
	23.251
	0046
	2
	11.1.0
	Rel‑11
	Support for RAN sharing for CSG and hybrid cells
	approved
	F
	11.2.0
	TEI11

	SP-120237
	23.251
	0051
	2
	11.1.0
	Rel‑11
	SRVCC and Network Sharing
	approved
	A
	11.2.0
	TEI10

	SP-120237
	23.251
	0052
	2
	10.3.0
	Rel‑10
	SRVCC and Network Sharing
	approved
	F
	10.4.0
	TEI10

	SP-120251
	23.251
	0053
	2
	11.1.0
	Rel‑11
	EAB overload control from CN to RAN for UTRAN/GERAN in shared networks
	approved
	F
	11.2.0
	TEI11

	SP-120248
	23.251
	0054
	1
	11.1.0
	Rel‑11
	rSRVCC in network sharing with LTE to CS and back to LTE
	approved
	B
	11.2.0
	rSRVCC

	SP-120251
	23.251
	0060
	1
	11.1.0
	Rel‑11
	Network Sharing Corrections for SRVCC
	approved
	F
	11.2.0
	TEI11

	SP-120246
	23.251
	0061
	2
	11.1.0
	Rel‑11
	Corrections for MOCN GERAN
	approved
	F
	11.2.0
	FULL_MOCN-GERAN

	SP-120251
	23.251
	0062
	2
	11.1.0
	Rel‑11
	GWCN for GERAN
	approved
	B
	11.2.0
	TEI11

	SP-120252
	23.251
	0063
	3
	11.1.0
	Rel‑11
	SIRIG support in shared networks
	approved
	B
	11.2.0
	SIRIG

	SP-120246
	23.251
	0064
	1
	11.1.0
	Rel‑11
	Selection of PLMN for the CS Domain in CSFB towards a shared GERAN
	approved
	B
	11.2.0
	FULL_MOCN-GERAN

	SP-120239
	23.251
	0068
	4
	11.1.0
	Rel‑11
	EAB in shared networks
	approved
	F
	11.2.0
	SIMTC

	SP-120239
	23.272
	0760
	2
	11.0.0
	Rel‑11
	Clarifying the feature definition for SMS in MME
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.272
	0761
	7
	11.0.0
	Rel‑11
	Correction of SMS in MME related Cancellation Processes
	approved
	F
	11.1.0
	SIMTC

	SP-120240
	23.272
	0764
	6
	11.0.0
	Rel‑11
	UE Availability for SMS
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120237
	23.272
	0765
	1
	10.7.0
	Rel‑10
	Handling of SMS over SGs in case of absent LAI
	approved
	F
	10.8.0
	TEI10

	SP-120237
	23.272
	0766
	1
	11.0.0
	Rel‑11
	Handling of SMS over SGs in case of absent LAI
	approved
	A
	11.1.0
	TEI10

	SP-120237
	23.272
	0771
	3
	10.7.0
	Rel‑10
	Correction for downlink unreachable due to wrong suspending
	approved
	F
	10.8.0
	TEI10

	SP-120237
	23.272
	0772
	2
	11.0.0
	Rel‑11
	Correction for downlink unreachable due to wrong suspending
	approved
	A
	11.1.0
	TEI10

	SP-120232
	23.272
	0790
	2
	8.11.0
	Rel‑8
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	F
	8.12.0
	SAES-CSFB

	SP-120232
	23.272
	0791
	2
	9.11.0
	Rel‑9
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	A
	9.12.0
	SAES-CSFB

	SP-120232
	23.272
	0792
	2
	10.7.0
	Rel‑10
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	A
	10.8.0
	SAES-CSFB

	SP-120232
	23.272
	0793
	2
	11.0.0
	Rel‑11
	Correction of system behaviour upon PGW initiated last PDP Context Deactivation when SGs is associated and ISR is activated
	approved
	A
	11.1.0
	SAES-CSFB

	SP-120237
	23.272
	0794
	4
	10.7.0
	Rel‑10
	Partial VLR failure or VLR restart with CSFB and ISR
	approved
	F
	10.8.0
	TEI10

	SP-120237
	23.272
	0795
	4
	11.0.0
	Rel‑11
	Partial VLR failure or VLR restart with CSFB and ISR
	approved
	A
	11.1.0
	TEI10

	SP-120246
	23.272
	0797
	1
	11.0.0
	Rel‑11
	Taking UE support/non-support of GERAN network sharing into account in CSFB
	approved
	B
	11.1.0
	FULL_MOCN-GERAN

	SP-120240
	23.272
	0801
	1
	11.0.0
	Rel‑11
	Update to SMS in MME Architecture reference points
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120251
	23.272
	0822
	1
	11.0.0
	Rel‑11
	Alignment with stage 3 for the condition to deactivate ISR by the SGSN
	approved
	F
	11.1.0
	TEI11

	SP-120243
	23.292
	0188
	-
	11.2.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.3.0
	NWK-PL2IMS

	SP-120251
	23.292
	0189
	1
	11.2.0
	Rel‑11
	Correction on CFNRc usage for ICS
	approved
	F
	11.3.0
	TEI11

	SP-120236
	23.401
	2298
	3
	11.1.0
	Rel‑11
	Fix wrong statement for the Reporting Action related storage
	approved
	A
	11.2.0
	TEI10

	SP-120251
	23.401
	2347
	2
	11.1.0
	Rel‑11
	Correction of the wrong description about emergency ARP value
	approved
	F
	11.2.0
	TEI11

	SP-120243
	23.401
	2351
	1
	11.1.0
	Rel‑11
	Correction of Location Info
	approved
	F
	11.2.0
	NWK-PL2IMS

	SP-120243
	23.401
	2356
	3
	11.1.0
	Rel‑11
	Correction of Network Provided Location Information Retrieval Procedure without bearer QoS update
	approved
	F
	11.2.0
	NWK-PL2IMS

	SP-120251
	23.401
	2358
	2
	11.1.0
	Rel‑11
	Local EPS bearer context deactivation at handover
	approved
	F
	11.2.0
	TEI11, SAES

	SP-120243
	23.401
	2366
	-
	11.1.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.2.0
	NWK-PL2IMS

	SP-120251
	23.401
	2376
	1
	11.1.0
	Rel‑11
	Guidance on UE Radio Capability Match Procedure
	approved
	F
	11.2.0
	TEI11

	SP-120236
	23.401
	2378
	2
	10.7.0
	Rel‑10
	Clarification for E-UTRAN Tracking Area Update without S-GW and MME Change
	approved
	F
	10.8.0
	TEI10

	SP-120236
	23.401
	2379
	3
	11.1.0
	Rel‑11
	Clarification for E-UTRAN Tracking Area Update without S-GW and MME Change
	approved
	A
	11.2.0
	TEI10

	SP-120235
	23.401
	2388
	1
	10.7.0
	Rel‑10
	Missing Paging Priority for Bearer activation/modification
	approved
	F
	10.8.0
	eMPS

	SP-120235
	23.401
	2389
	1
	11.1.0
	Rel‑11
	Missing Paging Priority for Bearer activation/modification
	approved
	A
	11.2.0
	eMPS

	SP-120233
	23.401
	2396
	1
	9.12.0
	Rel‑9
	Re-attach for emergency bearer service
	approved
	F
	9.13.0
	IMS_EMER_GPRS_EPS

	SP-120233
	23.401
	2397
	1
	10.7.0
	Rel‑10
	Re-attach for emergency bearer service
	approved
	A
	10.8.0
	IMS_EMER_GPRS_EPS

	SP-120233
	23.401
	2398
	1
	11.1.0
	Rel‑11
	Re-attach for emergency bearer service
	approved
	A
	11.2.0
	IMS_EMER_GPRS_EPS

	SP-120236
	23.401
	2412
	1
	10.7.0
	Rel‑10
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	F
	10.8.0
	TEI10

	SP-120239
	23.401
	2421
	2
	11.1.0
	Rel‑11
	EAB indication from MME
	approved
	F
	11.2.0
	SIMTC

	SP-120251
	23.401
	2422
	3
	11.1.0
	Rel‑11
	Clarification on handling of Homogenous Support of IMS Over PS Sessions
	approved
	F
	11.2.0
	TEI11

	SP-120236
	23.401
	2425
	-
	11.1.0
	Rel‑11
	ISR deactivation for PGW-initiated Bearer Deactivation Procedure
	approved
	A
	11.2.0
	TEI10

	SP-120236
	23.401
	2426
	-
	10.7.0
	Rel‑10
	Fix wrong statement for the Reporting Action related storage
	approved
	F
	10.8.0
	TEI10

	SP-120251
	23.402
	1092
	2
	11.2.0
	Rel‑11
	Alignment of PMIP protocol stacks
	approved
	F
	11.3.0
	TEI11

	SP-120247
	23.402
	1100
	-
	11.2.0
	Rel‑11
	Clarification about non-supported emergency attach for SaMOG
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120247
	23.402
	1101
	1
	11.2.0
	Rel‑11
	Clarifications to EPS bearer identity with GTP based S2a
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120247
	23.402
	1102
	-
	11.2.0
	Rel‑11
	Clarifications for subscription data fetch in SaMOG case
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120247
	23.402
	1103
	-
	11.2.0
	Rel‑11
	Clarifications for PGW Update in SaMOG
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120247
	23.402
	1112
	2
	11.2.0
	Rel‑11
	TWAP for Trusted WLAN AAA Proxy and not for Trusted WLAN AAA Peer
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120243
	23.402
	1113
	-
	11.2.0
	Rel‑11
	Removal of CSG ID as a network provided location information parameter
	approved
	F
	11.3.0
	NWK-PL2IMS

	SP-120247
	23.402
	1114
	5
	11.2.0
	Rel‑11
	Clarification on Non-Seamless WLAN Offload authorization
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120251
	23.402
	1115
	1
	11.2.0
	Rel‑11
	Clarification for authentication behaviour for eHRPD HO to EPS
	approved
	F
	11.3.0
	TEI11

	SP-120247
	23.402
	1116
	1
	11.2.0
	Rel‑11
	Bearer model for PDN connectivity with GTP based S2a
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120247
	23.402
	1118
	1
	11.2.0
	Rel‑11
	Clarification of the APN usage if the PMIP-based S5/S8 is deployed.
	approved
	F
	11.3.0
	SaMOG_WLAN

	SP-120239
	23.682
	0001
	2
	11.0.0
	Rel‑11
	Deletion of the SMS-SC from the SCS related description
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0004
	2
	11.0.0
	Rel‑11
	Removal of unnecessary information in Table 5.3.1-1
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0006
	2
	11.0.0
	Rel‑11
	Overall corrections
	approved
	F
	11.1.0
	SIMTC

	SP-120240
	23.682
	0007
	1
	11.0.0
	Rel‑11
	Missing description of addressing in 23.682
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120239
	23.682
	0009
	2
	11.0.0
	Rel‑11
	Clarifications on Device Triggering
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0011
	2
	11.0.0
	Rel‑11
	Clarification for the reference point between HSS/HLR and MTC-IWF
	approved
	F
	11.1.0
	SIMTC

	SP-120240
	23.682
	0018
	2
	11.0.0
	Rel‑11
	Identifier and addressing usage
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120240
	23.682
	0021
	1
	11.0.0
	Rel‑11
	SIMTC with IP-SM-GW adaption for SMSMI work from Server to MSISDN-less IMS UE direction
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120239
	23.682
	0023
	2
	11.0.0
	Rel‑11
	Corrections of trigger flows
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0025
	2
	11.0.0
	Rel‑11
	External Identifier Usage
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0027
	2
	11.0.0
	Rel‑11
	Corrections to T4 interface requirements
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120239
	23.682
	0028
	2
	11.0.0
	Rel‑11
	Changes to clause 4.4
	approved
	F
	11.1.0
	SIMTC

	SP-120240
	23.682
	0030
	1
	11.0.0
	Rel‑11
	T4 triggering for PS-only IMS UE without MSISDN
	approved
	F
	11.1.0
	SIMTC-Reach

	SP-120239
	23.682
	0031
	-
	11.0.0
	Rel‑11
	Giving the MTC AAA to HSS/HLR reference point a name
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0032
	3
	11.0.0
	Rel‑11
	Backward compatibility with legacy SMS networks
	approved
	F
	11.1.0
	SIMTC

	SP-120239
	23.682
	0036
	1
	11.0.0
	Rel‑11
	Clarifications on Functionality of Network Elements
	approved
	F
	11.1.0
	SIMTC

	SP-120337
	23.682
	0040
	2
	11.0.0
	Rel‑11
	External Interface Security
	approved
	C
	11.1.0
	SIMTC

	SP-120337
	23.682
	0041
	1
	11.0.0
	Rel‑11
	CR to 23.682 on Network based solution for filtering SMS-delivered device trigger messages
	approved
	B
	11.1.0
	SIMTC
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	SP-120341
	33.102
	0244
	3
	11.2.0
	Rel‑11
	Revised rules for storing the START values on the ME
	approved
	F
	11.3.0
	SEC11

	SP-120341
	33.102
	0250
	-
	11.2.0
	Rel‑11
	Handling of COUNT-I/-C at rSRVCC to UTRAN/HSPA
	approved
	F
	11.3.0
	SEC11

	SP-120341
	33.102
	0251
	1
	11.2.0
	Rel‑11
	rSRVCC nonce transfer, security capability and AV handling for UTRAN/HSPA
	approved
	F
	11.3.0
	SEC11

	SP-120341
	33.102
	0252
	1
	11.2.0
	Rel‑11
	Handling of security contexts in ME at rSRVCC to UTRAN/HSPA
	approved
	F
	11.3.0
	SEC11

	SP-120341
	33.102
	0253
	-
	11.2.0
	Rel‑11
	Voiding Annex A
	approved
	F
	11.3.0
	SEC11

	SP-120336
	33.107
	0114a
	1
	11.1.0
	Rel‑11
	IMSI in untrusted non-3GPP access
	approved
	C
	11.2.0
	LI11

	SP-120336
	33.107
	0115
	1
	11.1.0
	Rel‑11
	SGs received location transfer over the X2 interface
	approved
	C
	11.2.0
	LI11

	SP-120336
	33.107
	0116
	2
	11.1.0
	Rel‑11
	UE IP Address at X2 interface
	approved
	F
	11.2.0
	LI11

	SP-120336
	33.107
	0117
	1
	11.1.0
	Rel‑11
	Handover indication at X2 interface
	approved
	F
	11.2.0
	LI11

	SP-120336
	33.107
	0118
	1
	11.1.0
	Rel‑11
	IMS Conference Services
	approved
	F
	11.2.0
	LI11

	SP-120336
	33.107
	0119
	1
	11.1.0
	Rel‑11
	IMS Provison of CC
	approved
	F
	11.2.0
	LI11

	SP-120336
	33.108
	0189
	2
	11.2.0
	Rel‑11
	CSFB Location transfer over the HI2 interface
	approved
	C
	11.3.0
	LI11

	SP-120336
	33.108
	0190
	2
	11.2.0
	Rel‑11
	PayloadType in CC header
	approved
	F
	11.3.0
	LI11

	SP-120336
	33.108
	0191
	1
	11.2.0
	Rel‑11
	UE Address Info in HI2
	approved
	F
	11.3.0
	LI11

	SP-120336
	33.108
	0192
	3
	11.2.0
	Rel‑11
	Handover indication at HI2 interface
	approved
	C
	11.3.0
	LI11

	SP-120336
	33.108
	0193
	1
	11.2.0
	Rel‑11
	IMS Conference Services
	approved
	F
	11.3.0
	LI11

	SP-120336
	33.108
	0194
	1
	11.2.0
	Rel‑11
	Correction on parameter name pMIPAttachTunnelDeactivation
	approved
	F
	11.3.0
	LI11

	SP-120336
	33.108
	0195
	1
	11.2.0
	Rel‑11
	Correction on delivery of encrypted CC in case of IMS media security
	approved
	F
	11.3.0
	LI11

	SP-120336
	33.108
	0196
	2
	11.2.0
	Rel‑11
	IMS Conference Services
	approved
	C
	11.3.0
	LI11

	SP-120336
	33.108
	0197
	3
	11.2.0
	Rel‑11
	Clarification for Serving Evolved Packet System Message Reporting
	approved
	F
	11.3.0
	LI11

	SP-120338
	33.141
	0012
	1
	10.0.0
	Rel‑12
	Update of Annex D for use with EPS
	approved
	C
	12.0.0
	SEC12

	SP-120338
	33.203
	0190
	1
	11.1.0
	Rel‑12
	Update for use with EPS
	approved
	C
	12.0.0
	SEC12

	SP-120338
	33.203
	0191
	1
	11.1.0
	Rel‑12
	Editorial Corrections and cleaning
	approved
	F
	12.0.0
	SEC12

	SP-120339
	33.203
	0193
	-
	10.2.0
	Rel‑10
	Cleanup of miss-implemented CRs
	approved
	F
	10.3.0
	TEI10

	SP-120339
	33.203
	0194
	-
	11.1.0
	Rel‑11
	Cleanup of miss-implemented CRs
	approved
	A
	11.2.0
	TEI10

	SP-120341
	33.203
	0195
	1
	11.1.0
	Rel‑12
	Clarification of IMS AKA usage for multiple registrations
	approved
	F
	12.0.0
	SEC11

	SP-120338
	33.210
	0042
	1
	11.3.0
	Rel‑12
	CR-Implementation requirements for IPsec authentication transforms
	approved
	C
	12.0.0
	SEC12

	SP-120340
	33.220
	0165
	2
	11.2.0
	Rel‑11
	Introduction of auth-int in GBA_Digest
	approved
	F
	11.3.0
	GBA-ext

	SP-120341
	33.220
	0166
	-
	11.2.0
	Rel‑11
	[33.220] Correction of TLS Extensions References to point toTS 33.310
	approved
	F
	11.3.0
	SEC11

	SP-120341
	33.220
	0167
	-
	11.2.0
	Rel‑11
	Correction of phrase describing Zn procedure
	approved
	F
	11.3.0
	SEC11

	SP-120340
	33.220
	0168
	-
	11.2.0
	Rel‑11
	NAF specific key derivation in GBA_Digest
	approved
	F
	11.3.0
	GBA-ext

	SP-120340
	33.220
	0169
	-
	11.2.0
	Rel‑11
	TMPI (temporary identity) support in GBA_Digest
	approved
	F
	11.3.0
	GBA-ext

	SP-120341
	33.222
	0035
	-
	11.0.0
	Rel‑11
	[33.222] Correction of TLS Extensions References to point toTS 33.310
	approved
	F
	11.1.0
	SEC11

	SP-120341
	33.234
	0121
	1
	11.3.0
	Rel‑11
	Removal of void references and duplicate text in IMS emergency call over I-WLAN
	approved
	F
	11.4.0
	SEC11

	SP-120341
	33.310
	0057
	-
	10.5.0
	Rel‑11
	Addition of TLS Extensions References to TS 33.310
	approved
	F
	11.0.0
	SEC11

	SP-120341
	33.310
	0058
	1
	10.5.0
	Rel‑11
	Addition of ciphersuite with hash function SHA256 and profile and reference to IETF RFC for psk-TLS
	approved
	B
	11.0.0
	SEC11

	SP-120342
	33.310
	0060
	1
	10.5.0
	Rel‑10
	Update of reference to CMP transport draft in IETF [Rel‑10]
	approved
	A
	10.6.0
	NDS_Backhaul

	SP-120341
	33.320
	0087
	-
	11.5.0
	Rel‑11
	Clarification of HeNB identity verification
	approved
	F
	11.6.0
	SEC11

	SP-120341
	33.320
	0088
	-
	11.5.0
	Rel‑11
	[33.320] Correction of TLS Extensions References to point toTS 33.310
	approved
	F
	11.6.0
	SEC11

	SP-120339
	33.320
	0091
	-
	11.5.0
	Rel‑11
	CR for TS 33.320 on H(e)NodeB Air interface activation
	approved
	F
	11.6.0
	TEI10

	SP-120339
	33.320
	0092
	-
	10.4.0
	Rel‑10
	CR for TS 33.320 on H(e)NodeB Air interface activation (R10)
	approved
	F
	10.5.0
	TEI10

	SP-120341
	33.401
	0494
	-
	11.3.0
	Rel‑11
	CR 33401Clarifying Un user plane ciphering
	approved
	F
	11.4.0
	SEC11

	SP-120341
	33.401
	0495
	1
	11.3.0
	Rel‑11
	Alignment of rSRVCC cases for HSPA and E-UTRAN
	approved
	F
	11.4.0
	SEC11

	SP-120339
	33.401
	0498
	1
	10.2.0
	Rel‑10
	Addition of confidentiality requirement for interfaces carrying subscriber specific sensitive data [Rel‑10]
	approved
	A
	10.3.0
	TEI10

	SP-120339
	33.401
	0499
	1
	11.3.0
	Rel‑11
	Addition of confidentiality requirement for interfaces carrying subscriber specific sensitive data [Rel‑11]
	approved
	A
	11.4.0
	TEI10

	SP-120343
	33.401
	0500
	-
	10.2.0
	Rel‑10
	Miscellaneous corrections with respect to relay nodes [Rel‑10]
	approved
	F
	10.3.0
	LTE_Relay-Sec

	SP-120343
	33.401
	0501
	-
	11.3.0
	Rel‑11
	Miscellaneous corrections with respect to relay nodes [Rel‑11]
	approved
	F
	11.4.0
	LTE_Relay-Sec

	SP-120341
	33.401
	0502
	1
	11.3.0
	Rel‑11
	Pending downlink UP data at intra-LTE TAU
	approved
	F
	11.4.0
	SEC11

	SP-120344
	33.402
	0109
	1
	11.3.1
	Rel‑11
	SaMOG 33.402 Changes
	approved
	B
	11.4.0
	SaMOG_WLAN-CN

	SP-120341
	33.402
	0110
	1
	11.3.1
	Rel‑11
	Clarification of trusted and untrusted definition
	approved
	F
	11.4.0
	SEC11

	SP-120345
	33.804
	0001
	-
	11.0.0
	Rel‑11
	CR to TR33.804 SSO for IMS based on SIP Digest
	approved
	F
	11.1.0
	FS_SSO_APS

	SP-120345
	33.804
	0002
	-
	11.0.0
	Rel‑11
	Minor corrections on evaluation of GBA_Digest
	approved
	F
	11.1.0
	FS_SSO_APS

	SP-120386
	33.828
	0003
	1
	9.1.0
	Rel‑11
	MIKEY IBAKE deferred delivery solution
	approved
	F
	11.0.0
	FS_eMEDIASEC

	SP-120386
	33.828
	0003
	1
	9.1.0
	Rel‑11
	MIKEY-IBAKE deferred delivery solution
	approved
	F
	11.0.0
	FS_eMEDIASEC
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	SP-120220
	26.114
	0131
	3
	10.3.0
	Rel‑10
	Correction of mapping b=AS when MBR can be greater than GBR
	approved
	F
	10.4.0
	ECSRA_LAA

	SP-120220
	26.114
	0132
	3
	11.3.0
	Rel‑11
	Correction of mapping b=AS when MBR can be greater than GBR
	approved
	A
	11.4.0
	ECSRA_LAA

	SP-120218
	26.114
	0192
	-
	9.8.0
	Rel‑9
	IP Version Node for 3GPP MTSINP MO
	approved
	F
	9.9.0
	M3A

	SP-120218
	26.114
	0193
	-
	10.3.0
	Rel‑10
	IP Version Node for 3GPP MTSINP MO
	approved
	F
	10.4.0
	M3A

	SP-120218
	26.114
	0194
	-
	11.3.0
	Rel‑11
	IP Version Node for 3GPP MTSINP MO
	approved
	F
	11.4.0
	M3A

	SP-120218
	26.114
	0195
	1
	9.8.0
	Rel‑9
	Bandwidth information for T.140 real-time text
	approved
	F
	9.9.0
	M3A

	SP-120218
	26.114
	0196
	1
	10.3.0
	Rel‑10
	Bandwidth information for T.140 real-time text
	approved
	A
	10.4.0
	M3A

	SP-120218
	26.114
	0197
	2
	11.3.0
	Rel‑11
	Bandwidth information for T.140 real-time text
	approved
	A
	11.4.0
	M3A

	SP-120217
	26.114
	0200
	1
	7.16.0
	Rel‑7
	Correction to H.264 RTP Payload Format References
	approved
	F
	7.17.0
	MTSI-MHI

	SP-120217
	26.114
	0201
	1
	8.10.2
	Rel‑8
	Correction to H.264 RTP Payload Format References
	approved
	A
	8.11.0
	MTSI-MHI

	SP-120217
	26.114
	0202
	1
	9.8.0
	Rel‑9
	Correction to H.264 RTP Payload Format References
	approved
	A
	9.9.0
	MTSI-MHI

	SP-120217
	26.114
	0203
	1
	10.3.0
	Rel‑10
	Correction to H.264 RTP Payload Format References
	approved
	A
	10.4.0
	MTSI-MHI

	SP-120217
	26.114
	0204
	1
	11.3.0
	Rel‑11
	Correction to H.264 RTP Payload Format References
	approved
	A
	11.4.0
	MTSI-MHI

	SP-120226
	26.114
	0212
	2
	11.3.0
	Rel‑11
	Reasons for Recommending a Subset of AMR/AMR-WB Codec Modes
	approved
	F
	11.4.0
	TEI11

	SP-120220
	26.114
	0213
	1
	10.3.0
	Rel‑10
	Computation of MBR/GBR for AMR and AMR-WB
	approved
	F
	10.4.0
	ECSRA_LAA

	SP-120220
	26.114
	0214
	1
	11.3.0
	Rel‑11
	Computation of MBR/GBR for AMR and AMR-WB
	approved
	F
	11.4.0
	ECSRA_LAA

	SP-120218
	26.114
	0215
	1
	10.3.0
	Rel‑10
	SID Packetizing Procedures
	approved
	F
	10.4.0
	M3A

	SP-120218
	26.114
	0216
	1
	11.3.0
	Rel‑11
	SID Packetizing Procedures
	approved
	A
	11.4.0
	M3A

	SP-120223
	26.202
	0005
	-
	10.0.0
	Rel‑10
	Correction of Example Text Regarding Number of Class A and B bits and RAB sub flows
	approved
	F
	10.1.0
	TEI10

	SP-120219
	26.234
	0202
	2
	9.8.0
	Rel‑9
	ContentProtection element update to signal version of DRM system
	approved
	F
	9.9.0
	PMA-MBS_Ext

	SP-120222
	26.237
	0067
	-
	10.4.0
	Rel‑10
	Corrections on Content Report Info Package
	approved
	F
	10.5.0
	OPT_IMS_PSS_MBMS_US

	SP-120224
	26.237
	0068
	2
	10.4.0
	Rel‑11
	Media Presentation Synchronization in MBMS
	approved
	B
	11.0.0
	EMM-IPME

	SP-120224
	26.237
	0069
	3
	10.4.0
	Rel‑11
	Media Presentation Synchronization in Inter-UE Session Replication
	approved
	B
	11.0.0
	EMM-IPME

	SP-120226
	26.244
	0043
	-
	10.2.0
	Rel‑11
	On Codecs Parameter in 3GP MIME Type
	approved
	F
	11.0.0
	TEI11

	SP-120221
	26.247
	0007
	3
	10.1.0
	Rel‑10
	Alignment with MPEG DASH
	approved
	F
	10.2.0
	HTTP_SDS

	SP-120221
	26.247
	0010
	1
	10.1.0
	Rel‑10
	Correction of Table Reference for Change Commands in MPD Deltas
	approved
	F
	10.2.0
	HTTP_SDS

	SP-120221
	26.247
	0012
	2
	10.1.0
	Rel‑10
	ContentProtection element update to signal version of DRM system
	approved
	F
	10.2.0
	HTTP_SDS

	SP-120219
	26.346
	0225
	1
	9.6.0
	Rel‑9
	Reception reporting corrections
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0226
	1
	10.3.0
	Rel‑10
	Reception reporting corrections
	approved
	A
	10.4.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0227
	1
	11.0.0
	Rel‑11
	Reception reporting corrections
	approved
	A
	11.1.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0228
	-
	9.6.0
	Rel‑9
	MBMS USD Schema correction
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0229
	-
	10.3.0
	Rel‑10
	MBMS USD Schema correction
	approved
	A
	10.4.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0230
	-
	11.0.0
	Rel‑11
	MBMS USD Schema correction
	approved
	A
	11.1.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0232
	1
	9.6.0
	Rel‑9
	MBMS Schedule Info corrections
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0233
	1
	10.3.0
	Rel‑10
	MBMS Schedule Info corrections
	approved
	A
	10.4.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0234
	1
	11.0.0
	Rel‑11
	MBMS Schedule Info corrections
	approved
	A
	11.1.0
	PMA-MBS_Ext

	SP-120224
	26.346
	0238
	2
	11.0.0
	Rel‑11
	Reception Report Aggregation
	approved
	C
	11.1.0
	EMM

	SP-120219
	26.346
	0239
	2
	9.6.0
	Rel‑9
	Initialisation Segment incorporation in AHS over MBMS
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-120224
	26.346
	0240
	2
	11.0.0
	Rel‑11
	MBMS File Repair Using Conventional HTTP Servers
	approved
	B
	11.1.0
	EMM-DDE

	SP-120219
	26.346
	0255
	4
	9.6.0
	Rel‑9
	MBMS Schema Compatibility Correction
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0256
	4
	10.3.0
	Rel‑10
	MBMS Schema Compatibility Correction
	approved
	A
	10.4.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0257
	4
	11.0.0
	Rel‑11
	MBMS Schema Compatibility Correction
	approved
	F
	11.1.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0258
	1
	9.6.0
	Rel‑9
	MBMS Metadata Envelope Correction
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0259
	1
	10.3.0
	Rel‑10
	MBMS Metadata Envelope Correction
	approved
	A
	10.4.0
	PMA-MBS_Ext

	SP-120219
	26.346
	0260
	1
	11.0.0
	Rel‑11
	MBMS Metadata Envelope Correction
	approved
	A
	11.1.0
	PMA-MBS_Ext
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	SP-120370
	32.103
	0001
	2
	10.0.0
	Rel‑11
	CR R11 32.103 Add relation description for Interface IRP and NRM IRP
	approved
	C
	11.0.0
	OAM-FMC-IRP

	SP-120362
	32.240
	0034
	-
	11.3.0
	Rel‑11
	CR R11 32240 Correction on Charging architecture with ePDG introduction - Alignment with 23.402
	approved
	F
	11.4.0
	CH11

	SP-120362
	32.240
	0035
	1
	11.3.0
	Rel‑11
	R11 CR 32.240 Correction on CDR generation
	approved
	F
	11.4.0
	CH11

	SP-120365
	32.240
	0036
	1
	11.3.0
	Rel‑11
	CR R11 32.240 Introduction of MME in Charging architecture for MTC
	approved
	B
	11.4.0
	SIMTC-CH

	SP-120374
	32.240
	0037
	1
	11.3.0
	Rel‑11
	Modification of Inter-Operator-Identifier (IOI) for RAVEL
	approved
	B
	11.4.0
	RAVEL-CH

	SP-120360
	32.250
	0030
	1
	9.4.0
	Rel‑9
	Rel‑10 CR 32.250 Related ICID for SRVCC
	approved
	A
	9.5.0
	CH9

	SP-120360
	32.250
	0031
	-
	9.4.0
	Rel‑9
	Rel‑9 CR 32.250 Related ICID for SRVCC
	approved
	F
	9.5.0
	CH9

	SP-120397
	32.250
	0032
	1
	9.4.0
	Rel‑11
	Rel‑11 CR 32.250 Add charging parameters for NetLoc
	approved
	B
	11.0.0
	NWK-PL2IMS_CH

	SP-120362
	32.251
	0229
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS architecture with ePDG introduction - Alignement with 23.402
	approved
	F
	11.3.0
	CH11

	SP-120362
	32.251
	0230
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS charging principles with ePDG introduction - Alignement with 23.402
	approved
	F
	11.3.0
	CH11

	SP-120362
	32.251
	0231
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS charging with ePDG Rf charging introduction - Alignement with 23.402
	approved
	F
	11.3.0
	CH11

	SP-120362
	32.251
	0232
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PGW charging with ePDG as serving Node - Alignement with 23.402
	approved
	F
	11.3.0
	CH11

	SP-120362
	32.251
	0233
	-
	11.2.0
	Rel‑11
	CR R11 32251 Correction to PS charging with ePDG CDR generation description - Alignement with 23.402
	approved
	F
	11.3.0
	CH11

	SP-120365
	32.251
	0234
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.251 MTC devices without MSISDN
	approved
	C
	11.3.0
	SIMTC-CH

	SP-120361
	32.251
	0235
	1
	10.8.0
	Rel‑10
	Rev of S5-120659 - R10 CR 32.251 correction in ACA message structure
	approved
	F
	10.9.0
	CH10

	SP-120361
	32.251
	0236
	1
	11.2.0
	Rel‑11
	Rev of S5-120661 - R11 CR 32.251 correction in ACA message structure
	approved
	A
	11.3.0
	CH10

	SP-120362
	32.251
	0237
	1
	11.2.0
	Rel‑11
	R11 CR 32.251 correction in visiting case description in CgChar in S-GW
	approved
	D
	11.3.0
	CH11

	SP-120360
	32.251
	0238
	1
	9.8.0
	Rel‑9
	Rel‑9 CR 32.251 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	F
	9.9.0
	CH9

	SP-120360
	32.251
	0239
	2
	10.8.0
	Rel‑10
	Rel‑10 CR 32.251 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	10.9.0
	CH9

	SP-120360
	32.251
	0240
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.251 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	11.3.0
	CH9

	SP-120362
	32.251
	0241
	1
	11.2.0
	Rel‑11
	R11 CR 32.251 Correction on CDR generation
	approved
	F
	11.3.0
	CH11

	SP-120362
	32.251
	0242
	-
	11.2.0
	Rel‑11
	CR R11 32.251 Correction to Charging Characteristics conveyance for Ro when serving Node is ePDG
	approved
	F
	11.3.0
	CH11

	SP-120362
	32.251
	0243
	1
	11.2.0
	Rel‑11
	CR R11 32.251 Correction to PS charging with ePDG charging (CDR, Rf) description - Alignement with 23.402
	approved
	F
	11.3.0
	CH11

	SP-120365
	32.251
	0244
	1
	11.2.0
	Rel‑11
	CR R11 32.251 Introduction of MME in PS Charging architecture for MTC
	approved
	B
	11.3.0
	SIMTC-CH

	SP-120365
	32.251
	0245
	1
	11.2.0
	Rel‑11
	CR R11 32.251 Introduction of MME offline charging for SMS
	approved
	B
	11.3.0
	SIMTC-CH

	SP-120360
	32.251
	0246
	1
	9.8.0
	Rel‑9
	Rel‑9 CR 32.251 Correction of IMSI Unauthenticated Flag usage in PS charging
	approved
	F
	9.9.0
	CH9

	SP-120360
	32.251
	0247
	1
	10.8.0
	Rel‑10
	Rel‑10 CR 32.251 Correction of IMSI Unauthenticated Flag usage in PS charging
	approved
	A
	10.9.0
	CH9

	SP-120360
	32.251
	0248
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.251 Correction of IMSI Unauthenticated Flag usage in PS charging
	approved
	A
	11.3.0
	CH9

	SP-120366
	32.260
	0146
	1
	11.3.0
	Rel‑11
	CR R11 32260 Flow description for single charging session from AS acting as B2BUA
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC

	SP-120366
	32.260
	0147
	1
	11.3.0
	Rel‑11
	CR R11 32260 Flow description for single charging session from SCC AS - originating and terminating
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC

	SP-120374
	32.260
	0148
	1
	11.3.0
	Rel‑11
	(Rev of S5-120761) R11 CR 32260 Add charging parameters for RAVEL
	approved
	C
	11.4.0
	RAVEL-CH

	SP-120397
	32.260
	0149
	3
	11.3.0
	Rel‑11
	Rel‑11 CR 32.260 Add charging parameters for NetLoc
	approved
	B
	11.4.0
	NWK-PL2IMS_CH

	SP-120359
	32.260
	0150
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32.260 Correction of List of Message Bodies
	approved
	F
	10.7.0
	CH8

	SP-120359
	32.260
	0151
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.260 Correction of List of Message Bodies
	approved
	A
	11.4.0
	CH8

	SP-120359
	32.260
	0152
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32.260 Correction of List of Message Bodies
	approved
	A
	10.7.0
	CH8

	SP-120359
	32.260
	0153
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.260 Correction of List of Message Bodies
	approved
	A
	11.4.0
	CH8

	SP-120366
	32.260
	0155
	-
	11.3.0
	Rel‑11
	CR R11 32.260 Flow description for SCC AS session transfert PS to CS and CS to PS - single charging session
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC

	SP-120366
	32.260
	0156
	-
	11.3.0
	Rel‑11
	CR R11 32.260 Flow description for SCC AS session establishment - CS+PS - single charging session
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC

	SP-120366
	32.260
	0157
	1
	11.3.0
	Rel‑11
	CR R11 32.260 Flow description for SCC AS session CS+PS transfer - single charging session
	approved
	B
	11.4.0
	UCHIMS_AS-SRVCC

	SP-120361
	32.271
	0012
	3
	10.0.0
	Rel‑10
	CR R10 32.274 Correction of Location Information field in LCS online charging CCR
	approved
	F
	10.1.0
	CH10

	SP-120362
	32.298
	0323
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Trusted WLAN alignment with 29.274
	approved
	F
	11.3.0
	CH11

	SP-120360
	32.298
	0324
	1
	9.11.0
	Rel‑9
	Rel‑10 CR 32.298 Related ICID for SRVCC
	approved
	F
	9.12.0
	CH9

	SP-120360
	32.298
	0325
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Related ICID for SRVCC
	approved
	A
	11.3.0
	CH9

	SP-120360
	32.298
	0327
	-
	9.11.0
	Rel‑9
	Rel‑9 CR 32.298 Related ICID for SRVCC
	approved
	F
	9.12.0
	CH9

	SP-120374
	32.298
	0328
	1
	11.2.0
	Rel‑11
	(Rev of S5-120769) R11 CR 32298 Add charging parameters for RAVEL
	approved
	B
	11.3.0
	RAVEL-CH

	SP-120360
	32.298
	0329
	1
	9.11.0
	Rel‑9
	Rel‑9 CR 32.298 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	F
	9.12.0
	CH9

	SP-120360
	32.298
	0330
	1
	10.8.0
	Rel‑10
	Rel‑10 CR 32.298 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	10.9.0
	CH9

	SP-120360
	32.298
	0331
	2
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	11.3.0
	CH9

	SP-120397
	32.298
	0332
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Add charging parameters for NetLoc
	approved
	B
	11.3.0
	NWK-PL2IMS_CH

	SP-120359
	32.298
	0333
	1
	8.14.0
	Rel‑8
	Rel‑8 CR 32.298 Correction of List of Message Bodies
	approved
	F
	8.15.0
	CH8

	SP-120359
	32.298
	0334
	1
	9.11.0
	Rel‑9
	Rel‑9 CR 32.298 Correction of List of Message Bodies
	approved
	A
	9.12.0
	CH8

	SP-120359
	32.298
	0335
	1
	10.8.0
	Rel‑10
	Rel‑10 CR 32.298 Correction of List of Message Bodies
	approved
	A
	10.9.0
	CH8

	SP-120359
	32.298
	0336
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.298 Correction of List of Message Bodies
	approved
	A
	11.3.0
	CH8

	SP-120362
	32.299
	0428
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Trusted WLAN alignment with 29.274
	approved
	F
	11.4.0
	CH11

	SP-120359
	32.299
	0429
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	A
	10.6.0
	CH8

	SP-120359
	32.299
	0430
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	A
	11.4.0
	CH8

	SP-120361
	32.299
	0432
	1
	10.5.0
	Rel‑10
	R10 CR 32.299 Corrections on AVP definitions
	approved
	F
	10.6.0
	CH10

	SP-120361
	32.299
	0433
	1
	11.3.0
	Rel‑11
	R11 CR 32.299 Corrections on AVP definitions
	approved
	A
	11.4.0
	CH10

	SP-120362
	32.299
	0434
	1
	10.5.0
	Rel‑10
	CR R10 32.299 Correction of Multiple Service Credit Control use
	approved
	F
	10.6.0
	CH11

	SP-120359
	32.299
	0435
	-
	8.16.0
	Rel‑8
	Rel‑9 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	F
	8.17.0
	CH8

	SP-120359
	32.299
	0436
	-
	8.16.0
	Rel‑8
	Rel‑8 CR 32.299 Correction of AVP usage, alignment with RFC 4006
	approved
	F
	8.17.0
	CH8

	SP-120359
	32.299
	0437
	-
	8.16.0
	Rel‑8
	Rel‑8 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	F
	8.17.0
	CH8

	SP-120359
	32.299
	0438
	1
	9.10.0
	Rel‑9
	Rel‑9 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	A
	9.11.0
	CH8

	SP-120359
	32.299
	0439
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	A
	10.6.0
	CH8

	SP-120359
	32.299
	0440
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Correction of diameter AVP usages, alignment with RFC 3588 and RFC 4006
	approved
	A
	11.4.0
	CH8

	SP-120360
	32.299
	0445
	1
	9.10.0
	Rel‑9
	Rel‑9 CR 32.299 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	F
	9.11.0
	CH9

	SP-120360
	32.299
	0446
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32.299 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	10.6.0
	CH9

	SP-120360
	32.299
	0447
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Correction on SGW and PGW Address reporting, alignment with 29.212
	approved
	A
	11.4.0
	CH9

	SP-120374
	32.299
	0448
	1
	11.3.0
	Rel‑11
	(Rev of S5-120770) R11 CR 32299 Add charging parameters for RAVEL
	approved
	B
	11.4.0
	RAVEL-CH

	SP-120362
	32.299
	0449
	1
	11.3.0
	Rel‑11
	R11 CR 32.299 Correction of Termination Action Procedure
	approved
	F
	11.4.0
	CH11

	SP-120397
	32.299
	0450
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32.299 Add charging parameters for NetLoc
	approved
	B
	11.4.0
	NWK-PL2IMS_CH

	SP-120361
	32.299
	0451
	1
	10.5.0
	Rel‑10
	CR R10 32.299 Correction on PDP-Address-Prefix-Length
	approved
	F
	10.6.0
	CH10

	SP-120361
	32.299
	0452
	-
	11.3.0
	Rel‑11
	CR R11 32.299 Correction on PDP-Address-Prefix-Length
	approved
	A
	11.4.0
	CH10

	SP-120358
	32.300
	0013
	-
	10.0.0
	Rel‑11
	CR R11 32300 on DN capilization
	approved
	F
	11.0.0
	OAM11

	SP-120368
	32.421
	0057
	1
	10.4.0
	Rel‑10
	CR 32.421 R10 Remove MDT Country Restriction
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-120368
	32.421
	0058
	1
	11.2.0
	Rel‑11
	CR 32.421 R11 Remove MDT Country Restriction
	approved
	A
	11.3.0
	OAM-PM-UE

	SP-120369
	32.421
	0059
	1
	11.2.0
	Rel‑11
	CR 32.421 R11 Remove MDT Country Restriction
	approved
	F
	11.3.0
	OAM-ePM-UE

	SP-120369
	32.421
	0060
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 32.421 Add MDT for Periodical sampling of network performance use case
	approved
	B
	11.3.0
	OAM-ePM-UE

	SP-120368
	32.422
	0198
	-
	10.7.0
	Rel‑10
	CR 32.422 R10 Remove MDT Country Restriction
	approved
	F
	10.8.0
	OAM-PM-UE

	SP-120368
	32.422
	0199
	-
	11.3.0
	Rel‑11
	CR 32.422 R11 Remove MDT Country Restriction
	approved
	A
	11.4.0
	OAM-PM-UE

	SP-120368
	32.422
	0200
	-
	10.7.0
	Rel‑10
	CR 32.422 R10 Align MDT Reporting
	approved
	F
	10.8.0
	OAM-PM-UE

	SP-120368
	32.422
	0201
	-
	11.3.0
	Rel‑11
	CR 32.422 R11 Align MDT Reporting
	approved
	A
	11.4.0
	OAM-PM-UE

	SP-120367
	32.422
	0202
	1
	8.7.0
	Rel‑8
	Rel‑8 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	F
	8.8.0
	OAM8-Trace

	SP-120367
	32.422
	0203
	1
	9.4.0
	Rel‑9
	Rel‑9 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	A
	9.5.0
	OAM8-Trace

	SP-120367
	32.422
	0204
	1
	10.7.0
	Rel‑10
	Rel‑10 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	A
	10.8.0
	OAM8-Trace

	SP-120367
	32.422
	0205
	1
	11.3.0
	Rel‑11
	Rel‑11 CR TS 32.422 Correcting the Trace Recording Session stopping mechanism in eNB
	approved
	A
	11.4.0
	OAM8-Trace

	SP-120369
	32.422
	0207
	-
	11.3.0
	Rel‑11
	Rel‑11 CR TS 32.422 editorial cleanup
	approved
	D
	11.4.0
	OAM-ePM-UE

	SP-120355
	32.425
	0099
	1
	8.7.0
	Rel‑8
	CR R8 32.425 Correction of RelActNbr measurement
	approved
	F
	8.8.0
	OAM8

	SP-120355
	32.425
	0100
	1
	9.8.0
	Rel‑9
	CR R9 32.425 Correction of RelActNbr measurement
	approved
	A
	9.9.0
	OAM8

	SP-120355
	32.425
	0101
	1
	10.6.0
	Rel‑10
	CR R10 32.425 Correction of RelActNbr measurement
	approved
	A
	10.7.0
	OAM8

	SP-120355
	32.425
	0103
	1
	8.7.0
	Rel‑8
	CR R8 32.425 Include HO in E-RAB measurements
	approved
	F
	8.8.0
	OAM8

	SP-120355
	32.425
	0104
	1
	9.8.0
	Rel‑9
	CR R9 32.425 Include HO in E-RAB measurements
	approved
	A
	9.9.0
	OAM8

	SP-120355
	32.425
	0105
	1
	10.6.0
	Rel‑10
	CR R10 32.425 Include HO in E-RAB measurements
	approved
	A
	10.7.0
	OAM8

	SP-120355
	32.425
	0106
	1
	11.2.0
	Rel‑11
	CR R11 32.425 Include HO in E-RAB measurements
	approved
	A
	11.3.0
	OAM8

	SP-120356
	32.425
	0107
	-
	9.8.0
	Rel‑9
	CR R9 32.425 Correction of IP throughput measurements
	approved
	F
	9.9.0
	OAM9

	SP-120356
	32.425
	0108
	-
	10.6.0
	Rel‑10
	CR R10 32.425 Correction of IP throughput measurements
	approved
	A
	10.7.0
	OAM9

	SP-120356
	32.425
	0109
	-
	11.2.0
	Rel‑11
	CR R11 32.425 Correction of IP throughput measurements
	approved
	A
	11.3.0
	OAM9

	SP-120358
	32.425
	0110
	2
	11.2.0
	Rel‑11
	Rel‑11 CR 32.425 Correction of E-RAB activity measurements used by Retainability KPI
	approved
	F
	11.3.0
	OAM11

	SP-120358
	32.425
	0111
	1
	11.2.0
	Rel‑11
	CR R11 32.425 Add number of E-RABs by incoming Hos
	approved
	B
	11.3.0
	OAM11

	SP-120363
	32.426
	0055
	1
	11.2.0
	Rel‑11
	CR R11 32.426 Correction of use case titles
	approved
	A
	11.3.0
	OAM-ePM-CN

	SP-120356
	32.426
	0056
	1
	9.3.0
	Rel‑9
	CR R9 32.426 Re-alignment with measurement template
	approved
	F
	9.4.0
	OAM9

	SP-120357
	32.426
	0057
	1
	10.3.0
	Rel‑10
	CR R10 32.426 Re-alignment with measurement template
	approved
	F
	10.4.0
	OAM10

	SP-120363
	32.426
	0058
	1
	11.2.0
	Rel‑11
	CR R11 32.426 Re-alignment with measurement template
	approved
	F
	11.3.0
	OAM-ePM-CN

	SP-120368
	32.442
	0214
	-
	10.4.0
	Rel‑10
	Rel‑10 CR TS 32.442 Alignment of the Anonymization parameter with TS 32.422
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-120368
	32.442
	0215
	-
	11.2.0
	Rel‑11
	Rel‑11 CR TS 32.442 Alignment of the Anonymization parameter with TS 32.422
	approved
	A
	11.3.0
	OAM-PM-UE

	SP-120368
	32.446
	0040
	-
	10.5.0
	Rel‑10
	Rel‑10 CR TS 32.446 Alignment of the Anonymization parameter with TS 32.422
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-120368
	32.446
	0041
	-
	11.2.0
	Rel‑11
	Rel‑11 CR TS 32.446 Alignment of the Anonymization parameter with TS 32.422
	approved
	A
	11.3.0
	OAM-PM-UE

	SP-120364
	32.522
	0078
	1
	11.1.0
	Rel‑11
	CR R11 TS 32.522 Adding coordination use case among CCO, COC and ESM
	approved
	B
	11.2.0
	OAM-SON-LTE_COORD

	SP-120358
	32.522
	0087
	-
	11.1.0
	Rel‑11
	CR 32.522 R11 Remove the EUTRANRelationSON in the UML
	approved
	F
	11.2.0
	OAM11

	SP-120364
	32.522
	0088
	1
	11.1.0
	Rel‑11
	CR 32.522 R11 Add Coordination scenario between SON functions below itf-N and CM operations over itf-N
	approved
	B
	11.2.0
	OAM-SON-LTE_COORD

	SP-120364
	32.522
	0091
	2
	11.1.0
	Rel‑11
	CR R11 32.522 Common SON coordination solution
	approved
	B
	11.2.0
	OAM-SON-LTE_COORD

	SP-120371
	32.522
	0092
	1
	11.1.0
	Rel‑11
	CR R11 32.522 Add time period configuration to allow inter-RAT energy saving
	approved
	B
	11.2.0
	OAM-IRAT-ESM

	SP-120371
	32.526
	0016
	3
	11.0.0
	Rel‑11
	CR R11 32.526 Add time period configuration to allow inter-RAT energy saving -Align with 32.522
	approved
	B
	11.1.0
	OAM-IRAT-ESM

	SP-120371
	32.551
	0019
	3
	11.0.0
	Rel‑11
	Rel‑11 CR 32.511 Clarify Inter-RAT Energy Saving Management requirement
	approved
	D
	11.1.0
	OAM-IRAT-ESM

	SP-120356
	32.592
	0020
	-
	11.1.0
	Rel‑11
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	11.2.0
	OAM9

	SP-120356
	32.592
	0021
	1
	9.2.0
	Rel‑9
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	9.3.0
	OAM9

	SP-120356
	32.592
	0022
	-
	10.5.0
	Rel‑10
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	10.6.0
	OAM9

	SP-120356
	32.592
	0023
	-
	11.1.0
	Rel‑11
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	A
	11.2.0
	OAM9

	SP-120372
	32.642
	0077
	1
	11.1.0
	Rel‑11
	CR R11 32.642 Add ANR switch management solution
	approved
	B
	11.2.0
	OAM-SON-UTRAN

	SP-120355
	32.643
	0041
	-
	8.2.0
	Rel‑8
	CR R8 32.643 Add the missing IOC EP_IuCS and EP_IuPS in IDL specification - Align with 32.642
	approved
	F
	8.3.0
	OAM8

	SP-120355
	32.645
	0041
	-
	8.1.0
	Rel‑8
	CR R8 32.645 Add the missing IOC EP_IuCS and EP_IuPS in XML schema - Align with 32.642
	approved
	F
	8.2.0
	OAM8

	SP-120355
	32.645
	0042
	-
	9.1.0
	Rel‑9
	CR R9 32.645 Add the missing IOC EP_IuCS and EP_IuPS in XML schema - Align with 32.642
	approved
	A
	9.2.0
	OAM8

	SP-120357
	32.646
	0041
	-
	10.4.0
	Rel‑10
	CR R10 32.646 Add the missing IOC EP_IuCS and EP_IuPS in XML schema - Align with 32.642
	approved
	F
	10.5.0
	OAM10

	SP-120372
	32.646
	0042
	1
	10.4.0
	Rel‑11
	CR R11 32.646 Add ANR switch management solution - Align with 32.642
	approved
	B
	11.0.0
	OAM-SON-UTRAN

	SP-120358
	32.762
	0077
	-
	11.1.0
	Rel‑11
	CR 32.762 Rel‑11 Remove superflous containment in UML
	approved
	D
	11.2.0
	OAM11

	SP-120357
	32.766
	0036
	-
	10.5.0
	Rel‑10
	CR R10 32.766 Add the missing attribute b2Threshold2UtraEcN0 in IDL specification - Align with 32.762
	approved
	F
	10.6.0
	OAM10

	SP-120357
	32.766
	0037
	-
	11.0.0
	Rel‑11
	CR R11 32.766 Add the missing attribute b2Threshold2UtraEcN0 in IDL specification - Align with 32.762
	approved
	A
	11.1.0
	OAM10


127 CRs (127 approved)

E.6
CRs under TSG SA responsibility to TSG SA#56

	CRs direct to TSG SA

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-120317
	21.801
	0033
	-
	11.0.0
	Rel‑11
	Page breaks before annexes
	approved
	F
	11.1.0
	TEI11

	SP-120318
	21.905
	0107
	-
	11.0.1
	Rel‑11
	Removal of invalid reference
	approved
	F
	11.1.0
	TEI11
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