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*** First Change ***

6.2.4
Serving-CSCF

When the S‑CSCF receives an Emergency Registration, the S‑CSCF determine the duration of the registration by checking the value of the Expires header in the received REGISTER request and based on local regulation or operator policy of the serving system.

NOTE 1:
The value of the emergency registration time is subject to local regulation and can be subject to roaming agreements.

The emergency registration shall be handled as normal IMS registrations with the following considerations:
· Upon emergency registration
If a normal registration for the user does not exist, the S-CSCF shall download corresponding user profile from HSS to ensure that HSS allocates S-CSCF name to this subscriber and the registration status is set to UNREGISTERED.
Otherwise, S-CSCF shall ensure that the registration status of the user is not changed in the HSS.
· Upon deregistration or expiration of the last normal session
If an emergency registration for the user still exists, the S-CSCF shall ensure that the HSS keeps S-CSCF name allocated to this subscriber and the registration status is set to UNREGISTERED.
· Upon expiration of an emergency registration
If a normal registration for the user still exists, the S-CSCF shall ensure that the registration status of the user is not changed in the HSS.
Otherwise, the S-CSCF can either de-register the user in HSS or keep the registration status of the user unchanged in the HSS.
When an S-CSCF receives a session initiated by a non-roaming subscriber marked as emergency session from a P-CSCF, the S-CSCF:

-
performs caller authentication in the same way as for any other sessions;

-
if required, uses filter criteria to route to AS;

-
and forwards the request to an E-CSCF.

When an S-CSCF receives a session marked as emergency session from an AS, the S-CSCF:

-
if required, uses filter criteria to route to other ASs;

-
and forwards the request to an E-CSCF.

NOTE 2:
The AS can initiate an emergency request on behalf of a non-roaming user, can convert private network traffic to public network traffic, or can interpret a number in private numbering plan and detect that the request is for emergency session.

*** Second Change ***

6.2.9 HSS

In the course of an emergency registration, the HSS shall not apply any barring condition and/or roaming restriction associated with the Public User Identity received in the emergency registration request.

The emergency registration shall be handled  with the considerations defined in clause 6.2.4.
*** End of Changes ***
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