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Annex F:
Status of all 3GPP CRs after TSG SA #59 Meeting (including GERAN #57)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-130155
	21.101
	0072
	-
	10.2.0
	Rel‑10
	Update to list of specs
	approved
	F
	10.3.0
	TEI10
	SP

	SP-130155
	21.101
	0073
	-
	10.2.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.0.0
	TEI11
	SP

	SP-130155
	21.201
	0012
	-
	10.2.0
	Rel‑10
	Update to list of specs
	approved
	F
	10.3.0
	TEI10
	SP

	SP-130155
	21.201
	0013
	-
	10.2.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.0.0
	TEI11
	SP

	SP-130155
	21.202
	0015
	-
	10.2.0
	Rel‑10
	Update to list of specs
	approved
	D
	10.3.0
	TEI10
	SP

	SP-130155
	21.202
	0016
	-
	10.2.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.0.0
	TEI11
	SP

	SP-130123
	22.011
	0191
	2
	11.2.0
	Rel‑11
	Overriding extended access barring
	approved
	F
	11.3.0
	TEI11
	S1

	SP-130110
	22.011
	0194
	2
	11.2.0
	Rel‑12
	Prevention of mobile-originating signalling and/or data traffic of UEs in E-UTRAN in connected mode based on the criteria for the access barring mechanisms
	approved
	B
	12.0.0
	PMOC
	S1

	SP-130123
	22.041
	0017
	1
	11.1.0
	Rel‑11
	Barring of Premium Rate Numbers
	approved
	F
	11.2.0
	TEI11
	S1

	SP-130106
	22.101
	0444
	-
	12.3.0
	Rel‑12
	Clarification of RAN user plane congestion definition
	approved
	D
	12.4.0
	UPCON
	S1

	SP-130112
	22.101
	0445
	3
	12.3.0
	Rel‑12
	Add Requirement on emergency IM CN subsystem
	approved
	B
	12.4.0
	ESID
	S1

	SP-130116
	22.115
	0067
	4
	11.6.0
	Rel‑12
	Add charging requirements
	approved
	B
	12.0.0
	ProSe
	S1

	SP-130107
	22.228
	0188
	1
	12.4.0
	Rel‑12
	Language and Modality Information for communications
	approved
	B
	12.5.0
	LangInfo
	S1

	SP-130116
	22.278
	0120
	7
	12.1.0
	Rel‑12
	Incorporation of ProSe Security, Authorization & Privacy Requirements
	approved
	B
	12.2.0
	ProSe
	S1

	SP-130116
	22.278
	0121
	3
	12.1.0
	Rel‑12
	Add WLAN assisted communication requirements
	approved
	B
	12.2.0
	ProSe
	S1

	SP-130116
	22.278
	0122
	6
	12.1.0
	Rel‑12
	Add definitions and abbreviations
	approved
	B
	12.2.0
	ProSe
	S1

	SP-130116
	22.278
	0123
	2
	12.1.0
	Rel‑12
	General Requirements for Proximity Services
	approved
	B
	12.2.0
	ProSe
	S1

	SP-130116
	22.278
	0124
	1
	12.1.0
	Rel‑12
	Public Safety Specific Requirements for Proximity Services
	approved
	B
	12.2.0
	ProSe
	S1

	SP-130104
	22.368
	0146
	2
	12.1.0
	Rel‑12
	Clarification and merge of Mobile Originated Only and Infrequent Mobile Terminated
	approved
	C
	12.2.0
	MTCe-SRM
	S1

	SP-130104
	22.368
	0147
	2
	12.1.0
	Rel‑12
	Moving MTC Priority Alarm into a generic requirement
	approved
	C
	12.2.0
	MTCe-SRM
	S1

	SP-130109
	22.368
	0148
	2
	12.1.0
	Rel‑12
	Clarification of requirements for the support of multiple service enablement frameworks
	approved
	D
	12.2.0
	MTCe-SIMSE
	S1

	SP-130119
	22.803
	0003
	6
	12.0.0
	Rel‑12
	FS_ProSe additional clarifying text for security related requirements
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0005
	1
	12.0.0
	Rel‑12
	"Clarify ""network coverage"" means ""E-UTRAN coverage"""
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0007
	1
	12.0.0
	Rel‑12
	Potential requirements consolidation - editorial changes
	approved
	D
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0008
	6
	12.0.0
	Rel‑12
	Potential requirements consolidation with some clarification
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0009
	1
	12.0.0
	Rel‑12
	"""Stabilty of link"" requirement for ProSE"
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0010
	1
	12.0.0
	Rel‑12
	Remove requirement that the id of the 3rd party applications developer needs to be stored
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0012
	2
	12.0.0
	Rel‑12
	Range class setting by the discoveree
	approved
	C
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0016
	1
	12.0.0
	Rel‑12
	Clarification in discussion of control paths for ProSe Communications in clause 4.2
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0018
	1
	12.0.0
	Rel‑12
	Service Continuity between Infrastructure and E-UTRA ProSe Communication paths - use case is missing a description section
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0019
	-
	12.0.0
	Rel‑12
	FS_ProSe: Operator A uses ProSe to Enhance Location and Presence Services - use case description in 5.1.7.1 is incorrectly phrased
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0031
	1
	12.0.0
	Rel‑12
	New WLAN Requirement: Accounting Data Collection
	approved
	C
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0036
	1
	12.0.0
	Rel‑12
	Correction to Control paths for ProSe Communication
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0037
	3
	12.0.0
	Rel‑12
	Clarification of what ProSe capability feature stands for
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0039
	2
	12.0.0
	Rel‑12
	Merge similar Potential requirement
	approved
	D
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0040
	3
	12.0.0
	Rel‑12
	Public Safety end-user visibility of path switch
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0041
	1
	12.0.0
	Rel‑12
	"Clarify what ""configured"" stands for"
	approved
	D
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0044
	4
	12.0.0
	Rel‑12
	"Rewording of ""direct link"" into proSe Communication"
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0046
	2
	12.0.0
	Rel‑12
	Editorial Updates to Requirements
	approved
	D
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0047
	3
	12.0.0
	Rel‑12
	Updates to the Requirement Related to Charging for Service Continuity
	approved
	B
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0048
	1
	12.0.0
	Rel‑12
	"Definition of ""range class"""
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0049
	-
	12.0.0
	Rel‑12
	ProSe Group - use case has orphaned text in the potential requirements section
	approved
	D
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0050
	-
	12.0.0
	Rel‑12
	The ProSe Communication path is a E-UTRAN path
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0051
	-
	12.0.0
	Rel‑12
	UE with Multiple One-to-One Direct User Traffic Sessions in Public Safety Spectrum Dedicated to ProSe - use case potential requirement clarification
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0052
	1
	12.0.0
	Rel‑12
	"On the use of the term ""Public Safety Spectrum Dedicated to ProSe"" in the use cases in sections 5.2.5 and 5.2.6"
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0053
	-
	12.0.0
	Rel‑12
	On missing statements pertaining to Network coverage (or otherwise) of UEs in the Public Safety use cases
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0054
	2
	12.0.0
	Rel‑12
	Additional clarifying text for public safety potential requirements
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0055
	-
	12.0.0
	Rel‑12
	Remaining details of the Co-existence of ProSe Communication and E-UTRAN communication Public Safety use case
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0057
	2
	12.0.0
	Rel‑12
	General corrections to sections 1, 2, and 4
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0058
	2
	12.0.0
	Rel‑12
	General corrections to clause 5.1
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0059
	1
	12.0.0
	Rel‑12
	General corrections to clause 5.2
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0060
	2
	12.0.0
	Rel‑12
	General corrections to clause 6
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0061
	-
	12.0.0
	Rel‑12
	Definitions for ProSe relay types
	approved
	F
	12.1.0
	FS_ProSe
	S1

	SP-130119
	22.803
	0063
	-
	12.0.0
	Rel‑12
	Addition of ProSe relay dimensioning requirements to TR 22.803
	approved
	C
	12.1.0
	FS_ProSe
	S1

	CP-130024
	23.003
	0346
	5
	11.4.0
	Rel‑11
	MME FQDN clarification
	approved
	F
	11.5.0
	TEI11
	C4

	CP-130031
	23.007
	0218
	1
	11.4.0
	Rel‑12
	Corrections to reference error for periodic location update timer
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130033
	23.007
	0220
	1
	11.4.0
	Rel‑12
	MME/SGSN behaviour upon MBMS‑GW restart
	approved
	F
	12.0.0
	eMBMS_Rest
	C4

	CP-130033
	23.007
	0221
	1
	11.4.0
	Rel‑12
	eMBMS service restoration upon MCE failure or M3AP path failure
	approved
	B
	12.0.0
	eMBMS_Rest
	C4

	CP-130033
	23.007
	0222
	1
	11.4.0
	Rel‑12
	eMBMS service restoration upon MME/SGSN restart
	approved
	B
	12.0.0
	eMBMS_Rest
	C4

	CP-130033
	23.007
	0223
	2
	11.4.0
	Rel‑12
	Sm path failure handling
	approved
	B
	12.0.0
	eMBMS_Rest
	C4

	CP-130024
	23.007
	0224
	1
	11.4.0
	Rel‑11
	SGSN handling of VLR restart
	approved
	F
	11.5.0
	TEI11
	C4

	CP-130019
	23.007
	0225
	1
	11.4.0
	Rel‑11
	Fixing editor's notes in SGW restoration procedure
	approved
	F
	11.5.0
	eNR_EPC
	C4

	CP-130019
	23.007
	0226
	1
	11.4.0
	Rel‑11
	The inclusion of the MME S4-SGSN identifier IE
	approved
	F
	11.5.0
	eNR_EPC
	C4

	CP-130012
	23.008
	0395
	1
	8.12.0
	Rel‑8
	removal of the IMS service level trace feature
	approved
	F
	8.13.0
	TEI8
	C4

	CP-130012
	23.008
	0396
	-
	9.6.0
	Rel‑9
	removal of the IMS service level trace feature
	approved
	A
	9.7.0
	TEI8
	C4

	CP-130012
	23.008
	0397
	-
	10.5.0
	Rel‑10
	removal of the IMS service level trace feature
	approved
	A
	10.6.0
	TEI8
	C4

	CP-130022
	23.008
	0398
	1
	11.6.0
	Rel‑11
	EPS Subscribed QoS profile
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130020
	23.015
	0015
	1
	11.1.0
	Rel‑11
	Updating Default APN by HSS when Barring of access to all except some specific APNs applied
	approved
	F
	11.2.0
	TEI11
	C4

	CP-130023
	23.015
	0016
	1
	11.1.0
	Rel‑11
	Barring of Access to All Except Some Specific APNs
	approved
	F
	11.2.0
	TEI11
	C4

	CP-130023
	23.015
	0017
	-
	11.1.0
	Rel‑11
	ODB Not Applied to Emergency Bearer Services
	approved
	F
	11.2.0
	TEI11
	C4

	CP-130031
	23.018
	0193
	1
	11.3.0
	Rel‑12
	MTRR for normal 2G/3G MT call
	approved
	C
	12.0.0
	TEI12
	C4

	CP-130015
	23.018
	0194
	3
	11.3.0
	Rel‑10
	MTRF to for normal 2G and 3G MT call
	revised
	F
	
	MTRF
	C4

	CP-130016
	23.018
	0194
	4
	10.3.0
	Rel‑10
	MTRF for normal 2G and 3G MT call
	approved
	F
	10.4.0
	MTRF
	C4

	CP-130015
	23.018
	0195
	2
	11.3.0
	Rel‑11
	MTRF to for normal 2G and 3G MT call
	revised
	A
	
	MTRF
	C4

	CP-130017
	23.018
	0195
	3
	11.3.0
	Rel‑11
	MTRF for normal 2G and 3G MT call
	approved
	A
	11.4.0
	TEI11
	C4

	CP-130031
	23.018
	0196
	1
	11.3.0
	Rel‑12
	MTRF to for normal 2G and 3G MT call
	approved
	C
	12.0.0
	TEI12
	C4

	CP-130109
	23.040
	0135
	3
	11.4.0
	Rel‑11
	Device triggering using TP-PID
	revised
	F
	
	SIMTC-Reach
	C1

	CP-130086
	23.040
	0135
	5
	11.4.0
	Rel‑11
	Device triggering using TP-PID
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-130108
	23.040
	0136
	1
	11.4.0
	Rel‑11
	Correction of S6c reference
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C1

	CP-130115
	23.041
	0115
	4
	11.5.0
	Rel‑11
	Warning message reception in Limited Service
	approved
	F
	11.6.0
	TEI11, ETWS, PWS-St3
	C1

	CP-130115
	23.041
	0119
	2
	11.4.0
	Rel‑11
	Correction for Warning Area List
	revised
	F
	
	TEI11
	C1

	CP-130180
	23.041
	0119
	3
	11.5.0
	Rel‑11
	Correction for Warning Area List
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130125
	23.041
	0120
	2
	12.0.0
	Rel‑12
	Correction for Warning Area List
	approved
	A
	12.1.0
	TEI11
	C1

	CP-130129
	23.041
	0123
	2
	12.0.0
	Rel‑12
	Clause 9.4.3 for E-UTRAN
	approved
	F
	12.1.0
	TEI12, PWS-St3
	C1

	CP-130115
	23.041
	0124
	2
	12.0.0
	Rel‑12
	Warning message reception in Limited Service
	approved
	A
	12.1.0
	TEI11, ETWS, PWS-St3
	C1

	SP-130083
	23.060
	1733
	4
	11.4.0
	Rel‑11
	User Location Information Age
	approved
	F
	11.5.0
	NWK-PL2IMS
	S2

	SP-130078
	23.060
	1740
	-
	8.16.0
	Rel‑8
	Restricting Inter RAT handover and release-with-redirection from GERAN to E-UTRAN
	approved
	F
	8.17.0
	SAES
	S2

	SP-130078
	23.060
	1741
	-
	9.13.0
	Rel‑9
	Restricting Inter RAT handover and release-with-redirection from GERAN to E-UTRAN
	approved
	A
	9.14.0
	SAES
	S2

	SP-130078
	23.060
	1742
	-
	10.10.0
	Rel‑10
	Restricting Inter RAT handover and release-with-redirection from GERAN to E-UTRAN
	approved
	A
	10.11.0
	SAES
	S2

	SP-130078
	23.060
	1743
	-
	11.4.0
	Rel‑11
	Restricting Inter RAT handover and release-with-redirection from GERAN to E-UTRAN
	approved
	A
	11.5.0
	SAES
	S2

	SP-130088
	23.060
	1744
	2
	11.4.0
	Rel‑11
	Alignment with Stage 3 of 3G DT handling at PDP Context Activation to avoid IOT problem
	approved
	F
	11.5.0
	TEI11, SAES
	S2

	SP-130089
	23.060
	1751
	2
	11.4.0
	Rel‑12
	Extension of SIPTO permission for SIPTO at the local network
	approved
	B
	12.0.0
	LIMONET
	S2

	SP-130089
	23.060
	1756
	2
	11.4.0
	Rel‑12
	Support of SIPTO at the Local Network
	approved
	B
	12.0.0
	LIMONET
	S2

	SP-130093
	23.060
	1757
	3
	11.4.0
	Rel‑12
	Clarifying inter-operator charging requirements
	approved
	B
	12.0.0
	TEI12
	S2

	SP-130100
	23.060
	1758
	-
	8.16.0
	Rel‑8
	ULI age removal
	approved
	F
	8.17.0
	SAES
	S2

	SP-130100
	23.060
	1759
	-
	9.13.0
	Rel‑9
	ULI age removal
	approved
	A
	9.14.0
	SAES
	S2

	SP-130100
	23.060
	1760
	-
	10.10.0
	Rel‑10
	ULI age removal
	approved
	A
	10.11.0
	SAES
	S2

	CP-130129
	23.122
	0229
	2
	11.4.0
	Rel‑12
	EHPLMN selection clarification
	approved
	F
	12.0.0
	TEI12
	C1

	SP-130082
	23.139
	0037
	2
	11.3.0
	Rel‑11
	PCRF initiated S15 session modification
	approved
	F
	11.4.0
	BBAI
	S2

	SP-130082
	23.139
	0039
	1
	11.3.0
	Rel‑11
	Alignment of BBAI H(e)NB Local IP Address Signalling with RAN WG3 decisions
	approved
	F
	11.4.0
	BBAI
	S2

	SP-130092
	23.203
	0782
	1
	11.8.0
	Rel‑12
	Time Based Usage Monitoring
	approved
	C
	12.0.0
	UMONC
	S2

	SP-130092
	23.203
	0784
	2
	11.8.0
	Rel‑12
	Usage Monitoring via Online Charging System (OCS)
	approved
	D
	12.0.0
	UMONC
	S2

	SP-130082
	23.203
	0785
	2
	11.8.0
	Rel‑11
	PCRF initiated GCS termination in 23 203
	approved
	F
	11.9.0
	BBAI
	S2

	SP-130082
	23.203
	0786
	2
	11.8.0
	Rel‑11
	BPCF initiates Gateway Control and QoS Rule request procedure for HNB CS traffic
	approved
	F
	11.9.0
	BBAI
	S2

	SP-130086
	23.203
	0790
	2
	11.8.0
	Rel‑11
	TWAN Location Information over Gx
	approved
	F
	11.9.0
	SaMOG_WLAN
	S2

	SP-130083
	23.203
	0791
	2
	11.8.0
	Rel‑11
	User Location Information Age
	approved
	F
	11.9.0
	NWK-PL2IMS
	S2

	SP-130082
	23.203
	0792
	-
	11.8.0
	Rel‑11
	Alignment of BBAI H(e)NB Local IP Address Signalling with RAN WG3 decisions
	approved
	F
	11.9.0
	BBAI
	S2

	SP-130091
	23.204
	0097
	1
	12.0.0
	Rel‑12
	Clarification on MSISDN-less SMS operation
	approved
	F
	12.1.0
	SMSMI
	S2

	SP-130084
	23.216
	0310
	1
	11.7.0
	Rel‑11
	Corrections to vSRVCC procedure from E-UTRAN to UTRAN with PS HO support
	approved
	F
	11.8.0
	vSRVCC
	S2

	SP-130088
	23.216
	0311
	1
	11.7.0
	Rel‑11
	Correct description of the impact on P-GW due to SRVCC
	approved
	F
	11.8.0
	TEI11
	S2

	CP-130127
	23.218
	0168
	1
	12.0.0
	Rel‑12
	Interface IM-SSF / HSS with Diameter
	approved
	B
	12.1.0
	IMS_SSFDD
	C1

	SP-130093
	23.228
	1028
	-
	11.7.0
	Rel‑12
	Invocation of AS hosting a PSI
	approved
	B
	12.0.0
	TEI12
	S2

	SP-130087
	23.237
	0456
	-
	11.6.0
	Rel‑11
	I2 registration for rSRVCC
	approved
	F
	11.7.0
	rSRVCC
	S2

	SP-130087
	23.237
	0457
	-
	12.1.0
	Rel‑12
	I2 registration for rSRVCC
	approved
	A
	12.2.0
	rSRVCC
	S2

	SP-130085
	23.251
	0086
	2
	11.4.0
	Rel‑11
	Further consideration on the network sharing impact on the CSFB
	approved
	F
	11.5.0
	Full_MOCN-GERAN
	S2

	SP-130085
	23.251
	0087
	2
	11.4.0
	Rel‑11
	CDRs needs to reflect whether the core network operator was selected by a UE or allocated by the network to a UE
	approved
	F
	11.5.0
	FULL_MOCN-GERAN
	S2

	SP-130085
	23.251
	0089
	4
	11.4.0
	Rel‑11
	Indicating selected PLMN to target BSC during handover
	approved
	C
	11.5.0
	FULL_MOCN-GERAN
	S2

	SP-130079
	23.271
	0397
	-
	9.7.0
	Rel‑9
	Use of non-dialable callback number at SR-VCC handover of emergency call.
	approved
	F
	9.8.0
	TEI9
	S2

	SP-130079
	23.271
	0398
	-
	10.3.0
	Rel‑10
	Use of non-dialable callback number at SR-VCC handover of emergency call.
	approved
	A
	10.4.0
	TEI9
	S2

	SP-130079
	23.271
	0399
	-
	11.1.0
	Rel‑11
	Use of non-dialable callback number at SR-VCC handover of emergency call.
	approved
	A
	11.2.0
	TEI9
	S2

	SP-130085
	23.272
	0848
	-
	11.3.0
	Rel‑11
	Correction of when the MME shall send the CS domain operator to the VLR in case of network sharing
	approved
	F
	11.4.0
	FULL_MOCN-GERAN
	S2

	SP-130081
	23.272
	0849
	-
	10.9.0
	Rel‑10
	Correction to enhanced CSFB to 1xRTT
	approved
	F
	10.10.0
	TEI10, SAES-CSFB
	S2

	SP-130081
	23.272
	0850
	-
	11.3.0
	Rel‑11
	Correction to enhanced CSFB to 1xRTT
	approved
	A
	11.4.0
	TEI10, SAES-CSFB
	S2

	SP-130080
	23.272
	0855
	-
	10.9.0
	Rel‑10
	Priority setting for 1xCSFB correction
	approved
	F
	10.10.0
	eMPS
	S2

	SP-130080
	23.272
	0856
	-
	11.3.0
	Rel‑11
	Priority setting for 1xCSFB correction
	approved
	A
	11.4.0
	eMPS
	S2

	SP-130088
	23.292
	0195
	1
	11.4.0
	Rel‑11
	Correction on the Call Waiting in the ICS
	approved
	F
	11.5.0
	TEI11
	S2

	SP-130088
	23.292
	0196
	1
	12.0.0
	Rel‑12
	Correction on the Call Waiting in the ICS
	approved
	A
	12.1.0
	TEI11
	S2

	SP-130083
	23.401
	2490
	5
	11.4.0
	Rel‑11
	User Location Information Age
	approved
	F
	11.5.0
	NWK-PL2IMS
	S2

	SP-130081
	23.401
	2497
	2
	10.9.0
	Rel‑10
	Delayed reporting of Serving Network, and UE Time Zone
	approved
	F
	10.10.0
	TEI10
	S2

	SP-130081
	23.401
	2498
	2
	11.4.0
	Rel‑11
	Delayed reporting of Serving Network, and UE Time Zone
	approved
	A
	11.5.0
	TEI10
	S2

	SP-130088
	23.401
	2501
	2
	11.4.0
	Rel‑11
	Membership verification during Path Switch Request procedure
	approved
	F
	11.5.0
	TEI11
	S2

	SP-130089
	23.401
	2507
	2
	11.4.0
	Rel‑12
	Extension of SIPTO permission for SIPTO at the local network
	approved
	B
	12.0.0
	LIMONET
	S2

	SP-130089
	23.401
	2508
	1
	11.4.0
	Rel‑12
	Support of SIPTO at the Local Network
	approved
	B
	12.0.0
	LIMONET
	S2

	SP-130093
	23.401
	2509
	3
	11.4.0
	Rel‑12
	Clarifying inter-operator charging requirements
	approved
	B
	12.0.0
	TEI12
	S2

	SP-130100
	23.401
	2510
	2
	8.17.0
	Rel‑8
	ULI age removal
	approved
	F
	8.18.0
	SAES
	S2

	SP-130100
	23.401
	2511
	-
	9.14.0
	Rel‑9
	ULI age removal
	approved
	A
	9.15.0
	SAES
	S2

	SP-130100
	23.401
	2512
	-
	10.9.0
	Rel‑10
	ULI age removal
	approved
	A
	10.10.0
	SAES
	S2

	SP-130086
	23.402
	1148
	-
	11.5.0
	Rel‑11
	SSID in Location Information for SaMOG user
	approved
	F
	11.6.0
	SaMOG_WLAN
	S2

	SP-130090
	23.402
	1152
	2
	11.5.0
	Rel‑12
	Introduction of Inter-APN Routing Policies
	approved
	B
	12.0.0
	OPIIS
	S2

	CP-130129
	24.008
	2304
	1
	12.0.0
	Rel‑12
	Correction of the use of RRC establishment cause
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130115
	24.008
	2305
	2
	11.5.0
	Rel‑11
	Correction and cleanup of maximum number of context procedures
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130115
	24.008
	2306
	2
	12.0.0
	Rel‑12
	Correction and cleanup of maximum number of context procedures
	approved
	A
	12.1.0
	TEI11
	C1

	CP-130183
	24.008
	2307
	3
	12.0.0
	Rel‑12
	LU after intersystem change from S1
	revised
	F
	
	SAES3-CSFB
	C1

	CP-130129
	24.008
	2307
	4
	12.0.0
	Rel‑12
	LU after intersystem change from S1
	revised
	F
	
	TEI12
	C1

	CP-130187
	24.008
	2307
	6
	12.0.0
	Rel‑12
	LU after intersystem change from S1
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130129
	24.008
	2308
	1
	12.0.0
	Rel‑12
	Spelling of mobile reachable timer
	approved
	D
	12.1.0
	TEI12
	C1

	CP-130108
	24.008
	2309
	-
	11.5.0
	Rel‑11
	Correction of reference to 29.272
	approved
	F
	11.6.0
	SIMTC-PS_Only
	C1

	CP-130108
	24.008
	2310
	-
	12.0.0
	Rel‑12
	Correction of reference to 29.272
	approved
	A
	12.1.0
	SIMTC-PS_Only
	C1

	CP-130103
	24.008
	2311
	2
	10.9.0
	Rel‑10
	"Corrections for attachment of user connection in ""call delivered"" state for SRVCC."
	approved
	F
	10.10.0
	aSRVCC
	C1

	CP-130103
	24.008
	2312
	2
	11.5.0
	Rel‑11
	"Corrections for attachment of user connection in ""call delivered"" state for SRVCC."
	approved
	A
	11.6.0
	aSRVCC
	C1

	CP-130103
	24.008
	2313
	2
	12.0.0
	Rel‑12
	"Corrections for attachment of user connection in ""call delivered"" state for SRVCC."
	approved
	A
	12.1.0
	aSRVCC
	C1

	CP-130124
	24.008
	2314
	2
	12.0.0
	Rel‑12
	Addition of SRVCC in the pre-alerting (before ringing) phase.
	approved
	B
	12.1.0
	bSRVCC
	C1

	CP-130125
	24.008
	2315
	2
	12.0.0
	Rel‑12
	LAU trigger for the case the MS is in 2G/3G when T3423 expires
	approved
	D
	12.1.0
	SAES3
	C1

	CP-130125
	24.008
	2316
	3
	12.0.0
	Rel‑12
	Correction to ISR handling during PS handover
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130132
	24.008
	2330
	2
	12.0.0
	Rel‑12
	Specification of value of timer T322
	revised
	F
	
	TEI12
	C1

	CP-130138
	24.008
	2330
	3
	12.0.0
	Rel‑12
	Specification of value of timer T322
	revised
	F
	
	TEI12
	C1

	CP-130189
	24.008
	2330
	4
	12.0.0
	Rel‑12
	Specification of value of timer T322
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130129
	24.008
	2331
	-
	12.0.0
	Rel‑12
	Clarification to timer T3312 in the time timer table
	revised
	F
	
	TEI12
	C1

	CP-130184
	24.008
	2331
	1
	12.0.0
	Rel‑12
	Clarification to timer T3312 in the time timer table
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130129
	24.008
	2335
	1
	12.0.0
	Rel‑12
	Abnormal case handling when in NMOII LAU/RAU fails but RAU/LAU succeeds
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130129
	24.008
	2336
	2
	12.0.0
	Rel‑12
	GPRS MS in NMO I and the ATT flag
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130129
	24.008
	2338
	1
	12.0.0
	Rel‑12
	Stopping T3340 when radio bearers are established
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130129
	24.008
	2339
	1
	12.0.0
	Rel‑12
	Correction to the ATT flag description
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130112
	24.008
	2340
	2
	11.5.0
	Rel‑11
	Mobile CS to PS SRVCC capability
	approved
	B
	11.6.0
	rSRVCC-CT
	C1

	CP-130112
	24.008
	2341
	2
	12.0.0
	Rel‑12
	Mobile CS to PS SRVCC capability
	approved
	A
	12.1.0
	rSRVCC-CT
	C1

	CP-130130
	24.109
	0053
	1
	11.2.0
	Rel‑12
	Correction of header field names in flows
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130111
	24.139
	0004
	-
	11.1.0
	Rel‑11
	Update the Non-seamless WLAN Offload procedure
	approved
	F
	11.2.0
	BBAI_BBI-CT
	C1

	CP-130111
	24.139
	0005
	-
	11.1.0
	Rel‑11
	Correction on Tunnel modification procedure
	approved
	F
	11.2.0
	BBAI_BBI-CT
	C1

	CP-130116
	24.173
	0092
	-
	11.4.0
	Rel‑11
	Reference update: RFC 6809
	approved
	F
	11.5.0
	TEI11
	C1

	CP-130093
	24.229
	4138
	6
	10.10.0
	Rel‑10
	IBCF don't change the dialog-ID
	approved
	A
	10.11.0
	IMS-Cont
	C1

	CP-130093
	24.229
	4139
	6
	11.6.0
	Rel‑11
	IBCF don't change the dialog-ID
	approved
	A
	11.7.0
	IMS-Cont
	C1

	CP-130117
	24.229
	4238
	3
	11.6.0
	Rel‑11
	Network provided cell identity for UTRAN
	approved
	F
	11.7.0
	NWK-PL2IMS_CT
	C1

	CP-130110
	24.229
	4246
	4
	11.6.0
	Rel‑11
	Specification of ISC gateway function - SIP procedures
	approved
	B
	11.7.0
	VINE-CT1
	C1

	CP-130155
	24.229
	4246
	5
	11.6.0
	Rel‑11
	Specification of ISC gateway function - SIP procedures
	withdrawn
	B
	
	VINE-CT1
	C1

	CP-130117
	24.229
	4301
	5
	11.6.0
	Rel‑11
	Network provided Geographical Identifier
	approved
	F
	11.7.0
	NWK-PL2IMS_CT
	C1

	CP-130099
	24.229
	4312
	4
	9.14.0
	Rel‑9
	Correct determination of the status of being available for voice over PS
	approved
	F
	9.15.0
	TEI9
	C1

	CP-130099
	24.229
	4313
	4
	10.10.0
	Rel‑10
	Correct determination of the status of being available for voice over PS
	approved
	A
	10.11.0
	TEI9
	C1

	CP-130099
	24.229
	4314
	4
	11.6.0
	Rel‑11
	Correct determination of the status of being available for voice over PS
	approved
	A
	11.7.0
	TEI9
	C1

	CP-130116
	24.229
	4315
	3
	11.6.0
	Rel‑11
	Correcting availability for calls when dedicated bearer suitable for SIP signalling is used
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130117
	24.229
	4324
	1
	11.6.0
	Rel‑11
	P-CSCF handling of PANI in case PCRF is used
	approved
	F
	11.7.0
	NWK-PL2IMS_CT
	C1

	CP-130098
	24.229
	4325
	1
	9.14.0
	Rel‑9
	Security Client header in case of Media Sec
	approved
	F
	9.15.0
	MEDIASEC_CORE
	C1

	CP-130098
	24.229
	4326
	1
	10.6.0
	Rel‑10
	Security Client header in case of Media Sec
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-130179
	24.229
	4326
	2
	10.10.0
	Rel‑10
	Security Client header in case of Media Sec
	approved
	A
	10.11.0
	MEDIASEC_CORE
	C1

	CP-130098
	24.229
	4327
	1
	11.6.0
	Rel‑11
	Security Client header in case of Media Sec
	approved
	A
	11.7.0
	MEDIASEC_CORE
	C1

	CP-130107
	24.229
	4331
	1
	11.6.0
	Rel‑11
	Support for P-Charging-Vector in SIP ACK
	approved
	F
	11.7.0
	IMSProtoc5
	C1

	CP-130107
	24.229
	4332
	1
	11.6.0
	Rel‑11
	Replacement of RFC3455 by draft-drage-sipping-rfc3455bis-06
	approved
	F
	11.7.0
	IMSProtoc5
	C1

	CP-130107
	24.229
	4333
	1
	11.6.0
	Rel‑11
	Clarification of handling IOI parameter at S-CSCF
	approved
	F
	11.7.0
	IMSProtoc5
	C1

	CP-130107
	24.229
	4334
	3
	11.6.0
	Rel‑11
	Clarification of handling IOI parameters at transit function
	approved
	F
	11.7.0
	IMSProtoc5
	C1

	CP-130102
	24.229
	4336
	-
	10.10.0
	Rel‑10
	Reference update: RFC 6809
	approved
	F
	10.11.0
	eSRVCC
	C1

	CP-130102
	24.229
	4337
	-
	11.6.0
	Rel‑11
	Reference update: RFC 6809
	approved
	A
	11.7.0
	eSRVCC
	C1

	CP-130116
	24.229
	4440
	-
	11.6.0
	Rel‑11
	Correcting reference to PSU extension
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130116
	24.229
	4441
	1
	11.6.0
	Rel‑11
	ICSIs in Contact and Accept-Contact header fields
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130101
	24.229
	4447
	2
	11.6.0
	Rel‑11
	Annex A updates for RFC5506
	approved
	A
	11.7.0
	IMSProtoc4
	C1

	CP-130101
	24.229
	4450
	2
	11.6.0
	Rel‑11
	Annex A updates for RFC3611
	approved
	A
	11.7.0
	IMSProtoc4
	C1

	CP-130116
	24.229
	4451
	2
	11.6.0
	Rel‑11
	Annex A updates for 3gpp_MaxRecvSDUSize SDP attributes
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130135
	24.229
	4456
	2
	11.6.0
	Rel‑12
	Improvements to the UE keepalive procedure for UE managed NAT traversal
	approved
	F
	12.0.0
	IMSProtoc6
	C1

	CP-130135
	24.229
	4461
	-
	11.6.0
	Rel‑12
	Correction of header styles
	approved
	D
	12.0.0
	IMSProtoc6
	C1

	CP-130094
	24.229
	4462
	1
	11.6.0
	Rel‑11
	Correction of clause reference in dialstring related procedures
	approved
	A
	11.7.0
	IMSProtoc2
	C1

	CP-130098
	24.229
	4467
	-
	9.14.0
	Rel‑9
	Delete IETF mediasec draft reference
	approved
	F
	9.15.0
	MEDIASEC_CORE
	C1

	CP-130098
	24.229
	4468
	-
	10.10.0
	Rel‑10
	Delete IETF mediasec draft reference
	approved
	A
	10.11.0
	MEDIASEC_CORE
	C1

	CP-130098
	24.229
	4469
	-
	11.6.0
	Rel‑11
	Delete IETF mediasec draft reference
	approved
	A
	11.7.0
	MEDIASEC_CORE
	C1

	CP-130101
	24.229
	4470
	-
	10.10.0
	Rel‑10
	Correction of references to annex G and annex F
	approved
	F
	10.11.0
	IMSProtoc4
	C1

	CP-130101
	24.229
	4471
	-
	11.6.0
	Rel‑11
	Correction of references to annex G and annex F
	approved
	A
	11.7.0
	IMSProtoc4
	C1

	CP-130121
	24.229
	4472
	-
	11.6.0
	Rel‑11
	Interaction between overload control mechanisms
	approved
	F
	11.7.0
	IOC
	C1

	CP-130130
	24.229
	4477
	2
	11.6.0
	Rel‑12
	Emergency service URN for country specific types of emergency service
	revised
	F
	
	TEI12
	C1

	CP-130188
	24.229
	4477
	3
	11.6.0
	Rel‑12
	Emergency service URN for country specific types of emergency service
	approved
	F
	12.0.0
	IMSProtoc6
	C1

	CP-130098
	24.229
	4478
	1
	9.14.0
	Rel‑9
	IANA registration issues for a=3ge2ae
	approved
	F
	9.15.0
	MEDIASEC_CORE
	C1

	CP-130098
	24.229
	4479
	1
	10.10.0
	Rel‑10
	IANA registration issues for a=3ge2ae
	approved
	A
	10.11.0
	MEDIASEC_CORE
	C1

	CP-130098
	24.229
	4480
	1
	11.6.0
	Rel‑11
	IANA registration issues for a=3ge2ae
	approved
	A
	11.7.0
	MEDIASEC_CORE
	C1

	CP-130096
	24.229
	4481
	1
	9.14.0
	Rel‑9
	Profile changes relating to CRS
	approved
	F
	9.15.0
	CRS
	C1

	CP-130096
	24.229
	4482
	1
	10.10.0
	Rel‑10
	Profile changes relating to CRS
	approved
	A
	10.11.0
	CRS
	C1

	CP-130096
	24.229
	4483
	1
	11.6.0
	Rel‑11
	Profile changes relating to CRS
	approved
	A
	11.7.0
	CRS
	C1

	CP-130094
	24.229
	4488
	-
	8.22.0
	Rel‑8
	Correction of clause reference in dialstring related procedures
	approved
	F
	8.23.0
	IMSProtoc2
	C1

	CP-130094
	24.229
	4489
	-
	9.14.0
	Rel‑9
	Correction of clause reference in dialstring related procedures
	approved
	A
	9.15.0
	IMSProtoc2
	C1

	CP-130094
	24.229
	4490
	-
	10.10.0
	Rel‑10
	Correction of clause reference in dialstring related procedures
	approved
	A
	10.11.0
	IMSProtoc2
	C1

	CP-130101
	24.229
	4491
	1
	10.10.0
	Rel‑10
	Annex A updates for RFC5506
	approved
	F
	10.11.0
	IMSProtoc4
	C1

	CP-130101
	24.229
	4492
	1
	10.10.0
	Rel‑10
	Annex A updates for RFC3611
	approved
	F
	10.11.0
	IMSProtoc4
	C1

	CP-130093
	24.229
	4493
	-
	8.22.0
	Rel‑8
	IBCF don't change the dialog-ID
	approved
	F
	8.23.0
	IMS-Cont
	C1

	CP-130093
	24.229
	4494
	-
	9.14.0
	Rel‑9
	IBCF don't change the dialog-ID
	approved
	A
	9.15.0
	IMS-Cont
	C1

	CP-130106
	24.237
	0781
	2
	11.5.0
	Rel‑11
	vSRVCC behavior of non-ICS based UE
	approved
	F
	11.6.0
	vSRVCC-CT
	C1

	CP-130102
	24.237
	0782
	1
	10.9.0
	Rel‑10
	404 and 480 from ATCF
	approved
	F
	10.10.0
	eSRVCC
	C1

	CP-130102
	24.237
	0783
	1
	11.5.0
	Rel‑11
	404 and 480 from ATCF
	approved
	A
	11.6.0
	eSRVCC
	C1

	CP-130116
	24.237
	0787
	3
	11.5.0
	Rel‑11
	Correction of PS-CS Access Transfer Procedure
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130102
	24.237
	0788
	-
	10.9.0
	Rel‑10
	Reference update: RFC 6809
	approved
	F
	10.10.0
	eSRVCC, aSRVCC
	C1

	CP-130102
	24.237
	0789
	-
	11.5.0
	Rel‑11
	Reference update: RFC 6809
	approved
	A
	11.6.0
	eSRVCC, aSRVCC
	C1

	CP-130128
	24.237
	0790
	2
	11.5.0
	Rel‑12
	Dual Radio enhancements - Definitions, media feature tags and feature-capability indicators
	approved
	B
	12.0.0
	eDRVCC
	C1

	CP-130128
	24.237
	0791
	2
	11.5.0
	Rel‑12
	Dual Radio enhancements - Originating call setup
	approved
	B
	12.0.0
	eDRVCC
	C1

	CP-130128
	24.237
	0792
	2
	11.5.0
	Rel‑12
	Dual Radio enhancements - Terminating call setup
	approved
	B
	12.0.0
	eDRVCC
	C1

	CP-130128
	24.237
	0793
	-
	11.5.0
	Rel‑12
	Dual Radio enhancements - Access transfer introduction
	approved
	B
	12.0.0
	eDRVCC
	C1

	CP-130128
	24.237
	0794
	2
	11.5.0
	Rel‑12
	Dual Radio enhancements - Access transfer impacts in the SC UE
	approved
	B
	12.0.0
	eDRVCC
	C1

	CP-130128
	24.237
	0795
	2
	11.5.0
	Rel‑12
	Dual Radio enhancements - Access transfer impacts on SCC AS
	revised
	B
	
	eDRVCC
	C1

	CP-130181
	24.237
	0795
	3
	11.5.0
	Rel‑12
	Dual Radio enhancements - Access transfer impacts on SCC AS
	approved
	B
	12.0.0
	eDRVCC
	C1

	CP-130116
	24.237
	0796
	1
	11.5.0
	Rel‑11
	Correcting charging correlation
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130112
	24.237
	0799
	-
	11.5.0
	Rel‑11
	Authorization of early media during CS to PS SRVCC
	approved
	F
	11.6.0
	rSRVCC-CT
	C1

	CP-130100
	24.237
	0800
	1
	10.9.0
	Rel‑10
	SCC AS capability of MSC server assisted mid-call feature
	approved
	F
	10.10.0
	TEI10
	C1

	CP-130100
	24.237
	0801
	1
	11.5.0
	Rel‑11
	SCC AS capability of MSC server assisted mid-call feature
	approved
	A
	11.6.0
	TEI10
	C1

	CP-130124
	24.237
	0802
	1
	11.5.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - registration
	approved
	B
	12.0.0
	bSRVCC
	C1

	CP-130124
	24.237
	0803
	1
	11.5.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - session setup
	approved
	B
	12.0.0
	bSRVCC
	C1

	CP-130124
	24.237
	0804
	1
	11.5.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - access transfer, single call
	approved
	B
	12.0.0
	bSRVCC
	C1

	CP-130124
	24.237
	0805
	1
	11.5.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - indications
	approved
	B
	12.0.0
	bSRVCC
	C1

	CP-130124
	24.237
	0806
	-
	11.5.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - XML
	approved
	B
	12.0.0
	bSRVCC
	C1

	CP-130112
	24.237
	0807
	-
	11.5.0
	Rel‑11
	Incorrect name of Table C.12A-1
	approved
	F
	11.6.0
	rSRVCC-CT
	C1

	CP-130112
	24.237
	0808
	1
	11.5.0
	Rel‑11
	Fixing ATCF procedures when no active call exists
	approved
	F
	11.6.0
	rSRVCC-CT
	C1

	CP-130103
	24.237
	0809
	2
	10.9.0
	Rel‑10
	Alerting phase definition and interaction with CAT
	approved
	F
	10.10.0
	aSRVCC
	C1

	CP-130103
	24.237
	0810
	2
	11.5.0
	Rel‑11
	Alerting phase definition and interaction with CAT
	approved
	A
	11.6.0
	aSRVCC
	C1

	CP-130130
	24.237
	0813
	-
	11.5.0
	Rel‑12
	Correction of g.3gpp.atcf-mgmt-uri feature capability indicator examples
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130131
	24.237
	0814
	3
	11.5.0
	Rel‑12
	Summary of capabilities within service continuity
	revised
	F
	
	TEI12
	C1

	CP-130087
	24.237
	0814
	4
	11.5.0
	Rel‑12
	Summary of capabilities within service continuity
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130097
	24.237
	0816
	-
	9.13.0
	Rel‑9
	"Feature-Tags with ""none"" value correction"
	approved
	F
	9.14.0
	IMS_SCC-ICS
	C1

	CP-130097
	24.237
	0817
	-
	10.9.0
	Rel‑10
	"Feature-Tags with ""none"" value correction"
	approved
	A
	10.10.0
	IMS_SCC-ICS
	C1

	CP-130097
	24.237
	0818
	-
	11.5.0
	Rel‑11
	"Feature-Tags with ""none"" value correction"
	approved
	A
	11.6.0
	IMS_SCC-ICS
	C1

	CP-130122
	24.238
	0010
	2
	11.1.0
	Rel‑11
	Allow error response for SIP based user configuration
	approved
	B
	11.2.0
	IODB
	C1

	CP-130117
	24.292
	0242
	1
	11.3.0
	Rel‑11
	NetLoc info from MSC server
	approved
	F
	11.4.0
	NWK-PL2IMS_CT
	C1

	CP-130092
	24.292
	0243
	1
	8.15.0
	Rel‑8
	Updating MMUSIC draft references for TADS
	approved
	F
	8.16.0
	ICSRA
	C1

	CP-130092
	24.292
	0244
	1
	9.13.0
	Rel‑9
	Updating MMUSIC draft references for TADS
	approved
	A
	9.14.0
	ICSRA
	C1

	CP-130092
	24.292
	0245
	1
	10.9.0
	Rel‑10
	Updating MMUSIC draft references for TADS
	approved
	A
	10.10.0
	ICSRA
	C1

	CP-130092
	24.292
	0246
	1
	11.3.0
	Rel‑11
	Updating MMUSIC draft references for TADS
	approved
	A
	11.4.0
	ICSRA
	C1

	CP-130116
	24.292
	0250
	1
	11.3.0
	Rel‑11
	Correction of ICS UE using Gm procedure
	approved
	F
	11.4.0
	TEI11
	C1

	CP-130119
	24.292
	0251
	-
	11.3.0
	Rel‑11
	Reference update: RFC 6809
	approved
	F
	11.4.0
	RAVEL-CT
	C1

	CP-130101
	24.292
	0252
	-
	10.9.0
	Rel‑10
	Missing reference: RFC 5626
	approved
	F
	10.10.0
	IMSProtoc4
	C1

	CP-130101
	24.292
	0253
	-
	11.3.0
	Rel‑11
	Missing reference: RFC 5626
	approved
	A
	11.4.0
	IMSProtoc4
	C1

	CP-130129
	24.301
	1584
	4
	11.5.0
	Rel‑12
	Correction of de-activating EPS bearer context
	revised
	F
	
	TEI12
	C1

	CP-130185
	24.301
	1584
	5
	11.5.0
	Rel‑12
	Correction of de-activating EPS bearer context
	approved
	F
	12.0.0
	SAES3
	C1

	CP-130115
	24.301
	1599
	3
	11.5.0
	Rel‑11
	Correction and cleanup of maximum number of context procedures
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130113
	24.301
	1600
	1
	11.5.0
	Rel‑11
	Correcting condition for executing procedures when IMS registration status changes
	approved
	F
	11.6.0
	SAES2
	C1

	CP-130108
	24.301
	1606
	1
	11.5.0
	Rel‑11
	"LAI and TMSI for ""SMS-only"" in case of SMS in MME"
	approved
	D
	11.6.0
	SIMTC-PS_Only
	C1

	CP-130114
	24.301
	1607
	-
	11.5.0
	Rel‑11
	Correction of a low priority device behaviour
	postponed
	F
	
	SAES2
	C1

	CP-130125
	24.301
	1608
	1
	11.5.0
	Rel‑12
	Allow UEs to proceed with CSFB after Service Reject #9 or #10
	approved
	F
	12.0.0
	SAES3, SAES3-CSFB
	C1

	CP-130099
	24.301
	1609
	2
	9.10.0
	Rel‑9
	Inclusion of PLMN ID for the CS domain
	approved
	F
	9.11.0
	TEI9
	C1

	CP-130099
	24.301
	1610
	2
	10.9.0
	Rel‑10
	Inclusion of PLMN ID for the CS domain
	approved
	A
	10.10.0
	TEI9
	C1

	CP-130099
	24.301
	1611
	2
	11.5.0
	Rel‑11
	Inclusion of PLMN ID for the CS domain
	approved
	A
	11.6.0
	TEI9
	C1

	CP-130113
	24.301
	1618
	3
	11.5.0
	Rel‑11
	Detach procedure to disable EPS services
	approved
	F
	11.6.0
	SAES2
	C1

	CP-130123
	24.301
	1619
	1
	11.5.0
	Rel‑11
	LAI setting over NAS in network sharing
	approved
	F
	11.6.0
	Full_MOCN-GERAN
	C1

	CP-130125
	24.301
	1620
	1
	11.5.0
	Rel‑12
	UE identity used for initial NAS message routing
	approved
	F
	12.0.0
	SAES3
	C1

	CP-130125
	24.301
	1621
	-
	11.5.0
	Rel‑12
	E-UTRA capability alignment
	approved
	F
	12.0.0
	SAES3
	C1

	CP-130125
	24.301
	1622
	3
	11.5.0
	Rel‑12
	Correction to ISR handling during PS handover
	approved
	F
	12.0.0
	SAES3
	C1

	CP-130113
	24.301
	1623
	2
	11.5.0
	Rel‑11
	Correcting anomalies on timer guarding enabling of E-UTRA capability
	approved
	F
	11.6.0
	SAES2-CSFB
	C1

	CP-130129
	24.301
	1629
	1
	11.5.0
	Rel‑12
	Correction of network initiated service request
	postponed
	F
	
	TEI12
	C1

	CP-130126
	24.301
	1633
	2
	11.5.0
	Rel‑12
	EPS bearer deactivation procedure during EPS bearer context unsynchronization
	postponed
	F
	
	SAES3
	C1

	CP-130051
	24.301
	1633
	3
	11.5.0
	Rel‑12
	EPS bearer deactivation procedure during EPS bearer context unsynchronization
	revised
	F
	
	SAES3
	C1

	CP-130085
	24.301
	1633
	4
	11.5.0
	Rel‑12
	EPS bearer deactivation procedure during EPS bearer context unsynchronization
	revised
	F
	
	SAES3
	C1

	CP-130157
	24.301
	1633
	5
	11.5.0
	Rel‑12
	EPS bearer deactivation procedure during EPS bearer context unsynchronization
	revised
	F
	
	SAES3
	C1

	CP-130165
	24.301
	1633
	6
	11.5.0
	Rel‑12
	EPS bearer deactivation procedure during EPS bearer context unsynchronization
	postponed
	F
	
	SAES3
	C1

	CP-130125
	24.301
	1634
	1
	11.5.0
	Rel‑12
	Correction on the entity which handles EPS bearer contexts
	approved
	D
	12.0.0
	SAES3
	C1

	CP-130125
	24.302
	0221
	2
	11.5.0
	Rel‑12
	Clean-up and consolidation of repeated requirements
	approved
	D
	12.0.0
	SAES3-non3GPP
	C1

	CP-130115
	24.302
	0222
	-
	11.5.0
	Rel‑11
	Ignoring information element
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130115
	24.312
	0115
	1
	11.5.0
	Rel‑11
	Sending UE_Profile in Generic Alert
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130115
	24.312
	0116
	1
	11.5.0
	Rel‑11
	ISRP policy matching when multiple flow descriptions exist
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130115
	24.312
	0117
	-
	11.5.0
	Rel‑11
	Ignoring information element
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130118
	24.312
	0119
	1
	11.5.0
	Rel‑11
	Correction to OSId leaf in UE_Profile
	approved
	F
	11.6.0
	DIDA-CT
	C1

	CP-130125
	24.312
	0120
	1
	11.5.0
	Rel‑12
	Clarification of Geo_Location leaves
	approved
	F
	12.0.0
	SAES3-non3GPP
	C1

	CP-130122
	24.315
	0001
	-
	11.0.0
	Rel‑11
	ODB: AS determination of action to perform for barred calls
	approved
	F
	11.1.0
	IODB
	C1

	CP-130122
	24.315
	0002
	1
	11.0.0
	Rel‑11
	Check of barring for incoming communication
	approved
	F
	11.1.0
	IODB
	C1

	CP-130122
	24.315
	0003
	2
	11.0.0
	Rel‑11
	Interaction between ODB and Emergency calls
	approved
	F
	11.1.0
	IODB
	C1

	CP-130104
	24.337
	0040
	-
	10.6.0
	Rel‑10
	Reference update: RFC 6809
	approved
	F
	10.7.0
	IMS_SC_eIDT
	C1

	CP-130104
	24.337
	0041
	-
	11.3.0
	Rel‑11
	Reference update: RFC 6809
	approved
	A
	11.4.0
	IMS_SC_eIDT
	C1

	CP-130130
	24.341
	0045
	1
	11.2.0
	Rel‑12
	Corrections to references to the location of DF_TELECOM in TS 24.341
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130105
	24.390
	0014
	2
	11.1.0
	Rel‑11
	Clarifications and Corrections to USSI
	approved
	F
	11.2.0
	USSI
	C1

	CP-130105
	24.390
	0015
	4
	11.1.0
	Rel‑11
	USSD Procedures clarifications and corrections
	approved
	F
	11.2.0
	USSI
	C1

	CP-130095
	24.454
	0006
	2
	8.3.0
	Rel‑8
	Correction of CUG description due to mandatory CUG Index
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-130095
	24.504
	0040
	1
	8.15.0
	Rel‑8
	Correction of CDIV-related interworking
	approved
	F
	8.16.0
	MAINT_R2
	C1

	CP-130094
	24.615
	0043
	2
	8.7.0
	Rel‑8
	Correcting IANA Registration template for application/vnd.3gpp.cw+xml
	approved
	F
	8.8.0
	IMSProtoc2
	C1

	CP-130094
	24.615
	0044
	2
	9.6.0
	Rel‑9
	Correcting IANA Registration template for application/vnd.3gpp.cw+xml
	approved
	A
	9.7.0
	IMSProtoc2
	C1

	CP-130094
	24.615
	0045
	2
	10.3.0
	Rel‑10
	Correcting IANA Registration template for application/vnd.3gpp.cw+xml
	approved
	A
	10.4.0
	IMSProtoc2
	C1

	CP-130094
	24.615
	0046
	2
	11.1.0
	Rel‑11
	Correcting IANA Registration template for application/vnd.3gpp.cw+xml
	approved
	A
	11.2.0
	IMSProtoc2
	C1

	CP-130116
	24.628
	0040
	1
	11.1.0
	Rel‑11
	Communication progress information
	approved
	F
	11.2.0
	TEI11
	C1

	CP-130100
	24.629
	0020
	1
	10.1.0
	Rel‑10
	Announcement for 3PCC ECT
	approved
	F
	10.2.0
	TEI10
	C1

	CP-130100
	24.629
	0021
	1
	11.1.0
	Rel‑11
	Announcement for 3PCC ECT
	approved
	A
	11.2.0
	TEI10
	C1

	CP-130095
	24.654
	0025
	2
	8.5.0
	Rel‑8
	Corection of CUG description due to mandatory CUG Index
	approved
	F
	8.6.0
	MAINT_R2
	C1

	CP-130095
	24.654
	0026
	2
	9.3.0
	Rel‑9
	Corection of CUG description due to mandatory CUG Index
	approved
	A
	9.4.0
	MAINT_R2
	C1

	CP-130095
	24.654
	0027
	2
	10.2.0
	Rel‑10
	Corection of CUG description due to mandatory CUG Index
	approved
	A
	10.3.0
	MAINT_R2
	C1

	CP-130095
	24.654
	0028
	2
	11.0.0
	Rel‑11
	Corection of CUG description due to mandatory CUG Index
	approved
	A
	11.1.0
	MAINT_R2
	C1

	RP-130270
	25.101
	0938
	1
	11.4.0
	Rel‑11
	Removal of bracket from CR F-TPICH out of quality handling for UL CLTD and UL MIMO
	approved
	F
	11.5.0
	HSPA_UL_TxDiv-CL-Core, MIMO_64QAM_HSUPA-Core
	R4

	RP-130271
	25.101
	0939
	-
	11.4.0
	Rel‑11
	Some corrections on requirements of ULTD for TS 25.101
	approved
	F
	11.5.0
	HSPA_UL_TxDiv-OL-Core
	R4

	RP-130281
	25.101
	0940
	1
	11.4.0
	Rel‑11
	CR for Non contiguous Carrier aggregation UE demodulation performance
	approved
	B
	11.5.0
	NC_4C_HSDPA-Perf
	R4

	RP-130287
	25.101
	0941
	1
	11.4.0
	Rel‑11
	CR for Cleaning of 25.101 Rel‑11
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130287
	25.101
	0942
	1
	11.4.0
	Rel‑11
	Band 41 requirements for operation in China and Japan
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130287
	25.102
	0376
	-
	11.3.0
	Rel‑11
	Correction of UE co-existence requirement towards UTRA TDD bands in China
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130287
	25.102
	0377
	-
	11.3.0
	Rel‑11
	Update of UE co-existence requirement towards UTRA TDD bands in China
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130282
	25.104
	0645
	1
	11.4.0
	Rel‑11
	Introduction of remaining requirements for multi-band operation
	approved
	B
	11.5.0
	MB_MSR_RF-Perf
	R4

	RP-130282
	25.104
	0647
	-
	11.4.0
	Rel‑11
	Introduction of MB requirements to MR/LA BS in TS 25.104
	approved
	F
	11.5.0
	MB_MSR_RF-Perf
	R4

	RP-130282
	25.105
	0296
	1
	11.2.0
	Rel‑11
	Introduction of remaining requirements for multi-band operation
	approved
	B
	11.3.0
	MB_MSR_RF-Perf
	R4

	RP-130287
	25.105
	0297
	-
	11.2.0
	Rel‑11
	Update of BS co-existence requirement towards UTRA TDD bands in China
	approved
	F
	11.3.0
	TEI11
	R4

	RP-130257
	25.123
	0543
	-
	8.13.0
	Rel‑8
	Specifying E-UTRA measurement capability of UTRA TDD UE for Rel‑8
	approved
	F
	8.14.0
	LTE-RF
	R4

	RP-130257
	25.123
	0544
	-
	9.8.0
	Rel‑9
	Specifying E-UTRA measurement capability of UTRA TDD UE for Rel‑9
	approved
	A
	9.9.0
	LTE-RF
	R4

	RP-130268
	25.123
	0545
	-
	10.7.0
	Rel‑10
	Specifying E-UTRA measurement capability of UTRA TDD UE for Rel‑10
	approved
	F
	10.8.0
	LTE-RF
	R4

	RP-130268
	25.123
	0546
	-
	11.1.0
	Rel‑11
	Specifying E-UTRA measurement capability of UTRA TDD UE for Rel‑11
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-130268
	25.123
	0547
	-
	10.7.0
	Rel‑10
	Modifying index of Change History of 25.123 for Rel‑10
	approved
	F
	10.8.0
	LTE-RF
	R4

	RP-130287
	25.123
	0548
	-
	11.1.0
	Rel‑11
	Modifying annex B index of 25.123 for Rel‑11
	approved
	F
	11.2.0
	LTE-RF
	R4

	RP-130258
	25.133
	1236
	-
	8.18.0
	Rel‑8
	Conditions in CSG reselection requirements
	approved
	F
	8.19.0
	TEI8
	R4

	RP-130258
	25.133
	1237
	-
	9.14.0
	Rel‑9
	Conditions in CSG reselection requirements
	approved
	A
	9.15.0
	TEI8
	R4

	RP-130258
	25.133
	1238
	-
	10.8.0
	Rel‑10
	Conditions in CSG reselection requirements
	approved
	A
	10.9.0
	TEI8
	R4

	RP-130258
	25.133
	1239
	-
	11.3.0
	Rel‑11
	Conditions in CSG reselection requirements
	approved
	A
	11.4.0
	TEI8
	R4

	RP-130287
	25.133
	1240
	-
	11.3.0
	Rel‑11
	RSRQ based reselection in UTRA idle mode
	approved
	F
	11.4.0
	LTE-RF
	R4

	RP-130261
	25.133
	1241
	1
	9.14.0
	Rel‑9
	Correction to CSG proximity requirement
	approved
	F
	9.15.0
	TEI9
	R4

	RP-130268
	25.133
	1242
	1
	10.8.0
	Rel‑10
	Correction to CSG proximity requirement
	approved
	F
	10.9.0
	TEI10
	R4

	RP-130268
	25.133
	1243
	-
	11.3.0
	Rel‑11
	Correction to CSG proxmity requirement
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130268
	25.133
	1244
	-
	10.8.0
	Rel‑10
	UTRAN FDD Proximity Indication RRM Requirements (Rel‑10)
	approved
	A
	10.9.0
	TEI10
	R4

	RP-130268
	25.133
	1245
	-
	11.3.0
	Rel‑11
	UTRAN FDD Proximity Indication RRM Requirements (Rel‑11)
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130261
	25.133
	1246
	1
	9.14.0
	Rel‑9
	UTRAN FDD Proximity Indication Test Case (Rel‑9)
	approved
	F
	9.15.0
	TEI9
	R4

	RP-130287
	25.133
	1257
	1
	11.3.0
	Rel‑11
	TVM measurements in CELL_FACH
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130269
	25.133
	1258
	-
	11.3.0
	Rel‑11
	Finalization of 2ms/10ms TTI selection for FE-FACH
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R4

	RP-130261
	25.133
	1259
	-
	10.8.0
	Rel‑10
	UTRAN FDD Proximity Indication Test Case (Rel‑10)
	approved
	A
	10.9.0
	TEI9
	R4

	RP-130261
	25.133
	1260
	-
	11.3.0
	Rel‑11
	UTRAN FDD Proximity Indication Test Case (Rel‑11)
	approved
	A
	11.4.0
	TEI9
	R4

	RP-130287
	25.142
	0297
	-
	11.1.0
	Rel‑11
	Update of BS co-existence requirement towards UTRA TDD bands in China
	approved
	F
	11.2.0
	TEI11
	R4

	RP-130251
	25.211
	0310
	1
	11.2.0
	Rel‑11
	UE behaviour when non-time reference cell is out of time window
	approved
	F
	11.3.0
	HSDPA_MFTX-Core
	R1

	RP-130250
	25.214
	0702
	1
	11.4.0
	Rel‑11
	Correction of HS-DPCCH power offset for four-branch MIMO
	approved
	F
	11.5.0
	4Tx_HSDPA-Core
	R1

	RP-130359
	25.214
	0703
	2
	11.4.0
	Rel‑11
	Correction to the referenced variable for CELL-FACH enhancement
	approved
	F
	11.5.0
	Cell_FACH_enh-Core
	R1

	RP-130239
	25.302
	0218
	-
	11.2.0
	Rel‑11
	Introduction of FE-FACH subfeature concurrent deployment of 2ms and 10ms TTI in a cell
	approved
	F
	11.3.0
	Cell_FACH_enh-Core
	R2

	RP-130236
	25.304
	0351
	-
	11.1.0
	Rel‑11
	Extend 3G ANR Applicable RRC State
	approved
	B
	11.2.0
	ANR_UTRAN-Core, Cell_FACH_enh-Core
	R2

	RP-130247
	25.304
	0353
	-
	11.1.0
	Rel‑11
	Corrections on mobility to CSG and hybrid cells in idle mode for UMTS
	approved
	F
	11.2.0
	TEI11
	R2

	RP-130248
	25.306
	0404
	-
	11.4.0
	Rel‑11
	Introduction of definitions, symbols and abbreviations
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130249
	25.306
	0405
	-
	11.4.0
	Rel‑11
	Additional value for Total RLC AM Buffer Size value range
	approved
	C
	11.5.0
	TEI11
	R2

	RP-130248
	25.306
	0407
	1
	11.4.0
	Rel‑11
	Introduction of Cells excluded from detected set measurements
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130239
	25.306
	0411
	-
	11.4.0
	Rel‑11
	Introducing an indication for support of the extended range of HS-DPCCH power offset
	approved
	F
	11.5.0
	TEI11, HSDPA_MFTX-Core
	R2

	RP-130236
	25.306
	0413
	-
	11.4.0
	Rel‑11
	Extend 3G ANR Applicable RRC State
	approved
	B
	11.5.0
	ANR_UTRAN-Core, Cell_FACH_enh-Core
	R2

	RP-130249
	25.306
	0414
	-
	11.4.0
	Rel‑11
	Introduction of the frequency specific compressed mode for the intra-band non-contiguous operation
	approved
	B
	11.5.0
	TEI11
	R2

	RP-130239
	25.306
	0415
	1
	11.4.0
	Rel‑11
	Simultaneous operation of Multiflow HSDPA and STTD
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R2

	RP-130408
	25.306
	0416
	-
	11.4.0
	Rel‑11
	Clarification that feature support is required in all frequency bands when feature support is indicated on a per-UE level
	postponed
	F
	
	TEI11
	R2

	RP-130239
	25.308
	0139
	-
	11.3.0
	Rel‑11
	Correction of HS-DPCCH without ongoing E-DCH transmission
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R2

	RP-130239
	25.322
	0405
	-
	11.1.0
	Rel‑11
	Clarification on RLC Status Report prohibit functions
	approved
	F
	11.2.0
	HSDPA_MFTX-Core
	R2

	RP-130229
	25.331
	5293
	-
	8.21.0
	Rel‑8
	CR to 25.331 on PRACH preamble control parameters for Enhanced Uplink (R8)
	approved
	F
	8.22.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5294
	-
	9.13.0
	Rel‑9
	CR to 25.331 on PRACH preamble control parameters for Enhanced Uplink (R9)
	approved
	A
	9.14.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5295
	-
	10.10.0
	Rel‑10
	CR to 25.331 on PRACH preamble control parameters for Enhanced Uplink (R10)
	approved
	A
	10.11.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5296
	1
	11.4.0
	Rel‑11
	CR to 25.331 on PRACH preamble control parameters for Enhanced Uplink (R11)
	approved
	A
	11.5.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5297
	1
	8.21.0
	Rel‑8
	Clarification to RRC padding for CCCH transmission in case of EUL FACH
	approved
	F
	8.22.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5298
	1
	9.13.0
	Rel‑9
	Clarification to RRC padding for CCCH transmission in case of EUL FACH
	approved
	A
	9.14.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5299
	1
	10.10.0
	Rel‑10
	Clarification to RRC padding for CCCH transmission in case of EUL FACH
	approved
	A
	10.11.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5300
	1
	11.4.0
	Rel‑11
	Clarification to RRC padding for CCCH transmission in case of EUL FACH
	approved
	A
	11.5.0
	RANimp-UplinkEnhState
	R2

	RP-130249
	25.331
	5301
	-
	11.4.0
	Rel‑11
	Additional value for Total RLC AM Buffer Size
	approved
	C
	11.5.0
	TEI11
	R2

	RP-130232
	25.331
	5302
	-
	9.13.0
	Rel‑9
	"Correct the variable in the ""Actions related to SECONDARY_CELL_MIMO_STATUS variable"""
	approved
	F
	9.14.0
	RANimp-DC_MIMO
	R2

	RP-130232
	25.331
	5303
	-
	10.10.0
	Rel‑10
	"Correct the variable in the ""Actions related to SECONDARY_CELL_MIMO_STATUS variable"""
	approved
	A
	10.11.0
	RANimp-DC_MIMO
	R2

	RP-130232
	25.331
	5304
	-
	11.4.0
	Rel‑11
	"Correct the variable in the ""Actions related to SECONDARY_CELL_MIMO_STATUS variable"""
	approved
	A
	11.5.0
	RANimp-DC_MIMO
	R2

	RP-130235
	25.331
	5305
	-
	10.10.0
	Rel‑10
	Removal of an hidden hyperlink
	approved
	D
	10.11.0
	TEI10
	R2

	RP-130235
	25.331
	5307
	1
	10.10.0
	Rel‑10
	Correction to measured results on RACH in Cell Update message
	approved
	F
	10.11.0
	TEI10
	R2

	RP-130235
	25.331
	5309
	1
	11.4.0
	Rel‑11
	Correction to measured results on RACH in Cell Update message
	approved
	A
	11.5.0
	TEI10
	R2

	RP-130249
	25.331
	5310
	-
	11.4.0
	Rel‑11
	Addition of Cell Update message with optimised encoding
	approved
	B
	11.5.0
	TEI11
	R2

	RP-130246
	25.331
	5311
	1
	11.4.0
	Rel‑11
	Rel‑11 ASN.1 Review corrections
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130248
	25.331
	5315
	1
	11.4.0
	Rel‑11
	Handling of Roaming Subscribers in case of RRC Connection Reject
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130237
	25.331
	5316
	-
	11.4.0
	Rel‑11
	Extending E-UTRA Frequency Band and EARFCN value range
	approved
	C
	11.5.0
	TEI11
	R2

	RP-130239
	25.331
	5319
	-
	11.4.0
	Rel‑11
	Miscellaneous corrections for Further Enhancements to CELL_FACH in 25.331
	approved
	F
	11.5.0
	Cell_FACH_enh-Core
	R2

	RP-130229
	25.331
	5320
	-
	8.21.0
	Rel‑8
	Correction of UE behavior when variable E_RNTI is not set in CELL_PCH
	approved
	F
	8.22.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5321
	-
	9.13.0
	Rel‑9
	Corrections of the UE behavior when variable E_RNTI is not set in CELL_PCH state
	approved
	A
	9.14.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5322
	-
	10.10.0
	Rel‑10
	Corrections of the UE behavior when variable E_RNTI is not set in CELL_PCH state
	approved
	A
	10.11.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5323
	-
	11.4.0
	Rel‑11
	Corrections of the UE behavior when variable E_RNTI is not set in CELL_PCH state
	approved
	A
	11.5.0
	RANimp-UplinkEnhState
	R2

	RP-130232
	25.331
	5324
	1
	9.13.0
	Rel‑9
	Evaluation of SECONDARY_CELL_E_DCH_TRANSMISSION variable
	approved
	F
	9.14.0
	RANimp-DC_HSUPA
	R2

	RP-130232
	25.331
	5325
	1
	10.10.0
	Rel‑10
	Evaluation of SECONDARY_CELL_E_DCH_TRANSMISSION variable
	approved
	A
	10.11.0
	RANimp-DC_HSUPA
	R2

	RP-130232
	25.331
	5326
	1
	11.4.0
	Rel‑11
	Evaluation of SECONDARY_CELL_E_DCH_TRANSMISSION variable
	approved
	A
	11.5.0
	RANimp-DC_HSUPA
	R2

	RP-130232
	25.331
	5329
	1
	11.4.0
	Rel‑11
	Inconsistency between ASN.1 and tabular on the presence of the IE 'frequency info'
	approved
	D
	11.5.0
	RANimp-DC_HSUPA
	R2

	RP-130236
	25.331
	5330
	-
	11.4.0
	Rel‑11
	Extend 3G ANR Applicable RRC State
	approved
	B
	11.5.0
	ANR_UTRAN-Core, Cell_FACH_enh-Core
	R2

	RP-130229
	25.331
	5333
	-
	9.13.0
	Rel‑9
	UE behavior at activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	C
	9.14.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-130229
	25.331
	5334
	-
	10.10.0
	Rel‑10
	UE behavior at activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	A
	10.11.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-130229
	25.331
	5335
	-
	11.4.0
	Rel‑11
	UE behavior at activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	A
	11.5.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-130239
	25.331
	5337
	-
	11.4.0
	Rel‑11
	Clarification on rSRVCC
	approved
	F
	11.5.0
	rSRVCC-RAN_UTRA-Core
	R2

	RP-130247
	25.331
	5339
	-
	11.4.0
	Rel‑11
	Corrections on definition of CSG member cell for UMTS
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130228
	25.331
	5340
	-
	8.21.0
	Rel‑8
	Invalidation of ETWS with security feature
	approved
	F
	8.22.0
	ETWS
	R2

	RP-130228
	25.331
	5341
	-
	9.13.0
	Rel‑9
	Invalidation of ETWS with security feature
	approved
	A
	9.14.0
	ETWS
	R2

	RP-130239
	25.331
	5342
	1
	11.4.0
	Rel‑11
	Miscellaneous corrections to 25.331 on further enhancements to CELL_FACH
	approved
	F
	11.5.0
	Cell_FACH_enh-Core
	R2

	RP-130228
	25.331
	5343
	-
	10.10.0
	Rel‑10
	Invalidation of ETWS with security feature
	approved
	A
	10.11.0
	ETWS
	R2

	RP-130228
	25.331
	5344
	-
	11.4.0
	Rel‑11
	Invalidation of ETWS with security feature
	approved
	A
	11.5.0
	ETWS
	R2

	RP-130239
	25.331
	5346
	-
	11.4.0
	Rel‑11
	Introducing an indication for support of the extended range of HS-DPCCH power offset
	approved
	F
	11.5.0
	TEI11, HSDPA_MFTX-Core
	R2

	RP-130240
	25.331
	5347
	-
	11.4.0
	Rel‑11
	Optional Support of Accessibility Measurements Feature
	approved
	F
	11.5.0
	eMDT_UMTSLTE-Core
	R2

	RP-130235
	25.331
	5350
	-
	10.10.0
	Rel‑10
	Addition of measurement Id extension in Rel‑10 message branch
	approved
	F
	10.11.0
	TEI10
	R2

	RP-130229
	25.331
	5352
	-
	8.21.0
	Rel‑8
	Clarification on available signature ordering in common E-DCH
	approved
	F
	8.22.0
	RANimp-UplinkEnhState
	R2

	RP-130249
	25.331
	5357
	1
	11.4.0
	Rel‑11
	Introduction of wideband RSRQ measurements in Idle mode
	approved
	B
	11.5.0
	TEI11, LTE-L23
	R2

	RP-130239
	25.331
	5359
	1
	11.4.0
	Rel‑11
	Extending the range of the 2nd DRX cycle length
	approved
	F
	11.5.0
	Cell_FACH_enh-Core
	R2

	RP-130248
	25.331
	5360
	1
	11.4.0
	Rel‑11
	Behaviour in case of excessive dedicated priority information
	approved
	F
	11.5.0
	TEI11, LTE-L23
	R2

	RP-130229
	25.331
	5362
	-
	11.4.0
	Rel‑11
	Clarification of the IE 'Scheduled Transmission configuration' in Enhanced Uplink in CELL_FACH state
	approved
	F
	11.5.0
	RANimp-UplinkEnhState, TEI11
	R2

	RP-130228
	25.331
	5364
	-
	11.4.0
	Rel‑11
	Prohibit PS connection setup while SIB3 is being updated
	approved
	F
	11.5.0
	ETWS, TEI11
	R2

	RP-130239
	25.331
	5365
	-
	11.4.0
	Rel‑11
	FE-FACH corrections on PRACH selection
	approved
	F
	11.5.0
	Cell_FACH_enh-Core
	R2

	RP-130225
	25.331
	5366
	-
	10.10.0
	Rel‑10
	Invalid measurement configuration with different (E)ARFCN
	approved
	F
	10.11.0
	TEI10
	R2

	RP-130225
	25.331
	5367
	-
	11.4.0
	Rel‑11
	Invalid measurement configuration with different (E)ARFCN
	approved
	A
	11.5.0
	TEI10
	R2

	RP-130229
	25.331
	5368
	-
	9.13.0
	Rel‑9
	Clarification on available signature ordering in common E-DCH
	approved
	A
	9.14.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5369
	-
	10.10.0
	Rel‑10
	Clarification on available signature ordering in common E-DCH
	approved
	A
	10.11.0
	RANimp-UplinkEnhState
	R2

	RP-130229
	25.331
	5370
	-
	11.4.0
	Rel‑11
	Clarification on available signature ordering in common E-DCH
	approved
	A
	11.5.0
	RANimp-UplinkEnhState
	R2

	RP-130249
	25.331
	5371
	1
	11.4.0
	Rel‑11
	Introduction of the frequency specific compressed mode for the intra-band non-contiguous operation
	approved
	B
	11.5.0
	TEI11
	R2

	RP-130239
	25.331
	5372
	1
	11.4.0
	Rel‑11
	Simultaneous operation of Multiflow HSDPA and STTD
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R2

	RP-130248
	25.331
	5373
	-
	11.4.0
	Rel‑11
	Introduction of Cells excluded from detected set measurements capability signalling
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130319
	25.331
	5374
	-
	10.10.0
	Rel‑10
	Correction to non-backwards compatible asn1 1.28Mcps TDD
	approved
	F
	10.11.0
	TEI10, LCRTDD-EDCH-L23
	R2

	RP-130348
	25.331
	5374
	1
	10.10.0
	Rel‑10
	Correction to non-backwards compatible asn1 1.28Mcps TDD
	withdrawn
	F
	
	TEI10, LCRTDD-EDCH-L23
	R2

	RP-130320
	25.331
	5375
	-
	11.4.0
	Rel‑11
	Correction to non-backwards compatible asn1 1.28Mcps TDD
	revised
	A
	
	TEI10, LCRTDD-EDCH-L23
	R2

	RP-130349
	25.331
	5375
	1
	11.4.0
	Rel‑11
	Correction to non-backwards compatible asn1 1.28Mcps TDD
	approved
	A
	11.5.0
	TEI10, LCRTDD-EDCH-L23
	R2

	RP-130247
	25.367
	0028
	1
	11.0.0
	Rel‑11
	Corrections on mobility to CSG and hybrid cells for UMTS
	approved
	F
	11.1.0
	TEI11
	R2

	RP-130207
	25.413
	1217
	-
	11.2.0
	Rel‑11
	Addition of missing values for MDT report interval
	approved
	F
	11.3.0
	eMDT_UMTSLTE-Core
	R3

	RP-130224
	25.413
	1218
	-
	10.8.0
	Rel‑10
	Introduction of the missing ASN.1 definition for Timing Difference UL-DL IE
	approved
	F
	10.9.0
	TEI10
	R3

	RP-130224
	25.413
	1219
	-
	11.2.0
	Rel‑11
	Introduction of the missing ASN.1 definition for Timing Difference UL-DL IE
	approved
	A
	11.3.0
	TEI10
	R3

	RP-130212
	25.413
	1220
	3
	11.2.0
	Rel‑11
	ASN.1 review for RANAP
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130206
	25.413
	1222
	1
	11.2.0
	Rel‑11
	Correction of rSRVCC capability indicator
	approved
	F
	11.3.0
	rSRVCC-RAN_UTRA
	R3

	RP-130211
	25.413
	1223
	2
	11.2.0
	Rel‑11
	Addition of TCE IP and Cell Identifier for Anonymization MDT
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130237
	25.413
	1224
	1
	11.2.0
	Rel‑11
	Extending maxEARFCN
	approved
	F
	11.3.0
	TEI11, LTE-RF
	R3

	RP-130212
	25.419
	0151
	2
	11.0.0
	Rel‑11
	Invalidation of ETWS with security feature
	approved
	F
	11.1.0
	TEI11
	R3

	RP-130224
	25.423
	1781
	2
	10.8.0
	Rel‑10
	Addition of new information to neighbouring E-UTRA cell information element
	approved
	F
	10.9.0
	TEI10
	R3

	RP-130224
	25.423
	1782
	2
	11.4.0
	Rel‑11
	Addition of new information to neighbouring E-UTRA cell information element
	approved
	A
	11.5.0
	TEI10
	R3

	RP-130205
	25.423
	1784
	1
	10.8.0
	Rel‑10
	Adding enhanced serving cell change support for 4C-HSDPA
	approved
	F
	10.9.0
	RANimp-HSDSCH, 4C_HSDPA-Core
	R3

	RP-130205
	25.423
	1785
	1
	11.4.0
	Rel‑11
	Adding enhanced serving cell change support for 4C-HSDPA, 8C-HSDPA, Multflow, UL CLTD, UL MIMO, UL 16QAM and 64QAM
	approved
	F
	11.5.0
	RANimp-HSDSCH, 4C_HSDPA-Core, 8C_HSDPA-Core, HSDPA_MFTX-Core, HSPA_UL_TxDiv-CL-Core, MIMO_64QAM_HSUPA-Core, RANimp-16QamUplink
	R3

	RP-130206
	25.423
	1789
	1
	11.4.0
	Rel‑11
	Correction of Power Offset for Multiflow
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R3

	RP-130223
	25.423
	1791
	1
	10.8.0
	Rel‑10
	Erroneous addition of MDT configuration to Iur
	approved
	F
	10.9.0
	MDT_UMTSLTE-Core
	R3

	RP-130223
	25.423
	1792
	1
	11.4.0
	Rel‑11
	Erroneous addition of MDT configuration to Iur
	approved
	A
	11.5.0
	MDT_UMTSLTE-Core
	R3

	RP-130206
	25.423
	1793
	1
	11.4.0
	Rel‑11
	Codebook restriction in MIMO with four transmit antennas
	approved
	F
	11.5.0
	4Tx_HSDPA-Core
	R3

	RP-130237
	25.423
	1795
	2
	11.4.0
	Rel‑11
	Extending maxEARFCN
	approved
	F
	11.5.0
	TEI11, LTE-RF
	R3

	RP-130212
	25.423
	1796
	3
	11.4.0
	Rel‑11
	Rapporteur correction of RNSAP
	approved
	F
	11.5.0
	TEI11
	R3

	RP-130206
	25.423
	1798
	-
	11.4.0
	Rel‑11
	Correction on the values of Non-time Reference IE
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R3

	RP-130206
	25.425
	0169
	1
	11.1.0
	Rel‑11
	Clean-up for Multiflow
	approved
	F
	11.2.0
	HSDPA_MFTX-Core
	R3

	RP-130212
	25.433
	1976
	2
	11.3.0
	Rel‑11
	Corrections from ASN.1 Review
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130205
	25.433
	1978
	1
	10.8.0
	Rel‑10
	Adding enhanced serving cell change support for 4C-HSDPA
	approved
	F
	10.9.0
	RANimp-HSDSCH, 4C_HSDPA-Core
	R3

	RP-130205
	25.433
	1979
	1
	11.3.0
	Rel‑11
	Adding enhanced serving cell change support for 4C-HSDPA, 8C-HSDPA, Multflow, UL CLTD, UL MIMO, UL 16QAM and 64QAM
	approved
	F
	11.4.0
	RANimp-HSDSCH, 4C_HSDPA-Core, 8C_HSDPA-Core, HSDPA_MFTX-Core, HSPA_UL_TxDiv-CL-Core, MIMO_64QAM_HSUPA-Core, RANimp-16QamUplink
	R3

	RP-130206
	25.433
	1985
	1
	11.3.0
	Rel‑11
	Correction of Power Offset for Multiflow
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R3

	RP-130206
	25.433
	1986
	1
	11.3.0
	Rel‑11
	Correction on the values of Non-time Reference IE
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R3

	RP-130206
	25.433
	1989
	1
	11.3.0
	Rel‑11
	Codebook restriction in MIMO with four transmit antennas
	approved
	F
	11.4.0
	4Tx_HSDPA-Core
	R3

	RP-130206
	25.433
	1992
	-
	11.3.0
	Rel‑11
	Extending the range of the 2nd DRX cycle length
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R3

	RP-130206
	25.435
	0295
	1
	11.1.0
	Rel‑11
	Clean-up for Multiflow
	approved
	F
	11.2.0
	HSDPA_MFTX-Core
	R3

	RP-130211
	25.467
	0195
	2
	11.1.0
	Rel‑11
	Clarification on inter-PLMN HO to CSG cell
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130212
	25.467
	0197
	1
	11.1.0
	Rel‑11
	Rapporteur editorial corrections
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130211
	25.468
	0042
	-
	11.1.0
	Rel‑11
	Corrections from ASN.1 Review
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130212
	25.469
	0096
	2
	11.1.0
	Rel‑11
	Corrections from ASN.1 Review
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130213
	25.469
	0098
	1
	11.1.0
	Rel‑11
	PWS in HNB
	approved
	F
	11.2.0
	PWS-RAN, TEI11
	R3

	RP-130211
	25.471
	0007
	-
	11.1.0
	Rel‑11
	Corrections from ASN.1 Review
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130236
	25.484
	0005
	1
	11.0.0
	Rel‑11
	Extend 3G ANR Applicable RRC State
	approved
	B
	11.1.0
	ANR_UTRAN-Core, Cell_FACH_enh-Core
	R3

	SP-130013
	26.114
	0233
	1
	8.12.0
	Rel‑8
	Negotiation of AVPF and CCM feedback messages for video
	approved
	F
	8.13.0
	MTSI_eMHI
	S4

	SP-130013
	26.114
	0234
	1
	9.10.0
	Rel‑9
	Negotiation of AVPF and CCM feedback messages for video
	approved
	A
	9.11.0
	MTSI_eMHI
	S4

	SP-130013
	26.114
	0235
	1
	10.5.0
	Rel‑10
	Negotiation of AVPF and CCM feedback messages for video
	approved
	A
	10.6.0
	MTSI_eMHI
	S4

	SP-130013
	26.114
	0236
	1
	11.5.1
	Rel‑11
	Negotiation of AVPF and CCM feedback messages for video
	approved
	A
	11.6.0
	MTSI_eMHI
	S4

	SP-130013
	26.114
	0238
	1
	12.0.0
	Rel‑12
	Negotiation of AVPF and CCM feedback messages for video
	approved
	A
	12.1.0
	MTSI_eMHI
	S4

	SP-130021
	26.114
	0239
	2
	11.5.1
	Rel‑11
	Session setup for asymmetric video
	approved
	F
	11.6.0
	TEI11
	S4

	SP-130021
	26.114
	0240
	2
	12.0.0
	Rel‑12
	Session setup for asymmetric video
	approved
	A
	12.1.0
	TEI11
	S4

	SP-130022
	26.114
	0241
	2
	12.0.0
	Rel‑12
	Non-CVO operation
	approved
	B
	12.1.0
	CVO
	S4

	SP-130022
	26.114
	0243
	3
	12.0.0
	Rel‑12
	Enabling Higher Granularity Rotation in CVO
	approved
	B
	12.1.0
	CVO
	S4

	SP-130023
	26.114
	0244
	2
	12.0.0
	Rel‑12
	Video Intra-Refreshing using SIP INFO
	approved
	F
	12.1.0
	TEI12
	S4

	SP-130022
	26.114
	0245
	1
	12.0.0
	Rel‑12
	Clarifying asymmetric operation in CVO
	approved
	F
	12.1.0
	CVO
	S4

	SP-130017
	26.131
	0055
	1
	11.1.0
	Rel‑11
	Voiding of ambient noise rejection test cases
	approved
	F
	11.2.0
	Ext_ATS
	S4

	SP-130017
	26.132
	0056
	-
	11.1.0
	Rel‑11
	Alignment of free-field definition with ISO 3745 and ITU-T Rec. P.340
	approved
	F
	11.2.0
	Ext_ATS
	S4

	SP-130017
	26.132
	0057
	1
	11.1.0
	Rel‑11
	Voiding of ambient noise rejection test cases
	approved
	F
	11.2.0
	Ext_ATS
	S4

	SP-130022
	26.234
	0204
	5
	11.1.0
	Rel‑12
	Capability Exchange Signaling of Supported Device Orientation Modes
	approved
	B
	12.0.0
	CVO
	S4

	SP-130022
	26.244
	0049
	1
	11.1.0
	Rel‑12
	Storage of CVO Data in the 3GPP File Format
	approved
	B
	12.0.0
	CVO
	S4

	SP-130015
	26.247
	0021
	1
	10.2.0
	Rel‑10
	DASH QoE Reporting Schema bug fix
	approved
	F
	10.3.0
	HTTP_SDS
	S4

	SP-130019
	26.247
	0022
	1
	11.1.0
	Rel‑11
	DASH QoE Reporting Schema bug fix
	approved
	F
	11.2.0
	EMM
	S4

	SP-130015
	26.247
	0023
	1
	10.2.0
	Rel‑10
	DASH QoE Reporting Example bug fix
	approved
	F
	10.3.0
	HTTP_SDS
	S4

	SP-130015
	26.247
	0024
	1
	11.1.0
	Rel‑11
	DASH QoE Reporting Example bug fix
	approved
	A
	11.2.0
	HTTP_SDS
	S4

	SP-130016
	26.346
	0263
	6
	10.6.0
	Rel‑10
	Encrypted DASH contents delivered over MBMS
	approved
	F
	10.7.0
	MBS_Enh
	S4

	SP-130016
	26.346
	0264
	6
	11.3.0
	Rel‑11
	Encrypted DASH contents delivered over MBMS
	approved
	A
	11.4.0
	MBS_Enh
	S4

	SP-130014
	26.346
	0288
	5
	9.9.0
	Rel‑9
	Encrypted DASH contents delivered over MBMS
	approved
	F
	9.10.0
	PMA-MBS_Ext
	S4

	SP-130021
	26.346
	0306
	1
	11.3.0
	Rel‑11
	Confidentiality Protection of Associated Delivery Procedure Messages
	approved
	F
	11.4.0
	TEI11
	S4

	SP-130020
	26.346
	0307
	1
	11.3.0
	Rel‑11
	MBMS Filter Description fragment MIME Type
	approved
	F
	11.4.0
	EMM-DDE
	S4

	SP-130014
	26.346
	0308
	-
	9.9.0
	Rel‑9
	MBMS Schedule fragment MIME Type
	approved
	F
	9.10.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0309
	-
	10.6.0
	Rel‑10
	MBMS Schedule fragment MIME Type
	approved
	A
	10.7.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0310
	-
	11.3.0
	Rel‑11
	MBMS Schedule fragment MIME Type
	approved
	A
	11.4.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0311
	-
	9.9.0
	Rel‑9
	MBMS Schedule Examples Correction
	approved
	F
	9.10.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0312
	-
	10.6.0
	Rel‑10
	MBMS Schedule Examples Correction
	approved
	A
	10.7.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0313
	-
	11.3.0
	Rel‑11
	MBMS Schedule Examples Correction
	approved
	A
	11.4.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0314
	2
	9.9.0
	Rel‑9
	Correction to MBMS bearer identification
	approved
	F
	9.10.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0315
	2
	10.6.0
	Rel‑10
	Correction to MBMS bearer identification
	approved
	A
	10.7.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0316
	2
	11.3.0
	Rel‑11
	Correction to MBMS bearer identification
	approved
	A
	11.4.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0317
	2
	9.9.0
	Rel‑9
	Extend unicast bearer service to E-UTRAN
	approved
	F
	9.10.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0318
	2
	10.6.0
	Rel‑10
	Extend unicast bearer service to E-UTRAN
	approved
	A
	10.7.0
	PMA-MBS_Ext
	S4

	SP-130014
	26.346
	0319
	2
	11.3.0
	Rel‑11
	Extend unicast bearer service to E-UTRAN
	approved
	A
	11.4.0
	PMA-MBS_Ext
	S4

	SP-130019
	26.851
	0001
	1
	11.0.0
	Rel‑11
	EMM TR conformance to 3GPP drafting rules
	approved
	F
	11.1.0
	EMM
	S4

	CP-130115
	27.007
	0378
	3
	11.5.0
	Rel‑11
	Enabling upper layers to deal with GPRS, EPS, VBS / VGCS and eMLPP related errors
	approved
	F
	11.6.0
	TEI11
	C1

	CP-130120
	27.007
	0381
	2
	11.5.0
	Rel‑11
	Completion of presentation-related supplementary services wrt SIP-URIs
	approved
	B
	11.6.0
	ATURI
	C1

	CP-130120
	27.007
	0382
	1
	11.5.0
	Rel‑11
	Completion of mid-call related SSs for SIP-URIs
	approved
	B
	11.6.0
	ATURI
	C1

	CP-130120
	27.007
	0383
	-
	11.5.0
	Rel‑11
	Corrections to +CECUG
	approved
	F
	11.6.0
	ATURI
	C1

	CP-130129
	27.007
	0384
	1
	11.5.0
	Rel‑12
	Clarification to PDP context for emergency services
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130129
	27.007
	0385
	-
	11.5.0
	Rel‑12
	New AT command - Report network error codes +CNEC
	approved
	B
	12.0.0
	TEI12
	C1

	CP-130120
	27.007
	0386
	3
	11.5.0
	Rel‑11
	SDP in media profiles
	approved
	B
	11.6.0
	ATURI
	C1

	CP-130120
	27.007
	0388
	1
	11.5.0
	Rel‑11
	Renaming of 'voice client'
	approved
	F
	11.6.0
	ATURI
	C1

	CP-130120
	27.007
	0390
	1
	11.5.0
	Rel‑11
	Update of media during a call
	approved
	B
	11.6.0
	ATURI
	C1

	SP-130060
	28.628
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.628 SON coordination synchronization with 32.522
	reissued
	F
	
	OAM-FMC-IRP
	S5

	SP-130139
	28.628
	0001
	-
	11.0.0
	Rel‑11
	SON coordination synchronization with TS 32.522
	approved
	F
	11.1.0
	OAM-FMC-IRP
	S5

	SP-130057
	28.652
	0001
	1
	11.0.0
	Rel‑11
	CR R11 28.652 Addition of missing Network Sharing support for MDT
	approved
	F
	11.1.0
	OAM-ePM-UE
	S5

	SP-130057
	28.653
	0001
	-
	11.0.0
	Rel‑11
	CR R11 28.653 Alignment with 28.652: Addition of missing Network Sharing support for MDT
	approved
	F
	11.1.0
	OAM-ePM-UE
	S5

	SP-130048
	28.658
	0001
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28658 - Correction of attribute name relatedSector
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130057
	28.658
	0002
	1
	11.0.0
	Rel‑11
	CR R11 28.658 Addition of missing Network Sharing support for MDT
	approved
	F
	11.1.0
	OAM-ePM-UE
	S5

	SP-130048
	28.659
	0001
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28659 - Correction of attribute name relatedSector
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130057
	28.659
	0002
	-
	11.0.0
	Rel‑11
	CR R11 28.659 Alignment with 28.658: Addition of missing Network Sharing support for MDT
	approved
	F
	11.1.0
	OAM-ePM-UE
	S5

	CP-130031
	29.002
	1114
	1
	11.5.0
	Rel‑12
	Mobile Terminating call pending flag in MAP Send Identification response
	approved
	C
	12.0.0
	TEI12
	C4

	CP-130038
	29.002
	1115
	1
	8.18.0
	Rel‑8
	SGSN acting on access restriction e-utranNotAllowed
	approved
	F
	8.19.0
	TEI8
	C4

	CP-130038
	29.002
	1116
	1
	9.9.0
	Rel‑9
	SGSN acting on access restriction e-utranNotAllowed
	approved
	A
	9.10.0
	TEI8
	C4

	CP-130038
	29.002
	1117
	1
	10.7.0
	Rel‑10
	SGSN acting on access restriction e-utranNotAllowed
	approved
	A
	10.8.0
	TEI8
	C4

	CP-130038
	29.002
	1118
	1
	11.5.0
	Rel‑11
	SGSN acting on access restriction e-utranNotAllowed
	approved
	A
	11.6.0
	TEI8
	C4

	CP-130028
	29.002
	1119
	1
	11.5.0
	Rel‑11
	Registration for SMS Request for SMS in SGSN
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130025
	29.002
	1120
	1
	11.5.0
	Rel‑11
	MDT parameters
	approved
	F
	11.6.0
	OAM-ePM-UE
	C4

	CP-130032
	29.002
	1121
	1
	..
	Rel‑12
	Providing Diameter identity of the SGSN to the GMLC over Lh interface
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130156
	29.002
	1121
	1
	11.5.0
	Rel‑12
	Providing Diameter identity of the SGSN to the GMLC over Lh interface
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130156
	29.002
	1122
	1
	11.5.0
	Rel‑12
	SGSN indicating support of Lgd interface and providing its Diameter identity to HLR over Gr interface
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130032
	29.002
	1122
	2
	..
	Rel‑12
	SGSN indicating support of Lgd interface and providing its Diameter identity to HLR over Gr interface
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130030
	29.002
	1123
	2
	11.5.0
	Rel‑12
	Validity Time of Short Message
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130137
	29.018
	0114
	5
	11.5.0
	Rel‑12
	SGSN handling of VLR failure without restart
	revised
	F
	
	SAES3-CSFB
	C1

	CP-130133
	29.018
	0114
	6
	11.5.0
	Rel‑12
	SGSN handling of VLR Failure without restart
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130108
	29.018
	0115
	-
	11.5.0
	Rel‑11
	Gs interface applicability in case of SMS in SGSN
	approved
	F
	11.6.0
	SIMTC-PS_Only
	C1

	CP-130123
	29.018
	0116
	1
	11.5.0
	Rel‑11
	CS domain operator selection in GWCN
	approved
	F
	11.6.0
	Full_MOCN-GERAN
	C1

	CP-130029
	29.060
	0927
	2
	11.5.0
	Rel‑12
	GTPv1 deferred IPv4 address allocation
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.060
	0928
	1
	11.5.0
	Rel‑12
	Corrections to descriptions of RFSP Index
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.060
	0929
	1
	11.5.0
	Rel‑12
	Clarification on IE Type Value in the GTP signalling message
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130014
	29.060
	0930
	1
	9.11.0
	Rel‑9
	Addition of PS to CS handover indication in Delete PDP Context Request
	approved
	F
	9.12.0
	TEI9
	C4

	CP-130014
	29.060
	0931
	1
	10.7.0
	Rel‑10
	Addition of PS to CS handover indication in Delete PDP Context Request
	approved
	A
	10.8.0
	TEI9
	C4

	CP-130014
	29.060
	0932
	1
	11.5.0
	Rel‑11
	Addition of PS to CS handover indication in Delete PDP Context Request
	approved
	A
	11.6.0
	TEI9
	C4

	CP-130021
	29.060
	0933
	2
	11.5.0
	Rel‑11
	Populating serving in RAI
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130029
	29.060
	0935
	1
	11.5.0
	Rel‑12
	Clean up the reference
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130021
	29.060
	0939
	1
	11.5.0
	Rel‑11
	Providing Selection Mode IE during handover/RAU procedures
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130081
	29.061
	0392
	-
	12.0.0
	Rel‑12
	Correction on GTP message
	approved
	F
	12.1.0
	TEI12
	C3

	CP-130080
	29.061
	0393
	2
	11.3.0
	Rel‑11
	ULI in Diameter message
	approved
	F
	11.4.0
	DIAMGi
	C3

	CP-130080
	29.061
	0394
	2
	12.0.0
	Rel‑12
	ULI in Diameter message
	approved
	A
	12.1.0
	DIAMGi
	C3

	CP-130078
	29.061
	0401
	2
	11.3.0
	Rel‑11
	Location Information for SaMOG user
	approved
	F
	11.4.0
	SaMOG_WLAN-CN
	C3

	CP-130078
	29.061
	0402
	2
	12.0.0
	Rel‑12
	Location Information for SaMOG user
	approved
	A
	12.1.0
	SaMOG_WLAN-CN
	C3

	CP-130078
	29.061
	0403
	-
	11.3.0
	Rel‑11
	GTP-based S2a
	approved
	F
	11.4.0
	SaMOG_WLAN-CN
	C3

	CP-130078
	29.061
	0404
	-
	12.0.0
	Rel‑12
	GTP-based S2a
	approved
	A
	12.1.0
	SaMOG_WLAN-CN
	C3

	CP-130071
	29.061
	0405
	-
	10.8.0
	Rel‑10
	GTP-based S2b
	approved
	F
	10.9.0
	SMOG-St3
	C3

	CP-130071
	29.061
	0406
	-
	11.3.0
	Rel‑11
	GTP-based S2b
	approved
	A
	11.4.0
	SMOG-St3
	C3

	CP-130071
	29.061
	0407
	-
	12.0.0
	Rel‑12
	GTP-based S2b
	approved
	A
	12.1.0
	SMOG-St3
	C3

	CP-130078
	29.061
	0408
	1
	11.3.0
	Rel‑11
	TWAN as DHCP server
	approved
	F
	11.4.0
	SaMOG_WLAN-CN
	C3

	CP-130078
	29.061
	0409
	1
	12.0.0
	Rel‑12
	TWAN as DHCP server
	approved
	A
	12.1.0
	SaMOG_WLAN-CN
	C3

	CP-130078
	29.061
	0410
	1
	11.3.0
	Rel‑11
	IPv6 Stateless Address auto configuration for S2a
	approved
	F
	11.4.0
	SAES_WLAN_EPC_intwk
	C3

	CP-130078
	29.061
	0411
	1
	12.0.0
	Rel‑12
	IPv6 Stateless Address auto configuration for S2a
	approved
	A
	12.1.0
	SAES_WLAN_EPC_intwk
	C3

	CP-130079
	29.079
	0016
	4
	11.2.0
	Rel‑11
	Identifying an RAVEL session
	approved
	F
	11.3.0
	RAVEL-CT
	C3

	CP-130079
	29.079
	0021
	-
	11.2.0
	Rel‑11
	Removing all editors notes in the loopback flow
	approved
	F
	11.3.0
	RAVEL-CT
	C3

	CP-130011
	29.109
	0084
	1
	11.2.0
	Rel‑11
	Error codes in Zn and Zpn
	approved
	A
	11.3.0
	TEI8
	C4

	CP-130011
	29.109
	0085
	-
	7.12.0
	Rel‑7
	Error codes in Zn
	approved
	F
	7.13.0
	TEI7
	C4

	CP-130011
	29.109
	0086
	-
	8.5.0
	Rel‑8
	Error codes in Zn and Zpn
	approved
	F
	8.6.0
	TEI8
	C4

	CP-130011
	29.109
	0087
	-
	9.3.1
	Rel‑9
	Error codes in Zn and Zpn
	approved
	F
	9.4.0
	TEI8
	C4

	CP-130011
	29.109
	0088
	-
	10.1.1
	Rel‑10
	Error codes in Zn and Zpn
	approved
	F
	10.2.0
	TEI8
	C4

	CP-130136
	29.118
	0241
	4
	11.5.0
	Rel‑12
	MME handling of VLR failure without restart
	revised
	F
	
	SAES3-CSFB
	C1

	CP-130134
	29.118
	0241
	5
	11.5.0
	Rel‑12
	MME handling of VLR Failure without restart
	revised
	F
	
	SAES3-CSFB
	C1

	CP-130190
	29.118
	0241
	6
	11.5.0
	Rel‑12
	MME handling of VLR Failure without restart
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130108
	29.118
	0242
	-
	11.5.0
	Rel‑11
	SGs Interface applicability in case of SMS in MME
	approved
	F
	11.6.0
	SIMTC-PS_Only
	C1

	CP-130125
	29.118
	0243
	2
	11.5.0
	Rel‑12
	Editorial change on reset indication
	approved
	D
	12.0.0
	SAES3-CSFB
	C1

	CP-130123
	29.118
	0246
	2
	11.5.0
	Rel‑11
	CS domain operator selection in GWCN
	approved
	F
	11.6.0
	Full_MOCN-GERAN
	C1

	CP-130062
	29.163
	0699
	-
	8.20.0
	Rel‑8
	Correction of CDIV-related interworking
	approved
	F
	8.21.0
	REDOC_TIS-C3
	C3

	CP-130062
	29.163
	0700
	-
	9.12.0
	Rel‑9
	Correction of CDIV-related interworking
	approved
	A
	9.13.0
	REDOC_TIS-C3
	C3

	CP-130062
	29.163
	0701
	-
	10.8.0
	Rel‑10
	Correction of CDIV-related interworking
	approved
	A
	10.9.0
	REDOC_TIS-C3
	C3

	CP-130062
	29.163
	0702
	-
	11.5.0
	Rel‑11
	Correction of CDIV-related interworking
	approved
	A
	11.6.0
	REDOC_TIS-C3
	C3

	CP-130064
	29.163
	0703
	-
	8.20.0
	Rel‑8
	Clarification on Progress Indicator mapping
	approved
	F
	8.21.0
	FBI
	C3

	CP-130064
	29.163
	0704
	-
	9.12.0
	Rel‑9
	Clarification on Progress Indicator mapping
	approved
	A
	9.13.0
	FBI
	C3

	CP-130064
	29.163
	0705
	-
	10.8.0
	Rel‑10
	Clarification on Progress Indicator mapping
	approved
	A
	10.9.0
	FBI
	C3

	CP-130064
	29.163
	0706
	-
	11.5.0
	Rel‑11
	Clarification on Progress Indicator mapping
	approved
	A
	11.6.0
	FBI
	C3

	CP-130060
	29.163
	0707
	1
	8.20.0
	Rel‑8
	Renaming overlap message body to comply with IETF conventions
	revised
	F
	
	Overlap
	C3

	CP-130175
	29.163
	0707
	2
	8.20.0
	Rel‑8
	Renaming overlap message body to comply with IETF conventions
	approved
	F
	8.21.0
	Overlap
	C3

	CP-130060
	29.163
	0708
	1
	9.12.0
	Rel‑9
	Renaming overlap message body to comply with IETF conventions
	revised
	A
	
	Overlap
	C3

	CP-130176
	29.163
	0708
	2
	9.12.0
	Rel‑9
	Renaming overlap message body to comply with IETF conventions
	approved
	A
	9.13.0
	Overlap
	C3

	CP-130060
	29.163
	0709
	1
	10.8.0
	Rel‑10
	Renaming overlap message body to comply with IETF conventions
	revised
	A
	
	Overlap
	C3

	CP-130177
	29.163
	0709
	2
	10.8.0
	Rel‑10
	Renaming overlap message body to comply with IETF conventions
	approved
	A
	10.9.0
	Overlap
	C3

	CP-130060
	29.163
	0710
	1
	11.5.0
	Rel‑11
	Renaming overlap message body to comply with IETF conventions
	revised
	A
	
	Overlap
	C3

	CP-130178
	29.163
	0710
	2
	11.5.0
	Rel‑11
	Renaming overlap message body to comply with IETF conventions
	approved
	A
	11.6.0
	Overlap
	C3

	CP-130067
	29.163
	0711
	1
	9.12.0
	Rel‑9
	IANA registration template for Overlap message body
	approved
	F
	9.13.0
	Overlap
	C3

	CP-130067
	29.163
	0712
	1
	10.8.0
	Rel‑10
	IANA registration template for Overlap message body
	approved
	A
	10.9.0
	Overlap
	C3

	CP-130067
	29.163
	0713
	1
	11.5.0
	Rel‑11
	IANA registration template for Overlap message body
	approved
	A
	11.6.0
	Overlap
	C3

	CP-130062
	29.163
	0714
	2
	8.20.0
	Rel‑8
	IANA registration template for PSTN XML message body
	approved
	F
	8.21.0
	REDOC_TIS-C3
	C3

	CP-130062
	29.163
	0715
	2
	9.12.0
	Rel‑9
	IANA registration template for PSTN XML message body
	approved
	A
	9.13.0
	REDOC_TIS-C3
	C3

	CP-130062
	29.163
	0716
	2
	10.8.0
	Rel‑10
	IANA registration template for PSTN XML message body
	approved
	A
	10.9.0
	REDOC_TIS-C3
	C3

	CP-130062
	29.163
	0717
	3
	11.5.0
	Rel‑11
	IANA registration template for PSTN XML message body
	approved
	A
	11.6.0
	REDOC_TIS-C3
	C3

	CP-130065
	29.163
	0718
	3
	9.12.0
	Rel‑9
	Generic Number APRI to Privacy 29.163r9
	revised
	F
	
	IMS-CCR-IWCS
	C3

	CP-130139
	29.163
	0718
	4
	9.12.0
	Rel‑9
	Generic Number APRI to Privacy
	revised
	F
	
	IMS-CCR-IWCS
	C3

	CP-130162
	29.163
	0718
	5
	9.12.0
	Rel‑9
	Generic Number APRI to Privacy
	approved
	F
	9.13.0
	IMS-CCR-IWCS
	C3

	CP-130065
	29.163
	0719
	3
	10.8.0
	Rel‑10
	Generic Number APRI to Privacy 29.163r10
	revised
	A
	
	IMS-CCR-IWCS
	C3

	CP-130140
	29.163
	0719
	4
	10.8.0
	Rel‑10
	Generic Number APRI to Privacy
	revised
	A
	
	IMS-CCR-IWCS
	C3

	CP-130163
	29.163
	0719
	5
	10.8.0
	Rel‑10
	Generic Number APRI to Privacy
	approved
	A
	10.9.0
	IMS-CCR-IWCS
	C3

	CP-130065
	29.163
	0720
	3
	11.5.0
	Rel‑11
	Generic Number APRI to Privacy 29.163r11
	revised
	A
	
	IMS-CCR-IWCS
	C3

	CP-130141
	29.163
	0720
	4
	11.5.0
	Rel‑11
	Generic Number APRI to Privacy
	revised
	A
	
	IMS-CCR-IWCS
	C3

	CP-130164
	29.163
	0720
	5
	11.5.0
	Rel‑11
	Generic Number APRI to Privacy
	approved
	A
	11.6.0
	IMS-CCR-IWCS
	C3

	CP-130066
	29.163
	0721
	-
	9.12.0
	Rel‑9
	APRIs to Privacy cleaning 29.163r9
	approved
	F
	9.13.0
	IMS-CCR-IWCS
	C3

	CP-130066
	29.163
	0722
	-
	10.8.0
	Rel‑10
	APRIs to Privacy cleaning 29.163r10
	approved
	A
	10.9.0
	IMS-CCR-IWCS
	C3

	CP-130066
	29.163
	0723
	-
	11.5.0
	Rel‑11
	APRIs to Privacy cleaning 29.163r11
	approved
	A
	11.6.0
	IMS-CCR-IWCS
	C3

	CP-130061
	29.165
	0505
	1
	8.11.0
	Rel‑8
	IMS debug removal of feature
	approved
	F
	8.12.0
	OAM8-Trace
	C3

	CP-130061
	29.165
	0506
	1
	9.13.0
	Rel‑9
	IMS debug removal of feature
	approved
	A
	9.14.0
	OAM8-Trace
	C3

	CP-130061
	29.165
	0507
	1
	10.10.0
	Rel‑10
	IMS debug removal of feature
	approved
	A
	10.11.0
	OAM8-Trace
	C3

	CP-130072
	29.165
	0508
	-
	11.5.0
	Rel‑11
	Including transit-IOI in SIP responses at II-NNI
	approved
	F
	11.6.0
	TEI11
	C3

	CP-130080
	29.165
	0511
	-
	11.5.0
	Rel‑11
	Correction on the description of CS to PS SRVCC over roaming II-NNI
	approved
	F
	11.6.0
	rSRVCC-CT
	C3

	CP-130070
	29.165
	0515
	-
	10.10.0
	Rel‑10
	Reference update: RFC 6809
	approved
	F
	10.11.0
	II-NNI2
	C3

	CP-130070
	29.165
	0516
	-
	11.5.0
	Rel‑11
	Reference update: RFC 6809
	approved
	A
	11.6.0
	II-NNI2
	C3

	CP-130070
	29.165
	0517
	-
	10.10.0
	Rel‑10
	Reference update: Draft-ietf-sip-session-policy-framework
	approved
	F
	10.11.0
	II-NNI2
	C3

	CP-130070
	29.165
	0518
	-
	11.5.0
	Rel‑11
	Reference update: Draft-ietf-sip-session-policy-framework
	approved
	A
	11.6.0
	II-NNI2
	C3

	CP-130075
	29.165
	0522
	1
	11.5.0
	Rel‑11
	Major capability updates
	approved
	F
	11.6.0
	IMSprotoc5
	C3

	CP-130075
	29.165
	0523
	1
	11.5.0
	Rel‑11
	MIME body table clarification
	approved
	F
	11.6.0
	IMSprotoc5
	C3

	CP-130080
	29.165
	0524
	1
	11.5.0
	Rel‑11
	Removing a normative statement from a NOTE
	approved
	F
	11.6.0
	II-NNI2
	C3

	CP-130069
	29.165
	0525
	2
	9.13.0
	Rel‑9
	Correcting announcement when communication is rejected
	approved
	F
	9.14.0
	II-NNI
	C3

	CP-130069
	29.165
	0526
	3
	10.10.0
	Rel‑10
	Correcting announcement when communication is rejected
	approved
	A
	10.11.0
	II-NNI
	C3

	CP-130069
	29.165
	0527
	3
	11.5.0
	Rel‑11
	Correcting announcement when communication is rejected
	approved
	A
	11.6.0
	II-NNI
	C3

	CP-130075
	29.165
	0528
	2
	11.5.0
	Rel‑11
	IBCF alignment with 24.229
	approved
	F
	11.6.0
	IMSprotoc5
	C3

	CP-130070
	29.165
	0529
	1
	10.10.0
	Rel‑10
	Clarifying IOI types
	approved
	F
	10.11.0
	II-NNI2
	C3

	CP-130070
	29.165
	0530
	2
	11.5.0
	Rel‑11
	Clarifying IOI types
	approved
	A
	11.6.0
	II-NNI2
	C3

	CP-130070
	29.165
	0531
	-
	10.10.0
	Rel‑10
	Reference update: Presence SIMPLE specification
	approved
	F
	10.11.0
	II-NNI2
	C3

	CP-130070
	29.165
	0532
	-
	11.5.0
	Rel‑11
	Reference update: Presence SIMPLE specification
	approved
	A
	11.6.0
	II-NNI2
	C3

	CP-130069
	29.165
	0533
	1
	9.13.0
	Rel‑9
	Clarification for CDIV NNI description
	approved
	F
	9.14.0
	II-NNI
	C3

	CP-130069
	29.165
	0534
	1
	10.10.0
	Rel‑10
	Clarification for CDIV NNI description
	approved
	A
	10.11.0
	II-NNI
	C3

	CP-130069
	29.165
	0535
	1
	11.5.0
	Rel‑11
	Clarification for CDIV NNI description
	approved
	A
	11.6.0
	II-NNI
	C3

	CP-130074
	29.165
	0537
	-
	11.5.0
	Rel‑11
	Renaming overlap message body to comply with IETF conventions
	approved
	F
	11.6.0
	NNI_OI
	C3

	CP-130031
	29.168
	0034
	-
	12.0.0
	Rel‑12
	Correction to ASN1 encoding
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130032
	29.172
	0016
	1
	..
	Rel‑12
	Definition of Lgd interface between SGSN and GMLC (Clause 1, 3, 4, 5)
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130156
	29.172
	0016
	1
	11.0.0
	Rel‑12
	Definition of Lgd interface between SGSN and GMLC (Clause 1, 3, 4, 5)
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130032
	29.172
	0017
	2
	..
	Rel‑12
	Definition of Lgd interface between SGSN and GMLC (Clause 2, 6, 7)
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130156
	29.172
	0017
	2
	11.0.0
	Rel‑12
	Definition of Lgd interface between SGSN and GMLC (Clause 2, 6, 7)
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130032
	29.173
	0014
	1
	..
	Rel‑12
	Providing Diameter identity of the SGSN to the GMLC over SLh interface
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130156
	29.173
	0014
	1
	11.1.0
	Rel‑12
	Providing Diameter identity of the SGSN to the GMLC over SLh interface
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130059
	29.212
	0951
	-
	8.17.0
	Rel‑8
	Correction for TFT usage for the primary PDP context when using PGW
	approved
	F
	8.18.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0952
	-
	9.12.0
	Rel‑9
	Correction for TFT usage for the primary PDP context when using PGW
	approved
	A
	9.13.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0953
	-
	10.9.0
	Rel‑10
	Correction for TFT usage for the primary PDP context when using PGW
	approved
	A
	10.10.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0954
	-
	11.7.0
	Rel‑11
	Correction for TFT usage for the primary PDP context when using PGW
	approved
	A
	11.8.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0956
	1
	8.17.0
	Rel‑8
	The scope of Loss_Rec of beaer_29212_R8
	approved
	F
	8.18.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0957
	1
	9.12.0
	Rel‑9
	The scope of Loss_Rec of beaer_29212_R9
	approved
	A
	9.13.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0958
	1
	10.9.0
	Rel‑10
	The scope of Loss_Rec of beaer_29212_R10
	approved
	A
	10.10.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0959
	1
	11.7.0
	Rel‑11
	The scope of Loss_Rec of beaer_29212_R11
	approved
	A
	11.8.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0960
	1
	8.17.0
	Rel‑8
	QCI and ARP handling, Gn connected P-GW (REL-8 29.212)
	approved
	F
	8.18.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0961
	-
	9.12.0
	Rel‑9
	QCI and ARP handling, Gn connected P-GW (R9 29.212)
	approved
	A
	9.13.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0962
	-
	10.9.0
	Rel‑10
	QCI and ARP handling, Gn connected P-GW (R10 29.212)
	approved
	A
	10.10.0
	SAES-St3-PCC
	C3

	CP-130059
	29.212
	0963
	-
	11.7.0
	Rel‑11
	QCI and ARP handling, Gn connected P-GW (R11 29.212)
	approved
	A
	11.8.0
	SAES-St3-PCC
	C3

	CP-130068
	29.212
	0964
	1
	9.12.0
	Rel‑9
	Traffic mapping information sent to UE during the IP-CAN session establishment (R9 29.212)
	approved
	F
	9.13.0
	SAES-St3-PCC
	C3

	CP-130068
	29.212
	0965
	1
	10.9.0
	Rel‑10
	Traffic mapping information sent to UE during the IP-CAN session establishment (R10 29.212)
	approved
	A
	10.10.0
	SAES-St3-PCC
	C3

	CP-130068
	29.212
	0966
	1
	11.7.0
	Rel‑11
	Traffic mapping information sent to UE during the IP-CAN session establishment (R11 29.212)
	approved
	A
	11.8.0
	SAES-St3-PCC
	C3

	CP-130082
	29.212
	0968
	4
	11.7.0
	Rel‑12
	IP-CAN session termination when usage quota reached (R11 29.212)
	approved
	C
	12.0.0
	PCC
	C3

	CP-130078
	29.212
	0970
	2
	11.7.0
	Rel‑11
	Location and PLMN handling in SaMOG (29.212 R11)
	approved
	F
	11.8.0
	SaMOG_WLAN-CN
	C3

	CP-130080
	29.212
	0971
	2
	11.7.0
	Rel‑11
	Use of Cause Value from RFC 4006
	approved
	F
	11.8.0
	SAES-St3-PCC
	C3

	CP-130077
	29.212
	0972
	1
	11.7.0
	Rel‑11
	Remove the H(e)NB FQDN from the BBAI (29.212)
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.212
	0973
	-
	11.7.0
	Rel‑11
	Add BBAI related AVPs in CCR of Gx and Gxx
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.212
	0975
	1
	11.7.0
	Rel‑11
	Correct the session termination of S15 Diameter session
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130080
	29.213
	0454
	3
	11.5.0
	Rel‑11
	Clarify PCRF addressing in roaming cases for IP address not unique
	approved
	F
	11.6.0
	PCC
	C3

	CP-130058
	29.213
	0459
	1
	8.15.0
	Rel‑8
	Bearer Binding for GPRS in Annex D
	approved
	F
	8.16.0
	PCC
	C3

	CP-130058
	29.213
	0460
	1
	9.10.1
	Rel‑9
	Bearer Binding for GPRS in Annex D
	approved
	A
	9.11.0
	PCC
	C3

	CP-130058
	29.213
	0461
	1
	10.8.0
	Rel‑10
	Bearer Binding for GPRS in Annex D
	approved
	A
	10.9.0
	PCC
	C3

	CP-130058
	29.213
	0462
	1
	11.5.0
	Rel‑11
	Bearer Binding for GPRS in Annex D
	approved
	A
	11.6.0
	PCC
	C3

	CP-130077
	29.213
	0464
	1
	11.5.0
	Rel‑11
	Remove the H(e)NB FQDN from the BBAI (29.213)
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.213
	0465
	-
	11.5.0
	Rel‑11
	The Figure of Clause E.4.4.1.1
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.213
	0466
	-
	11.5.0
	Rel‑11
	Correction to PCRF addressing
	approved
	F
	11.6.0
	BBAI_BBII-CT
	C3

	CP-130059
	29.214
	0264
	1
	8.14.0
	Rel‑8
	Cancelling subscription to notification of signaling path status (REL-8 29.214)
	approved
	F
	8.15.0
	SAES-St3-PCC
	C3

	CP-130059
	29.214
	0265
	1
	9.11.0
	Rel‑9
	Cancelling subscription to notification of signaling path status (R9 29.214)
	approved
	A
	9.12.0
	SAES-St3-PCC
	C3

	CP-130059
	29.214
	0266
	1
	10.8.0
	Rel‑10
	Cancelling subscription to notification of signaling path status (R10 29.214)
	approved
	A
	10.9.0
	SAES-St3-PCC
	C3

	CP-130059
	29.214
	0267
	1
	11.7.0
	Rel‑11
	Cancelling subscription to notification of signaling path status (R11 29.214)
	approved
	A
	11.8.0
	SAES-St3-PCC
	C3

	CP-130077
	29.215
	0279
	-
	11.7.0
	Rel‑11
	Remove subsession termination from the S9 session termination
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.215
	0280
	1
	11.7.0
	Rel‑11
	Correct the session termination of S9a Diameter session
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.215
	0281
	-
	11.7.0
	Rel‑11
	Correct the S9a specific AVP of S9a application
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.215
	0282
	1
	11.7.0
	Rel‑11
	Remove the H(e)NB FQDN from the BBAI (29.215)
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C3

	CP-130077
	29.215
	0284
	1
	11.7.0
	Rel‑11
	Correct the S9a specific AVP of S9a* application
	approved
	F
	11.8.0
	BBAI_BBII-CT
	C3

	CP-130073
	29.219
	0013
	3
	11.3.0
	Rel‑11
	Addition of values to the Experimental-Result-Code AVP
	approved
	F
	11.4.0
	QoS_SSL-CT3
	C3

	CP-130012
	29.228
	0586
	1
	8.17.0
	Rel‑8
	removal of the IMS service level trace feature
	approved
	F
	8.18.0
	TEI8
	C4

	CP-130012
	29.228
	0587
	1
	9.10.0
	Rel‑9
	removal of the IMS service level trace feature
	approved
	A
	9.11.0
	TEI8
	C4

	CP-130012
	29.228
	0588
	1
	10.6.0
	Rel‑10
	removal of the IMS service level trace feature
	approved
	A
	10.7.0
	TEI8
	C4

	CP-130011
	29.228
	0589
	1
	7.17.0
	Rel‑7
	Identities with emergency registrations in RTR
	approved
	F
	7.18.0
	TEI7
	C4

	CP-130011
	29.228
	0590
	1
	8.17.0
	Rel‑8
	Identities with emergency registrations in RTR
	approved
	A
	8.18.0
	TEI7
	C4

	CP-130011
	29.228
	0591
	1
	9.10.0
	Rel‑9
	Identities with emergency registrations in RTR
	approved
	A
	9.11.0
	TEI7
	C4

	CP-130011
	29.228
	0592
	1
	10.6.0
	Rel‑10
	Identities with emergency registrations in RTR
	approved
	A
	10.7.0
	TEI7
	C4

	CP-130011
	29.228
	0593
	1
	11.6.0
	Rel‑11
	Identities with emergency registrations in RTR
	approved
	A
	11.7.0
	TEI7
	C4

	CP-130020
	29.228
	0599
	1
	11.6.0
	Rel‑11
	Clarification on Reference Location information
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130011
	29.229
	0254
	1
	7.11.0
	Rel‑7
	Originating-request AVP in LIR
	approved
	F
	7.12.0
	TEI7
	C4

	CP-130011
	29.229
	0255
	1
	8.14.0
	Rel‑8
	Originating-request AVP in LIR
	approved
	A
	8.15.0
	TEI7
	C4

	CP-130011
	29.229
	0256
	1
	9.6.0
	Rel‑9
	Originating-request AVP in LIR
	approved
	A
	9.7.0
	TEI7
	C4

	CP-130011
	29.229
	0257
	1
	10.4.0
	Rel‑10
	Originating-request AVP in LIR
	approved
	A
	10.5.0
	TEI7
	C4

	CP-130011
	29.229
	0258
	1
	11.2.0
	Rel‑11
	Originating-request AVP in LIR
	approved
	A
	11.3.0
	TEI7
	C4

	CP-130026
	29.230
	0334
	1
	11.5.0
	Rel‑11
	Diameter error code for TS 29.212
	approved
	F
	11.6.0
	QoS_SSL-CT3
	C4

	CP-130025
	29.230
	0336
	-
	11.5.0
	Rel‑11
	MDT parameters
	approved
	F
	11.6.0
	OAM-ePM-UE
	C4

	CP-130156
	29.230
	0337
	1
	11.5.0
	Rel‑12
	New AVPs for Lgd interface
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130032
	29.230
	0337
	2
	..
	Rel‑12
	New AVPs for Lgd interface
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130030
	29.230
	0341
	-
	11.5.0
	Rel‑12
	Validity Time of Short Message
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130031
	29.272
	0442
	3
	11.5.0
	Rel‑12
	Check of Serving Node for S6a Security
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130022
	29.272
	0466
	-
	11.5.0
	Rel‑11
	Corrections to wrong references and command/AVP name
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130022
	29.272
	0467
	1
	11.5.0
	Rel‑11
	Update to Subscription-Data-Flags
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130031
	29.272
	0468
	2
	11.5.0
	Rel‑12
	MME name encoding over S6a
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130028
	29.272
	0470
	1
	11.5.0
	Rel‑11
	Registration for SMS Request for SMS in SGSN
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130022
	29.272
	0471
	1
	11.5.0
	Rel‑11
	Values not allowed for QCI over S6a/S6d
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130022
	29.272
	0472
	1
	11.5.0
	Rel‑11
	Cause Code Mapping
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130025
	29.272
	0474
	-
	11.5.0
	Rel‑11
	MDT parameters
	approved
	F
	11.6.0
	OAM-ePM-UE
	C4

	CP-130032
	29.272
	0475
	1
	..
	Rel‑12
	SGSN indicating support of Lgd interface to HSS
	reissued
	B
	
	Dia_SGSN_GMLC
	C4

	CP-130156
	29.272
	0475
	1
	11.5.0
	Rel‑12
	SGSN indicating support of Lgd interface to HSS
	approved
	B
	12.0.0
	Dia_SGSN_GMLC
	C4

	CP-130018
	29.273
	0312
	1
	10.8.0
	Rel‑10
	MSISDN delivery over STa interface
	approved
	F
	10.9.0
	TEI10
	C4

	CP-130022
	29.273
	0314
	2
	11.4.0
	Rel‑11
	About EAP-AKA' challenge message
	approved
	F
	11.5.0
	TEI11
	C4

	CP-130027
	29.273
	0315
	1
	11.4.0
	Rel‑11
	TWAN Authorization when HE-SSID is not provided
	approved
	F
	11.5.0
	SaMOG_WLAN-CN
	C4

	CP-130022
	29.273
	0316
	-
	11.4.0
	Rel‑11
	Presence condition of PGW-ID AVP in S6b AAR command
	approved
	F
	11.5.0
	TEI11
	C4

	CP-130022
	29.273
	0317
	-
	11.4.0
	Rel‑11
	Missing P-bit settings in Information Element tables
	approved
	F
	11.5.0
	TEI11
	C4

	CP-130029
	29.274
	1296
	1
	11.5.0
	Rel‑12
	Bearer QoS
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1297
	1
	11.5.0
	Rel‑12
	Clarificatyion of term "PS mobility"
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1302
	1
	11.5.0
	Rel‑12
	Corrections to abbreviation of Radio Access Technology and definition of cause value
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1303
	1
	11.5.0
	Rel‑12
	Corrections to descriptions of RFSP Index
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130021
	29.274
	1306
	2
	11.5.0
	Rel‑11
	Populating Serving Network
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130021
	29.274
	1307
	2
	11.5.0
	Rel‑11
	IMSI in Suspend Notification
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130031
	29.274
	1308
	1
	11.5.0
	Rel‑12
	Clarification of Resume when S4-U is enabled
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130018
	29.274
	1309
	2
	10.9.0
	Rel‑10
	User CSG Information reporting during inter-MME/SGSN mobility
	approved
	F
	10.10.0
	TEI10
	C4

	CP-130018
	29.274
	1310
	2
	11.5.0
	Rel‑11
	User CSG Information reporting during inter-MME/SGSN mobility
	approved
	A
	11.6.0
	TEI10
	C4

	CP-130029
	29.274
	1311
	1
	11.5.0
	Rel‑12
	Correct the NOTE of Cause value
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1312
	1
	11.5.0
	Rel‑12
	Editorial correction
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130031
	29.274
	1314
	1
	11.5.0
	Rel‑12
	Stop Paging Indication in service restoration procedure
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1316
	1
	11.5.0
	Rel‑12
	Cause value in Update PDN Connection Set Response
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1318
	1
	11.5.0
	Rel‑12
	EPS bearer ID derived for DDN
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130029
	29.274
	1319
	1
	11.5.0
	Rel‑12
	Correcting the Flow QoS IE reference for Bearer Resource Command
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130027
	29.274
	1320
	-
	11.5.0
	Rel‑11
	Sending SSID for SaMOG in GTP
	approved
	F
	11.6.0
	SaMOG_WLAN-CN
	C4

	CP-130018
	29.275
	0271
	1
	10.6.0
	Rel‑10
	MSISDN delivery over S2a interface
	approved
	F
	10.7.0
	TEI10
	C4

	CP-130019
	29.275
	0272
	1
	11.5.0
	Rel‑11
	IETF Draft Reference- Update Notifications for Proxy Mobile IPv6
	approved
	F
	11.6.0
	eNR_EPC
	C4

	CP-130024
	29.275
	0273
	2
	11.5.0
	Rel‑11
	Delete RFC 3775
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130024
	29.275
	0274
	4
	11.5.0
	Rel‑11
	Protocol number used in pseudo-header migration RFC 3775 to RFC 6275
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130027
	29.275
	0275
	-
	11.5.0
	Rel‑11
	Sending SSID for SaMOG in PMIP
	approved
	F
	11.6.0
	SaMOG_WLAN-CN
	C4

	CP-130021
	29.281
	0062
	-
	11.5.0
	Rel‑11
	Clarification on support of GTP-U over the S2a interface
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130063
	29.292
	0062
	1
	8.6.0
	Rel‑8
	Correction of History-Info interworking
	approved
	F
	8.7.0
	ICSRA
	C3

	CP-130063
	29.292
	0063
	1
	9.2.0
	Rel‑9
	Correction of History-Info interworking
	approved
	A
	9.3.0
	ICSRA
	C3

	CP-130063
	29.292
	0064
	1
	10.4.0
	Rel‑10
	Correction of History-Info interworking
	approved
	A
	10.5.0
	ICSRA
	C3

	CP-130063
	29.292
	0065
	1
	11.4.0
	Rel‑11
	Correction of History-Info interworking
	approved
	A
	11.5.0
	ICSRA
	C3

	CP-130012
	29.328
	0454
	1
	8.14.0
	Rel‑8
	removal of the IMS service level trace feature
	approved
	F
	8.15.0
	TEI8
	C4

	CP-130012
	29.328
	0455
	1
	9.11.0
	Rel‑9
	removal of the IMS service level trace feature
	approved
	A
	9.12.0
	TEI8
	C4

	CP-130012
	29.328
	0456
	1
	10.8.0
	Rel‑10
	removal of the IMS service level trace feature
	approved
	A
	10.9.0
	TEI8
	C4

	CP-130018
	29.328
	0458
	1
	11.6.0
	Rel‑11
	Private Identity as additional access key
	approved
	A
	11.7.0
	TEI10
	C4

	CP-130031
	29.328
	0459
	3
	11.6.0
	Rel‑12
	Sh IMSI retrieval
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130020
	29.328
	0461
	3
	11.6.0
	Rel‑11
	PS Location Info Request with RAT-type
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130018
	29.328
	0462
	-
	10.8.0
	Rel‑10
	Private Identity as additional access key
	approved
	F
	10.9.0
	TEI10
	C4

	CP-130031
	29.329
	0206
	-
	11.6.0
	Rel‑12
	Sh IMSI retrieval
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130020
	29.329
	0208
	1
	11.5.0
	Rel‑11
	PS Location Info Request with RAT-type
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130018
	29.329
	0209
	1
	10.4.0
	Rel‑10
	Pre-paging-Supported AVP
	approved
	F
	10.5.0
	TEI10
	C4

	CP-130020
	29.329
	0210
	1
	11.5.0
	Rel‑11
	Pre-paging-Supported and Local-Time-Zone-Indication AVPs
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130013
	29.332
	0189
	2
	8.11.0
	Rel‑8
	Support of RTCP-FB for MTSI
	approved
	F
	8.12.0
	MTSI_eMHI
	C4

	CP-130013
	29.332
	0190
	1
	9.4.0
	Rel‑9
	Support of RTCP-FB for MTSI
	approved
	A
	9.5.0
	MTSI_eMHI
	C4

	CP-130013
	29.332
	0191
	1
	10.6.0
	Rel‑10
	Support of RTCP-FB for MTSI
	approved
	A
	10.7.0
	MTSI_eMHI
	C4

	CP-130013
	29.332
	0192
	1
	11.1.0
	Rel‑11
	Support of RTCP-FB for MTSI
	approved
	A
	11.2.0
	MTSI_eMHI
	C4

	CP-130013
	29.333
	0064
	2
	8.6.0
	Rel‑8
	Support of RTCP-FB for MTSI
	approved
	F
	8.7.0
	MTSI_eMHI
	C4

	CP-130013
	29.333
	0065
	1
	9.2.0
	Rel‑9
	Support of RTCP-FB for MTSI
	approved
	A
	9.3.0
	MTSI_eMHI
	C4

	CP-130013
	29.333
	0066
	1
	10.5.0
	Rel‑10
	Support of RTCP-FB for MTSI
	approved
	A
	10.6.0
	MTSI_eMHI
	C4

	CP-130013
	29.333
	0067
	1
	11.1.0
	Rel‑11
	Support of RTCP-FB for MTSI
	approved
	A
	11.2.0
	MTSI_eMHI
	C4

	CP-130028
	29.337
	0005
	-
	11.1.0
	Rel‑11
	Application Port ID in T4
	approved
	F
	11.2.0
	SIMTC-Reach
	C4

	CP-130030
	29.338
	0003
	2
	11.0.0
	Rel‑12
	Validity Time of Short Message
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130034
	29.364
	0030
	2
	11.1.0
	Rel‑12
	IM-SSF Service Data Definition based on XML
	approved
	B
	12.0.0
	IMS_SSFDD
	C4

	CP-130034
	29.364
	0031
	2
	11.1.0
	Rel‑12
	XML Schema for IM-SSF
	approved
	B
	12.0.0
	IMS_SSFDD
	C4

	CP-130012
	29.364
	0038
	-
	8.5.0
	Rel‑8
	XML document version
	approved
	F
	8.6.0
	TEI8
	C4

	CP-130012
	29.364
	0039
	-
	9.2.0
	Rel‑9
	XML document version
	approved
	A
	9.3.0
	TEI8
	C4

	CP-130012
	29.364
	0040
	-
	10.2.0
	Rel‑10
	XML document version
	approved
	A
	10.3.0
	TEI8
	C4

	CP-130012
	29.364
	0041
	-
	11.1.0
	Rel‑11
	XML document version
	approved
	A
	11.2.0
	TEI8
	C4

	CP-130076
	29.368
	0005
	2
	11.1.0
	Rel‑11
	Application Port identifier over Tsp interface
	approved
	F
	11.2.0
	SIMTC-Reach
	C3

	CP-130151
	29.658
	0016
	5
	8.5.0
	Rel‑8
	Real Time Transfer of Tariff Information
	rejected
	F
	
	REDOC_TIS-C3
	C3

	CP-130152
	29.658
	0017
	5
	9.1.0
	Rel‑9
	Real Time Transfer of Tariff Information
	rejected
	A
	
	REDOC_TIS-C3
	C3

	CP-130153
	29.658
	0018
	5
	10.1.0
	Rel‑10
	Real Time Transfer of Tariff Information
	rejected
	A
	
	REDOC_TIS-C3
	C3

	CP-130154
	29.658
	0019
	5
	11.0.0
	Rel‑11
	Real Time Transfer of Tariff Information
	rejected
	A
	
	REDOC_TIS-C3
	C3

	CP-130146
	31.111
	0363
	1
	11.4.0
	Rel‑11
	Update of reference to ETSI TS 102 223 specification
	approved
	F
	11.5.0
	TEI11
	C6

	CP-130147
	31.115
	0018
	1
	7.2.0
	Rel‑7
	Update of references to ETSI TS 102 225 and 3GPP TS 24.090 specifications
	approved
	F
	7.3.0
	TEI7
	C6

	CP-130148
	31.115
	0023
	2
	11.0.0
	Rel‑12
	Update of references to ETSI TS 102 225 and 3GPP TS 24.090 specifications
	approved
	B
	12.0.0
	TEI12
	C6

	CP-130149
	31.124
	0290
	1
	11.1.0
	Rel‑11
	Applicability of tests for MEs with reduced capabilities
	approved
	A
	11.2.0
	TEI4
	C6

	SP-130060
	32.103
	0004
	1
	11.0.0
	Rel‑11
	R11 CR 32.103 on Enhancements for Converged Management
	revised
	B
	
	OAM-FMC-IRP
	S5

	SP-130139
	32.103
	0004
	2
	11.1.0
	Rel‑11
	Enhancements for Converged Management
	approved
	B
	11.2.0
	OAM-FMC-IRP
	S5

	SP-130048
	32.150
	0023
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 32.150 Correct spelling of 'SupportIOC'
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130062
	32.240
	0353
	3
	11.5.0
	Rel‑11
	R11 CR 32240 Clarification of Type 1 IOI Usage for IMS Roaming
	approved
	F
	11.6.0
	TEI11,IOI_IMS_CH
	S5

	SP-130055
	32.240
	0354
	1
	11.5.0
	Rel‑12
	R12 CR 32240 Introduction of Reference Point to the Billing Domain for SMS-SC Offline Charging
	approved
	B
	12.0.0
	SMS-SC-CH
	S5

	SP-130054
	32.250
	0036
	1
	11.0.0
	Rel‑11
	R11 CR 32250 Related ICID Corrections for SRVCC Charging Correlation
	approved
	F
	11.1.0
	CH11
	S5

	SP-130054
	32.251
	0262
	1
	11.5.0
	Rel‑11
	R11 CR 32251 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a - Alignment with TS 23.402
	approved
	B
	11.6.0
	CH11
	S5

	SP-130054
	32.251
	0263
	1
	12.0.0
	Rel‑12
	R12 CR 32251 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a - Alignment with TS 23.402
	approved
	A
	12.1.0
	CH11
	S5

	SP-130062
	32.260
	0183
	3
	11.6.0
	Rel‑11
	R11 CR 32260 Multiple sets of inter operator identifiers in IMS CDRs for IMS Roaming
	approved
	F
	11.7.0
	TEI11,IOI_IMS_CH
	S5

	SP-130054
	32.260
	0199
	1
	11.6.0
	Rel‑11
	R11 CR 32260 Related ICID Corrections for SRVCC Charging Correlation
	approved
	F
	11.7.0
	CH11
	S5

	SP-130051
	32.260
	0200
	1
	9.12.0
	Rel‑9
	R9 CR 32260 Emergency Indicator introduction in S-CSCF and I-CSCF CDR
	approved
	F
	9.13.0
	CH9
	S5

	SP-130051
	32.260
	0201
	1
	10.9.0
	Rel‑10
	R10 CR 32260 Emergency Indicator introduction in S-CSCF and I-CSCF CDR
	approved
	A
	10.10.0
	CH9
	S5

	SP-130051
	32.260
	0202
	1
	11.6.0
	Rel‑11
	R11 CR 32260 Emergency Indicator introduction in S-CSCF and I-CSCF CDR
	approved
	A
	11.7.0
	CH9
	S5

	SP-130054
	32.260
	0203
	1
	11.6.0
	Rel‑11
	R11 CR 32260 IMS User Charging when Roaming
	approved
	F
	11.7.0
	CH11
	S5

	SP-130063
	32.260
	0204
	1
	11.6.0
	Rel‑11
	R11 CR 32260 Correction for Access Network Information in TRF CDR
	approved
	F
	11.7.0
	RAVEL-CH
	S5

	SP-130054
	32.260
	0205
	1
	11.6.0
	Rel‑11
	CR 32.260 Correction of GTP' usage with respect to CCF functionality
	approved
	F
	11.7.0
	CH11
	S5

	SP-130054
	32.271
	0013
	1
	11.0.0
	Rel‑11
	R11 CR 32.271 Correction of invalid reference to LCS offline charging architecture
	approved
	F
	11.1.0
	CH11
	S5

	SP-130055
	32.274
	0017
	1
	11.0.0
	Rel‑12
	R12 CR 32274 Introduction of SMS-SC Offline Charging Architecture
	approved
	B
	12.0.0
	SMS-SC-CH
	S5

	SP-130054
	32.275
	0043
	1
	11.1.0
	Rel‑11
	R11 CR 32.275 Correction of GTP' usage with respect to CCF functionality
	approved
	F
	11.2.0
	CH11
	S5

	SP-130059
	32.296
	0029
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32.296 Revision of spending limits functionality description in OCS
	approved
	F
	11.5.0
	QoS_SSL
	S5

	SP-130062
	32.298
	0366
	3
	11.5.0
	Rel‑11
	R11 CR 32298 Multiple sets of inter operator identifiers in IMS CDRs for IMS roaming
	approved
	F
	11.6.0
	TEI11,IOI_IMS_CH
	S5

	SP-130054
	32.298
	0384
	1
	11.5.0
	Rel‑11
	R11 CR 32298 Related ICID Corrections for SRVCC Charging Correlation
	approved
	F
	11.6.0
	CH11
	S5

	SP-130051
	32.298
	0385
	-
	9.14.0
	Rel‑9
	R9 CR 32298 Emergency Indicator introduction in S-CSCF and I-CSCF CDR
	approved
	F
	9.15.0
	CH9
	S5

	SP-130051
	32.298
	0386
	-
	10.11.0
	Rel‑10
	R10 CR 32298 Emergency Indicator introduction in S-CSCF and I-CSCF CDR
	approved
	A
	10.12.0
	CH9
	S5

	SP-130051
	32.298
	0387
	-
	11.5.0
	Rel‑11
	R11 CR 32298 Emergency Indicator introduction in S-CSCF and I-CSCF CDR
	approved
	A
	11.6.0
	CH9
	S5

	SP-130052
	32.298
	0388
	-
	10.11.0
	Rel‑10
	R10 CR 32298 Correction on PDPAddressPrefixLength
	approved
	F
	10.12.0
	CH10
	S5

	SP-130052
	32.298
	0389
	-
	11.5.0
	Rel‑11
	R11 CR 32298 Correction on PDPAddressPrefixLength
	approved
	A
	11.6.0
	CH10
	S5

	SP-130053
	32.299
	0485
	1
	11.6.0
	Rel‑12
	R12 CR 32.299 Correction on Trigger-Type AVP
	approved
	F
	12.0.0
	CH12
	S5

	SP-130062
	32.299
	0488
	1
	11.6.0
	Rel‑11
	R11 CR 32299 Clarification of Type 1 IOI Usage and Multiple Sets of Inter Operator Identifiers for IMS Roaming
	approved
	F
	11.7.0
	TEI11,IOI_IMS_CH
	S5

	SP-130053
	32.299
	0489
	1
	11.6.0
	Rel‑12
	R12 CR 32299 Correction of Minimum Service-Context-Id AVP Content
	approved
	F
	12.0.0
	CH12
	S5

	SP-130054
	32.299
	0491
	1
	11.6.0
	Rel‑11
	R11 CR 32299 Related ICID Corrections for SRVCC Charging Correlation
	approved
	F
	11.7.0
	CH11
	S5

	SP-130050
	32.299
	0492
	1
	8.18.0
	Rel‑8
	R8 CR 32299 Re-introduce Authorized-Qos AVP specified as unused
	approved
	F
	8.19.0
	CH8
	S5

	SP-130050
	32.299
	0493
	1
	9.13.0
	Rel‑9
	R9 CR 32299 Re-introduce Authorized-Qos AVP specified as unused
	approved
	A
	9.14.0
	CH8
	S5

	SP-130050
	32.299
	0494
	1
	10.8.0
	Rel‑10
	R10 CR 32299 Re-introduce Authorized-Qos AVP specified as unused
	approved
	A
	10.9.0
	CH8
	S5

	SP-130050
	32.299
	0495
	1
	11.6.0
	Rel‑11
	R11 CR 32299 Re-introduce Authorized-Qos AVP specified as unused
	approved
	A
	11.7.0
	CH8
	S5

	SP-130054
	32.299
	0496
	-
	11.6.0
	Rel‑11
	R11 CR 32299 Correction of LCS-Client-Type AVP definition
	approved
	F
	11.7.0
	CH11
	S5

	SP-130060
	32.300
	0014
	1
	11.0.0
	Rel‑11
	CR Rel‑11 32300-b00 Clarify wild card usage Name Convention
	reissued
	F
	
	OAM-FMC-IRP
	S5

	SP-130139
	32.300
	0014
	1
	11.0.0
	Rel‑11
	Correct usage of wildcard character
	approved
	F
	11.1.0
	OAM-FMC-IRP
	S5

	SP-130049
	32.312
	0010
	-
	9.0.0
	Rel‑9
	Rel‑9 CR on 32312 - add missing iRPId etc.
	approved
	F
	9.1.0
	OAM9
	S5

	SP-130049
	32.312
	0011
	-
	10.0.0
	Rel‑10
	Rel‑10 CR on 32312 - add missing iRPId etc.
	approved
	A
	10.1.0
	OAM9
	S5

	SP-130049
	32.312
	0012
	-
	11.0.0
	Rel‑11
	Rel‑11 CR on 32312 - add missing iRPId etc.
	approved
	A
	11.1.0
	OAM9
	S5

	SP-130049
	32.362
	0007
	1
	9.0.0
	Rel‑9
	Rel‑9 CR on EP IRP - correct wrong ref to iRPId
	approved
	F
	9.1.0
	OAM9
	S5

	SP-130049
	32.362
	0008
	1
	10.0.0
	Rel‑10
	Rel‑10 CR on EP IRP - correct wrong ref to iRPId
	approved
	A
	10.1.0
	OAM9
	S5

	SP-130049
	32.362
	0009
	1
	11.0.0
	Rel‑11
	Rel‑11 CR on EP IRP - correct wrong ref to iRPId
	approved
	A
	11.1.0
	OAM9
	S5

	SP-130048
	32.421
	0066
	1
	11.5.0
	Rel‑11
	CR 32.421 Add IMEI-TAC usecase for UMTS and LTE area based MDT
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130048
	32.422
	0248
	3
	11.6.0
	Rel‑11
	Rel‑11 CR 32.422 Add anonymization mechanism for UMTS MDT
	approved
	F
	11.7.0
	OAM11
	S5

	SP-130047
	32.422
	0249
	-
	10.10.0
	Rel‑10
	Rel‑10 CR 32.422 Correct TAC abbreviation error
	reissued
	F
	
	OAM10
	S5

	SP-130140
	32.422
	0249
	-
	10.10.0
	Rel‑10
	Correct TAC abbreviation error
	approved
	F
	10.11.0
	OAM10
	S5

	SP-130047
	32.422
	0250
	-
	11.6.0
	Rel‑11
	Rel‑11 CR 32.422 Correct TAC abbreviation error
	reissued
	A
	
	OAM10
	S5

	SP-130140
	32.422
	0250
	-
	11.6.0
	Rel‑11
	Correct TAC abbreviation error
	approved
	A
	11.7.0
	OAM10
	S5

	SP-130048
	32.422
	0251
	1
	11.6.0
	Rel‑11
	Support for Inter-RAT Trace/MDT
	approved
	F
	11.7.0
	OAM11
	S5

	SP-130057
	32.423
	0069
	-
	11.3.0
	Rel‑11
	Rel‑11 CR to 32.423 for RCEF reporting in UMTS
	approved
	F
	11.4.0
	OAM-ePM-UE
	S5

	SP-130057
	32.442
	0231
	1
	11.5.0
	Rel‑11
	Editorial corrections in 32.442
	approved
	F
	11.6.0
	OAM-ePM-UE
	S5

	SP-130056
	32.522
	0104
	7
	11.4.0
	Rel‑11
	CR Rel‑11 32.522 SON Coordination NRMs
	approved
	B
	11.5.0
	OAM-SON-LTE_COORD
	S5

	SP-130048
	32.522
	0132
	2
	11.4.0
	Rel‑11
	Rel‑11 CR 32522 - Add informative annex on Distributed ES State Management
	approved
	F
	11.5.0
	OAM11
	S5

	SP-130056
	32.522
	0133
	2
	11.4.0
	Rel‑11
	Add SON coordination example based on cell state
	approved
	B
	11.5.0
	OAM-SON-LTE_COORD
	S5

	SP-130056
	32.526
	0024
	2
	11.3.0
	Rel‑11
	CR Rel‑11 32.526 SON Coordination NRMs
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-130048
	32.526
	0029
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 32.526 Corrections of XML schema compilation errors
	approved
	F
	11.4.0
	OAM11
	S5

	SP-130060
	32.602
	0012
	1
	11.0.0
	Rel‑11
	Correct getMoAttributes operation description
	revised
	F
	
	OAM-FMC-IRP
	S5

	SP-130139
	32.602
	0012
	2
	11.1.0
	Rel‑11
	Correct getMoAttributes operation description
	approved
	F
	11.2.0
	OAM-FMC-IRP
	S5

	SP-130058
	32.602
	0013
	1
	11.0.0
	Rel‑12
	Clarify create object operation
	approved
	C
	12.0.0
	OAM-MODAL
	S5

	SP-130047
	32.656
	0009
	1
	10.4.0
	Rel‑10
	CR R10 32.656 Add the missing attribute rfHoppingEnabled in XML Schema - Align with 32.652
	reissued
	F
	
	OAM10
	S5

	SP-130140
	32.656
	0009
	1
	10.4.0
	Rel‑10
	Add the missing attribute rfHoppingEnabled and correct the definition of hoppingSequenceList - Align with 32.652
	approved
	F
	10.5.0
	OAM10
	S5

	SP-130047
	32.656
	0010
	1
	11.0.0
	Rel‑11
	CR R11 32.656 Add the missing attribute rfHoppingEnabled in XML Schema - Align with 32.652
	revised
	A
	
	OAM10
	S5

	SP-130140
	32.656
	0010
	2
	11.1.0
	Rel‑11
	Add the missing attribute rfHoppingEnabled and correct the definition of hoppingSequenceList - Align with 32.652
	approved
	A
	11.2.0
	OAM10
	S5

	SP-130047
	32.762
	0093
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32762 - Correction of attribute name relatedSector
	reissued
	F
	
	OAM10
	S5

	SP-130140
	32.762
	0093
	1
	10.5.0
	Rel‑10
	Correction of attribute name relatedSector and wrong reference
	approved
	F
	10.6.0
	OAM10
	S5

	SP-130047
	32.762
	0094
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32762 - Correction of attribute name relatedSector
	reissued
	A
	
	OAM10
	S5

	SP-130140
	32.762
	0094
	1
	11.4.0
	Rel‑11
	Correction of attribute name relatedSector and wrong reference
	approved
	A
	11.5.0
	OAM10
	S5

	SP-130056
	32.762
	0095
	2
	11.4.0
	Rel‑11
	Add CCOInformation IOC to support SON coordination (Stage 2)
	approved
	B
	11.5.0
	OAM-SON-LTE_COORD
	S5

	SP-130140
	32.766
	0050
	1
	10.6.0
	Rel‑10
	Correction of attribute name relatedSector
	approved
	F
	10.7.0
	OAM10
	S5

	SP-130047
	32.766
	0050
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32766 - Correction of attribute name relatedSector
	reissued
	F
	
	OAM10
	S5

	SP-130047
	32.766
	0051
	1
	11.3.0
	Rel‑11
	Rel‑11 CR 32766 - Correction of attribute name relatedSector
	reissued
	A
	
	OAM10
	S5

	SP-130140
	32.766
	0051
	1
	11.3.0
	Rel‑11
	Correction of attribute name relatedSector
	approved
	A
	11.4.0
	OAM10
	S5

	SP-130056
	32.766
	0052
	1
	11.3.0
	Rel‑11
	Add CCOInformation IOC to support SON coordination (stage 3)
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-130034
	33.106
	0019
	-
	11.1.1
	Rel‑12
	Adding ETSI TS 102 232 reference
	approved
	B
	12.0.0
	LI12
	S3

	SP-130034
	33.107
	0124
	-
	12.1.0
	Rel‑12
	Start of interception for an already established IMS media secured session
	approved
	B
	12.2.0
	LI12
	S3

	SP-130034
	33.107
	0125
	-
	12.1.0
	Rel‑12
	Correcting 33.107 and 33.108 differences - TFT is applicable only to dedicated bearer
	approved
	F
	12.2.0
	LI12
	S3

	SP-130034
	33.108
	0205
	-
	11.4.0
	Rel‑12
	Correction on EPS userLocationInfo and olduserLocationInfo parameters length
	approved
	F
	12.0.0
	LI12
	S3

	SP-130034
	33.108
	0206
	-
	11.4.0
	Rel‑12
	Clarification on the use of EPS Correlation Number for GPRS events in EPS Events
	approved
	F
	12.0.0
	LI12
	S3

	SP-130034
	33.108
	0207
	-
	11.4.0
	Rel‑12
	Timestamp Requirement for US Networks
	approved
	C
	12.0.0
	LI12
	S3

	SP-130036
	33.220
	0171
	1
	11.4.0
	Rel‑12
	Correction of references for GBA
	approved
	F
	12.0.0
	SEC12, GBA-ext
	S3

	SP-130035
	33.222
	0039
	1
	11.2.2
	Rel‑12
	Addition of definitions, abbreviations and references for web GBA
	revised
	B
	
	Web_GBA
	S3

	SP-130138
	33.222
	0039
	2
	12.0.0
	Rel‑12
	Addition of definitions, abbreviations and references for web GBA
	approved
	B
	12.1.0
	Web_GBA
	S3

	SP-130035
	33.222
	0040
	1
	11.2.2
	Rel‑12
	Addition of informative Annex on usage scenarios, threats and control of GBA credentials to guide developers
	revised
	B
	
	Web_GBA
	S3

	SP-130138
	33.222
	0040
	2
	12.0.0
	Rel‑12
	Addition of informative Annex on usage scenarios, threats and control of GBA credentials to guide developers
	approved
	B
	12.1.0
	Web_GBA
	S3

	SP-130035
	33.222
	0041
	1
	11.2.2
	Rel‑12
	Addition to the new informative Annex on security considerations
	revised
	B
	
	Web_GBA
	S3

	SP-130138
	33.222
	0041
	2
	12.0.0
	Rel‑12
	Addition to the new informative Annex on security considerations
	approved
	B
	12.1.0
	Web_GBA
	S3

	SP-130035
	33.222
	0042
	1
	11.2.2
	Rel‑12
	Addition of new normative Annex on channel binding, key derivation and message flow
	revised
	B
	
	Web_GBA
	S3

	SP-130138
	33.222
	0042
	2
	12.0.0
	Rel‑12
	Addition of new normative Annex on channel binding, key derivation and message flow
	approved
	B
	12.1.0
	Web_GBA
	S3

	SP-130039
	33.224
	0005
	1
	11.0.0
	Rel‑11
	Update S3-130020 corrections to TS 33 224
	approved
	A
	11.1.0
	eGBAPush
	S3

	SP-130039
	33.224
	0006
	-
	10.0.0
	Rel‑10
	Update S3-130020 corrections to TS 33 224
	approved
	F
	10.1.0
	eGBAPush
	S3

	SP-130040
	33.328
	0047
	1
	12.1.0
	Rel‑12
	Adding a reference for the BFCP
	approved
	D
	12.2.0
	eMEDIASEC
	S3

	SP-130040
	33.328
	0048
	1
	12.1.0
	Rel‑12
	Removing Editor's Notes on missing e2e security
	approved
	D
	12.2.0
	eMEDIASEC
	S3

	SP-130040
	33.328
	0049
	1
	12.1.0
	Rel‑12
	Insertion of reference to RFC 6714 (MSRP CEMA)
	approved
	F
	12.2.0
	eMEDIASEC
	S3

	SP-130040
	33.328
	0050
	1
	12.1.0
	Rel‑12
	KMS based solution for secure conferencing
	approved
	C
	12.2.0
	eMEDIASEC
	S3

	SP-130040
	33.328
	0051
	1
	12.1.0
	Rel‑12
	IANA considerations for MIKEY-TICKET
	approved
	C
	12.2.0
	eMEDIASEC
	S3

	SP-130038
	33.401
	0516
	1
	10.3.0
	Rel‑10
	SRVCC-correction-REL-10
	approved
	F
	10.4.0
	SAES-SRVCC
	S3

	SP-130038
	33.401
	0517
	1
	11.5.0
	Rel‑11
	SRVCC-correction-REL-11
	approved
	A
	11.6.0
	SAES-SRVCC
	S3

	SP-130038
	33.401
	0518
	1
	12.6.0
	Rel‑12
	SRVCC-correction-REL-12
	approved
	A
	12.7.0
	SAES-SRVCC
	S3

	RP-130145
	34.108
	0919
	-
	11.4.0
	Rel‑11
	Correction the default value of RACH and E-RUCCH in SIB5 for 1.28Mcps TDD
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-130145
	34.108
	0920
	-
	11.4.0
	Rel‑11
	Correction of default RADIO BEARER SETUP message for DC-HSUPA testing.
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-130145
	34.108
	0921
	-
	11.4.0
	Rel‑11
	Addition of test frequencies for DC-HSUPA
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-130238
	34.109
	0052
	-
	10.1.0
	Rel‑10
	Addition of Location Information functionality to 34.109
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R2

	RP-130238
	34.109
	0053
	1
	11.0.0
	Rel‑11
	Addition of Location Information functionality to 34.109
	approved
	A
	11.1.0
	MDT_UMTSLTE-UEConTest
	R2

	RP-130155
	34.121-1
	1490
	-
	10.5.0
	Rel‑10
	Updation of 4C-HSDPA Chapter 9 test cases
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.121-1
	1491
	-
	10.5.0
	Rel‑10
	Addition of connection diagram for Receiver tests
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.121-1
	1492
	-
	10.5.0
	Rel‑10
	Updating Chapter 6 receiver test cases for 4C_HSDPA
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.121-1
	1493
	-
	10.5.0
	Rel‑10
	Annexure update to test tolerance and statistical testing for 4C-HSDPA
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.121-2
	0137
	-
	10.5.0
	Rel‑10
	Applicability update to Chapter 6 and 9 test cases for 4C-HSDPA
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-130141
	34.123-1
	3238
	-
	10.3.1
	Rel‑10
	Correction of UTRA GMM TCs 12.2.1.5b and 12.2.1.5d
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130141
	34.123-1
	3239
	-
	10.3.1
	Rel‑10
	Correction to UTRA test case 6.2.2.4
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130141
	34.123-1
	3240
	-
	10.3.1
	Rel‑10
	Correction to Test Case 7.2.3.13
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130145
	34.123-1
	3241
	-
	10.3.1
	Rel‑10
	Correction to Test Case 8.2.2.68
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	34.123-1
	3242
	-
	10.3.1
	Rel‑10
	Correction to Test Case 8.2.2.69
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	34.123-1
	3243
	-
	10.3.1
	Rel‑10
	Correction the test Procedure of 8.1.10.3 in 34.123-1
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	34.123-1
	3244
	-
	10.3.1
	Rel‑10
	Modifing the test Procedure of 8.1.1.5b
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	34.123-1
	3245
	-
	10.3.1
	Rel‑10
	Correction to DC-HSUPA radio bearer test case 14.7.3c
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130154
	34.123-1
	3246
	-
	10.3.1
	Rel‑10
	Addition of MDT test case 8.6.3.2
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130154
	34.123-1
	3247
	-
	10.3.1
	Rel‑10
	Addition of MDT test case 8.6.3.3
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130154
	34.123-1
	3248
	-
	10.3.1
	Rel‑10
	Addition of MDT test case 8.6.3.4
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130155
	34.123-1
	3249
	-
	10.3.1
	Rel‑10
	New 4C-HSDPA test case 8.3.4.23.1 (SHO for single band, non-MIMO)
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.123-1
	3250
	-
	10.3.1
	Rel‑10
	^^New 4C-HSDPA test case 8.3.4.23.2 (SHO for single band, MIMO)
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.123-1
	3251
	-
	10.3.1
	Rel‑10
	Addition of new testcase 8.2.2.82 for 3C/4C HSDPA
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130145
	34.123-1
	3252
	-
	10.3.1
	Rel‑10
	Correction to usage of C.2 and C.3 procedures in Rel9 8.2.2.x Radio Bearer Reconfiguration testcases - 8.2.2.74, 8.2.2.75, 8.2.2.76, 8.2.2.77 and 8.2.2.78.
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130143
	34.123-1
	3253
	-
	10.3.1
	Rel‑10
	Correction to Test Case 8.1.1.13
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130159
	34.123-1
	3254
	-
	10.3.1
	Rel‑10
	New NIMTC test case 12.2.2.3a Combined PS attach / NMO-I enabled in UE
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130145
	34.123-1
	3255
	-
	10.3.1
	Rel‑10
	Correction to DC-HSUPA radio bearer test case 14.7.3b
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130142
	34.123-1
	3256
	-
	10.3.1
	Rel‑10
	Correction to test case 6.1.1.13
	approved
	F
	10.4.0
	TEI7_Test
	R5

	RP-130145
	34.123-1
	3257
	-
	10.3.1
	Rel‑10
	Correction to the number of test case 8.3.12.13
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130155
	34.123-1
	3258
	-
	10.3.1
	Rel‑10
	Correction to usage of C.2 and C.3 procedures in Rel10 tc 8.2.2.79
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.123-1
	3259
	-
	10.3.1
	Rel‑10
	Correction to Test Case 8.2.2.83
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.123-1
	3260
	-
	10.3.1
	Rel‑10
	Correction to Test Case 8.2.1.44
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130145
	34.123-1
	3261
	-
	10.3.1
	Rel‑10
	Update to test case 13.4.7
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130159
	34.123-1
	3262
	-
	10.3.1
	Rel‑10
	New NIMTC test case 9.4.3.7 Location updating / abnormal cases / Network reject with Extended Wait Timer
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130159
	34.123-1
	3263
	-
	10.3.1
	Rel‑10
	New NIMTC test case 9.5.4.7 Location updating / periodic search for HPLMN or higher priority PLMN / UE waits UE waits Minimum Periodic search timer
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130159
	34.123-1
	3264
	-
	10.3.1
	Rel‑10
	New NIMTC test case 9.5.5.5 Location updating / periodic per-device timer
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130159
	34.123-1
	3265
	-
	10.3.1
	Rel‑10
	New NIMTC test case 11.1.3.4 Network reject with Extended Wait Timer
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130159
	34.123-1
	3266
	-
	10.3.1
	Rel‑10
	New NIMTC test case 12.2.1.1a PS attach / accepted / Attach with IMSI
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130159
	34.123-1
	3267
	-
	10.3.1
	Rel‑10
	New NIMTC test case 12.4.3.2a Periodic routing area updating / accepted / per-device timer
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130154
	34.123-1
	3268
	-
	10.3.1
	Rel‑10
	Addition of MDT test case 8.6.3.1
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130154
	34.123-1
	3269
	-
	10.3.1
	Rel‑10
	Addition of clause 8.6.1 for UTRAN Immediate MDT
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130154
	34.123-1
	3270
	-
	10.3.1
	Rel‑10
	New UTRAN MDT test case 8.6.2.1
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130154
	34.123-1
	3271
	-
	10.3.1
	Rel‑10
	New UTRAN MDT test case 8.6.2.8
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130155
	34.123-1
	3272
	-
	10.3.1
	Rel‑10
	New 4C-HSDPA test case 8.3.4.23.3 (SHO for dual band, non-MIMO)
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.123-1
	3273
	-
	10.3.1
	Rel‑10
	New 4C-HSDPA test case 8.3.4.23.4 (SHO for dual band, MIMO)
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130154
	34.123-2
	0625
	-
	10.3.0
	Rel‑10
	Addition of applicability statement for MDT test cases
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130155
	34.123-2
	0626
	-
	10.3.0
	Rel‑10
	Correction of applicability and ICS for 4C-HSDPA test cases
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130155
	34.123-2
	0627
	-
	10.3.0
	Rel‑10
	Adding new ICS and applicability of new Active set update SHO 4C-HSDPA test cases
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130154
	34.123-2
	0628
	-
	10.3.0
	Rel‑10
	Addition of applicability of new UTRAN MDT test cases
	approved
	F
	10.4.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130161
	34.123-2
	0629
	-
	10.3.0
	Rel‑10
	Updating of the FDD/GSM inter-RAT test case table
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130161
	34.123-2
	0630
	-
	10.3.0
	Rel‑10
	Removal of Applicability of test conditions C449 and C450.
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130161
	34.123-2
	0631
	-
	10.3.0
	Rel‑10
	Removal of PICS item A.20/41
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130162
	34.123-2
	0632
	-
	10.3.0
	Rel‑10
	Addition of implementation capability for FDD Band 26
	approved
	F
	10.4.0
	e850_UB-UEConTest
	R5

	RP-130143
	34.123-2
	0633
	-
	10.3.0
	Rel‑10
	Clarification to the applicability of Rel‑8 Fast Dormancy test cases
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130155
	34.123-2
	0634
	-
	10.3.0
	Rel‑10
	Addition of applicability for new Test Case 8.2.2.82
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130159
	34.123-2
	0635
	-
	10.3.0
	Rel‑10
	Addition of applicability of new NIMTC test cases
	approved
	F
	10.4.0
	NIMTC-UEConTest
	R5

	RP-130161
	34.123-3
	3017
	-
	10.2.0
	Rel‑10
	34123-3: Routine maintenance and updates
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130141
	34.123-3
	3018
	-
	10.2.0
	Rel‑10
	Remove GEA1
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3019
	-
	10.2.0
	Rel‑10
	Correction to UTRA GMM test case 12.4.1.3
	approved
	F
	10.3.0
	TEI5_Test
	R5

	RP-130148
	34.123-3
	3020
	-
	10.2.0
	Rel‑10
	Correction to UTRA GMM test case 12.2.1.5d
	approved
	F
	10.3.0
	TEI5_Test
	R5

	RP-130148
	34.123-3
	3021
	-
	10.2.0
	Rel‑10
	Correction to UTRA Test Case 16.2.1
	approved
	F
	10.3.0
	TEI5_Test
	R5

	RP-130148
	34.123-3
	3022
	-
	10.2.0
	Rel‑10
	Correction to UTRA RRC Test Cases 6.1.2.1 and 6.1.2.1a for CS only mode
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3023
	-
	10.2.0
	Rel‑10
	Correction to UTRA Idle Mode Test Case 6.2.1.6
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3024
	-
	10.2.0
	Rel‑10
	Correction to ts_UpdateRegistration_SharedPLMN test step
	approved
	F
	10.3.0
	TEI6_Test
	R5

	RP-130148
	34.123-3
	3025
	-
	10.2.0
	Rel‑10
	Correction to UTRA RRC test case 8.4.1.50
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-130148
	34.123-3
	3026
	-
	10.2.0
	Rel‑10
	Correction to UTRA test case 12.3.2.8 Proc1
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3027
	-
	10.2.0
	Rel‑10
	Correction to ts_UpdateRegistration_SharedPLMN and ts_NAS_MM_LUP_r6_SharedPLMN test steps for CS only mode
	approved
	F
	10.3.0
	TEI5_Test
	R5

	RP-130148
	34.123-3
	3028
	-
	10.2.0
	Rel‑10
	Correction to UTRA RRC test case 8.3.1.30
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3029
	-
	10.2.0
	Rel‑10
	Correction to UTRA RLC test case 7.2.3.13
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3030
	-
	10.2.0
	Rel‑10
	Correction to UTRA Test Case 6.2.1.6
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3031
	-
	10.2.0
	Rel‑10
	Corrections to UTRA test cases 12.4.1.3 and 12.2.1.5d
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-130148
	34.123-3
	3032
	-
	10.2.0
	Rel‑10
	Addition of Fast Dormancy test case 8.1.9c to HSPA8_ENH ATS
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130148
	34.123-3
	3033
	-
	10.2.0
	Rel‑10
	Addition of Fast Dormancy test case 8.1.9e to HSPA8_ENH ATS
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130148
	34.123-3
	3034
	-
	10.2.0
	Rel‑10
	Correction to Rel‑5 testcase 7.1.5.4
	approved
	F
	10.3.0
	TEI5_Test
	R5

	RP-130148
	34.123-3
	3035
	-
	10.2.0
	Rel‑10
	Correction to Rel‑7 testcase 8.4.1.50
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-130148
	34.123-3
	3036
	-
	10.2.0
	Rel‑10
	Addition of Fast Dormancy test case 8.1.9d to HSPA8_ENH ATS
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130148
	34.123-3
	3037
	-
	10.2.0
	Rel‑10
	Addition of ETWS test case 8.1.1.19 to HSPA8_ENH ATS
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130148
	34.123-3
	3038
	-
	10.2.0
	Rel‑10
	Correction to ts_RRC_ReceiveUE_CapabilityInfo_83148 function ^^ ^^
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130148
	34.123-3
	3039
	-
	10.2.0
	Rel‑10
	Correction to Rel‑8 MAC-I/Is testcase 7.1.7.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130147
	34.123-3
	3040
	-
	10.2.0
	Rel‑10
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130145
	34.229-1
	0414
	-
	10.0.0
	Rel‑10
	Correction to reference for IMS video related capability defined in TS 34.229-2
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	34.229-1
	0415
	-
	9.11.0
	Rel‑9
	Removal of technical content in 34.229-1 v9.11.0 and substitution with pointer to the next Release
	approved
	F
	9.12.0
	TEI9_Test
	R5

	RP-130143
	34.229-1
	0416
	-
	10.0.0
	Rel‑10
	Update test case 12.21
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0417
	-
	10.0.0
	Rel‑10
	Update test case 12.22
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0418
	-
	10.0.0
	Rel‑10
	Update annex C.11
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0419
	-
	10.0.0
	Rel‑10
	Correction to default settings of EF IMPU at ISIM ADF
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0420
	-
	10.0.0
	Rel‑10
	Corrections to IMS_CC test case 8.4
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130145
	34.229-1
	0421
	-
	10.0.0
	Rel‑10
	Updates to conformance requirements in 19.1.1.2, 19.1.3.2, 19.1.5.2
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	34.229-1
	0422
	-
	10.0.0
	Rel‑10
	Corrections to 19.5.6, 19.5.7, 19.5.8, A.1.1
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	34.229-1
	0423
	-
	10.0.0
	Rel‑10
	Update A.7.2 MESSAGE for delivery report
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130143
	34.229-1
	0424
	-
	10.0.0
	Rel‑10
	Correction of 15 series of SS tests
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0425
	-
	10.0.0
	Rel‑10
	Update test case 17.1
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0426
	-
	10.0.0
	Rel‑10
	Update test case 17.2
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130145
	34.229-1
	0427
	-
	10.0.0
	Rel‑10
	Corrections to A.2.7
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	34.229-1
	0428
	-
	10.0.0
	Rel‑10
	Corrections to A.3.1
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	34.229-1
	0429
	-
	10.0.0
	Rel‑10
	Update default message MESSAGE for MO SMS
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	34.229-1
	0430
	-
	10.0.0
	Rel‑10
	Update A.7.6 Delivery report for MO SMS
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130143
	34.229-1
	0431
	-
	10.0.0
	Rel‑10
	Update Annex A, C
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130143
	34.229-1
	0432
	-
	10.0.0
	Rel‑10
	Correction to SDP parameter in Generic Procedures in Annex C
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130145
	34.229-2
	0112
	-
	9.11.0
	Rel‑9
	Removal of technical content in 34.229-2 v9.11.0 and substitution with pointer to the next Release
	approved
	F
	9.12.0
	TEI9_Test
	R5

	RP-130145
	34.229-3
	0087
	-
	9.6.0
	Rel‑9
	34229-3: Routine maintenance and updates
	approved
	F
	9.7.0
	TEI9_Test
	R5

	RP-130150
	34.229-3
	0088
	-
	9.6.0
	Rel‑9
	Re-verification of IMS Registration test case 8.10 over LTE with 36.523-3 test model
	approved
	B
	9.7.0
	TEI8_Test
	R5

	RP-130150
	34.229-3
	0089
	-
	9.6.0
	Rel‑9
	Corrections for IMS test cases with 34.229-3 test model
	approved
	F
	9.7.0
	TEI8_Test
	R5

	RP-130150
	34.229-3
	0090
	-
	9.6.0
	Rel‑9
	Re-verification of IMS Registration test case 8.4 over LTE with new 34.229-3 test model
	approved
	B
	9.7.0
	TEI8_Test
	R5

	RP-130150
	34.229-3
	0091
	-
	9.6.0
	Rel‑9
	Re-verification of IMS Authentication test case 9.1 over LTE with the new 34.229-3 test model
	approved
	B
	9.7.0
	TEI8_Test
	R5

	RP-130150
	34.229-3
	0092
	-
	9.6.0
	Rel‑9
	Corrections to IMS_36523_IWD_12wk48 test suite
	approved
	F
	9.7.0
	TEI8_Test
	R5

	RP-130150
	34.229-3
	0093
	-
	9.6.0
	Rel‑9
	Corrections for IMS TC 8.1 regarding IPv6 privacy
	approved
	F
	9.7.0
	TEI8_Test
	R5

	RP-130149
	34.229-3
	0094
	-
	9.6.0
	Rel‑9
	CR to 34.229-3 (prose) update to v970
	approved
	F
	9.7.0
	TEI9_Test
	R5

	RP-130279
	36.101
	1519
	-
	11.3.0
	Rel‑11
	OCNG patterns for Enhanced Performance Requirements Type A
	approved
	F
	11.4.0
	LTE_Interf_Rej-Perf
	R4

	RP-130277
	36.101
	1520
	-
	11.3.0
	Rel‑11
	Corrections on in-band blocking for Band 29 for carrier aggregation
	approved
	F
	11.4.0
	LTE_DL_FDD700-Core
	R4

	RP-130268
	36.101
	1522
	-
	10.9.0
	Rel‑10
	Brackets removal in Rel‑10 TM4 rank indicator Test 3
	approved
	F
	10.10.0
	LTE-RF
	R4

	RP-130268
	36.101
	1523
	-
	11.3.0
	Rel‑11
	Brackets removal in Rel‑11 TM4 rank indicator Test 3
	approved
	F
	11.4.0
	LTE-RF
	R4

	RP-130279
	36.101
	1524
	1
	11.3.0
	Rel‑11
	Cleanup of Advanced Receivers requirement scenarios for demodulation and CSI (FDD/TDD)
	approved
	F
	11.4.0
	LTE_Interf_Rej-Perf
	R4

	RP-130258
	36.101
	1525
	-
	8.20.0
	Rel‑8
	Corrections to CQI reporting
	approved
	F
	8.21.0
	TEI8
	R4

	RP-130258
	36.101
	1526
	-
	9.14.0
	Rel‑9
	Corrections to CQI reporting
	approved
	A
	9.15.0
	TEI8
	R4

	RP-130258
	36.101
	1527
	-
	10.9.0
	Rel‑10
	Corrections to CQI reporting
	approved
	A
	10.10.0
	TEI8
	R4

	RP-130258
	36.101
	1528
	-
	11.3.0
	Rel‑11
	Corrections to CQI reporting
	approved
	A
	11.4.0
	TEI8
	R4

	RP-130182
	36.101
	1532
	-
	11.3.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.101(Rel‑12)
	postponed
	B
	
	LTE_CA_B1_B8-Core
	R4

	RP-130264
	36.101
	1533
	2
	10.9.0
	Rel‑10
	CR for CA performance requirements
	approved
	F
	10.10.0
	LTE_CA-Perf
	R4

	RP-130262
	36.101
	1535
	-
	10.9.0
	Rel‑10
	Corrections for eICIC performance requirements (rel-10)
	approved
	F
	10.10.0
	eICIC_LTE-Perf
	R4

	RP-130262
	36.101
	1536
	-
	11.3.0
	Rel‑11
	Corrections for eICIC performance requirements (rel-11)
	approved
	A
	11.4.0
	eICIC_LTE-Perf
	R4

	RP-130264
	36.101
	1538
	-
	10.9.0
	Rel‑10
	Correction of CA power imbalance performance requirements
	approved
	F
	10.10.0
	LTE_CA-Perf
	R4

	RP-130264
	36.101
	1539
	-
	11.3.0
	Rel‑11
	Correction of CA power imbalance performance requirements
	approved
	A
	11.4.0
	LTE_CA-Perf
	R4

	RP-130265
	36.101
	1540
	-
	8.20.0
	Rel‑8
	Correction related to SNR definition for Rel‑8
	approved
	F
	8.21.0
	LTE_eDL_MIMO-Perf, TEI8
	R4

	RP-130265
	36.101
	1541
	-
	9.14.0
	Rel‑9
	Correction related to SNR definition for Rel‑9
	approved
	A
	9.15.0
	LTE_eDL_MIMO-Perf, TEI8
	R4

	RP-130263
	36.101
	1542
	3
	10.9.0
	Rel‑10
	Clarification of spurious emission domain for CA in TS 36.101 (R10)
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130287
	36.101
	1543
	-
	11.3.0
	Rel‑11
	Correction of a symbol for MPR in single carrier for TS 36.101(R11)
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130287
	36.101
	1544
	1
	11.3.0
	Rel‑11
	Correction of some inter-band CA requiements for TS 36.101 (R11)
	approved
	F
	11.4.0
	TEI11, LTE_CA-Core
	R4

	RP-130190
	36.101
	1545
	-
	11.3.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.101
	postponed
	B
	
	LTE_CA_B3_B28-Core
	R4

	RP-130276
	36.101
	1546
	-
	11.3.0
	Rel‑11
	Correction of contigous allocation A-MPR for CA_NS_05
	approved
	F
	11.4.0
	LTE_CA_B38-Core, TEI11
	R4

	RP-130263
	36.101
	1547
	1
	11.3.0
	Rel‑11
	Clarification of spurious emission domain for CA in TS 36.101 (R11)
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130264
	36.101
	1548
	-
	11.3.0
	Rel‑11
	CR for CA performance requirements
	approved
	A
	11.4.0
	LTE_CA-Perf
	R4

	RP-130284
	36.101
	1553
	1
	11.3.0
	Rel‑11
	Introduction of downlink non-contiguous CA into REL -11 TS 36.101
	approved
	F
	11.4.0
	LTE_CA_enh-Core
	R4

	RP-130260
	36.101
	1554
	-
	9.14.0
	Rel‑9
	Band 38 Note 16 correction in UE to UE co-existence table
	approved
	F
	9.15.0
	LTE-RF
	R4

	RP-130263
	36.101
	1556
	1
	10.9.0
	Rel‑10
	CA_1C: CA_NS_02 and CA_NS_03 A-MPR REL-10
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1557
	-
	11.3.0
	Rel‑11
	CA_1C: CA_NS_02 and CA_NS_03 A-MPR REL-11
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130287
	36.101
	1560
	-
	11.3.0
	Rel‑11
	Editorial corrections to clause 5
	approved
	F
	11.4.0
	TEI11, LTE_CA-Core
	R4

	RP-130267
	36.101
	1561
	1
	10.9.0
	Rel‑10
	Addition of UE Regional Requirements to Band 23 Based on New Regulatory Order in the US
	approved
	F
	10.10.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-130267
	36.101
	1562
	-
	11.3.0
	Rel‑11
	Addition of UE Regional Requirements to Band 23 Based on New Regulatory Order in the US
	approved
	A
	11.4.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-130272
	36.101
	1567
	-
	11.3.0
	Rel‑11
	Band 26: modification of A-MPR for 'NS_15'
	approved
	F
	11.4.0
	e850_UB-core
	R4

	RP-130287
	36.101
	1571
	1
	11.3.0
	Rel‑11
	Band 41 requirements for operation in China and Japan
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130260
	36.101
	1572
	-
	9.14.0
	Rel‑9
	Remove [ ] from CSI test case parameters
	approved
	F
	9.15.0
	LTE-RF
	R4

	RP-130260
	36.101
	1573
	-
	10.9.0
	Rel‑10
	Remove [ ] from CSI test case parameters
	approved
	A
	10.10.0
	LTE-RF
	R4

	RP-130260
	36.101
	1574
	-
	11.3.0
	Rel‑11
	Remove [ ] from CSI test case parameters
	approved
	A
	11.4.0
	LTE-RF
	R4

	RP-130287
	36.101
	1575
	-
	11.3.0
	Rel‑11
	Corrections to UE co-existence
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130258
	36.101
	1576
	-
	8.20.0
	Rel‑8
	UE-UE co-existence between Band 1 and Band 33/39
	approved
	F
	8.21.0
	TEI8
	R4

	RP-130258
	36.101
	1577
	-
	9.14.0
	Rel‑9
	UE-UE co-existence between Band 1 and Band 33/39
	approved
	A
	9.15.0
	TEI8
	R4

	RP-130268
	36.101
	1578
	-
	10.9.0
	Rel‑10
	UE-UE co-existence between Band 1 and Band 33/39
	approved
	F
	10.10.0
	TEI8
	R4

	RP-130287
	36.101
	1579
	-
	11.3.0
	Rel‑11
	UE-UE co-existence between Band 1 and Band 33/39
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130287
	36.101
	1580
	-
	11.3.0
	Rel‑11
	Correction on reference to note for Band 7 and 38 co-existence
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130263
	36.101
	1583
	1
	10.9.0
	Rel‑10
	Cleanup for CA UE RF requirements
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1584
	1
	11.3.0
	Rel‑11
	Cleanup for CA UE RF requirements
	approved
	F
	11.4.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1585
	-
	10.9.0
	Rel‑10
	Corrections on UL configuration for CA UE receiver requirements
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1586
	-
	11.3.0
	Rel‑11
	Corrections on UL configuration for CA UE receiver requirements
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1587
	-
	10.9.0
	Rel‑10
	Correction of Transmit modulation quality requirements for CA
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1588
	-
	11.3.0
	Rel‑11
	Correction of Transmit modulation quality requirements for CA
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130268
	36.101
	1589
	-
	10.9.0
	Rel‑10
	Revision of Common Test Parameters for User-specific Demodulation Tests
	approved
	F
	10.10.0
	TEI10
	R4

	RP-130268
	36.101
	1590
	-
	11.3.0
	Rel‑11
	Revision of Common Test Parameters for User-specific Demodulation Tests
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130278
	36.101
	1595
	-
	11.3.0
	Rel‑11
	Correction for a Band 27 A-MPR table
	approved
	F
	11.4.0
	LTE_e850_LB-Core
	R4

	RP-130264
	36.101
	1596
	-
	10.9.0
	Rel‑10
	Correction of CA CQI test setup
	approved
	F
	10.10.0
	LTE_CA-Perf
	R4

	RP-130264
	36.101
	1597
	-
	11.3.0
	Rel‑11
	Correction of CA CQI test setup
	approved
	A
	11.4.0
	LTE_CA-Perf
	R4

	RP-130287
	36.101
	1600
	1
	11.3.0
	Rel‑11
	Correction of B12 DL Specification in Table 5.5A-2
	approved
	F
	11.4.0
	TEI11, LTE_CA-Core
	R4

	RP-130263
	36.101
	1601
	-
	10.9.0
	Rel‑10
	Correction of table reference
	approved
	D
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.101
	1602
	-
	11.3.0
	Rel‑11
	Correction of table reference
	approved
	D
	11.4.0
	LTE_CA-Core
	R4

	RP-130307
	36.104
	0290
	1
	11.3.1
	Rel‑11
	TS 36.104 CR for CA_38
	approved
	B
	11.4.0
	LTE_CA_B38-Core
	R4

	RP-130365
	36.104
	0336
	3
	11.3.1
	Rel‑11
	CR 36.104: Performant requirements of PUCCH format 2 with DTX detection
	approved
	B
	11.4.0
	TEI11
	R4

	RP-130183
	36.104
	0366
	-
	11.3.1
	Rel‑12
	Introduction of CA 1+8 into TS 36.104(Rel‑12)
	postponed
	B
	
	LTE_CA_B1_B8-Core
	R4

	RP-130266
	36.104
	0367
	-
	10.9.0
	Rel‑10
	Correction of BS performance requirements
	approved
	F
	10.10.0
	LTE_UL_MIMO-Perf
	R4

	RP-130266
	36.104
	0368
	-
	11.3.1
	Rel‑11
	Correction of BS performance requirements
	approved
	A
	11.4.0
	LTE_UL_MIMO-Perf
	R4

	RP-130273
	36.104
	0371
	1
	11.3.1
	Rel‑11
	Supplement some note information for MR BS in TS 36.104
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Core
	R4

	RP-130273
	36.104
	0372
	1
	11.3.1
	Rel‑11
	Correction of UEM requirements in TS 36.104
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Core
	R4

	RP-130273
	36.104
	0373
	-
	11.3.1
	Rel‑11
	Correction to LTE BS classes core requirements
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Core
	R4

	RP-130191
	36.104
	0374
	-
	11.3.1
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.104
	postponed
	B
	
	LTE_CA_B3_B28-Core
	R4

	RP-130284
	36.104
	0375
	1
	11.3.1
	Rel‑11
	Alignment of terminology for intra-band non-contiguous CA requirement
	approved
	F
	11.4.0
	LTE_CA_enh-Core
	R4

	RP-130287
	36.104
	0376
	-
	11.3.1
	Rel‑11
	Band 41 requirements for operation in Japan
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130287
	36.104
	0377
	-
	11.3.1
	Rel‑11
	CR 36.104: Performance requirements of PUCCH format 2 with DTX detection and removal of brackets.
	approved
	B
	11.4.0
	TEI11
	R4

	RP-130268
	36.106
	0049
	-
	10.6.0
	Rel‑10
	Co-existence between adjacent FDD and TDD bands
	approved
	F
	10.7.0
	TEI10
	R4

	RP-130268
	36.106
	0050
	-
	11.1.0
	Rel‑11
	Co-existence between adjacent FDD and TDD bands
	approved
	A
	11.2.0
	TEI10
	R4

	RP-130286
	36.116
	0001
	1
	11.1.0
	Rel‑11
	Correction of R-PDCCH test
	approved
	F
	11.2.0
	LTE_Relay2-Perf
	R4

	RP-130268
	36.133
	1476
	1
	10.9.0
	Rel‑10
	Correction to Inter-frequency Measurements in CA mode test case R10
	approved
	F
	10.10.0
	LTE-RF
	R4

	RP-130268
	36.133
	1477
	1
	11.3.1
	Rel‑11
	Correction to Inter-frequency Measurements in CA mode test case R11
	approved
	A
	11.4.0
	LTE-RF
	R4

	RP-130287
	36.133
	1480
	1
	11.3.1
	Rel‑11
	Requirements for RSRP and RSRQ for E-CID Positioning
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130263
	36.133
	1565
	-
	10.9.0
	Rel‑10
	Secondary Component carrier levels for CA RSRP Test cases A.9.1.6 and A.9.1.7
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1566
	-
	11.3.1
	Rel‑11
	Secondary Component carrier levels for CA RSRP Test cases A.9.1.6 and A.9.1.7
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1567
	-
	10.9.0
	Rel‑10
	Remove intra-frequency relative Requirement for CA RSRQ Test Cases
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1568
	-
	11.3.1
	Rel‑11
	Remove intra-frequency relative Requirement for CA RSRQ Test Cases
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1571
	-
	10.9.0
	Rel‑10
	Cell timing for CA RSRP and RSRQ Test cases
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1572
	-
	11.3.1
	Rel‑11
	Cell timing for CA RSRP and RSRQ Test cases
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130277
	36.133
	1573
	1
	11.3.1
	Rel‑11
	Editorial correction for introduction of Band 29
	approved
	F
	11.4.0
	LTE_DL_FDD700-Core
	R4

	RP-130263
	36.133
	1575
	1
	10.9.0
	Rel‑10
	Clarification of retuning interruption in single carrier operation
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1576
	-
	11.3.1
	Rel‑11
	Clarification of retuning interruption in single carrier operation
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130260
	36.133
	1577
	1
	9.14.0
	Rel‑9
	RRM: RMC and OCNG pattern for FDD CGI test with autonomous gaps (Rel‑9)
	approved
	F
	9.15.0
	LTE-RF
	R4

	RP-130260
	36.133
	1578
	-
	10.9.0
	Rel‑10
	RRM: RMC and OCNG pattern for FDD CGI test with autonomous gaps (Rel‑10)
	approved
	A
	10.10.0
	LTE-RF
	R4

	RP-130260
	36.133
	1579
	-
	11.3.1
	Rel‑11
	RRM: RMC and OCNG pattern for FDD CGI test with autonomous gaps (Rel‑11)
	approved
	A
	11.4.0
	LTE-RF
	R4

	RP-130261
	36.133
	1580
	1
	9.14.0
	Rel‑9
	Correction to CSG proxmity requirement
	approved
	F
	9.15.0
	TEI9
	R4

	RP-130268
	36.133
	1581
	1
	10.9.0
	Rel‑10
	Correction to CSG proximity requirements
	approved
	F
	10.10.0
	TEI10
	R4

	RP-130268
	36.133
	1582
	-
	11.3.1
	Rel‑11
	Correction to CSG proximity requirement
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130268
	36.133
	1583
	-
	10.9.0
	Rel‑10
	E-UTRAN FDD Proximity Indication RRM Requirements (Rel‑10)
	approved
	A
	10.10.0
	TEI10
	R4

	RP-130268
	36.133
	1584
	-
	11.3.1
	Rel‑11
	E-UTRAN FDD Proximity Indication RRM Requirements (Rel‑11)
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130261
	36.133
	1585
	1
	9.14.0
	Rel‑9
	E-UTRAN FDD Proximity Indication Test Case (Rel‑9)
	approved
	F
	9.15.0
	TEI9
	R4

	RP-130275
	36.133
	1589
	1
	11.3.1
	Rel‑11
	Clarification of Cell Identification core requirement in FeICIC
	approved
	F
	11.4.0
	eICIC_enh_LTE-Core
	R4

	RP-130283
	36.133
	1591
	1
	11.3.1
	Rel‑11
	RSRP/RSRQ measurement accuracy requirements in FeICIC
	approved
	B
	11.4.0
	eICIC_enh_LTE-Perf
	R4

	RP-130263
	36.133
	1597
	1
	10.9.0
	Rel‑10
	UE interruption requirements in SCC RSTD measurements with de-activated Scell R10
	approved
	F
	10.10.0
	LTE_CA-Core
	R4

	RP-130263
	36.133
	1598
	-
	11.3.1
	Rel‑11
	UE interruption requirements in SCC RSTD measurements with de-activated Scell R11
	approved
	A
	11.4.0
	LTE_CA-Core
	R4

	RP-130287
	36.133
	1602
	-
	11.3.1
	Rel‑11
	Timing offset correction in CA RSTD test cases
	approved
	F
	11.4.0
	LTE-RF
	R4

	RP-130268
	36.133
	1603
	1
	10.9.0
	Rel‑10
	Clarification on intra-frequency RSTD measurement accuracy requirement R10
	approved
	F
	10.10.0
	LTE-RF
	R4

	RP-130264
	36.133
	1613
	-
	10.9.0
	Rel‑10
	Measurement gap clarification in case of carrier aggregation
	approved
	F
	10.10.0
	LTE_CA-Perf
	R4

	RP-130280
	36.133
	1616
	-
	11.3.1
	Rel‑11
	Editorial corrections for IDC
	approved
	F
	11.4.0
	SPIA_IDC_LTE-Core
	R4

	RP-130262
	36.133
	1617
	1
	10.9.0
	Rel‑10
	Editorial corrections for eICIC
	approved
	F
	10.10.0
	eICIC_LTE-Perf
	R4

	RP-130262
	36.133
	1618
	-
	11.3.1
	Rel‑11
	Editorial corrections for eICIC
	approved
	A
	11.4.0
	eICIC_LTE-Perf
	R4

	RP-130258
	36.133
	1619
	-
	8.20.0
	Rel‑8
	Editorial corrections RRM
	approved
	F
	8.21.0
	TEI8
	R4

	RP-130258
	36.133
	1620
	-
	9.14.0
	Rel‑9
	Editorial corrections RRM
	approved
	A
	9.15.0
	TEI8
	R4

	RP-130258
	36.133
	1621
	-
	10.9.0
	Rel‑10
	Editorial corrections RRM
	approved
	A
	10.10.0
	TEI8
	R4

	RP-130258
	36.133
	1622
	-
	11.3.1
	Rel‑11
	Editorial corrections RRM
	approved
	A
	11.4.0
	TEI8
	R4

	RP-130259
	36.133
	1626
	1
	10.9.0
	Rel‑10
	A clarification on measurement gap pattern in RSTD requirements
	approved
	F
	10.10.0
	LCS_LTE
	R4

	RP-130259
	36.133
	1627
	-
	11.3.1
	Rel‑11
	A clarification on measurement gap pattern in RSTD requirements
	approved
	A
	11.4.0
	LCS_LTE
	R4

	RP-130261
	36.133
	1640
	1
	9.14.0
	Rel‑9
	Modification of PRS configuration for RSTD measurement reporting delay test cases(Rel‑9)
	approved
	F
	9.15.0
	TEI9
	R4

	RP-130268
	36.133
	1641
	1
	10.9.0
	Rel‑10
	Modification of PRS configuration for RSTD measurement reporting delay test cases(Rel‑10)
	approved
	F
	10.10.0
	TEI10
	R4

	RP-130268
	36.133
	1642
	1
	11.3.1
	Rel‑11
	Modification of PRS configuration for RSTD measurement reporting delay test cases(Rel‑11)
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130261
	36.133
	1643
	-
	10.9.0
	Rel‑10
	E-UTRAN FDD Proximity Indication Test Case (Rel‑10)
	approved
	A
	10.10.0
	TEI9
	R4

	RP-130261
	36.133
	1644
	-
	11.3.1
	Rel‑11
	E-UTRAN FDD Proximity Indication Test Case (Rel‑11)
	approved
	A
	11.4.0
	TEI9
	R4

	RP-130306
	36.141
	0334
	1
	11.3.0
	Rel‑11
	TS 36.141 CR for CA_38
	approved
	B
	11.4.0
	LTE_CA_B38-Core
	R4

	RP-130366
	36.141
	0388
	2
	11.3.0
	Rel‑11
	Cleanup of 36.141 performance.
	approved
	F
	11.4.0
	TEI10
	R4

	RP-130184
	36.141
	0419
	-
	11.3.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.141(Rel‑12)
	postponed
	B
	
	LTE_CA_B1_B8-Core
	R4

	RP-130266
	36.141
	0420
	-
	10.9.0
	Rel‑10
	Correction of BS performance conformance tests
	approved
	F
	10.10.0
	LTE_UL_MIMO-Perf
	R4

	RP-130266
	36.141
	0421
	-
	11.3.0
	Rel‑11
	Correction of BS performance conformance tests
	approved
	A
	11.4.0
	LTE_UL_MIMO-Perf
	R4

	RP-130274
	36.141
	0424
	1
	11.3.0
	Rel‑11
	Correction of UEM requirements in TS 36.141
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130274
	36.141
	0425
	-
	11.3.0
	Rel‑11
	Correction to MSR BS classes conformance test requirements
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130274
	36.141
	0426
	-
	11.3.0
	Rel‑11
	Correction to LTE BS classes performance requirements
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130192
	36.141
	0427
	-
	11.3.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.141
	postponed
	B
	
	LTE_CA_B3_B28-Perf
	R4

	RP-130284
	36.141
	0428
	1
	11.3.0
	Rel‑11
	Alignment of terminology for intra-band non-contiguous CA requirement
	approved
	F
	11.4.0
	LTE_CA_enh-Core
	R4

	RP-130268
	36.141
	0429
	-
	10.9.0
	Rel‑10
	Correction to test requirements for PUSCH with 20 MHz channel bandwidth
	approved
	F
	10.10.0
	TEI10
	R4

	RP-130268
	36.141
	0430
	-
	11.3.0
	Rel‑11
	Correction to test requirements for PUSCH with 20 MHz channel bandwidth
	approved
	A
	11.4.0
	TEI10
	R4

	RP-130287
	36.141
	0431
	-
	11.3.0
	Rel‑11
	Band 41 requirements for operation in Japan
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130284
	36.141
	0432
	1
	11.3.0
	Rel‑11
	Further corrections for non-contiguous spectrum operation in TS 36.141
	approved
	F
	11.4.0
	LTE_CA_enh-Core
	R4

	RP-130268
	36.143
	0054
	-
	10.6.0
	Rel‑10
	Co-existence between adjacent FDD and TDD bands
	approved
	F
	10.7.0
	TEI10
	R4

	RP-130268
	36.143
	0055
	-
	11.1.0
	Rel‑11
	Co-existence between adjacent FDD and TDD bands
	approved
	A
	11.2.0
	TEI10
	R4

	RP-130254
	36.211
	0177
	-
	10.6.0
	Rel‑10
	CR to 36.211 on clarification of CSI RS mapping to resource elements
	approved
	F
	10.7.0
	LTE-Phys
	R1

	RP-130254
	36.211
	0178
	-
	11.1.0
	Rel‑11
	CR to 36.211 on clarification of CSI RS mapping to resource elements
	approved
	A
	11.2.0
	LTE-Phys
	R1

	RP-130254
	36.211
	0179
	-
	10.6.0
	Rel‑10
	Correction to CSI Reference Signals
	approved
	F
	10.7.0
	LTE-Phys
	R1

	RP-130254
	36.211
	0180
	-
	11.1.0
	Rel‑11
	Correction to CSI Reference Signals
	approved
	A
	11.2.0
	LTE-Phys
	R1

	RP-130255
	36.211
	0181
	-
	11.1.0
	Rel‑11
	Additional clarifications/corrections for introducing Rel‑11 features
	approved
	F
	11.2.0
	COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core
	R1

	RP-130255
	36.212
	0145
	-
	11.1.0
	Rel‑11
	Additional clarifications/corrections for introducing Rel‑11 features
	approved
	F
	11.2.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130254
	36.213
	0397
	-
	10.8.0
	Rel‑10
	Correction on UE procedure for reporting HARQ-ACK
	approved
	F
	10.9.0
	LTE-Phys
	R1

	RP-130254
	36.213
	0398
	-
	11.1.0
	Rel‑11
	Correction on UE procedure for reporting HARQ-ACK
	approved
	A
	11.2.0
	LTE-Phys
	R1

	RP-130252
	36.213
	0399
	-
	10.8.0
	Rel‑10
	Corrections for SRS power scaling in UpPTS
	approved
	F
	10.9.0
	LTE_CA-Core
	R1

	RP-130252
	36.213
	0400
	-
	11.1.0
	Rel‑11
	Corrections for SRS power scaling in UpPTS
	approved
	A
	11.2.0
	LTE_CA-Core
	R1

	RP-130253
	36.213
	0401
	-
	10.8.0
	Rel‑10
	Correction on UE-specific RS overhead for deriving CQI when PMI/RI is configured in TM9
	approved
	F
	10.9.0
	LTE_eDL_MIMO-Core
	R1

	RP-130252
	36.213
	0402
	-
	10.8.0
	Rel‑10
	CR on UE specific search and Common search space overlap on PDCCH
	approved
	F
	10.9.0
	LTE_CA-Core
	R1

	RP-130252
	36.213
	0403
	-
	11.1.0
	Rel‑11
	CR on UE specific search and Common search space overlap on PDCCH
	approved
	A
	11.2.0
	LTE_CA-Core
	R1

	RP-130358
	36.213
	0404
	-
	11.1.0
	Rel‑11
	Additional clarifications/corrections for introducing Rel‑11 features
	approved
	F
	11.2.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core
	R1

	RP-130248
	36.300
	0544
	2
	11.4.0
	Rel‑11
	Clarification on the ANR when UTRAN is shared
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130241
	36.300
	0545
	-
	11.4.0
	Rel‑11
	IDC Problem Reporting
	approved
	F
	11.5.0
	SPIA_IDC_LTE-Core
	R2

	RP-130247
	36.300
	0548
	-
	11.4.0
	Rel‑11
	Corrections on mobility to CSG and hybrid cells
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130248
	36.300
	0550
	-
	11.4.0
	Rel‑11
	36300 CR(Rel‑11)_Miscellaneous correction to 36.300 on handover
	approved
	F
	11.5.0
	TEI11, LTE-L23
	R2

	RP-130248
	36.300
	0551
	-
	11.4.0
	Rel‑11
	Clarification on PS handover from GERAN to EUTRAN
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130241
	36.300
	0556
	-
	11.4.0
	Rel‑11
	Introduction of EPDCCH in TS 36.300
	approved
	B
	11.5.0
	LTE_enh_dl_ctrl-Core
	R2

	RP-130241
	36.300
	0557
	-
	11.4.0
	Rel‑11
	Clarifying the impact of PPI on QoS
	approved
	F
	11.5.0
	LTE_eDDA-Core
	R2

	RP-130241
	36.300
	0559
	-
	11.4.0
	Rel‑11
	Correction of BBF Access Interworking
	approved
	F
	11.5.0
	TEI11, BBAI
	R2

	RP-130248
	36.300
	0560
	-
	11.4.0
	Rel‑11
	Correction of GUMMEI Type mandatory inclusion
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130240
	36.300
	0561
	-
	11.4.0
	Rel‑11
	Correction of IRAT MRO
	approved
	F
	11.5.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-130248
	36.300
	0562
	1
	11.4.0
	Rel‑11
	Clarification on the Absence of HRL
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130248
	36.300
	0563
	-
	11.4.0
	Rel‑11
	Correction of update of MBMS parameters
	approved
	F
	11.5.0
	TEI11
	R2

	RP-130233
	36.302
	0040
	-
	10.4.0
	Rel‑10
	Parallel reception of PDSCH on SCell and Msg2 on PCell
	approved
	F
	10.5.0
	LTE_CA-Core
	R2

	RP-130245
	36.302
	0041
	-
	11.1.0
	Rel‑11
	Correction to parallel SRS and PUSCH/PUCCH transmission
	approved
	B
	11.2.0
	LTE_CA_enh-Core
	R2

	RP-130241
	36.304
	0209
	-
	11.2.0
	Rel‑11
	Clarification on MBMS Service Continuity
	approved
	F
	11.3.0
	MBMS_LTE_SC-Core
	R2

	RP-130248
	36.304
	0210
	-
	11.2.0
	Rel‑11
	Clarification of De-prioritization in idle mode
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130247
	36.304
	0213
	-
	11.2.0
	Rel‑11
	Corrections on mobility to CSG and hybrid cells in idle mode
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130248
	36.304
	0214
	1
	11.2.0
	Rel‑11
	Clarification on handling of deprioritsation information upon PLMN selection
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130244
	36.305
	0056
	-
	11.2.0
	Rel‑11
	Network Based Positioning Support SRS Update for intra-MME handover
	approved
	B
	11.3.0
	LCS_LTE-NBPS-Core
	R2

	RP-130243
	36.306
	0133
	2
	11.2.0
	Rel‑11
	DL COMP capability related correction
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R2

	RP-130233
	36.306
	0134
	-
	10.8.0
	Rel‑10
	MIMO capability related correction
	approved
	F
	10.9.0
	LTE_eDL_MIMO-Core, LTE_CA-Core
	R2

	RP-130233
	36.306
	0135
	-
	11.2.0
	Rel‑11
	MIMO capability related correction
	approved
	A
	11.3.0
	LTE_eDL_MIMO-Core, LTE_CA-Core
	R2

	RP-130241
	36.306
	0137
	-
	11.2.0
	Rel‑11
	Correction to supported DL MIMO capability for TM10
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R2

	RP-130240
	36.306
	0138
	-
	11.2.0
	Rel‑11
	Optional support of RLF report for inter-RAT MRO
	approved
	F
	11.3.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-130248
	36.306
	0140
	1
	11.2.0
	Rel‑11
	Corrections to UE capabiliy naming and definition
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130233
	36.306
	0141
	-
	10.8.0
	Rel‑10
	Clarification on cross carrier scheduling capability
	approved
	F
	10.9.0
	LTE_CA-Core
	R2

	RP-130233
	36.306
	0142
	-
	11.2.0
	Rel‑11
	Clarification on cross carrier scheduling capability
	approved
	A
	11.3.0
	LTE_CA-Core
	R2

	RP-130226
	36.306
	0143
	-
	8.8.0
	Rel‑8
	Introduction of PDSCH transmission mode 5 as optional capability
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-130226
	36.306
	0144
	-
	9.7.0
	Rel‑9
	Introduction of PDSCH TM5 capabilities for FDD and TDD
	approved
	F
	9.8.0
	LTE-L23, TEI9
	R2

	RP-130226
	36.306
	0145
	-
	10.8.0
	Rel‑10
	Introduction of PDSCH TM5 capabilities for FDD and TDD
	approved
	A
	10.9.0
	LTE-L23, TEI9
	R2

	RP-130226
	36.306
	0146
	-
	11.2.0
	Rel‑11
	Introduction of PDSCH TM5 capabilities for FDD and TDD
	approved
	A
	11.3.0
	LTE-L23, TEI9
	R2

	RP-130242
	36.306
	0147
	-
	11.2.0
	Rel‑11
	Per-UE capability for DL CoMP
	rejected
	F
	
	COMP_LTE_DL-Core
	R2

	RP-130185
	36.307
	0106
	-
	10.6.0
	Rel‑10
	Introduction of CA 1+8 into TS 36.307(Rel‑10)
	postponed
	B
	
	LTE_CA_B1_B8-Core
	R4

	RP-130186
	36.307
	0107
	-
	11.3.0
	Rel‑11
	Introduction of CA 1+8 into TS 36.307(Rel‑11)
	postponed
	B
	
	LTE_CA_B1_B8-Core
	R4

	RP-130187
	36.307
	0108
	-
	11.3.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.307(Rel‑12)
	postponed
	B
	
	LTE_CA_B1_B8-Core
	R4

	RP-130193
	36.307
	0109
	1
	10.6.0
	Rel‑10
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.307 Rel‑10
	postponed
	B
	
	LTE_CA_B3_B28-Perf
	R4

	RP-130194
	36.307
	0110
	-
	11.3.0
	Rel‑11
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.307 Rel‑11
	postponed
	A
	
	LTE_CA_B3_B28-Perf
	R4

	RP-130195
	36.307
	0111
	-
	11.3.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.307 Rel‑12
	postponed
	A
	
	LTE_CA_B3_B28-Perf
	R4

	RP-130248
	36.321
	0629
	2
	11.1.0
	Rel‑11
	Removing optionality on CSI/SRS transmission during transient state
	approved
	F
	11.2.0
	TEI11, LTE-L23
	R2

	RP-130245
	36.321
	0630
	-
	11.1.0
	Rel‑11
	Clarification on the PDCCH-subframe for half-duplex TDD UE
	approved
	B
	11.2.0
	LTE_CA_enh-Core
	R2

	RP-130234
	36.321
	0648
	-
	10.7.0
	Rel‑10
	Draft CR to 36 321 for Clarification of PDCCH-subframe definition in Rel‑10
	approved
	F
	10.8.0
	TEI10, LTE-L23
	R2

	RP-130248
	36.321
	0649
	-
	11.1.0
	Rel‑11
	Draft CR to 36 321 for Clarification of PDCCH-subframe definition in Rel‑11
	approved
	F
	11.2.0
	TEI11, LTE-L23
	R2

	RP-130241
	36.321
	0659
	-
	11.1.0
	Rel‑11
	Correction for TM10 unicast support in MBSFN subframes
	approved
	F
	11.2.0
	COMP_LTE_DL-Core
	R2

	RP-130291
	36.321
	0661
	-
	11.1.0
	Rel‑11
	Clarification of DRX timers for TDD
	approved
	F
	11.2.0
	TEI11, LTE-L23
	R2

	RP-130248
	36.323
	0109
	-
	11.1.0
	Rel‑11
	ROHC mode upon handover in UM DRB
	approved
	F
	11.2.0
	TEI11, LTE-L23
	R2

	RP-130246
	36.331
	1182
	2
	11.2.0
	Rel‑11
	Miscellaneous corrections from review preceeding ASN.1 freeze
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130243
	36.331
	1186
	2
	11.2.0
	Rel‑11
	DL COMP capability related correction
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R2

	RP-130231
	36.331
	1191
	1
	9.13.0
	Rel‑9
	Mandatory supporting of B1 measurement to UMTS FDD (FGI bit 15)
	approved
	F
	9.14.0
	TEI9, LTE-L23
	R2

	RP-130231
	36.331
	1192
	1
	10.8.0
	Rel‑10
	Mandatory supporting of B1 measurement to UMTS FDD (FGI bit 15)
	approved
	A
	10.9.0
	TEI9, LTE-L23
	R2

	RP-130231
	36.331
	1193
	1
	11.2.0
	Rel‑11
	Mandatory supporting of B1 measurement to UMTS FDD (FGI bit 15)
	approved
	A
	11.3.0
	TEI9, LTE-L23
	R2

	RP-130241
	36.331
	1197
	-
	11.2.0
	Rel‑11
	Clarification on MBMS Service Continuity
	approved
	F
	11.3.0
	MBMS_LTE_SC-Core
	R2

	RP-130241
	36.331
	1198
	-
	11.2.0
	Rel‑11
	IDC Problem Reporting
	approved
	F
	11.3.0
	SPIA_IDC_LTE-Core
	R2

	RP-130247
	36.331
	1210
	-
	11.2.0
	Rel‑11
	Corrections on definition of CSG member cell
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130237
	36.331
	1211
	-
	11.2.0
	Rel‑11
	Extension of FBI and EARFCN
	approved
	C
	11.3.0
	LTE-L23, LTE-RF, TEI9
	R2

	RP-130233
	36.331
	1214
	2
	10.8.0
	Rel‑10
	The presence of bandcombination for non-CA capable UEs
	approved
	F
	10.9.0
	LTE_CA-Core
	R2

	RP-130228
	36.331
	1217
	-
	8.18.0
	Rel‑8
	Invalidation of ETWS with security feature
	approved
	F
	8.19.0
	ETWS
	R2

	RP-130228
	36.331
	1218
	-
	9.13.0
	Rel‑9
	Invalidation of ETWS with security feature
	approved
	A
	9.14.0
	ETWS
	R2

	RP-130228
	36.331
	1219
	-
	10.8.0
	Rel‑10
	Invalidation of ETWS with security feature
	approved
	A
	10.9.0
	ETWS
	R2

	RP-130228
	36.331
	1220
	-
	11.2.0
	Rel‑11
	Invalidation of ETWS with security feature
	approved
	F
	11.3.0
	ETWS
	R2

	RP-130225
	36.331
	1221
	-
	8.18.0
	Rel‑8
	Invalid measurement configuration with different (E)ARFCN
	approved
	F
	8.19.0
	TEI8
	R2

	RP-130225
	36.331
	1222
	-
	9.13.0
	Rel‑9
	Invalid measurement configuration with different (E)ARFCN
	approved
	A
	9.14.0
	TEI8
	R2

	RP-130225
	36.331
	1223
	-
	10.8.0
	Rel‑10
	Invalid measurement configuration with different (E)ARFCN
	approved
	A
	10.9.0
	TEI8
	R2

	RP-130225
	36.331
	1224
	-
	11.2.0
	Rel‑11
	Invalid measurement configuration with different (E)ARFCN
	approved
	A
	11.3.0
	TEI8
	R2

	RP-130241
	36.331
	1231
	2
	11.2.0
	Rel‑11
	PPI and IDC indication upon handover
	approved
	F
	11.3.0
	LTE_eDDA-Core, SPIA_IDC_LTE-Core
	R2

	RP-130227
	36.331
	1232
	1
	8.18.0
	Rel‑8
	Correcting further UE aspects regarding multi band cells
	approved
	F
	8.19.0
	LTE-L23, LTE-RF
	R2

	RP-130227
	36.331
	1233
	1
	9.13.0
	Rel‑9
	Correcting further UE aspects regarding multi band cells
	approved
	A
	9.14.0
	LTE-L23, LTE-RF
	R2

	RP-130227
	36.331
	1234
	1
	10.8.0
	Rel‑10
	Correcting further UE aspects regarding multi band cells
	approved
	A
	10.9.0
	LTE-L23, LTE-RF
	R2

	RP-130227
	36.331
	1235
	1
	11.2.0
	Rel‑11
	Correcting further UE aspects regarding multi band cells
	approved
	A
	11.3.0
	LTE-L23, LTE-RF
	R2

	RP-130248
	36.331
	1236
	1
	11.2.0
	Rel‑11
	Behaviour in case of excessive dedicated priority information
	approved
	F
	11.3.0
	TEI11, LTE-L23
	R2

	RP-130225
	36.331
	1238
	-
	8.18.0
	Rel‑8
	Clarification on EARFCN signalling in Mobility control info
	approved
	F
	8.19.0
	LTE-L23
	R2

	RP-130225
	36.331
	1239
	-
	9.13.0
	Rel‑9
	Clarification on EARFCN signalling in Mobility control info
	approved
	A
	9.14.0
	LTE-L23
	R2

	RP-130225
	36.331
	1240
	-
	10.8.0
	Rel‑10
	Clarification on EARFCN signalling in Mobility control info
	approved
	A
	10.9.0
	LTE-L23
	R2

	RP-130225
	36.331
	1241
	-
	11.2.0
	Rel‑11
	Clarification on EARFCN signalling in Mobility control info
	approved
	A
	11.3.0
	LTE-L23
	R2

	RP-130241
	36.331
	1244
	-
	11.2.0
	Rel‑11
	IDC-SubframePattern length for FDD
	approved
	F
	11.3.0
	SPIA_IDC_LTE-Core
	R2

	RP-130249
	36.331
	1252
	-
	11.2.0
	Rel‑11
	Introduction of wideband RSRQ measurements in RRC_IDLE
	approved
	B
	11.3.0
	TEI11, LTE-L23
	R2

	RP-130240
	36.331
	1255
	-
	11.2.0
	Rel‑11
	Optional support of RLF report for inter-RAT MRO
	approved
	F
	11.3.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-130237
	36.331
	1256
	-
	9.13.0
	Rel‑9
	Extension of FBI and EARFCN
	approved
	C
	9.14.0
	LTE-L23, LTE-RF, TEI9
	R2

	RP-130237
	36.331
	1257
	-
	10.8.0
	Rel‑10
	Extension of FBI and EARFCN
	approved
	C
	10.9.0
	LTE-L23, LTE-RF, TEI9
	R2

	RP-130233
	36.331
	1258
	2
	11.2.0
	Rel‑11
	The presence of bandcombination for non-CA capable UEs
	approved
	A
	11.3.0
	LTE_CA-Core
	R2

	RP-130248
	36.331
	1259
	-
	11.2.0
	Rel‑11
	Correction for event A5
	approved
	F
	11.3.0
	TEI11
	R2

	RP-130234
	36.331
	1261
	1
	10.8.0
	Rel‑10
	Inter RAT inconsistency RLF report
	approved
	F
	10.9.0
	SONenh_LTE-Core
	R2

	RP-130242
	36.331
	1262
	-
	11.2.0
	Rel‑11
	Per-UE capability for DL CoMP
	rejected
	F
	
	COMP_LTE_DL-Core
	R2

	RP-130330
	36.331
	1263
	-
	9.13.0
	Rel‑9
	Mandating the settings of FGI bit 14, 27 and 28 to true
	revised
	F
	
	TEI9, LTE-L23
	R2

	RP-130413
	36.331
	1263
	1
	9.13.0
	Rel‑9
	Mandating the settings of FGI bit 14 and 27 to true
	approved
	F
	9.14.0
	TEI9, LTE-L23
	R2

	RP-130331
	36.331
	1264
	-
	10.8.0
	Rel‑10
	Mandating the settings of FGI bit 14, 27 and 28 to true
	revised
	A
	
	TEI9, LTE-L23
	R2

	RP-130414
	36.331
	1264
	1
	10.8.0
	Rel‑10
	Mandating the settings of FGI bit 14, 27 and 28 to true
	approved
	F
	10.9.0
	TEI9, LTE-L23
	R2

	RP-130332
	36.331
	1265
	-
	11.2.0
	Rel‑11
	Mandating the settings of FGI bit 14, 27 and 28 to true
	approved
	A
	11.3.0
	TEI9, LTE-L23
	R2

	RP-130237
	36.355
	0081
	1
	9.9.0
	Rel‑9
	Extending E-UTRA Frequency Band and EARFCN value range
	approved
	C
	9.10.0
	LTE-L23, TEI9, LTE-RF
	R2

	RP-130237
	36.355
	0082
	1
	10.7.0
	Rel‑10
	Extending E-UTRA Frequency Band and EARFCN value range
	approved
	A
	10.8.0
	LTE-L23, TEI9, LTE-RF
	R2

	RP-130237
	36.355
	0083
	1
	11.1.0
	Rel‑11
	Extending E-UTRA Frequency Band and EARFCN value range
	approved
	A
	11.2.0
	LTE-L23, TEI9, LTE-RF
	R2

	RP-130230
	36.355
	0084
	-
	9.9.0
	Rel‑9
	Correction to PRS Muting Configuration
	approved
	F
	9.10.0
	LCS_LTE
	R2

	RP-130230
	36.355
	0085
	-
	10.7.0
	Rel‑10
	Correction to PRS Muting Configuration
	approved
	A
	10.8.0
	LCS_LTE
	R2

	RP-130230
	36.355
	0086
	-
	11.1.0
	Rel‑11
	Correction to PRS Muting Configuration
	approved
	A
	11.2.0
	LCS_LTE
	R2

	RP-130211
	36.413
	1095
	-
	11.2.0
	Rel‑11
	Correction of GUMMEI Type Criticality
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130211
	36.413
	1097
	2
	11.2.0
	Rel‑11
	ASN.1 review for S1AP
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130211
	36.413
	1100
	1
	11.2.0
	Rel‑11
	Clarification of Warning Area List IE
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130212
	36.413
	1106
	2
	11.2.0
	Rel‑11
	Invalidation of ETWS with security feature
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130211
	36.413
	1108
	3
	11.2.0
	Rel‑11
	Correction of Classmark Encoding
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130210
	36.413
	1109
	1
	11.2.0
	Rel‑11
	S1AP modification for PDCP SN extension
	approved
	F
	11.3.0
	LTE_CA_enh-Core, TEI11
	R3

	RP-130208
	36.423
	0572
	3
	11.3.0
	Rel‑11
	Correction on the Special Subframe Pattern
	approved
	F
	11.4.0
	LTE_TDD_add_subframe
	R3

	RP-130208
	36.423
	0580
	2
	11.3.0
	Rel‑11
	Support for Downlink-Only Bands
	approved
	F
	11.4.0
	LTE_DL_FDD700-Core
	R3

	RP-130207
	36.423
	0581
	-
	11.3.0
	Rel‑11
	Correction on use of Mobility Information
	approved
	F
	11.4.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-130207
	36.423
	0582
	1
	11.3.0
	Rel‑11
	Correction on MRO Procedures
	approved
	F
	11.4.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-130237
	36.423
	0583
	2
	11.3.0
	Rel‑11
	Extending maxEARFCN
	approved
	F
	11.4.0
	TEI11, LTE-RF
	R3

	RP-130237
	36.423
	0584
	1
	11.3.0
	Rel‑11
	Extending Maximum Frequency Band Index
	approved
	F
	11.4.0
	TEI11, LTE-RF
	R3

	RP-130211
	36.423
	0585
	1
	11.3.0
	Rel‑11
	Rapporteur correction of X2AP
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130207
	36.423
	0586
	-
	11.3.0
	Rel‑11
	Clarification on Signalling Based MDT PLMN List
	approved
	F
	11.4.0
	eMDT_UMTSLTE-Core
	R3

	RP-130210
	36.423
	0587
	1
	11.3.0
	Rel‑11
	X2AP modification for PDCP SN extension
	approved
	F
	11.4.0
	LTE_CA_enh-Core, TEI11
	R3

	RP-130211
	36.440
	0010
	1
	11.1.0
	Rel‑11
	Rapporteur corrections
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130212
	36.443
	0065
	1
	11.1.0
	Rel‑11
	Correction for Session Update procedure
	approved
	F
	11.2.0
	TEI11
	R3

	RP-130212
	36.444
	0048
	1
	11.4.0
	Rel‑11
	Correction for Session Update procedure
	approved
	F
	11.5.0
	TEI11
	R3

	RP-130237
	36.455
	0042
	-
	11.1.0
	Rel‑11
	Extending maxEARFCN
	approved
	F
	11.2.0
	TEI11, LTE-RF
	R3

	RP-130209
	36.455
	0045
	2
	11.1.0
	Rel‑11
	Network Based Positioning Support in LTE
	approved
	B
	11.2.0
	LCS_LTE-NBPS-Core
	R3

	RP-130209
	36.459
	0001
	-
	11.0.0
	Rel‑11
	Correction on Setup and Reset
	approved
	F
	11.1.0
	LCS_LTE-NBPS-Core
	R3

	RP-130237
	36.459
	0002
	1
	11.0.0
	Rel‑11
	Extending maxEARFCN
	approved
	F
	11.1.0
	TEI11, LTE-RF
	R3

	RP-130209
	36.459
	0003
	1
	11.0.0
	Rel‑11
	NBPS in LTE, UL RTOA Measurement Configuration in Measurement Request
	approved
	F
	11.1.0
	LCS_LTE-NBPS-Core
	R3

	RP-130316
	36.459
	0004
	-
	11.0.0
	Rel‑11
	NBPS in LTE, Identifier for SLmAP
	approved
	F
	11.1.0
	LCS_LTE-NBPS-Core
	R3

	RP-130165
	36.508
	0376
	-
	10.3.0
	Rel‑11
	Addition of test frequencies of CA_1A-19A and CA_1A-21A for CA signalling testing
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130156
	36.508
	0377
	-
	10.3.0
	Rel‑10
	Addition of new connection diagram for UL-MIMO testing
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130145
	36.508
	0378
	-
	10.3.0
	Rel‑10
	AWGN Level uncertainty for Signalling test cases
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130144
	36.508
	0379
	-
	10.3.0
	Rel‑10
	Correction to CDMA2000Parameters message contents
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130167
	36.508
	0380
	-
	10.3.0
	Rel‑10
	Addition of SCell configuration type
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.508
	0381
	-
	10.3.0
	Rel‑11
	Addition of test frequencies for CA_7C and CA_41C signalling test
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130145
	36.508
	0382
	-
	10.3.0
	Rel‑10
	Addition of default message contents of measurement information elements for event A4 and A5 measurement test cases
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130144
	36.508
	0383
	-
	10.3.0
	Rel‑10
	Correction to ncc-Permitted value to TS 36.508
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130167
	36.508
	0384
	-
	10.3.0
	Rel‑10
	Correction to EARFCN definition for CA_40C
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130144
	36.508
	0385
	-
	10.3.0
	Rel‑10
	"Addition of combination A2+A11 and condition ""UTRA Speech + Packet RAB Setup after Speech RAB Setup in CELL_DCH in Table 4.7B.1-1: HANDOVER TO UTRAN COMMAND"
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130144
	36.508
	0386
	-
	10.3.0
	Rel‑10
	Update of Band 18 configuration
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130144
	36.508
	0387
	-
	10.3.0
	Rel‑10
	Update generic procedure 4.5.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130144
	36.508
	0388
	-
	10.3.0
	Rel‑10
	Update generic procedure 4.5.2A
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130144
	36.508
	0389
	-
	10.3.0
	Rel‑10
	Add generic procedure MO add video
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130144
	36.508
	0390
	-
	10.3.0
	Rel‑10
	Add generic procedure MT add video
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130167
	36.508
	0391
	-
	10.3.0
	Rel‑10
	Correction of test frequencies for CA signalling tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.508
	0392
	-
	10.3.0
	Rel‑11
	Addition of test frequencies of CA_38, CA_3-7 and CA_7-20 for CA signalling test
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.508
	0393
	-
	10.3.0
	Rel‑11
	Addition of test frequencies of CA_4A-5A and CA_4A-13A for CA signalling testing
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.508
	0394
	-
	10.3.0
	Rel‑11
	Updates of 6.2.3.2 Test frequency for CA_1A-18A and 11A-18A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130146
	36.508
	0395
	-
	10.3.0
	Rel‑10
	Addition of simulated cell for E-UTRA dual mode multi cell network scenarios
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130164
	36.508
	0396
	-
	10.3.0
	Rel‑11
	Adding operating band 44 to TS 36.508
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130167
	36.508
	0397
	-
	10.3.0
	Rel‑10
	Corrections to Annex A general considerations on connections for CA testing
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.508
	0398
	-
	10.3.0
	Rel‑11
	Addition of new test frequencies for CA band 7 and band 41
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130144
	36.521-1
	0851
	-
	10.4.0
	Rel‑10
	Updates of 6.6.3.3 - Addition of Low-channel Band 1 coexistence with PHS condition
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130165
	36.521-1
	0852
	-
	10.4.0
	Rel‑11
	Updates of 5.2A Operating bands for CA_11-18
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0853
	-
	10.4.0
	Rel‑11
	Updates of 5.4.2A Channel bandwidth combination for CA_11-18
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130156
	36.521-1
	0854
	-
	10.4.0
	Rel‑10
	Update of TC6.6.3B.2 for Spurious emissions band UE co-existence for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130165
	36.521-1
	0855
	-
	10.4.0
	Rel‑11
	Addtions to the inter-band relaxation term for CA 3A-8A in Table 6.2.5A.1.3-3
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130156
	36.521-1
	0856
	-
	10.4.0
	Rel‑10
	Update of TC6.6.3B.3 for Additional spurious emissions for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0857
	-
	10.4.0
	Rel‑10
	Update TC 6.2.4B Additional Maximum Power Reduction (A-MPR) for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0858
	-
	10.4.0
	Rel‑10
	Update TC 6.3.5B.1 Power control absolute power tolerance for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0859
	-
	10.4.0
	Rel‑10
	Update TC 6.3.5B.2 Power Control Relative power tolerance for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0860
	-
	10.4.0
	Rel‑10
	Update TC 6.3.5B.3 Aggregate power control tolerance for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0861
	-
	10.4.0
	Rel‑10
	Update TC 6.5.2B.2 Carrier leakage for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0862
	-
	10.4.0
	Rel‑10
	Update TC 6.3.2B Minimum Output Power for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0863
	-
	10.4.0
	Rel‑10
	Update TC 6.6.1B Occupied bandwidth for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130156
	36.521-1
	0864
	-
	10.4.0
	Rel‑10
	Update TC 6.7B Transmit intermodulation for UL-MIMO
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130165
	36.521-1
	0865
	-
	10.4.0
	Rel‑11
	Update TC 7.3A.3 Reference sensitivity level for CA_3-7 and CA_7-20 (inter-band DL CA without UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0866
	-
	10.4.0
	Rel‑11
	Update TC 7.6.2A.1 Out-of-band blocking for CA_38 (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0867
	-
	10.4.0
	Rel‑11
	Update TC 6.2.2A.1 UE Maximum Output Power for CA_38 (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0868
	-
	10.4.0
	Rel‑11
	Update TC 6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA_38 (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130161
	36.521-1
	0869
	-
	10.4.0
	Rel‑10
	Introduction of new rel-10 Reporting of RI test cases into annexes
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130167
	36.521-1
	0870
	-
	10.4.0
	Rel‑10
	CA RF: Correction to Annex I
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130156
	36.521-1
	0871
	-
	10.4.0
	Rel‑10
	UL-MIMO RF: Correction to Annex I
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130157
	36.521-1
	0872
	-
	10.4.0
	Rel‑10
	eICIC RF: Correction to Annex I
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130158
	36.521-1
	0873
	-
	10.4.0
	Rel‑10
	eDL-MIMO RF: Correction to Annex I
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130145
	36.521-1
	0874
	-
	10.4.0
	Rel‑10
	RF: Correction to TC 8.2.1.1.1 - Frequency range for partial allocation
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130167
	36.521-1
	0875
	-
	10.4.0
	Rel‑10
	CA RF: Clarification on Cell ID
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.521-1
	0876
	-
	10.4.0
	Rel‑11
	Updates of 6.2.5A - inter-band relaxation term for CA_1A-18A and CA_11A-18A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130167
	36.521-1
	0877
	-
	10.4.0
	Rel‑10
	Additions to TC 6.6.2.3A.1 Adjacent Channel Leakage power Ratio for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130164
	36.521-1
	0878
	-
	10.4.0
	Rel‑11
	Addition of TDD operating band 44 in receiver characteristic test cases
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130164
	36.521-1
	0879
	-
	10.4.0
	Rel‑11
	Addition of TDD operating band 44 in transmitter characteristic test cases
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130158
	36.521-1
	0880
	-
	10.4.0
	Rel‑10
	Corrections to Annex A DL Reference Measurement and PMI Accuracy Measurements
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130145
	36.521-1
	0881
	-
	10.4.0
	Rel‑10
	Correction to TC 8.3.2.1.3 TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130158
	36.521-1
	0882
	-
	10.4.0
	Rel‑10
	Addition to TC 9.2.2.2_D TDD CQI Reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0883
	-
	10.4.0
	Rel‑10
	"Addition to TC 9.3.2.2.2_D TDD CQI Reporting under fading conditions "" PUCCH 1-1 for eDL-MIMO"
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0884
	-
	10.4.0
	Rel‑10
	Additions to TC 9.4.2.1.1_D FDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0885
	-
	10.4.0
	Rel‑10
	Additions to TC 9.4.2.1.2_D TDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130167
	36.521-1
	0886
	-
	10.4.0
	Rel‑10
	CA RF: Correction to TC 7.6.1A
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0887
	-
	10.4.0
	Rel‑10
	Uncertainties and Test Tolerances for Test case 7.4A
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130145
	36.521-1
	0888
	-
	10.4.0
	Rel‑10
	Corrections to test procedure of TC 6.2.2 UE Maximum Output Power
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130145
	36.521-1
	0889
	-
	10.4.0
	Rel‑10
	Corrections to test purpose of TC 6.2.3 Maximum Power Reduction (MPR)
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130167
	36.521-1
	0890
	-
	10.4.0
	Rel‑10
	Correction to test procedure of TC 6.7A.1 Transmit Intermodulation for CA
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.521-1
	0891
	-
	10.4.0
	Rel‑11
	Updates for 7.6.1A.1 in-band blocking for CA_7 and CA_41
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0892
	-
	10.4.0
	Rel‑11
	Updates for 7.6.2A.1 Out-of-band blocking for CA_7 and CA_41
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130164
	36.521-1
	0893
	-
	10.4.0
	Rel‑11
	Addition of Band 28 to MPR and A-MPR
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130167
	36.521-1
	0894
	-
	10.4.0
	Rel‑10
	Correction to test requirement of 6.2.4A
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0895
	-
	10.4.0
	Rel‑10
	Correction to test procedure in 6.3.5A.1
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0896
	-
	10.4.0
	Rel‑10
	Correction to test procedure in 6.6.2.3A
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0897
	-
	10.4.0
	Rel‑10
	Correction to 7.6.3A.3 test procedure
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0898
	-
	10.4.0
	Rel‑10
	Correction to 6.6.3.2A and 6.6.3.3A
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130156
	36.521-1
	0899
	-
	10.4.0
	Rel‑10
	Correction to 6.6.3B.2 and 6.6.3B.3
	approved
	F
	10.5.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-130145
	36.521-1
	0900
	-
	10.4.0
	Rel‑10
	Correction to 9.3.4 UE-selected subband CQI
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130144
	36.521-1
	0901
	-
	10.4.0
	Rel‑10
	Correction to wideband CQI-samples
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130145
	36.521-1
	0902
	-
	10.4.0
	Rel‑10
	Update of minimum test time in Annex G.5.4
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130146
	36.521-1
	0903
	-
	10.4.0
	Rel‑10
	Correction to 941 and 942
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130145
	36.521-1
	0904
	-
	10.4.0
	Rel‑10
	Correction to RRM measurement accuracy tests
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130144
	36.521-1
	0905
	-
	10.4.0
	Rel‑10
	Update of spurious emission test cases for introduction of Japanese Regulatory Requirements for LTE Band 8
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130165
	36.521-1
	0906
	-
	10.4.0
	Rel‑11
	Update TC 6.2.3A.1 Maximum Power Reduction (MPR) for CA_38 (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0907
	-
	10.4.0
	Rel‑11
	Updates of Refsens for inter-band CA test points for CA_1A-19A and CA_1A-21A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130167
	36.521-1
	0908
	-
	10.4.0
	Rel‑10
	Additions of CA RF test cases to Annex F
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130144
	36.521-1
	0909
	-
	10.4.0
	Rel‑10
	Correction to 6.6.3.2 and 6.6.3.3
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130165
	36.521-1
	0910
	-
	10.4.0
	Rel‑11
	Update TC 7.3A.1 Reference sensitivity level for CA_38, CA_3-7 and CA_7-20 (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130144
	36.521-1
	0911
	-
	10.4.0
	Rel‑10
	Update TC 6.6.3.2 Spurious emission band UE co-existence
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130167
	36.521-1
	0912
	-
	10.4.0
	Rel‑10
	CA RF - SCC configuration references
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0913
	-
	10.4.0
	Rel‑10
	CA RF Rx - Update of blocking characteristics
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.521-1
	0914
	-
	10.4.0
	Rel‑11
	CA_2-17 and CA_4-17 addition to 36.521-1 Rx characteristics
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130144
	36.521-1
	0915
	-
	10.4.0
	Rel‑10
	LTE RF - Correction to LTE Rx TCs UL allocation location
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130167
	36.521-1
	0916
	-
	10.4.0
	Rel‑10
	Update of TC 8.7.2.1_A.1 TDD sustained data rate performance for CA (intra-band contiguous DL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0917
	-
	10.4.0
	Rel‑10
	Editorial correction for ON/OFF time mask for CA
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0918
	-
	10.4.0
	Rel‑10
	Correction to Band 12 frequency for CA_4-12
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130164
	36.521-1
	0919
	-
	10.4.0
	Rel‑11
	Addition of TDD operating band 44 in chapter 5
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130158
	36.521-1
	0920
	-
	10.4.0
	Rel‑10
	Additions of eDL-MIMO to Annex A.4 CQI Reference Measurement Channels
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0921
	-
	10.4.0
	Rel‑10
	Introduction of TC 8.3.1.1.1_D FDD Single-Layer Spatial Mulitplexing on antenna ports without a simultaneous transmission for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0922
	-
	10.4.0
	Rel‑10
	Introduction of FDD TC 8.3.1.1.2_D FDD Single-Layer Spatial Mulitplexing on antenna ports with a simultaneous transmission for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0923
	-
	10.4.0
	Rel‑10
	Additions to TC 8.3.1.2.1_D FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0924
	-
	10.4.0
	Rel‑10
	Additions to TC 8.3.2.2.1_D TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0925
	-
	10.4.0
	Rel‑10
	Additions to TC 8.3.2.1.2_D TDD Single-Layer Spatial Multiplexing on antenna ports without a simultaneous transmission for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0926
	-
	10.4.0
	Rel‑10
	Additions to TC 8.3.2.1.3_D TDD Single-Layer Spatial Multiplexing on antenna ports with a simultaneous transmission for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130165
	36.521-1
	0927
	-
	10.4.0
	Rel‑11
	Addition of band 38 and band 41 in intra-band contiguous CA transmitter test cases
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0928
	-
	10.4.0
	Rel‑11
	Update TC 7.6.1A.1 In-band blocking for CA_38 (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0929
	-
	10.4.0
	Rel‑11
	Addition of Inter Band CA combo CA_2A-29A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0930
	-
	10.4.0
	Rel‑11
	Update of 6.2.5A Configured transmitted power for CA
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0931
	-
	10.4.0
	Rel‑11
	CA_2-17 and CA_4-17 addition to 36.521-1 Tx characteristics
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0932
	-
	10.4.0
	Rel‑11
	Adding transmit power relaxation value for inter-band CA configurations CA_4A-5A and CA_4A-13A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0933
	-
	10.4.0
	Rel‑11
	Adding refsens relaxation value for inter-band CA configurations CA_4A-5A and CA_4A-13A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130157
	36.521-1
	0934
	-
	10.4.0
	Rel‑10
	Update RF TC for 36.521-1_8.2.1.2.3_C FDD PDSCH Transmit div 2x2 Enhanced ICIC for LTE
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130157
	36.521-1
	0935
	-
	10.4.0
	Rel‑10
	Update RF TC for 36.521-1_8.4.1.2.3_C FDD PCFICH PDCCH Transmit div 2x2 Enhanced ICIC for LTE
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130165
	36.521-1
	0936
	-
	10.4.0
	Rel‑11
	Updates for 6.6.2.1A Spectrum emission mask for CA for CA_7 and CA_41
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130158
	36.521-1
	0937
	-
	10.4.0
	Rel‑10
	SNR uncertainty
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130161
	36.521-1
	0938
	-
	10.4.0
	Rel‑10
	Introduction of new rel-10 Reporting of RI test cases
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130144
	36.521-1
	0939
	-
	10.4.0
	Rel‑10
	RF: Corrections to Annex H - Default uplink settings
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130161
	36.521-1
	0940
	-
	10.4.0
	Rel‑10
	Update of TC 8.7.2.1_1 TDD sustained data rate performance (Rel‑10 and forward)
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130144
	36.521-1
	0941
	-
	10.4.0
	Rel‑10
	Clarification to Soft Channel Bit size used by SS and UE
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130146
	36.521-1
	0942
	-
	10.4.0
	Rel‑10
	Correction to sustained data rate performance test
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130146
	36.521-1
	0943
	-
	10.4.0
	Rel‑10
	Clean up on performance tests
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130167
	36.521-1
	0944
	-
	10.4.0
	Rel‑10
	Update TC 6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0945
	-
	10.4.0
	Rel‑10
	Update TC 6.6.3.2A.1 Spurious emission band UE co-existence for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0946
	-
	10.4.0
	Rel‑10
	Additions to TC 6.2.5A.1 Configured UE transmitted Power for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0947
	-
	10.4.0
	Rel‑10
	Additions to TC 6.6.3.3A.1 Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0948
	-
	10.4.0
	Rel‑10
	Additions to TC 7.5A.1 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0949
	-
	10.4.0
	Rel‑10
	Additions to TC 7.5A.2 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA without UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0950
	-
	10.4.0
	Rel‑10
	Additions to TC 7.5A.3 Adjacent Channel Selectivity (ACS) for CA (inter-band contiguous DL CA without UL CA)
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-1
	0951
	-
	10.4.0
	Rel‑10
	Correction to test point of Frequency Error for CA and addition of TC for intra-band contiguous DL CA without UL CA
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.521-1
	0952
	-
	10.4.0
	Rel‑11
	Updates for 7.3A.1 Reference sensitivity level for CA_7C
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0953
	-
	10.4.0
	Rel‑11
	Updates for 6.2.2A UE Maximum Output Power for CA_7 and CA_41
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-1
	0954
	-
	10.4.0
	Rel‑11
	Updates of 7.3A - Reference sensitivity level for CA_11A-18A
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130158
	36.521-1
	0955
	-
	10.4.0
	Rel‑10
	Channel matrix impairments for eDL-MIMO CSI tests
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130163
	36.521-1
	0956
	-
	10.4.0
	Rel‑10
	Adding Band 27 to TS 36.521-1
	approved
	F
	10.5.0
	LTE_e850_LB-UEConTest
	R5

	RP-130158
	36.521-1
	0957
	-
	10.4.0
	Rel‑10
	TC 9.4.1.1.1_D FDD Reporting of PMI - PUSCH 3-1 (Single PMI) for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0958
	-
	10.4.0
	Rel‑10
	TC 9.4.1.1.2_D TDD Reporting of PMI -PUSCH 3-1 (Single PMI) for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0959
	-
	10.4.0
	Rel‑10
	Additions of eDL-MIMO to Annex C Measurement of Performance Requirements
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0960
	-
	10.4.0
	Rel‑10
	Additions of eDL-MIMO test cases to Annex F
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0961
	-
	10.4.0
	Rel‑10
	Additions to Annex G for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0962
	-
	10.4.0
	Rel‑10
	Addition to TC 9.2.2.1_D FDD CQI Reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0963
	-
	10.4.0
	Rel‑10
	Addition to TC 9.3.2.2.1_D FDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0964
	-
	10.4.0
	Rel‑10
	Additions to TC 9.5.1.1_D FDD RI Reporting for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0965
	-
	10.4.0
	Rel‑10
	Additions to TC 9.5.1.2_D TDD RI Reporting for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130163
	36.521-1
	0966
	-
	10.4.0
	Rel‑10
	Correcting TS 36.521-1 to reflect changes in 36.101
	approved
	F
	10.5.0
	LTE_e850_LB-UEConTest
	R5

	RP-130157
	36.521-1
	0967
	-
	10.4.0
	Rel‑10
	Correction of RF conformanceTest case: 8.2.1.3.3
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130157
	36.521-1
	0968
	-
	10.4.0
	Rel‑10
	Addition new TC 8.2.2.3.3 TDD PDSCH Open Loop Spatial Multiplexing 2x2-Demod subframe overlaps with aggressor cell ABS (eICIC)
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130167
	36.521-1
	0969
	-
	10.4.0
	Rel‑10
	Corrections to 7.8.1A Wideband intermodulation for CA
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130158
	36.521-1
	0970
	-
	10.4.0
	Rel‑10
	TC 9.3.1.2.1_D FDD CQI Reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130158
	36.521-1
	0971
	-
	10.4.0
	Rel‑10
	TC 9.3.1.2.2_D TDD CQI Reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130164
	36.521-1
	0972
	-
	10.4.0
	Rel‑11
	Correction to Spurious emission band UE co-existence and Additional spurious emissions for Band 28
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130161
	36.521-2
	0085
	-
	10.4.0
	Rel‑10
	Introduction of new rel-10 Reporting of RI test cases into applicability specification
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130158
	36.521-2
	0086
	-
	10.4.0
	Rel‑10
	Introduction of eDL-MIMO applicability
	approved
	F
	10.5.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130157
	36.521-2
	0087
	-
	10.4.0
	Rel‑10
	Updates to applicability for newly introduced eICIC feature chapter9 RRM test cases
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130165
	36.521-2
	0088
	-
	10.4.0
	Rel‑11
	Updates to CA physical layer baseline implementation capabilities for CA band 7
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-2
	0089
	-
	10.4.0
	Rel‑11
	Updates to CA physical layer baseline implementation capabilities for CA band 41
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130167
	36.521-2
	0090
	-
	10.4.0
	Rel‑10
	Correction to CA physical layer implementation capabilities
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130145
	36.521-2
	0091
	-
	10.4.0
	Rel‑10
	Correction of FGI bit 8 in 36.521-2
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130167
	36.521-2
	0092
	-
	10.4.0
	Rel‑10
	Addition of applicability for RRM TCs 9.1.7.1 and 9.1.7.2
	approved
	F
	10.5.0
	LTE_CA-UEConTest
	R5

	RP-130144
	36.521-2
	0093
	-
	10.4.0
	Rel‑10
	Applicability correction to Spurious emission band UE co-existence(36.521-2)
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130165
	36.521-2
	0094
	-
	10.4.0
	Rel‑11
	Updates on the supported CA configurations for CA_38, CA_3-7 and CA_7-20
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-2
	0095
	-
	10.4.0
	Rel‑11
	Addition of CA physical layer implementation capabilities for CA_4-5 and CA_4-13
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-2
	0096
	-
	10.4.0
	Rel‑11
	Updates of Inter-Band CA combinations CA_3-20 and CA_2-29
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130165
	36.521-2
	0097
	-
	10.4.0
	Rel‑11
	CA_2-17 and CA_4-17 addition to supported capabilities in 36.521-2
	approved
	F
	11.0.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130157
	36.521-2
	0098
	-
	10.4.0
	Rel‑10
	Addition of applicability statement for 6 new eICIC test cases
	approved
	F
	10.5.0
	eICIC_LTE-UEConTest
	R5

	RP-130167
	36.521-3
	0666
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 9.1.6.1 and 9.1.7.1
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0667
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 9.1.6.2 and 9.1.7.2
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0668
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 9.2.5.1 and 9.2.6.1
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130145
	36.521-3
	0669
	-
	10.3.0
	Rel‑10
	RRM:Corrections to TC 9.3.1
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0670
	-
	10.3.0
	Rel‑10
	RRM: Corrections to TC 9.6.1
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0671
	-
	10.3.0
	Rel‑10
	RRM: Corrections to TC 9.6.2
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130153
	36.521-3
	0672
	-
	10.3.0
	Rel‑10
	Editors note for test cases where Test Requirement not valid above 3GHz
	approved
	F
	10.4.0
	LTE-UEConTest_LTE3500
	R5

	RP-130145
	36.521-3
	0673
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for TC 6.3.1 Redirection from E-UTRAN FDD to UTRAN FDD
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0674
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for TC 6.3.3 Redirection from E-UTRAN FDD to GERAN when System Information is provided
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0675
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for TC 6.3.9 Redirection from E-UTRAN FDD to UTRAN FDD without System Information
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0676
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for TC 6.3.10 Redirection from E-UTRAN FDD to GERAN when System Information is not provided
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0677
	-
	10.3.0
	Rel‑10
	Correction to RRM 4.2.7 and 4.2.8
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130145
	36.521-3
	0678
	-
	10.3.0
	Rel‑10
	Update of cell configuration mapping in Annex E
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130164
	36.521-3
	0679
	-
	10.3.0
	Rel‑11
	Adding operating bands 28 and 44 to Annex I in TS 36.521-3
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130167
	36.521-3
	0680
	-
	10.3.0
	Rel‑10
	Updates to TC 8.16.3 and 8.16.4
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130164
	36.521-3
	0681
	-
	10.3.0
	Rel‑11
	Introduction of Band 44 for APAC 700 MHz
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130164
	36.521-3
	0682
	-
	10.3.0
	Rel‑11
	Introduction of Band 28 for APAC 700 MHz
	approved
	F
	11.0.0
	LTE_APAC700-UEConTest
	R5

	RP-130144
	36.521-3
	0683
	-
	10.3.0
	Rel‑10
	Update Test Procedure and Test Tolerances for UE Transmit Timing Accuracy
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130167
	36.521-3
	0684
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for RRM test cases 9.2.5.2 and 9.2.6.2
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0685
	-
	10.3.0
	Rel‑10
	Test Tolerances to TCs 8.16.3 and 8.16.4 Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130146
	36.521-3
	0686
	-
	10.3.0
	Rel‑10
	RRM: Updates and corrections to TC 8.1.5
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130146
	36.521-3
	0687
	-
	10.3.0
	Rel‑10
	Correction to sr-ConfigIndex in RRM FDD-TDD dual mode tests
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130167
	36.521-3
	0688
	-
	10.3.0
	Rel‑10
	CA RRM: Corrections to tests with independent events
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130157
	36.521-3
	0689
	-
	10.3.0
	Rel‑10
	Add structure for new eICIC test cases 9.2.7.1 and 9.2.8.1, FDD and TDD RSRQ
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-130157
	36.521-3
	0690
	-
	10.3.0
	Rel‑10
	Introduction of Chapter 9 RRM test cases for RSRP accuracy for FDD EUTRA -eICIC
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-130157
	36.521-3
	0691
	-
	10.3.0
	Rel‑10
	Introduction of Chapter 9 RRM test cases for RSRP accuracy for TDD EUTRA -eICIC
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-130167
	36.521-3
	0692
	-
	10.3.0
	Rel‑10
	Additions to TC 8.16.3 E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0693
	-
	10.3.0
	Rel‑10
	Additions to TC 8.16.4 E-UTRAN TDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0694
	-
	10.3.0
	Rel‑10
	Additions to TC 9.2.5.1 FDD Absolute RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0695
	-
	10.3.0
	Rel‑10
	Additions to TC 9.2.5.2 FDD Relative RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0696
	-
	10.3.0
	Rel‑10
	Additions to TC 9.2.6.1 TDD Absolute RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0697
	-
	10.3.0
	Rel‑10
	Additions to TC 9.2.6.2 TDD Relative RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0698
	-
	10.3.0
	Rel‑10
	Updates to TC 8.16.1 and 8.16.2
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0699
	-
	10.3.0
	Rel‑10
	Updates to TCs in clause 8.20
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0700
	-
	10.3.0
	Rel‑10
	Updates to TCs about FDD and TDD RSRP accuracy for E-UTRA CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0701
	-
	10.3.0
	Rel‑10
	Updates to TCs about FDD and TDD RSRQ accuracy for E-UTRA CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.521-3
	0702
	-
	10.3.0
	Rel‑10
	Updates to H.4 default RRC message content for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-130146
	36.521-3
	0703
	-
	10.3.0
	Rel‑10
	Correction to RRC Connection Release with Redirection tests
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130146
	36.521-3
	0704
	-
	10.3.0
	Rel‑10
	Correction to new CGI E-UTRA cell with autonomous gaps tests
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130144
	36.521-3
	0705
	-
	10.3.0
	Rel‑10
	Modifing test requirements for handover test from E-UTRAN to UTRAN TDD
	approved
	F
	10.4.0
	TEI8_Test
	R5

	GP-130005
	36.523-1
	2112
	-
	11.1.1
	Rel‑11
	CR 36.523-1-2112 GCF Priority g1 - Correction to EUTRA Idle Mode test case 6.2.3.23
	approved
	F
	11.2.0
	TEI_Test
	R5

	GP-130005
	36.523-1
	2112
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Correction to EUTRA Idle Mode test case 6.2.3.23
	approved
	F
	11.2.0
	TEI8_Test
	R5

	GP-130307
	36.523-1
	2112
	1
	11.1.1
	Rel‑11
	CR 36.523-1-2112 GCF Priority g1 - Correction to EUTRA Idle Mode test case 6.2.3.23
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-130144
	36.523-1
	2115
	-
	11.1.1
	Rel‑11
	GCF Priority 4 - Correction to EMM tc 9.2.3.2.1c
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2116
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Correction to Multi-Layer test case 13.1.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130145
	36.523-1
	2117
	-
	11.1.1
	Rel‑11
	Update to test case 8.3.1.3a
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2118
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Correction to EMM test case 9.2.1.1.24
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2119
	-
	11.1.1
	Rel‑11
	GCF Priority u1 - Correction to EMM test case 9.2.3.2.1c
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2120
	-
	11.1.1
	Rel‑11
	GCF Priority 4 - Correction to RRC test case 8.1.2.6
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130145
	36.523-1
	2121
	-
	11.1.1
	Rel‑11
	GCF Priority X - Correction to RRC test case 8.2.4.14
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2122
	-
	11.1.1
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.13
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2123
	-
	11.1.1
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.5
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2124
	-
	11.1.1
	Rel‑11
	GCF Priority u1 - Update test case 13.4.3.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130160
	36.523-1
	2125
	-
	11.1.1
	Rel‑11
	Update test case 13.4.3.14
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130160
	36.523-1
	2126
	-
	11.1.1
	Rel‑11
	Update test case 13.4.3.16
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130144
	36.523-1
	2127
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Update test case 9.2.3.1.27
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2128
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Update test case 9.2.3.1.28
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130154
	36.523-1
	2129
	-
	11.1.1
	Rel‑11
	Correction of MDT test case 8.6.7.1
	approved
	F
	11.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130145
	36.523-1
	2130
	-
	11.1.1
	Rel‑11
	Addition of new MO SMS test cases 11.1.5 and 11.1.6
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2131
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Update to EUTRA Idle Mode test case 6.2.3.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2132
	-
	11.1.1
	Rel‑11
	GCF Priority 2 - Correction to EMM test case TC9.4.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2133
	-
	11.1.1
	Rel‑11
	GCF Priority 4 - Correction to Idle Mode test case TC6.2.3.19
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130160
	36.523-1
	2134
	-
	11.1.1
	Rel‑11
	Update to test cases 13.4.3.8, 13.4.3.9, 13.4.3.11 and 13.4.3.13
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130144
	36.523-1
	2135
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Update to Inter-RAT measurements test case 8.3.2.5
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2136
	-
	11.1.1
	Rel‑11
	GCF Priority g2 - Update to Inter-RAT measurements test case 8.3.3.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2137
	-
	11.1.1
	Rel‑11
	Correction to test case 11.1.1 & 11.1.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2138
	-
	11.1.1
	Rel‑11
	Updating of EMM cause of test case 11.2.6 and 11.2.7
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2139
	-
	11.1.1
	Rel‑11
	GCF Priority 1 - Corrections to MAC TC 7.1.4.10
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2140
	-
	11.1.1
	Rel‑11
	"Corrections to TC 13.4.3.3 ""Inter-system mobility / E-UTRA voice to GSM CS voice / SRVCC"""
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2141
	-
	11.1.1
	Rel‑11
	Correction to Table 13.4.3.2.3.3-6: HANDOVER TO UTRAN COMMAND (step 32, Table 13.4.3.2.3.3-5) to include new handover condition defined in TS 36.508
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130154
	36.523-1
	2142
	-
	11.1.1
	Rel‑11
	Correction to MDT test case 8.6.3.1
	approved
	F
	11.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130146
	36.523-1
	2143
	-
	11.1.1
	Rel‑11
	Correction to preamble for TC 6.2.3.4a
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2144
	-
	11.1.1
	Rel‑11
	GCF Priority X - Correction to RSRQ test case 6.1.2.17
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2145
	-
	11.1.1
	Rel‑11
	Correction to RSRQ test case 6.1.2.18
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2146
	-
	11.1.1
	Rel‑11
	Correction to RSQR test case 6.2.3.3a
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2147
	-
	11.1.1
	Rel‑11
	GCF Priority u1 - Correction to EUTRA RRC Test Case 8.4.2.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2148
	-
	11.1.1
	Rel‑11
	GCF Priority u2 - Correction to EUTRA RRC Test Case 8.4.2.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2149
	-
	11.1.1
	Rel‑11
	Update of 8.4.5.4 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2150
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.3 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2151
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.4 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-1
	2152
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.5 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2153
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.6 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2154
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.7 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2155
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.8 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2156
	-
	11.1.1
	Rel‑11
	Update of 8.4.7.9 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2158
	-
	11.1.1
	Rel‑11
	GCF Priority c1 - Correction to title of EUTRA-1xRTT test cases 8.4.7.3 and 8.4.7.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2159
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Correction to EUTRA RRC Test Cases 8.4.3.2 and 8.4.3.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2160
	-
	11.1.1
	Rel‑11
	GCF Priority 4 - Correction to EMM tc 9.2.3.1.17
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2161
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Update test case 9.3.1.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2162
	-
	11.1.1
	Rel‑11
	GCF Priority 2 - Correction to EMM test case 9.2.3.1.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2163
	-
	11.1.1
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.3.2.13
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2164
	-
	11.1.1
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.5
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2165
	-
	11.1.1
	Rel‑11
	GCF Priority 4 - Correction to EMM tc 9.2.3.3.5a
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-1
	2166
	-
	11.1.1
	Rel‑11
	New LTE Rel‑9 TC for UE rejection of NAS security mode command with EIA0
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2167
	-
	11.1.1
	Rel‑11
	GCF Priority 1 - Update test case 9.1.3.1 to test not null and null ciphering algorithms
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2168
	-
	11.1.1
	Rel‑11
	Correction to GCF P3 EMM test case 9.2.2.1.8
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2169
	-
	11.1.1
	Rel‑11
	Update of 11.2.8 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2170
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Correction to Multi-layer test cases 13.1.x
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2171
	-
	11.1.1
	Rel‑11
	GCF Priority u1 - Update test case 13.1.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2172
	-
	11.1.1
	Rel‑11
	GCF Priority u1 - Update test case 13.1.2a
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2173
	-
	11.1.1
	Rel‑11
	GCF Priority u1 - Update test case 13.1.5
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2174
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Update test case 13.1.9
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2175
	-
	11.1.1
	Rel‑11
	Update of 13.1.17 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-1
	2176
	-
	11.1.1
	Rel‑11
	Update of 13.1.18 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2177
	-
	11.1.1
	Rel‑11
	Update of 13.4.4.1 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2178
	-
	11.1.1
	Rel‑11
	Update of 13.4.4.2 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2179
	-
	11.1.1
	Rel‑11
	Update of 13.4.4.4 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2180
	-
	11.1.1
	Rel‑11
	Update of 13.4.4.5 - Addition of C2K checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2181
	-
	11.1.1
	Rel‑11
	Update of 13.4.4.3 - C2K messages contents for checking parameters
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2182
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Correction to EMM test case 9.1.5.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-1
	2183
	-
	11.1.1
	Rel‑11
	Addition of new Inter-RAT measurement test case for event B1
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130160
	36.523-1
	2184
	-
	11.1.1
	Rel‑11
	New aSRVCC TC 13_4_3_15 MO call voice-data SRVCC HO cancelled
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130160
	36.523-1
	2185
	-
	11.1.1
	Rel‑11
	New aSRVCC TC 13_4_3_17 MT call voice-data SRVCC HO cancelled
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130157
	36.523-1
	2186
	-
	11.1.1
	Rel‑11
	Update of eICIC test case 8.3.1.20
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-130167
	36.523-1
	2187
	-
	11.1.1
	Rel‑11
	Update of Carrier Aggregation test case 8.2.4.19.1
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2188
	-
	11.1.1
	Rel‑11
	Editorial Corrections to Carrier Aggregation Radio Resource Reconfiguration test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2189
	-
	11.1.1
	Rel‑11
	Modification on CA radio resource reconfiguration related test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2190
	-
	11.1.1
	Rel‑11
	Editorial Corrections to Carrier Aggregation Handover Test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2191
	-
	11.1.1
	Rel‑11
	Modification of CA TC 8.2.4.17 and 8.2.4.18
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130159
	36.523-1
	2192
	-
	11.1.1
	Rel‑11
	New NIMTC test case 6.1.1.7 PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	approved
	F
	11.2.0
	NIMTC-UEConTest
	R5

	RP-130159
	36.523-1
	2193
	-
	11.1.1
	Rel‑11
	New NIMTC test case 9.2.1.1.27 Attach / Abnormal case / Network reject with Extended Wait Timer
	approved
	F
	11.2.0
	NIMTC-UEConTest
	R5

	RP-130159
	36.523-1
	2194
	-
	11.1.1
	Rel‑11
	New NIMTC test case 10.5.4 UE requested PDN connectivity not accepted / Network reject with Extended Wait Timer
	approved
	F
	11.2.0
	NIMTC-UEConTest
	R5

	RP-130154
	36.523-1
	2195
	-
	11.1.1
	Rel‑11
	Addition of new MDT test case 8.6.3.2
	approved
	F
	11.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130154
	36.523-1
	2196
	-
	11.1.1
	Rel‑11
	Addition of New MDT test case for Logged MDT
	approved
	F
	11.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130146
	36.523-1
	2198
	-
	11.1.1
	Rel‑11
	Addition of new test case 8.3.1.bb
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2199
	-
	11.1.1
	Rel‑11
	Addition of new test case 8.3.1.cc
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2200
	-
	11.1.1
	Rel‑11
	Addition of new test case 8.3.1.dd
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2201
	-
	11.1.1
	Rel‑11
	Correction to applicability of Rel9 EUTRA PWS test cases
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2202
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Corrections to EMM TC 9.2.1.1.12, 9.2.3.1.12, 9.2.3.1.18
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2203
	-
	11.1.1
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.8
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2204
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Update test case 13.1.8
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2205
	-
	11.1.1
	Rel‑11
	GCF Priority g1 - Update test case 13.1.12
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-1
	2206
	-
	11.1.1
	Rel‑11
	GCF Priority i1 - Correction to LTE FDD-TDD Inter-mode test case 8.3.1.15a
	approved
	F
	11.2.0
	TEI9_test
	R5

	RP-130146
	36.523-1
	2207
	-
	11.1.1
	Rel‑11
	GCF Priority i1 - Correction to LTE FDD-TDD Inter-mode test case 8.3.1.16a
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2208
	-
	11.1.1
	Rel‑11
	GCF Priority 1 - Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130167
	36.523-1
	2209
	-
	11.1.1
	Rel‑11
	Modification of CA TC 8.2.4.19
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2210
	-
	11.1.1
	Rel‑11
	Modification of CA TC 8.2.4.20
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2211
	-
	11.1.1
	Rel‑11
	Modification of CA TC 8.2.4.21
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2212
	-
	11.1.1
	Rel‑11
	Modification of CA TCs 8.3.1.17 and 8.3.1.18
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2213
	-
	11.1.1
	Rel‑11
	Modification of CA TC 8.3.1.22
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2214
	-
	11.1.1
	Rel‑11
	Modification of CA TC 8.4.2.7
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.523-1
	2215
	-
	11.1.1
	Rel‑11
	Update of Carrier Aggregation test case 8.2.4.20.1
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130146
	36.523-1
	2216
	-
	11.1.1
	Rel‑11
	GCF Priority 3 - Corrections to EMM tcs 9.2.3.2.1a and 9.2.3.3.4
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-1
	2217
	-
	11.1.1
	Rel‑11
	GCF Priority ee1 - Corrections to Emgerency Call over IMS test cases
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-1
	2218
	-
	11.1.1
	Rel‑11
	GCF Priority c1 - Correction to EUTRA-HRPD test case 8.3.2.8
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-1
	2219
	-
	11.1.1
	Rel‑11
	GCF Priority c1 - Correction to EUTRA-1xRTT test case 8.3.2.10
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130160
	36.523-2
	0393
	-
	11.1.0
	Rel‑11
	Addtion of reference to TS 34.229-2
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130144
	36.523-2
	0394
	-
	11.1.0
	Rel‑11
	Corrections to inter-RAT(UTRA to EUTRA) TCs applicability
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130160
	36.523-2
	0395
	-
	11.1.0
	Rel‑11
	Adding applicability for new aSRVCC TCs 13_4_3_15 and 13_4_3_17
	approved
	F
	11.2.0
	aSRVCC-UEConTest
	R5

	RP-130161
	36.523-2
	0396
	-
	11.1.0
	Rel‑11
	Addition of new PICS for supporting Update UE Location Information
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-130154
	36.523-2
	0397
	-
	11.1.0
	Rel‑11
	Applicability of new MDT test cases
	approved
	F
	11.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130145
	36.523-2
	0398
	-
	11.1.0
	Rel‑11
	Adding applicability for new LTE Rel‑9 TC for UE rejection of NAS security mode command with EIA0
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-2
	0399
	-
	11.1.0
	Rel‑11
	Update of single-multiple frequency tests execution
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-2
	0400
	-
	11.1.0
	Rel‑11
	Correction to the EPS capability PICS
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130144
	36.523-2
	0401
	-
	11.1.0
	Rel‑11
	Correction to the applicability statement of GCF U1 EMM test cases 9.2.1.2.1b and 9.2.3.2.1b
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130167
	36.523-2
	0402
	-
	11.1.0
	Rel‑11
	Correction to CA physical layer implementation capabilities
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-130165
	36.523-2
	0403
	-
	11.1.0
	Rel‑11
	Addition of CA physical layer implementation capabilities for CA_4-5 and CA_4-13
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130144
	36.523-2
	0404
	-
	11.1.0
	Rel‑11
	Updating spec titles in References
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-2
	0405
	-
	11.1.0
	Rel‑11
	GCF Priority X-Correction to applicability of TC 6.2.3.33
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130146
	36.523-2
	0406
	-
	11.1.0
	Rel‑11
	Addition of Applicability for new SMS test cases 11.1.5 and 11.1.6
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130159
	36.523-2
	0407
	-
	11.1.0
	Rel‑11
	Addition of applicability of new NIMTC test cases
	approved
	F
	11.2.0
	NIMTC-UEConTest
	R5

	RP-130154
	36.523-2
	0408
	-
	11.1.0
	Rel‑11
	Addition of applicability statement for new MDT test case
	approved
	F
	11.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-130146
	36.523-2
	0409
	-
	11.1.0
	Rel‑11
	Applicability of new test cases for event A5 measurement report
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-2
	0410
	-
	11.1.0
	Rel‑11
	Correction of applicability for EUTRA-1xRTT test case 8.4.7.3 and 8.4.7.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-2
	0411
	-
	11.1.0
	Rel‑11
	GCF Priority X-Correction to applicability of TC 8.1.3.11 and 8.1.3.12
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-130144
	36.523-2
	0412
	-
	11.1.0
	Rel‑11
	Add capabilities for CSFB and IMS devices
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-130146
	36.523-2
	0413
	-
	11.1.0
	Rel‑11
	Addition of applicability for new Inter-Rat test case for Event B1 measurement
	approved
	F
	11.2.0
	TEI9_Test
	R5

	GP-130009
	36.523-3
	0118
	-
	10.2.0
	Rel‑10
	Update for the latest version of TTCN
	approved
	F
	10.3.0
	TEI
	R5

	RP-130161
	36.523-3
	1441
	-
	10.2.0
	Rel‑10
	36523-3: Routine maintenance and updates
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130167
	36.523-3
	1442
	-
	10.2.0
	Rel‑10
	36523-3: Introduce CA test model and ASP
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-130152
	36.523-3
	1443
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM testcase 9.2.3.3.5
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-130152
	36.523-3
	1444
	-
	10.2.0
	Rel‑10
	Correction to f_UTRAN_CellInfo_SetMultiplePLMNIdentities
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1445
	-
	10.2.0
	Rel‑10
	Corrections to Redirection Test Cases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1446
	-
	10.2.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.2.3.13
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1447
	-
	10.2.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA Interband Testcase 8.3.1.12
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1448
	-
	10.2.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA Interband Testcase 8.3.1.14
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1449
	-
	10.2.0
	Rel‑10
	Corrections to Rel9 EUTRA RRC Test case 8.3.1.16
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1450
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-87 EUTRA Multilayer Testcase 13.3.2.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1451
	-
	10.2.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA Interband Testcase 8.3.1.15
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1452
	-
	10.2.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA RRC Testcase 8.5.1.6
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1453
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-87 EUTRA EMM Testcase 9.2.3.3.5a
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1454
	-
	10.2.0
	Rel‑10
	Corrections to EUTRA EMM Test cases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1455
	-
	10.2.0
	Rel‑10
	Correction to EUTRA WI-086 Multilayer Testcase 13.1.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1456
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.3.1.11a
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1457
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC Test Cases 8.2.4.15 and 8.2.4.15a
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1458
	-
	10.2.0
	Rel‑10
	LTE_TDD: Correction to UTRA-TDD RRC RAB Template
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1459
	-
	10.2.0
	Rel‑10
	LTE_TDD: Correction to GCF WI-086 EUTRA EMM Testcase 9.2.1.2.5,9.2.1.2.6 and 9.2.1.2.7
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1460
	-
	10.2.0
	Rel‑10
	LTE_TDD: Correction to GCF WI-096 EUTRA EMM Testcase 9.2.1.2.15
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1461
	-
	10.2.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.1.1.3a
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1462
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.3.2.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1463
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-150 Rel‑9 EUTRA RSRQ test case 6.1.2.3a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1464
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-150 Rel9 RSRQ Idle Mode Testcase 6.1.2.17
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1465
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-82 EUTRA EMM Testcase 9.2.1.1.23
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1466
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-82 EUTRA EMM Testcase 9.2.2.1.6
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1467
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-82 EUTRA EMM Testcase 9.2.1.1.24
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1468
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-87 EUTRA EMM Testcase 9.2.1.2.15
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1469
	-
	10.2.0
	Rel‑10
	Correction to declarations based on XSD types in LTE Test Suite.
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1470
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-159 Rel‑9 LTE Pre-registration at 1xRTT test case 13.4.4.1
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1471
	-
	10.2.0
	Rel‑10
	Correction to EMM Test Cases 9.2.1.1.12, 9.2.3.1.12 and 9.2.3.1.18
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1472
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-87 EUTRA EMM Testcase 9.2.3.1.6
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1473
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-81 EUTRA Idle Mode Testcase 6.1.2.9a
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1474
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-82 EUTRA EMM Testcase 9.2.3.1.27
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1475
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-86 EUTRA EMM Testcase 9.2.3.2.1c
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1476
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-159 Rel‑9 LTE Pre-registration at 1xRTT test case 13.4.4.5
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1477
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-86 EUTRA EMM Testcase 9.2.3.2.1a
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1478
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-82 EUTRA EMM Testcase 9.2.1.2.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1479
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.2.1.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1480
	-
	10.2.0
	Rel‑10
	Correction to SNDCP Ports in LTE<>GERAN
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1481
	-
	10.2.0
	Rel‑10
	Correction to EUTRA<> UTRA Testcases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1482
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-150 Rel‑9 EUTRA RSRQ test case 6.1.2.18
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1483
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC test cases 8.4.3.2 and 8.4.3.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1484
	-
	10.2.0
	Rel‑10
	Correction to EUTRA Idle Mode test case 6.2.3.31
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1485
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-081 EUTRA MAC Testcase 7.1.2.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1486
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-081 EUTRA RRC Testcase 8.1.2.6
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1487
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-156 EUTRA Interband Testcase 8.2.4.14
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1488
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-088 LTE-1xRTT test case 8.3.2.10
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1489
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-088 LTE-HRPD test case 8.3.2.8
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1490
	-
	10.2.0
	Rel‑10
	Correction to EUTRA EMM Test case 9.2.3.2.12
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1491
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-87 EUTRA EMM Testcase 9.2.3.3.5
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1492
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-87 EUTRA Multilayer testcase 13.3.2.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1493
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-087 LTE<>GERAN Testcase 13.4.2.5
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1494
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.2.4.15a
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1495
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.3.3.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1496
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.1.2.1c
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1497
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-150 Rel‑9 EUTRA RSRQ test case 8.3.1.3a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1498
	-
	10.2.0
	Rel‑10
	Correction to EMM Test Case 9.2.3.1.17
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1499
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-086 UTRA<>EUTRA RRC Testcases 8.4.2.2 and 8.4.2.4
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1500
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC test case 8.1.3.7
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1501
	-
	10.2.0
	Rel‑10
	Correction to EUTRA Idle Mode test case 6.2.3.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1503
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC test cases 8.4.2.2 and 8.4.2.4
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1504
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM testcase 9.2.3.2.13
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1505
	-
	10.2.0
	Rel‑10
	Correction to function f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1506
	-
	10.2.0
	Rel‑10
	Correction to f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1507
	-
	10.2.0
	Rel‑10
	LTE_TDD: Correction to RAU procedure of UTRA
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1508
	-
	10.2.0
	Rel‑10
	LTE_TDD : Correction to GCF WI-096 EUTRA Idle Mode Test Case 6.2.3.4
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1509
	-
	10.2.0
	Rel‑10
	LTE_TDD: Correction to RLC CONFIG in CS12.2K Scenario of UTRA
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1510
	-
	10.2.0
	Rel‑10
	LTE_TDD: Corrections to DL Common Information in RB SETUP message of UTRA
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1511
	-
	10.2.0
	Rel‑10
	LTE_TDD: Corrections to Physical Channel Parameters used in PS64K Scenario of UTRA
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1512
	-
	10.2.0
	Rel‑10
	LTE_TDD: Corrections to Physical Channel Parameters used in CS12.2K Scenario of UTRA
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1513
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of EUTRA Multi-layer Test case 13.1.9
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1514
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of EUTRA Multi-layer Test case 13.1.10
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1515
	-
	10.2.0
	Rel‑10
	Correction to EUTRA EMM Testcases 9.2.1.2.11 and 9.2.1.2.12
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1516
	-
	10.2.0
	Rel‑10
	Addition of EUTRA Idle mode Test case 6.2.3.5a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1517
	-
	10.2.0
	Rel‑10
	Corrections to EUTRA-GERAN test cases 6.2.3.1 and 9.2.3.4.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1518
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.3.2.3 in Voice-Centric Mode in EUTRA-UTRAN path
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1519
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.2.1.10
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1520
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of EUTRA Idle Mode Test Case 6.2.3.4
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1521
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of EMM Test Case 9.2.3.2.1a
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1522
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of EMM Test Case 9.2.3.3.6
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1523
	-
	10.2.0
	Rel‑10
	Correction to SIB5 definition for UTRAN-TDD (1.28 Mcps)
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1524
	-
	10.2.0
	Rel‑10
	Correction to template cds_RadioBearerSetup_r9_IEs_64k_PS_TDD
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1525
	-
	10.2.0
	Rel‑10
	Correnction to EUTRA RRC Test Case 8.4.2.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1526
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.1b
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1527
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-150 Rel‑9 EUTRA RSRQ test case 6.1.2.18
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1528
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.4.3.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1529
	-
	10.2.0
	Rel‑10
	Addition of Rel9 RSRQ Idle Mode Testcase 6.2.3.4a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1530
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-150 Rel‑9 EUTRA RSRQ test case 6.1.2.17
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1531
	-
	10.2.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA RSRQ Testcase 8.3.1.3a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1532
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-150 Rel‑9 EUTRA RSRQ test case 6.1.2.3a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1533
	-
	10.2.0
	Rel‑10
	Correction to EMM Test Case 9.2.3.2.9
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1534
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC test case 8.2.4.14a
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1535
	-
	10.2.0
	Rel‑10
	Correnction to f_RoutingTable_ChangeEutraCell function
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1536
	-
	10.2.0
	Rel‑10
	Correction to EUTRA EMM Testcases 9.2.1.1.15, 9.2.1.1.15a, 9.2.1.1.16, 9.2.1.1.16a in Ipv6
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1537
	-
	10.2.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.3
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1538
	-
	10.2.0
	Rel‑10
	Correction to EUTRA ICMP Echo Reply function
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1539
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.2.1.1.24
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1541
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC test case 8.3.2.9
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1542
	-
	10.2.0
	Rel‑10
	Correction to Test case 8.1.3.7
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1543
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.3.1.15a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1544
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-088 LTE-1xRTT Inter-RAT test case 8.4.7.4
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1546
	-
	10.2.0
	Rel‑10
	Addition of Rel9 RSRQ Idle Mode Testcase 6.2.3.3a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1547
	-
	10.2.0
	Rel‑10
	Correction to f_EUTRA_Capability function
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1548
	-
	10.2.0
	Rel‑10
	Correction to EMM test case 9.1.5.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1549
	-
	10.2.0
	Rel‑10
	Correction to LTE FDD-TDD Intermode test case 8.2.4.14a
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1551
	-
	10.2.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.1.2.13
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1552
	-
	10.2.0
	Rel‑10
	Correction to ESM Test Case 10.4.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1553
	-
	10.2.0
	Rel‑10
	Correction to Test case 9.2.1.2.1c
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130152
	36.523-3
	1554
	-
	10.2.0
	Rel‑10
	Addition of Rel9 EUTRA<>UTRA RSRQ RRC Testcase 8.3.2.3a
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-130152
	36.523-3
	1555
	-
	10.2.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.5.4.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-130151
	36.523-3
	1556
	-
	10.2.0
	Rel‑10
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130286
	36.826
	0005
	-
	11.1.0
	Rel‑11
	CR for 36.826: corrections of R-PDCCH conformance test
	approved
	F
	11.2.0
	LTE_Relay2-Perf
	R4

	RP-130286
	36.826
	0006
	-
	11.1.0
	Rel‑11
	CR on TR36.826 Clause 9.1.5.2.2 (Operating Band UEM requirement)
	approved
	F
	11.2.0
	LTE_Relay2-Perf
	R4

	RP-130144
	36.903
	0055
	-
	10.0.0
	Rel‑10
	Update TS 36.521-3 Test cases 7.1.1+7.1.2 Test Tolerance analyses
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-130167
	36.903
	0056
	-
	10.0.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.1.6.1 and 9.1.7.1
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.903
	0057
	-
	10.0.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.1.6.2 and 9.1.7.2
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.903
	0058
	-
	10.0.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.2.5.1 and 9.2.6.1
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-130167
	36.903
	0059
	-
	10.0.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.2.5.2 and 9.2.6.2
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-130145
	36.903
	0060
	-
	9.6.0
	Rel‑9
	Removal of technical content in 36.903 v9.6.0 and substitution with pointer to the next Release
	approved
	F
	9.7.0
	TEI9_Test
	R5

	RP-130145
	36.903
	0061
	-
	10.0.0
	Rel‑10
	Addition of test tolerance analysis for TCs 6.3.1+6.3.9
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130145
	36.903
	0062
	-
	10.0.0
	Rel‑10
	Addition of test tolerance analysis for TCs 6.3.3+6.3.10
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130167
	36.903
	0063
	-
	10.0.0
	Rel‑10
	Addition of uncertainites and test tolerance definition and analysis for TC 8.16.3 and TC 8.16.4
	approved
	F
	10.1.0
	LTE_CA-UEConTest
	R5

	RP-130204
	36.903
	0064
	-
	9.6.0
	Rel‑9
	"Removal of two Rel‑10 Test Tolerance Analysis zip files in TR 36.903 Rel‑9 CR#0046 and CR#0047 concerning Test Cases ""8.16.1 and 8.16.2"" and ""5.2.3 and 5.2.6 v2"""
	approved
	F
	9.7.0
	TEI9_Test
	R5

	RP-130335
	36.932
	0001
	-
	12.0.0
	Rel‑12
	Correction on Ideal backhaul latency
	revised
	F
	
	FS_LTE_SC_enh_req
	RP

	RP-130397
	36.932
	0001
	1
	12.0.0
	Rel‑12
	Correction on Ideal backhaul latency
	revised
	F
	
	FS_LTE_SC_enh_req
	RP

	RP-130402
	36.932
	0001
	2
	12.0.0
	Rel‑12
	Correction on Ideal backhaul latency
	revised
	F
	
	FS_LTE_SC_enh_req
	RP

	RP-130419
	36.932
	0001
	3
	12.0.0
	Rel‑12
	Correction on Ideal backhaul latency
	approved
	F
	12.1.0
	FS_LTE_SC_enh_req
	RP

	RP-130268
	37.104
	0120
	-
	10.9.1
	Rel‑10
	Correction of co-exsitence spurious emission requirement with Band 23 for TS 37.104 (R10)
	approved
	F
	10.10.0
	TEI10
	R4

	RP-130282
	37.104
	0121
	-
	11.3.1
	Rel‑11
	Clarify unclear description in UEM requirement for MB-MSR in TS 37.104
	approved
	F
	11.4.0
	MB_MSR_RF-Perf
	R4

	RP-130282
	37.104
	0125
	-
	11.3.1
	Rel‑11
	Some clarifications on MB-MSR requirement in TS 37.104
	approved
	F
	11.4.0
	MB_MSR_RF-Perf
	R4

	RP-130282
	37.104
	0126
	1
	11.3.1
	Rel‑11
	Introduction of MB-MSR to MR/LA BS in TS 37.104
	approved
	F
	11.4.0
	MB_MSR_RF-Perf
	R4

	RP-130287
	37.104
	0129
	-
	11.3.1
	Rel‑11
	Correction of co-exsitence spurious emission requirement with Band 23 for TS 37.104 (R11)
	approved
	A
	11.4.0
	TEI11
	R4

	RP-130287
	37.104
	0130
	-
	11.3.1
	Rel‑11
	Band 41 requirements for operation in Japan
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130274
	37.141
	0187
	-
	11.3.0
	Rel‑11
	Correction to MSR BS classes conformance test requirements
	approved
	F
	11.4.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130287
	37.141
	0188
	-
	11.3.0
	Rel‑11
	Band 41 requirements for operation in Japan
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130240
	37.320
	0056
	-
	11.2.0
	Rel‑11
	Miscellaneous MDT corrections
	approved
	F
	11.3.0
	eMDT_UMTSLTE-Core
	R2

	RP-130240
	37.320
	0057
	-
	11.2.0
	Rel‑11
	Correction to E-CID positioning for MDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-Core
	R2

	RP-130240
	37.320
	0058
	-
	11.2.0
	Rel‑11
	Corrections for multi-PLMN MDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-Core
	R2

	RP-130146
	37.571-1
	0027
	-
	10.2.0
	Rel‑10
	LBS Perf: Corrections to TCs 8.1.1 and 8.1.2
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130161
	37.571-2
	0021
	-
	10.1.0
	Rel‑10
	Correction to LPP Request Location Information Message Content for TC 7.3.4.4
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-130161
	37.571-2
	0022
	-
	10.1.0
	Rel‑10
	Correction of applicability for TC 7.3.2.3
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-130161
	37.571-3
	0007
	-
	10.2.0
	Rel‑10
	Correction of applicability for TC 7.3.2.3
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0023
	-
	10.2.0
	Rel‑10
	Addition of Rel‑10 IEs
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0024
	-
	10.2.0
	Rel‑10
	Addition of Rel‑10 IEs
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0025
	-
	10.2.0
	Rel‑10
	Change of file names for assistance data
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0026
	-
	10.2.0
	Rel‑10
	Change of file names for assistance data
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0027
	-
	10.2.0
	Rel‑10
	Correction to GPS assistance data
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0028
	-
	10.2.0
	Rel‑10
	Correction to GLONASS assistance data
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0029
	-
	10.2.0
	Rel‑10
	Correction to GPS assistance data
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130161
	37.571-5
	0030
	-
	10.2.0
	Rel‑10
	Correction to GLONASS assistance data
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130282
	37.812
	0001
	1
	11.0.0
	Rel‑11
	Background to in-band blocking requirement
	approved
	F
	11.1.0
	MB_MSR_RF-Perf
	R4

	RP-130166
	37.901
	0021
	-
	11.5.0
	Rel‑11
	Applicability change for LTE TDD tests using Port 7 and 8 (TM8)
	approved
	F
	11.6.0
	TEI11_Test
	R5

	RP-130166
	37.901
	0022
	-
	11.5.0
	Rel‑11
	Clarifications to LTE CQI mapping tables in Annex B.2.2
	approved
	F
	11.6.0
	TEI11_Test
	R5

	RP-130166
	37.901
	0023
	-
	11.5.0
	Rel‑11
	Changing the RI selection method in TM3 and TM4 tests
	approved
	F
	11.6.0
	TEI11_Test
	R5

	RP-130166
	37.901
	0024
	-
	11.5.0
	Rel‑11
	Clarification to Soft Channel Bit size in LTE tests
	approved
	F
	11.6.0
	TEI11_Test
	R5

	SP-130155
	41.101
	0052
	-
	10.2.0
	Rel‑10
	Update to list of specs
	approved
	F
	10.3.0
	TEI10
	SP

	SP-130155
	41.101
	0053
	-
	10.2.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.0.0
	TEI11
	SP

	SP-130037
	43.020
	0029
	-
	11.0.0
	Rel‑11
	Warning regarding GEA1 support in mobile stations
	approved
	F
	11.1.0
	SEC11
	S3

	SP-130037
	43.020
	0030
	-
	11.0.0
	Rel‑12
	Prohibiting GEA1 in mobile stations
	approved
	C
	12.0.0
	SEC12
	S3

	GP-130251
	43.055
	0068
	2
	11.0.0
	Rel‑11
	PLMN Index in the DTM handover procedure into shared GERAN
	approved
	B
	11.1.0
	FULL_MOCN-GERAN
	G1

	GP-130246
	44.018
	0991
	3
	11.3.0
	Rel‑11
	PLMN Index in the CS handover procedure into shared GERAN
	Approved
	B
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130252
	44.018
	0995
	3
	8.16.0
	Rel‑8
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	Approved
	F
	8.17.0
	GELTE
	G2

	GP-130253
	44.018
	0996
	2
	9.13.0
	Rel‑9
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	Approved
	F
	9.14.0
	TEI9
	G2

	GP-130254
	44.018
	0997
	2
	10.7.0
	Rel‑10
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	Approved
	A
	10.8.0
	TEI9
	G2

	GP-130232
	44.018
	0998
	1
	11.3.0
	Rel‑11
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	Approved
	A
	11.4.0
	TEI9
	G2

	GP-130227
	44.060
	1579
	6
	10.11.0
	Rel‑10
	Length extension of the extension information IE in DTM HANDOVER COMMAN
	Approved
	F
	10.12.0
	TEI10
	G2

	GP-130149
	44.060
	1580
	5
	11.3.0
	Rel‑11
	Length extension of the extension information IE in DTM HANDOVER COMMAN
	Approved
	A
	11.4.0
	TEI10
	G2

	GP-130247
	44.060
	1584
	3
	11.3.0
	Rel‑11
	PLMN Index in the PS handover procedure into shared GERAN
	Approved
	B
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130271
	45.002
	0164
	2
	9.6.0
	Rel‑9
	Corrections to multislot capabilities for dual carrier mobile stations
	approved
	F
	9.7.0
	TEI9
	G1

	GP-130272
	45.002
	0165
	2
	10.3.0
	Rel‑10
	Corrections to multislot capabilities for dual carrier mobile stations
	approved
	A
	10.4.0
	TEI9
	G1

	GP-130273
	45.002
	0166
	2
	11.1.0
	Rel‑11
	Corrections to multislot capabilities for dual carrier mobile stations
	approved
	A
	11.2.0
	TEI9
	G1

	GP-130112
	45.005
	0552
	-
	11.2.0
	Rel‑11
	Correction to band applicability for in-band blocking
	approved
	A
	11.3.0
	MCBTS
	G1

	GP-130117
	45.005
	0553
	-
	11.2.0
	Rel‑11
	Removal of square brackets for LA VAMOS performance requirements
	approved
	F
	11.3.0
	MRLA
	G1

	GP-130144
	45.005
	0554
	-
	8.15.0
	Rel‑8
	Correction to band applicability for in-band blocking
	approved
	F
	8.16.0
	MCBTS
	G1

	GP-130145
	45.005
	0555
	-
	9.12.0
	Rel‑9
	Correction to band applicability for in-band blocking
	approved
	A
	9.13.0
	MCBTS
	G1

	GP-130146
	45.005
	0556
	-
	10.6.0
	Rel‑10
	Correction to band applicability for in-band blocking
	approved
	A
	10.7.0
	MCBTS
	G1

	GP-130210
	45.005
	0557
	1
	11.2.0
	Rel‑11
	Clarification on the interpretation of requirements for MCBTS classes
	approved
	F
	11.3.0
	MRLA
	G1

	GP-130278
	45.008
	0593
	2
	8.14.0
	Rel‑8
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	approved
	F
	8.15.0
	GELTE
	G1

	GP-130279
	45.008
	0594
	2
	9.10.0
	Rel‑9
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	approved
	A
	9.11.0
	GELTE
	G1

	GP-130280
	45.008
	0595
	2
	10.5.0
	Rel‑10
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	approved
	A
	10.6.0
	GELTE
	G1

	GP-130281
	45.008
	0596
	2
	11.2.0
	Rel‑11
	System Information acquisition for CS Fallback with Cell Change Order from E-UTRAN
	approved
	A
	11.3.0
	GELTE
	G1

	GP-130218
	45.008
	0597
	-
	9.10.0
	Rel‑9
	Applicability of system information provided in E-UTRAN for CS Fallback
	approved
	F
	9.11.0
	GELTE
	G1

	GP-130219
	45.008
	0598
	-
	10.5.0
	Rel‑10
	Applicability of system information provided in E-UTRAN for CS Fallback
	approved
	A
	10.6.0
	GELTE
	G1

	GP-130220
	45.008
	0599
	-
	11.2.0
	Rel‑11
	Applicability of system information provided in E-UTRAN for CS Fallback
	approved
	A
	11.3.0
	GELTE
	G1

	GP-130228
	48.008
	0380
	1
	11.3.0
	Rel‑11
	Addition of a missing reference for definition of compatible Codec Type and Codec Configuration
	Approved
	D
	11.4.0
	AoIP
	G2

	GP-130245
	48.008
	0381
	-
	11.3.0
	Rel‑11
	Introduction of PLMN Index in handover procedure in shared network
	Approved
	B
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130150
	48.018
	0380
	-
	11.1.0
	Rel‑11
	Editorial correction for Paging PS/CS
	Approved
	D
	11.2.0
	TEI11
	G2

	GP-130236
	48.018
	0381
	1
	11.1.0
	Rel‑11
	Support for PS handover in shared GERAN scenario
	Approved
	B
	11.2.0
	FULL_MOCN-GERAN
	G2

	GP-130320
	51.010-1
	4803
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4803 Correction to test case 14.16.2.1a
	approved
	F
	10.4.0
	TIGHTER
	G3new

	GP-130321
	51.010-1
	4804
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4804 Correction to test case 14.18.2b
	approved
	F
	10.4.0
	TIGHTER
	G3new

	GP-130322
	51.010-1
	4805
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4805 Correction to test case 14.18.3b
	approved
	F
	10.4.0
	TIGHTER
	G3new

	GP-130323
	51.010-1
	4806
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4806 Correction to test case 14.18.1c
	approved
	F
	10.4.0
	TIGHTER
	G3new

	GP-130317
	51.010-1
	4808
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4808 Introduction to the New TC 51.2.3.12: Packet Immediate Assignment by IPA capable MS/ one phase packet access /IPA uplink assignment
	approved
	F
	11.0.0
	TEI11_Test
	G3new

	GP-130318
	51.010-1
	4809
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4809 Introduction to the New TC 51.2.3.13: Packet Immediate Assignment by IPA capable MS/ one phase packet access /IPA uplink assignment/ Consecutive EGPRS Packet Channel Requests
	approved
	F
	11.0.0
	TEI11_Test
	G3new

	GP-130319
	51.010-1
	4810
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4810 Introduction to the New TC 51.2.3.14: Packet Immediate Assignment by IPA capable MS/ one phase packet access /IPA uplink assignment/ Radio_Access_Capability_bit set
	approved
	F
	11.0.0
	TEI11_Test
	G3new

	GP-130309
	51.010-1
	4811
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4811 Addition of new test case 52.10.1 Verification of support of the IMMEDIATE PACKET ASSIGNMENT (IPA) Capability
	approved
	B
	11.0.0
	TEI11_Test
	G3new

	GP-130310
	51.010-1
	4812
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4812 Addition of new test case 52.10.2 EGPRS Packet Access for one phase access by IPA capable MS/EGPRS Packet Channel Request supported/CCCH case
	approved
	B
	11.0.0
	TEI11_Test
	G3new

	GP-130311
	51.010-1
	4813
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4813 Addition of new test case 52.10.3 EGPRS Packet Access for two phase access by IPA capable MS/EGPRS Packet Channel Request supported/CCCH case
	approved
	B
	11.0.0
	TEI11_Test
	G3new

	GP-130312
	51.010-1
	4814
	1
	10.3.0
	Rel‑11
	CR 51.010-1-4814 Addition of new test case 52.10.4 EGPRS Packet Access for signalling by IPA capable MS/EGPRS Packet Channel Request supported/CCCH case
	approved
	B
	11.0.0
	TEI11_Test
	G3new

	GP-130080
	51.010-1
	4818
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4818 12.1.1 Support of GPRS Class C MS
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130033
	51.010-1
	4819
	-
	10.3.0
	Rel‑10
	CR 51.010-1-4819 12.1.2 Support of GPRS Class C MS
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130034
	51.010-1
	4820
	-
	10.3.0
	Rel‑10
	CR 51.010-1-4820 New Test 14.18.3 AM suppression - packet channels
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130301
	51.010-1
	4822
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4822 14.20.1-4 Alignment of SCPIR test coverage
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130040
	51.010-1
	4825
	-
	10.3.0
	Rel‑10
	CR 51.010-1-4825 14.18.6 Clarification on random frequency offset for 8PSK modulation
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130073
	51.010-1
	4826
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4826 Corrections to Location Method
	approved
	F
	10.4.0
	TEI8_Test
	G3new

	GP-130068
	51.010-1
	4827
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4827 44.2.5.2.1 Removal of GEA1 procedure
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130069
	51.010-1
	4828
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4828 46.1.2.x Removal of GEA1 procedures
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130070
	51.010-1
	4830
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4830 44.2.5.2.4 Removal of GEA1 procedure
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130071
	51.010-1
	4831
	1
	10.3.0
	Rel‑10
	CR 51.010-1-4831 New test case 44.2.5.2.5 Ciphering mode / Non support of GEA1
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130060
	51.010-1
	4833
	-
	10.3.0
	Rel‑10
	CR 51.010-1-4833 21.1 PICS for GPRS Class C MS
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130062
	51.010-1
	4834
	-
	10.3.0
	Rel‑10
	CR 51.010-1-4834 21.2 PICS for GPRS Class C MS
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130006
	51.010-2
	0789
	-
	10.3.0
	Rel‑10
	CR 51.010-2-0789 22.1 - Applicability correction, incorrect condition applied.
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130305
	51.010-2
	0790
	1
	10.3.0
	Rel‑10
	CR 51.010-2-0790 Correction to applicability statement for the TIGHTER cases
	approved
	F
	10.4.0
	TIGHTER
	G3new

	GP-130313
	51.010-2
	0791
	1
	10.3.0
	Rel‑11
	CR 51.010-2-0791 IMMEDIATE PACKET ASSIGNMENT (IPA) applicability update indicating mobile station support for IPA capability
	approved
	B
	11.0.0
	TEI11_Test
	G3new

	GP-130303
	51.010-2
	0792
	1
	10.3.0
	Rel‑10
	CR 51.010-2-0792 Addition of new test case 14.18.3
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130074
	51.010-2
	0794
	1
	10.3.0
	Rel‑10
	CR 51.010-2-0794 Corrections to applicabilities for test cases 70.7.4.X
	approved
	F
	10.4.0
	TEI8_Test
	G3new

	GP-130072
	51.010-2
	0795
	1
	10.3.0
	Rel‑11
	CR 51.010-2-0795 Removal of GEA1 procedures - Applicability corrections for LLC ciphering test cases
	approved
	F
	11.0.0
	TEI_Test
	G3new

	GP-130304
	51.010-2
	0797
	1
	10.3.0
	Rel‑10
	CR 51.010-2-0797 Clause 20 Applicability adjustments for GPRS Only devices
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130061
	51.010-2
	0798
	-
	10.3.0
	Rel‑10
	CR 51.010-2-0798 21.1 PICS for GPRS Class C MS
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130063
	51.010-2
	0799
	-
	10.3.0
	Rel‑10
	CR 51.010-2-0799 21.2 PICS for GPRS Class C MS
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130064
	51.010-2
	0800
	-
	10.3.0
	Rel‑10
	CR 51.010-2-0800 12.1.1 PICS for GPRS Class C MS and 8PSK Test Procedure
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130065
	51.010-2
	0801
	-
	10.3.0
	Rel‑10
	CR 51.010-2-0801 12.1.2 PICS for GPRS Class C MS (PICS )
	approved
	F
	10.4.0
	TEI_Test
	G3new

	CP-130149
	51.010-4
	0092
	1
	4.24.0
	Rel‑4
	Applicability of tests for MEs with reduced capabilities
	approved
	F
	4.25.0
	TEI4
	C6

	GP-130009
	51.010-5
	0118
	-
	10.3.0
	Rel‑10
	CR 51.010-5-0118 Update for the latest version of TTCN
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130324
	51.010-5
	0119
	1
	10.3.0
	Rel‑10
	CR 51.010-5-0119 Correction to Selection expression of IR_G TC 26.6.11.3
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130011
	51.010-5
	0120
	-
	10.3.0
	Rel‑10
	CR 51.010-5-0120 Correction to IR_G TC 60.6
	approved
	F
	10.4.0
	TEI_Test
	G3new

	GP-130075
	51.010-7
	0008
	1
	9.5.1
	Rel‑9
	CR 51.010-7-0008 Corrections to GNSS assistance data
	approved
	F
	9.6.0
	TEI8_Test
	G3new

	GP-130076
	51.010-7
	0009
	1
	9.5.1
	Rel‑9
	CR 51.010-7-0009 Changes to assistance data file names
	approved
	F
	9.6.0
	TEI8_Test
	G3new

	GP-130077
	51.010-7
	0010
	1
	9.5.1
	Rel‑9
	CR 51.010-7-0010 Temporary removal of GLONASS aquisition assistance data files
	approved
	F
	9.6.0
	TEI8_Test
	G3new

	GP-130078
	51.010-7
	0011
	1
	9.5.1
	Rel‑10
	CR 51.010-7-0011 Addition of Rel‑10 IE fields
	approved
	F
	10.0.0
	TEI10_Test
	G3new

	GP-130079
	51.010-7
	0012
	1
	9.5.1
	Rel‑9
	CR 51.010-7-0012 Corrections to GPS Almanac assistance data files
	approved
	F
	9.6.0
	TEI_Test
	G3new

	GP-130116
	51.021
	0265
	-
	11.1.0
	Rel‑11
	Correction to wideband noise reference
	approved
	F
	11.2.0
	TEI11
	G1

	GP-130118
	51.021
	0266
	-
	11.1.0
	Rel‑11
	Removal of square brackets for LA VAMOS performance requirements
	approved
	F
	11.2.0
	MRLA
	G1

	GP-130283
	51.021
	0267
	1
	11.1.0
	Rel‑11
	Further corrections due to introduction of Medium Range and Local Area multicarrier BTS
	approved
	F
	11.2.0
	MRLA
	G1


1797 CRs (1713 approved)

TSG SA

3GPP

3GPP

TSG SA


